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HANDLING

J-SERIES Pneumatic gripper clamps

JK-SERIES High compensation pneumatic
gripper clamps
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J-SERIES INNOVATION DOWN TO THE LAST DETAIL

Compact gripper clamps with toggle-joint mechanism,
to secure the workpiece clamping in case of air

loss: the jaws remain locked in closed position.
Mainly used to hold the workpiece on edges or through
holes - from above or below - and to transfer parts.

Easy field adjustment of the opening angle, from
the rear or front side of the gripper clamp,

WITH THE SHORTEST SET-UP TIME IN THE MARKET.

Complete reliability of the angle adjustment
over time integrated mechanism secures

the adjusted position and prevents any

sliding or opening angle displacement.

A retain mechanism secures the adjustment
toolin its seat and prevents the Allen wrench to
fall down during the adjustment procedure.
Even without air, the clamp can be
toggle-locked through the adjustment means.
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J-SERIES

Lightweight design, which does
not compromise the stiffness
and strength of the housings.

Equipped with sealed roller bearings,
to ensure a high protection degree
against contaminants

> fully encapsulated housing.

No slamming towards the opening
position due to an optimal
integrated cushioning system.

No flow valve required.
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ORDERING STRING INNOVATION DOWN TO THE LAST DETAIL
J-SERIES

| SENsOR |

OPERATION
J =gripper clamp P = pneumatic 40 =0 40 mm E = electronic sensor with M12
D = pneumatic with 1= swivel connector - PNP
manual operation A = electronic sensor with M12
2= , swivel connector - NPN

N = no sensor
[! B = electronic sensor with M8

swivel connector - PNP

i T CLAMP ARM TYPE ARM MATERIAL
G = GAS 1 = upper jaw 2 =2 pairs of knurled tips A = aluminum
S = steel

D = dual GAS ports

on rear end cap

s — D — Subject to change
— - - .
E— without notice
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Servici

* DIMENSIONAL TOLERANCE FOR DOWEL HOLES: +0.02
DIMENSIONAL TOLERANCE FOR THREADED HOLES: 0.1

REV. 00 - 31/03/2015

WEIGHT

K=

38.5:0.05__ 25* 40 -
29.4 & 45
Mé - 10 DEEP: | =
Gripper clamp — ST — L, 1
. ! g 7 ——
Size 40 mm Ei \ B—=r—g 3 Q1
&| | z -
/ &
< [
FIN@6 H7 - 10 DEEP N
3
LI i ]
I N | S
e M8
= 62 34
65
47+0.05
7.5:0.1 8H7
Manual release button to open the linkage when ‘ ‘ M6 - 10 DEEP
air pressure is removed during setup. ST 01 =
. . . = & —
Pneumatic ports on both sides of the cylinder. o ] Sad 1 5
f 843 "o & rA— 99
Operating features o M o "’
! Fan\
Operating pressure | from 2 to 8 bar / from 30 to 115 psi O I [T &
\-@6 H7 - 8 DEEP \-G1/8"
Lubrication all the devices are lubricated 2e008] ) 5%
for life at the factory. Inline air 161
lubrication isn't required 8 230.6 MAX

Subject to change
without notice
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* DIMENSIONAL TOLERANCE FOR DOWEL HOLES: +0.02
DIMENSIONAL TOLERANCE FOR THREADED HOLES: +0.1

REV. 00 - 17/06/2015

38.5:005 25* 40 gm 50
@6 H7 - 10 DEEPA 24 | S £
Mé - 10 DEEP- | S |
o
\-r‘ el HENES
T T
2]
lal | < o rl- Pany
84 A7 o e T B S N 5 S
N L— gl P H:_
\\l/ — S]] ~
-
g s
SEEl % L
=5 = & T &
32 |psar| 407G M8
10| [35 62 34
\ 65
D1 VERSION D2 VERSION
47+0.05 B
N 5, | n 9:0.1 Fa _7/M671DDEEP
A I \ I G1/8" 100
- =il i P g 27
== gg °o° :,, R— QR
| &G0 ]
25005 Gl
B, | \06 H7 - 8 DEEP @
~O|
161 ‘ & —
8 230.6 MAX —
o o

M5x12 screws
Tightening torque: 5 N m / 3.68 lb-ft

INNOVATION DOWN TO THE LAST DETAIL

Servici

WEIGHT

D1 handle
included

D3 VERSION

84

27
. a=n
M5x12 s;rews/: -

0
h

Tightening torque: 5 N m / 3.68 lb-ft

Lo/

Gripper clamp
Size 40 mm

With manual operation

Arm opening angle Handle swivel angle
0° 4.12°
15° 22.65°
30° 38.2°
45° 58.4°
60° 83.6°
75° 107.6°
90° 123.6°

105° 132.75°
120° 137.7°
135° 140°

Subject to change
without notice
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Subject to change
without notice

FUNCTIONAL CHARTS

SIZE 40 mm

1.6+ Air consumption (NU at 2 bar / 30 psi h
<+ === Air consumption (NU] at 5 bar / 72.5 psi
147~ e Ajr consumption [N at 8 bar / 115 psi
1.2
= = | OW-VALVE
Cycle time for max opening angle RUEERRE =10 E—
=
208
: £ /
Clamping moment 5
A _ 130N m /95.88 lb-ft gosT—f
(at 5 bar / 72.5 psi) 8 . 1H7
Holding moment 380 N'm/280.27 lb-ft L
0.2
The above data are meant for correct working conditions of the f
clamp - with the same performance level during its life time. o
For applications which exceed the above data, 0 5 10 15 30 4? 60 R » 90 105 120 135
please contact our sales representatives. L Opening angle (°)
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JK- SERIES INNOVATION DOWN TO THE LAST DETAIL

The JK gripper clamps’ series has the same
features of the J series PLUS is able

to compensate different metal sheet thicknesses
or tolerances on die casts, which are being
more often used in the production lines.

No maintenance neither external
adjustment to the clamp is required to
get the compensating function.

SAFE SOLUTION
The linkage is irreversible (toggle linkage)
and will remain locked in case of air loss

MAINTENANCE FRIENDLY
Maintenance adjustment shimming is not required!
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ORDERING STRING

JK = gripper clamp-
workpiece thickness
compensation

G = GAS
D = dual GAS ports

on rear end cap

Subject to change
without notice
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JK-SERIES

OPERATION
P = pneumatic
D = pneumatic with 1=
manual operation
- f

&

3 [{
—
1 = upper jaw

JK(P 140 (E (6 (1 (2 (A

40=0 40 mm E = electronic sensor with M12

swivel connector - PNP

A = electronic sensor with M12
swivel connector - NPN

N = no sensor

B = electronic sensor with M8
swivel connector - PNP

CLAMP ARM TYPE ARM MATERIAL
2 =2 pairs of knurled tips A = aluminum
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Servic

Lo/

INNOVATION DOWN TO THE LAST DETAIL

* DIMENSIONAL TOLERANCE FOR DOWEL HOLES: +0.02
DIMENSIONAL TOLERANCE FOR THREADED HOLES: +0.1

REV. 00 - 31/03/2015 WEIGHT
38.5:0.05 _25* 40 -
29.4 & 45
Mé - 10 DEEP | -
SIS LI Gripper clamp-workpiece
[ - . s . .
I = thickness compensation
Lo = k) o oy
H ] T 9 < T ¢ T
0| — (! .
i \/ & * E Size 40 mm
S f
- 306 17 - 10 DEEP b
ox9 =
~| 9| § g
~ L -
o I_H’"_—\/
95° MAX H = o N
D5 40 M8
- 62 : 34
65
47+0.05
7.5:0.1 8H7
‘ ‘ Mé - 10 DEEP c Manual release button to open the linkage when
EH [T 1] P — air pressure is removed du.rlng setup. .
o | 1 = N Pneumatic ports on both sides of the cylinder.
B3 —H &) o B —— 98 :
> o Operating features
1 a Fan)
M [T 1] LSS Operating pressure | from 2 to 8 bar / from 30 to 115 psi
\-@6 H7 - 8 DEEP \-G1/8"
205 25+ Lubrication all the devices are lubricated
161 for life at the factory. Inline air
& 2B L lubrication isn't required
s . — — ) Subject to change
B S

s — without notice
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Gripper clamp-workpiece

thickness compensation

Size 40 mm

With manual operation

Arm opening angle

0°
15°
30°
45°
60°
75°
90°
105°
120°
135°

©206e

Servici

* DIMENSIONAL TOLERANCE FOR DOWEL HOLES: +0.02
DIMENSIONAL TOLERANCE FOR THREADED HOLES: 0.1

LB e REV. 00 - 17/06/2015
D1 handle
included
BSew 26* 40 o 50
@6 H7 - 10 DEEP-| 224 | olw 4
Mé - 10 DEEP | = |
o 114
L e P \
o orat-3 = &
B I\\A/ S Y = ¢°’§ g'u=5
[ —
N =— =
o%% “g; ( §
aNRE 3 ==
=& = @ T @
32 |5 40787 M8
10 |35 %ég 34
D1 VERSION D2 VERSION D3 VERSION
47:0.05
84
Handle swivel angle 1 N 7.5:0.1 F ~&H7/M6—10 DEEP o
4.12° Ko I \ | 1y ; : G1/8" 100 I
' = rs — 27
22.65° SR e i o RIS
Lo|Lo| ~| N )| —
38.2° Pl a0 —
° G1/8" o
58.4o 20:0.05 L | Nge w7 - soeep « & .
83.6 1 | 8T = N ==
107.6° 8| 230.6 MAX e
123.6° — —
132.75° oS ieke 3k
- M5x12 screws S M5x125crew5/-L
137.7° Tightening torque: 5 N m /3.68 lb-ft Tightening torque: 5N m /3.68 lb-ft
140°

Subject to change
without notice



https://rodavigo.net/productos/?cod_fam=10&cod_prod=065
https://rodavigo.net/
https://rodavigo.net/productos/?cod_fam=10&cod_prod=065
https://rodavigo.net/

FUNCTIONAL CHARTS

SIZE 40 mm

INNOVATION DOWN TO THE LAST DETAIL

Air consumption (NU) at 2 bar / 30 psi h
=== Air consumption (NU) at 5 bar / 72.5 psi
== Air consumption (Nl at 8 bar / 115 psi

) . LOW-\ E
Cycle time for max opening angle [RRIEERREH

o

o

©

Clamping moment
130 N m/95.88 lb-ft
(at 5 bar / 72.5 psi) m

Holding moment 380 N m/280.27 lb-ft
The above data are meant for correct working conditions of the
clamp - with the same performance level during its life time.

For applications which exceed the above data,
please contact our sales representatives.

o
o~

o
~

Air consumption (NL)

30

Opening angle (°)

75

Subject to change
without notice
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