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40 15,00 - 18,00 0,5 20 - 25 10000 36 2,7 50,2 65 10,5 - - 040601
40 17,50 - 20,50 0,5 25 - 30 10000 36 2,7 50,2 65 10,5 - - 040600
45 20,00 - 25,50 0,5 50 - 68 17000 40 2,7 55,2 70 10,5 - - 045601
45 25,00 - 30,50 0,5 68 - 80 17000 40 2,7 55,2 70 10,5 - - 045600
55 30,00 - 40,50 0,5 90 - 125 20000 50 2,7 55,2 70 10,5 - - 055600
66 40,00 - 50,50 0,5 130 - 160 20 000 62 2,7 54,0 65 11,0 30 M 5 066600
76 50,00 - 60,50 0,5 160 - 190 20 000 72 2,7 54,0 65 11,0 30 M 5 076600
86 60,00 - 70,50 0,5 240 - 280 25000 82 2,7 54,0 65 11,0 30 M 5 086600
96 70,00 - 80,50 0,5 280 - 320 25 000 92 2,7 54,0 65 11,0 30 M 5 096600

106 80,00 - 90,50 0,5 390 - 440 30 000 102 2,9 64,0 78 13,0 38 M 6 106600
114 90,00 - 100,50 0,5 440 - 490 30 000 110 2,9 64,0 78 13,0 38 M 6 114600
124 100,00 - 110,50 0,5 570 - 630 35 000 120 2,9 64,0 78 13,0 38 M 6 124600
134 110,00 - 120,50 0,5 630 - 680 35 000 130 2,9 64,0 78 13,0 38 M 6 134600
150 120,00 - 131,00 1,0 685 - 740 35 000 143 6,0 78,0 95 14,0 38 M 6 150600
160 130,00 - 146,00 1,0 740 - 825 35 000 155 6,0 83,0 100 14,0 38 M 6 160600
175 145,00 - 161,00 1,0 820 - 910 35 000 170 6,0 92,0 110 14,0 38 M 6 175600
190 160,00 - 176,00 1,0 905 - 1 000 35 000 185 6,0 95,0 118 14,0 38 M 6 190600
205 175,00 - 191,00 1,0 990 - 1 080 35 000 200 6,0 102 125 14,0 38 M 6 205600
225 190,00 - 206,00 1,0 1 075 - 1 165 35 000 220 6,0 107 130 14,0 38 M 6 225600

Clamping Elements Taper Sleeves HKF
for setup of Taper Sleeve Flange Chucks HKFF
to different clamping diameters within a given size

Size
HKF …

d
mm

Achievable 
clamping 
diameter

D*
mm

Maximum 
diameter 
change**

Δ D
mm

Max. 
transmissible 

torque***

M1)

Nm

Max.
actuating 
force***

F
N

Art.-No.

3198-

* Clamping diameter adjustable to two places after the decimal point • ** of the clamping diameter of the Clamping Element. • *** for clamping with pull-back action.
**** Clamping stroke H max. describes the load limit of the Clamping Element while activation without component.
1) The lower value refers to the smallest clamping diameter of the respective size, the higher value to the largest. For values between the two can be determined through interpolation.

for screws Zg3
(4 x 90°)

Example for ordering
Please indicate the size of the Clamping 
Element and the clamping diameter of your
component, including component tolerance, in
your order:

Size: HKF 66
Clamping diameter: 50,47 mm
Component tolerance: h6

HKF 66-50,47h6

Clamping stroke 
H max.
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Zg1 Zg2 Zg3

HKFF 66 40 48 12 34 M 12x35 M 6x16 M 5x12 048902
HKFF 76 40 48 12 34 M 12x35 M 6x16 M 5x12 048901
HKFF 86 49 48 12 34 M 12x35 M 6x16 M 5x12 048901
HKFF 96 49 48 12 34 M 12x35 M 6x20 M 5x12 048901
HKFF 106 77 68 15 54 M 16x45 M 6x20 M 6x20 068901
HKFF 114 77 68 15 54 M 16x45 M 6x20 M 6x20 068901
HKFF 124 90 68 15 54 M 16x45 M 6x20 M 6x20 068901
HKFF 134 90 68 15 54 M 16x45 M 6x20 M 6x20 068901
HKFF 150 90 68 15 54 M 16x55 M 6x20 M 6x20 068902
HKFF 160 90 68 15 54 M 16x55 M 6x20 M 6x20 068902
HKFF 175 90 68 15 54 M 16x55 M 6x20 M 6x20 068902
HKFF 190 90 68 15 54 M 16x60 M 6x20 M 6x20 068903
HKFF 205 90 68 15 54 M 16x60 M 6x20 M 6x20 068903
HKFF 225 90 68 15 54 M 16x60 M 6x20 M 6x20 068903

Zg1 DIN EN ISO 4762 

Zg2 DIN EN ISO 4762 
(2 x 180°)

Component assembly group for hand clamping
for setup ofTaper Sleeve Flange Chucks

Assembly group for hand clamping (optional)
for components with central through bore holes

Zg3 (4 x 90°)
up to HKFF 96 DIN 7984

as of HKFF 106 DIN EN ISO 4762

for 
size*

Max. permissible
tightening 

torque

Art.-No.

3128-

* Assembly group for hand clamping is not available for Taper Sleeve Flange Chucks HKFF 40 to HKFF 50.
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4 9 - 16 0,5 6,5 8 000 51 30 0,5 12 2,7 53,3 7 41 M 5 004501
6 15 - 20 0,5 10 9 000 51 30 0,5 12 2,7 53,3 9 41 M 5 006501
7 19 - 26 0,5 12 9 000 51 30 1,0 12 2,7 53,3 10 41 M 5 007501

12 25 - 32 0,5 22 10 000 51 31 1,0 13 2,7 56,3 10 41 M 5 012501
19 31 - 44 0,5 55 16 000 61 34 1,0 13 2,7 66,3 15 49 M 6 019501
30 43 - 55 0,5 158 30 000 91 55 1,0 12,7 2,8 72,2 15 75 M 8 030501
40 54 - 76 0,5 278 40 000 91 55 1,0 12,7 2,8 82,2 15 75 M 8 040501
60 75 - 100 0,5 613 60000 126 81 1,0 14,6 2,9 83,1 15 107 M 10 060501
80 100 - 125 0,8 1 050 80 000 170 110 2,0 20 4,5 100 20 145 M 12 080501

100 125 - 150 0,8 1 300 80 000 170 110 2,0 20 4,5 100 20 145 M 12 100501
125 150 - 175 1,0 2 050 100 000 200 135 3,0 23 5,0 110 25 170 M 12 125501
150 175 - 225 1,2 3 000 140 000 230 160 3,0 33 7,5 143 30 195 M 12 150501
200 225 - 275 1,5 4 500 170 000 280 210 3,0 33 8,5 160 30 245 M 12 200501

Zz DIN 974-1
(4 x 90°)

Clamping Elements Taper Sleeves HKD
for setup of Taper Sleeve Flange Mandrels HKDF
to different clamping diameters within a given size

* Clamping diameter adjustable to two places after the decimal point • ** of the clamping diameter of the Clamping Element. • *** for clamping with pull-back action.
**** Clamping stroke H max. describes the load limit of the Clamping Element while activation without component.

Example for ordering
Please indicate the size of the Clamping
 Element and the clamping diameter of your
component, including component tolerance, in
your order:

Size: HKD 30
Clamping diameter: 50,47 mm
Component tolerance: H7

HKD 30-50,47H7

Sizes HKD 7 to HKD 200Sizes HKD 4 und HKD 6

Clamping stroke
H max.

Clamping stroke 
H max.

Size
HKD ...

d
mm

 Achievable
clamping 
diameter

D*
mm

Maximum 
diameter
change**

Δ D
mm

Max. 
transmissible 

torque***

M
Nm

Max. 
actuating 
force***

F
N

Art.-No.

2198-

Zz DIN 974-1
up to HKDF 60 (4 x 90°)
as of HKDF 80 (6 x 60°)

Detail „B“ Detail „C“

RINGSPANN® 

https://rodavigo.net/es/c/transmision/otros-tipos-de-transmision/sujecion-transmision/accesorios-de-sujecion-para-transmision/accesorio-para-montaje-de-mandril-de-sujecion/f/ringspann

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



45

Lg

ø 
A

g

ø 
Tg

Gg
1

Fg1 Fg2

Gg
2

MA
Nm

Ag

mm

Fg1

mm

Fg2

mm

Gg1 Gg2 Lg

mm

SW

HKDF 30 78 90 22,0 12,2 M 16 x 1,5 LH M 8 35,3 14 090902
HKDF 40 105 90 22,0 14,25 M 16 x 1,5 LH M 8 35,3 14 090902
HKDF 60 230 125 23,5 28,4 M 24 x 2 LH M 10 47,4 19 125901
HKDF 80 302 175 28,9 23,4 M 24 x 2 LH M 12 57,4 19 175901
HKDF 100 302 175 28,9 23,4 M 24 x 2 LH M 12 57,4 19 175901
HKDF 125 380 200 33,5 23,4 M 24 x 2 LH M 12 62,5 19 200901
HKDF 150 530 225 41,0 47,4 M 24 x 2 LH M 12 77,0 19 225901
HKDF 200 645 275 51,0 37,4 M 24 x 2 LH M 12 95,0 19 275901

45-1

SW

Component assembly group for hand clamping 
for setup of Taper Sleeve Flange Mandrels

Assembly group for hand clamping (optional)

for 
size*

Max. permissible
tightening 

torque

Art.-No.

3129-

* Assembly group for hand clamping is not available for Taper Sleeve Flange Mandrels HKDF 4 to HKDF 19.
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