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BE
autoaspirante
self-priming

pumps several usesbombas usos varios

40
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Cond.

µF
r.p.m.

Voltaje

Voltage

Potencia
Caudal m3/h / Flow m3/h

Ø

Asp.

Imp.
Altura  m.c.a. / Height w.c.m.

HP KW
0 0,5 1 1,5 2,4 3,6 4,5 5

20

25

25

12

15

15 13,5 12 10,5 7,5 4,7 2 0,4

13 11,5 9,5 7 3 0,1

17

9,5

10

7

2,5

4,3 0,1

ROVER 20 CE

BE 25-M

ROVER 30 CE

BE 30-T

ROVER 40 CE

BE 40-T

  230

III 400

II 230

III 400

2.900

1.450

10

14

25

–

32

–

0,5

0,6

0,9

1

0,37

0,45

0,66

0,75

r.p.m.

Voltaje

Voltage

C.C.

Potencia

W

Caudal m3/h / Flow m3/h
Ø

Asp.

Imp.
Altura  m.c.a. / Height w.c.m.

0,3 0,6 0,9 1,1 1,25 1,5 1,75

2019 17 12 9 5 3 2
MARINA 20-12

MARINA 20-24

12

24
3.200 480

Tipo
Type

Tipo
Type

1.450

2.900

ES

Aplicaciones:

SERIE BE: Electrobomba autoaspirante de anillo líquido.

Equipadas con asa, rácores para manguera y cable con 

clavija de enchufe por su concepción de bomba portátil.

AUTOASPIRANTE HASTA 8 METROS.

Características constructivas:

Cuerpo bomba, rácores y turbina en bronce según 

Norma UNI 5075 inoxidable para evitar bloqueos. Eje 

en acero inoxidable 18/8 y cierre mecánico “Corteco” 

con muelle de acero inoxidable y elastómero especial.

Temperatura máxima del agua: 35º C

Temperatura máxima ambiente: 35º C

Presión máxima admitida: 6 Kg/cm2

Motor: 

Cerrado de ventilación externa, de servicio contínuo y 

grado de protección IP-44.

LA  BOMBA ROVER 20 CE PUEDEN SER CON IP-55 

PARA TRABAJAR CON GAS-OIL. TODAS LAS BOM-

BAS SON REVERSIBLES.

EN 

Applications:

A liquid ring self-driving pump. Fitted with a handle, con-

nections for hose and cable with plug for its portable faci-

lity. The AC versions are with reversible flow with a turn 

direction switch. SELF-PRIMMING UP TO 8 METRES.

Construction: 

Pump body, connectors and impeller in stainless bronze 

according to UNI 5075 to prevent blockage. Shaft in 18/8 

stainless steel and “Corteco” mechanical seal with stain-

less steel spring and special elastomer. 

Maximum water temperature: 35º C.  

Maximum ambient temperature: 35º C. 

Maximum pressure admitted: 6 Kg/cm2

Motor:

Sealed with external ventilation, continuous service and 

IP-44 protection.

THE ROVER 20 CE PUMP MAY BE WITH IP-55  

PROTECTION, FOR WORKING WITH DIESEL.

2.900

1.450

https://rodavigo.net/es/c/hidraulica/bombas-motores-actuadores/bombas-centrifugas/electrobomba-centrifuga-autoaspirante/f/saci-pumps
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