
DRILL
bomba para taladro
drill pump

KIT BE-25 M
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DRILL 20 220 350 720 2100 9 30 2 6 10 40 71 75 20

Tipo
Type

II 230 0,5 CV. 2,7 350 x 200 x 480

Tensión
Tension

Potencia
Power

m3/h
Dimensiones

Dimensions

Tipo
Type

KIT BE-25-Contador

ES

Aplicaciones:

Electrobomba autoaspirante de anillo líquido adecuada 

para el trasiego de: VINO, AGUA DE MAR, ACEITE, 

GASOIL, etc. APTA PARA ADAPTAR A TALADRO.

Características constructivas:

Cuerpo bomba, racores y turbina en bronce según 

norma UNI 5075, inoxidable para evitar bloqueos. Eje 

en acero inoxidable 18/8 y cierre mecánico “ Corteco” 

con muelle de acero inoxidable y elastómero especial. 

MAXIMA TEMP. AMBIENTE: 40ºC.

MAXIMA TEMP. LIQUIDO BOMBEADO: 60ºC.

PRESION MAXIMA ADMITIDA: 6 bar.

EN 

Applications:

A self-drive liquid ring electropump suitable for transfe-

rring WINE, SEA WATER, OIL, DIESEL, etc.

Constructive characteristics:

Pump body, connectors and impeller in bronze accor-

ding to UNI 5075, stainless steel to prevent blockage. 

Shaft in 18/8 stainless steel and “Corteco” mechanical 

seal with stainless steel spring and special elastomer.

MAXIMUM AMBIENT TEMPERATURE: 40º C

MAXIMUM TEMPERATURE PUMPED LIQUID: 60º C

MAXIMUM PRESSURE ADMITTED: 6 bar

ES

Aplicaciones:

Este moderno y actual kit es la solución más adecuada 

para medir líquidos de uso privado como gasoil, vino, 

agua dulce y salada, soluciones químicas, leche, etc., 

cuando se hace necesario garantizar caudales relativa-

mente elevados a presiones relativamente bajas.

Características constructivas:

Kit compuesto por:  bomba BE 25-M, Kit impulsión apto 

para combustibles y líquidos alimentarios, contador de 

polipropileno con entrada y salida en latón, con contador 

total y parcial. Presión máxima 3 bar, bancada soporte, 

filtro de aspiración.

PRECISION: ±5% 

KIT VALIDO SOLO PARA USO PRIVADO

EN 

Applications:

This modern kit is the best solution for measuring li-

quids in private use, such as diesel, wine, soft and salt 

water, chemical solutions, milk, etc...when it is neces-

sary to guarantee relatively high flows at relatively low 

pressures. 

Constructive characteristics: 

A kit comprising: BE 25-M pump, drive kit suitable for 

fuels and food liquids, polypropylene counter with brass 

inlet and outlet, total and partial counter. Maximum 

pressure 3 bar. Support bench y suction filter.

PRECISION: ±5%

KIT ONLY SUITABLE FOR PRIVATE USE.
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