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Servicio de Att. al

standarized overbench or bare shaft

Bombas centrifugas a eje libre o sobre bancada norma-
lizadas segun Normativa DIN 24255 (DIN EN733 actual).
Ideales para una amplia gama de aplicaciones como
puedan ser:
Circulacién de agua para circuitos de calefacciéon y re-
frigeracion.
Montajes en equipos de presion.
Riegos.
Otras instalaciones del sector civil, industrial o agrario.
Pueden ser acopladas con un acoplamiento eléstico
a un motor de 1.450 - 2.900 r.p.m. y montada sobre
una bancada rigida.
Bajo demanda las turbinas pueden ser en bronce.

Cuerpo bomba, tapa porta sello mecéanico, soporte en
fundicién de hierro. Turbina en fundicion de hierro ce-
rrada y equilibrada dinamicamente con compensacion
del esfuerzo axial. Eje bomba en Acero Inoxidable AlSI
304 soportado por dos cojinetes de esferas amplia-
mente dimensionadas, engrasadas de por vida y alo-
jadas en una cdmara en el interior del soporte. Cierre
mecénico normalizado segun la DIN 24960 en carboén
- carburo de silicio con juntas téricas EPDM.

IE3 motor asincrono, cerrado de ventilacion externa de
forma constructiva B3. Aislamiento clase F, con grado de
protecciéon IP55 vy tropicalizado. Todos los motores son
multifrecuencia y multitension. A partir de 15CV (Mec
160) todos los motores incorporan de serie engrasador
de cojinetes y sonda de temperatura. Los motores de
esta serie pueden ser a 1.450 r.p.m. 0 2.900 r.p.m..

Campo de temperatura de liquido bombeado: de
-10° C a + 140° C.

Bare shaft, enbloc, centrifugal motor-driven pumps with
coupling designed for a wide range of applications such
as:
Supplyng water.
The circulation of ot water for the central heating.
The circulation of cold water for air conditioning.
The transfers of liquids in agriculture, industries.
Hydraulic pumps can be coupled by an elastic coupling
to a motor at 1450rpm or a motor at 2900rpm and
mounted on a rigid bench.
Bronze impeller under demand.

Single-stage, cast iron spiral body made to DIN-EN 733
(formely DIN 24255), cast iron support, flanges in accor-
dance with DIN 2533 and DIN 2532 for DN 200. Impe-
ller in cast iron, encased and dynamically balanced with
compensation of the axial thrust by means of balancing
holes, operating (on request) with interchangeable wear
rings. AlSI 304 stainless steel pump shaft. Standardised
mechanical seal made to DIN 24960 in carbon/silicium
carbide with O’rings in EPDM.

IE3 closed, asynchronous motor with external ventila-
tion, construction type B3 for 2 poles and 4 poles. The
rotor is monted on extra large ball bearings to guarantee
low noise running and durability. We recommend using
overload protection for the motor, in accordance with
current norms. In the case of liquids denser than water,
the motors must be proportionally more powerfull. jp-65
protection insulation F.

Pumped liquid temperature range: -10° C to + 140° C.

PARA MAS INFORMACION CONSULTAR NUESTRO CATALOGO TECNICO DE NORMALIZADAS
CHECK OUR TECHNICAL CATALOGUE OF STANDARDISED PUMPS FOR MORE INFORMATION
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KDN Normalizadas a 2.900 r.p.m. / Standarized to 2.900 r.p.m.

KDN 32-125.1/ 105 138-15 136-15 123-15 97-15

KDN 32-125.1/ 110 155-15 162-15 | 139-2  115-2 2.900 r.p.m.
KDN 32-125.1/ 115 171-15 168-15 155-2  132-2

KDN 32-125.1/ 120 188-2 185-2 173-2 1513

KDN 32-125.1 / 125 205-2 203-2 | 191-3 | 17-3

KDN 32-125.1 / 130 23-2 212 213-3 19-3

KDN 32-125.1/ 135 24-2 12| B33 214 1784

KDN 32-125.1/ 140 25-2 %4-2 /63 B4 201-55

KDN 32-125 / 115 173-2 165-2 | 151-3 | 129-3

KDN 32-125 / 120 19-2 182-2 | 17-3 | 149-3 | 111-3

KDN 32-125 / 125 209-3 21-3  189-3 | 169-3  135-3

KDN 32-125 / 130 29-3 23 N-3 191-4 162-4

KDN 32-125 / 135 2%9-3 %-3 | 21-4 | 254 185-55 147-55
KDN 32-125 / 142 278-4 -4 %1-4 245-55 21755 18-55
KDN 32-160.1/ 137 2%-2 22 | 188-3

KDN 32-160.1/ 145 27-2 %52 23 1553

KDN 32-160.1/ 153 30-3 285-3 2653 20-4

KDN 32-160.1/ 161 3-3 363 29-4 24555

KDN 32-160.1/ 169 R %-3 | 354 285-55 217-15

KDN 32-160.1/ 177 105-4 -4 %5-55 33-55 262-15

KDN 32-160 / 137 237-3 26-3 | 07-4 | 176-4

KDN 32-160 / 145 27-4 %8-4  239-4 21255 169-55

KDN 32-160 / 153 304-4 295-4 | 217-55 | %58-55 212-15

KDN 32-160 / 161 3-55 3-55 | 317-55 291-75 255-75

KDN 32-160 / 169 3-55 33-55 %-75 B6-15 3%7-75 265-10
KDN 32-160 / 177 418-55 415-55 405-15 B4-15 B3-10 314-10
KDN 32-200.1/ 170 37-4 %54 | -4 23-4

KDN 32-200.1 / 180 £19-4 0-4 | 3%-55 288-55

KDN 32-200.1/ 190 165-55 45-55 | 41-55 3515

KDN 32-200.1 / 200 51855 50-55 465-15 405-75 31-75

KDN 32-200.1/ 207 55,115 5-75 50575 4510 35-10

KDN 32-200 / 170 3-55 B-55 | 31-55 | 27-75 | 21-75

KDN 32-200 / 180 39-55 35-55 365-15 35-15 2875

KDN 32-200 / 190 515 $5-75 4275 W75 M-10 285-10
KDN 32-200 / 200 51-75 9-75 | 48-75  45-10 | 405-10 35-10
KDN 32-200 / 210 57-15 5-75  5-10 525-10 485-15 43-15 | 36-15
KDN 32-200 / 219 63-10 62-10 | 61-10  59-15  565-15 G25-15 465-15 395-15

N.° negro: Altura m.c.a. - N.° verde: Potencia Nominal en CV / N°black: Height w.c.m. - N° Green: Nominal Power HP
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normalizadas a 2.900 r.p.m. standarized to 2.900 rp.m.

Servicio de Att. a

MODELO / MODEL mcsl/.h 0 3 6 12 18 24 30 36 42 48 54 60
[/min 0 50 100 200 300 400 500 600 700 800 900 1000
KDN 40-125 / 115 168-3 133-3 | 156-3 | 15-3 | 143-4 132-4 126-4 98-4
KDN 40-125 / 120 185-3 18-3 175-3 | 17-4  16-4 | 15-4 135-4 118-55
KDN 40-125 / 125 204-4 20-4 | 195-4 19-4 | 18-4 116,7-55153-55|135-55
KDN 40-125 / 130 22-4 28-4 N5-41 21-4 20-55 19-55 175-55157-55 14-15
KDN 40-125 / 135 24.1-4 24-4 | 239-4 234-55/225-55215-75 20-75 |183-75164-75
KDN 40-125 / 142 268-55 266-55 264-55 26-55 253-75/244-15 23-15 214-15194-75 17-75
KDN 40-160 / 137 24-4 24-4 | 23-4 | 22-55 |205-55| 18-75 | 15-75
KDN 40-160 / 145 215-55 215-55 27-55 1269-55242-175 22,1-15/195-75
KDN 40-160 / 153 31-15 31-75 1305-75/295-75 28-75 |265-75 24-10 | 21-10
KDN 40-160 / 161 345-75 3b-75 345-75339-75 32-10 1305-10 285-10 258-10 225-10
KDN 40-160 / 169 385-75 39-75 1385-75 38-10 | 37-10 | 35-10 |335-15| 31-15 | 28-15
KDN 40-160 / 177 425-10 43-10 1425-10| 42-10 415-15 40-15 385-15 35-15  33-15
KDN 40-200 / 170 33b-15 345-75335-75) 32-15 30-75 |265-10(225-10
KDN 40-200 / 180 385-75 395-75385-75 37-10  35-10 |325-10 29-10 | 25-10
KDN 40-200 / 190 435-10 445-10| 44-10 | 43-10 | 41-10 | 38-15 | 35-15 |315-15| 27-15
KDN 40-200 / 200 485-10 50-10 495-10 485-15 465-15 44-15 415-15 385-15 345-15
KDN 40-200 / 210 54-15 b5,5-15 555-15/545-15 53-15 | 51-15 [485-15 46-20 |425-20
KDN 40-200 / 219 60-15 61-15  61-15 605-15 59-15 | 57-20 | 55-20 625-20 495-20
KDN 40-250 / 220 63-15 63-15 |625-15| 61-15 | 59-15 | 57-20 | 55-20 | 52-20 | 48-20
KDN 40-250 / 230 69,5-15 69,5-15 685-15 68-15 | 66-20 635-20| 61-25  58-25 55-25
KDN 40-250 / 240 76-20 76-20 | 76-20 | 75-20 | 73-20 ' 705-25| 68-25 | 65-25 | 62-30
KDN 40-250 / 250 83-20 83-20 825-20 815-20 80-25 78-25 |755-30 725-30 69-30
KDN 40-250 / 260 91-25 905-25| 90-25 1 89,5-25885-25 865-30| 84-30 | 81-30 | 78-40
KDN 50-125 / 115 (rl;lw) 168-4 16-4 155-4  15-4 1143-55136-55 13-55
KDN 50-125 / 120 181-55 175-55| 17-55 |165-55| 16-55 (153-75/14,7-75
KDN 50-125 / 125 198-55 194-55 19-55 185-55/179-55174-75166-75
KDN 50-125 / 130 215-15 211-75208-75205-75/198-75192-75185-75
KDN 50-125 / 135 232-15 23-151226-75223-15218-75/212-10 206-10
KDN 50-125 / 139 4.7-15 245-75243-15| 24-15 1235-75| 23-10 |224-10
KDN 50-125 / 144 269-10 265-10 1 264-10126,1-10 1 256-10 251-10 245-10
KDN 50-160 / 137 24-15 24-75 | 24-75 |235-15) 23-75 |225-75| 21-75
KDN 50-160 / 145 215-15 215-15 215-15 27-15 | 26-75 265-75 25-10
KDN 50-160 / 153 30,5-10 31-10 | 31-10 |305-10| 30-10 1 295-10|285-10
KDN 50-160 / 161 32-10 345-10 345-10 34-10 1335-15/335-15325-15
KDN 50-160 / 169 375-15 385-15 385-15| 38-15 |37,5-15|375-15/36,5-15
KDN 50-160 / 177 415-15 425-15425-15 42-15 1428-15 415-15] 41-15
KDN 50-200 / 170 38-10 38-10 1375-10| 37-10 | 35-10 | 34-15 | 32-15
KDN 50-200 / 180 425-10 43-10 1 425-10 415-15/405-15 395-15 38-15
KDN 50-200 / 190 47-15 48-15 |475-15 47-15 | 46-15 | 445-15 435-15
KDN 50-200 / 200 525-15 535-15 53-15 525-15/515-15 505-20 49-20
KDN 50-200 / 210 585-15 59-15 | 59-15 |585-1557,5-20|56,5-20 | 55,5-20
KDN 50-200 / 219 64-20 65-20 645-20 64-20 635-20 525-20 615-25
KDN 50-250 / 220 64-20 £5-20 645-20| 63-20 | 62-20  61-20 | 59-25
KDN 50-250 / 230 69-20 72-20  71-20 | 70-20 | 69-25 68-25  66-25
KDN 50-250 / 240 76-25 78-25  78-25 | 77-25 | 76-25 '745-30| 73-30
KDN 50-250 / 250 84-25 855-25 85-25 845-25 835-30 84-40 805-40
KDN 50-250 / 263 92-30 94-30  94-30 |935-30925-30 91,5-40| 90-40
— N.° negro: Altura m.c.a. - N.° verde: Potencia Nominal en CV / N°black: Height w.c.m. - N° Green: Nominal Power HP
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KDN

Tablas de seleccion rapida / Numerical selection table

2.900 r.p.m.
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>>> continua en pagina siguiente
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normalizadas a 2.900 r.p.m. standarized to 2.900 r.p.m.

Servicio de

MODELO / MODEL m9/h 0 3 6 12 18 24 30 36 42 48 54 60

I/min 0 50 100 200 300 400 500 600 700 800 900 1000

KDN 65-125 / 120 / 110 16-75 144-715 14-75 136-15

KDN 65-125 / 120 178-15 16-75 | 156-75|153-75

KDN 65-125 / 125 194-15 178-151756-15 171-15

KDN 65-125 / 130 21-15 196-75|195-75191-75

KDN 65-125 / 135 226-10 218-10 215-10 | 21,3-10

KDN 65-125 / 140 24-10 236-10 1 235-10 | 234-10

KDN 65-125 / 144 25,6-15 256-15  255-15 | 253-15

KDN 65-160 / 137 23-10 227-10 1 225-10 1 22-10

KDN 65-160 / 145 26-10 26-10 ' 255-10 ' 25-10

KDN 65-160 / 153 29-15 295-15 | 29-15 | 28,7-15

KDN 65-160 / 161 325-15 33-15 | 327-15 | 325-15

KDN 65-160 / 169 36,5-15 36,6-15 | 365-15 | 364-15

KDN 65-160 / 177 40-20 405-20 | 405-20 | 40,3-20

KDN 65-200 / 170 37-15 385-15 | 38-15 | 375-15

KDN 65-200 / 180 42-15 43-15 | 43-15 | 425-15

KDN 65-200 / 190 48-20 495-20 | 49-20 | 485-20

KDN 65-200 / 200 53-20 545-20  545-20 | 545-20

KDN 65-200 / 210 59-25 605-25 605-25  60-25

KDN 65-200 / 219 65-25 665-25 665-25  66-25

KDN 65-250 / 220 63-25 63-25 | 625-25 | 62-25

KDN 65-250 / 230 69,5-30 695-30 69-30 | 685-30

KDN 65-250 / 240 76-40 76-40 | 755-40 | 75-40

KDN 65-250 / 250 83-40 83-40 | 825-40 | 825-40

KDN 65-250 / 263 93-40 95-40 92-40 | 92-40

KDN 65-315 / 260 94-30

KDN 65-315 / 275 H 106-30

KDN 65-315 / 290 (m) | 117-30

KDN 65-315 / 305 129-40

KDN 65-315 / 320 143-50

KDN 80-160 / 147 / 127 23-15

KDN 80-160 / 153 / 136 255-15

KDN 80-160 / 153 292-20

KDN 80-160 / 161 328-20

KDN 80-160 / 169 36,5-25

KDN 80-160 / 177 40-25

KDN 80-200 / 170 36,5-25

KDN 80-200 / 180 41-25

KDN 80-200 / 190 455-30

KDN 80-200 / 200 51-40

KDN 80-200 / 210 56-40

KDN 80-200 / 222 63,5-50

KDN 80-250 / 220 62-50

KDN 80-250 / 230 68-50

KDN 80-250 / 240 75,5-60

KDN 80-250 / 250 82,5-60

KDN 80-250 / 260 90-75

KDN 80-250 / 270 98-75

KDN 80-315 / 275 104-40

KDN 80-315 / 290 116-40

KDN 80-315 / 305 124-50

KDN 80-315 / 320 141-60

KDN 80-315 / 334 153-75

— N.° negro: Altura m.c.a. - N.° verde: Potencia Nominal en CV / N°black: Height w.c.m. - N° Green: Nominal Power HP
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KDN Tablas de seleccion rapida / Numerical selection table

131-75 128-75/122-715 119-75/114-715 102-75 87-15 8-15

149-75144-75/139-75134-75| 13-75 | 115-10 10,3-10 | 94-10 2 900 r.p.m.

168-75 164-75 16-75 154-10 15-10 | 135-10]122-10 114-10

189-10 | 185-10| 18-10 |175-10| 17-10 | 157-10| 142-10 | 132-15
1
1

21-10 1 205-10 1 20,1-10 | 196-10 192-10 18-15 | 165-15 156-15
23-10 | 228-10|223-15| 22-15 | 214-15203-15|189-15 18-15 | 138-15
2%5-15 | 246-15 243-15 24-15 | 234-15 225-15 21,1-15 222-15 16-15
213-10|205-10 | 197-10| 19-10 | 18-10 | 16-10
246-10| 24-10 235-15|227-15 22-15 | 20-15 178-15 165-15
285-15| 28-15 | 275-15|266-156| 26-15 | 24-15 | 22-156 | 21-15
32-15 1 317-15/313-15 305-15 30-15 '285-20 265-20 255-20
36-15 | 357-15353-20 | 347-20 34-20 |327-20| 31-20 | 30-20
40-20 1398-20 395-20  39-20 1 385-20 372-20| 355-25 347-25 285-25
365-15| 36-15 | 3b-15 | 34-15 |325-15| 30-20 | 27-20 | 25-20
42-15 | 415-15 41-20 | 40-20  39-20 ' 365-20| 34-25 @ 32-25
48-20 |475-20 47-20 | 46-20 | 45-25 | 43-25 | 405-25| 39-30
b4-20 535-25 53-25 525-25 52-25 | 50-30 @ 48-30 465-30
60-25 | 595-25| 59-30 | 585-30 | 58-30 | 565-40 | 545-40 535-40
66-30 ' 655-30 65-30 « 65-40 ©645-40 63-40 | 61-40  60-40 525-50
61-30 | 60-30 |595-30 | 58-30 | 57-30 | 54-40 |505-40 48-40
68-30 | 67-40 | 66-40 @ 65-40 | 64-40 @ 63-40 |585-40 565-50
75-40 | 74-40 | 73-40 | 72-40 | 71-40 | 69-50 | 66-50 = 64-50
82-40 | 815-40 | 81-40 ' 80-50 | 79-50 ' 765-50 735-50 72-60 ~ 60-60
915-50| 91,5-50 | 91-50 | 90-50 | 895-50 875-60 85-60 | 83-60 | 725-75
92-40 | 91-50 = 90-50 | 88-50 = 87-50 ~83-60 = 80-60 ~66-60
104-50 | 103-50 | 102-50 | 101-60 = 99-60 | 96-60 | 9-60 | 83-75
115-60 | 115-60 1145-60 114-60 112-60 1095-75/ 109-75 99,5-100| 86-100
128-75 | 128-75 1275-75| 127-75 | 126-100  124-100| 123-100 | 116-100 1035-125 88-125
141-75 | 141-100 140,5- 100 140-100 139,5-100 138-100 | 137-100 131,5-125122,5- 125 109 - 150
215-15|207-15 20-15 | 195-15 17-15 | 145-20 118-20 88-20
245-15]238-15 23-15  225-201 202-20 175-20 15-20 118-20
28-20 |273-20| 265-20 | 26-20 | 235-20 | 20.7-25 | 165-25 | 145-25
32-20 1315-20305-20 30-25 | 278-25 25-25 | 215-30 185-30
35,7-25|352-25 | 345-25 342-25| 32-25 | 295-30 | 265-30 | 22,6-40 185-40
395-25/392-25 387-30 385-30 | 37-30 ' 348-40 318-40 278-40 23-40
36-25 | 365-25|345-25| 34-25 | 31-30 | 27-30 | 21,5-30
41-25 1405-25 40-25 | 395-30 37-40 | 33-40 275-40
465-30  46-30 |455-40| 45-40 | 42-40 | 39-40 | 34-50
52-40 | 515-40 | 512-40 51-40 | 49-50 465-50  41-50 = 3b-60
58-40 | 575-40|572-40 | 57-50 | 55-50 | 52-60 | 48-60 | 43-60
B5-50 | 65-50 | 645-50 64-50 @ 63-60 60-60 565-60 515-75 45-75
655-50 | 65-50 | 64-50 =~ 63-50 | 60-60 | 555-60 49-60
72-50 | 715-50  71-50  70-60 = 67-60 @ 63-75 | b7-75 50-75
79-60 | 78-60 | 78-60 | 77-60 | 745-75 71-75 | 655-75|585-100
85-60 | 85-60 | 85-75 | 845-75| 82-75 785-100| 74-100 67,5-100 605-100
925-75 | 925-75| 92-75 | 92-75 895-100(865-100 82-100 | 77-100 | 70-125 |615-125
99-75 | 99-75 | 985-75 985-1000 97-100 94-100 89-100 84-125 77-125 | 69-125
105-75 | 104-75 | 104-75 | 101-100  96-100 | 88-100 = 77-100
117-75 1116,5-100 116-100 114-100 111-100 | 104-125 965-125 85-125
130-100 129,5-104129,5-100127,5-125124,5-125120,5-125113,5-150
1441001435 - 1001435-125 142-125 | 139-150
155-125 | 156-125  156-125 |155,5- 150

>>> continua en pagina siguiente
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standarized
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Servicio de Att. al

KDN  Normalizadas a 2.900 r.p.m. / Standarized to 2.900 r.p.m.
Q 0 120 150 180 210 240 270 330 420
3
MODELO s 2000 2500 3000 3500 4000 4500 5500 6000
KDN 100-200 / 180 40-40 40-40 | 38-40 | 36-40  33-40 | 305-50 25-50
KDN 100-200 / 190 46,5-50 45-50 | 44-50 | 42-50 | 39-50 | 37-50 31-60
KDN 100-200 / 200 515-50 51-50 | 50-50 | 485-60  46-60 | 44-60 39-75
KDN 100-200 / 210 575-60 57-60 | 56-60 | 55-75 | 53-75 | 51-75 46-100 36-100
KDN 100-200 / 219 H 64-75 625-75 | 62-75 | 61-75 = 60-75 = 58-100 53-100 43-100
KDN 100-250 / 220 (m) 61-60 615-60 | 595-60 | 57-75 | 54-75 | 505-100 42-100
KDN 100-250 / 230 67-75 68-75 | 665-75 = 64-75 | 61-100 = 58-100 49-100
KDN 100-250 / 240 73-T15 76-75 | 74-75 | 715-100 | 69-100 | 66-100 585-125
KDN 100-250 / 250 80-100 83-100 | 81,5-100 795-100 77-100 | 74-125 67-125
KDN 100-250 / 260 88-100 90,5-100 [89,5-100 | 88-100 & 86-125 | 83-125 76-150
N.° negro: Altura m.c.a. - N.° verde: Potencia Nominal en CV
N° black: Height w.c.m. - N° Green: Nominal Power HP
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Servicio de Att. a

o Saci

pumps
KDN Normalizadas a 1.450 r.p.m. / Standarized to 1.450 r.p.m.
VODEL gl/h 0 3 6 12 18 24 3 3% 42 48 54
ODELO Ir/nmin 0 50 100 200 300 400 500 500 700 ‘ 800 ‘ 900
KDN 32-125.1/ 105 34-05 | 34-05 | 31-05
KDN 32-125.1 /110 39-05 | 38-05 | 35-05
KDN 32-125.1 /115 425-05  42-05 | 39-05 1.450 r.p.m.
KDN 32-125.1 / 120 47-05 | 46-05 | 43-05
KDN 32-125.1 / 125 51-05 | 51-05  48-05
KDN 32-125.1 /130 56-05 | 56-05 | 53-05
KDN 32-125.1 / 135 61-05 = 6-05 | 58-05 44-05
KDN 32-125.1 / 140 66-05 | 66-05 | 64-05 | 51-0,75
KDN 32-125 / 115 43-05 41-05 | 32-05 .
KDN 32-125 / 120 4,75-05 46-05 | 375-05 E
KDN 32-125 / 125 52-05 505-05  42-05 Q
KDN 32-125 / 130 57-05 55-05 | 48-05 S
KDN 32-125 / 135 62-05 6-05 53-075 365-0,75 E‘é’
KDN 32-125 / 142 69-05 6,75-05 | 6,15-0,75 | 45-0,75 %g
KDN 32-160.1 / 137 6-05  56-05 46-05 3=
KDN 32-160.1 / 145 67-05 | 64-05 | 55-05 E'uz:
KDN 32-160.1 / 153 75-05  71-05 | 64-05 =
KDN 32-160.1 / 161 82-05 | 79-05 | 73-05
KDN 32-160.1 / 169 91-05 | 87-05  81-075 | 55-075
KDN 32-160.1 /177 102-05 | 98-05 | 92-075 | 66-1
KDN 32-160 / 137 59-05 56-05 ~ 44-05
KDN 32-160 / 145 6,7-05 65-05 | 53-0,75
KDN 32-160 / 153 76-05 74-05 1 625-075
KDN 32-160 / 161 85-0,75 825-075 | 725-1 | 87-1
KDN 32-160 / 169 95-075 93-075 = 84-1 = 66-15
KDN 32-160 / 177 105-1 104-1 | 96-15 | 78-15
KDN 32-200.1/ 170 94-05  88-05 | 76-05
KDN 32-200.1 /180 105-05 | 10-05 | 9-0.75
KDN 32-200.1 / 190 116-075 112-075 103-0,75
KDN 32-200.1 / 200 H o |129-075|125-075 | 116-1 | 76-15
KDN 32-200.1 / 207 m) | 139-075 135-075 126-1 88-15
KDN 32-200/ 170 86-0,75 82-075 | 6,7-0,75
KDN 32-200 / 180 9.9-0,75 96-075  82-1
KDN 32-200 / 190 112-0,75 109-075| 97-1 | 7-15
KDN 32-200 / 200 126-1 123-1 | 1115 87-15
KDN 32-200 / 210 143-1 14-1 1 131-15 | 107-2
KDN 32-200 / 219 157-15 154-15 | 148-2 13-2 98-3
KDN 40-125 / 115 42-05 41-05 | 38-05 | 32-05 | 24-05
KDN 40-125 / 120 46-05 45-05 | 42-05 | 37-075 | 29-0,75
KDN 40-125 / 125 51-05 49-05 | 47-075 | 41-0,75 | 33-0,75
KDN 40-125 / 130 55-05 54-05 | 52-075  47-075 | 39-0,75
KDN 40-125 / 135 6-05 59-05 | 58-0,75 | 53-075 = 46-1
KDN 40-125 / 142 6,7-0,75 66-075 65-075  6-1 53-1 1 41-15
KDN 40-160 / 137 59-05 6-05 | 57-075 | 5-075 | 37-0,75
KDN 40-160 / 145 6,7-05 68-05 | 66-075 | 6-1 48-1
KDN 40-160 / 153 76-075 78-075 | 76-1 | 7-15 | 6-15
KDN 40-160 / 161 85-1 87-1 | 86-15  8-15 | 71-15 | 56-15
KDN 40-160 / 169 96-1 97-1 | 96-15 | 91-15 | 83-15 | 7-15
KDN 40-160 / 177 10,7-1 107-1 | 106-15 1 102-15 | 95-2 = 83-2
KDN 40-200 / 170 84-0,75 875-075| 84-1 | 74-15 | 57-15
KDN 40-200 / 180 9,7-075 10-075 | 97-1 | 88-15 | 72-15
KDN 40-200 / 190 109-1 1M1-1 0 1115 102-15  88-2 | 68-2
KDN 40-200 / 200 122-1 125-1 124-15 | 17-2  104-2 | 86-2
KDN 40-200 / 210 136-15 139-15 | 139-15 | 132-2 | 121-3 | 106-3
KDN 40-200 / 219 15-15 152-15  152-2 | 147-3 | 138-3  124-3 | 104-3
KDN 40-250 / 220 158-2 156-2 | 148-3 | 136-3 | 12-3
KDN 40-250 / 230 174-2 172-2  165-3 = 153-3 | 137-4
KDN 40-250 / 240 19-3 19-3 | 182-3 | 17-4 | 155-4
KDN 40-250 / 250 207-3 206-3 20-4 189-4 | 175-55
KDN 40-250 / 260 27-3 26-3 | 221-4 | 21-55 | 195-55

N.° negro: Altura m.c.a. - N.° verde: Potencia Nominal en CV / N°black: Height w.c.m. - N° Green: Nominal Power HP
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normalizadas a 1.450 r.p.m. standarized to 1.450 rp.m.

Servicio de Att. a

TR Sh0 3 6 12 18 24 30 3% 42 48 54 6

Jmin 0 50 100 200 300 400 500 600 700 800 900 1000

KDN 50-125 / 115 42-05 41-05 1 39-05 36-0,75 33-0,75/29-0,75|23-0,75

KDN 50-125 / 120 46-05 44-05 43-075 4-075  37-1  33-1 | 28-1

KDN 50-125 / 125 5-0,75 49-075/47-07545-075 42-1 | 42-1 | 37-1 |33-15

KDN 50-125 / 130 56-0,75 54-075 52-1 | 5-1 47-15 42-15|38-15 32-15

KDN 50-125 / 135 6-1 58-1 | 57-1 | 55-1552-15 48-15 | 43-15|38-15

KDN 50-125 / 139 6,3-1 69-1 61-15 59-15 56-15 52-15 48-15 42-15

KDN 50-125 / 144 6,7-1 67-1 | 66-15|64-15 62-15|58-15 | 53-15 48-15 41-15

KDN 50-160 / 137 6,05-0,75 6,1-0755%-075 57-1 53-1 | 48-15 42-15

KDN 50-160 / 145 68-0,75 69-075 68-1 | 66-1 62-15|58-15|51-15

KDN 50-160 / 153 76-1 78-1 1775-15 75-15 1 72-15| 67-2  62-2

KDN 50-160 / 161 84-1 86-1 1865-15(845-15 82-2 | 77-2 | 72-2

KDN 50-160 / 169 94-15 96-15 96-2 94-2 92-2  88-3 83-3

KDN 50-160 / 177 104-15 105-15 106-2 | 105-2 | 102-3 | 995-3  94-3

KDN 50-200 / 170 95-15 96-15 94-15 88-15 8-2 | 685-2

KDN 50-200 / 180 106-15 108-15/106-15 102-2 | 95-3 | 86-3 = 73-3

KDN 50-200 / 190 118-15 12-15 | 119-2  115-3 | 108-3  101-3 89-3

KDN 50-200 / 200 131-2 134-2 | 133-3 | 129-3 | 123-3 | 116-4 | 106-4 = 94-4

KDN 50-200 / 210 146-2 148-2 | 148-3 | 145-3 | 139-4 132-4 122-4  11-4

KDN 50-200 / 219 16-3 162-3 | 162-3 | 159-3 | 154-4 | 142-4 | 138-4 127-55 114-55

KDN 50-250 / 220 16-3 163-3 | 161-3 | 155-3 149-4  138-4 | 124-4  105-4

KDN 50-250 / 230 174-3 179-3 | 178-3 | 172-4 | 165-4 | 155-4 |142-55/126-55|103-55

KDN 50-250 / 240 19-3 195-3 | 195-4 | 19-4 [182-55 174-55162-55 14,7-75 124-15

KDN 50-250 / 250 208-4 13-4 | 13-4 209-4 201-55]195-55 181-75| 17-15 |148-75

KDN 50-250 / 263 23-4 25-4  235-4 1232-55 225-55 217-75206-75 194-15 175-15

KDN 65-125 /120 / 110 3,75-0,75 35-075/33-075| 32-1 | 29-1 | 27-1 | 23-1 | 19-1

KDN 65-125 / 120 425-1 39-1 1 38-1 ] 36-1  33-1 |31-15 27-15 23-15

KDN 65-125 / 125 (r};) 47-1 44-1 | 425-1]47-15  38-15|36-15 325-15 28-15

KDN 65-125 / 130 51-1 49-1 476-15 46-15 43-15 41-15 38-1533-15

KDN 65-125 / 135 56-15 54-15563-15 52-15|49-15| 47-2 | 43-2 | 39-2

KDN 65-125 / 140 6-15 59-15 58-15 57-15 55-15| 52-2  49-2 | 45-2

KDN 65-125 / 144 65-15 6,3-15/625-15| 62-2 | 59-2 | 57-2 | 54-2 | §5-2

KDN 65-160 / 137 58-1 57-1 | 54-1 1 52-15 475-15 43-15 37-15

KDN 65-160 / 145 65-15 65-15|63-15 6-15 | 57-15| 53-2 | 475-2 | 41-2

KDN 65-160 / 153 73-15 74-15 72-15 1 69-15 67-2 | 63-2 | 58-2  52-2

KDN 65-160 / 161 82-2 82-2|815-2 | 79-2 | 77-2 | 73-3  685-3 | 63-3

KDN 65-160 / 169 91-2 92-2 1 91-2 | 89-3 | 87-3 84-3  8-3 | 76-3

KDN 65-160 / 177 10-3 102-3 | 101-3 | 99-3 | 97-3 | 946-3 | 91-3 | 87-4

KDN 65-200 / 170 94-2 97-2 | 96-2 | 94-2 9-3 | 85-3 79-3 71-3 | 65-3

KDN 65-200 / 180 105-2 109-2 | 104-2 | 106-3 | 104-3 | 10-3 | 95-4  88-4 | 81-4

KDN 65-200 / 190 121-3 123-3 | 124-3  122-3  19-4  116-4 111-4 105-4  98-4

KDN 65-200 / 200 134-3 136-3 | 137-3 | 137-4  135-4 | 132-4 | 128-4 |123-55|116-55

KDN 65-200 / 210 148-4 15-4 | 151-4  15-4  149-4 |147-55 143-55 138-55134-55

KDN 65-200 / 219 16,3-4 165-4 | 166-4 | 165-4 | 164-4 162-55| 16-55 | 156-55 15-75

KDN 65-250 / 220 158-4 158-4 | 155-4  151-4 |145-55 14-55 132-55] 12-55

KDN 65-250 / 230 174-4 174-4 | 172-4 168-55/163-55 157-55| 15-75 |14,1-75

KDN 65-250 / 240 19-55 19-55 [189-55 185-55 181-75 175-75 168-75| 16-75

KDN 65-250 / 250 20,7-55 207-55|206-55/204-75| 20-75 |195-75/188-75| 18-75

KDN 65-250 / 263 232-15 23-15 | 28-75 |229-15 225-15222-15 216-715 208-10

KDN 65-315 / 260 22-15 222-15/221-15) 22-15 |215-75| 21-10 | 205-10| 20-10

KDN 65-315 / 275 251-15 B1-715 25-75 |248-75 246-10| 24,1-10  235-10 23-10

KDN 65-315 / 290 281-15 281-75/281-75| 28-10 |278-10 | 273-10 | 27-10 | 265-15

KDN 65-315 / 305 318-10 318-10 1 31,8-10  31,7-10 315-10 | 312-15 308-15 304-15

KDN 65-315 / 320 36,7-10 354-10 1 353-10 | 352-15| 351-15 | 35-15 | 348-15 | 345-15

—— N.° negro: Altura m.c.a. - N.° verde: Potencia Nominal en CV / N°black: Height w.c.m. - N° Green: Nominal Power HP




o Saci

pumps

KDN

Tablas de seleccién répida / Numerical selection table

1.450 r.po.m.

28-2

3b-2

3-2

41-2

36-2

46-2

42-2

37-2

58-3

71-3

6-3

82-4

75-4

88-4

08-55

27-15

12-75

44-75

135-75

127-15

07-55

27-15

114-15

47-15

136-75

17-15

15,9-10

145-10

19,8-10

186-10

174-10

16-10

19.2-10

184-10

17-10

16-10

15-10

225-10

215-10

205-15

194-15

181-15

255-15

25-15

2-15

231-15

2-15

195-15

296-15

29-15

28-15

212-15

26,1-20

235-20

338-15

335-15

325-20

315-20

308-20

28-20

248-20

>>> continua en pagina siguiente




g

normalizadas a 1.450 r.p.m. standarized to 1.450 rp.m.

Servicio de

Q
MODELO mh 0 3 6 12 18 24 30 36 42 48 54 60

I/min 0 50 100 200 300 400 500 600 700 800 900 1000
KDN 80-160 / 147 / 127 57-2 54-2 | 525-2 | 506-2  48-2
KDN 80-160 / 153 / 136 64-3 62-3 | 606-3  58-3 | 57-3
KDN 80-160 / 153 73-3 71-3 1 69-3 | 67-3 | 65-3
KDN 80-160 / 161 82-3 8-3 | 79-3 | 775-3 | 75-3
KDN 80-160 / 169 91-4 9-4  88-4 87-4 86-4
KDN 80-160 / 177 10-4 99-4 | 985-4 | 98-4 | 97-4
KDN 80-200 / 170 92-4 91-4 | 9-4 | 87-4  85-4
KDN 80-200 / 180 103-4 104-4 | 102-4 | 10-4 | 99-4
KDN 80-200 / 190 114-4 117-4 | 116-4 115-55/113-55
KDN 80-200 / 200 12,7-55 13-55 | 13-55 |128-75|127-15
KDN 80-200 / 210 141-55 145-55 144-55 144-7151142-75
KDN 80-200 / 222 159-75 162-75/162-75 161-75]16,1-75
KDN 80-250 / 220 16-75 164-75162-75 16,1-75 169-75
KDN 80-250 / 230 173-15 18-75 [17.9-75177-15|175-15
KDN 80-250 / 240 19-75 19,7-75 196-75/185-75 193-10
KDN 80-250 / 250 206-10 24-10 1 213-10 21.2-10| 21-10
KDN 80-250 / 260 226-10 21-100 23-10 1 229-10 228-10
KDN 80-250 / 270 25-10 248-10| 247-10 | 246-10 | 245-10
KDN 80-315 / 275 29-15 255-15]254-15 263-15
KDN 80-315 / 290 28-15 288-15|286-15 | 283-15
KDN 80-315 / 305 314-15 321-15] 32-15 | 32-15
KDN 80-315 / 320 348-20 3,8-20 | 359-20 | 358-20
KDN 80-315 / 334 383-20 39-20 1391-20 39,1-20
KDN 100-200 / 180 102-75 10,1-75
KDN 100-200 / 190 g [M6-75 115-75
KDN 100-200 / 200 m)1129-75 128-75
KDN 100-200 / 210 143-10 142-10
KDN 100-200 / 219 16-10 15,7-10
KDN 100-250 / 220 152-10 156-10
KDN 100-250 / 230 16,9-10 174-10
KDN 100-250 / 240 185-15 19,1-15
KDN 100-250 / 250 20,1-15 207-15
KDN 100-250 / 260 23-15 22,1-15
KDN 100-250 / 270 23-15 246-15
KDN 100-315 / 275 25-15 255-15
KDN 100-315 / 290 28-20 285-20
KDN 100-315 / 305 312-20 318-20
KDN 100-315 / 320 345-25 3%-25
KDN 100-315 / 334 381-25 381-25
KDN 125-250 / 220 16-15
KDN 125-250 / 230 16,7-15
KDN 125-250 / 240 182-20
KDN 125-250 / 250 19,9-20
KDN 125-250 / 260 038-25
KDN 125-250 / 269 2%-25
KDN 150-200 / 210 / 170 92-15
KDN 150-200 / 218 / 182 10,5-15
KDN 150-200 / 218 / 200 116-15
KDN 150-200 / 218 129-20
KDN 150-200 / 224 138-20

N.° negro: Altura m.c.a. - N.° verde: Potencia Nominal en CV / N°black: Height w.c.m. - N° Green: Nominal Power HP

100




KDN

46-2

Tablas de seleccién répida / Numerical selection table

415-3

385-3

36-3

31-3

25-3

22-3

54-3

48-3

465-3

44-3

385-3

33-3

3-3

63-3

575-3

54-3

52-3

455-4

39-4

36-4

73-3

63-4

6,5-4

6,25-4

56-4

49-4

46-4

835-4

785-4

76-4

73-4

6,75-55

6-55

57-55

95-4

91-55

885-55

87-55

81-55

7.25-55

69-55

82-4

75-4

71-4

6,7-55

56-55

1.450 r.p.m.

96-4

9-55

86-55

82-55

7.2-55

11-55

105-55

01-75

98-75

87-15

68-75

125-75

12-75

16-75

114-75

056-75

94-15

88-75

141-75

37-15

131-75

21-15

11,2-10

10,6-10

16-75

b6-75

53-75

16-10

43-10

134-10

128-10

155-75

1
1
133-75
1
1

45-15

17.2-15

65-10

16-10

43-10

124-10

19-10

18,7-10

1
1
149-75
1
1

84-10

18-10

6,6-15

153-15

146-15

208-10

206-10

203-10

199-15

1
1
1
128-10
1
1
1

86-15

174-15

16,8-15

226-10

24-15

21-15

28-15

206-15

196-15

19-15

15,1-15

24-15

243-15

2%1-15

23,7-15

24-15

214-15

20,7-15

16.3-20

2%,1-15

2%-15

28-15

2.3-15

23-15

24-20

205-20

283-15

281-15

28-15

275-15

2714-15

265-20

25-20

26-20

19,1-20

32-20

318-20

315-20

312-20

309-20

30-20

29-25

285-25

24-25

366-20

3b4-20

3-20

349-20

347-20

34-20

332-25

328-25

288-30

39-20

388-20

386-20

385-20

383-25

379-25

37-25

369-30

331-30

28-40

01-75

10-75

99-75

97-15

95-75

91-75

85-75

83-15

7-15

54-15

14-75

113-15

12-15

"1-15

n-75

05-75

10,1-75

10-75

86-10

7-10

28-15

128-15

271-15

12,6-10

125-10

22-10

11,8-10

11,6-10

10,4-10

88-10

42-10

142-10

141-10

14-10

38-10

135-10

133-10

123-15

10,7-15

9-15

57-10

15,6-10

56-10

165-10

55-10

15,1-15

15-15

14-15

125-15

108-15

55-10

163-10

1
1
14.2-10
1
1

52-10

15-10

43-10

137-15

34-15

114-15

73-10

17.2-10

17-10

16,8-15

6,6-15

62-15

15,7-15

53-15

136-15

1,1-15

19-15

189-15

188-15

186-15

1
148-10
1
1

85-15

1
1
1
153-10
1
1
1

82-15

17,6-15

15,7-20

33-20

20,7-15

206-15

205-15

204-15

203-15

20-15

194-15

1
1
174-15
19.2-15

176-20

54-20

27-15

226-15

25-15

225-15

224-15

21-15

216-15

04-20

19,8-20

17-20

15,1-20

26-15

246-15

26-15

245-15

244-15

21-20

237-20

235-20

21-20

201-25

173-25

2%4-15

253-15

2%2-15

25,1-15

25-15

24.7-20

244-20

24-20

2-2

19-25

285-20

285-20

284-20

283-20

282-20

28-20

217-20

21-20

255-25

23-25

318-20

318-20

317-20

316-20

315-20

312-25

308-25

305-25

29-30

21-30

2-40

35-25

35-25

35-25

35-25

3-25

34,8-25

345-25

342-25

33-30

31-40

281-40

381-25

381-25

381-25

38-25

38-25

377-30

315-30

373-30

365-40

348-40

32-40

288-40

15,5-15

155-15

15,4-15

148-15

14-15

13-15

18-20

05-20

92-20

171-15

17-15

17-15

16,5-15

58-20

148-20

38-20

25-20

123-20

95-20

185-20

185-20

185-20

182-20

76-20

16,8-20

58-20

45-25

133-25

11,6-25

10,1-25

20-20

20-20

20-20

19,9-20

95-20

18,7-25

78-25

66-25

155-25

14-30

123-30

2-25

2-25

2-2%

27-25

N3-25

206-25

99-25

18-30

17.7-30

16,3-30

14,6-30

13-30

239-25

239-25

238-25

236-25

2832-25

2,7-30

21-30

22-30

202-40

19-40

175-40

15,6-40

14-40

91-15

89-15

86-15

83-15

79-15

75-15

68-15

59-15

54-15

0,3-15

10.2-15

99-15

95-15

9,1-15

86-15

81-15

74-15

6,6-15

14-15

112-15

10,9-15

105-15

10,1-20

9,7-20

92-20

85-20

78-20

69-20

59-20

124-20

121-20

11,6-20

1,1-20

10,7-20

10.2-20

95-20

88-20

8-20

71-20

1
1
126-20
135-20

133-20

13-20

126-20

122-20

1,7-20

112-20

106-20

99-20

91-20

82-20






