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Aplicaciones:

Las electrobombas periféricas monobloc serie PE, son 

particularmente indicadas para servicios en los que sea 

necesario una presión elevada y un caudal limitado. Son 

también indicadas para pequeños equipos de presión. El 

agua debe estar libre de arena.

Características Constructivas:

Cuerpo y soporte bomba-motor en fundición. Turbina 

en bronce. Eje de acero inoxidable, sello mecánico en 

carbono de silicio.

TEMPERATURA MAXIMA DEL AGUA: 70º C.

Motor: 

Motor eléctrico cerrado de ventilación externa. La 

versión monofásica incorpora protector térmico y con-

densador permanente. Grado de protección IP-44. Ais-

lamiento Tipo B.

EN 

Applications: 

The PE series peripheral single block electropumps are 

particularly recommended for services requiring a high 

pressure and limited flow. They are also recommended 

for small pressure units. The water must be sand-free.

Constructive characteristics:

Pump body and motor support in cast iron. Impeller in 

bronze. Stainless steel shaft and mechanical seal in si-

licon carbide.

MAXIMUM WATER TEMPERATURE: 70º C .

Motor: 

Sealed electric with external ventilation. The single 

phase version includes a thermal protector and perma-

nent capacitor. IP-44 protection. Type B insulation.
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