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lifting stationsestaciones de recogida

estaciones automáticas de recogida y elevación de aguas fecales
automatic waste water collection and lifting stations

ESTACIONES DE BOMBEO

Descripción: Estaciones automáticas para almacena-

miento y elevación de aguas residuales civiles e indus-

triales hacia el alcantarillado. Incluyen un depósito de 

polietileno de alta densidad de 110 lts. / 200 lts. y con los 

siguientes  accesorios según modelo: Estas estaciones 

de bombeo no incluyen bombas.

KIT FEKABOX 110: (Para 1 sola bomba) incluye: Depó-

sito 110 lts., 1 minizócalo de anclaje ya instalado. Puede 

usarse con las siguientes bombas: NOVA/FEKA y COM-

PACTA 1-2-3-22-32. Medidas: AxBxH / 700x380x500 mm. 

KIT FEKABOX 200: (Para 1 sola bomba) incluye: Depó-

sito 200 lts., 1 minizócalo de anclaje ya instalado. Puede 

usarse con las siguientes bombas: FEKA 600 y COM-

PACTA. Medidas: AxBxH / 850x555x735 mm. 

KIT FEKAFOS 280: (Para 1 sola bomba) incluye: Depósito 

280 lts., 1 minizócalo de anclaje ya instalado. Puede usarse 

con las siguientes bombas: COMPACTA, GRIX, GX, GT. 

Medidas: AxBxH / 800x640x745 mm. 

KIT FEKAFOS 280 DOUBLE (para 2 bombas): Depo-

sito: 280 Lts. 2 minizócalos de anclaje. 3 Interruptores de 

nivel. Puede usarse con las siguientes bombas: COM-

PACTA, GRIX, GX, GT. Medidas: AxBxH / 800x640x745 

mm.

KIT DRENOBOX 600 (para 2 bombas): Depósito 600 

lts., 2 minizócalos de anclaje. Puede usarse con las si-

guientes bombas: COMPACTA, GRIX, GX, GT. Medidas: 

AxBxH / 920x1.100x745 mm.

Para tamaños superiores consulten con 
nuestro departamento técnico.
 

Description: Automatic stations for storing and rising 

civil and industrial residual waters to the drain network:

FEKABOX 110 (only for 1 pump): Container of 110 

lit. made of high density polyetilene, to use with one 

pump. Includes automatic coupling finger and connec-

tion accesories for pumps in 2”.  This faecal station 

does not includes the pump.

FEKABOX 200 (only for 1 pump): Container of 200 

lit. made of high density polyetilene, to use with one 

pump. Includes automatic coupling finger and connec-

tion accesories for pumps in 2”. This faecal station 

does not includes the pump.

FEKAFOS 280 (only for 1 pump): Container of 280 

lit. made of high density polyetilene, to use with one 

pump. Includes automatic coupling finger and connec-

tion accesories for pumps in 2”. This faecal station 

does not includes the pump.

FEKAFOS 280 DOUBLE (for 2 pumps): Container of 

280 lit. made of high density polyetilene, to use with 

two pumps. Includes automatic coupling finger and 

connection accesories for pumps in 2”. This faecal 

station does not includes the pump.

KIT DRENOBOX 600 (for 2 pumps): Container of 600 

lit. made of high density polyetilene, to use with two 

pumps. Includes two automatic coupling fingers and 

connection accesories for pumps in 2”. This faecal 

station does not includes the pump.

For larger sizes consult our technical de-
partment.
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https://rodavigo.net/es/c/hidraulica/grupos-hidraulicos/estaciones-de-bombeo/estacion-de-bombeo-para-agua-residual/f/saci-pumps
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