
heat exchangersintercambiadores de calor

HEAT-SS 
K1, K4 K2, K3

B45 G3/4” G1”

B70 G3/4” G1 1/2”

B130 G3/4” G1 1/2”

B180 G1” G1 1/2”

B250 G1” G1 1/2”

B300 G1” G1 1/2”

B500 G1” G2”

B1000 G2” G2”

Tipo
Type

Superficie de 

intercambio de calor
Heat exchange area

Capacidad lado 

tubo
Tube side 

capacity

Capacidad lado 

carcasa
Shell side capacity

Peso
Weight

Dimensiones
Dimensions

A B C ØDz

m2 l l kg mm mm mm mm

B45 0,11 0,52 0,48 2,10 122,0 75,0 289,5 80,0

B70 0,18 0,64 0,84 3,00 122,0 175,0 389,5 80,0

B130 0,23 0,70 0,98 3,30 122,0 225,0 439,5 80,0

B180 0,38 1,21 1,38 4,60 143,6 193,0 379,0 101,6

B250 0,55 1,48 1,99 5,80 143,6 323,0 509,0 101,6

B300 0,73 1,76 2,58 7,30 143,6 451,0 637,0 101,6

B500 1,37 2,76 4,81 12,40 143,6 884,0 1103,0 101,6

B1000 1,97 4,55 7,78 23,50 190,0 598,0 943,0 139,7

Descripción producto:

Intercambiadores de calor HEAT-SS fabricados en acero 

inoxidable calidad AISI-316L (EN 1.4404) que ofrecen 

una solución ideal para instalaciones con un gran caudal 

volumétrico como piscinas e hidromasajes y disponen 

de las siguientes características constructivas:

•  Tubos interiores coarrugados de 8mm de diámetro 

que aumentan la superficie de intercambio de calor y 

reducen la depositación de impurezas.

•  Totalmente soldados, sin riesgo de fugas.

•  Baja pérdida de presión, no hay necesidad de instalar 

bypass (desviaciones).

•   Resistentes a sustancias agresivas como flúor o cloro.

•  Parámetros máximos de funcionamiento: 16 bar y 

203ªc.

Product descriptions:

Heat exchangers HEAT-SS made in stainless steel quality 

AISI-316L (EN 1.4404) that offer an ideal solution for 

installations with a large volumetric flow like swimming 

pools and hydromassages and have the following 

constructive characteristics:

•  Coiled inner tubes 8mm in diameter that increase the 

heat exchange surface and reduce the deposition of 

impurities.

•  Totally welded, with no risk of leakage.

•  Low pressure loss, no need to install bypass.

•  Resistant to aggressive substances such as fluorine or 

chlorine.

•  Maximum operating parameters: 16 bar and 203ºC.
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heat exchangersintercambiadores de calor

HEAT-Ti 

Descripción producto:

Los intercambiadores de calor HEAT-Ti fabricados 

en titanio son la mejor elección para trabajar en las 

condiciones más exigentes, especialmente en piscinas 

con agua salada.

•  Tubos interiores coarrugados de 8mm de diámetro 

que aumentan la superficie de intercambio de calor y 

reducen la depositación de impurezas.

•    Totalmente soldados, sin riesgo de fugas.

•  Baja pérdida de presión, no hay necesidad de instalar 

bypass (desviaciones).

•  Resistentes a sustancias agresivas como flúor o cloro 

o agua salada.

•  Parámetros máximos de funcionamiento: 16 bar y 

150ªc.

Product descriptions:

The HEAT-Ti heat exchangers made in titanium are the 

best option to work in the most extremely conditions, 

mainly with salt water.

•  Coarrugated pipes inside of 8mm of diameter whhc 

increases the Exchange zone and reduces the fouling.

•  Totally welded, without any leackage possibility.

•  Low pression loss.

•  Ressitant against very agressive products as salt water, 

fluor or chlorines.

•  Max. Working parameters: 16 bar and 150ºC.

K1/K4: 
inlet / outlet 

heat source external 
thread G11/2”

K3/K2: 
inlet / outlet 

pool water internal 
thread G11/2”

Tipo
Type

Superficie de 

intercambio 

de calor
Heat exchange 

area

Capacidad 

lado tubo
Tube side 

capacity

Capacidad 

lado carcasa
Shell side 

capacity

Peso
Weight

Dimensiones
Dimensions

A B C ØDz

m2 ft2 l gal l gal kg lb mm in mm in mm in mm in

TI250 0,34 3,7 0,94 0,2 1,19 0,3 2,2 4,9 140 5,5 170 6,7 357 14,1 101,6 4,0

TI350 0,48 5,2 1,17 0,3 1,63 0,4 2,7 6,0 140 5,5 270 10,6 457 18,0 101,6 4,0

TI500 0,69 7,4 1,51 0,4 2,34 0,6 3,8 8,3 140 5,5 420 16,5 607 23,9 101,6 4,0

TI750 1,04 11,2 2,08 0,5 3,49 0,9 5,3 11,7 140 5,5 670 26,4 857 33,7 101,6 4,0

TI1000 1,38 14,9 2,64 0,7 4,66 1,2 6,8 15,0 140 5,5 920 36,2 1107 43,6 101,6 4,0
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