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5 5  Product specifications 

With its type R, SCHNEEBERGER has developed the first standardized cross roller 
guide, which has defined the global industry standard.

The RD double V-shaped guide supplements the R linear guideway and supports 
space-saving and cost-effective solutions.

Type R benchmark data
Track and surface quality
• Finely ground supporting and/or locating surfaces and tracks (90o V-profile)

Materials (standard)
• Rails from through hardened tool steel 1.2842, hardness 58 – 62 HRC 

The sizes R/RD 1 and 2 are made out of tool steel 1.3505
• For non-corrosive guideways tool steel 1.4034 and 1.4112 is used
• Rolling element made of through hardened roller bearing steel,  

hardness 58 – 64 HRC

Rolling element
• Ball or roller

Speed
• 1 m/s

Acceleration
• 50 m/s2

Accuracy
• R and RD linear guideways are available in three quality classes (see chapter 9)

Operating temperatures
• -40o C to +80o C

The R and RD design can be combined with the following products:
• recirculating unit type SK, SKC and SR
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5.1 Type R and RD 

Type R with balls Typ R with rollers Type RD
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Accessories

mm

R 1

20 3

8.5 4 1.5 3.9 10 5 1.8 3 M2 M1.7 1.65 2.6 1.9 2.5

SQ
SSQ
RF
EG
ZG
HA
DU

Cage: 
- AA-RF 1 
- AC 1 
- AK 1

End screw:
- GA 1 
 
End piece: 
- GB 1

30 4

40 5

50 6

60 7

70 8

80 9

100 12

120 14

R 2

30 8

12 6 2 5.5 15 7.5 2.5 4.4 M3 M2.5 2.55 4 2.7 3.5

SQ
SSQ
RF
EG
ZG
HA
DU

Cage: 
- AA-RF 2 
- AC 2 
- AK 2 

End screw:
- GA 2 
 
End piece: 
- GB 2

45 11

60 14

75 17

90 20

105 23

120 26

150 34

180 40

R 3

50 23

18 8 3 8.3 25 12.5 3.5 6 M4 M3 3.3 4.8 4.1 7

SQ
SSQ
RF
EG
ZG
HA
DU

Cage: 
- AA-RF 3 
- AC 3 
- AK 3 
End pieces: 
- GB 3 
- GC 3 
- GC-A 3 
End screw: 
- GA 3
Fastening
screw 
- GD 6

75 34

100 45

125 56

150 67

175 78

200 89

225 100

250 111

275 122

300 133

350 156

400 178

500 222
600 267

Dimensions and load capacities type R

  Linear guideways           

* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 26.
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Accessories

mm

R 6

100 145

31 15 6 13.9 50 25 6 9.5 M6 M5 5.2 9.8 6.9 9

SQ
SSQ
RF
EG
EE
ZG
HA
DU

Cage:
- AA-RF 6
- AC 6
- AK 6
- EE 6
End pieces
- GB 6
- GC 6
- GC-A 6
End screw:
- GA 6
Fastening
screw 
- GD 6

150 220
200 295
250 370
300 445
350 520
400 595
450 670
500 745
600 895
700 1'045
800 1'195

1'000 1'500

R 9

200 630

44 22 9 19.7 100 50 9 10.5 M8 M6 6.8 15.8 9.8 9

SQ
SSQ
RF
EG
EE
ZG
HA
DU

Cage:
- AC 9
- AK 9
- EE 9
End pieces
- GB 9
- GC 9
- GC-A 9
End screw:
- GA 9
Fastening
screw 
- GD 9

300 945
400 1'260
500 1'575
600 1'890
700 2'205
800 2'520
900 2'835

1'000 3'150
1'100 3'465
1'200 3'780
1'400 4'410

R 12

200 1'040

58 28 12 25.9 100 50 12 13.5 M10 M8 8.5 19.8 12.9 12

SQ
SSQ
RF
EG
ZG
HA
DU

Cage: 
- AC 12 
- AK 12 
End pieces: 
- GB 12 
- GC 12 
- GC-A 12 
End screw: 
- GA 12
Fastening
screw: 
- GD 12

300 1'560
400 2'090
500 2'615
600 3'140
700 3'665
800 4'190
900 4'715

1'000 5'240
1'100 5'765
1'200 6'290

  Linear guideways           
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* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 26.
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mm

RD 1

100 50

22 4 5.5 6 1.5 12.8 25 12.5 ** 13.5 4.4 - M3 2.55 ** 3.5 - 2

SQ 
SSQ
RF
EG 
ZG
DU 

Cage: 
- AA-RF 1 
- AC 1 
- AK 1

150 70

200 100

RD 2

200 220

30 6 8.5 9 2 17 50 25 ** 18 6 - M4 3.35 ** 5.4 - 3

SQ 
SSQ 
RF 
EG 
ZG 
DU

Cage: 
- AA-RF 2 
- AC 2 
- AK 2

300 320

400 430

RD 3

300 690

46 8 11.5 12 3 26.6 50 25 ** 28 7.5 ** M5 4.2 ** 7.3 ** 4

SQ 
SSQ 
RF 
EG 
ZG 
DU

Cage: 
- AA-RF 3 
- AC 3 
- AK 3

400 920

500 1'150

600 1'380

800 1'840

Dimensions and load capacities of type RD

  Linear guideways           

* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 26.
** Positioning hole option available based on customer drawing (NZ).
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RD 6
On 

request
On 

request
76 15 19 20 6 41.8 100 50 ** 45 9.5 ** M6 5.2 ** 13.8 ** 5

SQ 
SSQ 
RF 
EG 
EE 
ZG
DU

Cage: 
- AA-RF 6 
- AC 6 
- AK 6 
- EE 6

RD 9
Max. 
3000

On 
request

116 22 27 28 9 67.4 100 50 25 72 10.5 8.5 M8 6.8 8 H7 20.8 16 6

SQ  
SSQ 
RF 
EG 
EE 
ZG 
DU

Cage: 
- AC 9 
- AK 9 
- EE 9

RD 12
Max. 
3000

On 
request

135 28 34 35 12 70.8 100 50 25 77 13.5 10.5 M10 8.5 10 H7 25.8 20 7

SQ 
SSQ 
RF 
EG 
ZG
DU

Cage: 
- AC 12 
- AK 12

* with linear guideways type R

  Linear guideways           
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** Positioning hole option available based on customer drawing (NZ).
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5   Linear guideways

Maximum lengths for type R Maximum lengths for type RD

Type / 
Size

Quality class
Max. lengths in 

standard material 
(in mm)

Max lengths in 
non-corrosive 

material (in mm)

R 1

NQ
200 150

SQ

SSQ 120 120

R 2

NQ 300 300

SQ 300 300

SSQ 180 180

R 3

NQ
800

600SQ

SSQ 600

R 6

NQ
1500

1400

SQ 1200

SSQ 1200 900

R 9

NQ

3000 3000SQ

SSQ

R 12

NQ

3000 3000SQ

SSQ

Type / 
Size

Quality class
Max. lengths in 

standard material 
(in mm)

Max lengths in 
non-corrosive 

material (in mm)

RD 1

NQ

300 300SQ

SSQ

RD 2

NQ

500 500SQ

SSQ

RD 3

NQ

1200 600SQ

SSQ

RD 6

NQ
1500

900SQ

SSQ 1200

RD 9

NQ

3000 3000SQ

SSQ

RD 12

NQ

3000 3000SQ

SSQ

Rail chamfer

Type / Size Rail chamfer of reference edges in mm

R 1 0.3 x 45°

R 2 0.3 x 45°

R 3 0.6 x 45°

R 6 0.8 x 45°

R 9 0.8 x 45°

R 12 1.0 x 45º

The detail of the rail chamfer is shown in the chart below. Please note that the part number and company logo are marked  
opposite to the datum and supporting surfaces.
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Roller cage type AC

Compatible with: 
Linear guideway type R and RD, 
Sizes 1 to 12

Design: 
Rollers fixed in place

Installation method:
For normal application and certain 
overrunning cage applications

Material:
Sizes 1, 2 POM
Size 3 PA GF 30%
As from size 6 PA GF 30%, plastic/steel 
wire composite construction.  
The wire is made out of stainless steel.

Option:
Corrosion-resistant rollers

Roller cage type AA-RF

Compatible with: 
Linear guideway  type R and RD, 
Sizes 1, 2, 3 and 6

Design: 
Rollers fixed in place

Installation method:
Not suitable as an overrunning cage

Material:
Cage and rollers made of corrosion-re-
sistant steel and thus also suitable for 
use in vacuum

Type Size Dw d e t w
C per roller

in N
max. length

in mm

AC

1 1.5 0.45 3.5 3 approx. 1.5 50 80

2 2 0.75 5 4 approx. 2 85 170

3 3 1 7 5 approx. 2.5 130 1'200

6 6 2.5 14 9 approx. 6 530 1'500

9 9 3.5 20 14 approx. 9 1'300 1'500

12 12 4.5 25 18 approx. 11 2'500 1'500

Type Size Dw d e t w
C* per roller

in N
max. length

in mm

AA-RF

1 1.5 0.2 3.8 3 approx. 1.5 44 90

2 2 0.25 5.9 4 approx. 2 75 150

3 3 0.3 7.5 5 approx. 2.5 115 350

6 6 0.8 14 12 approx. 6 465 1'200

*The loading capacity C already includes the hardness factor fH as set out in chapter 12.3

Accessories for type R and RD

  Linear guideways         
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Ball cage type AK

Compatible with: 
Linear guideway type R and RD, 
Sizes 1 to 12

Design: 
Balls retained

Installation method:
For normal application and certain 
overrunning cage applications

Material:
Sizes 1, 2 and 3 POM
As from size 65 PA GF 30%, plastic/
steel wire composite construction. The 
wire is made out of stainless steel.

Roller cage type EE

Compatible with: 
Linear guideway  type R and RD, 
Sizes 6 and 9

Design: 
 - The clearances of the guide rails are 

matched with the EE roller cage, 
which consequently works as a 
contaminant wiper. Displacement 
resistance is increased by the wiper 
function.

 - Rollers fixed in place
 - Only used with linear guideways with 

add-on designation EE
 - Select end pieces of type GB or GC

Installation method:
Not suitable as an overrunning cage and 
for freely surface-mounted guideways

Material:
PE

Type Size Dw d e t w
C per ball

in N
max. length

in mm

AK

1 1.5 0.45 3.5 2.2 approx. 1.5 9 80

2 2 0.75 5 4 approx. 2 15 100

3 3 1 7 4.2 approx. 2.5 25 180

6 6 2.5 14 9 approx. 6 65 1'500

9 9 3.5 20 14 approx. 9 150 1'500

12 12 4.5 25 18 approx. 11 260 1'500

Type Size Dw d e t
C per roller

in N
max. length

in mm

EE
6 6 3.2 13.5 12 530 1'500

9 9 4.6 19 18 1'300 1'500

  Linear guideways         

Accessories for type R and RD
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a1

a1

a1

a1

a1

GA 1, 2

GA 3, 6, 9, 12

End screws type GA

Compatible with: 
Linear guideway R 3 to R 12

Installation method:
For horizontal installation

End piece type GB 1

Compatible with: 
Linear guideway R 1

Installation method:
No restrictions 

Scope of supply:
Including fastening screws

End piece type GB 2

Compatible with: 
Linear guideway R 2

Installation method:
No restrictions 

Scope of supply:
Including fastening screws

End piece type GB 3 to 12

Compatible with: 
Linear guideway R 3 to R 12

Installation method:
No restrictions 

Scope of supply:
Including fastening screws

Size GA 1 GA 2 GA 3 GA 6 GA 9 GA 12

a1 1.2 1.8 2 3 3 3

Size GB 3 GB 6 GB 9 GB 12

a1 2 3 4 5

Size GB 2

a1 2

Size GB 1

a1 1.7

  Linear guideways         

Accessories for type R and RD
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End piece type GC

Compatible with: 
Linear guideway R 3 to R 12

Installation method:
For overrunning cages

Scope of supply:
Including fastening screws

End piece type GC-A (with wipers)

Compatible with: 
Linear guideway R 3 to R 12

Design:
with felt wiper

Installation method:
No restrictions

Scope of supply:
Including fastening screws

Fastening screws with thin shaft 
type GD 3 to GD 12

Special feature: 
To compensate for differences in hole 
pitches

Compatible with:
Linear guideway type R 3 to R 12

Size GC 3 GC 6 GC 9 GC 12

a1 2 3 4 5

Size GC-A 3 GC-A 6 GC-A 9 GC-A 12

a1 5 6 7 8

  Linear guideways           

Accessories for type R and RD

Type Size L b b1 d1 d2 d3 k s Max. tightening torque in Ncm
Compatible with 

linear guideways of size

GD

3 12 5 7 M3 5 2.3 3 2.5 102 R 3 & RD 3

6 20 8 12 M5 8 3.9 5 4 460 R 6 & RD 6

9 30 12 18 M6 8.5 4.6 6 5 792 R 9 & RD 9

12 40 17 23 M8 11.3 6.25 8 6 1920 R 12 & RD 12
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Type RN
The type RN linear guideway is the logical optimised version of the R guideway. It has 
identical installed dimensions, but due to the optimized contact surfaces of the guide-
way tracks is, however, higher performing. The reduced gap width between the guide 
rails also provides better protection against contaminants.

Benchmark data
Track and surface quality
• Finely ground supporting and/or locating surfaces and tracks (90o V-profile)

Materials (standard)
• Rails made of through hardened tool steel 1.2842, hardness 58 – 62 HRC
• For non-corrosive guideways tool steel 1.4034 and 1.4112 is used
• Rolling element made of through hardened roller bearing steel,  

hardness 58 – 64 HRC

Rolling element
• Roller

Speed
• 1 m/s

Acceleration
• 50 m/s2

• 300 m/s2 with cage control

Accuracy
• RN linear guideways are available in three quality classes (see chapter 9)

Operating temperatures
• -40o C to +80o C

5.2 Type RN
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Dimensions and load capacities of type RN
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Accessories 

mm

RN 3

50 24

18 8 3 8.7 25 12.5 3.5 6 M4 M3 3.3 4.8 4.8 7 0.85

SQ  
SSQ 
RF  
EG  
ZG  
HA  
DU  
DR  
KS 

Cage: 
- KBN 3 
- KBS 3 
 
End screw: 
- GAN 3 
 
Fastening screw: 
- GD 3

75 35
100 47
125 59
150 71
175 82
200 94
225 106
250 118
275 129
300 141

RN 4

80 62

22 11 4.5 10.5 40 20 4.5 8 M5 M3 4.3 6.9 5.5 7 0.85

SQ  
SSQ 
RF  
EG  
ZG  
HA  
DU  
DR  
KS 

Cage:
- KBN 4
- KBS 4

End screw:
- GAN 4

Fastening screw:
- GD 4

120 93
160 124
200 155
240 186
280 217
320 248
360 279
400 310

RN 6

100 151

31 15 6.5 14.8 50 25 6 9.5 M6 M5 5.2 9.8 7.5 9 0.85

SQ  
SSQ 
RF  
EG  
ZG  
HA  
DU  
DR  
KS 

Cage:
- KBN 6
- KBS 6

End screw:
- GA 6

Fastening screw:
- GD 6

150 226
200 301
250 377
300 452
350 527
400 603
450 678
500 753

* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 34.
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  Linear guideways           
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Accessories 

mm

RN 9

200 659

44 22 9 21.1 100 50 9 10.5 M8 M6 6.8 15.8 11.5 9 -

SQ  
SSQ 
RF  
EG  
ZG  
HA  
DU 

Cage:
- KBN 9

End screw:
- GA 9

Fastening screw:
- GD 9

300 988
400 1'318
500 1'647
600 1'976
700 2'306
800 2'635

RN 12

200 1'086

58 28 12 27.6 100 50 12 13.5 M10 M8 8.5 19.8 15 12 -

SQ  
SSQ 
RF  
EG  
ZG  
HA  
DU 

Cage:
- KBN 12

End screw:
- GA 12

Fastening screw:
- GD 12

300 1'628
400 2'171
500 2'714
600 3'257
700 3'800
800 4'342
900 4'885

1'000 5'428
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* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 34.

(Design with cage control FORMULA-S)

(Design with cage control FORMULA-S)

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com
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Type / Size Quality class
Max. lengths in standard material 

(in mm)
Max lengths in non-corrosive material 

(in mm)

RN 3

NQ
800

600SQ

SSQ 600

RN 4

NQ
900 900

SQ

SSQ 600 600

RN 6

NQ
1'500

1'400

SQ 1'200

SSQ 1'200 900

RN 9

NQ

3‘000 3‘000SQ

SSQ

RN 12

NQ

3‘000 3‘000SQ

SSQ
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Maximum lengths for type RN

Rail chamfer

Type / Size Rail chamfer of reference edges in mm

RN 3 0.6 x 45°

RN 4 0.6 x 45°

RN 6 0.8 x 45°

RN 9 0.8 x 45°

RN 12 1.0 x 45°

The detail of the rail chamfer is shown in the chart below. Please note that the part number and company logo are marked 
 opposite to the datum and supporting surfaces.

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com
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Roller cage type KBN

Compatible with: 
Linear guideway type RN 
Sizes 3 to 12

Design: 
Rollers fixed in place

Installation method:
For normal application and certain 
overrunning cage applications

Material:
POM (Vacuum-compatible up 
to 10-7 mbar)

Option:
Corrosion-resistant rollers

 

Type KBS roller cage for the cage 
control FORMULA-S

Detailed information on 
FORMULA-S is listed under chapter 
7.8.

Compatible with: 
Linear guideway type RN 
Sizes 3 to 6

Design: 
Rollers fixed in place
With integral pinion

Installation method:
For normal application and certain 
overrunning cage applications

Material:
POM (Vacuum-compatible up 
to 10-7 mbar)

Option:
Corrosion-resistant rollers

Type Size Dw t w
C per roller

in N
Max. length

in mm

KBN

3 3 5 approx. 3.5 410 900

4 4.5 6.5 approx. 4 850 900

6 6.5 8.5 approx. 5 1'800 1'500

9 9 12 approx. 7.5 3'900 1'500

12 12 15 approx. 9 6'500 1'500

Type Size Dw t tz w
C per roller

in N
Max. length

in mm

KBS

3 3 5 18 approx. 3.5 410 900

4 4.5 6.5 23 approx. 4 850 900

6 6.5 8.5 27 approx. 5 1'800 1'500
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Accessories for type RN
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https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
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b

b1
L
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d2

d3

d1

S

End screws type GAN

Compatible with: 
Linear guideway RN 3 and RN 4

Installation method:
For horizontal installation

End screws type GA

Compatible with: 
Linear guideway RN 6 to RN 12

Installation method:
For horizontal installation 

Fastening screws with thin shaft 
type GD 3 to GD 12

Special feature: 
To compensate for differences in hole 
pitches

Compatible with:
Linear guideway type RN 3 to RN 12

Size GAN 3 GAN 4

a1 2 2

Size GA 6 GA 9 GA 12

a1 3 3 3
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Accessories for type RN

Type Size L b b1 d1 d2 d3 k s Max. tightening torque in Ncm
Compatible with 

linear guideways of size

GD

3 12 5 7 M3 5 2.3 3 2.5 102 RN 3

4 16 7 9 M4 6.5 3 4 3 232 RN 4

6 20 8 12 M5 8 3.9 5 4 460 RN 6

9 30 12 18 M6 8.5 4.6 6 5 792 RN 9

12 40 17 23 M8 11.3 6.25 8 6 1920 RN 12

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com


37

5 

Type RNG
Like type RN, the type RNG linear guideway is based on the type R linear guideway. 
Like type RN, it has larger contact surfaces for the guideway tracks, which means 
its performance is significantly enhanced. Compared with types R and RN its 
cross-section is, however, smaller, which means that it represents a cost-effective 
solution without compromise.

Benchmark data
Track and surface quality
• Finely ground supporting and/or locating surfaces and tracks (90o V-profile)

Materials (standard)
• Rails from through hardened tool steel 1.2842, hardness 58 - 62 HRC. 
• For non-corrosive guideways tool steel 1.4034 and 1.4112 is used.
• Rolling element made of through hardened roller bearing steel, hardness 58 - 64 

HRC.

Rolling element
• Roller

Speed
• 1 m/s

Acceleration
• 50 m/s2

• 300 m/s2 with cage control

Accuracy
• RNG linear guideways are available in three quality classes (see chapter 9)

Operating temperatures
• -40o C to +80o C

5.
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5.3 Type RNG
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Dimensions and load capacities of type RNG
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Accessories 

mm

RNG 4

50 27

19 9 4.5 9 25 12.5 3.5 5.5 M3 M3 2.65 6.3 3.5 6 - 0.85

SQ  
SSQ 
RF  
EG  
ZG  
HA  
DU  
DR  
KS 

Cage: 
- KBN 4 
- KBS 4 

End pieces: 
- GBN 4 
- GCN 4 
- GCN-A 4 

Fastening screw: 
- GDN 4

75 41
100 55
125 69
150 83
175 97
200 111
225 125
250 139
275 153
300 167

RNG 6

100 92

25 12 6.5 12 25 12.5 5 7 M4 M3 3.3 8.8 5 6 - 0.85

SQ  
SSQ 
RF  
EG  
ZG  
HA  
DU  
DR  
KS 

Cage: 
- KBN 6 
- KBS 6 

End pieces: 
- GBN 6 
- GCN 6 
- GCN-A 6 

Fastening screw: 
- GDN 6

150 138

200 184

250 230

300 276

350 322

400 368

* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 40.

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com
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Accessories 

mm

RNG 9

100 150

33 16 9 16 25 12.5 6 8.5 M5 M3 4.4 11.8 8 6 8 0.85

SQ  
SSQ 
RF  
EG  
ZG  
HA  
DU  
DR  
KS 

Cage: 
- KBN 9 
- KBS 9 

End pieces: 
- GBN 9 
- GCN 9 
- GCN-A 9 

Fastening screw: 
- GDN 9

150 230
200 310
250 390
300 470
350 550
400 630
450 710
500 790

RNG 12

200 600

45 22 12 22 50 25 8 12 M8 M5 6.8 15.8 11 7.5 10 -

SQ  
SSQ 
RF  
EG  
ZG  
HA  
DU 

Cage: 
- KBN 12 

End pieces: 
- GBN 12 
- GCN 12 
- GCN-A 12 

Fastening screw: 
- GDN 12

300 905

400 1'207

500 1'508

600 1'810

700 2'125

800 2'430

900 2'734

1'000 3'038 5.
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* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 40.

(Design with cage control FORMULA-S)

(Design with cage control FORMULA-S)

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com
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Type / Size Quality class
Max. lengths in standard material 

(in mm)
Max lengths in non-corrosive material 

(in mm)

RNG4

NQ
900 900

SQ

SSQ 600 600

RNG6

NQ
1'500

1'400

SQ 1'200

SSQ 1'200 900

RNG9

NQ

3‘000 3‘000SQ

SSQ

RNG12

NQ

3‘000 3‘000SQ

SSQ
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Maximum lengths for type RNG

Rail chamfer

Type / Size Rail chamfer of reference edges in mm

RNG 4 0.4 x 45°

RNG 6 0.5 x 45°

RNG 9 0.8 x 45°

RN 12 0.8 x 45°

The detail of the rail chamfer is shown in the chart below. Please note that the part number and company logo are marked op-
posite to the datum and supporting surfaces.

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com
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Roller cage type KBN

Compatible with: 
Type RNG linear guideway  
Sizes 4 to 12

Design: 
Rollers fixed in place

Installation method:
For normal application and certain 
overrunning cage applications

Material:
POM (Vacuum-compatible up to 10-7 

mbar)

Option:
Corrosion-resistant rollers

Type KBS roller cage for the cage 
control FORMULA-S

Detailed information on 
FORMULA-S is listed under chapter 
7.8.

Compatible with: 
Type RNG linear guideway 
Sizes 4 to 9

Design: 
Rollers fixed in place
With integral pinion

Installation method:
For normal application and certain 
overrunning cage applications

Material:
POM (Vacuum-compatible up to 10-7 

mbar)

Option:
Corrosion-resistant rollers

Type Size Dw t w
C per roller

in N
Max. length

in mm

KBN

4 4.5 6.5 approx. 4 850 900

6 6.5 8.5 approx. 5 1'800 1'500

9 9 12 approx. 7.5 3'900 1'500

12 12 15 approx. 9 6'500 1'500

Type Size Dw t tz w
C per roller

in N
Max. length

in mm

KBS

4 4.5 6.5 23 approx. 4 850 900

6 6.5 8.5 27 approx. 5 1'800 1'500

9 9 12 40 approx. 7.5 3'900 1'500

Type RNG accessories
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Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
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a1 a1

a1 a1

a1 a1

End piece type GBN 4 and GBN 6

Compatible with:
Linear guideway RNG 4 and RNG 6

Installation method:
No restrictions

Scope of supply:
Including fastening screws

 

End piece type GBN 9 and GBN 12

Compatible with:
Linear guideway RNG 9 and RNG 12

Installation method:
No restrictions

Scope of supply:
Including fastening screws

End piece type GCN 4 and GCN 6

Special feature:
For overrunning cage

Compatible with: 
Linear guideway RNG 4 and RNG 6

Installation method:
No restrictions

Scope of supply:
Including fastening screws

 
End piece type GCN 9 and GCN 12

Special feature:
For overrunning cage

Compatible with: 
Linear guideway RNG 9 and RNG 12

Installation method:
No restrictions

Scope of supply:
Including fastening screws

Size GBN 9 GBN 12

a1 4 8.5

Size GBN 4 GBN 6

a1 4 4

Size GCN 9 GCN 12

a1 4 8.5

Size GCN 4 GCN 6

a1 4 4
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Type RNG accessories

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
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End piece type GCN-A 4 and GCN-A 6

Special feature:
With wipers made of plastic

Compatible with: 
Linear guideway RNG 4 and RNG 6

Installation method:
No restrictions

Scope of supply:
Including fastening screws 
 

End piece type GCN-A 9 and GCN-A 12

Special feature:
With wipers made of plastic

Compatible with:
Linear guideway RNG 9 and RNG 12

Installation method:
No restrictions

Scope of supply:
Including fastening screws

Fastening screws with thin shaft 
type GDN 4 to GDN 12

Special feature: 
To even out differences in the hole 
spacings

Compatible with:
Linear guideway type RNG 4 to RNG 12

Size GCN-A 9 GCN-A 12

a1 5.5 10

Size GCN-A 4 GCN-A 6

a1 5.5 5.5

  Linear guideways           

Type RNG accessories
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Type Size L b b1 d1 d2 d3 k s Max. tightening torque in Ncm
Compatible with 

linear guideways of size

GDN

4 12 5 7 M2.5 4.5 1.85 2.5 2 58 RNG 4

6 16 5 11 M3 5.5 2.3 3 2.5 102 RNG 6

9 25 11 14 M4 7 3 4 3 232 RNG 9

12 30 12 18 M6 10 4.6 6 5 792 RNG 12

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com
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Type N/O
The type N/O linear guideways are equipped with needle cages and are particularly 
suitable for applications involving high loads. SCHNEEBERGER N/O bearings have 
a lower moving resistance due to our composite cage.

Benchmark data
Track and surface quality
• Finely ground supporting and/or locating surfaces and tracks (90o V-profile)

Materials (standard)
• Rails from through hardened tool steel 1.2842, hardness 58 – 62 HRC.
• For non-corrosive guideways tool steel 1.4034 and 1.4112 is used.
• Rolling element made of through hardened roller bearing steel,  

hardness 58 – 64 HRC.

Rolling element
• Needle

Speed
• 1 m/s

Acceleration
• 50 m/s2

• 200 m/s2 with cage control

Accuracy
• Type N/O linear guideways are available in three quality classes (see chapter 9)

Operating temperatures
• -40o C to +80o C

5.4 Type N/O
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Dimensions and load capacities of type N/O
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Accessories

Type N Type O mm

N/O 62015

100 146 164

31 15 2 11 16 18 50 25 6 9.5 M6 M3 5.2 9.8 7.5 4.5 7 7 7

SQ  
SSQ  
RF  
EG  
ZG  
HA  
DU  
KZST

Cage:
- HW 10
End pieces
- GFN 62015
- GFO 62015
- GH 62015
- GH-A 62015
- GW 62015
- GW-A 62015
Fastening
screw:
- GD 6

150 219 246
200 292 328
250 365 410
300 438 492
350 511 574
400 584 656
450 657 738
500 730 820

N/O 92025

200 685 695

44 22 2 15 24 24.5 100 50 9 10.5 M8 M4 6.8 15.8 11 6 11 10 10

SQ  
SSQ  
RF  
EG  
ZG  
HA  
DU  
KZST 

Cage:
- HW 15
- SHW 15
End pieces
- GFN 92025
- GFO 92025
- GH 92025
- GH-A 92025
- GW 92025
- GW-A 92025 
Fastening 
screw:
- GD 9

300 1'020 1030

400 1'360 1373

500 1'700 1717

600 2'025 2035

700 2'360 2370

800 2'697 2709

N/O 2025

200 924 900

52 25 2 18 28 29 100 50 10 13.5M10 M6 8.5 16.8 12 7 11 14 11

SQ 
SSQ 
RF 
EG 
ZG 
HA 
DUt 
KZST

Cage:
- SHW 15
End pieces
- GFN 2025
- GFO 2025
- GH 2025
- GH-A 2025
- GW 2025
- GW-A 2025
Fastening
screw:
- GD 2025

300 1'386 1'350
400 1'848 1'800
500 2'310 2'250
600 2'772 2'700
700 3'234 3'150
800 3'696 3'600
900 4'158 4'050

1'000 4'620 4'500
1'100 5'082 4'950
1'200 5'544 5'400
1'400 6'468 6'300
1'600 7'392 7'200

* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 48.

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com
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Accessories

Type N Type O mm

N/O 2535

300 1'905 1'995

62 30 2.5 22 34 35 100 50 12 16.5M12 M6 10.519.8 15 8 11 18 12

SQ 
SSQ 
RF 
EG 
ZG 
HA 
DU 
KZST

Cage:
- HW 20
- SHW 20
End pieces
- GFN 2535
- GFO 2535
- GH 2535
- GH-A 2535
- GW 2535
- GW-A 2535
Fastening
screw:
- GD 2535

400 2'540 2'660
500 3'175 3'325
600 3'810 3'990
700 4'445 4'655
800 5'080 5'320
900 5'715 5'985

1'000 6'350 6'650
1'100 6'985 7'315
1'200 7'620 7'980
1'400 8'890 9'310
1'600 10'160 10'640

N/O 3045

400 3'660 3'460

74 35 3 25 42.5 40 100 50 14 18.5M14 M6 12.522.8 18 10 11 19 16

SQ 
SSQ 
RF 
EG 
ZG 
HA 
DU 
KZST

Cage:
- HW 25
- SHW 25
End pieces
- GFN 3045
- GFO 3045
- GH 3045
- GH-A 3045
- GW 3045
- GW-A 3045
Fastening
screw:
- GD 3045

500 4'575 4'325
600 5'490 5'190
700 6'405 6'055
800 7'320 6'920
900 8'235 7'785

1'000 9'150 8'650
1'100 1'007 9'515
1'200 10'980 10'380
1'400 12'810 12'110
1'600 14'640 13'840

N/O 3555

500 6'156 6'088

78 45 3.5 25 45 45 100 50 14 18.5M14 M6 12.532.5 18 12 11 29 20

SQ 
SSQ 
RF 
EG 
ZG 
HA 
DU 
KZST

Cage:
- HW 30
- SHW 30
End pieces
- GFN 3555
- GFO 3555
- GH 3555
- GH-A 3555
- GW 3555
- GW-A 3555
Fastening
screw:
- GD 3555

600 7'387 7'306

700 8'618 8'523

800 9'850 9'741

900 11'081 10'958

1'000 12'312 12'176

1'100 13'543 13'394

1'200 14'774 14'611

1'400 17'237 17'046

1'600 19'699 19'482 5.
4 
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* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 48.

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
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Type /Size
Quality class

(see chapter 9)
Max. lengths in standard material 

(in mm)
Max lengths in non-corrosive material 

(in mm)

N/O 62015

NQ 1'500

900SQ
1'200

SSQ

N/O 92025

NQ

3'000 3‘000SQ

SSQ

N/O 2025

NQ

3'000 3‘000SQ

SSQ

N/O 2535

NQ

3'000 3‘000SQ

SSQ

N/O 3045

NQ

3'000 3‘000SQ

SSQ

N/O 3555

NQ

3'000 3‘000SQ

SSQ

  Linear guideways           

Maximum lengths type N/O

Rail chamfer

Type / Size Rail chamfer of reference edges in mm

N/O 62015 0.5 x 45°

N/O 92025 0.5 x 45°

N/O 2025 0.5 x 45°

N/O 2535 0.5 x 45°

N/O 3045 1.0 x 45°

N/O 3555 1.0 x 45°

The detail of the rail chamfer is shown in the chart below. Please note that the part number and company logo are marked op-
posite to the datum and supporting surfaces.

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com
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Needle cage type SHW

Design: 
Needles fixed in plastic provides lower 
displacement forces and smoother 
running

Installation method: 
For normal application and certain 
overrunning cage applications

Material:
Stainless steel and plastic PA 12 GF 30 %

 

 

Needle cage type SHW  
with cage control (KZST)

Detailed information on  
the cage control is 
listed under Chapter 7.9.

Design: 
Needles fixed in plastic. Thus smaller 
displacement forces and smoother 
running.

Installation method: 
For normal application and certain 
overrunning cage applications

Material:
Stainless steel and plastic PA 12 GF  
30 %

Type Size Dw Lw e t w
C 

per needle 
in N

Compatible with 
linear guideways 

type

max. length 
in mm

SHW

15 2 6.8 14 4 approx. 2.9 750 N/O 92025 and 2025 1'500

20 2.5 9.8 19 4.75 approx. 3.4 1'375 N/O 2535 1'500

25 3 13.8 25 5.2 approx. 3.6 2'350 N/O 3045 1'500

30 3.5 17.8 30 6.1 approx. 4.3 3'600 N/O 3555 1'500

Type Size Dw Lw e t w
C 

per needle 
in N

Compatible with 
linear guideways

 type

max. length 
in mm

SHW

15 2 6.8 14 4 approx. 2.9 750 N/O 92025 and 2025 1'500

20 2.5 9.8 19 4.75 approx. 3.4 1'375 N/O 2535 1'500

25 3 13.8 25 5.2 approx. 3.6 2'350 N/O 3045 1'500

30 3.5 17.8 30 6.1 approx. 4.3 3'600 N/O 3555 1'500

Accessories for type N/O

  Linear guideways           
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https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com
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+34 986 288118
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Needle cage type HW

Design: 
Needles fixed

Installation method: 
For normal application and certain 
overrunning cage applications

Material:
Standard
- Size HW 10 is made out of tool steel
- All other sizes in aluminium
Optional
- All cages are available in steel

Needle cage type HW  
with cage control (KZST)

Detailed information on  
the cage control is 
listed under Chapter 7.9.

Design: 
Needles fixed

Installation method: 
For normal application and certain 
overrunning cage applications

Material:
Standard
- Size HW 10 is made out of tool steel
- All other sizes in aluminium
Optional
- All cages are available in steel

Type Size Dw Lw e t w
C 

per needle 
in N

Compatible with 
linear guideways

type

max. length 
in mm

HW

10 2 4.8 10 4 approx. 3 530 N/O 62015 1'980

15 2 6.8 14 4.5 approx. 3.5 750 N/O 92025 1'950

16 2 8.8 16 3.8 approx. 2.8 970 N/O 2025 1990

20 2.5 9.8 20 5.5 approx. 4 1'375 N/O 2535 1'970

25 3 13.8 25 6 approx. 4.5 2'350 N/O 3045 1'940

30 3.5 17.8 30 7 approx. 5 3'600 N/O 3555 1'980

Type Size Dw Lw e t w
C 

per needle 
in N

Compatible with 
linear guideways

type

max. length 
in mm

HW

10 2 4.8 10 4 approx. 3 530 N/O 62015 1'980

15 2 6.8 14 4.5 approx. 3.5 750 N/O 92025 1'950

16 2 8.8 16 3.8 approx. 2.8 970 N/O 2025 1990

20 2.5 9.8 20 5.5 approx. 4 1'375 N/O 2535 1'970

25 3 13.8 25 6 approx. 4.5 2'350 N/O 3045 1'940

30 3.5 17.8 30 7 approx. 5 3'600 N/O 3555 1'980

  Linear guideways           

Accessories for type N/O

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
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GFN GFO

a1 a1

a1 a1

a1 a1

End piece type GH 

Special feature:
For overrunning cage

Installation method:
No restrictions

Scope of supply:
Including fastening screws

  
End piece type GH-A 

Special feature:
Wipers made of felt

Installation method:
No restrictions

Scope of supply:
Including fastening screws

 
End piece type GFN/GFO 

Installation method:
No restrictions

Scope of supply:
Including fastening screws

 
 
 
 
 
End piece type GW 

Special feature:
For overrunning cage

Installation method:
No restrictions

Scope of supply:
Including fastening screws 

Size 62'015 92'025 2'025 2'535 3'045 3'555

a1 6 7 10 10 10 11

Size 62'015 92'025 2'025 2'535 3'045 3'555

a1 9 10 13 13 13 14

Size 62015 92025 2025 2535 3045 3555

a1 6 7 10 10 10 11

Size 62015 92025 2025 2535 3045 3555

a1 6 7 10 10 10 11

  Linear guideways           

Accessories for type N/O

5.
4 

Ty
p

e 
N

/O

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
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End piece type GW-A

 

Special feature:
Felt Wipers

Installation method:
No restrictions

Scope of supply:
Including fastening screws

Fastening screws  
with thin shaft type GD

 

Special feature: 
To compensate for differences in hole 
pitches

Size 62015 92025 2025 2535 3045 3555

a1 9 10 13 13 13 14

  Linear guideways           

Accessories for type N/O

Type Size L b b1 d1 d2 d3 k s
Max. tightening torque in 

Ncm
Compatible with 

linear guideways type

GD

6 20 8 12 M5 8 3.9 5 4 460 N/O 62015

9 30 12 18 M6 8.5 4.6 6 5 792 N/O 92025

2025 35 16 19 M8 11.3 6.25 8 6 1920 N/O 2025

2535 40 18 22 M10 13.9 7.9 10 8 3840 N/O 2535

3045 50 25 25 M12 15.8 9.6 12 10 6640 N/O 3045

3555 60 25 35 M12 15.8 9.6 12 12 6640 N/O 3555

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com
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Type M/V
the type M/V linear guideway is similar to type N/O, but differs in its external dimen-
sions. Equipped with needle cages, its is particularly suitable for applications involv-
ing a higher load. SCHNEEBERGER M/V bearings have a lower moving resistance 
due to our composite cage.

Benchmark data
Track and surface quality
• Finely ground supporting and/or locating surfaces and tracks (90o V-profile)

Materials (standard)
• Rails from through hardened tool steel 1.2842, hardness 58 – 62 HRC.
• For non-corrosive guideways tool steel 1.4034 and 1.4112 is used.
• Rolling element made of through hardened roller bearing steel,  

hardness 58 – 64 HRC.

Rolling element
• Needle

Speed
• 1 m/s

Acceleration
• 50 m/s2

• 200 m/s2 with cage control

Accuracy
• Type M/V linear guideways are available in three quality classes (see chapter 9)

Operating temperatures
• -40o C to +80o C

5.5 Type M/V

  Linear guideways           
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Dimensions and load capacities type M/V
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Accessories

Type M Type V mm

M/V 3015

100 136 154

30 15 2 10.515.517.4 1)40 3) 5.5 0.7 8.5 M4 M3 5.3 10.5 8 5.5 7 15 7 7

SQ 
SSQ 
RF 
EG 
ZG 
HA  
KZST

Cage:
- HW 10

End pieces
- EM 3015
- EV 3015
- EAM 3015
- EAV 3015

150 204 231
200 272 308
300 420 473
400 560 631
500 700 788
600 840 946

M/V 4020

100 261 274

40 20 2 13.522.5 22 2)80 4) 7.5 1.3 11.5 M6 M5 7.5 13.2 10 5.5 8 20 11 10.5

SQ 
SSQ 
RF 
EG 
ZG 
HA  
KZST

Cage:
- HW 15
- SHW 15

End pieces
- EM 4020
- EV 4020
- EAM 4020
- EAV 4020

150 392 411

200 522 548

300 820 815

400 1'093 1'087

500 1'367 1'358

600 1'640 1'630

M/V 5025

100 446 437

50 25 2 17 28 28 2)80 4) 10 1.3 11.5 M6 M6 7.5 18.2 12 7 9 15 13 13

SQ 
SSQ 
RF 
EG 
ZG 
HA  
KZST

Cage:
- HW 15
- HW 16
- SHW 15

End pieces
- EM 5025
- EV 5025
- EAM 5025
- EAV 5025

200 893 874

300 1'339 1'311

400 1'786 1'748

500 2'232 2'185

600 2'678 2'622

700 3'125 3'059

800 3'571 3'496

900 4'018 3'933

1'000 4'464 4'370

1)  for the 100 mm length, the following applies: L1 = 35 mm (2 x ) 
2)  for the length 100 mm, the following applies: L1 = 50 mm

3)  min. 15 mm 
4)  min. 20 mm

* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 56.

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
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Accessories

Type M Type V mm

M/V 6035

200 1'450 1'510

60 35 2.5 20 35 35.5 100 50 11 1.3 15 M8 M6 10 26 14 8 9 20 20 18

SQ 
SSQ 
RF 
EG 
ZG 
HA  
KZST

Cage:
- HW 20
- SHW20

End pieces
- EM 6035
- EV 6035
- EAM 6035
- EAV 6035

300 2'176 2'265
400 2'901 3'020
500 3'626 3'775
600 4'351 4'530
700 5'076 5'285
800 5'802 6'040
900 6'527 6'795

1'000 7'252 7'550

M/V 7040

200 1'934 2'008

70 40 3 24 40 41.5 100 50 13 1.3 18.5 M10 M6 12.5 29 16 10 9 25 20 20

SQ 
SSQ 
RF 
EG 
ZG 
HA  
KZST

Cage:
- HW 25
- SHW 25

End pieces
- EM 7040
- EV 7040
- EAM 7040
- EAV 7040

300 2'807 3'019
400 3'743 4'025
500 4'678 5'032
600 5'821 6'038
700 6'791 7'044
800 7'499 8'051
900 8'436 9'057

1'000 9'374 10'321

M/V 8050

300 4'014 4'271

80 50 3.5 26 45 48 100 50 14 1.3 20 M12 M6 14 37 20 10 9 30 30 25

SQ 
SSQ 
RF 
EG 
ZG 
HA  
KZST

Cage:
- HW 30
- SHW 30

End pieces
- EM 8050
- EV 8050
- EAM 8050
- EAV 8050

400 5'352 5'694

500 6'690 7'118

600 8'290 8'544

700 9'672 9'968

800 10'700 11'530

900 12'038 12'822

1'000 13'375 14'247
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* The lengths shown are standard; other lengths can of course be delivered. The maximum lengths are listed on page 56.

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
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Type / Size Quality class Max. lengths in standard material (in mm)
Max lengths in non-corrosive material 

(in mm)

M/V 3015

NQ 1'500

900SQ
1'200

SSQ

M/V 4020

NQ

3‘000 3‘000SQ

SSQ

M/V 5025

NQ

3‘000 3‘000SQ

SSQ

M/V 6035

NQ

3‘000 3‘000SQ

SSQ

M/V 7040

NQ

3‘000 3‘000SQ

SSQ

M/V 8050

NQ

3‘000 3‘000SQ

  Linear guideways           

Maximum lengths type M/V

Rail chamfer

Type / Size Rail chamfer of reference edges in mm

M/V 3015 0.5 x 45°

M/V 4020 0.5 x 45°

M/V 5025 0.5 x 45°

M/V 6035 0.5 x 45°

M/V 7040 1.0 x 45°

M/V 8050 1.0 x 45°

The detail of the rail chamfer is shown in the chart below. Please note that the part number and company logo are marked 
 opposite to the datum and supporting surfaces.

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
mailto:rodavigo@rodavigo.com
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Needle cage type SHW

Compatible with: 
Linear guideway type M/V 

Design: 
Needles fixed in plastic provides lower 
displacement forces and smoother 
running

Installation method: 
For normal application and certain 
overrunning cage applications

Material:
Stainless steel and plastic PA 12 GF 30 %

Needle cage type SHW  
with cage control (KZST)

Detailed information on  
the cage control is 
listed under Chapter 7.9.

Compatible with: 
Linear guideway type M/V 

Design: 
Needles fixed in plastic. Thus smaller 
displacement forces and smoother 
running.

Installation method: 
For normal application and certain 
overrunning cage applications

Material:
Stainless steel and plastic PA 12 GF 30 %

Type Size Dw Lw e t w
C 

per needle 
in N

Compatible with 
linear guideways

 type

max. length 
in mm

SHW

15 2 6.8 14 4 approx. 2.9 750 M/V 4020 and M/V 5025 1'500

20 2.5 9.8 19 4.75 approx. 3.4 1'375 M/V 6035 1'500

25 3 13.8 25 5.2 approx. 3.6 2'350 M/V 7040 1'500

30 3.5 17.8 30 6.1 approx. 4.3 3'600 M/V 8050 1'500

Type Size Dw Lw e t w
C 

per needle 
in N

Compatible with 
linear guideways 

type

max. length 
in mm

SHW

15 2 6.8 14 4 approx. 2.9 750 M/V 4020 and M/V 5025 1'500

20 2.5 9.8 19 4.75 approx. 3.4 1'375 M/V 6035 1'500

25 3 13.8 25 5.2 approx. 3.6 2'350 M/V 7040 1'500

30 3.5 17.8 30 6.1 approx. 4.3 3'600 M/V 8050 1'500

  Linear guideways           

Accessories type M/V
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Needle cage type HW

Compatible with: 
Linear guideway type M/V 

Design: 
Needles fixed

Installation method: 
Specifically suitable as an overrunning 
cage

Material:
Standard
- Size HW 10 is made out of tool steel
- All other sizes in aluminium
Optional
- All cages are available in steel

Needle cage type HW  
with cage control (KZST)

Detailed information on the 
cage control is 
listed under Chapter 7.9.

Compatible with: 
Linear guideway type M/V 

Design: 
Needles fixed

Installation method: 
Specifically suitable as an overrunning 
cage

Material:
Standard
- Size HW 10 is made out of tool steel
- All other sizes in aluminium
Optional
- All cages are available in steel

Type Size Dw Lw e t w
C 

per needle 
in N

Compatible with 
linear guideways

type

max. length 
in mm

HW

10 2 4.8 10 4 approx. 3 530 M/V 3015 1'980

15 2 6.8 14 4.5 approx. 3.5 750 M/V 4020 and M/V 5025 1'950

16 2 8.8 16 3.8 approx. 2.8 970 M/V 5025 1'990

20 2.5 9.8 20 5.5 approx. 4 1'375 M/V 6035 1'970

25 3 13.8 25 6 approx. 4.5 2'350 M/V 7040 1'940

30 3.5 17.8 30 7 approx. 5 3'600 M/V 8050 1'980

Type Size Dw Lw e t w
C 

per needle 
in N

Compatible with
linear guideways

type

max. length 
in mm

HW

10 2 4.8 10 4 approx. 3 530 M/V 3015 1'980

15 2 6.8 14 4.5 approx. 3.5 750 M/V 4020 and M/V 5025 1'950

16 2 8.8 16 3.8 approx. 2.8 970 M/V 5025 1'990

20 2.5 9.8 20 5.5 approx. 4 1'375 M/V 6035 1'970

25 3 13.8 25 6 approx. 4.5 2'350 M/V 7040 1'940

30 3.5 17.8 30 7 approx. 5 3'600 M/V 8050 1'980

  Linear guideways           

Accessories type M/V

https://rodavigo.net/es/c/rodadura-lineal/guias-lineales/f/schneeberger
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a1 a1

a1 a1

a1 a1

End piece type EM/EV

Compatible with: 
For all M/V rail sizes

Installation method:
No restrictions

Scope of supply:
Including fastening screws

End piece type EAM

Special feature:
With wipers made of plastic

Compatible with: 
For all M/V rail sizes

Installation method:
No restrictions

Scope of supply:
Including fastening screws

 
End piece type EAV

Special feature:
With wipers made of plastic

Compatible with: 
For all M/V rail sizes

Installation method:
No restrictions

Scope of supply:
Including fastening screws 

Size 3'015 4'020 5'025 6'035 7'040 8'050

a1 5 8 9 9 9 9

Size 3015 4020 5025 6035 7040 8050

a1 7 10 11 11 11 11

Size 3015 4020 5025 6035 7040 8050

a1 7 10 11 11 11 11
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Accessories type M/V
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