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Equivalent / Interchange For ISO and RMA Narrow Wedge V-Belts 

 
 
 
 

Section Dimensions   Designation Section Dimensions   Designation
ISO Pitch length   ISO RMA Outside

length
  RMA

 w h  w h 

– mm   – – inch mm  – 
 

 

SPZ 630 9,7 8 PHG SPZ630 3V/9N 25.0 9 8 PHG 3V250
 670 9,7 8 PHG SPZ670 26.5 9 8 PHG 3V265
 710 9,7 8 PHG SPZ710 28.0 9 8 PHG 3V280
 760 9,7 8 PHG SPZ760 30.0 9 8 PHG 3V300
 800 9,7 8 PHG SPZ800 31.5 9 8 PHG 3V315
        
 900 9,7 8 PHG SPZ900 33.5 9 8 PHG 3V355
 9371) 9,7 8 PHG SPZ937 37.0 9 8 PHG 3V370
 1 010 9,7 8 PHG SPZ1010 40.0 9 8 PHG 3V400
 1 080 9,7 8 PHG SPZ1080 42.5 9 8 PHG 3V425
 1 1371) 9,7 8 PHG SPZ1137 45.0 9 8 PHG 3V450
        
 1 200 9,7 8 PHG SPZ1200 47.5 9 8 PHG 3V475
 1 270 9,7 8 PHG SPZ1270 50.0 9 8 PHG 3V500
 1 340 9,7 8 PHG SPZ1340 53.0 9 8 PHG 3V530
 1 420 9,7 8 PHG SPZ1420 56.0 9 8 PHG 3V560
 1 4701) 9,7 8 PHG SPZ1470 58.0 9 8 PHG 3V580
        
 1 520 9,7 8 PHG SPZ1520 60.0 9 8 PHG 3V600
 1 5621) 9,7 8 PHG SPZ1562 61.7 9 8 PHG 3V617
 1 600 9,7 8 PHG SPZ1600 63.0 9 8 PHG 3V630
 1 650 9,7 8 PHG SPZ1650 65.0 9 8 PHG 3V650
 1 700 9,7 8 PHG SPZ1700 67.0 9 8 PHG 3V670
        
 1 800 9,7 8 PHG SPZ1800 71.0 9 8 PHG 3V710
 1 850 9,7 8 PHG SPZ1850 73.0 9 8 PHG 3V730
 1 900 9,7 8 PHG SPZ1900 75.0 9 8 PHG 3V750
 2 0371) 9,7 8 PHG SPZ2037 80.0 9 8 PHG 3V800
 2 160 9,7 8 PHG SPZ2160 85.0 9 8 PHG 3V850
        
 2 280 9,7 8 PHG SPZ2280 90.0 9 8 PHG 3V900
 2 410 9,7 8 PHG SPZ2410 95.0 9 8 PHG 3V950
 2 540 9,7 8 PHG SPZ2540 100.0 9 8 PHG 3V1000
 2 690 9,7 8 PHG SPZ2690 106.0 9 8 PHG 3V1060
 2 840 9,7 8 PHG SPZ2840 112.0 9 8 PHG 3V1120
        
 3 000 9,7 8 PHG SPZ3000 118.0 9 8 PHG 3V1180
 3 170 9,7 8 PHG SPZ3170 125.0 9 8 PHG 3V1250
 3 550 9,7 8 PHG SPZ3550 140.0 9 8 PHG 3V1400
        
SPB 1 260 16,3 13 PHG SPB1260 5V/15N 50.0 15 13 PHG 5V500
 1 340 16,3 13 PHG SPB1340 53.0 15 13 PHG 5V530
 1 410 16,3 13 PHG SPB1410 56.0 15 13 PHG 5V560
 1 600 16,3 13 PHG SPB1600 63.0 15 13 PHG 5V630
 1 800 16,3 13 PHG SPB1800 71.0 15 13 PHG 5V710
        
 2 020 16,3 13 PHG SPB2020 80.0 15 13 PHG 5V800
 2 150 16,3 13 PHG SPB2150 85.0 15 13 PHG 5V850
 2 280 16,3 13 PHG SPB2280 90.0 15 13 PHG 5V900
 2 410 16,3 13 PHG SPB2410 95.0 15 13 PHG 5V950
 2 530 16,3 13 PHG SPB2530 100.0 15 13 PHG 5V1000
        
 2 680 16,3 13 PHG SPB2680 106.0 15 13 PHG 5V1060
 2 840 16,3 13 PHG SPB2840 112.0 15 13 PHG 5V1120
 3 000 16,3 13 PHG SPB3000 118.0 15 13 PHG 5V1180
 3 1702) 16,3 13 PHG SPB3170 125.0 15 13 PHG 5V1250
 3 350 16,3 13 PHG SPB3350 132.0 15 13 PHG 5V1320
        
 3 550 16,3 13 PHG SPB3550 140.0 15 13 PHG 5V1400
 3 800 16,3 13 PHG SPB3800 150.0 15 13 PHG 5V1500
 4 060 16,3 13 PHG SPB4060 160.0 15 13 PHG 5V1600
 4 310 16,3 13 PHG SPB4310 170.0 15 13 PHG 5V1700
 4 560 16,3 13 PHG SPB4560 180.0 15 13 PHG 5V1800
        
 4 820 16,3 13 PHG SPB4820 190.0 15 13 PHG 5V1900
 5 070 16,3 13 PHG SPB5070 200.0 15 13 PHG 5V2000
 5 380 16,3 13 PHG SPB5380 212.0 15 13 PHG 5V2120
 5 680 16,3 13 PHG SPB5680 224.0 15 13 PHG 5V2240
 6 000 16,3 13 PHG SPB6000 236.0 15 13 PHG 5V2360
        
 6 340 16,3 13 PHG SPB6340 250.0 15 13 PHG 5V2500
 7 100 16,3 13 PHG SPB7100 280.0 15 13 PHG 5V2800
 8 000 16,3 13 PHG SPB8000 315.0 15 13 PHG 5V3150
 

 

1) Belts have a slight variation in pitch length. 

2) 3170 (Lp) - Check availability 
  
Raw edge belts 
Belts up to and including 3 500 mm (Lp) may also available in RAW EDGE COG construction. Designations are PHG XPB*** and PHG 5VX*** respectively. 
  
Banded belts (SPZ/XPZ/3V/3VX and SPB/XPB/5V/5VX) 
As the transverse pitch (between pulley grooves) of the ISO and RMA standards varies, a check should be made of both pulleys before selecting, interchanging or using banded belts .
Both pulleys must have the same transverse pitch dimension. 
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