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Conveyor chains 

C series 
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ANSI 
Chain 
number 

BS/ISO 
Chain 
number 

Dimensions Ultimate
tensile 
strength

Average 
tensile 
strength 

Mass 
per 
meter 

Designation
Pitch Roller 

diameter 
Width between 
inner plates 

Pin 
diameter 

Pin length Inner plate
height

Plate
thickness

P d1 b1 d2 L Lc h2 T Q Q0 
Max. Max. Max. Max. Max. Max. Max. Min.

 

– – mm        kN  kg/m – 
 

 

         
C2040 C208A 25,40 7,95 7,85 3,96 16,6 17,8 12,0 1,50 14,1 16,7 0,50 PHC C2040...
C2042 C208AL 25,40 15,88 7,85 3,96 16,6 17,8 12,0 1,50 14,1 16,7 0,84 PHC C2042...
C2040H C208AH 25,40 7,95 7,85 3,96 18,8 19,9 12,0 2,03 14,1 17,2 0,65 PHC C2040H...
C2050 C210A 31,75 10,16 9,40 5,08 20,7 22,2 15,0 2,03 22,2 28,1 0,78 PHC C2050...
C2052 C210AL 31,75 19,05 9,40 5,08 20,7 22,2 15,0 2,03 22,2 28,1 1,27 PHC C2052...
         
C2060 C212A 38,10 11,91 12,57 5,94 25,9 27,7 18,0 2,42 31,8 36,8 1,12 PHC C2060...
C2062 C212AL 38,10 22,23 12,57 5,94 25,9 27,7 18,0 2,42 31,8 36,8 1,61 PHC C2062...
C2060H C212AH 38,10 11,91 12,57 5,94 29,2 31,6 18,0 3,25 31,8 41,6 1,44 PHC C2060H...
C2062H C212AHL 38,10 22,23 12,57 5,94 29,2 31,6 18,0 3,25 31,8 41,6 2,07 PHC C2062H...
C2080 C216A 50,80 15,88 15,75 7,92 32,7 36,5 24,0 3,25 56,7 65,7 2,08 PHC C2080...
         
C2082 C216AL 50,80 28,58 15,75 7,92 32,7 36,5 24,0 3,25 56,7 65,7 3,12 PHC C2082...
C2080H C216AH 50,80 15,88 15,75 7,92 36,2 39,4 24,0 4,00 56,7 70,0 2,54 PHC C2080H...
C2082H C216AHL 50,80 28,58 15,75 7,92 36,2 39,4 24,0 4,00 56,7 70,0 3,58 PHC C2082H...
C2100 C220A 63,50 19,05 18,90 9,53 40,4 44,7 30,0 4,00 88,5 102,6 3,01 PHC C2100...
C2102 C220AL 63,50 39,67 18,90 9,53 40,4 44,7 30,0 4,00 88,5 102,6 4,83 PHC C2102...
         
C2100H C220AH 63,50 19,05 18,90 9,53 43,6 46,9 30,0 4,80 88,5 112,4 3,56 PHC C2100H...
C2102H C220AHL 63,50 39,67 18,90 9,53 43,6 46,9 30,0 4,80 88,5 112,4 5,38 PHC C2102H...
C2120 C224A 76,20 22,23 25,22 11,10 50,3 54,3 35,7 4,80 127,0 147,3 4,66 PHC C2120...
C2122 C224AL 76,20 44,45 25,22 11,10 50,3 54,3 35,7 4,80 127,0 147,3 7,66 PHC C2122...
C2120H C224AH 76,20 22,23 25,22 11,10 53,5 57,5 35,7 5,60 127,0 160,9 5,26 PHC C2120H...
         
C2122H C224AHL 76,20 44,45 25,22 11,10 53,5 57,5 35,7 5,60 127,0 160,9 8,26 PHC C2122H...
C2160 C232A 101,60 28,58 31,75 14,27 64,8 69,6 47,8 6,40 226,8 278,9 8,15 PHC C2160...
C2162 C232AL 101,60 57,15 31,75 14,27 64,8 69,6 47,8 6,40 226,8 278,9 13,00 PHC C2162...
C2160H C232AH 101,60 28,58 31,75 14,27 68,2 73,0 47,8 7,20 226,8 285,8 9,06 PHC C2160H...
C2162H C232AHL 101,60 57,15 31,75 14,27 68,2 73,0 47,8 7,20 226,8 285,8 12,77 PHC C2162H...
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
 

 

 
Standard lengths are 10 ft. and 5 m. To complete designation, add chain length. For example, a 5 m box of 2060-1 is PHC C2060X5MTR.
For ordering a special roller type add letter after pitch size (s for small rollers and p for large rollers). For example, to order C2040 with 25,40 mm pitch with small rollers in 10 ft. length,
use designation PHC C2040-25.4SX10FT. 
One connecting link is contained per chain. For additional links, add “C/L” for “connecting” and “O/L” for “offset” to the designation.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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Conveyor chain C series attachments 

A-1   |   A-2   |   K-1   |   K-2   |   AA-1   |   AA-2   |   KK-1   |   KK-2
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ANSI 
Chain 
number 

BS/ISO 
Chain 
number 

Dimensions Designation
 
 

  

P G L F W h4 d4 

 

– – mm       – 
 

 

     
C20401) C208A 25,4 19,1 9,5 25,4 39,6 9,1 3,4 PHC C2040...
C20421) C208AL 25,4 19,1 9,5 25,4 39,6 9,1 3,4 PHC C2042...
C20501) C210A 31,8 23,8 11,9 31,8 49,0 11,1 5,5 PHC C2050...
C20521) C210AL 31,8 23,8 11,9 31,8 49,0 11,1 5,5 PHC C2052...
C20601) C212A 38,1 28,6 14,3 42,9 67,8 14,7 5,5 PHC C2060...
     
C20621) C212AL 38,1 28,6 14,3 42,9 67,8 14,7 5,5 PHC C2062...
C2060H1) C212AH 38,1 28,6 14,3 42,9 67,8 14,7 5,5 PHC C2060H...
C2062H1) C212AHL 38,1 28,6 14,3 42,9 67,8 14,7 5,5 PHC C2062H...
C20801) C216A 50,8 38,1 19,1 55,6 87,8 19,1 6,8 PHC C2080...
C20821) C216AL 50,8 38,1 19,1 55,6 87,8 19,1 6,8 PHC C2082...
     
C2080H1) C216AH 50,8 38,1 19,1 55,6 87,8 19,1 6,8 PHC C2080H...
C2082H1) C216AHL 50,8 38,1 19,1 55,6 87,8 19,1 6,8 PHC C2082H...
C2100 C220A 63,5 47,6 23,8 66,6 107,5 23,4 9,2 PHC C2100...
C2102 C220AL 63,5 47,6 23,8 66,6 107,5 23,4 9,2 PHC C2102...
C2100H C220AH 63,5 47,6 23,8 66,6 107,5 23,4 9,2 PHC C2100H...
     
C2102H C220AHL 63,5 47,6 23,8 66,6 107,5 23,4 9,2 PHC C2102H...
C2120 C224A 76,2 57,2 28,6 79,3 121,4 27,8 11,0 PHC C2120...
C2122 C224AL 76,2 57,2 28,6 79,3 121,4 27,8 11,0 PHC C2122...
C2120H C224AH 76,2 57,2 28,6 79,3 121,4 27,8 11,0 PHC C2120H...
C2122H C224AHL 76,2 57,2 28,6 79,3 121,4 27,8 11,0 PHC C2122H...
     
C2160 C232A 101,6 76,2 38,1 104,7 151,6 36,5 13,1 PHC C2160...
C2162 C232AL 101,6 76,2 38,1 104,7 151,6 36,5 13,1 PHC C2162...
C2160H C232AH 101,6 76,2 38,1 104,7 151,6 36,5 13,1 PHC C2160H...
C2162H C232AHL 101,6 76,2 38,1 104,7 151,6 36,5 13,1 PHC C2162H...
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
 

 
 
1) For these chains AA-1, AA-2, KK-1 and KK-2 attachments are available. 
To complete designation, add attachment spacing and type followed by chain length. For example, PHC C2060-L2A1X10FT (C2060 with A-1 attachment on every second link, 10 ft. length).
Note: Also available in stainless steel. When ordering, add SS after the chain number. For example, PHC C2060SS-L2A1X10FT.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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Conveyor chain C series attachments 

SA-1   |   SA-2   |   SK-1   |   SK-2 
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ANSI 
Chain 
number 

BS/ISO 
Chain 
number 

Dimensions Designation
 
 

   

P G L C1 C2 F d4 d5 

 

– – mm        – 
 

 

       
C2040 C208A 25,4 19,1 9,5 11,1 13,5 20,5 3,4 5,5 PHC C2040...
C2042 C208AL 25,4 19,1 9,5 11,1 13,5 20,5 3,4 5,5 PHC C2042...
C2050 C210A 31,8 23,8 11,9 14,3 15,9 25,0 5,5 6,6 PHC C2050...
C2052 C210AL 31,8 23,8 11,9 14,3 15,9 25,0 5,5 6,6 PHC C2052...
C2060 C212A 38,1 28,6 14,3 17,5 19,1 32,9 5,5 9,2 PHC C2060...
       
C2062 C212AL 38,1 28,6 14,3 17,5 19,1 32,9 5,5 9,2 PHC C2062...
C2060H C212AH 38,1 28,6 14,3 17,5 19,1 32,9 5,5 9,2 PHC C2060H...
C2062H C212AHL 38,1 28,6 14,3 17,5 19,1 32,9 5,5 9,2 PHC C2062H...
C2080 C216A 50,8 38,1 19,1 22,2 25,4 43,5 6,6 11,0 PHC C2080...
C2082 C216AL 50,8 38,1 19,1 22,2 25,4 43,5 6,6 11,0 PHC C2082...
       
C2080H C216AH 50,8 38,1 19,1 22,2 25,4 43,5 6,6 11,0 PHC C2080H...
C2082H C216AHL 50,8 38,1 19,1 22,2 25,4 43,5 6,6 11,0 PHC C2082H...
C2100 C220A 63,5 47,6 23,8 28,6 31,8 50,4 8,4 13,0 PHC C2100...
C2102 C220AL 63,5 47,6 23,8 28,6 31,8 50,4 8,4 13,0 PHC C2102...
C2100H C220AH 63,5 47,6 23,8 28,6 31,8 50,4 8,4 13,0 PHC C2100H...
       
C2102H C220AHL 63,5 47,6 23,8 28,6 31,8 50,4 8,4 13,0 PHC C2102H...
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
       
 

 
 
 
To complete designation, add attachment spacing and type followed by chain length. For example, PHC C2060-1-L5SK2X10FT (C2060-1 with SK-2 attachment on every fifth link, 10 ft. length).
Note: Also available in stainless steel. When ordering, add SS after the chain number. For example, PHC C2060-1SS-L5SK2X10FT.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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Conveyor chains 

M series 
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 BS/ISO Chain number Pitch sizes available 
P 

 mm              

M20 401) 50 63 80 100 125 160 – – – – – – –
M28 – 501) 63 80 100 125 160 200 – – – – – –
M40 – – 63 80 100 125 160 200 250 – – – – –
M56 – – 631) 80 100 125 160 200 250 – – – – –
M80 – – – 80 100 125 160 200 250 315 – – – –
       
M112 – – – 801) 100 125 160 200 250 315 400 – – –
M160 – – – – 1001) 125 160 200 250 315 400 500 – –
M224 – – – – – 1251) 160 200 250 315 400 500 630 –
M315 – – – – – – 1601) 200 250 315 400 500 630 –
M450 – – – – – – – 200 250 315 400 500 630 800
 

 
 

 

1) Only available with small roller or without roller. 

 

 
 

 

 
BS/ISO 
Chain 
number 

Dimensions Ultimate 
tensile 
strength 

Average 
tensile 
strength 

Designation
Roller diameter Bush 

diameter 
Width between
inner plates

Pin
diameter

Pin
length

Plate
height

Plate
thickness

d1 d7 d5 d4 b1 d2 L h2 T Q Q0 
Max. Max. Max. Max. Max. Max. Max. Max. Max. Min. 

 

– mm         kN  – 

        
M20A 25 12,5 32 9,0 16 6,0 35 19 2,5 20 25,0 PHC M20A...
M28A 30 15,0 36 10,0 18 7,0 40 21 3,0 28 35,0 PHC M28A...
M40A 36 18,0 42 12,5 20 8,5 45 26 3,5 40 50,0 PHC M40A...
M56A 42 21,0 50 15,0 24 10,0 52 31 4,0 56 70,0 PHC M56A...
M80A 50 25,0 60 18,0 28 12,0 62 36 5,0 80 100,0 PHC M80A...
        
M112A 60 30,0 70 21,0 32 15,0 73 41 6,0 112 140,0 PHC M112A...
M160A 70 36,0 85 25,0 37 18,0 85 51 7,0 160 200,0 PHC M160A...
M224A 85 42,0 100 30,0 43 21,0 98 62 8,0 224 280,0 PHC M224A...
M315A 100 50,0 120 36,0 48 25,0 112 72 10,0 315 393,7 PHC M315A...
M450A 120 60,0 140 42,0 56 30,0 135 82 12,0 450 562,5 PHC M450A...
 

Standard lengths are 10 ft. and 5 m. To complete designation, add pitch size and chain length. For example, to order M20A with 40 mm pitch without roller in 10 ft. length, 

use designation PHC M20A-40X10FT. 
For ordering a special roller type, add letter after pitch size (s for small roller, p for large roller and f for flanged roller). For example, to order M20A with 40 mm pitch with small roller in 10 ft length,
use designation PHC M20A-40SX10FT. 
One connecting link is contained per chain. For additional links, add “C/L” for “connecting” and “O/L” for “offset” to the designation.
For the complete range of SKF Conveyor Chains available, please refer to the SKF Conveyor Chain Catalogue (PUB PT/P2 10818 EN).

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



96  
 

 

Conveyor chains 

Lumber mill series   |   3939 series 
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Chain 
number 

Dimensions Ultimate
tensile 
strength

Average 
tensile 
strength 

Mass 
per 
meter 

Designation
Pitch Roller 

diameter 
Width between
inner plates 

Pin 
diameter 

Pin 
length 

Inner plate
height

Plate
thickness

P d1 b1 d2 L Lc h2 t T Q Q0 
Max. Min. Max. Max. Max. Max. Max. Max. Min.

 

– mm         kN  kg/m – 

        
81X 66,27 23,0 27,00 11,10 49,0 53,5 28,50 4,00 4,00 106,7 128,9 3,78 PHC 81X...
81XH 66,27 23,0 27,78 11,10 60,7 65,1 31,35 7,94 5,55 151,9 175,7 5,88 PHC 81XH...
81XHH 66,27 23,0 27,78 11,10 65,6 70,0 31,35 7,94 7,94 191,1 212,6 6,70 PHC 81XHH...
81XHS 66,27 23,0 27,00 11,10 63,6 68,0 31,80 7,60 7,60 152,0 177,2 6,55 PHC 81XHS...
500R 50,00 25,4 25,40 14,63 52,0 56,4 40,00 5,00 5,00 100,0 114,5 7,13 PHC 500R...
        
441.100R 100,00 25,4 25,40 14,63 52,0 56,4 40,00 5,00 5,00 100,0 114,5 5,15 PHC 441.100R...
 

Standard lengths are 10 ft. and 5 m. To complete designation, add chain length. For example, a 5 m box of 81X is PHC 81XX5MTR. 

One connecting link is contained per chain. For additional links, add “C/L” for “connecting” and “O/L” for “offset” to the designation.
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Chain 
number 

Dimensions Ultimate
tensile 
strength

Average 
tensile 
strength 

Mass 
per 
meter 

Designation
Pitch Roller 

diameter 
Width between 
inner plates 

Pin 
diameter 

Pin 
length 

Inner plate 
height 

Plate 
thickness

P d1 b1 d2 L h2 d3 d4 J K T Q Q0 
Max. Min. Max. Max. Max. Max. Max. Max. Max. Max. Min.

 

– mm           kN  kg/m – 

         
3939-B4 203,2 23 27 11,1 49 28,58 7,2 7,2 38,1 101,6 4 115,58 136,5 2,45 PHC 3939-B4...
3939-B21 203,2 23 27 11,1 49 28,58 7,2 – 38,1 – 4 115,58 136,5 2,45 PHC 3939-B21...
3939-B23 203,2 23 27 11,1 49 28,58 – 10,3 – 92,1 4 115,58 136,5 2,45 PHC 3939-B23...
3939-B24 203,2 23 27 11,1 49 28,58 – 7,2 – 101,6 4 115,58 136,5 2,48 PHC 3939-B24...
3939-B40 203,2 23 27 11,1 49 28,58 – 10,3 – 101,6 4 115,58 136,5 2,45 PHC 3939-B40...
         
3939-B43 203,2 23 27 11,1 49 28,58 7,2 10,3 38,1 92,1 4 115,58 136,5 2,42 PHC 3939-B43...
3939-B44 203,2 23 27 11,1 49 28,58 7,2 10,3 38,1 101,6 4 115,58 136,5 2,45 PHC 3939-B44...
 

Standard lengths are 10 ft. and 5 m. To complete designation, add chain length. For example, a 5 m box of 3939-B4 is PHC 3939-B4X5MTR. 

One connecting link is contained per chain. For additional links, add “C/L” for “connecting” and “O/L” for “offset” to the designation.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118




