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SKF Banded Wedge Belts 

SPA   |   SPB   |   SPC 
 

 
 

 h

 b

 
 

 

 

 
Section Dimensions Designation

Pitch 
length 

  
  
b h 

– mm   – 
 

  
Section Dimensions Designation

Pitch
length 

 
 

b h 

– mm   – 
 

 

     
SPA 1 250 12,8 12,0 PHG SPA1250X...
 1 400 12,8 12,0 PHG SPA1400X...
 1 500 12,8 12,0 PHG SPA1500X...
 1 600 12,8 12,0 PHG SPA1600X...
 1 700 12,8 12,0 PHG SPA1700X...
     
 1 800 12,8 12,0 PHG SPA1800X...
 1 900 12,8 12,0 PHG SPA1900X...
 2 000 12,8 12,0 PHG SPA2000X...
 2 120 12,8 12,0 PHG SPA2120X...
 2 240 12,8 12,0 PHG SPA2240X...
     
 2 360 12,8 12,0 PHG SPA2360X...
 2 500 12,8 12,0 PHG SPA2500X...
 2 650 12,8 12,0 PHG SPA2650X...
 2 800 12,8 12,0 PHG SPA2800X...
 3 000 12,8 12,0 PHG SPA3000X...
     
 3 150 12,8 12,0 PHG SPA3150X...
 3 350 12,8 12,0 PHG SPA3350X...
 3 550 12,8 12,0 PHG SPA3550X...
 3 750 12,8 12,0 PHG SPA3750X...
 4 000 12,8 12,0 PHG SPA4000X...
     
 4 250 12,8 12,0 PHG SPA4250X...
 4 500 12,8 12,0 PHG SPA4500X...
     
SPB 2 000 16,5 15,6 PHG SPB2000X...
 2 120 16,5 15,6 PHG SPB2120X...
 2 240 16,5 15,6 PHG SPB2240X...
 2 360 16,5 15,6 PHG SPB2360X...
 2 500 16,5 15,6 PHG SPB2500X...
     
 2 650 16,5 15,6 PHG SPB2650X...
 2 800 16,5 15,6 PHG SPB2800X...
 3 000 16,5 15,6 PHG SPB3000X...
 3 150 16,5 15,6 PHG SPB3150X...
 3 350 16,5 15,6 PHG SPB3350X...
     
 3 550 16,5 15,6 PHG SPB3550X...
 3 750 16,5 15,6 PHG SPB3750X...
 4 000 16,5 15,6 PHG SPB4000X...
 4 250 16,5 15,6 PHG SPB4250X...
 4 500 16,5 15,6 PHG SPB4500X...
     
 4 750 16,5 15,6 PHG SPB4750X...
 5 000 16,5 15,6 PHG SPB5000X...
 5 300 16,5 15,6 PHG SPB5300X...
 5 600 16,5 15,6 PHG SPB5600X...
 6 000 16,5 15,6 PHG SPB6000X...
     
 6 300 16,5 15,6 PHG SPB6300X...
 6 700 16,5 15,6 PHG SPB6700X...
 7 100 16,5 15,6 PHG SPB7100X...
 7 500 16,5 15,6 PHG SPB7500X...
 8 000 16,5 15,6 PHG SPB8000X...
     
SPC 3 000 22,0 22,6 PHG SPC3000X...
 3 150 22,0 22,6 PHG SPC3150X...
 3 350 22,0 22,6 PHG SPC3350X...
 3 550 22,0 22,6 PHG SPC3550X...
 3 750 22,0 22,6 PHG SPC3750X...
     
 4 000 22,0 22,6 PHG SPC4000X...
 4 250 22,0 22,6 PHG SPC4250X...
 

 
SPC 4 500 22,0 22,6 PHG SPC4500X...

4 750 22,0 22,6 PHG SPC4750X...
5 000 22,0 22,6 PHG SPC5000X...
5 300 22,0 22,6 PHG SPC5300X...
5 600 22,0 22,6 PHG SPC5600X...

 
6 000 22,0 22,6 PHG SPC6000X...
6 300 22,0 22,6 PHG SPC6300X...
6 700 22,0 22,6 PHG SPC6700X...
7 100 22,0 22,6 PHG SPC7100X...
7 500 22,0 22,6 PHG SPC7500X...

 
8 000 22,0 22,6 PHG SPC8000X...
8 500 22,0 22,6 PHG SPC8500X...
9 000 22,0 22,6 PHG SPC9000X...
9 500 22,0 22,6 PHG SPC9500X...
10 000 22,0 22,6 PHG SPC10000X...

 
10 600 22,0 22,6 PHG SPC10600X...
11 200 22,0 22,6 PHG SPC11200X...
11 800 22,0 22,6 PHG SPC11800X...
12 500 22,0 22,6 PHG SPC12500X...

 

 

 
 
 
Non-standard lengths are also available. 
To complete designation, add number of bands. For example PHG SPC8000X4. 

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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SKF Banded Classical Belts 

13/A   |   17/B   |   22/C   |   32/D 
 

 
 

 h

 b

 
 

 

 

 
Section Dimensions Designation

Pitch 
length 

Inside 
length 

  
  
b h 

– mm in. mm  – 
 

  
Section Dimensions Designation

Pitch
length 

Inside
length 

  
  
b h 

– mm in. mm  – 
 

 

      
13/A 1 230 47.0 13 9,9 PHG A47X...
 1 330 51.0 13 9,9 PHG A51X...
 1 460 56.0 13 9,9 PHG A56X...
 1 480 57.0 13 9,9 PHG A57X...
 1 530 59.0 13 9,9 PHG A59X...
      
 1 660 64.0 13 9,9 PHG A64X...
 1 740 67.0 13 9,9 PHG A67X...
 1 840 71.0 13 9,9 PHG A71X...
 1 940 75.0 13 9,9 PHG A75X...
 2 050 79.0 13 9,9 PHG A79X...
      
 2 270 88.0 13 9,9 PHG A88X...
 2 520 98.0 13 9,9 PHG A98X...
 2 570 100.0 13 9,9 PHG A100X...
 2 680 104.0 13 9,9 PHG A104X...
 2 880 112.0 13 9,9 PHG A112X...
      
 3 080 120.0 13 9,9 PHG A120X...
 3 290 128.0 13 9,9 PHG A128X...
 3 690 144.0 13 9,9 PHG A144X...
 4 043 158.0 13 9,9 PHG A158X...
 4 270 167.0 13 9,9 PHG A167X...
      
 4 780 187.0 13 9,9 PHG A187X...
      
17/B 1 240 47.0 17 13,0 PHG B47X...
 1 340 51.0 17 13,0 PHG B51X...
 1 440 55.0 17 13,0 PHG B55X...
 1 540 59.0 17 13,0 PHG B59X...
 1 590 61.0 17 13,0 PHG B61X...
      
 1 640 63.0 17 13,0 PHG B63X...
 1 670 64.0 17 13,0 PHG B64X...
 1 740 67.0 17 13,0 PHG B67X...
 1 850 71.0 17 13,0 PHG B71X...
 1 900 73.0 17 13,0 PHG B73X...
      
 1 950 75.0 17 13,0 PHG B75X...
 2 050 79.0 17 13,0 PHG B79X...
 2 150 83.0 17 13,0 PHG B83X...
 2 280 88.0 17 13,0 PHG B88X...
 2 350 91.0 17 13,0 PHG B91X...
      
 2 435 94.5 17 13,0 PHG B94.5X...
 2 530 98.0 17 13,0 PHG B98X...
 2 630 102.0 17 13,0 PHG B102X...
 2 740 106.0 17 13,0 PHG B106X...
 2 890 112.0 17 13,0 PHG B112X...
      
 3 040 118.0 17 13,0 PHG B118X...
 3 090 120.0 17 13,0 PHG B120X...
 3 290 128.0 17 13,0 PHG B128X...
 3 400 132.0 17 13,0 PHG B132X...
 3 600 140.0 17 13,0 PHG B140X...
      
 3 750 146.0 17 13,0 PHG B146X...
 3 800 148.0 17 13,0 PHG B148X...
 4 060 158.0 17 13,0 PHG B158X...
 4 280 167.0 17 13,0 PHG B167X...
 4 540 177.0 17 13,0 PHG B177X...
      
 4 800 187.0 17 13,0 PHG B187X...
 5 044 197.0 17 13,0 PHG B197X...
 5 340 208.0 17 13,0 PHG B208X...
 

   
17/B 5 630 220.0 17 13,0 PHG B220X...

   
22/C 2 340 90.0 22 16,2 PHG C90X...

2 550 98.0 22 16,2 PHG C98X...
2 800 108.0 22 16,2 PHG C108X...
3 100 120.0 22 16,2 PHG C120X...
3 310 128.0 22 16,2 PHG C128X...

   
3 610 140.0 22 16,2 PHG C140X...
3 760 146.0 22 16,2 PHG C146X...
3 895 151.0 22 16,2 PHG C151X...
4 300 167.0 22 16,2 PHG C167X...
4 560 177.0 22 16,2 PHG C177X...

   
4 810 187.0 22 16,2 PHG C187X...
5 060 197.0 22 16,2 PHG C197X...
5 340 208.0 22 16,2 PHG C208X...
5 640 220.0 22 16,2 PHG C220X...
6 050 236.0 22 16,2 PHG C236X...

   
6 360 248.0 22 16,2 PHG C248X...

   
32/D 4 080 158.0 32 22,4 PHG D158X...

4 190 162.0 32 22,4 PHG D162X...
4 470 173.0 32 22,4 PHG D173X...
4 650 180.0 32 22,4 PHG D180X...
5 030 195.0 32 22,4 PHG D195X...

   
5 400 210.0 32 22,4 PHG D210X...
5 790 225.0 32 22,4 PHG D225X...
6 170 240.0 32 22,4 PHG D240X...
6 560 255.0 32 22,4 PHG D255X...
6 940 270.0 32 22,4 PHG D270X...

   
7 320 285.0 32 22,4 PHG D285X...
7 700 300.0 32 22,4 PHG D300X...
8 080 315.0 32 22,4 PHG D315X...
8 460 330.0 32 22,4 PHG D330X...
8 840 345.0 32 22,4 PHG D345X...

   
9 220 360.0 32 22,4 PHG D360X...
9 980 390.0 32 22,4 PHG D390X...
10 740 420.0 32 22,4 PHG D420X...
11 505 450.0 32 22,4 PHG D450X...
12 270 480.0 32 22,4 PHG D480X...

   
13 790 540.0 32 22,4 PHG D540X...

   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   

 

 
 
 
Non-standard lengths are also available. 
To complete designation add number of bands. For example PHG D360X6. 

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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SKF Banded Narrow Wedge Belts 

3V/9J   |   5V/15J   |   8V/25J 
 

 
 

 h

 b

 

 
 

 

 

 
Section Dimensions Designation

Outside length  
 

b h 

– mm in. mm  – 
 

  
Section Dimensions Designation

Outside length   
  
b h 

– mm in. mm  – 
 

 

     
3V/9J 1 270 50 9 9,9 PHG 3V500X...
 1 346 53 9 9,9 PHG 3V530X...
 1 422 56 9 9,9 PHG 3V560X...
 1 524 60 9 9,9 PHG 3V600X...
 1 600 63 9 9,9 PHG 3V630X...
     
 1 702 67 9 9,9 PHG 3V670X...
 1 803 71 9 9,9 PHG 3V710X...
 1 905 75 9 9,9 PHG 3V750X...
 2 032 80 9 9,9 PHG 3V800X...
 2 159 85 9 9,9 PHG 3V850X...
     
 2 286 90 9 9,9 PHG 3V900X...
 2 413 95 9 9,9 PHG 3V950X...
 2 540 100 9 9,9 PHG 3V1000X...
 2 692 106 9 9,9 PHG 3V1060X...
 2 845 112 9 9,9 PHG 3V1120X...
     
 2 997 118 9 9,9 PHG 3V1180X...
 3 175 125 9 9,9 PHG 3V1250X...
 3 353 132 9 9,9 PHG 3V1320X...
 3 556 140 9 9,9 PHG 3V1400X...
     
5V/15J 1 422 56 15 15,1 PHG 5V560X...
 1 524 60 15 15,1 PHG 5V600X...
 1 600 63 15 15,1 PHG 5V630X...
 1 702 67 15 15,1 PHG 5V670X...
 1 803 71 15 15,1 PHG 5V710X...
     
 1 905 75 15 15,1 PHG 5V750X...
 2 032 80 15 15,1 PHG 5V800X...
 2 159 85 15 15,1 PHG 5V850X...
 2 286 90 15 15,1 PHG 5V900X...
 2 413 95 15 15,1 PHG 5V950X...
     
 2 540 100 15 15,1 PHG 5V1000X...
 2 692 106 15 15,1 PHG 5V1060X...
 2 845 112 15 15,1 PHG 5V1120X...
 2 997 118 15 15,1 PHG 5V1180X...
 3 175 125 15 15,1 PHG 5V1250X...
     
 3 353 132 15 15,1 PHG 5V1320X...
 3 556 140 15 15,1 PHG 5V1400X...
 3 810 150 15 15,1 PHG 5V1500X...
 4 064 160 15 15,1 PHG 5V1600X...
 4 318 170 15 15,1 PHG 5V1700X...
     
 4 572 180 15 15,1 PHG 5V1800X...
 4 826 190 15 15,1 PHG 5V1900X...
 5 080 200 15 15,1 PHG 5V2000X...
 5 385 212 15 15,1 PHG 5V2120X...
 5 690 224 15 15,1 PHG 5V2240X...
     
 5 994 236 15 15,1 PHG 5V2360X...
 6 350 250 15 15,1 PHG 5V2500X...
 6 731 265 15 15,1 PHG 5V2650X...
 7 112 280 15 15,1 PHG 5V2800X...
 7 620 300 15 15,1 PHG 5V3000X...
     
 8 001 315 15 15,1 PHG 5V3150X...
 8 509 335 15 15,1 PHG 5V3350X...
     
8V/25J 2 540 100 25 25,5 PHG 8V1000X...
 2 692 106 25 25,5 PHG 8V1060X...
 2 845 112 25 25,5 PHG 8V1120X...
 

  
8V/25J 2 997 118 25 25,5 PHG 8V1180X...

3 175 125 25 25,5 PHG 8V1250X...
3 353 132 25 25,5 PHG 8V1320X...
3 556 140 25 25,5 PHG 8V1400X...
3 810 150 25 25,5 PHG 8V1500X...

  
4 064 160 25 25,5 PHG 8V1600X...
4 318 170 25 25,5 PHG 8V1700X...
4 572 180 25 25,5 PHG 8V1800X...
4 826 190 25 25,5 PHG 8V1900X...
5 080 200 25 25,5 PHG 8V2000X...

  
5 385 212 25 25,5 PHG 8V2120X...
5 690 224 25 25,5 PHG 8V2240X...
5 994 236 25 25,5 PHG 8V2360X...
6 350 250 25 25,5 PHG 8V2500X...
6 731 265 25 25,5 PHG 8V2650X...

  
7 112 280 25 25,5 PHG 8V2800X...
7 620 300 25 25,5 PHG 8V3000X...
8 001 315 25 25,5 PHG 8V3150X...
8 509 335 25 25,5 PHG 8V3350X...
9 017 355 25 25,5 PHG 8V3550X...

  
9 525 375 25 25,5 PHG 8V3750X...
10 160 400 25 25,5 PHG 8V4000X...
10 795 425 25 25,5 PHG 8V4250X...
11 430 450 25 25,5 PHG 8V4500X...
12 065 475 25 25,5 PHG 8V4750X...

  
 

 

 
 
 
Non-standard lengths are also available. 
To complete designation add number of bands. For example PHG 8V3350X3. 

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118




