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Section Number
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h1 h2 p 

– – mm    – 
 

 

       
3M 20 60 2,4 1,20 3,0 PHG 60-3M-...
 27 81 2,4 1,20 3,0 PHG 81-3M-...
 29 87 2,4 1,20 3,0 PHG 87-3M-...
 30 90 2,4 1,20 3,0 PHG 90-3M-...
 33 99 2,4 1,20 3,0 PHG 99-3M-...
       
 34 102 2,4 1,20 3,0 PHG 102-3M-...
 37 111 2,4 1,20 3,0 PHG 111-3M-...
 39 117 2,4 1,20 3,0 PHG 117-3M-...
 40 120 2,4 1,20 3,0 PHG 120-3M-...
 43 129 2,4 1,20 3,0 PHG 129-3M-...
       
 44 132 2,4 1,20 3,0 PHG 132-3M-...
 46 138 2,4 1,20 3,0 PHG 138-3M-...
 47 141 2,4 1,20 3,0 PHG 141-3M-...
 48 144 2,4 1,20 3,0 PHG 144-3M-...
 50 150 2,4 1,20 3,0 PHG 150-3M-...
       
 51 153 2,4 1,20 3,0 PHG 153-3M-...
 52 156 2,4 1,20 3,0 PHG 156-3M-...
 53 159 2,4 1,20 3,0 PHG 159-3M-...
 54 162 2,4 1,20 3,0 PHG 162-3M-...
 55 165 2,4 1,20 3,0 PHG 165-3M-...
       
 56 168 2,4 1,20 3,0 PHG 168-3M-...
 57 171 2,4 1,20 3,0 PHG 171-3M-...
 58 174 2,4 1,20 3,0 PHG 174-3M-...
 59 177 2,4 1,20 3,0 PHG 177-3M-...
 60 180 2,4 1,20 3,0 PHG 180-3M-...
       
 61 183 2,4 1,20 3,0 PHG 183-3M-...
 62 186 2,4 1,20 3,0 PHG 186-3M-...
 63 189 2,4 1,20 3,0 PHG 189-3M-...
 64 192 2,4 1,20 3,0 PHG 192-3M-...
 65 195 2,4 1,20 3,0 PHG 195-3M-...
       
 66 198 2,4 1,20 3,0 PHG 198-3M-...
 67 201 2,4 1,20 3,0 PHG 201-3M-...
 68 204 2,4 1,20 3,0 PHG 204-3M-...
 69 207 2,4 1,20 3,0 PHG 207-3M-...
 70 210 2,4 1,20 3,0 PHG 210-3M-...
       
 71 213 2,4 1,20 3,0 PHG 213-3M-...
 74 222 2,4 1,20 3,0 PHG 222-3M-...
 75 225 2,4 1,20 3,0 PHG 225-3M-...
 76 228 2,4 1,20 3,0 PHG 228-3M-...
 78 234 2,4 1,20 3,0 PHG 234-3M-...
       
 79 237 2,4 1,20 3,0 PHG 237-3M-...
 80 240 2,4 1,20 3,0 PHG 240-3M-...
 82 246 2,4 1,20 3,0 PHG 246-3M-...
 83 249 2,4 1,20 3,0 PHG 249-3M-...
 84 252 2,4 1,20 3,0 PHG 252-3M-...
       
 85 255 2,4 1,20 3,0 PHG 255-3M-...
 86 258 2,4 1,20 3,0 PHG 258-3M-...
 87 261 2,4 1,20 3,0 PHG 261-3M-...
 88 264 2,4 1,20 3,0 PHG 264-3M-...
 89 267 2,4 1,20 3,0 PHG 267-3M-...
       
 90 270 2,4 1,20 3,0 PHG 270-3M-...
 92 276 2,4 1,20 3,0 PHG 276-3M-...
 94 282 2,4 1,20 3,0 PHG 282-3M-...
 95 285 2,4 1,20 3,0 PHG 285-3M-...
 96 288 2,4 1,20 3,0 PHG 288-3M-...
 

   
3M 97 291 2,4 1,20 3,0 PHG 291-3M-...

98 294 2,4 1,20 3,0 PHG 294-3M-...
99 297 2,4 1,20 3,0 PHG 297-3M-...
100 300 2,4 1,20 3,0 PHG 300-3M-...
102 306 2,4 1,20 3,0 PHG 306-3M-...

   
103 309 2,4 1,20 3,0 PHG 309-3M-...
104 312 2,4 1,20 3,0 PHG 312-3M-...
106 318 2,4 1,20 3,0 PHG 318-3M-...
108 324 2,4 1,20 3,0 PHG 324-3M-...
109 327 2,4 1,20 3,0 PHG 327-3M-...

   
110 330 2,4 1,20 3,0 PHG 330-3M-...
111 333 2,4 1,20 3,0 PHG 333-3M-...
112 336 2,4 1,20 3,0 PHG 336-3M-...
113 339 2,4 1,20 3,0 PHG 339-3M-...
114 342 2,4 1,20 3,0 PHG 342-3M-...

   
115 345 2,4 1,20 3,0 PHG 345-3M-...
116 348 2,4 1,20 3,0 PHG 348-3M-...
119 357 2,4 1,20 3,0 PHG 357-3M-...
120 360 2,4 1,20 3,0 PHG 360-3M-...
121 363 2,4 1,20 3,0 PHG 363-3M-...

   
122 366 2,4 1,20 3,0 PHG 366-3M-...
125 375 2,4 1,20 3,0 PHG 375-3M-...
128 384 2,4 1,20 3,0 PHG 384-3M-...
130 390 2,4 1,20 3,0 PHG 390-3M-...
131 393 2,4 1,20 3,0 PHG 393-3M-...

   
132 396 2,4 1,20 3,0 PHG 396-3M-...
133 399 2,4 1,20 3,0 PHG 399-3M-...
140 420 2,4 1,20 3,0 PHG 420-3M-...
141 423 2,4 1,20 3,0 PHG 423-3M-...
142 426 2,4 1,20 3,0 PHG 426-3M-...

   
148 444 2,4 1,20 3,0 PHG 444-3M-...
149 447 2,4 1,20 3,0 PHG 447-3M-...
152 456 2,4 1,20 3,0 PHG 456-3M-...
153 459 2,4 1,20 3,0 PHG 459-3M-...
154 462 2,4 1,20 3,0 PHG 462-3M-...

   
156 468 2,4 1,20 3,0 PHG 468-3M-...
157 471 2,4 1,20 3,0 PHG 471-3M-...
158 474 2,4 1,20 3,0 PHG 474-3M-...
159 477 2,4 1,20 3,0 PHG 477-3M-...
160 480 2,4 1,20 3,0 PHG 480-3M-...

   
161 483 2,4 1,20 3,0 PHG 483-3M-...
162 486 2,4 1,20 3,0 PHG 486-3M-...
163 489 2,4 1,20 3,0 PHG 489-3M-...
164 492 2,4 1,20 3,0 PHG 492-3M-...
165 495 2,4 1,20 3,0 PHG 495-3M-...

   
167 501 2,4 1,20 3,0 PHG 501-3M-...
169 507 2,4 1,20 3,0 PHG 507-3M-...
170 510 2,4 1,20 3,0 PHG 510-3M-...
171 513 2,4 1,20 3,0 PHG 513-3M-...
173 519 2,4 1,20 3,0 PHG 519-3M-...

   
174 522 2,4 1,20 3,0 PHG 522-3M-...
177 531 2,4 1,20 3,0 PHG 531-3M-...
179 537 2,4 1,20 3,0 PHG 537-3M-...
180 540 2,4 1,20 3,0 PHG 540-3M-...
186 558 2,4 1,20 3,0 PHG 558-3M-...

 

 
 
Non-standard lengths may also be available. 
To complete designation add belt width in mm. 
Full sleeves are available in various widths. Please contact your SKF Authorized Distributor.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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3M 188 564 2,4 1,20 3,0 PHG 564-3M-...
 190 570 2,4 1,20 3,0 PHG 570-3M-...
 191 573 2,4 1,20 3,0 PHG 573-3M-...
 192 576 2,4 1,20 3,0 PHG 576-3M-...
 193 579 2,4 1,20 3,0 PHG 579-3M-...
      
 194 582 2,4 1,20 3,0 PHG 582-3M-...
 197 591 2,4 1,20 3,0 PHG 591-3M-...
 199 597 2,4 1,20 3,0 PHG 597-3M-...
 200 600 2,4 1,20 3,0 PHG 600-3M-...
 202 606 2,4 1,20 3,0 PHG 606-3M-...
      
 203 609 2,4 1,20 3,0 PHG 609-3M-...
 204 612 2,4 1,20 3,0 PHG 612-3M-...
 210 630 2,4 1,20 3,0 PHG 630-3M-...
 211 633 2,4 1,20 3,0 PHG 633-3M-...
 213 639 2,4 1,20 3,0 PHG 639-3M-...
      
 216 648 2,4 1,20 3,0 PHG 648-3M-...
 218 654 2,4 1,20 3,0 PHG 654-3M-...
 219 657 2,4 1,20 3,0 PHG 657-3M-...
 223 669 2,4 1,20 3,0 PHG 669-3M-...
 225 675 2,4 1,20 3,0 PHG 675-3M-...
      
 228 684 2,4 1,20 3,0 PHG 684-3M-...
 233 699 2,4 1,20 3,0 PHG 699-3M-...
 233 699 2,4 1,20 3,0 PHG 699-3M-...
 236 708 2,4 1,20 3,0 PHG 708-3M-...
 237 711 2,4 1,20 3,0 PHG 711-3M-...
      
 240 720 2,4 1,20 3,0 PHG 720-3M-...
 250 750 2,4 1,20 3,0 PHG 750-3M-...
 251 753 2,4 1,20 3,0 PHG 753-3M-...
 267 801 2,4 1,20 3,0 PHG 801-3M-...
 268 804 2,4 1,20 3,0 PHG 804-3M-...
      
 271 813 2,4 1,20 3,0 PHG 813-3M-...
 274 822 2,4 1,20 3,0 PHG 822-3M-...
 281 843 2,4 1,20 3,0 PHG 843-3M-...
 295 885 2,4 1,20 3,0 PHG 885-3M-...
 313 939 2,4 1,20 3,0 PHG 939-3M-...
      
 323 969 2,4 1,20 3,0 PHG 969-3M-...
 375 1 125 2,4 1,20 3,0 PHG 1125-3M-...
 403 1 209 2,4 1,20 3,0 PHG 1209-3M-...
 415 1 245 2,4 1,20 3,0 PHG 1245-3M-...
 421 1 263 2,4 1,20 3,0 PHG 1263-3M-...
      
 448 1 344 2,4 1,20 3,0 PHG 1344-3M-...
 467 1 401 2,4 1,20 3,0 PHG 1401-3M-...
 523 1 569 2,4 1,20 3,0 PHG 1569-3M-...
 529 1 587 2,4 1,20 3,0 PHG 1587-3M-...
 600 1 800 2,4 1,20 3,0 PHG 1800-3M-...
      
 650 1 950 2,4 1,20 3,0 PHG 1950-3M-...
 720 2 160 2,4 1,20 3,0 PHG 2160-3M-...
 796 2 388 2,4 1,20 3,0 PHG 2388-3M-...
 880 2 640 2,4 1,20 3,0 PHG 2640-3M-...
 1 000 3 000 2,4 1,20 3,0 PHG 3000-3M-...
      
 1 070 3 210 2,4 1,20 3,0 PHG 3210-3M-...
 1 130 3 390 2,4 1,20 3,0 PHG 3390-3M-...
 2 268 6 804 2,4 1,20 3,0 PHG 6804-3M-...
      
5M 36 180 3,6 2,10 5,0 PHG 180-5M-...
 

   
5M 40 200 3,6 2,10 5,0 PHG 200-5M-...

42 210 3,6 2,10 5,0 PHG 210-5M-...
43 215 3,6 2,10 5,0 PHG 215-5M-...
45 225 3,6 2,10 5,0 PHG 225-5M-...
46 230 3,6 2,10 5,0 PHG 230-5M-...

   
47 235 3,6 2,10 5,0 PHG 235-5M-...
49 245 3,6 2,10 5,0 PHG 245-5M-...
50 250 3,6 2,10 5,0 PHG 250-5M-...
51 255 3,6 2,10 5,0 PHG 255-5M-...
52 260 3,6 2,10 5,0 PHG 260-5M-...

   
53 265 3,6 2,10 5,0 PHG 265-5M-...
54 270 3,6 2,10 5,0 PHG 270-5M-...
56 280 3,6 2,10 5,0 PHG 280-5M-...
57 285 3,6 2,10 5,0 PHG 285-5M-...
59 295 3,6 2,10 5,0 PHG 295-5M-...

   
60 300 3,6 2,10 5,0 PHG 300-5M-...
61 305 3,6 2,10 5,0 PHG 305-5M-...
62 310 3,6 2,10 5,0 PHG 310-5M-...
64 320 3,6 2,10 5,0 PHG 320-5M-...
65 325 3,6 2,10 5,0 PHG 325-5M-...

   
66 330 3,6 2,10 5,0 PHG 330-5M-...
68 340 3,6 2,10 5,0 PHG 340-5M-...
69 345 3,6 2,10 5,0 PHG 345-5M-...
70 350 3,6 2,10 5,0 PHG 350-5M-...
72 360 3,6 2,10 5,0 PHG 360-5M-...

   
73 365 3,6 2,10 5,0 PHG 365-5M-...
74 370 3,6 2,10 5,0 PHG 370-5M-...
75 375 3,6 2,10 5,0 PHG 375-5M-...
76 380 3,6 2,10 5,0 PHG 380-5M-...
77 385 3,6 2,10 5,0 PHG 385-5M-...

   
78 390 3,6 2,10 5,0 PHG 390-5M-...
79 395 3,6 2,10 5,0 PHG 395-5M-...
80 400 3,6 2,10 5,0 PHG 400-5M-...
80 400 3,6 2,10 5,0 PHG 405-5M-...
82 410 3,6 2,10 5,0 PHG 410-5M-...

   
84 420 3,6 2,10 5,0 PHG 420-5M-...
85 425 3,6 2,10 5,0 PHG 425-5M-...
86 430 3,6 2,10 5,0 PHG 430-5M-...
87 435 3,6 2,10 5,0 PHG 435-5M-...
88 440 3,6 2,10 5,0 PHG 440-5M-...

   
89 445 3,6 2,10 5,0 PHG 445-5M-...
90 450 3,6 2,10 5,0 PHG 450-5M-...
92 460 3,6 2,10 5,0 PHG 460-5M-...
93 465 3,6 2,10 5,0 PHG 465-5M-...
94 470 3,6 2,10 5,0 PHG 470-5M-...

   
95 475 3,6 2,10 5,0 PHG 475-5M-...
96 480 3,6 2,10 5,0 PHG 480-5M-...
98 490 3,6 2,10 5,0 PHG 490-5M-...
100 500 3,6 2,10 5,0 PHG 500-5M-...
101 505 3,6 2,10 5,0 PHG 505-5M-...

   
102 510 3,6 2,10 5,0 PHG 510-5M-...
104 520 3,6 2,10 5,0 PHG 520-5M-...
105 525 3,6 2,10 5,0 PHG 525-5M-...
106 530 3,6 2,10 5,0 PHG 530-5M-...
107 535 3,6 2,10 5,0 PHG 535-5M-...

 

 
 
Non-standard lengths may also be available. 
To complete designation add belt width in mm. 
Full sleeves are available in various widths. Please contact your SKF Authorized Distributor.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5M 108 540 3,6 2,10 5,0 PHG 540-5M-...
 110 550 3,6 2,10 5,0 PHG 550-5M-...
 112 560 3,6 2,10 5,0 PHG 560-5M-...
 113 565 3,6 2,10 5,0 PHG 565-5M-...
 114 570 3,6 2,10 5,0 PHG 570-5M-...
       
 115 575 3,6 2,10 5,0 PHG 575-5M-...
 116 580 3,6 2,10 5,0 PHG 580-5M-...
 117 585 3,6 2,10 5,0 PHG 585-5M-...
 118 590 3,6 2,10 5,0 PHG 590-5M-...
 120 600 3,6 2,10 5,0 PHG 600-5M-...
       
 121 605 3,6 2,10 5,0 PHG 605-5M-...
 122 610 3,6 2,10 5,0 PHG 610-5M-...
 123 615 3,6 2,10 5,0 PHG 615-5M-...
 124 620 3,6 2,10 5,0 PHG 620-5M-...
 125 625 3,6 2,10 5,0 PHG 625-5M-...
       
 126 630 3,6 2,10 5,0 PHG 630-5M-...
 127 635 3,6 2,10 5,0 PHG 635-5M-...
 128 640 3,6 2,10 5,0 PHG 640-5M-...
 129 645 3,6 2,10 5,0 PHG 645-5M-...
 130 650 3,6 2,10 5,0 PHG 650-5M-...
       
 131 655 3,6 2,10 5,0 PHG 655-5M-...
 133 665 3,6 2,10 5,0 PHG 665-5M-...
 134 670 3,6 2,10 5,0 PHG 670-5M-...
 135 675 3,6 2,10 5,0 PHG 675-5M-...
 137 685 3,6 2,10 5,0 PHG 685-5M-...
       
 138 690 3,6 2,10 5,0 PHG 690-5M-...
 139 695 3,6 2,10 5,0 PHG 695-5M-...
 140 700 3,6 2,10 5,0 PHG 700-5M-...
 142 710 3,6 2,10 5,0 PHG 710-5M-...
 142 710 3,6 2,10 5,0 PHG 715-5M-...
       
 144 720 3,6 2,10 5,0 PHG 720-5M-...
 145 725 3,6 2,10 5,0 PHG 725-5M-...
 148 740 3,6 2,10 5,0 PHG 740-5M-...
 149 745 3,6 2,10 5,0 PHG 745-5M-...
 150 750 3,6 2,10 5,0 PHG 750-5M-...
       
 151 755 3,6 2,10 5,0 PHG 755-5M-...
 154 770 3,6 2,10 5,0 PHG 770-5M-...
 155 775 3,6 2,10 5,0 PHG 775-5M-...
 156 780 3,6 2,10 5,0 PHG 780-5M-...
 158 790 3,6 2,10 5,0 PHG 790-5M-...
       
 160 800 3,6 2,10 5,0 PHG 800-5M-...
 162 810 3,6 2,10 5,0 PHG 810-5M-...
 165 825 3,6 2,10 5,0 PHG 825-5M-...
 166 830 3,6 2,10 5,0 PHG 830-5M-...
 167 835 3,6 2,10 5,0 PHG 835-5M-...
       
 170 850 3,6 2,10 5,0 PHG 850-5M-...
 172 860 3,6 2,10 5,0 PHG 860-5M-...
 174 870 3,6 2,10 5,0 PHG 870-5M-...
 178 890 3,6 2,10 5,0 PHG 890-5M-...
 180 900 3,6 2,10 5,0 PHG 900-5M-...
       
 182 910 3,6 2,10 5,0 PHG 910-5M-...
 184 920 3,6 2,10 5,0 PHG 920-5M-...
 185 925 3,6 2,10 5,0 PHG 925-5M-...
 187 935 3,6 2,10 5,0 PHG 935-5M-...
 188 940 3,6 2,10 5,0 PHG 940-5M-...
       
 190 950 3,6 2,10 5,0 PHG 950-5M-...
 192 960 3,6 2,10 5,0 PHG 960-5M-...
 193 965 3,6 2,10 5,0 PHG 965-5M-...
 195 975 3,6 2,10 5,0 PHG 975-5M-...
 196 980 3,6 2,10 5,0 PHG 980-5M-...
       
 200 1 000 3,6 2,10 5,0 PHG 1000-5M-...
 205 1 025 3,6 2,10 5,0 PHG 1025-5M-...
 207 1 035 3,6 2,10 5,0 PHG 1035-5M-...
 210 1 050 3,6 2,10 5,0 PHG 1050-5M-...
 220 1 100 3,6 2,10 5,0 PHG 1100-5M-...
       
 223 1 115 3,6 2,10 5,0 PHG 1115-5M-...
 225 1 125 3,6 2,10 5,0 PHG 1125-5M-...
 227 1 135 3,6 2,10 5,0 PHG 1135-5M-...
 229 1 145 3,6 2,10 5,0 PHG 1145-5M-...
 235 1 175 3,6 2,10 5,0 PHG 1175-5M-...
       
 236 1 180 3,6 2,10 5,0 PHG 1180-5M-...
 239 1 195 3,6 2,10 5,0 PHG 1195-5M-...
 240 1 200 3,6 2,10 5,0 PHG 1200-5M-...
 242 1 210 3,6 2,10 5,0 PHG 1210-5M-...
 245 1 225 3,6 2,10 5,0 PHG 1225-5M-...
       
 250 1 250 3,6 2,10 5,0 PHG 1250-5M-...
 

   
5M 254 1 270 3,6 2,10 5,0 PHG 1270-5M-...

258 1 290 3,6 2,10 5,0 PHG 1290-5M-...
259 1 295 3,6 2,10 5,0 PHG 1295-5M-...
260 1 300 3,6 2,10 5,0 PHG 1300-5M-...
268 1 340 3,6 2,10 5,0 PHG 1340-5M-...

   
270 1 350 3,6 2,10 5,0 PHG 1350-5M-...
275 1 375 3,6 2,10 5,0 PHG 1375-5M-...
280 1 400 3,6 2,10 5,0 PHG 1400-5M-...
282 1 410 3,6 2,10 5,0 PHG 1410-5M-...
284 1 420 3,6 2,10 5,0 PHG 1420-5M-...

   
290 1 450 3,6 2,10 5,0 PHG 1450-5M-...
291 1 455 3,6 2,10 5,0 PHG 1455-5M-...
300 1 500 3,6 2,10 5,0 PHG 1500-5M-...
319 1 595 3,6 2,10 5,0 PHG 1595-5M-...
320 1 600 3,6 2,10 5,0 PHG 1600-5M-...

   
337 1 685 3,6 2,10 5,0 PHG 1685-5M-...
338 1 690 3,6 2,10 5,0 PHG 1690-5M-...
340 1 700 3,6 2,10 5,0 PHG 1700-5M-...
346 1 730 3,6 2,10 5,0 PHG 1730-5M-...
354 1 770 3,6 2,10 5,0 PHG 1770-5M-...

   
358 1 790 3,6 2,10 5,0 PHG 1790-5M-...
360 1 800 3,6 2,10 5,0 PHG 1800-5M-...
374 1 870 3,6 2,10 5,0 PHG 1870-5M-...
379 1 895 3,6 2,10 5,0 PHG 1895-5M-...
389 1 945 3,6 2,10 5,0 PHG 1945-5M-...

   
400 2 000 3,6 2,10 5,0 PHG 2000-5M-...
410 2 050 3,6 2,10 5,0 PHG 2050-5M-...
420 2 100 3,6 2,10 5,0 PHG 2100-5M-...
432 2 160 3,6 2,10 5,0 PHG 2160-5M-...
450 2 250 3,6 2,10 5,0 PHG 2250-5M-...

   
470 2 350 3,6 2,10 5,0 PHG 2350-5M-...
474 2 370 3,6 2,10 5,0 PHG 2370-5M-...
492 2 460 3,6 2,10 5,0 PHG 2460-5M-...
505 2 525 3,6 2,10 5,0 PHG 2525-5M-...
527 2 635 3,6 2,10 5,0 PHG 2635-5M-...

   
605 3 025 3,6 2,10 5,0 PHG 3025-5M-...
612 3 060 3,6 2,10 5,0 PHG 3060-5M-...
651 3 255 3,6 2,10 5,0 PHG 3255-5M-...
686 3 430 3,6 2,10 5,0 PHG 3430-5M-...
732 3 660 3,6 2,10 5,0 PHG 3660-5M-...

   
750 3 750 3,6 2,10 5,0 PHG 3750-5M-...
754 3 770 3,6 2,10 5,0 PHG 3770-5M-...
760 3 800 3,6 2,10 5,0 PHG 3800-5M-...
852 4 260 3,6 2,10 5,0 PHG 4260-5M-...
1 060 5 300 3,6 2,10 5,0 PHG 5300-5M-...

   
1 400 7 000 3,6 2,10 5,0 PHG 7000-5M-...

   
8M 23 184 5,6 3,88 8,0 PHG 184-8M-...

36 288 5,6 3,88 8,0 PHG 288-8M-...
40 320 5,6 3,88 8,0 PHG 320-8M-...
41 328 5,6 3,88 8,0 PHG 328-8M-...
42 336 5,6 3,88 8,0 PHG 336-8M-...

   
46 368 5,6 3,88 8,0 PHG 368-8M-...
47 376 5,6 3,88 8,0 PHG 376-8M-...
48 384 5,6 3,88 8,0 PHG 384-8M-...
50 400 5,6 3,88 8,0 PHG 400-8M-...
51 408 5,6 3,88 8,0 PHG 408-8M-...

   
52 416 5,6 3,88 8,0 PHG 416-8M-...
53 424 5,6 3,88 8,0 PHG 424-8M-...
55 440 5,6 3,88 8,0 PHG 440-8M-...
56 448 5,6 3,88 8,0 PHG 448-8M-...
59 472 5,6 3,88 8,0 PHG 472-8M-...

   
60 480 5,6 3,88 8,0 PHG 480-8M-...
64 512 5,6 3,88 8,0 PHG 512-8M-...
65 520 5,6 3,88 8,0 PHG 520-8M-...
67 536 5,6 3,88 8,0 PHG 536-8M-...
68 544 5,6 3,88 8,0 PHG 544-8M-...

   
70 560 5,6 3,88 8,0 PHG 560-8M-...
71 568 5,6 3,88 8,0 PHG 568-8M-...
72 576 5,6 3,88 8,0 PHG 576-8M-...
73 584 5,6 3,88 8,0 PHG 584-8M-...
74 592 5,6 3,88 8,0 PHG 592-8M-...

   
75 600 5,6 3,88 8,0 PHG 600-8M-...
76 608 5,6 3,88 8,0 PHG 608-8M-...
78 624 5,6 3,88 8,0 PHG 624-8M-...
79 632 5,6 3,88 8,0 PHG 632-8M-...
80 640 5,6 3,88 8,0 PHG 640-8M-...

 

 
 
Non-standard lengths may also be available. 
To complete designation add belt width in mm. 
Full sleeves are available in various widths. Please contact your SKF Authorized Distributor.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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SKF HiTD Belts 

8M 
 

 
 

 p

 h1

 h2

 
 

 

 

 
Section Number 

of teeth 
per side 

Dimensions Designation
Pitch 
length 

  
  
h1 h2 p 

– – mm    – 
 

  
Section Number

of teeth 
per side 

Dimensions Designation
Pitch
length 

  
  

h1 h2 p 

– – mm    – 
 

 

      
8M 81 648 5,6 3,88 8,0 PHG 648-8M-...
 82 656 5,6 3,88 8,0 PHG 656-8M-...
 85 680 5,6 3,88 8,0 PHG 680-8M-...
 86 688 5,6 3,88 8,0 PHG 688-8M-...
 87 696 5,6 3,88 8,0 PHG 696-8M-...
      
 89 712 5,6 3,88 8,0 PHG 712-8M-...
 90 720 5,6 3,88 8,0 PHG 720-8M-...
 91 728 5,6 3,88 8,0 PHG 728-8M-...
 92 736 5,6 3,88 8,0 PHG 736-8M-...
 95 760 5,6 3,88 8,0 PHG 760-8M-...
      
 97 776 5,6 3,88 8,0 PHG 776-8M-...
 98 784 5,6 3,88 8,0 PHG 784-8M-...
 99 792 5,6 3,88 8,0 PHG 792-8M-...
 100 800 5,6 3,88 8,0 PHG 800-8M-...
 102 816 5,6 3,88 8,0 PHG 816-8M-...
      
 103 824 5,6 3,88 8,0 PHG 824-8M-...
 105 840 5,6 3,88 8,0 PHG 840-8M-...
 106 848 5,6 3,88 8,0 PHG 848-8M-...
 107 856 5,6 3,88 8,0 PHG 856-8M-...
 108 864 5,6 3,88 8,0 PHG 864-8M-...
      
 109 872 5,6 3,88 8,0 PHG 872-8M-...
 110 880 5,6 3,88 8,0 PHG 880-8M-...
 112 896 5,6 3,88 8,0 PHG 896-8M-...
 114 912 5,6 3,88 8,0 PHG 912-8M-...
 115 920 5,6 3,88 8,0 PHG 920-8M-...
      
 116 928 5,6 3,88 8,0 PHG 928-8M-...
 117 936 5,6 3,88 8,0 PHG 936-8M-...
 118 944 5,6 3,88 8,0 PHG 944-8M-...
 119 952 5,6 3,88 8,0 PHG 952-8M-...
 120 960 5,6 3,88 8,0 PHG 960-8M-...
      
 121 968 5,6 3,88 8,0 PHG 968-8M-...
 122 976 5,6 3,88 8,0 PHG 976-8M-...
 125 1 000 5,6 3,88 8,0 PHG 1000-8M-...
 127 1 016 5,6 3,88 8,0 PHG 1016-8M-...
 128 1 024 5,6 3,88 8,0 PHG 1024-8M-...
      
 130 1 040 5,6 3,88 8,0 PHG 1040-8M-...
 132 1 056 5,6 3,88 8,0 PHG 1056-8M-...
 133 1 064 5,6 3,88 8,0 PHG 1064-8M-...
 135 1 080 5,6 3,88 8,0 PHG 1080-8M-...
 138 1 104 5,6 3,88 8,0 PHG 1104-8M-...
      
 139 1 112 5,6 3,88 8,0 PHG 1112-8M-...
 140 1 120 5,6 3,88 8,0 PHG 1120-8M-...
 141 1 128 5,6 3,88 8,0 PHG 1128-8M-...
 142 1 136 5,6 3,88 8,0 PHG 1136-8M-...
 144 1 152 5,6 3,88 8,0 PHG 1152-8M-...
      
 145 1 160 5,6 3,88 8,0 PHG 1160-8M-...
 146 1 168 5,6 3,88 8,0 PHG 1168-8M-...
 148 1 184 5,6 3,88 8,0 PHG 1184-8M-...
 149 1 192 5,6 3,88 8,0 PHG 1192-8M-...
 150 1 200 5,6 3,88 8,0 PHG 1200-8M-...
      
 151 1 208 5,6 3,88 8,0 PHG 1208-8M-...
 152 1 216 5,6 3,88 8,0 PHG 1216-8M-...
 153 1 224 5,6 3,88 8,0 PHG 1224-8M-...
 155 1 240 5,6 3,88 8,0 PHG 1240-8M-...
 156 1 248 5,6 3,88 8,0 PHG 1248-8M-...
 

   
8M 157 1 256 5,6 3,88 8,0 PHG 1256-8M-...

158 1 264 5,6 3,88 8,0 PHG 1264-8M-...
159 1 272 5,6 3,88 8,0 PHG 1272-8M-...
160 1 280 5,6 3,88 8,0 PHG 1280-8M-...
163 1 304 5,6 3,88 8,0 PHG 1304-8M-...

   
164 1 312 5,6 3,88 8,0 PHG 1312-8M-...
165 1 320 5,6 3,88 8,0 PHG 1320-8M-...
166 1 328 5,6 3,88 8,0 PHG 1328-8M-...
168 1 344 5,6 3,88 8,0 PHG 1344-8M-...
169 1 352 5,6 3,88 8,0 PHG 1352-8M-...

   
170 1 360 5,6 3,88 8,0 PHG 1360-8M-...
172 1 376 5,6 3,88 8,0 PHG 1376-8M-...
174 1 392 5,6 3,88 8,0 PHG 1392-8M-...
175 1 400 5,6 3,88 8,0 PHG 1400-8M-...
177 1 416 5,6 3,88 8,0 PHG 1416-8M-...

   
178 1 424 5,6 3,88 8,0 PHG 1424-8M-...
179 1 432 5,6 3,88 8,0 PHG 1432-8M-...
180 1 440 5,6 3,88 8,0 PHG 1440-8M-...
182 1 456 5,6 3,88 8,0 PHG 1456-8M-...
183 1 464 5,6 3,88 8,0 PHG 1464-8M-...

   
185 1 480 5,6 3,88 8,0 PHG 1480-8M-...
189 1 512 5,6 3,88 8,0 PHG 1512-8M-...
190 1 520 5,6 3,88 8,0 PHG 1520-8M-...
192 1 536 5,6 3,88 8,0 PHG 1536-8M-...
194 1 552 5,6 3,88 8,0 PHG 1552-8M-...

   
195 1 560 5,6 3,88 8,0 PHG 1560-8M-...
197 1 576 5,6 3,88 8,0 PHG 1576-8M-...
200 1 600 5,6 3,88 8,0 PHG 1600-8M-...
205 1 640 5,6 3,88 8,0 PHG 1640-8M-...
206 1 648 5,6 3,88 8,0 PHG 1648-8M-...

   
210 1 680 5,6 3,88 8,0 PHG 1680-8M-...
212 1 696 5,6 3,88 8,0 PHG 1696-8M-...
216 1 728 5,6 3,88 8,0 PHG 1728-8M-...
220 1 760 5,6 3,88 8,0 PHG 1760-8M-...
223 1 784 5,6 3,88 8,0 PHG 1784-8M-...

   
224 1 792 5,6 3,88 8,0 PHG 1792-8M-...
225 1 800 5,6 3,88 8,0 PHG 1800-8M-...
232 1 856 5,6 3,88 8,0 PHG 1856-8M-...
237 1 896 5,6 3,88 8,0 PHG 1896-8M-...
238 1 904 5,6 3,88 8,0 PHG 1904-8M-...

   
240 1 920 5,6 3,88 8,0 PHG 1920-8M-...
242 1 936 5,6 3,88 8,0 PHG 1936-8M-...
244 1 952 5,6 3,88 8,0 PHG 1952-8M-...
250 2 000 5,6 3,88 8,0 PHG 2000-8M-...
260 2 080 5,6 3,88 8,0 PHG 2080-8M-...

   
262 2 096 5,6 3,88 8,0 PHG 2096-8M-...
263 2 104 5,6 3,88 8,0 PHG 2104-8M-...
267 2 136 5,6 3,88 8,0 PHG 2136-8M-...
270 2 160 5,6 3,88 8,0 PHG 2160-8M-...
276 2 208 5,6 3,88 8,0 PHG 2208-8M-...

   
280 2 240 5,6 3,88 8,0 PHG 2240-8M-...
281 2 248 5,6 3,88 8,0 PHG 2248-8M-...
288 2 304 5,6 3,88 8,0 PHG 2304-8M-...
291 2 328 5,6 3,88 8,0 PHG 2328-8M-...
299 2 392 5,6 3,88 8,0 PHG 2392-8M-...

 

 
 
Non-standard lengths may also be available. 
To complete designation add belt width in mm. 
Full sleeves are available in various widths. Please contact your SKF Authorized Distributor.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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SKF HiTD Belts 

8M   |   14M 
 

 
 
 

 

 

 
Section Number 

of teeth 
per side 

Dimensions Designation
Pitch 
length 

   
   
h1 h2 p 

– – mm    – 
 

  
Section Number

of teeth 
per side 

Dimensions Designation
Pitch
length 

   
   
h1 h2 p 

– – mm    – 
 

 

       
8M 300 2 400 5,6 3,88 8,0 PHG 2400-8M-...
 313 2 504 5,6 3,88 8,0 PHG 2504-8M-...
 323 2 584 5,6 3,88 8,0 PHG 2584-8M-...
 325 2 600 5,6 3,88 8,0 PHG 2600-8M-...
 332 2 656 5,6 3,88 8,0 PHG 2656-8M-...
       
 342 2 736 5,6 3,88 8,0 PHG 2736-8M-...
 350 2 800 5,6 3,88 8,0 PHG 2800-8M-...
 381 3 048 5,6 3,88 8,0 PHG 3048-8M-...
 390 3 120 5,6 3,88 8,0 PHG 3120-8M-...
 396 3 168 5,6 3,88 8,0 PHG 3168-8M-...
       
 400 3 200 5,6 3,88 8,0 PHG 3200-8M-...
 410 3 280 5,6 3,88 8,0 PHG 3280-8M-...
 425 3 400 5,6 3,88 8,0 PHG 3400-8M-...
 450 3 600 5,6 3,88 8,0 PHG 3600-8M-...
 465 3 720 5,6 3,88 8,0 PHG 3720-8M-...
       
 478 3 824 5,6 3,88 8,0 PHG 3824-8M-...
 483 3 864 5,6 3,88 8,0 PHG 3864-8M-...
 500 4 000 5,6 3,88 8,0 PHG 4000-8M-...
 525 4 200 5,6 3,88 8,0 PHG 4200-8M-...
 550 4 400 5,6 3,88 8,0 PHG 4400-8M-...
       
 640 5 120 5,6 3,88 8,0 PHG 5120-8M-...
 700 5 600 5,6 3,88 8,0 PHG 5600-8M-...
 745 5 960 5,6 3,88 8,0 PHG 5960-8M-...
 825 6 600 5,6 3,88 8,0 PHG 6600-8M-...
 860 6 880 5,6 3,88 8,0 PHG 6880-8M-...
       
14M 67 938 10,0 6,10 14,0 PHG 938-14M-...
 69 966 10,0 6,10 14,0 PHG 966-14M-...
 74 1 036 10,0 6,10 14,0 PHG 1036-14M-...
 75 1 050 10,0 6,10 14,0 PHG 1050-14M-...
 76 1 064 10,0 6,10 14,0 PHG 1064-14M-...
       
 78 1 092 10,0 6,10 14,0 PHG 1092-14M-...
 80 1 120 10,0 6,10 14,0 PHG 1120-14M-...
 82 1 148 10,0 6,10 14,0 PHG 1148-14M-...
 85 1 190 10,0 6,10 14,0 PHG 1190-14M-...
 89 1 246 10,0 6,10 14,0 PHG 1246-14M-...
       
 90 1 260 10,0 6,10 14,0 PHG 1260-14M-...
 92 1 288 10,0 6,10 14,0 PHG 1288-14M-...
 94 1 316 10,0 6,10 14,0 PHG 1316-14M-...
 96 1 344 10,0 6,10 14,0 PHG 1344-14M-...
 100 1 400 10,0 6,10 14,0 PHG 1400-14M-...
       
 101 1 414 10,0 6,10 14,0 PHG 1414-14M-...
 103 1 442 10,0 6,10 14,0 PHG 1442-14M-...
 104 1 456 10,0 6,10 14,0 PHG 1456-14M-...
 105 1 470 10,0 6,10 14,0 PHG 1470-14M-...
 106 1 484 10,0 6,10 14,0 PHG 1484-14M-...
       
 108 1 512 10,0 6,10 14,0 PHG 1512-14M-...
 110 1 540 10,0 6,10 14,0 PHG 1540-14M-...
 112 1 568 10,0 6,10 14,0 PHG 1568-14M-...
 115 1 610 10,0 6,10 14,0 PHG 1610-14M-...
 118 1 652 10,0 6,10 14,0 PHG 1652-14M-...
       
 125 1 750 10,0 6,10 14,0 PHG 1750-14M-...
 126 1 764 10,0 6,10 14,0 PHG 1764-14M-...
 127 1 778 10,0 6,10 14,0 PHG 1778-14M-...
 128 1 792 10,0 6,10 14,0 PHG 1792-14M-...
 128 1 792 10,0 6,10 14,0 PHG 1792-14M-...
       
 129 1 806 10,0 6,10 14,0 PHG 1806-14M-...
 130 1 820 10,0 6,10 14,0 PHG 1820-14M-...
 135 1 890 10,0 6,10 14,0 PHG 1890-14M-...
 138 1 932 10,0 6,10 14,0 PHG 1932-14M-...
 139 1 946 10,0 6,10 14,0 PHG 1946-14M-...
       
 140 1 960 10,0 6,10 14,0 PHG 1960-14M-...
 143 2 002 10,0 6,10 14,0 PHG 2002-14M-...
 150 2 100 10,0 6,10 14,0 PHG 2100-14M-...
 160 2 240 10,0 6,10 14,0 PHG 2240-14M-...
 165 2 310 10,0 6,10 14,0 PHG 2310-14M-...
       
 175 2 450 10,0 6,10 14,0 PHG 2450-14M-...
 175 2 450 10,0 6,10 14,0 PHG 2450-14M-...
 185 2 590 10,0 6,10 14,0 PHG 2590-14M-...
 190 2 660 10,0 6,10 14,0 PHG 2660-14M-...
 200 2 800 10,0 6,10 14,0 PHG 2800-14M-...
       
 222 3 108 10,0 6,10 14,0 PHG 3108-14M-...
 225 3 150 10,0 6,10 14,0 PHG 3150-14M-...
 236 3 304 10,0 6,10 14,0 PHG 3304-14M-...
 240 3 360 10,0 6,10 14,0 PHG 3360-14M-...
 250 3 500 10,0 6,10 14,0 PHG 3500-14M-...
       
 262 3 668 10,0 6,10 14,0 PHG 3668-14M-...
 

   
14M 275 3 850 10,0 6,10 14,0 PHG 3850-14M-...

309 4 326 10,0 6,10 14,0 PHG 4326-14M-...
324 4 536 10,0 6,10 14,0 PHG 4536-14M-...
327 4 578 10,0 6,10 14,0 PHG 4578-14M-...
340 4 760 10,0 6,10 14,0 PHG 4760-14M-...

   
354 4 956 10,0 6,10 14,0 PHG 4956-14M-...
360 5 040 10,0 6,10 14,0 PHG 5040-14M-...
380 5 320 10,0 6,10 14,0 PHG 5320-14M-...
410 5 740 10,0 6,10 14,0 PHG 5740-14M-...
424 5 936 10,0 6,10 14,0 PHG 5936-14M-...

   
440 6 160 10,0 6,10 14,0 PHG 6160-14M-...
490 6 860 10,0 6,10 14,0 PHG 6860-14M-...

   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   

 

 
 
Non-standard lengths may also be available. 
To complete designation add belt width in mm. 
Full sleeves are available in various widths. Please contact your SKF Authorized Distributor.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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SKF Double-sided HiTD Belts 

D-5M   |   D-8M 
 

 
 

 h  A

 p

 
 

 

 

 
Section Number 

of teeth 
per side 

Dimensions Designation
Pitch 
length 

  
  
h A p 

– – mm    – 
 

  
Section Number

of teeth 
per side 

Dimensions Designation
Pitch
length 

  
  

h A p 

– – mm    – 
 

 

      
D-5M 100 500 5,3 1,1 5,0 PHG DA-500-5M-...
 101 505 5,3 1,1 5,0 PHG DA-505-5M-...
 104 520 5,3 1,1 5,0 PHG DA-520-5M-...
 105 525 5,3 1,1 5,0 PHG DA-525-5M-...
 106 530 5,3 1,1 5,0 PHG DA-530-5M-...
      
 107 535 5,3 1,1 5,0 PHG DA-535-5M-...
 108 540 5,3 1,1 5,0 PHG DA-540-5M-...
 110 550 5,3 1,1 5,0 PHG DA-550-5M-...
 112 560 5,3 1,1 5,0 PHG DA-560-5M-...
 113 565 5,3 1,1 5,0 PHG DA-565-5M-...
      
 114 570 5,3 1,1 5,0 PHG DA-570-5M-...
 115 575 5,3 1,1 5,0 PHG DA-575-5M-...
 116 580 5,3 1,1 5,0 PHG DA-580-5M-…
 117 585 5,3 1,1 5,0 PHG DA-585-5M-...
 118 590 5,3 1,1 5,0 PHG DA-590-5M-...
      
 120 600 5,3 1,1 5,0 PHG DA-600-5M-...
 121 605 5,3 1,1 5,0 PHG DA-605-5M-…
 122 610 5,3 1,1 5,0 PHG DA-610-5M-...
 123 615 5,3 1,1 5,0 PHG DA-615-5M-...
 124 620 5,3 1,1 5,0 PHG DA-620-5M-...
      
 125 625 5,3 1,1 5,0 PHG DA-625-5M-...
 126 630 5,3 1,1 5,0 PHG DA-630-5M-...
 127 635 5,3 1,1 5,0 PHG DA-635-5M-...
 128 640 5,3 1,1 5,0 PHG DA-640-5M-...
 129 645 5,3 1,1 5,0 PHG DA-645-5M-...
      
 130 650 5,3 1,1 5,0 PHG DA-650-5M-...
 131 655 5,3 1,1 5,0 PHG DA-655-5M-…
 134 670 5,3 1,1 5,0 PHG DA-670-5M-...
 135 675 5,3 1,1 5,0 PHG DA-675-5M-...
 137 685 5,3 1,1 5,0 PHG DA-685-5M-…
      
 138 690 5,3 1,1 5,0 PHG DA-690-5M-...
 139 695 5,3 1,1 5,0 PHG DA-695-5M-...
 140 700 5,3 1,1 5,0 PHG DA-700-5M-...
 142 710 5,3 1,1 5,0 PHG DA-715-5M-...
 142 710 5,3 1,1 5,0 PHG DA-710-5M-...
      
 144 720 5,3 1,1 5,0 PHG DA-720-5M-…
 145 725 5,3 1,1 5,0 PHG DA-725-5M-...
 148 740 5,3 1,1 5,0 PHG DA-740-5M-...
 149 745 5,3 1,1 5,0 PHG DA-745-5M-...
 150 750 5,3 1,1 5,0 PHG DA-750-5M-...
      
 151 755 5,3 1,1 5,0 PHG DA-755-5M-...
 154 770 5,3 1,1 5,0 PHG DA-770-5M-...
 155 775 5,3 1,1 5,0 PHG DA-775-5M-...
 156 780 5,3 1,1 5,0 PHG DA-780-5M-…
 158 790 5,3 1,1 5,0 PHG DA-790-5M-...
      
 160 800 5,3 1,1 5,0 PHG DA-800-5M-...
 162 810 5,3 1,1 5,0 PHG DA-810-5M-...
 165 825 5,3 1,1 5,0 PHG DA-825-5M-...
 166 830 5,3 1,1 5,0 PHG DA-830-5M-...
 167 835 5,3 1,1 5,0 PHG DA-835-5M-...
      
 170 850 5,3 1,1 5,0 PHG DA-850-5M-...
 172 860 5,3 1,1 5,0 PHG DA-860-5M-...
 174 870 5,3 1,1 5,0 PHG DA-870-5M-…
 178 890 5,3 1,1 5,0 PHG DA-890-5M-...
 180 900 5,3 1,1 5,0 PHG DA-900-5M-...
 

   
D-5M 182 910 5,3 1,1 5,0 PHG DA-910-5M-…

184 920 5,3 1,1 5,0 PHG DA-920-5M-...
185 925 5,3 1,1 5,0 PHG DA-925-5M-...
187 935 5,3 1,1 5,0 PHG DA-935-5M-...
188 940 5,3 1,1 5,0 PHG DA-940-5M-…

   
190 950 5,3 1,1 5,0 PHG DA-950-5M-...
192 960 5,3 1,1 5,0 PHG DA-960-5M-...
193 965 5,3 1,1 5,0 PHG DA-965-5M-…
195 975 5,3 1,1 5,0 PHG DA-975-5M-...
196 980 5,3 1,1 5,0 PHG DA-980-5M-…

   
200 1 000 5,3 1,1 5,0 PHG DA-1000-5M-...
205 1 025 5,3 1,1 5,0 PHG DA-1025-5M-...
207 1 035 5,3 1,1 5,0 PHG DA-1035-5M-…
210 1 050 5,3 1,1 5,0 PHG DA-1050-5M-...
220 1 100 5,3 1,1 5,0 PHG DA-1100-5M-...

   
223 1 115 5,3 1,1 5,0 PHG DA-1115-5M-…
225 1 125 5,3 1,1 5,0 PHG DA-1125-5M-...
227 1 135 5,3 1,1 5,0 PHG DA-1135-5M-…
229 1 145 5,3 1,1 5,0 PHG DA-1145-5M-...
235 1 175 5,3 1,1 5,0 PHG DA-1175-5M-...

   
236 1 180 5,3 1,1 5,0 PHG DA-1180-5M-...
239 1 195 5,3 1,1 5,0 PHG DA-1195-5M-…
240 1 200 5,3 1,1 5,0 PHG DA-1200-5M-…
242 1 210 5,3 1,1 5,0 PHG DA-1210-5M-...
245 1 225 5,3 1,1 5,0 PHG DA-1225-5M-...

   
250 1 250 5,3 1,1 5,0 PHG DA-1250-5M-…
254 1 270 5,3 1,1 5,0 PHG DA-1270-5M-...
258 1 290 5,3 1,1 5,0 PHG DA-1290-5M-...
259 1 295 5,3 1,1 5,0 PHG DA-1295-5M-…
260 1 300 5,3 1,1 5,0 PHG DA-1300-5M-…

   
268 1 340 5,3 1,1 5,0 PHG DA-1340-5M-…
270 1 350 5,3 1,1 5,0 PHG DA-1350-5M-...
275 1 375 5,3 1,1 5,0 PHG DA-1375-5M-...
280 1 400 5,3 1,1 5,0 PHG DA-1400-5M-...
282 1 410 5,3 1,1 5,0 PHG DA-1410-5M-…

   
284 1 420 5,3 1,1 5,0 PHG DA-1420-5M-...
290 1 450 5,3 1,1 5,0 PHG DA-1450-5M-…
291 1 455 5,3 1,1 5,0 PHG DA-1455-5M-...
300 1 500 5,3 1,1 5,0 PHG DA-1500-5M-...
319 1 595 5,3 1,1 5,0 PHG DA-1595-5M-...

   
320 1 600 5,3 1,1 5,0 PHG DA-1600-5M-…
337 1 685 5,3 1,1 5,0 PHG DA-1685-5M-…
338 1 690 5,3 1,1 5,0 PHG DA-1690-5M-...

   
D-8M 64 512 8,2 1,4 8,0 PHG DA-512-8M-...

65 520 8,2 1,4 8,0 PHG DA-520-8M-...
67 536 8,2 1,4 8,0 PHG DA-536-8M-...
68 544 8,2 1,4 8,0 PHG DA-544-8M-…
70 560 8,2 1,4 8,0 PHG DA-560-8M-...

   
71 568 8,2 1,4 8,0 PHG DA-568-8M-...
72 576 8,2 1,4 8,0 PHG DA-576-8M-...
73 584 8,2 1,4 8,0 PHG DA-584-8M-...
74 592 8,2 1,4 8,0 PHG DA-592-8M-…
75 600 8,2 1,4 8,0 PHG DA-600-8M-...

   
76 608 8,2 1,4 8,0 PHG DA-608-8M-…

 

 
Non-standard lengths may also be available. 
To complete designation add belt width in mm. 
Double-sided HiTD belts are available in symmetric (DA) only. 
Full sleeves are available in various widths. Please contact your SKF Authorized Distributor.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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SKF Double-sided HiTD Belts 

D-8M   |   D-14M 
 

 
 
 

 

 

 
Section Number 

of teeth 
per side 

Dimensions Designation
Pitch 
length 

   
   
h A p 

– – mm    – 
 

  
Section Number

of teeth 
per side 

Dimensions Designation
Pitch
length 

   
   
h A p 

– – mm    – 
 

 

       
D-8M 78 624 8,2 1,4 8,0 PHG DA-624-8M-...
 79 632 8,2 1,4 8,0 PHG DA-632-8M-...
 80 640 8,2 1,4 8,0 PHG DA-640-8M-...
 81 648 8,2 1,4 8,0 PHG DA-648-8M-…
 82 656 8,2 1,4 8,0 PHG DA-656-8M-...
       
 85 680 8,2 1,4 8,0 PHG DA-680-8M-...
 86 688 8,2 1,4 8,0 PHG DA-688-8M-...
 87 696 8,2 1,4 8,0 PHG DA-696-8M-...
 89 712 8,2 1,4 8,0 PHG DA-712-8M-...
 90 720 8,2 1,4 8,0 PHG DA-720-8M-...
       
 91 728 8,2 1,4 8,0 PHG DA-728-8M-...
 92 736 8,2 1,4 8,0 PHG DA-736-8M-…
 95 760 8,2 1,4 8,0 PHG DA-760-8M-...
 97 776 8,2 1,4 8,0 PHG DA-776-8M-...
 98 784 8,2 1,4 8,0 PHG DA-784-8M-…
       
 99 792 8,2 1,4 8,0 PHG DA-792-8M-...
 100 800 8,2 1,4 8,0 PHG DA-800-8M-...
 102 816 8,2 1,4 8,0 PHG DA-816-8M-...
 103 824 8,2 1,4 8,0 PHG DA-824-8M-...
 105 840 8,2 1,4 8,0 PHG DA-840-8M-...
       
 106 848 8,2 1,4 8,0 PHG DA-848-8M-…
 107 856 8,2 1,4 8,0 PHG DA-856-8M-...
 108 864 8,2 1,4 8,0 PHG DA-864-8M-...
 109 872 8,2 1,4 8,0 PHG DA-872-8M-...
 110 880 8,2 1,4 8,0 PHG DA-880-8M-...
       
 112 896 8,2 1,4 8,0 PHG DA-896-8M-...
 114 912 8,2 1,4 8,0 PHG DA-912-8M-…
 115 920 8,2 1,4 8,0 PHG DA-920-8M-...
 116 928 8,2 1,4 8,0 PHG DA-928-8M-...
 117 936 8,2 1,4 8,0 PHG DA-936-8M-…
       
 118 944 8,2 1,4 8,0 PHG DA-944-8M-…
 119 952 8,2 1,4 8,0 PHG DA-952-8M-...
 120 960 8,2 1,4 8,0 PHG DA-960-8M-...
 121 968 8,2 1,4 8,0 PHG DA-968-8M-...
 122 976 8,2 1,4 8,0 PHG DA-976-8M-...
       
 125 1 000 8,2 1,4 8,0 PHG DA-1000-8M-...
 127 1 016 8,2 1,4 8,0 PHG DA-1016-8M-...
 128 1 024 8,2 1,4 8,0 PHG DA-1024-8M-…
 130 1 040 8,2 1,4 8,0 PHG DA-1040-8M-...
 132 1 056 8,2 1,4 8,0 PHG DA-1056-8M-...
       
 133 1 064 8,2 1,4 8,0 PHG DA-1064-8M-…
 135 1 080 8,2 1,4 8,0 PHG DA-1080-8M-...
 136 1 088 8,2 1,4 8,0 PHG DA-1088-8M-…
 138 1 104 8,2 1,4 8,0 PHG DA-1104-8M-...
 139 1 112 8,2 1,4 8,0 PHG DA-1112-8M-…
       
 140 1 120 8,2 1,4 8,0 PHG DA-1120-8M-...
 141 1 128 8,2 1,4 8,0 PHG DA-1128-8M-...
 142 1 136 8,2 1,4 8,0 PHG DA-1136-8M-...
 144 1 152 8,2 1,4 8,0 PHG DA-1152-8M-...
 145 1 160 8,2 1,4 8,0 PHG DA-1160-8M-…
       
 146 1 168 8,2 1,4 8,0 PHG DA-1168-8M-...
 148 1 184 8,2 1,4 8,0 PHG DA-1184-8M-...
 149 1 192 8,2 1,4 8,0 PHG DA-1192-8M-…
 150 1 200 8,2 1,4 8,0 PHG DA-1200-8M-...
 151 1 208 8,2 1,4 8,0 PHG DA-1208-8M-…
       
 152 1 216 8,2 1,4 8,0 PHG DA-1216-8M-...
 153 1 224 8,2 1,4 8,0 PHG DA-1224-8M-…
 155 1 240 8,2 1,4 8,0 PHG DA-1240-8M-…
 156 1 248 8,2 1,4 8,0 PHG DA-1248-8M-...
 157 1 256 8,2 1,4 8,0 PHG DA-1256-8M-...
       
 158 1 264 8,2 1,4 8,0 PHG DA-1264-8M-...
 159 1 272 8,2 1,4 8,0 PHG DA-1272-8M-...
 160 1 280 8,2 1,4 8,0 PHG DA-1280-8M-...
 163 1 304 8,2 1,4 8,0 PHG DA-1304-8M-...
 164 1 312 8,2 1,4 8,0 PHG DA-1312-8M-...
       
 165 1 320 8,2 1,4 8,0 PHG DA-1320-8M-…
 166 1 328 8,2 1,4 8,0 PHG DA-1328-8M-...
 168 1 344 8,2 1,4 8,0 PHG DA-1344-8M-...
 169 1 352 8,2 1,4 8,0 PHG DA-1352-8M-…
 170 1 360 8,2 1,4 8,0 PHG DA-1360-8M-...
       
 172 1 376 8,2 1,4 8,0 PHG DA-1376-8M-…
 174 1 392 8,2 1,4 8,0 PHG DA-1392-8M-...
 175 1 400 8,2 1,4 8,0 PHG DA-1400-8M-...
 177 1 416 8,2 1,4 8,0 PHG DA-1416-8M-…
 178 1 424 8,2 1,4 8,0 PHG DA-1424-8M-...
       
 179 1 432 8,2 1,4 8,0 PHG DA-1432-8M-…
 

   
D-8M 180 1 440 8,2 1,4 8,0 PHG DA-1440-8M-...

182 1 456 8,2 1,4 8,0 PHG DA-1456-8M-...
183 1 464 8,2 1,4 8,0 PHG DA-1464-8M-…
185 1 480 8,2 1,4 8,0 PHG DA-1480-8M-...
189 1 512 8,2 1,4 8,0 PHG DA-1512-8M-...

   
190 1 520 8,2 1,4 8,0 PHG DA-1520-8M-...
192 1 536 8,2 1,4 8,0 PHG DA-1536-8M-...
194 1 552 8,2 1,4 8,0 PHG DA-1552-8M-...
195 1 560 8,2 1,4 8,0 PHG DA-1560-8M-…
197 1 576 8,2 1,4 8,0 PHG DA-1576-8M-...

   
200 1 600 8,2 1,4 8,0 PHG DA-1600-8M-...
205 1 640 8,2 1,4 8,0 PHG DA-1640-8M-…
206 1 648 8,2 1,4 8,0 PHG DA-1648-8M-...
210 1 680 8,2 1,4 8,0 PHG DA-1680-8M-...
212 1 696 8,2 1,4 8,0 PHG DA-1696-8M-...

   
216 1 728 8,2 1,4 8,0 PHG DA-1728-8M-...
220 1 760 8,2 1,4 8,0 PHG DA-1760-8M-...
223 1 784 8,2 1,4 8,0 PHG DA-1784-8M-...
224 1 792 8,2 1,4 8,0 PHG DA-1792-8M-...
225 1 800 8,2 1,4 8,0 PHG DA-1800-8M-...

   
232 1 856 8,2 1,4 8,0 PHG DA-1856-8M-...
237 1 896 8,2 1,4 8,0 PHG DA-1896-8M-...
238 1 904 8,2 1,4 8,0 PHG DA-1904-8M-...
240 1 920 8,2 1,4 8,0 PHG DA-1920-8M-…
242 1 936 8,2 1,4 8,0 PHG DA-1936-8M-...

   
244 1 952 8,2 1,4 8,0 PHG DA-1952-8M-…
250 2 000 8,2 1,4 8,0 PHG DA-2000-8M-...
260 2 080 8,2 1,4 8,0 PHG DA-2080-8M-...
262 2 096 8,2 1,4 8,0 PHG DA-2096-8M-...
263 2 104 8,2 1,4 8,0 PHG DA-2104-8M-...

   
267 2 136 8,2 1,4 8,0 PHG DA-2136-8M-...
270 2 160 8,2 1,4 8,0 PHG DA-2160-8M-…
276 2 208 8,2 1,4 8,0 PHG DA-2208-8M-...
280 2 240 8,2 1,4 8,0 PHG DA-2240-8M-...
281 2 248 8,2 1,4 8,0 PHG DA-2248-8M-…

   
284 2 272 8,2 1,4 8,0 PHG DA-2272-8M-…
288 2 304 8,2 1,4 8,0 PHG DA-2304-8M-...
291 2 328 8,2 1,4 8,0 PHG DA-2328-8M-...
299 2 392 8,2 1,4 8,0 PHG DA-2392-8M-...
300 2 400 8,2 1,4 8,0 PHG DA-2400-8M-...

   
313 2 504 8,2 1,4 8,0 PHG DA-2504-8M-...
323 2 584 8,2 1,4 8,0 PHG DA-2584-8M-…
325 2 600 8,2 1,4 8,0 PHG DA-2600-8M-...
332 2 656 8,2 1,4 8,0 PHG DA-2656-8M-…
342 2 736 8,2 1,4 8,0 PHG DA-2736-8M-...

   
350 2 800 8,2 1,4 8,0 PHG DA-2800-8M-...
381 3 048 8,2 1,4 8,0 PHG DA-3048-8M-...
390 3 120 8,2 1,4 8,0 PHG DA-3120-8M-...
396 3 168 8,2 1,4 8,0 PHG DA-3168-8M-...
400 3 200 8,2 1,4 8,0 PHG DA-3200-8M-...

   
410 3 280 8,2 1,4 8,0 PHG DA-3280-8M-...
425 3 400 8,2 1,4 8,0 PHG DA-3400-8M-...
450 3 600 8,2 1,4 8,0 PHG DA-3600-8M-...
465 3 720 8,2 1,4 8,0 PHG DA-3720-8M-…
478 3 824 8,2 1,4 8,0 PHG DA-3824-8M-…

   
483 3 864 8,2 1,4 8,0 PHG DA-3864-8M-…
500 4 000 8,2 1,4 8,0 PHG DA-4000-8M-...
525 4 200 8,2 1,4 8,0 PHG DA-4200-8M-...
550 4 400 8,2 1,4 8,0 PHG DA-4400-8M-...
640 5 120 8,2 1,4 8,0 PHG DA-5120-8M-...

   
700 5 600 8,2 1,4 8,0 PHG DA-5600-8M-...
745 5 960 8,2 1,4 8,0 PHG DA-5960-8M-...
825 6 600 8,2 1,4 8,0 PHG DA-6600-8M-...
860 6 880 8,2 1,4 8,0 PHG DA-6880-8M-...

   
D-14M 115 1 610 14,8 2,8 14,0 PHG DA-1610-14M-…

118 1 652 14,8 2,8 14,0 PHG DA-1652-14M-…
125 1 750 14,8 2,8 14,0 PHG DA-1750-14M-...
126 1 764 14,8 2,8 14,0 PHG DA-1764-14M-...
127 1 778 14,8 2,8 14,0 PHG DA-1778-14M-...

   
128 1 792 14,8 2,8 14,0 PHG DA-1792-14M-…
129 1 806 14,8 2,8 14,0 PHG DA-1806-14M-...
130 1 820 14,8 2,8 14,0 PHG DA-1820-14M-...
135 1 890 14,8 2,8 14,0 PHG DA-1890-14M-...
138 1 932 14,8 2,8 14,0 PHG DA-1932-14M-...

   
139 1 946 14,8 2,8 14,0 PHG DA-1946-14M-…
140 1 960 14,8 2,8 14,0 PHG DA-1960-14M-...

 

 
Non-standard lengths may also be available. 
To complete designation add belt width in mm. 
Double-sided HiTD belts are available in symmetric (DA) only. 
Full sleeves are available in various widths. Please contact your SKF Authorized Distributor.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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SKF Double-sided HiTD Belts 

D-14M 
 

 
 

 h  A

 p

 
 

 

 

 
Section Number 

of teeth 
per side 

Dimensions Designation
Pitch 
length 

  
  
h A p 

– – mm    – 
 

  

 

 

      
D-14M 143 2 002 14,8 2,8 14,0 PHG DA-2002-14M-...
 150 2 100 14,8 2,8 14,0 PHG DA-2100-14M-...
 160 2 240 14,8 2,8 14,0 PHG DA-2240-14M-...
 165 2 310 14,8 2,8 14,0 PHG DA-2310-14M-...
 175 2 450 14,8 2,8 14,0 PHG DA-2450-14M-...
      
 185 2 590 14,8 2,8 14,0 PHG DA-2590-14M-...
 190 2 660 14,8 2,8 14,0 PHG DA-2660-14M-…
 200 2 800 14,8 2,8 14,0 PHG DA-2800-14M-...
 222 3 108 14,8 2,8 14,0 PHG DA-3108-14M-...
 225 3 150 14,8 2,8 14,0 PHG DA-3150-14M-...
      
 236 3 304 14,8 2,8 14,0 PHG DA-3304-14M-...
 240 3 360 14,8 2,8 14,0 PHG DA-3360-14M-...
 250 3 500 14,8 2,8 14,0 PHG DA-3500-14M-...
 275 3 850 14,8 2,8 14,0 PHG DA-3850-14M-...
 309 4 326 14,8 2,8 14,0 PHG DA-4326-14M-...
      
 324 4 536 14,8 2,8 14,0 PHG DA-4536-14M-…
 327 4 578 14,8 2,8 14,0 PHG DA-4578-14M-...
 340 4 760 14,8 2,8 14,0 PHG DA-4760-14M-...
 354 4 956 14,8 2,8 14,0 PHG DA-4956-14M-...
 360 5 040 14,8 2,8 14,0 PHG DA-5040-14M-...
      
 380 5 320 14,8 2,8 14,0 PHG DA-5320-14M-…
 410 5 740 14,8 2,8 14,0 PHG DA-5740-14M-…
 424 5 936 14,8 2,8 14,0 PHG DA-5936-14M-…
 440 6 160 14,8 2,8 14,0 PHG DA-6160-14M-...
 490 6 860 14,8 2,8 14,0 PHG DA-6860-14M-...
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
      
 

   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   
   

 

 
Non-standard lengths may also be available. 
To complete designation add belt width in mm. 
Double-sided HiTD belts are available in symmetric (DA) only. 
Full sleeves are available in various widths. Please contact your SKF Authorized Distributor.

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118




