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Classical V-belt pulleys 

A/B taper bushed 
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Type A-1 Type A-2 Type A-3 Type B-1 Type B-2
 

 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type 
Bushing
number 

Dimensions Mass2) Designation
Belt A  Belt B Outer

diameter
 

PD  PD OD B F E L M 
Min. Max.

 

– – mm in. mm in.   mm       kg  
 

 

          
A/B 1 76,2 3.0 86,4 3.4 A-1 1210 95,3 15,88 31,75 25,40 – 25,40 – 1,0 PHP 1-B34TB
  81,3 3.2 91,4 3.6 A-1 1210 100,3 15,88 31,75 25,40 – 25,40 – 1,2 PHP 1-B36TB
  86,4 3.4 96,5 3.8 A-1 1610 105,4 12,70 41,28 25,40 – 25,40 – 1,3 PHP 1-B38TB
  91,4 3.6 101,6 4.0 A-1 1610 110,5 12,70 41,28 25,40 – 25,40 – 1,4 PHP 1-B40TB
  96,5 3.8 106,7 4.2 A-1 1610 115,6 12,70 41,28 25,40 – 25,40 – 1,6 PHP 1-B42TB
          
  101,6 4.0 111,8 4.4 A-1 1610 120,7 12,70 41,28 25,40 – 25,40 – 1,7 PHP 1-B44TB
  106,7 4.2 116,8 4.6 A-1 1610 125,7 12,70 41,28 25,40 – 25,40 – 1,8 PHP 1-B46TB
  111,8 4.4 121,9 4.8 A-1 1610 130,8 12,70 41,28 25,40 – 25,40 – 2,0 PHP 1-B48TB
  116,8 4.6 127,0 5.0 A-1 1610 135,9 12,70 41,28 25,40 – 25,40 – 2,2 PHP 1-B50TB
  121,9 4.8 132,1 5.2 A-1 1610 141,0 12,70 41,28 25,40 – 25,40 – 2,3 PHP 1-B52TB
          
  127,0 5.0 137,2 5.4 A-1 1610 146,1 12,70 41,28 25,40 – 25,40 – 2,5 PHP 1-B54TB
  132,1 5.2 142,2 5.6 A-1 1610 151,1 12,70 41,28 25,40 – 25,40 – 2,7 PHP 1-B56TB
  137,2 5.4 147,3 5.8 A-1 1610 156,2 12,70 41,28 25,40 – 25,40 – 2,9 PHP 1-B58TB
  142,2 5.6 152,4 6.0 A-1 1610 161,3 12,70 41,28 25,40 – 25,40 – 3,0 PHP 1-B60TB
  147,3 5.8 157,5 6.2 A-1 1610 166,4 12,70 41,28 25,40 – 25,40 – 3,2 PHP 1-B62TB
          
  152,4 6.0 162,6 6.4 A-1 1610 171,5 12,70 41,28 25,40 – 25,40 – 3,6 PHP 1-B64TB
  157,5 6.2 167,6 6.6 A-1 1610 176,5 12,70 41,28 25,40 – 25,40 – 3,9 PHP 1-B66TB
  162,6 6.4 172,7 6.8 A-1 1610 181,6 12,70 41,28 25,40 – 25,40 – 4,1 PHP 1-B68TB
  177,8 7.0 188,0 7.4 B-1 25171) 196,9 19,05 63,50 25,40 – 44,45 19,05 4,3 PHP 1-B74TB
  208,3 8.2 218,4 8.6 B-2 25171) 227,3 19,05 63,50 25,40 – 44,45 19,05 5,4 PHP 1-B86TB
          
  228,6 9.0 238,8 9.4 B-2 25171) 247,7 19,05 63,50 25,40 – 44,45 19,05 6,4 PHP 1-B94TB
  269,2 10.6 279,4 11.0 B-2 25171) 288,3 19,05 63,50 25,40 – 44,45 19,05 8,2 PHP 1-B110TB
  304,8 12.0 315,0 12.4 C-3 25171) 323,9 19,05 63,50 25,40 6,35 44,45 12,70 8,4 PHP 1-B124TB
  381,0 15.0 391,2 15.4 C-3 25171) 400,1 19,05 63,50 25,40 6,35 44,45 12,70 8,6 PHP 1-B154TB
  457,2 18.0 467,4 18.4 C-3 25171) 476,3 19,05 63,50 28,58 4,76 44,45 11,11 10,9 PHP 1-B184TB
          
A/B 2 76,2 3.0 86,4 3.4 A-1 1210 95,3 15,88 31,75 44,45 19,05 25,40 – 1,0 PHP 2-B34TB
  81,3 3.2 91,4 3.6 A-1 1210 100,3 15,88 31,75 44,45 19,05 25,40 – 1,2 PHP 2-B36TB
  86,4 3.4 96,5 3.8 A-1 1610 105,4 12,70 41,28 44,45 19,05 25,40 – 1,3 PHP 2-B38TB
  91,4 3.6 101,6 4.0 A-1 1610 110,5 12,70 41,28 44,45 19,05 25,40 – 1,4 PHP 2-B40TB
  96,5 3.8 106,7 4.2 A-1 1610 115,6 12,70 41,28 44,45 19,05 25,40 – 1,8 PHP 2-B42TB
          
  101,6 4.0 111,8 4.4 A-1 1610 120,7 12,70 41,28 44,45 19,05 25,40 – 2,0 PHP 2-B44TB
  106,7 4.2 116,8 4.6 A-1 1610 125,7 12,70 41,28 44,45 19,05 25,40 – 2,3 PHP 2-B46TB
  111,8 4.4 121,9 4.8 A-1 1610 130,8 12,70 41,28 44,45 19,05 25,40 – 2,5 PHP 2-B48TB
  116,8 4.6 127,0 5.0 A-1 1610 135,9 12,70 41,28 44,45 19,05 25,40 – 2,7 PHP 2-B50TB
  121,9 4.8 132,1 5.2 A-1 1610 141,0 12,70 41,28 44,45 19,05 25,40 – 3,0 PHP 2-B52TB
          
  127,0 5.0 137,2 5.4 A-1 1610 146,1 12,70 41,28 44,45 19,05 25,40 – 3,2 PHP 2-B54TB
  132,1 5.2 142,2 5.6 A-1 1610 151,1 12,70 41,28 44,45 19,05 25,40 – 3,7 PHP 2-B56TB
  137,2 5.4 147,3 5.8 A-1 1610 156,2 12,70 41,28 44,45 19,05 25,40 – 3,9 PHP 2-B58TB
  142,2 5.6 152,4 6.0 A-1 1610 161,3 12,70 41,28 44,45 19,05 25,40 – 4,0 PHP 2-B60TB
  147,3 5.8 157,5 6.2 A-1 1610 166,4 12,70 41,28 44,45 19,05 25,40 – 4,1 PHP 2-B62TB
          
  152,4 6.0 162,6 6.4 A-1 1610 171,5 12,70 41,28 44,45 19,05 25,40 – 4,5 PHP 2-B64TB
  157,5 6.2 167,6 6.6 A-1 1610 176,5 12,70 41,28 44,45 19,05 25,40 – 4,8 PHP 2-B66TB
  162,6 6.4 172,7 6.8 A-1 1610 181,6 12,70 41,28 44,45 19,05 25,40 – 5,0 PHP 2-B68TB
  177,8 7.0 188,0 7.4 A-1 25171) 196,9 19,05 63,50 44,45 – 44,45 – 7,3 PHP 2-B74TB
  208,3 8.2 218,4 8.6 A-2 25171) 227,3 19,05 63,50 44,45 – 44,45 – 8,2 PHP 2-B86TB
          
  228,6 9.0 238,8 9.4 A-2 25171) 247,7 19,05 63,50 44,45 – 44,45 – 9,1 PHP 2-B94TB
  269,2 10.6 279,4 11.0 A-2 25171) 288,3 19,05 63,50 44,45 – 44,45 – 11,3 PHP 2-B110TB
  304,8 12.0 315,0 12.4 A-3 25171) 323,9 19,05 63,50 44,45 – 44,45 – 12,3 PHP 2-B124TB
  381,0 15.0 391,2 15.4 A-3 25171) 400,1 19,05 63,50 44,45 – 44,45 – 14,1 PHP 2-B154TB
  457,2 18.0 467,4 18.4 A-3 25171) 476,3 19,05 63,50 44,45 – 44,45 – 15,0 PHP 2-B184TB
          
  497,8 19.6 508,0 20.0 C-3 3020 516,9 31,75 76,20 44,45 – 50,80 6,35 22,2 PHP 2-B200TB
  624,8 24.6 635,0 25.0 C-3 3020 643,9 31,75 76,20 44,45 – 50,80 6,35 29,5 PHP 2-B250TB
  751,8 29.6 762,0 30.0 C-3 3020 770,9 31,75 76,20 44,45 – 50,80 6,35 34,0 PHP 2-B300TB
  955,0 37.6 965,2 38.0 C-3 3020 974,1 31,75 76,20 44,45 – 50,80 6,35 50,8 PHP 2-B380TB
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 
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Classical V-belt pulleys 

A/B taper bushed 
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Type B-3 Type C-3 
 

 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type 
Bushing
number 

Dimensions Mass2) Designation
Belt A  Belt B  Outer

diameter
 

PD  PD  OD B F E L M 
Min. Max.

 

– – mm in. mm in.   mm       kg  
 

 

          
A/B 3 76,2 3.0 86,4 3.4 A-1 1210 95,3 15,88 31,75 63,50 38,10 25,40 – 1,4 PHP 3-B34TB
  81,3 3.2 91,4 3.6 A-1 1210 100,3 15,88 31,75 63,50 38,10 25,40 – 1,6 PHP 3-B36TB
  86,4 3.4 96,5 3.8 A-1 1610 105,4 12,70 41,28 63,50 38,10 25,40 – 1,8 PHP 3-B38TB
  91,4 3.6 101,6 4.0 A-1 1610 110,5 12,70 41,28 63,50 38,10 25,40 – 2,3 PHP 3-B40TB
  96,5 3.8 106,7 4.2 A-1 1610 115,6 12,70 41,28 63,50 38,10 25,40 – 2,7 PHP 3-B42TB
          
  101,6 4.0 111,8 4.4 A-1 1610 120,7 12,70 41,28 63,50 38,10 25,40 – 3,0 PHP 3-B44TB
  106,7 4.2 116,8 4.6 A-1 1610 125,7 12,70 41,28 63,50 38,10 25,40 – 3,2 PHP 3-B46TB
  111,8 4.4 121,9 4.8 A-1 1610 130,8 12,70 41,28 63,50 38,10 25,40 – 3,6 PHP 3-B48TB
  116,8 4.6 127,0 5.0 A-1 1610 135,9 12,70 41,28 63,50 38,10 25,40 – 3,9 PHP 3-B50TB
  121,9 4.8 132,1 5.2 A-1 1610 141,0 12,70 41,28 63,50 38,10 25,40 – 4,1 PHP 3-B52TB
          
  127,0 5.0 137,2 5.4 A-1 25171) 146,1 19,05 63,50 63,50 38,10 44,45 – 4,3 PHP 3-B54TB
  132,1 5.2 142,2 5.6 A-1 25171) 151,1 19,05 63,50 63,50 38,10 44,45 – 4,5 PHP 3-B56TB
  137,2 5.4 147,3 5.8 A-1 25171) 156,2 19,05 63,50 63,50 19,05 44,45 – 4,8 PHP 3-B58TB
  142,2 5.6 152,4 6.0 A-1 25171) 161,3 19,05 63,50 63,50 19,05 44,45 – 5,0 PHP 3-B60TB
  147,3 5.8 157,5 6.2 A-1 25171) 166,4 19,05 63,50 63,50 19,05 44,45 – 5,2 PHP 3-B62TB
          
  152,4 6.0 162,6 6.4 A-1 25171) 171,5 19,05 63,50 63,50 19,05 44,45 – 5,4 PHP 3-B64TB
  157,5 6.2 167,6 6.6 A-1 25171) 176,5 19,05 63,50 63,50 19,05 44,45 – 5,6 PHP 3-B66TB
  162,6 6.4 172,7 6.8 A-1 25171) 181,6 19,05 63,50 63,50 19,05 44,45 – 5,8 PHP 3-B68TB
  177,8 7.0 188,0 7.4 A-1 25171) 196,9 19,05 63,50 63,50 19,05 44,45 – 7,3 PHP 3-B74TB
  208,3 8.2 218,4 8.6 A-2 25171) 227,3 19,05 63,50 63,50 19,05 44,45 – 8,6 PHP 3-B86TB
          
  228,6 9.0 238,8 9.4 A-2 25171) 247,7 19,05 63,50 63,50 19,05 44,45 – 9,5 PHP 3-B94TB
  269,2 10.6 279,4 11.0 A-2 25171) 288,3 19,05 63,50 63,50 19,05 44,45 – 10,9 PHP 3-B110TB
  304,8 12.0 315,0 12.4 A-3 25171) 323,9 19,05 63,50 63,50 – 44,45 19,05 12,7 PHP 3-B124TB
  381,0 15.0 391,2 15.4 A-3 25171) 400,1 19,05 63,50 63,50 – 44,45 19,05 13,6 PHP 3-B154TB
  457,2 18.0 467,4 18.4 A-3 25171) 476,3 19,05 63,50 63,50 – 44,45 19,05 20,0 PHP 3-B184TB
          
  497,8 19.6 508,0 20.0 A-3 3020 516,9 31,75 76,20 63,50 – 50,80 12,70 26,3 PHP 3-B200TB
  624,8 24.6 635,0 25.0 A-3 3020 643,9 31,75 76,20 63,50 – 50,80 12,70 33,6 PHP 3-B250TB
  751,8 29.6 762,0 30.0 A-3 3020 770,9 31,75 76,20 63,50 – 50,80 12,70 38,1 PHP 3-B300TB
  955,0 37.6 965,2 38.0 B-3 3020 974,1 31,75 76,20 63,50 – 76,20 12,70 61,2 PHP 3-B380TB
          
A/B 4 76,2 3.0 86,4 3.4 A-1 1210 95,3 15,88 31,75 82,55 57,15 25,40 – 1,4 PHP 4-B34TB
  81,3 3.2 91,4 3.6 A-1 1210 100,3 15,88 31,75 82,55 57,15 25,40 – 1,6 PHP 4-B36TB
  86,4 3.4 96,5 3.8 A-1 1610 105,4 12,70 41,28 82,55 57,15 25,40 – 1,8 PHP 4-B38TB
  91,4 3.6 101,6 4.0 A-1 1610 110,5 12,70 41,28 82,55 57,15 25,40 – 2,3 PHP 4-B40TB
  96,5 3.8 106,7 4.2 A-1 1610 115,6 12,70 41,28 82,55 57,15 25,40 – 2,5 PHP 4-B42TB
          
  101,6 4.0 111,8 4.4 A-1 1610 120,7 12,70 41,28 82,55 57,15 25,40 – 2,7 PHP 4-B44TB
  106,7 4.2 116,8 4.6 A-1 1610 125,7 12,70 41,28 82,55 57,15 25,40 – 3,2 PHP 4-B46TB
  111,8 4.4 121,9 4.8 A-1 1610 130,8 12,70 41,28 82,55 57,15 25,40 – 3,6 PHP 4-B48TB
  116,8 4.6 127,0 5.0 A-1 25171) 135,9 19,05 63,50 82,55 38,10 44,45 – 3,9 PHP 4-B50TB
  121,9 4.8 132,1 5.2 A-1 25171) 141,0 19,05 63,50 82,55 38,10 44,45 – 4,1 PHP 4-B52TB
          
  127,0 5.0 137,2 5.4 A-1 25171) 146,1 19,05 63,50 82,55 38,10 44,45 – 4,3 PHP 4-B54TB
  132,1 5.2 142,2 5.6 A-1 25171) 151,1 19,05 63,50 82,55 38,10 44,45 – 4,5 PHP 4-B56TB
  137,2 5.4 147,3 5.8 A-1 25171) 156,2 19,05 63,50 82,55 38,10 44,45 – 5,4 PHP 4-B58TB
  142,2 5.6 152,4 6.0 A-1 25171) 161,3 19,05 63,50 82,55 38,10 44,45 – 5,7 PHP 4-B60TB
  147,3 5.8 157,5 6.2 A-1 25171) 166,4 19,05 63,50 82,55 38,10 44,45 – 5,9 PHP 4-B62TB
          
  152,4 6.0 162,6 6.4 A-1 25171) 171,5 19,05 63,50 82,55 38,10 44,45 – 6,4 PHP 4-B64TB
  157,5 6.2 167,6 6.6 A-1 25171) 176,5 19,05 63,50 82,55 38,10 44,45 – 6,8 PHP 4-B66TB
  162,6 6.4 172,7 6.8 A-1 25171) 181,6 19,05 63,50 82,55 38,10 44,45 – 7,3 PHP 4-B68TB
  177,8 7.0 188,0 7.4 A-1 25171) 196,9 19,05 63,50 82,55 38,10 44,45 – 9,1 PHP 4-B74TB
  208,3 8.2 218,4 8.6 A-2 25171) 227,3 19,05 63,50 82,55 38,10 44,45 – 9,5 PHP 4-B86TB
          
  228,6 9.0 238,8 9.4 A-2 25171) 247,7 19,05 63,50 82,55 38,10 44,45 – 10,4 PHP 4-B94TB
  269,2 10.6 279,4 11.0 A-2 25171) 288,3 19,05 63,50 82,55 38,10 44,45 – 12,7 PHP 4-B110TB
  304,8 12.0 315,0 12.4 A-3 25171) 323,9 19,05 63,50 82,55 9,53 44,45 28,58 15,4 PHP 4-B124TB
  381,0 15.0 391,2 15.4 A-3 25171) 400,1 19,05 63,50 82,55 9,53 44,45 28,58 19,1 PHP 4-B154TB
  457,2 18.0 467,4 18.4 A-3 25171) 476,3 19,05 63,50 82,55 12,70 44,45 25,40 24,0 PHP 4-B184TB
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 
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Classical V-belt pulleys 

A/B taper bushed 
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Type A-1 Type A-2 Type A-3
 

 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type 
Bushing
number 

Dimensions Mass2) Designation
Belt A  Belt B Outer

diameter
 

PD  PD OD B F E L M 
Min. Max.

 

– – mm in. mm in.   mm       kg  
 

 

          
A/B 4 497,8 19.6 508,0 20.0 A-3 3020 516,9 31,75 76,20 82,55 12,70 50,80 19,05 28,6 PHP 4-B200TB
  624,8 24.6 635,0 25.0 A-3 3030 643,9 31,75 76,20 82,55 – 76,20 31,75 36,3 PHP 4-B250TB
  751,8 29.6 762,0 30.0 A-3 3030 770,9 31,75 76,20 82,55 – 76,20 31,75 45,4 PHP 4-B300TB
  955,0 37.6 965,2 38.0 A-3 3030 974,1 31,75 76,20 82,55 – 76,20 31,75 64,4 PHP 4-B380TB
          
A/B 5 76,2 3.0 86,4 3.4 A-1 1210 95,3 15,88 31,75 101,60 63,50 38,10 – 2,3 PHP 5-B34TB
  81,3 3.2 91,4 3.6 A-1 1210 100,3 15,88 31,75 101,60 63,50 38,10 – 2,5 PHP 5-B36TB
  86,4 3.4 96,5 3.8 A-1 1215 105,4 15,88 41,28 101,60 63,50 38,10 – 2,7 PHP 5-B38TB
  91,4 3.6 101,6 4.0 A-1 1215 110,5 15,88 41,28 101,60 63,50 38,10 – 3,0 PHP 5-B40TB
  96,5 3.8 106,7 4.2 A-1 1615 115,6 12,70 41,28 101,60 63,50 38,10 – 3,2 PHP 5-B42TB
          
  101,6 4.0 111,8 4.4 A-1 1615 120,7 12,70 41,28 101,60 63,50 38,10 – 3,6 PHP 5-B44TB
  106,7 4.2 116,8 4.6 A-1 1615 125,7 12,70 41,28 101,60 63,50 38,10 – 4,1 PHP 5-B46TB
  116,8 4.6 127,0 5.0 A-1 1615 135,9 12,70 41,28 101,60 22,23 38,10 – 4,8 PHP 5-B50TB
  121,9 4.8 132,1 5.2 A-1 1615 141,0 12,70 41,28 101,60 22,23 38,10 – 5,1 PHP 5-B52TB
  127,0 5.0 137,2 5.4 A-1 25171) 146,1 19,05 63,50 101,60 57,15 44,45 – 5,2 PHP 5-B54TB
          
  132,1 5.2 142,2 5.6 A-1 25171) 151,1 19,05 63,50 101,60 57,15 44,45 – 5,4 PHP 5-B56TB
  142,2 5.6 152,4 6.0 A-1 25171) 161,3 19,05 63,50 101,60 57,15 44,45 – 6,4 PHP 5-B60TB
  152,4 6.0 162,6 6.4 A-1 25171) 171,5 19,05 63,50 101,60 57,15 44,45 – 7,3 PHP 5-B64TB
  162,6 6.4 172,7 6.8 A-1 25171) 181,6 19,05 63,50 101,60 57,15 44,45 – 8,2 PHP 5-B68TB
  177,8 7.0 188,0 7.4 A-1 25171) 196,9 19,05 63,50 101,60 57,15 44,45 – 10,0 PHP 5-B74TB
          
  208,3 8.2 218,4 8.6 A-2 25171) 227,3 19,05 63,50 101,60 57,15 44,45 – 10,9 PHP 5-B86TB
  228,6 9.0 238,8 9.4 A-2 25171) 247,7 19,05 63,50 101,60 57,15 44,45 – 11,8 PHP 5-B94TB
  269,2 10.6 279,4 11.0 A-2 25171) 288,3 19,05 63,50 101,60 57,15 44,45 – 15,9 PHP 5-B110TB
  304,8 12.0 315,0 12.4 A-3 25171) 323,9 19,05 63,50 101,60 19,05 44,45 38,10 18,1 PHP 5-B124TB
  381,0 15.0 391,2 15.4 A-3 25171) 400,1 19,05 63,50 101,60 19,05 44,45 38,10 21,3 PHP 5-B154TB
          
  457,2 18.0 467,4 18.4 A-3 25171) 476,3 19,05 63,50 101,60 19,05 44,45 38,10 23,6 PHP 5-B184TB
  497,8 19.6 508,0 20.0 A-3 3030 516,9 31,75 76,20 101,60 6,35 76,20 19,05 34,0 PHP 5-B200TB
  624,8 24.6 635,0 25.0 A-3 3030 643,9 31,75 76,20 101,60 6,35 76,20 19,05 36,7 PHP 5-B250TB
  751,8 29.6 762,0 30.0 A-3 3030 770,9 31,75 76,20 101,60 6,35 76,20 19,05 49,4 PHP 5-B300TB
  955,0 37.6 965,2 38.0 A-3 3030 974,1 31,75 76,20 101,60 6,35 76,20 19,05 71,7 PHP 5-B380TB
          
A/B 6 96,5 3.8 106,7 4.2 A-1 1615 115,6 12,70 41,28 120,65 82,55 38,10 – 3,6 PHP 6-B42TB
  101,6 4.0 111,8 4.4 A-1 1615 120,7 12,70 41,28 120,65 82,55 38,10 – 4,1 PHP 6-B44TB
  106,7 4.2 116,8 4.6 A-1 1615 125,7 12,70 41,28 120,65 82,55 38,10 –   4,5 PHP 6-B46TB
  116,8 4.6 127,0 5.0 A-1 1615 135,9 12,70 41,28 120,65 31,75 38,10 50,80 5,4 PHP 6-B50TB
  121,9 4.8 132,1 5.2 A-1 1615 141,0 12,70 41,28 120,65 31,75 38,10 50,80 5,8 PHP 6-B52TB
          
  127,0 5.0 137,2 5.4 A-1 1615 146,1 12,70 41,28 120,65 31,75 38,10 50,80 6,2 PHP 6-B54TB
  132,1 5.2 142,2 5.6 A-1 1615 151,1 12,70 41,28 120,65 31,75 38,10 50,80 6,6 PHP 6-B56TB
  142,2 5.6 152,4 6.0 A-1 25171) 161,3 19,05 63,50 120,65 76,20 44,45 – 7,3 PHP 6-B60TB
  152,4 6.0 162,6 6.4 A-1 25171) 171,5 19,05 63,50 120,65 76,20 44,45 – 8,9 PHP 6-B64TB
  162,6 6.4 172,7 6.8 A-1 25171) 181,6 19,05 63,50 120,65 76,20 44,45 – 9,5 PHP 6-B68TB
          
  177,8 7.0 188,0 7.4 A-1 25171) 196,9 19,05 63,50 120,65 76,20 44,45 – 11,3 PHP 6-B74TB
  208,3 8.2 218,4 8.6 A-2 25171) 227,3 19,05 63,50 120,65 76,20 44,45 – 12,3 PHP 6-B86TB
  228,6 9.0 238,8 9.4 A-2 25171) 247,7 19,05 63,50 120,65 76,20 44,45 –   12,7 PHP 6-B94TB
  269,2 10.6 279,4 11.0 A-2 25171) 288,3 19,05 63,50 120,65 76,20 44,45 –   15,4 PHP 6-B110TB
  304,8 12.0 315,0 12.4 A-3 25171) 323,9 19,05 63,50 120,65 28,58 44,45 47,63 19,5 PHP 6-B124TB
          
  381,0 15.0 391,2 15.4 A-3 25171) 400,1 19,05 63,50 120,65 38,10 44,45 38,10 23,6 PHP 6-B154TB
  457,2 18.0 467,4 18.4 A-3 25171) 476,3 19,05 63,50 120,65 38,10 44,45 38,10 28,1 PHP 6-B184TB
  497,8 19.6 508,0 20.0 A-3 3030 516,9 31,75 76,20 120,65 12,70 76,20 31,75 38,6 PHP 6-B200TB
  624,8 24.6 635,0 25.0 A-3 3030 643,9 31,75 76,20 120,65 12,70 76,20 31,75 45,4 PHP 6-B250TB
  751,8 29.6 762,0 30.0 A-3 3030 770,9 31,75 76,20 120,65 12,70 76,20 31,75 62,1 PHP 6-B300TB
          
  955,0 37.6 965,2 38.0 A-3 3030 974,1 31,75 76,20 120,65 12,70 76,20 31,75 76,2 PHP 6-B380TB
          
A/B 8 127,0 5.0 137,2 5.4 A-1 25171) 146,1 19,05 63,50 158,75 47,63 44,45 66,68 7,3 PHP 8-B54TB
  132,1 5.2 142,2 5.6 A-1 25171) 151,1 19,05 63,50 158,75 47,63 44,45 66,68 7,7 PHP 8-B56TB
  142,2 5.6 152,4 6.0 A-1 25171) 161,3 19,05 63,50 158,75 47,63 44,45 66,68 8,6 PHP 8-B60TB
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 
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Classical V-belt pulleys 

A/B taper bushed 
 

 
 
 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type 
Bushing
number 

Dimensions Mass2) Designation
Belt A  Belt B  Outer

diameter
 

PD  PD  OD B F E L M 
Min. Max.

 

– – mm in. mm in.   mm       kg  
 

 

          
A/B 8 152,4 6.0 162,6 6.4 A-1 25171) 171,5 19,05 63,50 158,75 47,63 44,45 66,68 9,5 PHP 8-B64TB
  162,6 6.4 172,7 6.8 A-1 25171) 181,6 19,05 63,50 158,75 47,63 44,45 66,68 11,3 PHP 8-B68TB
  177,8 7.0 188,0 7.4 A-1 25171) 196,9 19,05 63,50 158,75 47,63 44,45 66,68 13,2 PHP 8-B74TB
  208,3 8.2 218,4 8.6 A-1 3030 227,3 31,75 76,20 158,75 25,40 76,20 57,15 16,8 PHP 8-B86TB
  228,6 9.0 238,8 9.4 A-2 3030 252,7 31,75 76,20 158,75 25,40 76,20 57,15 18,6 PHP 8-B94TB
          
  269,2 10.6 279,4 11.0 A-2 3030 288,3 31,75 76,20 158,75 25,40 76,20 57,15 23,1 PHP 8-B110TB
  304,8 12.0 315,0 12.4 A-3 3030 323,9 31,75 76,20 158,75 25,40 76,20 57,15 25,4 PHP 8-B124TB
  381,0 15.0 391,2 15.4 A-3 3030 400,1 31,75 76,20 158,75 25,40 76,20 57,15 31,3 PHP 8-B154TB
  457,2 18.0 467,4 18.4 A-3 3030 476,3 31,75 76,20 158,75 25,40 76,20 57,15 44,9 PHP 8-B184TB
  497,8 19.6 508,0 20.0 A-3 3030 516,9 31,75 76,20 158,75 25,40 76,20 57,15 52,2 PHP 8-B200TB
          
  624,8 24.6 635,0 25.0 A-3 35351) 643,9 50,80 88,90 158,75 19,05 88,90 50,80 65,8 PHP 8-B250TB
  751,8 29.6 762,0 30.0 A-3 35351) 770,9 50,80 88,90 158,75 19,05 88,90 50,80 77,1 PHP 8-B300TB
  955,0 37.6 965,2 38.0 A-3 4040 974,1 44,45 101,60 158,75 28,58 101,60 28,58 117,9 PHP 8-B380TB
          
A/B 10 127,0 5.0 137,2 5.4 A-1 25171) 146,1 19,05 63,50 196,85 76,20 44,45 76,20 8,2 PHP 10-B54TB
  132,1 5.2 142,2 5.6 A-1 25171) 151,1 19,05 63,50 196,85 76,20 44,45 76,20 9,1 PHP 10-B56TB
  142,2 5.6 152,4 6.0 A-1 25171) 161,3 19,05 63,50 196,85 76,20 44,45 76,20 10,0 PHP 10-B60TB
  152,4 6.0 162,6 6.4 A-1 25171) 171,5 19,05 63,50 196,85 76,20 44,45 76,20 11,6 PHP 10-B64TB
  162,6 6.4 172,7 6.8 A-1 25171) 181,6 19,05 63,50 196,85 76,20 44,45 76,20 12,7 PHP 10-B68TB
          
  177,8 7.0 188,0 7.4 A-1 25171) 196,9 19,05 63,50 196,85 76,20 44,45 76,20 15,9 PHP 10-B74TB
  208,3 8.2 218,4 8.6 A-1 3030 227,3 31,75 76,20 196,85 50,80 76,20 69,85 19,5 PHP 10-B86TB
  228,6 9.0 238,8 9.4 A-2 3030 252,7 31,75 76,20 196,85 50,80 76,20 69,85 20,9 PHP 10-B94TB
  269,2 10.6 279,4 11.0 A-2 3030 288,3 31,75 76,20 196,85 50,80 76,20 69,85 23,6 PHP 10-B110TB
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 
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Classical V-belt pulleys 

C taper bushed 
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Type A-1 Type A-2 Type A-3 Type B-3 

 

 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley

type 
Bushing 
number 

Dimensions Mass2) Designation
Outer 
diameter

 

PD  OD B F E L M 
Min. Max.

 

– – mm in. – – mm       kg – 
 

 

          
C 2 177,8 7.0 A-1 25171) 188,0 19,05 63,50 60,33 15,88 44,45 – 6,8 PHP 2-C70TB
  190,5 7.5 A-1 25171) 200,7 19,05 63,50 60,33 15,88 44,45 – 7,7 PHP 2-C75TB
  203,2 8.0 A-1 25171) 213,4 19,05 63,50 60,33 15,88 44,45 – 9,1 PHP 2-C80TB
  215,9 8.5 A-2 25171) 226,1 19,05 63,50 60,33 15,88 44,45 – 10,0 PHP 2-C85TB
  228,6 9.0 A-2 25171) 238,8 19,05 63,50 60,33 15,88 44,45 – 10,4 PHP 2-C90TB
          
  241,3 9.5 A-2 25171) 251,5 19,05 63,50 60,33 15,88 44,45 – 10,9 PHP 2-C95TB
  254,0 10.0 A-2 25171) 264,2 19,05 63,50 60,33 15,88 44,45 – 11,3 PHP 2-C100TB
  266,7 10.5 A-2 25171) 276,9 19,05 63,50 60,33 15,88 44,45 – 11,8 PHP 2-C105TB
  279,4 11.0 A-2 25171) 289,6 19,05 63,50 60,33 15,88 44,45 – 12,3 PHP 2-C110TB
  304,8 12.0 A-2 25171) 315,0 19,05 63,50 60,33 15,88 44,45 – 15,0 PHP 2-C120TB
          
  330,2 13.0 A-3 25171) 340,4 19,05 63,50 60,33 15,88 44,45 – 15,9 PHP 2-C130TB
  355,6 14.0 A-3 25171) 365,8 19,05 63,50 60,33 15,88 44,45 – 16,3 PHP 2-C140TB
  406,4 16.0 A-3 25171) 416,6 19,05 63,50 60,33 15,88 44,45 – 19,1 PHP 2-C160TB
  457,2 18.0 A-3 3020 467,4 31,75 76,20 60,33 – 50,80 9,53 19,1 PHP 2-C180TB
  508,0 20.0 A-3 3020 518,2 31,75 76,20 60,33 – 50,80 9,53 20,4 PHP 2-C200TB
          
  609,6 24.0 A-3 3020 619,8 31,75 76,20 60,33 – 50,80 9,53 32,7 PHP 2-C240TB
          
C 3 177,8 7.0 A-1 25171) 188,0 19,05 63,50 85,73 6,35 44,45 34,93 8,2 PHP 3-C70TB
  190,5 7.5 A-1 25171) 200,7 19,05 63,50 85,73 6,35 44,45 34,93 9,1 PHP 3-C75TB
  203,2 8.0 A-1 25171) 213,4 19,05 63,50 85,73 6,35 44,45 34,93 10,0 PHP 3-C80TB
  215,9 8.5 A-2 25171) 226,1 19,05 63,50 85,73 6,35 44,45 34,93 10,4 PHP 3-C85TB
  228,6 9.0 A-2 25171) 238,8 19,05 63,50 85,73 6,35 44,45 34,93 10,9 PHP 3-C90TB
          
  241,3 9.5 A-2 25171) 251,5 19,05 63,50 85,73 6,35 44,45 34,93 12,3 PHP 3-C95TB
  254,0 10.0 A-2 25171) 264,2 19,05 63,50 85,73 6,35 44,45 34,93 13,2 PHP 3-C100TB
  266,7 10.5 A-2 25171) 276,9 19,05 63,50 85,73 6,35 44,45 34,93 14,5 PHP 3-C105TB
  279,4 11.0 A-2 25171) 289,6 19,05 63,50 85,73 6,35 44,45 34,93 15,9 PHP 3-C110TB
  304,8 12.0 A-2 3020 315,0 31,75 76,20 85,73 – 50,80 34,93 20,0 PHP 3-C120TB
          
  330,2 13.0 A-3 3020 340,4 31,75 76,20 85,73 – 50,80 34,93 22,2 PHP 3-C130TB
  355,6 14.0 A-3 3020 365,8 31,75 76,20 85,73 – 50,80 34,93 22,7 PHP 3-C140TB
  406,4 16.0 A-3 3020 416,6 31,75 76,20 85,73 – 50,80 34,93 29,0 PHP 3-C160TB
  457,2 18.0 A-3 3030 467,4 31,75 76,20 85,73 – 76,20 9,53 29,0 PHP 3-C180TB
  508,0 20.0 A-3 3030 518,2 31,75 76,20 85,73 – 76,20 9,53 35,4 PHP 3-C200TB
          
  609,6 24.0 A-3 3030 619,8 31,75 76,20 85,73 – 76,20 9,53 43,5 PHP 3-C240TB
  762,0 30.0 B-3 35351) 772,2 50,80 88,90 85,73 – 88,90 3,18 56,7 PHP 3-C300TB
  914,4 36.0 B-3 35351) 924,6 50,80 88,90 85,73 – 88,90 3,18 79,4 PHP 3-C360TB
          
C 4 177,8 7.0 A-1 25171) 188,0 19,05 63,50 111,13 12,70 44,45 53,98 9,1 PHP 4-C70TB
  190,5 7.5 A-1 25171) 200,7 19,05 63,50 111,13 12,70 44,45 53,98 10,4 PHP 4-C75TB
  203,2 8.0 A-1 25171) 213,4 19,05 63,50 111,13 12,70 44,45 53,98 11,3 PHP 4-C80TB
  215,9 8.5 A-2 25171) 226,1 19,05 63,50 111,13 12,70 44,45 53,98 11,8 PHP 4-C85TB
  228,6 9.0 A-2 25171) 238,8 19,05 63,50 111,13 12,70 44,45 53,98 12,3 PHP 4-C90TB
          
  241,3 9.5 A-2 25171) 251,5 19,05 63,50 111,13 12,70 44,45 53,98 16,3 PHP 4-C95TB
  254,0 10.0 A-2 25171) 264,2 19,05 63,50 111,13 12,70 44,45 53,98 17,7 PHP 4-C100TB
  266,7 10.5 A-2 25171) 276,9 19,05 63,50 111,13 12,70 44,45 53,98 19,1 PHP 4-C105TB
  279,4 11.0 A-2 25171) 289,6 19,05 63,50 111,13 12,70 44,45 53,98 20,4 PHP 4-C110TB
  304,8 12.0 A-2 25171) 315,0 19,05 76,20 111,13 – 76,20 34,93 21,3 PHP 4-C120TB
          
  330,2 13.0 A-3 3030 340,4 31,75 76,20 111,13 – 76,20 34,93 23,1 PHP 4-C130TB
  355,6 14.0 A-3 3030 365,8 31,75 76,20 111,13 – 76,20 34,93 24,5 PHP 4-C140TB
  406,4 16.0 A-3 3030 416,6 31,75 76,20 111,13 – 76,20 34,93 32,2 PHP 4-C160TB
  457,2 18.0 A-3 3030 467,4 31,75 76,20 111,13 – 76,20 34,93 36,7 PHP 4-C180TB
  508,0 20.0 A-3 3030 518,2 31,75 76,20 111,13 – 76,20 34,93 38,1 PHP 4-C200TB
          
  609,6 24.0 A-3 3030 619,8 31,75 76,20 111,13 – 76,20 34,93 52,6 PHP 4-C240TB
  762,0 30.0 A-3 35351) 772,2 50,80 88,90 111,13 – 88,90 22,23 74,4 PHP 4-C300TB
  914,4 36.0 A-3 35351) 924,6 50,80 88,90 111,13 – 88,90 22,23 87,1 PHP 4-C360TB
  1117,6 44.0 A-3 4040 1127,8 44,45 101,60 111,13 – 101,60 9,53 127,9 PHP 4-C440TB
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 
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Classical V-belt pulleys 

C taper bushed 
 

 
 
 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type 
Bushing 
number 

Dimensions Mass2) Designation
Outer
diameter

 

PD  OD B F E L M 
Min. Max.

 

– – mm in. – – mm       kg – 
 

 

        
C 5 177,8 7.0 A-1 25171) 188,0 19,05 63,50 136,53 38,10 44,45 53,98 10,4 PHP 5-C70TB
  190,5 7.5 A-1 25171) 200,7 19,05 63,50 136,53 38,10 44,45 53,98 11,8 PHP 5-C75TB
  203,2 8.0 A-1 25171) 213,4 19,05 63,50 136,53 38,10 44,45 53,98 13,6 PHP 5-C80TB
  215,9 8.5 A-1 25171) 226,1 19,05 63,50 136,53 38,10 44,45 53,98 15,4 PHP 5-C85TB
  228,6 9.0 A-2 25171) 238,8 19,05 63,50 136,53 38,10 44,45 53,98 15,9 PHP 5-C90TB
        
  241,3 9.5 A-2 25171) 251,5 19,05 63,50 136,53 38,10 44,45 53,98 16,3 PHP 5-C95TB
  254,0 10.0 A-2 25171) 264,2 19,05 63,50 136,53 38,10 44,45 53,98 17,7 PHP 5-C100TB
  266,7 10.5 A-2 25171) 276,9 19,05 63,50 136,53 38,10 44,45 53,98 19,1 PHP 5-C105TB
  279,4 11.0 A-2 25171) 289,6 19,05 63,50 136,53 38,10 44,45 53,98 19,5 PHP 5-C110TB
  304,8 12.0 A-2 3030 315,0 31,75 76,20 136,53 12,70 76,20 47,63 26,3 PHP 5-C120TB
        
  330,2 13.0 A-3 3030 340,4 31,75 76,20 136,53 12,70 76,20 47,63 28,6 PHP 5-C130TB
  355,6 14.0 A-3 3030 365,8 31,75 76,20 136,53 12,70 76,20 47,63 29,5 PHP 5-C140TB
  406,4 16.0 A-3 3030 416,6 31,75 76,20 136,53 12,70 76,20 47,63 31,8 PHP 5-C160TB
  457,2 18.0 A-3 3030 467,4 31,75 76,20 136,53 12,70 76,20 47,63 37,7 PHP 5-C180TB
  508,0 20.0 A-3 35351) 518,2 50,80 88,90 136,53 – 88,90 47,63 49,9 PHP 5-C200TB
        
  609,6 24.0 A-3 35351) 619,8 50,80 88,90 136,53 – 88,90 47,63 62,6 PHP 5-C240TB
  762,0 30.0 A-3 35351) 772,2 50,80 88,90 136,53 – 88,90 47,63 79,8 PHP 5-C300TB
  914,4 36.0 A-3 4040 924,6 44,45 101,60 136,53 6,35 101,60 28,58 110,7 PHP 5-C360TB
  1117,6 44.0 A-3 4040 1127,8 44,45 101,60 136,53 6,35 101,60 28,58 130,6 PHP 5-C440TB
        
C 6 177,8 7.0 A-1 3030 188,0 31,75 76,20 161,93 25,40 76,20 60,33 13,6 PHP 6-C70TB
  190,5 7.5 A-1 3030 200,7 31,75 76,20 161,93 25,40 76,20 60,33 14,1 PHP 6-C75TB
  203,2 8.0 A-1 3030 213,4 31,75 76,20 161,93 25,40 76,20 60,33 15,9 PHP 6-C80TB
  215,9 8.5 A-1 3030 226,1 31,75 76,20 161,93 25,40 76,20 60,33 18,1 PHP 6-C85TB
  228,6 9.0 A-1 3030 238,8 31,75 76,20 161,93 25,40 76,20 60,33 21,3 PHP 6-C90TB
        
  241,3 9.5 A-1 3030 251,5 31,75 76,20 161,93 25,40 76,20 60,33 24,0 PHP 6-C95TB
  254,0 10.0 A-1 3030 264,2 31,75 76,20 161,93 25,40 76,20 60,33 25,9 PHP 6-C100TB
  266,7 10.5 A-2 3030 276,9 31,75 76,20 161,93 25,40 76,20 60,33 26,3 PHP 6-C105TB
  279,4 11.0 A-2 3030 289,6 31,75 76,20 161,93 25,40 76,20 60,33 29,9 PHP 6-C110TB
  304,8 12.0 A-2 3030 315,0 31,75 76,20 161,93 25,40 76,20 60,33 31,8 PHP 6-C120TB
        
  330,2 13.0 A-3 3030 340,4 31,75 76,20 161,93 25,40 76,20 60,33 34,0 PHP 6-C130TB
  355,6 14.0 A-3 35351) 365,8 50,80 88,90 161,93 12,70 88,90 60,33 36,3 PHP 6-C140TB
  406,4 16.0 A-3 35351) 416,6 50,80 88,90 161,93 12,70 88,90 60,33 39,5 PHP 6-C160TB
  457,2 18.0 A-3 35351) 467,4 50,80 88,90 161,93 12,70 88,90 60,33 46,3 PHP 6-C180TB
  508,0 20.0 A-3 35351) 518,2 50,80 88,90 161,93 12,70 88,90 60,33 57,2 PHP 6-C200TB
        
  609,6 24.0 A-3 35351) 619,8 50,80 88,90 161,93 12,70 88,90 60,33 68,0 PHP 6-C240TB
  762,0 30.0 A-3 4040 772,2 44,45 101,60 161,93 25,40 101,60 34,93 102,5 PHP 6-C300TB
  914,4 36.0 A-3 4040 924,6 44,45 101,60 161,93 25,40 101,60 34,93 122,5 PHP 6-C360TB
  1117,6 44.0 A-3 4040 1127,8 44,45 101,60 161,93 25,40 101,60 34,93 145,2 PHP 6-C440TB
        
C 8 203,2 8.0 A-1 3030 213,4 31,75 76,20 212,73 50,80 76,20 85,73 20,4 PHP 8-C80TB
  215,9 8.5 A-1 3030 226,1 31,75 76,20 212,73 50,80 76,20 85,73 21,3 PHP 8-C85TB
  228,6 9.0 A-1 35351) 238,8 50,80 88,90 212,73 38,10 88,90 85,73 29,0 PHP 8-C90TB
  241,3 9.5 A-1 35351) 251,5 50,80 88,90 212,73 38,10 88,90 85,73 30,4 PHP 8-C95TB
  254,0 10.0 A-1 35351) 264,2 50,80 88,90 212,73 38,10 88,90 85,73 31,8 PHP 8-C100TB
        
  266,7 10.5 A-1 35351) 276,9 50,80 88,90 212,73 38,10 88,90 85,73 38,1 PHP 8-C105TB
  279,4 11.0 A-1 35351) 289,6 50,80 88,90 212,73 38,10 88,90 85,73 39,5 PHP 8-C110TB
  304,8 12.0 A-2 35351) 315,0 50,80 88,90 212,73 38,10 88,90 85,73 40,8 PHP 8-C120TB
  330,2 13.0 A-2 35351) 340,4 50,80 88,90 212,73 38,10 88,90 85,73 44,0 PHP 8-C130TB
  355,6 14.0 A-2 35351) 365,8 50,80 88,90 212,73 38,10 88,90 85,73 47,6 PHP 8-C140TB
        
  406,4 16.0 A-3 35351) 416,6 50,80 88,90 212,73 38,10 88,90 85,73 52,2 PHP 8-C160TB
  457,2 18.0 A-3 4040 467,4 44,45 101,60 212,73 38,10 101,60 73,03 62,1 PHP 8-C180TB
  508,0 20.0 A-3 4040 518,2 44,45 101,60 212,73 38,10 101,60 73,03 81,7 PHP 8-C200TB
  609,6 24.0 A-3 4040 619,8 44,45 101,60 212,73 38,10 101,60 73,03 93,0 PHP 8-C240TB
  762,0 30.0 A-3 4040 772,2 44,45 101,60 212,73 38,10 101,60 73,03 119,3 PHP 8-C300TB
        
  914,4 36.0 A-3 4545 924,6 57,15 114,30 212,73 31,75 114,30 66,68 155,6 PHP 8-C360TB
  1117,6 44.0 A-3 4545 1127,8 57,15 114,30 212,73 31,75 114,30 66,68 196,0 PHP 8-C440TB
        
C 10 228,6 9.0 A-1 4545 238,8 57,15 114,30 263,53 38,10 114,30 111,13 25,9 PHP 10-C90TB
  241,3 9.5 A-1 4545 251,5 57,15 114,30 263,53 38,10 114,30 111,13 29,9 PHP 10-C95TB
  254,0 10.0 A-1 4545 264,2 57,15 114,30 263,53 38,10 114,30 111,13 34,9 PHP 10-C100TB
  266,7 10.5 A-1 4545 276,9 57,15 114,30 263,53 38,10 114,30 111,13 39,5 PHP 10-C105TB
  279,4 11.0 A-1 4545 289,6 57,15 114,30 263,53 38,10 114,30 111,13 44,5 PHP 10-C110TB
        
  304,8 12.0 A-1 4545 315,0 57,15 114,30 263,53 38,10 114,30 111,13 54,9 PHP 10-C120TB
  330,2 13.0 A-1 4545 340,4 57,15 114,30 263,53 50,80 114,30 98,43 66,2 PHP 10-C130TB
  355,6 14.0 A-2 4545 365,8 57,15 114,30 263,53 50,80 114,30 98,43 78,5 PHP 10-C140TB
  406,4 16.0 A-2 4545 416,6 57,15 114,30 263,53 50,80 114,30 98,43 105,7 PHP 10-C160TB
  457,2 18.0 A-2 4545 467,4 57,15 114,30 263,53 50,80 114,30 98,43 79,8 PHP 10-C180TB
        
  508,0 20.0 A-3 4545 518,2 57,15 114,30 263,53 50,80 114,30 98,43 91,2 PHP 10-C200TB
  609,6 24.0 A-3 4545 619,8 57,15 114,30 263,53 50,80 114,30 98,43 110,2 PHP 10-C240TB
  762,0 30.0 A-3 4545 772,2 57,15 114,30 263,53 50,80 114,30 98,43 145,2 PHP 10-C300TB
  914,4 36.0 A-3 4545 924,6 57,15 114,30 263,53 50,80 114,30 98,43 210,5 PHP 10-C360TB
  1117,6 44.0 A-3 4545 1127,8 57,15 114,30 263,53 50,80 114,30 98,43 230,4 PHP 10-C440TB
        
C 12 228,6 9.0 A-1 4040 238,8 44,45 101,60 314,33 88,90 101,60 123,83 29,5 PHP 12-C90TB
  241,3 9.5 A-1 4040 251,5 44,45 101,60 314,33 88,90 101,60 123,83 34,0 PHP 12-C95TB
  254,0 10.0 A-1 4040 264,2 44,45 101,60 314,33 88,90 101,60 123,83 38,6 PHP 12-C100TB
        
        
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 
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Classical V-belt pulleys 

C taper bushed   |   D taper bushed 
 

 
 

E L M

F

PDOD

 

 
F

E ML

OD PD

 
F

OD PD

E ML

Type A-1 Type A-2 Type A-3
 

 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley

type 
Bushing 
number 

Dimensions Mass2) Designation
Outer 
diameter

 

PD  OD B F E L M 
Min. Max.

 

– – mm in. – – mm       kg – 
 

 

          
C 12 266,7 10.5 A-1 4040 276,9 44,45 101,60 314,33 88,90 101,60 123,83 43,1 PHP 12-C105TB
  279,4 11.0 A-1 4040 289,6 44,45 101,60 314,33 88,90 101,60 123,83 47,2 PHP 12-C110TB
  304,8 12.0 A-1 4040 315,0 44,45 101,60 314,33 88,90 101,60 123,83 57,2 PHP 12-C120TB
  330,2 13.0 A-1 4545 340,4 57,15 114,30 314,33 76,20 114,30 123,83 70,8 PHP 12-C130TB
  355,6 14.0 A-1 4545 365,8 57,15 114,30 314,33 76,20 114,30 123,83 83,5 PHP 12-C140TB
          
D 4 304,8 12.0 A-2 35351) 320,0 50,80 88,90 153,99 19,05 88,90 46,04 28,6 PHP 4-D120TB
  330,2 13.0 A-2 35351) 345,4 50,80 88,90 153,99 19,05 88,90 46,04 33,1 PHP 4-D130TB
  342,9 13.5 A-2 35351) 358,1 50,80 88,90 153,99 19,05 88,90 46,04 35,4 PHP 4-D135TB
  355,6 14.0 A-2 35351) 370,8 50,80 88,90 153,99 19,05 88,90 46,04 37,7 PHP 4-D140TB
  368,3 14.5 A-2 35351) 383,5 50,80 88,90 153,99 19,05 88,90 46,04 42,6 PHP 4-D145TB
          
  381,0 15.0 A-2 35351) 396,2 50,80 88,90 153,99 19,05 88,90 46,04 42,6 PHP 4-D150TB
  393,7 15.5 A-2 35351) 408,9 50,80 88,90 153,99 19,05 88,90 46,04 44,9 PHP 4-D155TB
  406,4 16.0 A-2 35351) 421,6 50,80 88,90 153,99 19,05 88,90 46,04 47,2 PHP 4-D160TB
  457,2 18.0 A-3 35351) 472,4 50,80 88,90 153,99 19,05 88,90 46,04 49,4 PHP 4-D180TB
  558,8 22.0 A-3 4040 574,0 44,45 101,60 153,99 19,05 101,60 33,34 64,4 PHP 4-D220TB
          
  685,8 27.0 A-3 4040 701,0 44,45 101,60 153,99 19,05 101,60 33,34 82,6 PHP 4-D270TB
          
D 5 304,8 12.0 A-1 4040 320,0 44,45 101,60 190,50 6,35 101,60 69,85 37,2 PHP 5-D120TB
  330,2 13.0 A-2 4040 345,4 44,45 101,60 190,50 19,05 101,60 69,85 39,5 PHP 5-D130TB
  342,9 13.5 A-2 4040 358,1 44,45 101,60 190,50 19,05 101,60 69,85 41,7 PHP 5-D135TB
  355,6 14.0 A-2 4040 370,8 44,45 101,60 190,50 19,05 101,60 69,85 44,0 PHP 5-D140TB
  368,3 14.5 A-2 4040 383,5 44,45 101,60 190,50 19,05 101,60 69,85 46,3 PHP 5-D145TB
          
  381,0 15.0 A-2 4040 396,2 44,45 101,60 190,50 19,05 101,60 69,85 48,5 PHP 5-D150TB
  393,7 15.5 A-2 4040 408,9 44,45 101,60 190,50 19,05 101,60 69,85 50,8 PHP 5-D155TB
  406,4 16.0 A-2 4040 421,6 44,45 101,60 190,50 19,05 101,60 69,85 50,8 PHP 5-D160TB
  457,2 18.0 A-3 4040 472,4 44,45 101,60 190,50 25,40 101,60 63,50 59,9 PHP 5-D180TB
  558,8 22.0 A-3 4040 574,0 44,45 101,60 190,50 25,40 101,60 63,50 73,5 PHP 5-D220TB
          
  685,8 27.0 A-3 4040 701,0 44,45 101,60 190,50 25,40 101,60 63,50 93,9 PHP 5-D270TB
          
D 6 304,8 12.0 A-1 4040 320,0 44,45 101,60 227,01 25,40 101,60 100,01 45,4 PHP 6-D120TB
  330,2 13.0 A-2 4040 345,4 44,45 101,60 227,01 38,10 101,60 87,31 45,4 PHP 6-D130TB
  342,9 13.5 A-2 4040 358,1 44,45 101,60 227,01 38,10 101,60 87,31 48,5 PHP 6-D135TB
  355,6 14.0 A-2 4040 370,8 44,45 101,60 227,01 38,10 101,60 87,31 50,8 PHP 6-D140TB
  368,3 14.5 A-2 4040 383,5 44,45 101,60 227,01 38,10 101,60 87,31 53,1 PHP 6-D145TB
          
  381,0 15.0 A-2 4040 396,2 44,45 101,60 227,01 38,10 101,60 87,31 55,3 PHP 6-D150TB
  393,7 15.5 A-2 4040 408,9 44,45 101,60 227,01 38,10 101,60 87,31 57,6 PHP 6-D155TB
  406,4 16.0 A-2 4040 421,6 44,45 101,60 227,01 38,10 101,60 87,31 79,4 PHP 6-D160TB
  457,2 18.0 A-2 4040 472,4 44,45 101,60 227,01 38,10 101,60 87,31 83,9 PHP 6-D180TB
  558,8 22.0 A-3 4040 574,0 44,45 101,60 227,01 38,10 101,60 87,31 95,3 PHP 6-D220TB
          
  685,8 27.0 A-3 4545 701,0 57,15 114,30 227,01 44,45 114,30 68,26 117,9 PHP 6-D270TB
  838,2 33.0 A-3 4545 853,4 57,15 114,30 227,01 44,45 114,30 68,26 154,2 PHP 6-D330TB
          
D 8 304,8 12.0 A-1 4545 320,0 57,15 114,30 300,04 12,70 114,30 173,04 56,7 PHP 8-D120TB
  330,2 13.0 A-1 4545 345,4 57,15 114,30 300,04 12,70 114,30 173,04 70,3 PHP 8-D130TB
  342,9 13.5 A-2 4545 358,1 57,15 114,30 300,04 25,40 114,30 160,34 68,0 PHP 8-D135TB
  355,6 14.0 A-1 4545 370,8 57,15 114,30 300,04 25,40 114,30 160,34 70,3 PHP 8-D140TB
  368,3 14.5 A-2 4545 383,5 57,15 114,30 300,04 50,80 114,30 134,94 70,3 PHP 8-D145TB
          
  381,0 15.0 A-2 4545 396,2 57,15 114,30 300,04 50,80 114,30 134,94 61,2 PHP 8-D150TB
  393,7 15.5 A-2 4545 408,9 57,15 114,30 300,04 50,80 114,30 134,94 74,8 PHP 8-D155TB
  406,4 16.0 A-2 4545 421,6 57,15 114,30 300,04 50,80 114,30 134,94 74,8 PHP 8-D160TB
  457,2 18.0 A-2 4545 472,4 57,15 114,30 300,04 69,85 114,30 115,89 81,7 PHP 8-D180TB
  558,8 22.0 A-3 4545 574,0 57,15 114,30 300,04 69,85 114,30 115,89 124,7 PHP 8-D220TB
          
  685,8 27.0 A-3 4545 701,0 57,15 114,30 300,04 69,85 114,30 115,89 156,5 PHP 8-D270TB
  838,2 33.0 A-3 4545 853,4 57,15 114,30 300,04 69,85 114,30 115,89 206,4 PHP 8-D330TB
          
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 
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Classical V-belt pulleys 

D taper bushed 
 

 
 
 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type 
Bushing 
number 

Dimensions Mass1) Designation
Outer
diameter

 

PD  OD B F E L M 
Min. Max.

 

– – mm in. – – mm       kg – 
 

 

        
D 10 304,8 12.0 A-1 4545 320,0 57,15 114,30 373,06 60,33 114,30 198,44 63,5 PHP 10-D120TB
  330,2 13.0 A-1 4545 345,4 57,15 114,30 373,06 60,33 114,30 198,44 77,1 PHP 10-D130TB
  342,9 13.5 A-2 4545 358,1 57,15 114,30 373,06 60,33 114,30 198,44 77,1 PHP 10-D135TB
  355,6 14.0 A-2 4545 370,8 57,15 114,30 373,06 60,33 114,30 198,44 79,4 PHP 10-D140TB
  368,3 14.5 A-2 4545 383,5 57,15 114,30 373,06 60,33 114,30 198,44 81,7 PHP 10-D145TB
        
  381,0 15.0 A-2 4545 396,2 57,15 114,30 373,06 60,33 114,30 198,44 88,5 PHP 10-D150TB
  393,7 15.5 A-2 4545 408,9 57,15 114,30 373,06 60,33 114,30 198,44 79,4 PHP 10-D155TB
  406,4 16.0 A-2 4545 421,6 57,15 114,30 373,06 60,33 114,30 198,44 88,5 PHP 10-D160TB
  457,2 18.0 A-2 4545 472,4 57,15 114,30 373,06 101,60 114,30 157,16 88,5 PHP 10-D180TB
  558,8 22.0 A-3 4545 574,0 57,15 114,30 373,06 101,60 114,30 157,16 154,2 PHP 10-D220TB
        
  685,8 27.0 A-3 4545 701,0 57,15 114,30 373,06 101,60 114,30 157,16 188,2 PHP 10-D270TB
  838,2 33.0 A-3 4545 853,4 57,15 114,30 373,06 107,95 114,30 150,81 220,0 PHP 10-D330TB
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
        
 

 
 
 
 
1) Mass does not include bushings. 
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Classical V-belt pulleys 

A/B QD bushed 
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Type A Type B Type C Type D Type E 
 

 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type1) 
Bushing
number 

Dimensions Mass2) Designation
Belt A  Belt B Outer

diameter
 

PD  PD OD Bore E F L M 
Min. Max.

 

– – mm in. mm in. – – mm       kg – 
 

 

          
A/B 1 76,2 3.0 86,4 3.4 E-1 SH 95,25 12,70 41,28 5,56 22,23 33,34 16,67 0,9 PHP 1-B34-SH
  81,3 3.2 91,4 3.6 D-1 SH 100,33 12,70 41,28 15,08 22,23 33,34 3,97 1,0 PHP 1-B36-SH
  86,4 3.4 96,5 3.8 D-1 SH 105,41 12,70 41,28 15,08 22,23 33,34 3,97 1,1 PHP 1-B38-SH
  91,4 3.6 101,6 4.0 C-1 SH 110,49 12,70 41,28 8,73 22,23 33,34 2,38 1,2 PHP 1-B40-SH
  96,5 3.8 106,7 4.2 C-1 SH 115,57 12,70 41,28 8,73 22,23 33,34 2,38 1,3 PHP 1-B42-SH
          
  101,6 4.0 111,8 4.4 C-1 SH 120,65 12,70 41,28 8,73 22,23 33,34 2,38 1,5 PHP 1-B44-SH
  106,7 4.2 116,8 4.6 C-1 SDS 125,73 12,70 50,80 8,73 22,23 33,34 2,38 1,8 PHP 1-B46-SDS
  111,8 4.4 121,9 4.8 C-1 SDS 130,81 12,70 50,80 8,73 22,23 33,34 2,38 2,0 PHP 1-B48-SDS
  116,8 4.6 127,0 5.0 C-1 SDS 135,89 12,70 50,80 8,73 22,23 33,34 2,38 2,1 PHP 1-B50-SDS
  121,9 4.8 132,1 5.2 C-1 SDS 140,97 12,70 50,80 8,73 22,23 33,34 2,38 2,3 PHP 1-B52-SDS
          
  127,0 5.0 137,2 5.4 C-1 SDS 146,05 12,70 50,80 8,73 22,23 33,34 2,38 2,4 PHP 1-B54-SDS
  132,1 5.2 142,2 5.6 C-1 SDS 151,13 12,70 50,80 8,73 22,23 33,34 2,38 2,5 PHP 1-B56-SDS
  137,2 5.4 147,3 5.8 C-2 SDS 156,21 12,70 50,80 8,73 22,23 33,34 2,38 2,7 PHP 1-B58-SDS
  142,2 5.6 152,4 6.0 C-2 SDS 161,29 12,70 50,80 8,73 22,23 33,34 2,38 2,8 PHP 1-B60-SDS
  147,3 5.8 157,5 6.2 C-2 SDS 166,37 12,70 50,80 8,73 22,23 33,34 2,38 3,0 PHP 1-B62-SDS
          
  152,4 6.0 162,6 6.4 C-2 SDS 171,45 12,70 50,80 8,73 22,23 33,34 2,38 3,1 PHP 1-B64-SDS
  157,5 6.2 167,6 6.6 C-2 SDS 176,53 12,70 50,80 8,73 22,23 33,34 2,38 3,3 PHP 1-B66-SDS
  162,6 6.4 172,7 6.8 C-3 SDS 181,61 12,70 50,80 8,73 22,23 33,34 2,38 3,4 PHP 1-B68-SDS
  167,6 6.6 177,8 7.0 C-3 SDS 186,69 12,70 50,80 8,73 22,23 33,34 2,38 3,5 PHP 1-B70-SDS
  177,8 7.0 188,0 7.4 D-3 SDS 196,85 12,70 50,80 13,49 25,40 33,34 5,56 4,0 PHP 1-B74-SDS
          
  193,0 7.6 203,2 8.0 D-3 SDS 212,09 12,70 50,80 13,49 25,40 33,34 5,56 4,4 PHP 1-B80-SDS
  208,3 8.2 218,4 8.6 D-3 SDS 227,33 12,70 50,80 13,49 25,40 33,34 5,56 4,5 PHP 1-B86-SDS
  228,6 9.0 238,8 9.4 D-3 SDS 247,65 12,70 50,80 13,49 25,40 33,34 5,56 4,8 PHP 1-B94-SDS
  269,2 10.6 279,4 11.0 D-3 SDS 288,29 12,70 50,80 13,49 25,40 33,34 5,56 5,0 PHP 1-B110-SDS
  304,8 12.0 315,0 12.4 D-3 SDS 323,85 12,70 50,80 13,49 25,40 33,34 5,56 5,4 PHP 1-B124-SDS
          
  335,3 13.2 345,4 13.6 D-3 SDS 354,33 12,70 50,80 13,49 25,40 33,34 5,56 6,4 PHP 1-B136-SDS
  381,0 15.0 391,2 15.4 C-3 SK 400,05 12,70 66,68 16,67 25,40 49,21 7,14 7,3 PHP 1-B154-SK
  396,2 15.6 406,4 16.0 C-3 SK 415,29 12,70 66,68 16,67 25,40 49,21 7,14 7,5 PHP 1-B160-SK
  457,2 18.0 467,4 18.4 C-3 SK 476,25 12,70 66,68 16,67 25,40 49,21 7,14 8,2 PHP 1-B184-SK
  497,8 19.6 508,0 20.0 C-3 SK 516,89 12,70 66,68 16,67 25,40 49,21 7,14 9,1 PHP 1-B200-SK
          
A/B 2 76,2 3.0 86,4 3.4 E-1 SH 95,25 12,70 41,28 27,78 44,45 33,34 16,67 1,5 PHP 2-B34-SH
  81,3 3.2 91,4 3.6 D-1 SH 100,33 12,70 41,28 11,91 44,45 33,34 23,02 1,5 PHP 2-B36-SH
  86,4 3.4 96,5 3.8 D-1 SH 105,41 12,70 41,28 11,91 44,45 33,34 23,02 1,8 PHP 2-B38-SH
  91,4 3.6 101,6 4.0 A-1 SH 110,49 12,70 41,28 0,79 44,45 33,34 10,32 1,9 PHP 2-B40-SH
  96,5 3.8 106,7 4.2 A-1 SH 115,57 12,70 41,28 0,79 44,45 33,34 10,32 2,0 PHP 2-B42-SH
          
  101,6 4.0 111,8 4.4 A-1 SH 120,65 12,70 41,28 0,79 44,45 33,34 10,32 2,1 PHP 2-B44-SH
  106,7 4.2 116,8 4.6 A-1 SDS 125,73 12,70 50,80 0,79 44,45 33,34 10,32 2,3 PHP 2-B46-SDS
  111,8 4.4 121,9 4.8 A-1 SDS 130,81 12,70 50,80 0,79 44,45 33,34 10,32 2,5 PHP 2-B48-SDS
  116,8 4.6 127,0 5.0 A-1 SDS 135,89 12,70 50,80 0,79 44,45 33,34 10,32 2,7 PHP 2-B50-SDS
  121,9 4.8 132,1 5.2 A-1 SDS 140,97 12,70 50,80 0,79 44,45 33,34 10,32 2,9 PHP 2-B52-SDS
          
  127,0 5.0 137,2 5.4 A-1 SDS 146,05 12,70 50,80 0,79 44,45 33,34 10,32 3,0 PHP 2-B54-SDS
  132,1 5.2 142,2 5.6 A-2 SDS 151,13 12,70 50,80 0,79 44,45 33,34 10,32 3,1 PHP 2-B56-SDS
  137,2 5.4 147,3 5.8 A-2 SDS 156,21 12,70 50,80 0,79 44,45 33,34 10,32 3,3 PHP 2-B58-SDS
  142,2 5.6 152,4 6.0 A-2 SDS 161,29 12,70 50,80 0,79 44,45 33,34 10,32 3,4 PHP 2-B60-SDS
  147,3 5.8 157,5 6.2 A-2 SDS 166,37 12,70 50,80 0,79 44,45 33,34 10,32 3,5 PHP 2-B62-SDS
          
  152,4 6.0 162,6 6.4 A-2 SDS 171,45 12,70 50,80 0,79 44,45 33,34 10,32 3,7 PHP 2-B64-SDS
  157,5 6.2 167,6 6.6 A-2 SDS 176,53 12,70 50,80 0,79 44,45 33,34 10,32 3,9 PHP 2-B66-SDS
  162,6 6.4 172,7 6.8 A-3 SDS 181,61 12,70 50,80 0,79 44,45 33,34 10,32 4,1 PHP 2-B68-SDS
  167,6 6.6 177,8 7.0 D-1 SK 186,69 12,70 66,68 8,73 44,45 49,21 3,97 4,2 PHP 2-B70-SK
  177,8 7.0 188,0 7.4 D-3 SK 196,85 12,70 66,68 8,73 44,45 49,21 3,97 4,8 PHP 2-B74-SK
          
  193,0 7.6 203,2 8.0 D-3 SK 212,09 12,70 66,68 8,73 44,45 49,21 3,97 5,0 PHP 2-B80-SK
  208,3 8.2 218,4 8.6 D-3 SK 227,33 12,70 66,68 8,73 44,45 49,21 3,97 5,3 PHP 2-B86-SK
  228,6 9.0 238,8 9.4 D-3 SK 247,65 12,70 66,68 8,73 44,45 49,21 3,97 5,9 PHP 2-B94-SK
  269,2 10.6 279,4 11.0 D-3 SK 288,29 12,70 66,68 8,73 44,45 49,21 3,97 6,4 PHP 2-B110-SK
 

 
 
 
1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings. 
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Classical V-belt pulleys 

A/B QD bushed 
 

 
 
 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type1) 
Bushing
number 

Dimensions Mass2) Designation
Belt A  Belt B  Outer

diameter
 

PD  PD  OD Bore E F L M 
Min. Max.

 

– – mm in. mm in. – – mm       kg – 
 

 

          
A/B 2 304,8 12.0 315,0 12.4 D-3 SK 323,85 12,70 66,68 8,73 44,45 49,21 3,97 8,2 PHP 2-B124-SK
  335,3 13.2 345,4 13.6 D-3 SK 354,33 12,70 66,68 8,73 44,45 49,21 3,97 9,1 PHP 2-B136-SK
  381,0 15.0 391,2 15.4 D-3 SK 400,05 12,70 66,68 8,73 44,45 49,21 3,97 10,4 PHP 2-B154-SK
  396,2 15.6 406,4 16.0 D-3 SK 415,29 12,70 66,68 8,73 44,45 49,21 3,97 10,9 PHP 2-B160-SK
  457,2 18.0 467,4 18.4 D-3 SK 476,25 12,70 66,68 8,73 44,45 49,21 3,97 13,2 PHP 2-B184-SK
          
  497,8 19.6 508,0 20.0 D-3 SF 516,89 12,70 74,61 11,91 44,45 52,39 3,97 15,0 PHP 2-B200-SF
  624,8 24.6 635,0 25.0 D-3 SF 643,89 12,70 74,61 11,91 44,45 52,39 3,97 18,6 PHP 2-B250-SF
  751,8 29.6 762,0 30.0 D-3 SF 770,89 12,70 74,61 11,91 44,45 52,39 3,97 23,1 PHP 2-B300-SF
  955,0 37.6 965,2 38.0 D-3 SF 974,09 12,70 74,61 11,91 44,45 52,39 3,97 29,0 PHP 2-B380-SF
          
A/B 3 76,2 3.0 86,4 3.4 E-1 SH 95,25 12,70 41,28 30,96 63,50 33,34 16,67 2,0 PHP 3-B34-SH
  81,3 3.2 91,4 3.6 D-1 SH 100,33 12,70 41,28 11,91 63,50 33,34 42,07 2,1 PHP 3-B36-SH
  86,4 3.4 96,5 3.8 D-1 SH 105,41 12,70 41,28 11,91 63,50 33,34 42,07 2,4 PHP 3-B38-SH
  91,4 3.6 101,6 4.0 D-1 SH 110,49 12,70 41,28 11,91 63,50 33,34 42,07 2,5 PHP 3-B40-SH
  96,5 3.8 106,7 4.2 D-1 SH 115,57 12,70 41,28 11,91 63,50 33,34 42,07 2,7 PHP 3-B42-SH
          
  101,6 4.0 111,8 4.4 D-1 SH 120,65 12,70 41,28 11,91 63,50 33,34 42,07 2,9 PHP 3-B44-SH
  106,7 4.2 116,8 4.6 A-1 SD 125,73 12,70 50,80 10,32 63,50 46,04 7,14 3,0 PHP 3-B46-SD
  111,8 4.4 121,9 4.8 A-1 SD 130,81 12,70 50,80 10,32 63,50 46,04 7,14 3,2 PHP 3-B48-SD
  116,8 4.6 127,0 5.0 A-1 SD 135,89 12,70 50,80 10,32 63,50 46,04 7,14 3,4 PHP 3-B50-SD
  121,9 4.8 132,1 5.2 A-1 SD 140,97 12,70 50,80 10,32 63,50 46,04 7,14 3,5 PHP 3-B52-SD
          
  127,0 5.0 137,2 5.4 A-1 SD 146,05 12,70 50,80 10,32 63,50 46,04 7,14 3,7 PHP 3-B54-SD
  132,1 5.2 142,2 5.6 A-1 SD 151,13 12,70 50,80 10,32 63,50 46,04 7,14 3,9 PHP 3-B56-SD
  137,2 5.4 147,3 5.8 A-1 SD 156,21 12,70 50,80 10,32 63,50 46,04 7,14 4,0 PHP 3-B58-SD
  142,2 5.6 152,4 6.0 A-1 SD 161,29 12,70 50,80 10,32 63,50 46,04 7,14 4,1 PHP 3-B60-SD
  147,3 5.8 157,5 6.2 A-1 SD 166,37 12,70 50,80 10,32 63,50 46,04 7,14 4,3 PHP 3-B62-SD
          
  152,4 6.0 162,6 6.4 A-1 SD 171,45 12,70 50,80 10,32 63,50 46,04 7,14 4,4 PHP 3-B64-SD
  157,5 6.2 167,6 6.6 A-1 SD 176,53 12,70 50,80 10,32 63,50 46,04 7,14 4,5 PHP 3-B66-SD
  162,6 6.4 172,7 6.8 B-3 SD 181,61 12,70 50,80 10,32 63,50 46,04 7,14 4,8 PHP 3-B68-SD
  167,6 6.6 177,8 7.0 D-1 SK 186,69 12,70 66,68 2,38 63,50 49,21 16,67 5,0 PHP 3-B70-SK
  177,8 7.0 188,0 7.4 D-3 SK 196,85 12,70 66,68 2,38 63,50 49,21 16,67 5,4 PHP 3-B74-SK
          
  193,0 7.6 203,2 8.0 D-3 SK 212,09 12,70 66,68 2,38 63,50 49,21 16,67 5,7 PHP 3-B80-SK
  208,3 8.2 218,4 8.6 D-3 SK 227,33 12,70 66,68 2,38 63,50 49,21 16,67 5,9 PHP 3-B86-SK
  228,6 9.0 238,8 9.4 D-3 SK 247,65 12,70 66,68 2,38 63,50 49,21 16,67 7,3 PHP 3-B94-SK
  269,2 10.6 279,4 11.0 D-3 SK 288,29 12,70 66,68 2,38 63,50 49,21 16,67 8,6 PHP 3-B110-SK
  304,8 12.0 315,0 12.4 D-3 SK 323,85 12,70 66,68 2,38 63,50 49,21 16,67 10,9 PHP 3-B124-SK
          
  335,3 13.2 345,4 13.6 D-3 SK 354,33 12,70 66,68 2,38 63,50 49,21 16,67 12,3 PHP 3-B136-SK
  381,0 15.0 391,2 15.4 D-3 SK 400,05 12,70 66,68 2,38 63,50 49,21 16,67 13,6 PHP 3-B154-SK
  396,2 15.6 406,4 16.0 D-3 SK 415,29 12,70 66,68 2,38 63,50 49,21 16,67 15,0 PHP 3-B160-SK
  457,2 18.0 467,4 18.4 D-3 SK 476,25 12,70 66,68 2,38 63,50 49,21 16,67 17,2 PHP 3-B184-SK
  497,8 19.6 508,0 20.0 D-3 SF 516,89 12,70 74,61 5,56 63,50 52,39 16,67 19,5 PHP 3-B200-SF
          
  624,8 24.6 635,0 25.0 D-3 SF 643,89 12,70 74,61 5,56 63,50 52,39 16,67 24,5 PHP 3-B250-SF
  751,8 29.6 762,0 30.0 D-3 SF 770,89 12,70 74,61 5,56 63,50 52,39 16,67 30,4 PHP 3-B300-SF
  955,0 37.6 965,2 38.0 D-3 E 974,09 22,23 88,90 13,49 63,50 69,85 7,14 40,8 PHP 3-B380-E
          
A/B 4 76,2 3.0 86,4 3.4 E-1 SD 95,25 12,70 50,80 62,71 82,55 46,04 26,19 2,5 PHP 4-B34-SD
  81,3 3.2 91,4 3.6 E-1 SD 100,33 12,70 50,80 62,71 82,55 46,04 26,19 2,6 PHP 4-B36-SD
  86,4 3.4 96,5 3.8 E-1 SD 105,41 12,70 50,80 62,71 82,55 46,04 26,19 2,8 PHP 4-B38-SD
  91,4 3.6 101,6 4.0 E-1 SD 110,49 12,70 50,80 52,39 82,55 46,04 16,67 3,0 PHP 4-B40-SD
  96,5 3.8 106,7 4.2 E-1 SD 115,57 12,70 50,80 52,39 82,55 46,04 16,67 3,1 PHP 4-B42-SD
          
  101,6 4.0 111,8 4.4 E-1 SD 120,65 12,70 50,80 52,39 82,55 46,04 16,67 3,3 PHP 4-B44-SD
  106,7 4.2 116,8 4.6 A-1 SD 125,73 12,70 50,80 16,67 82,55 46,04 19,84 3,5 PHP 4-B46-SD
  111,8 4.4 121,9 4.8 A-1 SD 130,81 12,70 50,80 16,67 82,55 46,04 19,84 3,6 PHP 4-B48-SD
  116,8 4.6 127,0 5.0 A-1 SD 135,89 12,70 50,80 16,67 82,55 46,04 19,84 3,8 PHP 4-B50-SD
  121,9 4.8 132,1 5.2 A-1 SD 140,97 12,70 50,80 16,67 82,55 46,04 19,84 3,9 PHP 4-B52-SD
          
  127,0 5.0 137,2 5.4 A-1 SD 146,05 12,70 50,80 16,67 82,55 46,04 19,84 4,2 PHP 4-B54-SD
  132,1 5.2 142,2 5.6 A-1 SD 151,13 12,70 50,80 16,67 82,55 46,04 19,84 4,4 PHP 4-B56-SD
  137,2 5.4 147,3 5.8 A-1 SD 156,21 12,70 50,80 16,67 82,55 46,04 19,84 4,5 PHP 4-B58-SD
  142,2 5.6 152,4 6.0 A-1 SD 161,29 12,70 50,80 16,67 82,55 46,04 19,84 4,7 PHP 4-B60-SD
  147,3 5.8 157,5 6.2 A-1 SD 166,37 12,70 50,80 16,67 82,55 46,04 19,84 4,9 PHP 4-B62-SD
          
  152,4 6.0 162,6 6.4 A-1 SD 171,45 12,70 50,80 16,67 82,55 46,04 19,84 5,4 PHP 4-B64-SD
  157,5 6.2 167,6 6.6 A-1 SD 176,53 12,70 50,80 16,67 82,55 46,04 19,84 5,6 PHP 4-B66-SD
  162,6 6.4 172,7 6.8 A-3 SD 181,61 12,70 50,80 16,67 82,55 46,04 19,84 5,9 PHP 4-B68-SD
  167,6 6.6 177,8 7.0 A-1 SK 186,69 12,70 66,68 5,56 82,55 49,21 26,99 6,1 PHP 4-B70-SK
  177,8 7.0 188,0 7.4 A-3 SK 196,85 12,70 66,68 5,56 82,55 49,21 26,99 6,4 PHP 4-B74-SK
          
  193,0 7.6 203,2 8.0 A-3 SK 212,09 12,70 66,68 5,56 82,55 49,21 26,99 7,0 PHP 4-B80-SK
  208,3 8.2 218,4 8.6 A-3 SK 227,33 12,70 66,68 5,56 82,55 49,21 26,99 7,7 PHP 4-B86-SK
  228,6 9.0 238,8 9.4 A-3 SK 247,65 12,70 66,68 5,56 82,55 49,21 26,99 8,6 PHP 4-B94-SK
  269,2 10.6 279,4 11.0 A-3 SK 288,29 12,70 66,68 5,56 82,55 49,21 26,99 10,0 PHP 4-B110-SK
  304,8 12.0 315,0 12.4 A-3 SK 323,85 12,70 66,68 5,56 82,55 49,21 26,99 13,2 PHP 4-B124-SK
          
  335,3 13.2 345,4 13.6 A-3 SK 354,33 12,70 66,68 5,56 82,55 49,21 26,99 15,4 PHP 4-B136-SK
  381,0 15.0 391,2 15.4 A-3 SF 400,05 12,70 74,61 3,97 82,55 52,39 26,19 17,7 PHP 4-B154-SF
  396,2 15.6 406,4 16.0 A-3 SF 415,29 12,70 74,61 3,97 82,55 52,39 26,19 19,1 PHP 4-B160-SF
  457,2 18.0 467,4 18.4 A-3 SF 476,25 12,70 74,61 3,97 82,55 52,39 26,19 21,3 PHP 4-B184-SF
  497,8 19.6 508,0 20.0 A-3 SF 516,89 12,70 74,61 3,97 82,55 52,39 26,19 23,1 PHP 4-B200-SF
          
  624,8 24.6 635,0 25.0 D-3 E 643,89 22,23 88,90 3,97 82,55 69,85 16,67 33,1 PHP 4-B250-E
          
          
 

 
 
 
1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings. 
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Classical V-belt pulleys 

A/B QD bushed 
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Type A Type D Type E
 

 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type1) 
Bushing
number 

Dimensions Mass2) Designation
Belt A  Belt B Outer

diameter
 

PD  PD OD Bore E F L M 
Min. Max.

 

– – mm in. mm in. – – mm       kg – 
 

 

          
A/B 4 751,8 29.6 762,0 30.0 D-3 E 770,89 22,23 88,90 3,97 82,55 69,85 16,67 39,0 PHP 4-B300-E
  955,0 37.6 965,2 38.0 D-3 E 974,09 22,23 88,90 3,97 82,55 69,85 16,67 49,4 PHP 4-B380-E
          
A/B 5 76,2 3.0 86,4 3.4 E-1 SD 95,25 12,70 50,80 81,76 101,60 46,04 26,19 2,8 PHP 5-B34-SD
  81,3 3.2 91,4 3.6 E-1 SD 100,33 12,70 50,80 81,76 101,60 46,04 26,19 3,0 PHP 5-B36-SD
  86,4 3.4 96,5 3.8 E-1 SD 105,41 12,70 50,80 81,76 101,60 46,04 26,19 3,2 PHP 5-B38-SD
  91,4 3.6 101,6 4.0 E-1 SD 110,49 12,70 50,80 72,23 101,60 46,04 16,67 3,4 PHP 5-B40-SD
  96,5 3.8 106,7 4.2 E-1 SD 115,57 12,70 50,80 72,23 101,60 46,04 16,67 3,6 PHP 5-B42-SD
          
  101,6 4.0 111,8 4.4 E-1 SD 120,65 12,70 50,80 72,23 101,60 46,04 16,67 3,9 PHP 5-B44-SD
  106,7 4.2 116,8 4.6 A-1 SD 125,73 12,70 50,80 67,47 101,60 46,04 38,89 4,1 PHP 5-B46-SD
  111,8 4.4 121,9 4.8 A-1 SD 130,81 12,70 50,80 67,47 101,60 46,04 38,89 4,3 PHP 5-B48-SD
  116,8 4.6 127,0 5.0 A-1 SD 135,89 12,70 50,80 67,47 101,60 46,04 38,89 4,5 PHP 5-B50-SD
  121,9 4.8 132,1 5.2 A-1 SD 140,97 12,70 50,80 67,47 101,60 46,04 38,89 4,7 PHP 5-B52-SD
          
  127,0 5.0 137,2 5.4 A-1 SK 146,05 12,70 66,68 13,49 101,60 49,21 38,89 4,9 PHP 5-B54-SK
  132,1 5.2 142,2 5.6 A-1 SK 151,13 12,70 66,68 13,49 101,60 49,21 38,89 5,1 PHP 5-B56-SK
  137,2 5.4 147,3 5.8 A-1 SK 156,21 12,70 66,68 13,49 101,60 49,21 38,89 5,4 PHP 5-B58-SK
  142,2 5.6 152,4 6.0 A-1 SK 161,29 12,70 66,68 13,49 101,60 49,21 38,89 6,4 PHP 5-B60-SK
  147,3 5.8 157,5 6.2 A-1 SK 166,37 12,70 66,68 13,49 101,60 49,21 38,89 6,8 PHP 5-B62-SK
          
  152,4 6.0 162,6 6.4 A-1 SK 171,45 12,70 66,68 13,49 101,60 49,21 38,89 7,3 PHP 5-B64-SK
  157,5 6.2 167,6 6.6 A-1 SK 176,53 12,70 66,68 13,49 101,60 49,21 38,89 7,7 PHP 5-B66-SK
  162,6 6.4 172,7 6.8 A-1 SK 181,61 12,70 66,68 13,49 101,60 49,21 38,89 8,2 PHP 5-B68-SK
  167,6 6.6 177,8 7.0 A-1 SF 186,69 12,70 74,61 11,91 101,60 52,39 37,31 8,6 PHP 5-B70-SF
  177,8 7.0 188,0 7.4 A-2 SF 196,85 12,70 74,61 11,91 101,60 52,39 37,31 9,1 PHP 5-B74-SF
          
  193,0 7.6 203,2 8.0 A-2 SF 212,09 12,70 74,61 11,91 101,60 52,39 37,31 9,5 PHP 5-B80-SF
  208,3 8.2 218,4 8.6 A-2 SF 227,33 12,70 74,61 11,91 101,60 52,39 37,31 10,0 PHP 5-B86-SF
  228,6 9.0 238,8 9.4 A-3 SF 247,65 12,70 74,61 11,91 101,60 52,39 37,31 10,9 PHP 5-B94-SF
  269,2 10.6 279,4 11.0 A-3 SF 288,29 12,70 74,61 11,91 101,60 52,39 37,31 13,2 PHP 5-B110-SF
  304,8 12.0 315,0 12.4 A-3 SF 323,85 12,70 74,61 11,91 101,60 52,39 37,31 15,4 PHP 5-B124-SF
          
  335,3 13.2 345,4 13.6 A-3 SF 354,33 12,70 74,61 11,91 101,60 52,39 37,31 17,2 PHP 5-B136-SF
  381,0 15.0 391,2 15.4 A-3 SF 400,05 12,70 74,61 11,91 101,60 52,39 37,31 20,9 PHP 5-B154-SF
  396,2 15.6 406,4 16.0 A-3 SF 415,29 12,70 74,61 11,91 101,60 52,39 37,31 22,2 PHP 5-B160-SF
  457,2 18.0 467,4 18.4 A-3 SF 476,25 12,70 74,61 11,91 101,60 52,39 37,31 25,0 PHP 5-B184-SF
  497,8 19.6 508,0 20.0 A-3 E 516,89 22,23 12,70 1,59 101,60 69,85 29,37 29,5 PHP 5-B200-E
          
  624,8 24.6 635,0 25.0 A-3 E 643,89 22,23 12,70 1,59 101,60 69,85 29,37 39,0 PHP 5-B250-E
  751,8 29.6 762,0 30.0 A-3 E 770,89 22,23 12,70 1,59 101,60 69,85 29,37 46,3 PHP 5-B300-E
  955,0 37.6 965,2 38.0 A-3 E 974,09 22,23 12,70 1,59 101,60 69,85 29,37 59,9 PHP 5-B380-E
          
A/B 6 76,2 3.0 86,4 3.4 E-1 SD 95,25 12,70 50,80 100,81 120,65 46,04 26,19 3,0 PHP 6-B34-SD
  81,3 3.2 91,4 3.6 E-1 SD 100,33 12,70 50,80 100,81 120,65 46,04 26,19 3,4 PHP 6-B36-SD
  86,4 3.4 96,5 3.8 E-1 SD 105,41 12,70 50,80 100,81 120,65 46,04 26,19 3,6 PHP 6-B38-SD
  91,4 3.6 101,6 4.0 E-1 SD 110,49 12,70 50,80 91,28 120,65 46,04 16,67 3,8 PHP 6-B40-SD
  96,5 3.8 106,7 4.2 E-1 SD 115,57 12,70 50,80 91,28 120,65 46,04 16,67 4,1 PHP 6-B42-SD
          
  101,6 4.0 111,8 4.4 E-1 SD 120,65 12,70 50,80 91,28 120,65 46,04 16,67 4,4 PHP 6-B44-SD
  106,7 4.2 116,8 4.6 A-1 SD 125,73 12,70 50,80 16,67 120,65 46,04 57,94 4,6 PHP 6-B46-SD
  111,8 4.4 121,9 4.8 A-1 SD 130,81 12,70 50,80 16,67 120,65 46,04 57,94 4,8 PHP 6-B48-SD
  116,8 4.6 127,0 5.0 A-1 SD 135,89 12,70 50,80 16,67 120,65 46,04 57,94 5,0 PHP 6-B50-SD
  121,9 4.8 132,1 5.2 A-1 SD 140,97 12,70 50,80 16,67 120,65 46,04 57,94 5,4 PHP 6-B52-SD
          
  127,0 5.0 137,2 5.4 A-1 SK 146,05 12,70 66,68 13,49 120,65 49,21 57,94 5,9 PHP 6-B54-SK
  132,1 5.2 142,2 5.6 A-1 SK 151,13 12,70 66,68 13,49 120,65 49,21 57,94 6,4 PHP 6-B56-SK
  137,2 5.4 147,3 5.8 A-1 SK 156,21 12,70 66,68 13,49 120,65 49,21 57,94 6,6 PHP 6-B58-SK
  142,2 5.6 152,4 6.0 A-1 SK 161,29 12,70 66,68 13,49 120,65 49,21 57,94 6,8 PHP 6-B60-SK
  147,3 5.8 157,5 6.2 A-1 SK 166,37 12,70 66,68 13,49 120,65 49,21 57,94 7,3 PHP 6-B62-SK
          
  152,4 6.0 162,6 6.4 A-1 SK 171,45 12,70 66,68 13,49 120,65 49,21 57,94 7,7 PHP 6-B64-SK
  157,5 6.2 167,6 6.6 A-1 SK 176,53 12,70 66,68 13,49 120,65 49,21 57,94 8,2 PHP 6-B66-SK
  162,6 6.4 172,7 6.8 A-1 SK 181,61 12,70 66,68 13,49 120,65 49,21 57,94 8,6 PHP 6-B68-SK
 

 
 
 
1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings. 
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Classical V-belt pulleys 

A/B QD bushed 
 

 
 
 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type1) 
Bushing
number 

Dimensions Mass2) Designation
Belt A  Belt B  Outer

diameter
 

PD  PD  OD Bore E F L M 
Min. Max.

 

– – mm in. mm in. – – mm       kg – 
 

 

          
A/B 6 167,6 6.6 177,8 7.0 A-1 SF 186,69 12,70 74,61 21,43 120,65 52,39 46,83 9,1 PHP 6-B70-SF
  177,8 7.0 188,0 7.4 A-1 SF 196,85 12,70 74,61 21,43 120,65 52,39 46,83 10,0 PHP 6-B74-SF
  193,0 7.6 203,2 8.0 A-2 SF 212,09 12,70 74,61 21,43 120,65 52,39 46,83 10,9 PHP 6-B80-SF
  208,3 8.2 218,4 8.6 A-2 SF 227,33 12,70 74,61 21,43 120,65 52,39 46,83 11,8 PHP 6-B86-SF
  228,6 9.0 238,8 9.4 A-3 SF 247,65 12,70 74,61 21,43 120,65 52,39 46,83 12,3 PHP 6-B94-SF
          
  269,2 10.6 279,4 11.0 A-3 SF 288,29 12,70 74,61 21,43 120,65 52,39 46,83 14,5 PHP 6-B110-SF
  304,8 12.0 315,0 12.4 A-3 SF 323,85 12,70 74,61 21,43 120,65 52,39 46,83 17,7 PHP 6-B124-SF
  335,3 13.2 345,4 13.6 A-3 SF 354,33 12,70 74,61 21,43 120,65 52,39 46,83 20,0 PHP 6-B136-SF
  381,0 15.0 391,2 15.4 A-3 SF 400,05 12,70 74,61 21,43 120,65 52,39 46,83 22,7 PHP 6-B154-SF
  396,2 15.6 406,4 16.0 A-3 SF 415,29 12,70 74,61 21,43 120,65 52,39 46,83 24,5 PHP 6-B160-SF
          
  457,2 18.0 467,4 18.4 A-3 SF 476,25 12,70 74,61 21,43 120,65 52,39 46,83 28,1 PHP 6-B184-SF
  497,8 19.6 508,0 20.0 A-3 E 516,89 22,23 88,90 5,56 120,65 69,85 45,24 33,6 PHP 6-B200-E
  624,8 24.6 635,0 25.0 A-3 E 643,89 22,23 88,90 5,56 120,65 69,85 45,24 43,5 PHP 6-B250-E
  751,8 29.6 762,0 30.0 A-3 E 770,89 22,23 88,90 5,56 120,65 69,85 45,24 54,0 PHP 6-B300-E
  955,0 37.6 965,2 38.0 A-3 E 974,09 22,23 88,90 5,56 120,65 69,85 45,24 60,8 PHP 6-B380-E
          
A/B 8 127,0 5.0 137,2 5.4 A-1 SK 146,05 12,70 66,68 26,19 158,75 49,21 83,34 6,8 PHP 8-B54-SK
  132,1 5.2 142,2 5.6 A-1 SK 151,13 12,70 66,68 26,19 158,75 49,21 83,34 7,3 PHP 8-B56-SK
  142,2 5.6 152,4 6.0 A-1 SF 161,29 12,70 74,61 24,61 158,75 52,39 81,76 9,1 PHP 8-B60-SF
  152,4 6.0 162,6 6.4 A-1 SF 171,45 12,70 74,61 24,61 158,75 52,39 81,76 10,4 PHP 8-B64-SF
  162,6 6.4 172,7 6.8 A-1 SF 181,61 12,70 74,61 24,61 158,75 52,39 81,76 11,3 PHP 8-B68-SF
          
  177,8 7.0 188,0 7.4 A-1 SF 196,85 12,70 74,61 24,61 158,75 52,39 81,76 12,7 PHP 8-B74-SF
  208,3 8.2 218,4 8.6 A-1 E 227,33 22,23 88,90 30,96 158,75 69,85 57,94 18,1 PHP 8-B86-E
  228,6 9.0 238,8 9.4 A-2 E 247,65 22,23 88,90 30,96 158,75 69,85 57,94 19,5 PHP 8-B94-E
  269,2 10.6 279,4 11.0 A-3 E 288,29 22,23 88,90 30,96 158,75 69,85 57,94 22,2 PHP 8-B110-E
  304,8 12.0 315,0 12.4 A-3 E 323,85 22,23 88,90 30,96 158,75 69,85 57,94 25,4 PHP 8-B124-E
          
  381,0 15.0 391,2 15.4 A-3 E 400,05 22,23 88,90 30,96 158,75 69,85 57,94 31,3 PHP 8-B154-E
  457,2 18.0 467,4 18.4 D-3 F 476,25 25,40 101,60 0,79 158,75 95,25 64,29 41,3 PHP 8-B184-F
  497,8 19.6 508,0 20.0 D-3 F 516,89 25,40 101,60 0,79 158,75 95,25 64,29 44,5 PHP 8-B200-F
  624,8 24.6 635,0 25.0 D-3 F 643,89 25,40 101,60 0,79 158,75 95,25 64,29 54,9 PHP 8-B250-F
  751,8 29.6 762,0 30.0 D-3 F 770,89 25,40 101,60 0,79 158,75 95,25 64,29 67,1 PHP 8-B300-F
          
  955,0 37.6 965,2 38.0 D-3 F 974,09 25,40 101,60 0,79 158,75 95,25 64,29 88,0 PHP 8-B380-F
          
A/B 10 127,0 5.0 137,2 5.4 A-1 SK 146,05 12,70 66,68 45,24 196,85 49,21 102,39 8,2 PHP 10-B54-SK
  132,1 5.2 142,2 5.6 A-1 SK 151,13 12,70 66,68 45,24 196,85 49,21 102,39 9,1 PHP 10-B56-SK
  142,2 5.6 152,4 6.0 A-1 SF 161,29 12,70 74,61 42,86 196,85 52,39 100,81 10,9 PHP 10-B60-SF
  152,4 6.0 162,6 6.4 A-1 SF 171,45 12,70 74,61 42,86 196,85 52,39 100,81 11,8 PHP 10-B64-SF
  162,6 6.4 172,7 6.8 A-1 SF 181,61 12,70 74,61 42,86 196,85 52,39 100,81 12,7 PHP 10-B68-SF
          
  177,8 7.0 188,0 7.4 A-1 SF 196,85 12,70 74,61 42,86 196,85 52,39 100,81 14,5 PHP 10-B74-SF
  208,3 8.2 218,4 8.6 A-1 E 227,33 22,23 88,90 50,01 196,85 69,85 76,99 19,1 PHP 10-B86-E
  228,6 9.0 238,8 9.4 A-2 E 247,65 22,23 88,90 50,01 196,85 69,85 76,99 21,8 PHP 10-B94-E
  269,2 10.6 279,4 11.0 A-3 E 288,29 22,23 88,90 50,01 196,85 69,85 76,99 25,4 PHP 10-B110-E
  304,8 12.0 315,0 12.4 A-3 E 323,85 22,23 88,90 50,01 196,85 69,85 76,99 29,0 PHP 10-B124-E
          
  381,0 15.0 391,2 15.4 A-3 F 400,05 25,40 101,60 15,88 196,85 95,25 83,34 39,9 PHP 10-B154-F
  457,2 18.0 467,4 18.4 A-3 F 476,25 25,40 101,60 15,88 196,85 95,25 83,34 46,7 PHP 10-B184-F
  497,8 19.6 508,0 20.0 A-3 F 516,89 25,40 101,60 15,88 196,85 95,25 83,34 50,8 PHP 10-B200-F
  624,8 24.6 635,0 25.0 A-3 F 643,89 25,40 101,60 15,88 196,85 95,25 83,34 64,4 PHP 10-B250-F
  751,8 29.6 762,0 30.0 A-3 F 770,89 25,40 101,60 15,88 196,85 95,25 83,34 78,9 PHP 10-B300-F
          
  955,0 37.6 965,2 38.0 A-3 J 974,09 38,10 114,30 3,18 196,85 117,48 76,20 104,3 PHP 10-B380-J
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
 

 
 
 
1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings. 
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Classical V-belt pulleys 

C QD bushed 
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Type A Type B Type C Type D

 

 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley

type1) 
Bushing 
number 

Dimensions Mass2) Designation
Outer 
diameter

 

PD  OD Bore E F L M 
Min. Max.

 

– – mm in. – – mm       kg – 
 

 

          
C 1 177,8 7.0 D-1 SF 187,96 12,70 74,61 21,43 31,75 52,39 1 4,5 PHP 1-C70-SF
  190,5 7.5 D-2 SF 200,66 12,70 74,61 21,43 31,75 52,39 1 5,4 PHP 1-C75-SF
  203,2 8.0 D-2 SF 213,36 12,70 74,61 21,43 31,75 52,39 1 5,9 PHP 1-C80-SF
  215,9 8.5 D-2 SF 226,06 12,70 74,61 21,43 31,75 52,39 1 6,4 PHP 1-C85-SF
  228,6 9.0 D-3 SF 238,76 12,70 74,61 21,43 31,75 52,39 1 6,8 PHP 1-C90-SF
          
  241,3 9.5 D-3 SF 251,46 12,70 74,61 21,43 31,75 52,39 1 7,3 PHP 1-C95-SF
  254,0 10.0 D-3 SF 264,16 12,70 74,61 21,43 31,75 52,39 1 7,7 PHP 1-C100-SF
  266,7 10.5 D-3 SF 276,86 12,70 74,61 21,43 31,75 52,39 1 8,2 PHP 1-C105-SF
  279,4 11.0 D-3 SF 289,56 12,70 74,61 21,43 31,75 52,39 1 8,6 PHP 1-C110-SF
  304,8 12.0 D-3 SF 314,96 12,70 74,61 21,43 31,75 52,39 1 9,1 PHP 1-C120-SF
          
  330,2 13.0 D-3 SF 340,36 12,70 74,61 21,43 31,75 52,39 1 10,0 PHP 1-C130-SF
  355,6 14.0 D-3 SF 365,76 12,70 74,61 21,43 31,75 52,39 1 10,9 PHP 1-C140-SF
  406,4 16.0 D-3 SF 416,56 12,70 74,61 21,43 31,75 52,39 1 11,8 PHP 1-C160-SF
  457,2 18.0 D-3 SF 467,36 12,70 74,61 21,43 31,75 52,39 1 13,6 PHP 1-C180-SF
  508,0 20.0 D-3 SF 518,16 12,70 74,61 21,43 31,75 52,39 1 15,9 PHP 1-C200-SF
          
  609,6 24.0 D-3 SF 619,76 12,70 74,61 21,43 31,75 52,39 1 18,6 PHP 1-C240-SF
          
C 2 177,8 7.0 D-1 SF 187,96 12,70 74,61 2,38 57,15 52,39 7 6,8 PHP 2-C70-SF
  190,5 7.5 D-1 SF 200,66 12,70 74,61 2,38 57,15 52,39 7 7,7 PHP 2-C75-SF
  203,2 8.0 D-1 SF 213,36 12,70 74,61 2,38 57,15 52,39 7 8,2 PHP 2-C80-SF
  215,9 8.5 D-2 SF 226,06 12,70 74,61 2,38 57,15 52,39 7 8,6 PHP 2-C85-SF
  228,6 9.0 D-2 SF 238,76 12,70 74,61 2,38 57,15 52,39 7 9,1 PHP 2-C90-SF
          
  241,3 9.5 D-2 SF 251,46 12,70 74,61 2,38 57,15 52,39 7 9,5 PHP 2-C95-SF
  254,0 10.0 D-3 SF 264,16 12,70 74,61 2,38 57,15 52,39 7 10,0 PHP 2-C100-SF
  266,7 10.5 D-3 SF 276,86 12,70 74,61 2,38 57,15 52,39 7 10,4 PHP 2-C105-SF
  279,4 11.0 D-3 SF 289,56 12,70 74,61 2,38 57,15 52,39 7 10,9 PHP 2-C110-SF
  304,8 12.0 D-3 SF 314,96 12,70 74,61 8,73 57,15 52,39 13 11,3 PHP 2-C120-SF
          
  330,2 13.0 D-3 SF 340,36 12,70 74,61 8,73 57,15 52,39 13 12,7 PHP 2-C130-SF
  355,6 14.0 D-3 SF 365,76 12,70 74,61 8,73 57,15 52,39 13 14,1 PHP 2-C140-SF
  406,4 16.0 D-3 SF 416,56 12,70 74,61 8,73 57,15 52,39 13 16,3 PHP 2-C160-SF
  457,2 18.0 D-3 SF 467,36 12,70 74,61 8,73 57,15 52,39 13 17,7 PHP 2-C180-SF
  508,0 20.0 D-3 SF 518,16 12,70 74,61 8,73 57,15 52,39 13 21,8 PHP 2-C200-SF
          
  609,6 24.0 D-3 SF 619,76 12,70 74,61 8,73 57,15 52,39 13 27,2 PHP 2-C240-SF
  762,0 30.0 C-3 F 772,16 25,40 101,60 30,96 57,15 95,25 7 38,6 PHP 2-C300-F
          
C 3 127,0 5.0 A-1 SD 137,16 12,70 50,80 15,08 82,55 46,04 21 4,5 PHP 3-C50-SD
  139,7 5.5 A-1 SD 149,86 12,70 50,80 15,08 82,55 46,04 21 5,4 PHP 3-C55-SD
  152,4 6.0 D-1 SF 162,56 12,70 74,61 18,26 82,55 52,39 48 6,8 PHP 3-C60-SF
  177,8 7.0 A-1 SF 187,96 12,70 74,61 10,32 82,55 52,39 20 8,2 PHP 3-C70-SF
  190,5 7.5 A-1 SF 200,66 12,70 74,61 10,32 82,55 52,39 20 9,1 PHP 3-C75-SF
          
  203,2 8.0 B-1 E 213,36 22,23 88,90 13,49 82,55 69,85 1 11,8 PHP 3-C80-E
  215,9 8.5 B-1 E 226,06 22,23 88,90 13,49 82,55 69,85 1 13,2 PHP 3-C85-E
  228,6 9.0 A-1 E 238,76 22,23 88,90 11,91 82,55 69,85 1 14,5 PHP 3-C90-E
  241,3 9.5 A-2 E 251,46 22,23 88,90 11,91 82,55 69,85 1 15,4 PHP 3-C95-E
  254,0 10.0 A-2 E 264,16 22,23 88,90 11,91 82,55 69,85 1 16,3 PHP 3-C100-E
          
  266,7 10.5 A-3 E 276,86 22,23 88,90 11,91 82,55 69,85 1 17,2 PHP 3-C105-E
  279,4 11.0 A-3 E 289,56 22,23 88,90 11,91 82,55 69,85 1 18,1 PHP 3-C110-E
  304,8 12.0 A-3 E 314,96 22,23 88,90 11,91 82,55 69,85 1 19,5 PHP 3-C120-E
  330,2 13.0 A-3 E 340,36 22,23 88,90 11,91 82,55 69,85 1 20,4 PHP 3-C130-E
  355,6 14.0 A-3 E 365,76 22,23 88,90 11,91 82,55 69,85 1 23,1 PHP 3-C140-E
          
  406,4 16.0 A-3 E 416,56 22,23 88,90 11,91 82,55 69,85 1 26,8 PHP 3-C160-E
  457,2 18.0 A-3 E 467,36 22,23 88,90 11,91 82,55 69,85 1 29,5 PHP 3-C180-E
  508,0 20.0 D-3 E 518,16 22,23 88,90 5,56 82,55 69,85 18 31,8 PHP 3-C200-E
  609,6 24.0 D-3 E 619,76 22,23 88,90 5,56 82,55 69,85 18 36,3 PHP 3-C240-E
  685,8 27.0 D-3 F 695,96 25,40 101,60 16,67 82,55 95,25 4 47,6 PHP 3-C270-F
 

 
 
 
1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings. 
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Classical V-belt pulleys 

C QD bushed 
 

 
 
 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type1) 
Bushing 
number 

Dimensions Mass2) Designation
Outer
diameter

 

PD  OD Bore E F L M 
Min. Max.

 

– – mm in. – – mm       kg – 
 

 

        
C 3 762,0 30.0 D-3 F 772,16 25,40 101,60 16,67 82,55 95,25 4 54,4 PHP 3-C300-F
  914,4 36.0 D-3 F 924,56 25,40 101,60 16,67 82,55 95,25 4 63,5 PHP 3-C360-F
  1117,6 44.0 D-3 F 1127,76 25,40 101,60 16,67 82,55 95,25 4 77,1 PHP 3-C440-F
  1270,0 50.0 D-3 F 1280,16 25,40 101,60 16,67 82,55 95,25 4 86,2 PHP 3-C500-F
        
C 4 127,0 5.0 A-1 SD 137,16 12,70 50,80 21,43 107,95 46,04 40 5,4 PHP 4-C50-SD
  139,7 5.5 A-1 SD 149,86 12,70 50,80 21,43 107,95 46,04 40 6,4 PHP 4-C55-SD
  152,4 6.0 A-1 SF 162,56 12,70 74,61 16,67 107,95 52,39 39 7,7 PHP 4-C60-SF
  177,8 7.0 A-1 SF 187,96 12,70 74,61 16,67 107,95 52,39 39 9,5 PHP 4-C70-SF
  190,5 7.5 A-1 SF 200,66 12,70 74,61 16,67 107,95 52,39 39 11,3 PHP 4-C75-SF
        
  203,2 8.0 A-1 E 213,36 22,23 88,90 19,84 107,95 69,85 18 13,6 PHP 4-C80-E
  215,9 8.5 A-1 E 226,06 22,23 88,90 19,84 107,95 69,85 18 15,0 PHP 4-C85-E
  228,6 9.0 A-1 E 238,76 22,23 88,90 19,84 107,95 69,85 18 15,9 PHP 4-C90-E
  241,3 9.5 A-2 E 251,46 22,23 88,90 19,84 107,95 69,85 18 17,2 PHP 4-C95-E
  254,0 10.0 A-2 E 264,16 22,23 88,90 19,84 107,95 69,85 18 18,1 PHP 4-C100-E
        
  266,7 10.5 A-2 E 276,86 22,23 88,90 19,84 107,95 69,85 18 19,5 PHP 4-C105-E
  279,4 11.0 A-2 E 289,56 22,23 88,90 19,84 107,95 69,85 18 20,9 PHP 4-C110-E
  304,8 12.0 A-3 E 314,96 22,23 88,90 19,84 107,95 69,85 18 22,7 PHP 4-C120-E
  330,2 13.0 A-3 E 340,36 22,23 88,90 19,84 107,95 69,85 18 24,5 PHP 4-C130-E
  355,6 14.0 A-3 E 365,76 22,23 88,90 19,84 107,95 69,85 18 26,8 PHP 4-C140-E
        
  406,4 16.0 A-3 E 416,56 22,23 88,90 19,84 107,95 69,85 18 29,5 PHP 4-C160-E
  457,2 18.0 A-3 E 467,36 22,23 88,90 19,84 107,95 69,85 18 33,1 PHP 4-C180-E
  508,0 20.0 A-3 E 518,16 22,23 88,90 7,14 107,95 69,85 31 37,2 PHP 4-C200-E
  609,6 24.0 D-3 F 619,76 25,40 101,60 2,38 107,95 95,25 15 47,6 PHP 4-C240-F
  685,8 27.0 D-3 F 695,96 25,40 101,60 2,38 107,95 95,25 15 56,7 PHP 4-C270-F
        
  762,0 30.0 D-3 F 772,16 25,40 101,60 2,38 107,95 95,25 15 64,4 PHP 4-C300-F
  914,4 36.0 D-3 F 924,56 25,40 101,60 2,38 107,95 95,25 15 78,0 PHP 4-C360-F
  1117,6 44.0 C-3 J 1127,76 38,10 114,30 – 107,95 117,48 10 102,1 PHP 4-C440-J
  1270,0 50.0 C-3 J 1280,16 38,10 114,30 – 107,95 117,48 10 117,9 PHP 4-C500-J
        
C 5 152,4 6.0 A-1 SF 162,56 12,70 74,61 26,19 133,35 52,39 55 9,5 PHP 5-C60-SF
  177,8 7.0 A-1 SF 187,96 12,70 74,61 26,19 133,35 52,39 55 11,8 PHP 5-C70-SF
  190,5 7.5 A-1 SF 200,66 12,70 74,61 26,19 133,35 52,39 55 12,7 PHP 5-C75-SF
  203,2 8.0 A-1 E 213,36 22,23 88,90 29,37 133,35 69,85 34 15,0 PHP 5-C80-E
  215,9 8.5 A-1 E 226,06 22,23 88,90 29,37 133,35 69,85 34 16,8 PHP 5-C85-E
        
  228,6 9.0 A-1 E 238,76 22,23 88,90 29,37 133,35 69,85 34 18,1 PHP 5-C90-E
  241,3 9.5 A-2 E 251,46 22,23 88,90 29,37 133,35 69,85 34 19,1 PHP 5-C95-E
  254,0 10.0 A-2 E 264,16 22,23 88,90 29,37 133,35 69,85 34 20,4 PHP 5-C100-E
  266,7 10.5 A-2 E 276,86 22,23 88,90 29,37 133,35 69,85 34 21,3 PHP 5-C105-E
  279,4 11.0 A-2 E 289,56 22,23 88,90 29,37 133,35 69,85 34 22,7 PHP 5-C110-E
        
  304,8 12.0 A-2 E 314,96 22,23 88,90 29,37 133,35 69,85 34 24,0 PHP 5-C120-E
  330,2 13.0 A-3 E 340,36 22,23 88,90 29,37 133,35 69,85 34 26,3 PHP 5-C130-E
  355,6 14.0 A-3 E 365,76 22,23 88,90 29,37 133,35 69,85 34 29,0 PHP 5-C140-E
  406,4 16.0 A-3 E 416,56 22,23 88,90 29,37 133,35 69,85 34 33,1 PHP 5-C160-E
  457,2 18.0 A-3 E 467,36 22,23 88,90 29,37 133,35 69,85 34 38,6 PHP 5-C180-E
        
  508,0 20.0 D-3 F 518,16 25,40 101,60 2,38 133,35 95,25 40 44,5 PHP 5-C200-F
  609,6 24.0 D-3 F 619,76 25,40 101,60 2,38 133,35 95,25 40 54,0 PHP 5-C240-F
  685,8 27.0 D-3 F 695,96 25,40 101,60 2,38 133,35 95,25 40 69,4 PHP 5-C270-F
  762,0 30.0 D-3 F 772,16 25,40 101,60 2,38 133,35 95,25 40 78,9 PHP 5-C300-F
  914,4 36.0 A-3 J 924,56 38,10 114,30 1,59 133,35 117,48 14 93,4 PHP 5-C360-J
        
  1117,6 44.0 A-3 J 1127,76 38,10 114,30 1,59 133,35 117,48 14 115,2 PHP 5-C440-J
  1270,0 50.0 A-3 J 1280,16 38,10 114,30 1,59 133,35 117,48 14 124,3 PHP 5-C500-J
        
C 6 152,4 6.0 A-1 SF 162,56 12,70 74,61 26,19 158,75 52,39 80 9,1 PHP 6-C60-SF
  177,8 7.0 A-1 SF 187,96 12,70 74,61 26,19 158,75 52,39 80 11,8 PHP 6-C70-SF
  190,5 7.5 A-1 SF 200,66 12,70 74,61 26,19 158,75 52,39 80 13,2 PHP 6-C75-SF
  203,2 8.0 A-1 E 213,36 22,23 88,90 29,37 158,75 69,85 60 16,3 PHP 6-C80-E
  215,9 8.5 A-1 E 226,06 22,23 88,90 29,37 158,75 69,85 60 17,7 PHP 6-C85-E
        
  228,6 9.0 A-1 F 238,76 25,40 101,60 26,19 158,75 95,25 37 23,1 PHP 6-C90-F
  241,3 9.5 A-1 F 251,46 25,40 101,60 26,19 158,75 95,25 37 25,0 PHP 6-C95-F
  254,0 10.0 A-1 F 264,16 25,40 101,60 26,19 158,75 95,25 37 26,8 PHP 6-C100-F
  266,7 10.5 A-2 F 276,86 25,40 101,60 26,19 158,75 95,25 37 28,1 PHP 6-C105-F
  279,4 11.0 A-2 F 289,56 25,40 101,60 26,19 158,75 95,25 37 29,9 PHP 6-C110-F
        
  304,8 12.0 A-2 F 314,96 25,40 101,60 26,19 158,75 95,25 37 31,8 PHP 6-C120-F
  330,2 13.0 A-3 F 340,36 25,40 101,60 26,19 158,75 95,25 37 33,6 PHP 6-C130-F
  355,6 14.0 A-3 F 365,76 25,40 101,60 26,19 158,75 95,25 37 36,3 PHP 6-C140-F
  406,4 16.0 A-3 F 416,56 25,40 101,60 26,19 158,75 95,25 37 40,4 PHP 6-C160-F
  457,2 18.0 A-3 F 467,36 25,40 101,60 26,19 158,75 95,25 37 46,3 PHP 6-C180-F
        
  508,0 20.0 A-3 F 518,16 25,40 101,60 13,49 158,75 95,25 50 50,8 PHP 6-C200-F
  609,6 24.0 A-3 F 619,76 25,40 101,60 13,49 158,75 95,25 50 59,4 PHP 6-C240-F
  685,8 27.0 A-3 J 695,96 38,10 114,30 1,59 158,75 117,48 40 72,6 PHP 6-C270-J
  762,0 30.0 A-3 J 772,16 38,10 114,30 1,59 158,75 117,48 40 86,2 PHP 6-C300-J
  914,4 36.0 A-3 J 924,56 38,10 114,30 1,59 158,75 117,48 40 105,2 PHP 6-C360-J
        
  1117,6 44.0 A-3 J 1127,76 38,10 114,30 1,59 158,75 117,48 40 135,6 PHP 6-C440-J
  1270,0 50.0 B-3 M 1280,16 50,80 139,70 5,56 158,75 171,45 18 145,2 PHP 6-C500-M
        
        
        
 

 
 
 
1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings. 
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– – mm in. – – mm       kg – 
 

 

          
C 8 203,2 8.0 A-1 E 213,36 22,23 88,90 51,59 209,55 69,85 88 19,5 PHP 8-C80-E
  215,9 8.5 A-1 E 226,06 22,23 88,90 76,99 209,55 69,85 88 21,8 PHP 8-C85-E
  228,6 9.0 A-1 F 238,76 25,40 101,60 48,42 209,55 95,25 66 27,2 PHP 8-C90-F
  241,3 9.5 A-1 F 251,46 25,40 101,60 48,42 209,55 95,25 66 29,5 PHP 8-C95-F
  254,0 10.0 A-1 F 264,16 25,40 101,60 48,42 209,55 95,25 66 31,3 PHP 8-C100-F
          
  266,7 10.5 A-2 F 276,86 25,40 101,60 48,42 209,55 95,25 66 33,1 PHP 8-C105-F
  279,4 11.0 A-2 F 289,56 25,40 101,60 48,42 209,55 95,25 66 35,4 PHP 8-C110-F
  304,8 12.0 A-3 F 314,96 25,40 101,60 48,42 209,55 95,25 66 37,7 PHP 8-C120-F
  330,2 13.0 A-3 F 340,36 25,40 101,60 48,42 209,55 95,25 66 40,4 PHP 8-C130-F
  355,6 14.0 A-3 F 365,76 25,40 101,60 48,42 209,55 95,25 66 44,0 PHP 8-C140-F
          
  406,4 16.0 A-3 F 416,56 25,40 101,60 48,42 209,55 95,25 66 51,3 PHP 8-C160-F
  457,2 18.0 A-3 F 467,36 25,40 101,60 48,42 209,55 95,25 66 59,4 PHP 8-C180-F
  508,0 20.0 A-3 J 518,16 38,10 114,30 1,59 209,55 117,48 90 69,0 PHP 8-C200-J
  609,6 24.0 A-3 J 619,76 38,10 114,30 1,59 209,55 117,48 90 83,9 PHP 8-C240-J
  685,8 27.0 A-3 J 695,96 38,10 114,30 1,59 209,55 117,48 90 94,4 PHP 8-C270-J
          
  762,0 30.0 A-3 J 772,16 38,10 114,30 1,59 209,55 117,48 90 104,3 PHP 8-C300-J
  914,4 36.0 A-3 M 924,56 50,80 139,70 7,14 209,55 171,45 31 138,8 PHP 8-C360-M
  1117,6 44.0 A-3 M 1127,76 50,80 139,70 7,14 209,55 171,45 31 181,4 PHP 8-C440-M
  1270,0 50.0 A-3 M 1280,16 50,80 139,70 7,14 209,55 171,45 31 215,5 PHP 8-C500-M
          
D 3 304,8 12.0 A-2 F 321,06 25,40 101,60 3,97 117,48 95,25 18 31,8 PHP 3-D120-F
  330,2 13.0 A-2 F 346,46 25,40 101,60 3,97 117,48 95,25 18 34,5 PHP 3-D130-F
  342,9 13.5 A-2 F 359,16 25,40 101,60 3,97 117,48 95,25 18 35,8 PHP 3-D135-F
  355,6 14.0 A-2 F 371,86 25,40 101,60 3,97 117,48 95,25 18 37,2 PHP 3-D140-F
  368,3 14.5 A-3 F 384,56 25,40 101,60 3,97 117,48 95,25 18 38,6 PHP 3-D145-F
          
  381,0 15.0 A-3 F 397,26 25,40 101,60 3,97 117,48 95,25 18 40,4 PHP 3-D150-F
  393,7 15.5 A-3 F 409,96 25,40 101,60 3,97 117,48 95,25 18 41,7 PHP 3-D155-F
  406,4 16.0 A-3 F 422,66 25,40 101,60 3,97 117,48 95,25 18 43,5 PHP 3-D160-F
  457,2 18.0 D-3 J 473,46 38,10 114,30 6,35 117,48 117,48 6 49,9 PHP 3-D180-J
  508,0 20.0 D-3 J 524,26 38,10 114,30 6,35 117,48 117,48 6 54,4 PHP 3-D200-J
          
  558,8 22.0 D-3 J 575,06 38,10 114,30 6,35 117,48 117,48 6 59,0 PHP 3-D220-J
  685,8 27.0 D-3 J 702,06 38,10 114,30 6,35 117,48 117,48 6 78,5 PHP 3-D270-J
  838,2 33.0 D-3 J 854,46 38,10 114,30 6,35 117,48 117,48 6 108,9 PHP 3-D330-J
  1016,0 40.0 D-3 J 1032,26 38,10 114,30 6,35 117,48 117,48 6 136,1 PHP 3-D440-J
          
D 4 304,8 12.0 A-2 F 321,06 25,40 101,60 24,61 153,99 95,25 34 37,7 PHP 4-D120-F
  330,2 13.0 A-2 F 346,46 25,40 101,60 24,61 153,99 95,25 34 39,0 PHP 4-D130-F
  342,9 13.5 A-2 F 359,16 25,40 101,60 24,61 153,99 95,25 34 40,4 PHP 4-D135-F
  355,6 14.0 A-2 F 371,86 25,40 101,60 24,61 153,99 95,25 34 41,7 PHP 4-D140-F
  368,3 14.5 A-3 F 384,56 25,40 101,60 24,61 153,99 95,25 34 43,1 PHP 4-D145-F
          
  381,0 15.0 A-3 F 397,26 25,40 101,60 24,61 153,99 95,25 34 44,9 PHP 4-D150-F
  393,7 15.5 A-3 F 409,96 25,40 101,60 24,61 153,99 95,25 34 46,3 PHP 4-D155-F
  406,4 16.0 A-3 F 422,66 25,40 101,60 24,61 153,99 95,25 34 48,1 PHP 4-D160-F
  457,2 18.0 A-3 J 473,46 38,10 114,30 3,18 153,99 117,48 33 54,4 PHP 4-D180-J
  508,0 20.0 A-3 J 524,26 38,10 114,30 3,18 153,99 117,48 33 59,9 PHP 4-D200-J
          
  558,8 22.0 A-3 J 575,06 38,10 114,30 3,18 153,99 117,48 33 70,3 PHP 4-D220-J
  685,8 27.0 A-3 J 702,06 38,10 114,30 3,18 153,99 117,48 33 87,5 PHP 4-D270-J
  838,2 33.0 B-3 M 854,46 50,80 139,70 8,73 153,99 171,45 26 127,0 PHP 4-D330-M
  1016,0 40.0 B-3 M 1032,26 50,80 139,70 8,73 153,99 171,45 26 157,9 PHP 4-D440-M
  1219,2 48.0 B-3 M 1235,46 50,80 139,70 8,73 153,99 171,45 26 172,4 PHP 4-D480-M
          
  1473,2 58.0 B-3 M 1489,46 50,80 139,70 8,73 153,99 171,45 26 190,5 PHP 4-D580-M
          
D 5 304,8 12.0 A-2 F 321,06 25,40 101,60 43,66 190,50 95,25 52 42,2 PHP 5-D120-F
  330,2 13.0 A-2 F 346,46 25,40 101,60 43,66 190,50 95,25 52 43,5 PHP 5-D130-F
  342,9 13.5 A-2 F 359,16 25,40 101,60 43,66 190,50 95,25 52 46,3 PHP 5-D135-F
  355,6 14.0 A-2 F 371,86 25,40 101,60 43,66 190,50 95,25 52 48,1 PHP 5-D140-F
 

 
 
 
1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings. 
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Classical V-belt pulleys 

D QD bushed 
 

 
 
 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley 

type1) 
Bushing 
number 

Dimensions Mass2) Designation
Outer
diameter

 

PD  OD Bore E F L M 
Min. Max.

 

– – mm in. – – mm       kg – 
 

 

        
D 5 368,3 14.5 A-3 F 384,56 25,40 101,60 43,66 190,50 95,25 52 50,8 PHP 5-D145-F
  381,0 15.0 A-3 F 397,26 25,40 101,60 43,66 190,50 95,25 52 54,4 PHP 5-D150-F
  393,7 15.5 A-3 F 409,96 25,40 101,60 43,66 190,50 95,25 52 56,7 PHP 5-D155-F
  406,4 16.0 A-3 F 422,66 25,40 101,60 43,66 190,50 95,25 52 59,0 PHP 5-D160-F
  457,2 18.0 A-3 J 473,46 38,10 114,30 47,63 190,50 117,48 25 68,0 PHP 5-D180-J
        
  508,0 20.0 A-3 J 524,26 38,10 114,30 3,18 190,50 117,48 70 72,6 PHP 5-D200-J
  558,8 22.0 A-3 J 575,06 38,10 114,30 3,18 190,50 117,48 70 86,2 PHP 5-D220-J
  685,8 27.0 A-3 M 702,06 50,80 139,70 8,73 190,50 171,45 10 117,9 PHP 5-D270-M
  838,2 33.0 A-3 M 854,46 50,80 139,70 8,73 190,50 171,45 10 145,2 PHP 5-D330-M
  1016,0 40.0 A-3 M 1032,26 50,80 139,70 8,73 190,50 171,45 10 176,9 PHP 5-D400-M
        
  1219,2 48.0 A-3 M 1235,46 50,80 139,70 8,73 190,50 171,45 10 204,1 PHP 5-D480-M
  1473,2 58.0 A-3 M 1489,46 50,80 139,70 8,73 190,50 171,45 10 226,8 PHP 5-D580-M
        
D 6 304,8 12.0 A-1 J 321,06 38,10 114,30 47,63 227,01 117,48 62 52,2 PHP 6-D120-J
  330,2 13.0 A-2 J 346,46 38,10 114,30 47,63 227,01 117,48 62 56,7 PHP 6-D130-J
  342,9 13.5 A-2 J 359,16 38,10 114,30 47,63 227,01 117,48 62 61,2 PHP 6-D135-J
  355,6 14.0 A-2 J 371,86 38,10 114,30 47,63 227,01 117,48 62 65,8 PHP 6-D140-J
  368,3 14.5 A-2 J 384,56 38,10 114,30 47,63 227,01 117,48 62 68,0 PHP 6-D145-J
        
  381,0 15.0 A-2 J 397,26 38,10 114,30 47,63 227,01 117,48 62 72,6 PHP 6-D150-J
  393,7 15.5 A-3 J 409,96 38,10 114,30 47,63 227,01 117,48 62 74,8 PHP 6-D155-J
  406,4 16.0 A-3 J 422,66 38,10 114,30 47,63 227,01 117,48 62 77,1 PHP 6-D160-J
  457,2 18.0 A-3 J 473,46 38,10 114,30 47,63 227,01 117,48 62 81,7 PHP 6-D180-J
  508,0 20.0 A-3 J 524,26 38,10 114,30 47,63 227,01 117,48 62 97,5 PHP 6-D200-J
        
  558,8 22.0 A-3 M 575,06 50,80 139,70 8,73 227,01 171,45 43 113,4 PHP 6-D220-M
  685,8 27.0 A-3 M 702,06 50,80 139,70 8,73 227,01 171,45 43 136,1 PHP 6-D270-M
  838,2 33.0 A-3 M 854,46 50,80 139,70 8,73 227,01 171,45 43 163,3 PHP 6-D330-M
  1016,0 40.0 A-3 M 1032,26 50,80 139,70 8,73 227,01 171,45 43 199,6 PHP 6-D400-M
  1219,2 48.0 A-3 M 1235,46 50,80 139,70 8,73 227,01 171,45 43 254,0 PHP 6-D480-M
        
  1473,2 58.0 A-3 N 1489,46 61,91 149,23 4,76 227,01 206,38 16 299,4 PHP 6-D580-N
        
D 8 304,8 12.0 A-1 J 321,06 38,10 114,30 53,98 300,04 117,48 129 63,5 PHP 8-D120-J
  330,2 13.0 A-2 J 346,46 38,10 114,30 53,98 300,04 117,48 129 68,0 PHP 8-D130-J
  342,9 13.5 A-2 J 359,16 38,10 114,30 53,98 300,04 117,48 129 72,6 PHP 8-D135-J
  355,6 14.0 A-2 J 371,86 38,10 114,30 53,98 300,04 117,48 129 77,1 PHP 8-D140-J
  368,3 14.5 A-2 J 384,56 38,10 114,30 53,98 300,04 117,48 129 80,7 PHP 8-D145-J
        
  381,0 15.0 A-2 J 397,26 38,10 114,30 53,98 300,04 117,48 129 82,6 PHP 8-D150-J
  393,7 15.5 A-2 J 409,96 38,10 114,30 53,98 300,04 117,48 129 86,2 PHP 8-D155-J
  406,4 16.0 A-2 J 422,66 38,10 114,30 53,98 300,04 117,48 129 91,2 PHP 8-D160-J
  457,2 18.0 A-3 M 473,46 50,80 139,70 59,53 300,04 171,45 69 117,9 PHP 8-D180-M
  508,0 20.0 A-3 M 524,26 50,80 139,70 59,53 300,04 171,45 69 122,5 PHP 8-D200-M
        
  558,8 22.0 A-3 M 575,06 50,80 139,70 8,73 300,04 171,45 120 136,1 PHP 8-D220-M
  685,8 27.0 A-3 M 702,06 50,80 139,70 8,73 300,04 171,45 120 158,8 PHP 8-D270-M
  838,2 33.0 A-3 M 854,46 50,80 139,70 8,73 300,04 171,45 120 204,1 PHP 8-D330-M
  1016,0 40.0 A-3 N 1032,26 61,91 149,23 4,76 300,04 206,38 89 249,5 PHP 8-D400-N
  1219,2 48.0 A-3 N 1235,46 61,91 149,23 4,76 300,04 206,38 89 326,6 PHP 8-D480-N
        
  1473,2 58.0 A-3 N 1489,46 61,91 149,23 4,76 300,04 206,38 89 408,2 PHP 8-D580-N
        
D 10 304,8 12.0 A-1 M 321,06 50,80 139,70 59,53 373,06 171,45 148 86,2 PHP 10-D120-M
  330,2 13.0 A-1 M 346,46 50,80 139,70 59,53 373,06 171,45 148 99,8 PHP 10-D130-M
  342,9 13.5 A-1 M 359,16 50,80 139,70 59,53 373,06 171,45 148 108,9 PHP 10-D135-M
  355,6 14.0 A-1 M 371,86 50,80 139,70 59,53 373,06 171,45 148 113,4 PHP 10-D140-M
  368,3 14.5 A-2 M 384,56 50,80 139,70 59,53 373,06 171,45 148 117,9 PHP 10-D145-M
        
  381,0 15.0 A-2 M 397,26 50,80 139,70 59,53 373,06 171,45 148 122,5 PHP 10-D150-M
  393,7 15.5 A-2 M 409,96 50,80 139,70 59,53 373,06 171,45 148 127,0 PHP 10-D155-M
  406,4 16.0 A-2 M 422,66 50,80 139,70 59,53 373,06 171,45 148 131,5 PHP 10-D160-M
  457,2 18.0 A-2 M 473,46 50,80 139,70 59,53 373,06 171,45 148 140,6 PHP 10-D180-M
  508,0 20.0 A-2 M 524,26 50,80 139,70 59,53 373,06 171,45 148 149,7 PHP 10-D200-M
        
  558,8 22.0 A-3 M 575,06 50,80 139,70 59,53 373,06 171,45 173 158,8 PHP 10-D220-M
  685,8 27.0 A-3 M 702,06 50,80 139,70 59,53 373,06 171,45 173 199,6 PHP 10-D270-M
  838,2 33.0 A-3 N 854,46 61,91 149,23 30,16 373,06 206,38 143 226,8 PHP 10-D330-N
  1016,0 40.0 A-3 N 1032,26 61,91 149,23 30,16 373,06 206,38 143 294,8 PHP 10-D400-N
  1219,2 48.0 A-3 P 1235,46 74,61 177,80 6,35 373,06 238,13 129 417,3 PHP 10-D480-P
        
  1473,2 58.0 A-3 P 1489,46 74,61 177,80 6,35 373,06 238,13 129 499,0 PHP 10-D580-P
        
D 12 304,8 12.0 A-1 M 321,06 50,80 139,70 84,93 446,09 171,45 190 99,8 PHP 12-D120-M
  330,2 13.0 A-1 M 346,46 50,80 139,70 84,93 446,09 171,45 190 113,4 PHP 12-D130-M
  342,9 13.5 A-1 M 359,16 50,80 139,70 84,93 446,09 171,45 190 122,5 PHP 12-D135-M
  355,6 14.0 A-1 M 371,86 50,80 139,70 84,93 446,09 171,45 190 127,0 PHP 12-D140-M
  368,3 14.5 A-1 M 384,56 50,80 139,70 84,93 446,09 171,45 190 136,1 PHP 12-D145-M
        
  381,0 15.0 A-2 M 397,26 50,80 139,70 84,93 446,09 171,45 190 138,4 PHP 12-D150-M
  393,7 15.5 A-1 M 409,96 50,80 139,70 84,93 446,09 171,45 190 140,6 PHP 12-D155-M
  406,4 16.0 A-2 M 422,66 50,80 139,70 84,93 446,09 171,45 190 145,2 PHP 12-D160-M
  457,2 18.0 A-2 M 473,46 50,80 139,70 84,93 446,09 171,45 190 154,2 PHP 12-D180-M
  508,0 20.0 A-2 M 524,26 50,80 139,70 84,93 446,09 171,45 190 163,3 PHP 12-D200-M
        
  558,8 22.0 A-3 M 575,06 50,80 139,70 59,53 446,09 171,45 215 181,4 PHP 12-D220-M
        
        
 

 
 
 
1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings. 
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Classical V-belt pulleys 

D QD bushed 
 

 
 

OD PD

F

LM E
 

Type A 
 

 

 
 

 
Section Number of 

grooves 
Pitch diameter Pulley

type1) 
Bushing 
number 

Dimensions Mass2) Designation
Outer 
diameter

 

PD  OD Bore E F L M 
Min. Max.

 

– – mm in. – – mm       kg – 
 

 

          
D 12 685,8 27.0 A-3 N 702,06 61,91 149,23 55,56 446,09 206,38 184 235,9 PHP 12-D270-N
  838,2 33.0 A-3 N 854,46 61,91 149,23 58,74 446,09 206,38 184 301,6 PHP 12-D330-N
  1016,0 40.0 A-3 P 1032,26 74,61 177,80 6,35 446,09 238,13 202 394,6 PHP 12-D400-P
  1219,2 48.0 A-3 P 1235,46 74,61 177,80 6,35 446,09 238,13 202 494,4 PHP 12-D480-P
  1473,2 58.0 A-3 P 1489,46 74,61 177,80 6,35 446,09 238,13 202 589,7 PHP 12-D580-P
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
          
 

 
 
 
1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings. 
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