
  285
 

 

Narrow wedge belt pulleys 

3V taper bushed 
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Type B-1 Type C-2 Type C-3
 

 

 
 

 
Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass2) Designation
Outer 
diameter 

  

PD OD  B F E L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
3V 1 66,04 B-1 1108 67,31 2.65 9.53 28.58 26.99 5.56 22.23 27.78 0,34 PHP 1-3V265TB
  69,85 B-1 1108 71,12 2.80 9.53 28.58 26.99 5.56 22.23 27.78 0,39 PHP 1-3V280TB
  74,93 B-1 1108 76,20 3.00 9.53 28.58 26.99 5.56 22.23 27.78 0,45 PHP 1-3V300TB
  78,74 B-1 1108 80,01 3.15 9.53 28.58 26.99 5.56 22.23 27.78 0,45 PHP 1-3V315TB
  83,82 B-1 1610 85,09 3.35 12.70 41.28 26.99 2.38 25.40 27.78 0,50 PHP 1-3V335TB
         
  91,44 B-1 1610 92,71 3.65 12.70 41.28 26.99 2.38 25.40 27.78 0,59 PHP 1-3V365TB
  103,38 B-1 1610 104,65 4.12 12.70 41.28 26.99 2.38 25.40 27.78 0,91 PHP 1-3V412TB
  113,03 B-1 1610 114,30 4.50 12.70 41.28 26.99 2.38 25.40 27.78 1,04 PHP 1-3V450TB
  119,38 B-1 1610 120,65 4.75 12.70 41.28 26.99 2.38 25.40 27.78 1,18 PHP 1-3V475TB
  125,73 B-1 1610 127,00 5.00 12.70 41.28 26.99 2.38 25.40 27.78 1,32 PHP 1-3V500TB
         
  133,35 B-1 1610 134,62 5.30 12.70 41.28 26.99 2.38 25.40 27.78 1,50 PHP 1-3V530TB
  140,97 B-1 1610 142,24 5.60 12.70 41.28 26.99 2.38 25.40 27.78 1,68 PHP 1-3V560TB
  151,13 B-1 1610 152,40 6.00 12.70 41.28 26.99 2.38 25.40 27.78 1,91 PHP 1-3V600TB
  163,83 B-1 1610 165,10 6.50 12.70 41.28 26.99 2.38 25.40 27.78 2,27 PHP 1-3V650TB
  173,99 B-1 1610 175,26 6.90 12.70 41.28 26.99 2.38 25.40 27.78 2,54 PHP 1-3V690TB
         
  201,93 C-2 25171) 203,20 8.00 19.05 63.50 26.99 – 44.45 27.78 3,86 PHP 1-3V800TB
  267,97 C-2 25171) 269,24 10.60 19.05 63.50 26.99 – 44.45 27.78 6,35 PHP 1-3V1060TB
  354,33 C-3 25171) 355,60 14.00 19.05 63.50 26.99 – 44.45 27.78 9,07 PHP 1-3V1400TB
  481,33 C-3 3020 482,60 19.00 31.75 76.20 26.99 – 50.80 27.78 11,79 PHP 1-3V1900TB
         
3V 2 66,04 B-1 1108 67,31 2.65 9.53 28.58 27.78 5.56 22.23 –  0,34 PHP 2-3V265TB
  69,85 B-1 1108 71,12 2.80 9.53 28.58 27.78 12.70 22.23 27.78 0,41 PHP 2-3V280TB
  74,93 B-1 1210 76,20 3.00 15.88 31.75 27.78 2.38 25.40 –  0,64 PHP 2-3V300TB
  78,74 B-1 1210 80,01 3.15 15.88 31.75 27.78 12.70 25.40 27.78 0,45 PHP 2-3V315TB
  83,82 B-1 1610 85,09 3.35 12.70 41.28 27.78 12.70 25.40 27.78 0,68 PHP 2-3V335TB
         
  91,44 B-1 1610 92,71 3.65 12.70 41.28 27.78 2.38 25.40 –  0,73 PHP 2-3V365TB
  103,38 B-1 1610 104,65 4.12 12.70 41.28 27.78 2.38 25.40 –  0,95 PHP 2-3V412TB
  113,03 B-1 1610 114,30 4.50 12.70 41.28 27.78 2.38 25.40 –  1,22 PHP 2-3V450TB
  119,38 B-1 1610 120,65 4.75 12.70 41.28 27.78 2.38 25.40 –  1,41 PHP 2-3V475TB
  125,73 B-1 1610 127,00 5.00 12.70 41.28 27.78 2.38 25.40 –  1,63 PHP 2-3V500TB
         
  133,35 B-1 1610 134,62 5.30 12.70 41.28 27.78 2.38 25.40 –  1,91 PHP 2-3V530TB
  140,97 B-1 1610 142,24 5.60 12.70 41.28 27.78 2.38 25.40 –  2,18 PHP 2-3V560TB
  151,13 B-1 1610 152,40 6.00 12.70 41.28 27.78 2.38 25.40 –  2,63 PHP 2-3V600TB
  163,83 B-1 1610 165,10 6.50 12.70 41.28 27.78 2.38 25.40 –  3,18 PHP 2-3V650TB
  173,99 B-1 1610 175,26 6.90 12.70 41.28 27.78 2.38 25.40 –  3,63 PHP 2-3V690TB
         
  201,93 C-2 25171) 203,20 8.00 19.05 63.50 27.78 – 44.45 16.67 4,99 PHP 2-3V800TB
  267,97 C-2 25171) 269,24 10.60 19.05 63.50 27.78 – 44.45 16.67 6,80 PHP 2-3V1060TB
  354,33 C-3 25171) 355,60 14.00 19.05 63.50 27.78 – 44.45 16.67 9,98 PHP 2-3V1400TB
  481,33 C-3 3020 482,60 19.00 31.75 76.20 27.78 3.18 50.80 23.02 14,51 PHP 2-3V1900TB
  633,73 C-3 3020 635,00 25.00 31.75 76.20 27.78 3.18 50.80 19.84 20,41 PHP 2-3V2500TB
         
3V 3 69,85 B-1 1108 71,12 2.80 9.53 28.58 38.10 15.88 22.23 27.78 0,50 PHP 3-3V280TB
  74,93 B-1 1210 76,20 3.00 15.88 31.75 38.10 23.02 25.40 – 0,82 PHP 3-3V300TB
  78,74 B-1 1210 80,01 3.15 15.88 31.75 38.10 12.70 25.40 27.78 0,68 PHP 3-3V315TB
  83,82 B-1 1610 85,09 3.35 12.70 41.28 38.10 23.02 25.40 27.78 0,82 PHP 3-3V335TB
  91,44 B-1 1610 92,71 3.65 12.70 41.28 38.10 23.02 25.40 – 0,91 PHP 3-3V365TB
         
  103,38 B-1 1610 104,65 4.12 12.70 41.28 38.10 12.70 25.40 – 1,18 PHP 3-3V412TB
  113,03 B-1 1610 114,30 4.50 12.70 41.28 38.10 12.70 25.40 – 1,45 PHP 3-3V450TB
  119,38 B-1 1610 120,65 4.75 12.70 41.28 38.10 12.70 25.40 – 1,68 PHP 3-3V475TB
  125,73 B-1 1610 127,00 5.00 12.70 41.28 38.10 12.70 25.40 – 1,91 PHP 3-3V500TB
  133,35 B-1 1610 134,62 5.30 12.70 41.28 38.10 12.70 25.40 – 2,18 PHP 3-3V530TB
         
  140,97 B-1 1610 142,24 5.60 12.70 41.28 38.10 12.70 25.40 – 2,49 PHP 3-3V560TB
  151,13 B-1 25171) 152,40 6.00 19.05 63.50 38.10 3.97 44.45 10.32 3,36 PHP 3-3V600TB
  163,83 B-1 25171) 165,10 6.50 19.05 63.50 38.10 3.97 44.45 10.32 4,13 PHP 3-3V650TB
  173,99 B-1 25171) 175,26 6.90 19.05 63.50 38.10 3.97 44.45 10.32 4,54 PHP 3-3V690TB
  201,93 C-2 25171) 203,20 8.00 19.05 63.50 38.10 3.97 44.45 10.32 6,80 PHP 3-3V800TB
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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Narrow wedge belt pulleys 

3V taper bushed 
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Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass2) Designation
Outer 
diameter 

 

PD OD  B F E L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
3V 3 267,97 C-2 25171) 269,24 10.60 19.05 63.50 38.10 – 44.45 6.35 8,16 PHP 3-3V1060TB
  354,33 C-3 25171) 355,60 14.00 19.05 63.50 38.10 – 44.45 6.35 11,34 PHP 3-3V1400TB
  481,33 C-3 3020 482,60 19.00 31.75 76.20 38.10 – 50.80 12.70 15,42 PHP 3-3V1900TB
  633,73 C-3 3020 635,00 25.00 31.75 76.20 38.10 – 50.80 12.70 22,23 PHP 3-3V2500TB
  849,63 C-3 3020 850,90 33.50 31.75 76.20 38.10 6.35 50.80 6.35 30,39 PHP 3-3V3350TB
         
3V 4 69,85 B-1 1108 71,12 2.80 9.53 28.58 48.42 33.34 22.23 27.78 0,59 PHP 4-3V280TB
  74,93 B-1 1210 76,20 3.00 15.88 31.75 48.42 23.02 25.40 – 0,95 PHP 4-3V300TB
  78,74 B-1 1210 80,01 3.15 15.88 31.75 48.42 33.34 25.40 27.78 0,86 PHP 4-3V315TB
  83,82 B-1 1610 85,09 3.35 12.70 41.28 48.42 23.02 25.40 – 1,00 PHP 4-3V335TB
  91,44 B-1 1610 92,71 3.65 12.70 41.28 48.42 23.02 25.40 – 0,91 PHP 4-3V365TB
         
  103,38 B-1 1610 104,65 4.12 12.70 41.28 48.42 23.02 25.40 – 1,36 PHP 4-3V412TB
  113,03 B-1 1610 114,30 4.50 12.70 41.28 48.42 23.02 25.40 – 1,68 PHP 4-3V450TB
  119,38 B-1 1610 120,65 4.75 12.70 41.28 48.42 23.02 25.40 – 1,91 PHP 4-3V475TB
  125,73 B-1 1610 127,00 5.00 12.70 41.28 48.42 23.02 25.40 – 2,18 PHP 4-3V500TB
  133,35 B-1 1610 134,62 5.30 12.70 41.28 48.42 23.02 25.40 – 2,49 PHP 4-3V530TB
         
  140,97 B-1 1610 142,24 5.60 12.70 41.28 48.42 23.02 25.40 – 2,81 PHP 4-3V560TB
  151,13 B-1 25171) 152,40 6.00 19.05 63.50 48.42 3.97 44.45 – 3,63 PHP 4-3V600TB
  163,83 B-1 25171) 165,10 6.50 19.05 63.50 48.42 3.97 44.45 – 4,54 PHP 4-3V650TB
  173,99 B-1 25171) 175,26 6.90 19.05 63.50 48.42 3.97 44.45 – 5,44 PHP 4-3V690TB
  201,93 B-1 25171) 203,20 8.00 19.05 63.50 48.42 3.97 44.45 – 8,16 PHP 4-3V800TB
         
  267,97 A-2 25171) 269,24 10.60 19.05 63.50 48.42 3.97 44.45 – 9,07 PHP 4-3V1060TB
  354,33 C-3 25171) 355,60 14.00 19.05 63.50 48.42 – 44.45 3.97 13,15 PHP 4-3V1400TB
  481,33 C-3 3020 482,60 19.00 31.75 76.20 48.42 – 76.20 27.78 20,41 PHP 4-3V1900TB
  633,73 C-3 3020 635,00 25.00 31.75 76.20 48.42 – 76.20 27.78 28,58 PHP 4-3V2500TB
  849,63 C-3 3030 850,90 33.50 31.75 76.20 48.42 13.89 76.20 13.89 36,74 PHP 4-3V3350TB
         
3V 5 119,38 B-1 25171) 120,65 4.75 19.05 63.50 74.61 14.29 44.45 – 1,72 PHP 5-3V475TB
  125,73 B-1 25171) 127,00 5.00 19.05 63.50 74.61 14.29 44.45 – 2,18 PHP 5-3V500TB
  133,35 B-1 25171) 134,62 5.30 19.05 63.50 74.61 14.29 44.45 – 2,68 PHP 5-3V530TB
  140,97 B-1 25171) 142,24 5.60 19.05 63.50 74.61 14.29 44.45 – 3,18 PHP 5-3V560TB
  151,13 B-1 25171) 152,40 6.00 19.05 63.50 74.61 14.29 44.45 – 3,95 PHP 5-3V600TB
         
  163,83 B-1 25171) 165,10 6.50 19.05 63.50 74.61 14.29 44.45 – 4,99 PHP 5-3V650TB
  173,99 B-1 25171) 175,26 6.90 19.05 63.50 74.61 14.29 44.45 – 5,90 PHP 5-3V690TB
  201,93 B-1 25171) 203,20 8.00 19.05 63.50 74.61 14.29 44.45 – 8,62 PHP 5-3V800TB
  267,97 B-2 25171) 269,24 10.60 19.05 63.50 74.61 14.29 44.45 – 11,79 PHP 5-3V1060TB
  354,33 C-3 25171) 355,60 14.00 19.05 63.50 74.61 – 44.45 14.29 15,42 PHP 5-3V1400TB
         
  481,33 C-3 3030 482,60 19.00 31.75 76.20 74.61 – 76.20 17.46 21,32 PHP 5-3V1900TB
  633,73 C-3 3030 635,00 25.00 31.75 76.20 74.61 – 76.20 17.46 29,94 PHP 5-3V2500TB
  849,63 C-3 3030 850,90 33.50 31.75 76.20 74.61 8.73 76.20 17.46 39,01 PHP 5-3V3350TB
         
3V 6 119,38 B-1 25171) 120,65 4.75 19.05 63.50 69.06 24.61 44.45 –  2,00 PHP 6-3V475TB
  125,73 B-1 25171) 127,00 5.00 19.05 63.50 69.06 24.61 44.45 – 2,45 PHP 6-3V500TB
  133,35 B-1 25171) 134,62 5.30 19.05 63.50 69.06 24.61 44.45 – 2,95 PHP 6-3V530TB
  140,97 B-1 25171) 142,24 5.60 19.05 63.50 69.06 24.61 44.45 – 3,49 PHP 6-3V560TB
  151,13 B-1 25171) 152,40 6.00 19.05 63.50 69.06 24.61 44.45 – 4,31 PHP 6-3V600TB
         
  163,83 B-1 25171) 165,10 6.50 19.05 63.50 69.06 24.61 44.45 – 5,44 PHP 6-3V650TB
  173,99 B-1 25171) 175,26 6.90 19.05 63.50 69.06 24.61 44.45 – 5,90 PHP 6-3V690TB
  201,93 B-1 25171) 203,20 8.00 19.05 63.50 69.06 24.61 44.45 – 9,07 PHP 6-3V800TB
  267,97 B-2 25171) 269,24 10.60 19.05 63.50 69.06 24.61 44.45 – 13,15 PHP 6-3V1060TB
  354,33 B-3 25171) 355,60 14.00 19.05 63.50 69.06 5.56 44.45 19.05 18,60 PHP 6-3V1400TB
         
  481,33 C-3 3020 482,60 19.00 31.75 76.20 69.06 – 76.20 7.14 23,13 PHP 6-3V1900TB
  633,73 C-3 3030 635,00 25.00 31.75 76.20 69.06 – 76.20 7.14 32,66 PHP 6-3V2500TB
  849,63 C-3 3030 850,90 33.50 31.75 76.20 69.06 3.57 76.20 3.57 41,73 PHP 6-3V3350TB
         
3V 8 119,38 B-1 25171) 120,65 4.75 19.05 63.50 89.69 45.24 44.45 –  2,63 PHP 8-3V475TB
  125,73 B-1 25171) 127,00 5.00 19.05 63.50 89.69 45.24 44.45 –  2,90 PHP 8-3V500TB
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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Narrow wedge belt pulleys 

3V taper bushed   |   5V taper bushed 
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Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass2) Designation
Outer 
diameter 

  

PD OD  B F E L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
3V 8 133,35 A-1 25171) 134,62 5.30 19.05 63.50 89.69 26.19 44.45 19.05 3,54 PHP 8-3V530TB
  140,97 A-1 25171) 142,24 5.60 19.05 63.50 89.69 6.35 44.45 38.89 4,17 PHP 8-3V560TB
  151,13 A-1 25171) 152,40 6.00 19.05 63.50 89.69 6.35 44.45 38.89 4,99 PHP 8-3V600TB
  163,83 A-1 25171) 165,10 6.50 19.05 63.50 89.69 6.35 44.45 38.89 6,35 PHP 8-3V650TB
  173,99 A-1 25171) 175,26 6.90 19.05 63.50 89.69 6.35 44.45 38.89 7,26 PHP 8-3V690TB
         
  201,93 A-1 3020 203,20 8.00 31.75 76.20 89.69 12.70 50.80 26.19 9,98 PHP 8-3V800TB
  267,97 A-2 3020 269,24 10.60 31.75 76.20 89.69 12.70 50.80 26.19 12,70 PHP 8-3V1060TB
  354,33 A-3 3020 355,60 14.00 31.75 76.20 89.69 – 76.20 13.49 23,59 PHP 8-3V1400TB
  481,33 A-3 35351) 482,60 19.00 50.80 100.01 89.69 – 88.90 0.79 30,39 PHP 8-3V1900TB
  633,73 A-3 35351) 635,00 25.00 50.80 100.01 89.69 – 88.90 0.79 42,18 PHP 8-3V2500TB
         
  849,63 C-3 4040 850,90 33.50 44.45 112.71 89.69 23.81 101.60 23.81 71,21 PHP 8-3V3350TB
         
3V 10 119,38 B-1 25171) 120,65 4.75 19.05 63.50 110.33 65.88 44.45 –  3,18 PHP 10-3V475TB
  125,73 B-1 25171) 127,00 5.00 19.05 63.50 110.33 65.88 44.45 19.05 3,63 PHP 10-3V500TB
  133,35 A-1 25171) 134,62 5.30 19.05 63.50 110.33 65.88 44.45 – 4,08 PHP 10-3V530TB
  140,97 A-1 25171) 142,24 5.60 19.05 63.50 110.33 12.70 44.45 53.18 4,99 PHP 10-3V560TB
  151,13 A-1 25171) 152,40 6.00 19.05 63.50 110.33 12.70 44.45 53.18 5,90 PHP 10-3V600TB
         
  163,83 A-1 25171) 165,10 6.50 19.05 63.50 110.33 12.70 44.45 53.18 6,80 PHP 10-3V650TB
  173,99 A-1 25171) 175,26 6.90 19.05 63.50 110.33 12.70 44.45 53.18 8,16 PHP 10-3V690TB
  201,93 A-1 3020 203,20 8.00 31.75 76.20 110.33 6.35 50.80 53.18 10,43 PHP 10-3V800TB
  267,97 A-2 3020 269,24 10.60 31.75 76.20 110.33 21.43 50.80 38.10 14,06 PHP 10-3V1060TB
  354,33 A-2 35351) 355,60 14.00 50.80 88.90 110.33 – 88.90 21.43 22,68 PHP 10-3V1400TB
         
  481,33 A-3 35351) 482,60 19.00 50.80 88.90 110.33 – 88.90 21.43 34,02 PHP 10-3V1900TB
  633,73 A-3 4040 635,00 25.00 44.45 112.71 110.33 – 101.60 8.73 55,34 PHP 10-3V2500TB
  849,63 A-3 4040 850,90 33.50 44.45 112.71 110.33 4.37 101.60 4.37 78,02 PHP 10-3V3350TB
         
5V 2 177,80 B-1 25171) 180,34 7.10 19.05 63.50 42.86 1.59 44.45 –   4,54 PHP 2-5V710TB
  187,96 B-1 25171) 190,50 7.50 19.05 63.50 42.86 1.59 44.45 –   5,44 PHP 2-5V750TB
  200,66 B-1 25171) 203,20 8.00 19.05 63.50 42.86 1.59 44.45 –   6,35 PHP 2-5V800TB
  213,36 B-2 25171) 215,90 8.50 19.05 63.50 42.86 1.59 44.45 –   5,90 PHP 2-5V850TB
  226,06 B-2 25171) 228,60 9.00 19.05 63.50 42.86 1.59 44.45 –   7,26 PHP 2-5V900TB
         
  232,41 C-2 3020 234,95 9.25 31.75 76.20 42.86 –  50.80 7.94 7,71 PHP 2-5V925TB
  245,11 C-2 3020 247,65 9.75 31.75 76.20 42.86 –  50.80 7.94 8,62 PHP 2-5V975TB
  259,08 C-2 3020 261,62 10.30 31.75 76.20 42.86 –  50.80 7.94 9,98 PHP 2-5V1030TB
  274,32 C-2 3020 276,86 10.90 31.75 76.20 42.86 –  50.80 7.94 10,89 PHP 2-5V1090TB
  297,18 C-2 3020 299,72 11.80 31.75 76.20 42.86 –  50.80 7.94 11,79 PHP 2-5V1180TB
         
  314,96 C-2 3020 317,50 12.50 31.75 76.20 42.86 –  50.80 7.94 12,70 PHP 2-5V1250TB
  332,74 C-3 3020 335,28 13.20 31.75 76.20 42.86 –  50.80 7.94 9,53 PHP 2-5V1320TB
  353,06 C-3 3020 355,60 14.00 31.75 76.20 42.86 –  50.80 7.94 10,43 PHP 2-5V1400TB
  378,46 C-3 3020 381,00 15.00 31.75 76.20 42.86 –  50.80 7.94 11,79 PHP 2-5V1500TB
  403,86 C-3 3020 406,40 16.00 31.75 76.20 42.86 –  50.80 7.94 12,70 PHP 2-5V1600TB
         
  535,94 C-3 35351) 538,48 21.20 50.80 100.01 42.86 9.53 88.90 36.51 23,13 PHP 2-5V2120TB
  708,66 C-3 35351) 711,20 28.00 50.80 100.01 42.86 9.53 88.90 36.51 31,30 PHP 2-5V2800TB
         
5V 3 177,80 B-1 25171) 180,34 7.10 19.05 63.50 60.33 15.88 44.45 –   5,90 PHP 3-5V710TB
  187,96 B-1 25171) 190,50 7.50 19.05 63.50 60.33 15.88 44.45 –   6,80 PHP 3-5V750TB
  200,66 B-1 25171) 203,20 8.00 19.05 63.50 60.33 15.88 44.45 –   8,16 PHP 3-5V800TB
  213,36 B-2 25171) 215,90 8.50 19.05 63.50 60.33 15.88 44.45 –   9,07 PHP 3-5V850TB
  226,06 B-2 25171) 228,60 9.00 19.05 63.50 60.33 15.88 44.45 –   9,07 PHP 3-5V900TB
         
  232,41 A-2 3020 234,95 9.25 31.75 76.20 60.33 –  50.80 9.53 9,53 PHP 3-5V925TB
  245,11 A-2 3020 247,65 9.75 31.75 76.20 60.33 –  50.80 9.53 10,89 PHP 3-5V975TB
  259,08 A-2 3020 261,62 10.30 31.75 76.20 60.33 –  50.80 9.53 11,34 PHP 3-5V1030TB
  274,32 A-2 3020 276,86 10.90 31.75 76.20 60.33 –  50.80 9.53 12,25 PHP 3-5V1090TB
  297,18 A-2 3020 299,72 11.80 31.75 76.20 60.33 –  50.80 9.53 13,15 PHP 3-5V1180TB
         
  314,96 A-3 3020 317,50 12.50 31.75 76.20 60.33 –  50.80 9.53 14,51 PHP 3-5V1250TB
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
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Narrow wedge belt pulleys 

5V taper bushed 
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L

OD PD

Type A-1 Type A-2 Type A-3 Type B-1 Type B-2
 

 

 
 

 
Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass2) Designation
Outer 
diameter 

 

PD OD  B F E L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
5V 3 332,74 A-3 3020 335,28 13.20 31.75 76.20 60.33 –  50.80 9.53 15,42 PHP 3-5V1320TB
  353,06 A-3 3020 355,60 14.00 31.75 76.20 60.33 –  50.80 9.53 16,33 PHP 3-5V1400TB
  378,46 A-3 3020 381,00 15.00 31.75 76.20 60.33 –  50.80 9.53 16,78 PHP 3-5V1500TB
  403,86 A-3 3020 406,40 16.00 31.75 76.20 60.33 –  50.80 9.53 17,24 PHP 3-5V1600TB
  535,94 C-3 35351) 538,48 21.20 50.80 100.01 60.33 –  88.90 28.58 29,48 PHP 3-5V2120TB
         
  708,66 C-3 35351) 711,20 28.00 50.80 100.01 60.33 –  88.90 28.58 42,18 PHP 3-5V2800TB
  949,96 C-3 4040 952,50 37.50 44.45 112.71 60.33 12.70 101.60 28.58 64,41 PHP 3-5V3750TB
  1267,46 C-3 4040 1270,00 50.00 44.45 112.71 60.33 12.70 101.60 28.58 91,63 PHP 3-5V5000TB
         
5V 4 177,80 B-1 25171) 180,34 7.10 19.05 63.50 77.79 33.34 44.45 –  6,80 PHP 4-5V710TB
  187,96 B-1 25171) 190,50 7.50 19.05 63.50 77.79 33.34 44.45 –   8,16 PHP 4-5V750TB
  200,66 B-1 25171) 203,20 8.00 19.05 63.50 77.79 33.34 44.45 –   9,53 PHP 4-5V800TB
  213,36 B-2 25171) 215,90 8.50 19.05 63.50 77.79 33.34 44.45 –   9,07 PHP 4-5V850TB
  226,06 B-2 25171) 228,60 9.00 19.05 63.50 77.79 33.34 44.45 –  9,98 PHP 4-5V900TB
         
  232,41 A-1 3020 234,95 9.25 31.75 76.20 77.79 12.70 50.80 14.29 12,25 PHP 4-5V925TB
  245,11 A-1 3020 247,65 9.75 31.75 76.20 77.79 12.70 50.80 14.29 14,06 PHP 4-5V975TB
  259,08 A-2 3020 261,62 10.30 31.75 76.20 77.79 12.70 50.80 14.29 12,70 PHP 4-5V1030TB
  274,32 A-2 3020 276,86 10.90 31.75 76.20 77.79 12.70 50.80 14.29 14,06 PHP 4-5V1090TB
  297,18 A-2 3020 299,72 11.80 31.75 76.20 77.79 12.70 50.80 14.29 15,42 PHP 4-5V1180TB
         
  314,96 A-2 3020 317,50 12.50 31.75 76.20 77.79 –  76.20 1.59 18,14 PHP 4-5V1250TB
  332,74 A-3 3020 335,28 13.20 31.75 76.20 77.79 –  76.20 1.59 19,05 PHP 4-5V1320TB
  353,06 C-2 35351) 355,60 14.00 50.80 100.01 77.79 –  88.90 11.11 21,77 PHP 4-5V1400TB
  378,46 C-3 35351) 381,00 15.00 50.80 100.01 77.79 – 88.90 11.11 23,59 PHP 4-5V1500TB
  403,86 C-3 35351) 406,40 16.00 50.80 100.01 77.79 –  88.90 11.11 24,04 PHP 4-5V1600TB
         
  535,94 C-3 35351) 538,48 21.20 50.80 100.01 77.79 –  88.90 11.11 32,66 PHP 4-5V2120TB
  708,66 C-3 35351) 711,20 28.00 50.80 100.01 77.79 –  88.90 11.11 46,72 PHP 4-5V2800TB
  949,96 C-3 4040 952,50 37.50 44.45 112.71 77.79 – 101.60 23.81 78,02 PHP 4-5V3750TB
  1267,46 C-3 4040 1270,00 50.00 44.45 112.71 77.79 –  101.60 23.81 100,70 PHP 4-5V5000TB
         
5V 5 177,80 A-1 3020 180,34 7.10 31.75 76.20 95.25 12.70 50.80 31.75 7,26 PHP 5-5V710TB
  187,96 A-1 3020 190,50 7.50 31.75 76.20 95.25 12.70 50.80 31.75 8,16 PHP 5-5V750TB
  200,66 A-1 3020 203,20 8.00 31.75 76.20 95.25 12.70 50.80 31.75 9,98 PHP 5-5V800TB
  213,36 A-1 3020 215,90 8.50 31.75 76.20 95.25 12.70 50.80 31.75 11,79 PHP 5-5V850TB
  226,06 A-1 3020 228,60 9.00 31.75 76.20 95.25 12.70 50.80 31.75 13,15 PHP 5-5V900TB
         
  232,41 A-1 3020 234,95 9.25 31.75 76.20 95.25 12.70 50.80 31.75 13,61 PHP 5-5V925TB
  245,11 A-1 3020 247,65 9.75 31.75 76.20 95.25 12.70 50.80 31.75 15,42 PHP 5-5V975TB
  259,08 A-2 3020 261,62 10.30 31.75 76.20 95.25 12.70 50.80 31.75 14,51 PHP 5-5V1030TB
  274,32 A-2 3020 276,86 10.90 31.75 76.20 95.25 12.70 50.80 31.75 15,42 PHP 5-5V1090TB
  297,18 A-2 3020 299,72 11.80 31.75 76.20 95.25 12.70 50.80 31.75 17,69 PHP 5-5V1180TB
         
  314,96 A-2 35351) 317,50 12.50 50.80 100.01 95.25 –  88.90 6.35 24,49 PHP 5-5V1250TB
  332,74 A-2 35351) 335,28 13.20 50.80 100.01 95.25 –  88.90 6.35 25,85 PHP 5-5V1320TB
  353,06 A-2 35351) 355,60 14.00 50.80 100.01 95.25 –  88.90 6.35 24,49 PHP 5-5V1400TB
  378,46 A-3 35351) 381,00 15.00 50.80 100.01 95.25 – 88.90 6.35 25,40 PHP 5-5V1500TB
  403,86 A-3 35351) 406,40 16.00 50.80 100.01 95.25 –  88.90 6.35 26,31 PHP 5-5V1600TB
         
  535,94 C-3 4040 538,48 21.20 44.45 112.71 95.25 –  101.60 6.35 41,73 PHP 5-5V2120TB
  708,66 C-3 4040 711,20 28.00 44.45 112.71 95.25 –  101.60 6.35 53,07 PHP 5-5V2800TB
  949,96 C-3 4040 952,50 37.50 44.45 112.71 95.25 – 101.60 6.35 82,55 PHP 5-5V3750TB
  1267,46 C-3 4545 1270,00 50.00 57.15 125.41 95.25 – 114.30 19.05 125,19 PHP 5-5V5000TB
         
5V 6 177,80 A-1 3020 180,34 7.10 31.75 76.20 112.71 19.05 50.80 42.86 8,16 PHP 6-5V710 TB
  187,96 A-1 3020 190,50 7.50 31.75 76.20 112.71 19.05 50.80 42.86 9,07 PHP 6-5V750 TB
  200,66 A-1 3020 203,20 8.00 31.75 76.20 112.71 19.05 50.80 42.86 10,89 PHP 6-5V800 TB
  213,36 A-1 3020 215,90 8.50 31.75 76.20 112.71 19.05 50.80 42.86 12,70 PHP 6-5V850 TB
  226,06 A-1 3020 228,60 9.00 31.75 76.20 112.71 19.05 50.80 42.86 13,61 PHP 6-5V900 TB
         
  232,41 A-1 35351) 234,95 9.25 50.80 100.01 112.71 – 88.90 23.81 17,69 PHP 6-5V925 TB
  245,11 A-1 35351) 247,65 9.75 50.80 100.01 112.71 – 88.90 23.81 20,87 PHP 6-5V975 TB
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 
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Narrow wedge belt pulleys 

5V taper bushed   |   8V taper bushed 
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Type C-2 Type C-3 
 

 

 
 

 
Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass2) Designation
Outer 
diameter 

  

PD OD  B F E L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
5V 6 259,08 A-1 35351) 261,62 10.30 50.80 100.01 112.71 – 88.90 23.81 24,49 PHP 6-5V1030 TB
  274,32 A-1 35351) 276,86 10.90 50.80 100.01 112.71 – 88.90 23.81 28,12 PHP 6-5V1090 TB
  297,18 A-2 35351) 299,72 11.80 50.80 100.01 112.71 – 88.90 23.81 24,95 PHP 6-5V1180 TB
  314,96 A-2 35351) 317,50 12.50 50.80 100.01 112.71 – 88.90 23.81 26,31 PHP 6-5V1250 TB
  332,74 A-2 35351) 335,28 13.20 50.80 100.01 112.71 – 88.90 23.81 27,22 PHP 6-5V1320 TB
         
  353,06 A-2 35351) 355,60 14.00 50.80 100.01 112.71 – 88.90 23.81 26,76 PHP 6-5V1400 TB
  378,46 A-2 4040 381,00 15.00 44.45 112.71 112.71 – 101.60 11.11 37,19 PHP 6-5V1500 TB
  403,86 A-2 4040 406,40 16.00 44.45 112.71 112.71 – 101.60 11.11 39,46 PHP 6-5V1600 TB
  535,94 A-3 4040 538,48 21.20 44.45 112.71 112.71 – 101.60 11.11 46,27 PHP 6-5V2120 TB
  708,66 A-3 4040 711,20 28.00 44.45 112.71 112.71 – 101.60 11.11 62,14 PHP 6-5V2800 TB
         
  949,96 C-3 4545 952,50 37.50 57.15 125.41 112.71 – 114.30 1.59 100,24 PHP 6-5V3750 TB
  1267,46 C-3 4545 1270,00 50.00 57.15 125.41 112.71 – 114.30 1.59 134,26 PHP 6-5V5000 TB
         
5V 8 177,80 A-1 3030 180,34 7.10 31.75 76.20 147.64 25.40 76.20 46.04 10,89 PHP 8-5V710TB
  187,96 A-1 3030 190,50 7.50 31.75 76.20 147.64 25.40 76.20 46.04 12,70 PHP 8-5V750TB
  200,66 A-1 3030 203,20 8.00 31.75 76.20 147.64 25.40 76.20 46.04 14,97 PHP 8-5V800TB
  213,36 A-1 3030 215,90 8.50 31.75 76.20 147.64 25.40 76.20 46.04 17,24 PHP 8-5V850TB
  226,06 A-1 35351) 228,60 9.00 50.80 100.01 147.64 25.40 88.90 33.34 19,96 PHP 8-5V900TB
         
  232,41 A-1 35351) 234,95 9.25 50.80 100.01 147.64 25.40 88.90 33.34 20,41 PHP 8-5V925TB
  245,11 A-1 35351) 247,65 9.75 50.80 100.01 147.64 25.40 88.90 33.34 23,13 PHP 8-5V975TB
  259,08 A-1 35351) 261,62 10.30 50.80 100.01 147.64 25.40 88.90 33.34 27,22 PHP 8-5V1030TB
  274,32 A-1 35351) 276,86 10.90 50.80 100.01 147.64 25.40 88.90 33.34 30,84 PHP 8-5V1090TB
  297,18 A-2 35351) 299,72 11.80 50.80 100.01 147.64 25.40 88.90 33.34 28,58 PHP 8-5V1180TB
         
  314,96 A-2 4040 317,50 12.50 44.45 112.71 147.64 6.35 101.60 39.69 37,19 PHP 8-5V1250TB
  332,74 A-2 4040 335,28 13.20 44.45 112.71 147.64 6.35 101.60 39.69 37,19 PHP 8-5V1320TB
  353,06 A-2 4040 355,60 14.00 44.45 112.71 147.64 6.35 101.60 39.69 39,46 PHP 8-5V1400TB
  378,46 A-2 4040 381,00 15.00 44.45 112.71 147.64 6.35 101.60 39.69 44,00 PHP 8-5V1500TB
  403,86 A-2 4040 406,40 16.00 44.45 112.71 147.64 6.35 101.60 39.69 46,27 PHP 8-5V1600TB
         
  535,94 A-3 4040 538,48 21.20 44.45 112.71 147.64 6.35 101.60 39.69 55,34 PHP 8-5V2120TB
  708,66 A-3 4545 711,20 28.00 57.15 125.41 147.64 6.35 114.30 26.99 79,83 PHP 8-5V2800TB
  949,96 A-3 4545 952,50 37.50 57.15 125.41 147.64 6.35 114.30 26.99 122,92 PHP 8-5V3750TB
  1267,46 A-3 4545 1270,00 50.00 57.15 125.41 147.64 6.35 114.30 26.99 161,48 PHP 8-5V5000TB
         
5V 10 200,66 A-1 3030 203,20 8.00 31.75 76.20 182.56 25.40 76.20 80.96 16,33 PHP 10-5V800TB
  213,36 A-1 3030 215,90 8.50 31.75 76.20 182.56 25.40 76.20 80.96 19,05 PHP 10-5V850TB
  226,06 A-1 35351) 228,60 9.00 50.80 100.01 182.56 25.40 88.90 68.26 21,32 PHP 10-5V900TB
  232,41 A-1 4040 234,95 9.25 44.45 112.71 182.56 25.40 101.60 55.03 20,87 PHP 10-5V925TB
  245,11 A-1 4040 247,65 9.75 44.45 112.71 182.56 25.40 101.60 55.03 24,49 PHP 10-5V975TB
         
  259,08 A-1 4040 261,62 10.30 44.45 112.71 182.56 25.40 101.60 55.03 29,03 PHP 10-5V1030TB
  274,32 A-1 4040 276,86 10.90 44.45 112.71 182.56 25.40 101.60 55.03 33,11 PHP 10-5V1090TB
  284,48 A-1 4040 287,02 11.30 44.45 112.71 182.56 25.40 101.60 55.03 41,73 PHP 10-5V1130TB
  297,18 A-1 4040 299,72 11.80 44.45 112.71 182.56 25.40 101.60 55.03 39,46 PHP 10-5V1180TB
  314,96 A-2 4040 317,50 12.50 44.45 112.71 182.56 19.05 101.60 55.03 39,46 PHP 10-5V1250TB
         
  332,74 A-2 4040 335,28 13.20 44.45 112.71 182.56 19.05 101.60 61.91 48,08 PHP 10-5V1320TB
  353,06 A-2 4545 355,60 14.00 57.15 112.71 182.56 19.05 114.30 61.91 52,62 PHP 10-5V1400TB
  378,46 A-2 4545 381,00 15.00 57.15 125.41 182.56 19.05 114.30 49.21 57,15 PHP 10-5V1500TB
  403,86 A-2 4545 406,40 16.00 57.15 125.41 182.56 19.05 114.30 49.21 59,42 PHP 10-5V1600TB
  472,44 A-2 4545 474,98 18.70 57.15 125.41 182.56 19.05 114.30 49.21 61,69 PHP 10-5V1870TB
         
  535,94 A-3 4545 538,48 21.20 57.15 125.41 182.56 19.05 114.30 49.21 63,05 PHP 10-5V2120TB
  708,66 A-3 4545 711,20 28.00 57.15 125.41 182.56 19.05 114.30 49.21 86,64 PHP 10-5V2800TB
  949,96 A-3 4545 952,50 37.50 57.15 125.41 182.56 19.05 114.30 49.21 143,34 PHP 10-5V3750TB
  1267,46 A-3 5050 1270,00 50.00 69.85 127.00 182.56 19.05 127.00 36.51 194,14 PHP 10-5V5000TB
         
8V 4 312,42 A-1 4040 317,50 12.50 44.45 112.71 123.83 – 101.60 22.23 41,73 PHP 4-8V1250TB
  330,20 A-1 4040 335,28 13.20 44.45 112.71 123.83 – 101.60 22.23 48,53 PHP 4-8V1320TB
  350,52 A-1 4040 355,60 14.00 44.45 125.41 123.83 – 114.30 9.53 57,15 PHP 4-8V1400TB
 

 
 
1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
   e.g. PHF TBU3535X70MM. 
2) Mass does not include bushings. 
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Narrow wedge belt pulleys 

8V taper bushed 
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Type A-1 Type A-2 Type A-3 Type C-3 

 

 

 
 

 
Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass1) Designation
Outer 
diameter 

 

PD OD  B F E L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
8V 4 375,92 A-1 4040 381,00 15.00 44.45 125.41 123.83 – 114.30 9.53 52,62 PHP 4-8V1500TB
  401,32 A-2 4040 406,40 16.00 44.45 125.41 123.83 – 114.30 9.53 57,15 PHP 4-8V1600TB
  426,72 A-2 4040 431,80 17.00 44.45 125.41 123.83 – 114.30 9.53 61,69 PHP 4-8V1700TB
  452,12 A-2 4040 457,20 18.00 44.45 125.41 123.83 – 114.30 9.53 66,22 PHP 4-8V1800TB
  477,52 A-2 4040 482,60 19.00 44.45 125.41 123.83 – 114.30 9.53 73,03 PHP 4-8V1900TB
         
  502,92 A-2 4545 508,00 20.00 57.15 125.41 123.83 – 114.30 9.53 77,56 PHP 4-8V2000TB
  533,40 A-3 4545 538,48 21.20 57.15 125.41 123.83 – 114.30 9.53 66,22 PHP 4-8V2120TB
  563,88 A-3 4545 568,96 22.40 57.15 125.41 123.83 – 114.30 9.53 73,03 PHP 4-8V2240TB
  756,92 A-3 4545 762,00 30.00 57.15 125.41 123.83 – 114.30 9.53 113,85 PHP 4-8V3000TB
  896,62 A-3 4545 901,70 35.50 57.15 125.41 123.83 – 114.30 9.53 129,27 PHP 4-8V3550TB
         
  1010,92 C-3 5050 1016,00 40.00 69.85 127.00 123.83 – 127.00 3.18 143,34 PHP 4-8V4000TB
  1125,22 C-3 5050 1130,30 44.50 69.85 127.00 123.83 – 127.00 3.18 185,07 PHP 4-8V4450TB
  1341,12 C-3 5050 1346,20 53.00 69.85 127.00 123.83 – 127.00 3.18 215,91 PHP 4-8V5300TB
         
8V 5 312,42 A-1 4040 317,50 12.50 44.45 125.41 152.40 – 114.30 38.10 43,54 PHP 5-8V1250TB
  330,20 A-1 4040 335,28 13.20 44.45 125.41 152.40 – 114.30 38.10 52,62 PHP 5-8V1320TB
  350,52 A-1 4040 355,60 14.00 44.45 125.41 152.40 – 114.30 38.10 61,69 PHP 5-8V1400TB
  375,92 A-1 4040 381,00 15.00 44.45 125.41 152.40 – 114.30 38.10 59,42 PHP 5-8V1500TB
  401,32 A-1 4040 406,40 16.00 44.45 125.41 152.40 – 114.30 38.10 63,96 PHP 5-8V1600TB
         
  426,72 A-2 4040 431,80 17.00 44.45 125.41 152.40 – 114.30 38.10 66,22 PHP 5-8V1700TB
  452,12 A-2 4040 457,20 18.00 44.45 125.41 152.40 – 114.30 38.10 70,76 PHP 5-8V1800TB
  477,52 A-2 4040 482,60 19.00 44.45 125.41 152.40 – 114.30 38.10 79,83 PHP 5-8V1900TB
  502,92 A-2 4545 508,00 20.00 57.15 125.41 152.40 – 114.30 38.10 84,37 PHP 5-8V2000TB
  533,40 A-3 4545 538,48 21.20 57.15 125.41 152.40 – 114.30 38.10 73,03 PHP 5-8V2120TB
         
  563,88 A-3 4545 568,96 22.40 57.15 125.41 152.40 – 114.30 38.10 79,83 PHP 5-8V2240TB
  624,84 A-3 4545 629,92 24.80 57.15 125.41 152.40 – 114.30 38.10 106,59 PHP 5-8V2480TB
  756,92 A-3 4545 762,00 30.00 57.15 125.41 152.40 – 114.30 38.10 122,92 PHP 5-8V3000TB
  896,62 A-3 4545 901,70 35.50 57.15 125.41 152.40 – 114.30 38.10 147,42 PHP 5-8V3550TB
  1010,92 A-3 5050 1016,00 40.00 69.85 127.00 152.40 – 127.00 25.40 158,76 PHP 5-8V4000TB
         
  1125,22 A-3 5050 1130,30 44.50 69.85 127.00 152.40 – 127.00 25.40 186,43 PHP 5-8V4450TB
  1341,12 A-3 5050 1346,20 53.00 69.85 127.00 152.40 – 127.00 25.40 256,28 PHP 5-8V5300TB
         
8V 6 312,42 A-1 4545 317,50 12.50 57.15 125.41 155.58 12.70 114.30 53.98 47,63 PHP 6-8V1250TB
  330,20 A-1 4545 335,28 13.20 57.15 125.41 155.58 12.70 114.30 53.98 56,70 PHP 6-8V1320TB
  350,52 A-1 4545 355,60 14.00 57.15 125.41 155.58 12.70 114.30 53.98 65,77 PHP 6-8V1400TB
  375,92 A-1 4545 381,00 15.00 57.15 125.41 155.58 12.70 114.30 53.98 77,11 PHP 6-8V1500TB
  401,32 A-2 4545 406,40 16.00 57.15 125.41 155.58 12.70 114.30 53.98 65,77 PHP 6-8V1600TB
         
  426,72 A-2 4545 431,80 17.00 57.15 125.41 155.58 12.70 114.30 53.98 68,04 PHP 6-8V1700TB
  452,12 A-2 4545 457,20 18.00 57.15 125.41 155.58 12.70 114.30 53.98 72,57 PHP 6-8V1800TB
  477,52 A-2 4545 482,60 19.00 57.15 125.41 155.58 12.70 114.30 53.98 83,91 PHP 6-8V1900TB
  502,92 A-2 4545 508,00 20.00 57.15 125.41 155.58 12.70 114.30 53.98 90,72 PHP 6-8V2000TB
  533,40 A-3 4545 538,48 21.20 57.15 125.41 155.58 12.70 114.30 53.98 77,11 PHP 6-8V2120TB
         
  563,88 A-3 4545 568,96 22.40 57.15 125.41 155.58 12.70 114.30 53.98 81,65 PHP 6-8V2240TB
  624,84 A-3 4545 629,92 24.80 57.15 125.41 155.58 12.70 114.30 53.98 107,95 PHP 6-8V2480TB
  756,92 A-3 5050 762,00 30.00 69.85 127.00 155.58 12.70 127.00 41.28 129,27 PHP 6-8V3000TB
  896,62 A-3 5050 901,70 35.50 69.85 127.00 155.58 12.70 127.00 41.28 152,41 PHP 6-8V3550TB
  1010,92 A-3 5050 1016,00 40.00 69.85 127.00 155.58 12.70 127.00 41.28 170,10 PHP 6-8V4000TB
         
  1125,22 A-3 5050 1130,30 44.50 69.85 127.00 155.58 12.70 127.00 41.28 197,77 PHP 6-8V4450TB
  1341,12 A-3 5050 1346,20 53.00 69.85 127.00 155.58 12.70 127.00 41.28 269,89 PHP 6-8V5300TB
         
8V 8 312,42 A-1 4545 317,50 12.50 57.15 125.41 238.13 38.10 114.30 85.73 56,70 PHP 8-8V1250TB
  330,20 A-1 4545 335,28 13.20 57.15 125.41 238.13 38.10 114.30 85.73 61,23 PHP 8-8V1320TB
  350,52 A-1 4545 355,60 14.00 57.15 125.41 238.13 38.10 114.30 85.73 70,31 PHP 8-8V1400TB
  375,92 A-1 4545 381,00 15.00 57.15 125.41 238.13 38.10 114.30 85.73 81,65 PHP 8-8V1500TB
  401,32 A-1 4545 406,40 16.00 57.15 125.41 238.13 38.10 114.30 85.73 72,57 PHP 8-8V1600TB
         
 

 
 
 
 
1) Mass does not include bushings. 
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Narrow wedge belt pulleys 

8V taper bushed 
 

 
 
 

 
 

 
Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass1) Designation
Outer 
diameter 

  

PD OD  B F E L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
8V 8 426,72 A-2 5050 431,80 17.00 69.85 127.00 238.13 38.10 127.00 85.73 79,83 PHP 8-8V1700TB
  452,12 A-2 5050 457,20 18.00 69.85 127.00 238.13 25.40 127.00 85.73 86,18 PHP 8-8V1800TB
  477,52 A-2 5050 482,60 19.00 69.85 127.00 238.13 25.40 127.00 85.73 95,25 PHP 8-8V1900TB
  502,92 A-2 5050 508,00 20.00 69.85 127.00 238.13 25.40 127.00 85.73 102,06 PHP 8-8V2000TB
  533,40 A-2 5050 538,48 21.20 69.85 127.00 238.13 25.40 127.00 85.73 111,13 PHP 8-8V2120TB
         
  563,88 A-3 5050 568,96 22.40 69.85 127.00 238.13 25.40 127.00 85.73 136,08 PHP 8-8V2240TB
  624,84 A-3 5050 629,92 24.80 69.85 127.00 238.13 25.40 127.00 85.73 140,16 PHP 8-8V2480TB
  756,92 A-3 5050 762,00 30.00 69.85 127.00 238.13 25.40 127.00 85.73 142,88 PHP 8-8V3000TB
  896,62 A-3 5050 901,70 35.50 69.85 127.00 238.13 25.40 127.00 85.73 188,24 PHP 8-8V3550TB
  1010,92 A-3 5050 1016,00 40.00 69.85 127.00 238.13 25.40 127.00 85.73 213,19 PHP 8-8V4000TB
         
  1125,22 A-3 5050 1130,30 44.50 69.85 127.00 238.13 25.40 127.00 85.73 265,35 PHP 8-8V4450TB
  1341,12 A-3 6050 1346,20 53.00 69.85 127.00 238.13 25.40 127.00 85.73 317,51 PHP 8-8V5300TB
         
8V 10 330,20 A-1 4545 335,28 13.20 57.15 125.41 295.28 25.40 114.30 155.58 68,04 PHP 10-8V1320TB
  350,52 A-1 4545 355,60 14.00 57.15 125.41 295.28 25.40 114.30 155.58 79,38 PHP 10-8V1400TB
  375,92 A-1 5050 381,00 15.00 69.85 127.00 295.28 25.40 127.00 142.88 79,38 PHP 10-8V1500TB
  401,32 A-1 5050 406,40 16.00 69.85 127.00 295.28 25.40 127.00 142.88 99,79 PHP 10-8V1600TB
  426,72 A-2 5050 431,80 17.00 69.85 127.00 295.28 57.15 127.00 111.13 83,91 PHP 10-8V1700TB
         
  452,12 A-2 5050 457,20 18.00 69.85 127.00 295.28 57.15 127.00 111.13 99,79 PHP 10-8V1800TB
  477,52 A-2 5050 482,60 19.00 69.85 127.00 295.28 57.15 127.00 111.13 108,86 PHP 10-8V1900TB
  502,92 A-2 5050 508,00 20.00 69.85 127.00 295.28 57.15 127.00 111.13 117,93 PHP 10-8V2000TB
  533,40 A-2 5050 538,48 21.20 69.85 127.00 295.28 57.15 127.00 111.13 127,01 PHP 10-8V2120TB
  563,88 A-3 5050 568,96 22.40 69.85 127.00 295.28 57.15 127.00 111.13 151,95 PHP 10-8V2240TB
         
  624,84 A-3 5050 629,92 24.80 69.85 127.00 295.28 57.15 127.00 111.13 162,39 PHP 10-8V2480TB
  756,92 A-3 5050 762,00 30.00 69.85 127.00 295.28 57.15 127.00 111.13 167,83 PHP 10-8V3000TB
  896,62 A-3 5050 901,70 35.50 69.85 127.00 295.28 57.15 127.00 111.13 217,72 PHP 10-8V3550TB
  1010,92 A-3 5050 1016,00 40.00 69.85 127.00 295.28 57.15 127.00 111.13 249,48 PHP 10-8V4000TB
  1125,22 A-3 6050 1130,30 44.50 69.85 127.00 295.28 57.15 127.00 111.13 306,17 PHP 10-8V4450TB
         
  1341,12 A-3 6050 1346,20 53.00 69.85 127.00 295.28 57.15 127.00 111.13 394,63 PHP 10-8V5300TB
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
 

 
 
 
 
1) Mass does not include bushings. 
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Narrow wedge belt pulleys 

3V QD bushed 
 

 
 

OD PD

F

LM E
 

 

OD PD

F

LM E
 

 

OD PD

F

LM E

 

OD PD

F

L

M E

 

 

OD PD

F

L

M E

Type A-1 Type A-2 Type A-3 Type C-3 Type D-1
 

 

 
 

 
Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass1) Designation
Outer 
diameter 

 

PD OD  Bore E F L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
3V 1 54,61 E-1 JA 55,88 2.20 12.70 31.75 15.88 17.46 25.40 24 0,2 PHP 1-3V220-JA
  58,42 E-1 JA 59,69 2.35 12.70 31.75 15.08 17.46 25.40 23 0,2 PHP 1-3V235-JA
  62,23 E-1 JA 63,50 2.50 12.70 31.75 15.08 17.46 25.40 23 0,2 PHP 1-3V250-JA
  66,04 D-1 JA 67,31 2.65 12.70 31.75 9.53 17.46 25.40 2 0,3 PHP 1-3V265-JA
  69,85 D-1 JA 71,12 2.80 12.70 31.75 9.53 17.46 25.40 2 0,3 PHP 1-3V280-JA
         
  74,93 D-1 JA 76,20 3.00 12.70 31.75 9.53 17.46 25.40 2 0,4 PHP 1-3V300-JA
  78,74 D-1 JA 80,01 3.15 12.70 31.75 9.53 17.46 25.40 2 0,4 PHP 1-3V315-JA
  83,82 D-1 JA 85,09 3.35 12.70 31.75 9.53 17.46 25.40 2 0,5 PHP 1-3V335-JA
  91,44 D-1 SH 92,71 3.65 12.70 41.28 16.67 17.46 33.34 1 0,6 PHP 1-3V365-SH
  103,38 D-1 SH 104,65 4.12 12.70 41.28 16.67 17.46 33.34 1 0,8 PHP 1-3V412-SH
         
  113,03 D-1 SH 114,30 4.50 12.70 41.28 16.67 17.46 33.34 1 1,0 PHP 1-3V450-SH
  119,38 D-1 SH 120,65 4.75 12.70 41.28 16.67 17.46 33.34 1 1,1 PHP 1-3V475-SH
  125,73 D-1 SH 127,00 5.00 12.70 41.28 16.67 17.46 33.34 1 1,2 PHP 1-3V500-SH
  133,35 D-1 SH 134,62 5.30 12.70 41.28 16.67 17.46 33.34 1 1,3 PHP 1-3V530-SH
  140,97 D-2 SH 142,24 5.60 12.70 41.28 16.67 17.46 33.34 1 1,4 PHP 1-3V560-SH
         
  151,13 D-2 SH 152,40 6.00 12.70 41.28 16.67 17.46 33.34 1 1,5 PHP 1-3V600-SH
  163,83 D-2 SH 165,10 6.50 12.70 41.28 16.67 17.46 33.34 1 1,9 PHP 1-3V650-SH
  173,99 D-3 SH 175,26 6.90 12.70 41.28 16.67 17.46 33.34 1 2,0 PHP 1-3V690-SH
  201,93 D-3 SDS 203,20 8.00 12.70 50.80 16.67 17.46 33.34 1 2,6 PHP 1-3V800-SDS
  267,97 D-3 SDS 269,24 10.60 12.70 50.80 16.67 17.46 33.34 1 3,6 PHP 1-3V1060-SDS
         
  354,33 C-3 SK 355,60 14.00 12.70 66.68 19.84 17.46 33.34 12 6,7 PHP 1-3V1400-SK
  481,33 C-3 SK 482,60 19.00 12.70 66.68 19.84 17.46 33.34 12 10,9 PHP 1-3V1900-SK
         
3V 2 54,61 E-1 JA 55,88 2.20 12.70 31.75 8.73 27.78 25.40 24 0,3 PHP 2-3V220-JA
  58,42 E-1 JA 59,69 2.35 12.70 31.75 25.40 27.78 25.40 23 0,3 PHP 2-3V235-JA
  62,23 E-1 JA 63,50 2.50 12.70 31.75 25.40 27.78 25.40 23 0,3 PHP 2-3V250-JA
  66,04 D-1 JA 67,31 2.65 12.70 31.75 9.53 27.78 25.40 12 0,4 PHP 2-3V265-JA
  69,85 D-1 JA 71,12 2.80 12.70 31.75 9.53 27.78 25.40 12 0,4 PHP 2-3V280-JA
         
  74,93 D-1 JA 76,20 3.00 12.70 31.75 9.53 27.78 25.40 12 0,5 PHP 2-3V300-JA
  78,74 D-1 JA 80,01 3.15 12.70 31.75 9.53 27.78 25.40 12 0,5 PHP 2-3V315-JA
  83,82 D-1 SH 85,09 3.35 12.70 41.28 13.49 27.78 33.34 8 0,6 PHP 2-3V335-SH
  91,44 D-1 SH 92,71 3.65 12.70 41.28 13.49 27.78 33.34 8 0,7 PHP 2-3V365-SH
  103,38 D-1 SH 104,65 4.12 12.70 41.28 8.73 27.78 33.34 3 1,0 PHP 2-3V412-SH
         
  113,03 D-1 SH 114,30 4.50 12.70 41.28 8.73 27.78 33.34 3 1,2 PHP 2-3V450-SH
  119,38 D-1 SH 120,65 4.75 12.70 41.28 8.73 27.78 33.34 3 1,4 PHP 2-3V475-SH
  125,73 D-1 SH 127,00 5.00 12.70 41.28 8.73 27.78 33.34 3 1,5 PHP 2-3V500-SH
  133,35 D-1 SH 134,62 5.30 12.70 41.28 8.73 27.78 33.34 3 1,8 PHP 2-3V530-SH
  140,97 D-2 SH 142,24 5.60 12.70 41.28 8.73 27.78 33.34 3 1,8 PHP 2-3V560-SH
         
  151,13 D-2 SH 152,40 6.00 12.70 41.28 8.73 27.78 33.34 3 2,0 PHP 2-3V600-SH
  163,83 D-2 SDS 165,10 6.50 12.70 50.80 8.73 27.78 33.34 3 2,7 PHP 2-3V650-SDS
  173,99 D-2 SDS 175,26 6.90 12.70 50.80 8.73 27.78 33.34 3 3,4 PHP 2-3V690-SDS
  201,93 D-3 SDS 203,20 8.00 12.70 50.80 8.73 27.78 33.34 3 3,9 PHP 2-3V800-SDS
  267,97 C-3 SK 269,24 10.60 12.70 66.68 13.49 27.78 33.34 8 5,7 PHP 2-3V1060-SK
         
  354,33 C-3 SK 355,60 14.00 12.70 66.68 13.49 27.78 33.34 8 8,9 PHP 2-3V1400-SK
  481,33 C-3 SK 482,60 19.00 12.70 66.68 13.49 27.78 33.34 8 12,3 PHP 2-3V1900-SK
  633,73 C-3 SF 635,00 25.00 12.70 74.61 15.08 27.78 52.39 10 17,2 PHP 2-3V2500-SF
         
3V 3 62,23 E-1 JA 63,50 2.50 12.70 31.75 35.72 38.10 25.40 23 0,4 PHP 3-3V250-JA
  66,04 D-1 JA 67,31 2.65 12.70 31.75 9.53 38.10 25.40 22 0,5 PHP 3-3V265-JA
  69,85 D-1 JA 71,12 2.80 12.70 31.75 9.53 38.10 25.40 22 0,6 PHP 3-3V280-JA
  74,93 E-1 SH 76,20 3.00 12.70 41.28 29.37 38.10 33.34 25 0,8 PHP 3-3V300-SH
  78,74 E-1 SH 80,01 3.15 12.70 41.28 29.37 38.10 33.34 25 0,8 PHP 3-3V315-SH
         
  83,82 D-1 SH 85,09 3.35 12.70 41.28 13.49 38.10 33.34 18 0,9 PHP 3-3V335-SH
  91,44 D-1 SH 92,71 3.65 12.70 41.28 13.49 38.10 33.34 18 1,0 PHP 3-3V365-SH
  103,38 A-1 SH 104,65 4.12 12.70 41.28 0.79 38.10 33.34 4 1,3 PHP 3-3V412-SH
 

 
 
 
 
1) Mass does not include bushings. 
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Narrow wedge belt pulleys 

3V QD bushed 
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Type D-2 Type D-3 Type E-1
 

 

 
 

 
Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass1) Designation
Outer 
diameter 

  

PD OD  Bore E F L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
3V 3 113,03 A-1 SDS 114,30 4.50 12.70 50.80 0.79 38.10 33.34 4 1,6 PHP 3-3V450-SDS
  119,38 A-1 SDS 120,65 4.75 12.70 50.80 0.79 38.10 33.34 4 1,8 PHP 3-3V475-SDS
  125,73 A-1 SDS 127,00 5.00 12.70 50.80 0.79 38.10 33.34 4 2,0 PHP 3-3V500-SDS
  133,35 A-1 SDS 134,62 5.30 12.70 50.80 0.79 38.10 33.34 4 2,4 PHP 3-3V530-SDS
  140,97 A-1 SDS 142,24 5.60 12.70 50.80 0.79 38.10 33.34 4 2,7 PHP 3-3V560-SDS
         
  151,13 A-2 SDS 152,40 6.00 12.70 50.80 0.79 38.10 33.34 4 3,2 PHP 3-3V600-SDS
  163,83 A-2 SDS 165,10 6.50 12.70 50.80 0.79 38.10 33.34 4 3,7 PHP 3-3V650-SDS
  173,99 A-2 SDS 175,26 6.90 12.70 50.80 0.79 38.10 33.34 4 4,0 PHP 3-3V690-SDS
  201,93 D-2 SK 203,20 8.00 12.70 66.68 13.49 38.10 33.34 2 5,1 PHP 3-3V800-SK
  267,97 D-3 SK 269,24 10.60 12.70 66.68 13.49 38.10 33.34 2 6,4 PHP 3-3V1060-SK
         
  354,33 D-3 SK 355,60 14.00 12.70 66.68 13.49 38.10 33.34 2 9,8 PHP 3-3V1400-SK
  405,13 D-3 SK 406,40 16.00 12.70 66.68 13.49 38.10 33.34 2 11,4 PHP 3-3V1600-SK
  481,33 D-3 SF 482,60 19.00 12.70 74.61 15.08 38.10 52.39 1 14,6 PHP 3-3V1900-SF
  633,73 D-3 SF 635,00 25.00 12.70 74.61 15.08 38.10 52.39 1 22,7 PHP 3-3V2500-SF
  849,63 D-3 SF 850,90 33.50 22.23 88.90 15.08 38.10 52.39 1 35,4 PHP 3-3V3350-SF
         
3V 4 66,04 D-1 JA 67,31 2.65 12.70 31.75 9.53 48.42 25.40 15 0,6 PHP 4-3V265-JA
  69,85 D-1 JA 71,12 2.80 12.70 31.75 9.53 48.42 25.40 15 0,8 PHP 4-3V280-JA
  74,93 E-1 SH 76,20 3.00 12.70 41.28 12.70 48.42 33.34 23 0,9 PHP 4-3V300-SH
  78,74 E-1 SH 80,01 3.15 12.70 41.28 12.70 48.42 33.34 23 1,0 PHP 4-3V315-SH
  83,82 D-1 SH 85,09 3.35 12.70 41.28 13.49 48.42 33.34 29 1,0 PHP 4-3V335-SH
         
  91,44 D-1 SH 92,71 3.65 12.70 41.28 13.49 48.42 33.34 29 1,3 PHP 4-3V365-SH
  103,38 A-1 SH 104,65 4.12 12.70 41.28 3.97 48.42 33.34 11 1,5 PHP 4-3V412-SH
  113,03 A-1 SDS 114,30 4.50 12.70 50.80 3.97 48.42 33.34 11 1,8 PHP 4-3V450-SDS
  119,38 A-1 SDS 120,65 4.75 12.70 50.80 3.97 48.42 33.34 11 2,1 PHP 4-3V475-SDS
  125,73 A-1 SDS 127,00 5.00 12.70 50.80 3.97 48.42 33.34 11 2,4 PHP 4-3V500-SDS
         
  133,35 A-1 SDS 134,62 5.30 12.70 50.80 3.97 48.42 33.34 11 2,6 PHP 4-3V530-SDS
  140,97 A-1 SDS 142,24 5.60 12.70 50.80 3.97 48.42 33.34 11 3,1 PHP 4-3V560-SDS
  151,13 D-1 SK 152,40 6.00 12.70 66.68 3.97 48.42 33.34 3 3,8 PHP 4-3V600-SK
  163,83 D-1 SK 165,10 6.50 12.70 66.68 3.97 48.42 33.34 3 4,5 PHP 4-3V650-SK
  173,99 D-1 SK 175,26 6.90 12.70 66.68 3.97 48.42 33.34 3 5,4 PHP 4-3V690-SK
         
  201,93 D-2 SK 203,20 8.00 12.70 66.68 3.97 48.42 33.34 3 5,9 PHP 4-3V800-SK
  267,97 D-3 SK 269,24 10.60 12.70 66.68 3.97 48.42 33.34 3 7,5 PHP 4-3V1060-SK
  354,33 D-3 SK 355,60 14.00 12.70 66.68 3.97 48.42 33.34 3 10,2 PHP 4-3V1400-SK
  405,13 D-3 SK 406,40 16.00 12.70 66.68 3.97 48.42 33.34 3 12,6 PHP 4-3V1600-SK
  481,33 D-3 SF 482,60 19.00 12.70 74.61 5.56 48.42 52.39 2 15,9 PHP 4-3V1900-SF
         
  633,73 D-3 SF 635,00 25.00 12.70 74.61 5.56 48.42 52.39 2 25,9 PHP 4-3V2500-SF
  849,63 C-3 E 850,90 33.50 22.23 88.90 16.67 48.42 69.85 5 38,1 PHP 4-3V3350-E
         
3V 5 119,38 A-1 SDS 120,65 4.75 12.70 50.80 3.97 58.74 49.21 21 2,3 PHP 5-3V475-SDS
  125,73 A-1 SDS 127,00 5.00 12.70 50.80 3.97 58.74 49.21 21 2,6 PHP 5-3V500-SDS
  133,35 A-1 SK 134,62 5.30 12.70 66.68 3.97 58.74 49.21 6 3,0 PHP 5-3V530-SK
  140,97 A-1 SK 142,24 5.60 12.70 66.68 3.97 58.74 49.21 6 3,4 PHP 5-3V560-SK
  151,13 A-1 SK 152,40 6.00 12.70 66.68 3.97 58.74 49.21 6 4,0 PHP 5-3V600-SK
         
  163,83 A-2 SK 165,10 6.50 12.70 66.68 3.97 58.74 49.21 6 4,8 PHP 5-3V650-SK
  173,99 A-2 SK 175,26 6.90 12.70 66.68 3.97 58.74 49.21 6 5,8 PHP 5-3V690-SK
  201,93 A-2 SK 203,20 8.00 12.70 66.68 3.97 58.74 49.21 6 6,3 PHP 5-3V800-SK
  267,97 A-3 SK 269,24 10.60 12.70 66.68 3.97 58.74 49.21 6 7,7 PHP 5-3V1060-SK
  354,33 A-3 SF 355,60 14.00 12.70 74.61 0.79 58.74 74.61 6 11,8 PHP 5-3V1400-SF
         
  481,33 A-3 SF 482,60 19.00 12.70 74.61 0.79 58.74 74.61 6 18,6 PHP 5-3V1900-SF
  633,73 D-3 E 635,00 25.00 22.23 88.90 13.49 58.74 69.85 2 28,6 PHP 5-3V2500-E
  849,63 D-3 E 850,90 33.50 22.23 88.90 13.49 58.74 69.85 2 43,1 PHP 5-3V3350-E
         
3V 6 119,38 D-1 SK 120,65 4.75 12.70 66.68 16.67 69.06 49.21 37 2,7 PHP 6-3V475-SK
  125,73 D-1 SK 127,00 5.00 12.70 66.68 16.67 69.06 49.21 37 2,9 PHP 6-3V500-SK
  133,35 A-1 SK 134,62 5.30 12.70 66.68 13.49 69.06 49.21 6 3,1 PHP 6-3V530-SK
 

 
 
 
 
1) Mass does not include bushings. 
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Narrow wedge belt pulleys 

3V QD bushed   |   5V QD bushed 
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Section Number of 
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Pitch 
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Pulley 
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Bushing 
number 

Dimensions Mass1) Designation
Outer 
diameter 

 

PD OD  Bore E F L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
3V 6 140,97 A-1 SK 142,24 5.60 12.70 66.68 13.49 69.06 49.21 6 3,9 PHP 6-3V560-SK
  151,13 A-1 SK 152,40 6.00 12.70 66.68 13.49 69.06 49.21 6 4,5 PHP 6-3V600-SK
  163,83 A-1 SK 165,10 6.50 12.70 66.68 13.49 69.06 49.21 6 5,2 PHP 6-3V650-SK
  173,99 A-1 SK 175,26 6.90 12.70 66.68 13.49 69.06 49.21 6 6,1 PHP 6-3V690-SK
  201,93 A-2 SK 203,20 8.00 12.70 74.61 2.38 69.06 49.21 17 6,8 PHP 6-3V800-SK
         
  267,97 A-3 SF 269,24 10.60 12.70 74.61 0.79 69.06 74.61 16 10,3 PHP 6-3V1060-SF
  354,33 A-3 SF 355,60 14.00 22.23 88.90 0.79 69.06 74.61 16 13,4 PHP 6-3V1400-SF
  481,33 D-3 E 482,60 19.00 22.23 88.90 3.97 69.06 69.85 3 20,0 PHP 6-3V1900-E
  633,73 D-3 E 635,00 25.00 22.23 88.90 3.97 69.06 69.85 3 29,5 PHP 6-3V2500-E
  849,63 D-3 E 850,90 33.50 22.23 88.90 3.97 69.06 69.85 3 45,8 PHP 6-3V3350-E
         
3V 8 119,38 D-1 SK 120,65 4.75 12.70 66.68 16.67 89.69 49.21 57 3,3 PHP 8-3V475-SK
  125,73 D-1 SK 127,00 5.00 12.70 66.68 16.67 89.69 49.21 57 3,5 PHP 8-3V500-SK
  133,35 A-1 SK 134,62 5.30 12.70 66.68 13.49 89.69 49.21 27 4,2 PHP 8-3V530-SK
  140,97 A-1 SK 142,24 5.60 12.70 66.68 13.49 89.69 49.21 27 4,8 PHP 8-3V560-SK
  151,13 A-1 SK 152,40 6.00 12.70 66.68 13.49 89.69 49.21 27 5,7 PHP 8-3V600-SK
         
  163,83 A-1 SK 165,10 6.50 12.70 66.68 13.49 89.69 49.21 27 7,3 PHP 8-3V650-SK
  173,99 A-1 SK 175,26 6.90 12.70 66.68 13.49 89.69 49.21 27 8,2 PHP 8-3V690-SK
  201,93 A-1 SF 203,20 8.00 12.70 74.61 7.14 89.69 74.61 21 9,5 PHP 8-3V800-SF
  267,97 A-2 SF 269,24 10.60 12.70 74.61 7.14 89.69 74.61 21 11,6 PHP 8-3V1060-SF
  354,33 A-3 E 355,60 14.00 22.23 88.90 2.38 89.69 69.85 17 17,5 PHP 8-3V1400-E
         
  481,33 A-3 E 482,60 19.00 22.23 88.90 2.38 89.69 69.85 17 24,5 PHP 8-3V1900-E
  633,73 A-3 E 635,00 25.00 22.23 88.90 2.38 89.69 69.85 17 36,3 PHP 8-3V2500-E
  849,63 D-3 F 850,90 33.50 25.40 101.60 7.14 89.69 95.25 17 14,5 PHP 8-3V3350-F
         
3V 10 119,38 D-1 SK 120,65 4.75 12.70 66.68 16.67 110.33 49.21 78 3,8 PHP 10-3V475-SK
  125,73 D-1 SK 127,00 5.00 12.70 66.68 16.67 110.33 49.21 78 4,3 PHP 10-3V500-SK
  133,35 A-1 SK 134,62 5.30 12.70 66.68 16.67 110.33 49.21 44 4,6 PHP 10-3V530-SK
  140,97 A-1 SK 142,24 5.60 12.70 66.68 16.67 110.33 49.21 44 5,2 PHP 10-3V560-SK
  151,13 A-1 SK 152,40 6.00 12.70 66.68 16.67 110.33 49.21 44 6,6 PHP 10-3V600-SK
         
  163,83 A-1 SK 165,10 6.50 12.70 66.68 16.67 110.33 49.21 44 7,9 PHP 10-3V650-SK
  173,99 A-1 SK 175,26 6.90 12.70 66.68 16.67 110.33 49.21 44 9,1 PHP 10-3V690-SK
  201,93 A-1 SF 203,20 8.00 12.70 74.61 16.67 110.33 52.39 41 10,9 PHP 10-3V800-SF
  267,97 A-2 E 269,24 10.60 22.23 88.90 2.38 110.33 52.39 38 13,7 PHP 10-3V1060-E
  354,33 A-3 E 355,60 14.00 22.23 88.90 2.38 110.33 52.39 38 19,4 PHP 10-3V1400-E
         
  481,33 A-3 E 482,60 19.00 22.23 88.90 2.38 110.33 52.39 38 29,0 PHP 10-3V1900-E
  633,73 D-3 F 635,00 25.00 25.40 101.60 0.79 110.33 95.25 16 44,9 PHP 10-3V2500-F
  849,63 D-3 F 850,90 33.50 25.40 101.60 0.79 110.33 120.65 16 71,7 PHP 10-3V3350-F
         
5V 2 109,22 D-1 SH 111,76 4.40 12.70 41.28 8.73 42.86 33.34 18 2,6 PHP 2-5V440-SH
  115,57 E-1 SDS 118,11 4.65 12.70 50.80 21.43 42.86 33.34 12 3,0 PHP 2-5V465-SDS
  121,92 A-1 SDS 124,46 4.90 12.70 50.80 0.79 42.86 33.34 9 3,1 PHP 2-5V490-SDS
  129,54 A-1 SDS 132,08 5.20 12.70 50.80 0.79 42.86 33.34 9 3,2 PHP 2-5V520-SDS
  137,16 A-1 SDS 139,70 5.50 12.70 50.80 0.79 42.86 33.34 9 3,3 PHP 2-5V550-SDS
         
  147,32 A-1 SDS 149,86 5.90 12.70 50.80 0.79 42.86 33.34 9 3,5 PHP 2-5V590-SDS
  157,48 D-1 SK 160,02 6.30 12.70 66.68 8.73 42.86 49.21 2 4,3 PHP 2-5V630-SK
  167,64 D-1 SK 170,18 6.70 12.70 66.68 8.73 42.86 49.21 2 4,8 PHP 2-5V670-SK
  177,80 D-1 SK 180,34 7.10 12.70 66.68 8.73 42.86 49.21 2 5,2 PHP 2-5V710-SK
  187,96 D-1 SK 190,50 7.50 12.70 66.68 8.73 42.86 49.21 2 5,7 PHP 2-5V750-SK
         
  200,66 D-2 SK 203,20 8.00 12.70 66.68 8.73 42.86 49.21 2 5,9 PHP 2-5V800-SK
  213,36 D-2 SK 215,90 8.50 12.70 66.68 8.73 42.86 49.21 2 6,4 PHP 2-5V850-SK
  226,06 D-3 SK 228,60 9.00 12.70 66.68 8.73 42.86 33.34 2 6,9 PHP 2-5V900-SK
  232,41 D-3 SK 234,95 9.25 12.70 66.68 8.73 42.86 33.34 2 6,9 PHP 2-5V925-SK
  245,11 D-3 SK 247,65 9.75 12.70 66.68 8.73 42.86 49.21 2 7,0 PHP 2-5V975-SK
         
  259,08 D-3 SK 261,62 10.30 12.70 66.68 8.73 42.86 49.21 2 7,0 PHP 2-5V1030-SK
  274,32 D-3 SK 276,86 10.90 12.70 66.68 8.73 42.86 49.21 2 7,5 PHP 2-5V1090-SK
 

 
 
 
 
1) Mass does not include bushings. 
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grooves 
Pitch 
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Bushing 
number 

Dimensions Mass1) Designation
Outer 
diameter 

  

PD OD  Bore E F L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
5V 2 284,48 D-3 SK 287,02 11.30 12.70 66.68 8.73 42.86 49.21 2 8,1 PHP 2-5V1130-SK
  297,18 D-3 SK 299,72 11.80 12.70 66.68 8.73 42.86 49.21 2 8,6 PHP 2-5V1180-SK
  314,96 D-3 SF 317,50 12.50 12.70 74.61 10.32 42.86 52.39 1 9,5 PHP 2-5V1250-SF
  332,74 D-3 SF 335,28 13.20 12.70 74.61 10.32 42.86 52.39 1 10,3 PHP 2-5V1320-SF
  353,06 D-3 SF 355,60 14.00 12.70 74.61 10.32 42.86 52.39 1 11,5 PHP 2-5V1400-SF
         
  378,46 D-3 SF 381,00 15.00 12.70 74.61 10.32 42.86 52.39 1 12,4 PHP 2-5V1500-SF
  403,86 D-3 SF 406,40 16.00 12.70 74.61 10.32 42.86 52.39 1 13,2 PHP 2-5V1600-SF
  472,44 D-3 SF 474,98 18.70 12.70 74.61 10.32 42.86 52.39 1 16,3 PHP 2-5V1870-SF
  535,94 D-3 SF 538,48 21.20 12.70 74.61 10.32 42.86 26.99 1 19,5 PHP 2-5V2120-SF
  596,90 C-3 E 599,44 23.60 22.23 88.90 23.02 42.86 69.85 4 25,0 PHP 2-5V2360-E
         
  708,66 C-3 E 711,20 28.00 22.23 88.90 23.02 42.86 69.85 4 30,4 PHP 2-5V2800-E
         
5V 3 109,22 E-1 SDS 111,76 4.40 12.70 50.80 43.66 60.33 33.34 17 3,0 PHP 3-5V440-SDS
  115,57 E-1 SDS 118,11 4.65 12.70 50.80 43.66 60.33 33.34 17 3,5 PHP 3-5V465-SDS
  121,92 A-1 SDS 124,46 4.90 12.70 50.80 10.32 60.33 33.34 17 3,5 PHP 3-5V490-SDS
  129,54 A-1 SDS 132,08 5.20 12.70 50.80 10.32 60.33 33.34 17 3,6 PHP 3-5V520-SDS
  137,16 A-1 SDS 139,70 5.50 12.70 50.80 10.32 60.33 33.34 17 3,7 PHP 3-5V550-SDS
         
  147,32 A-1 SDS 149,86 5.90 12.70 50.80 10.32 60.33 33.34 17 3,9 PHP 3-5V590-SDS
  157,48 A-1 SK 160,02 6.30 12.70 66.68 7.14 60.33 49.21 4 4,7 PHP 3-5V630-SK
  167,64 A-1 SK 170,18 6.70 12.70 66.68 7.14 60.33 49.21 4 5,3 PHP 3-5V670-SK
  177,80 A-1 SF 180,34 7.10 12.70 74.61 3.97 60.33 52.39 4 5,8 PHP 3-5V710-SF
  187,96 A-1 SF 190,50 7.50 12.70 74.61 3.97 60.33 52.39 4 6,8 PHP 3-5V750-SF
         
  200,66 A-1 SF 203,20 8.00 12.70 74.61 3.97 60.33 52.39 4 7,5 PHP 3-5V800-SF
  213,36 A-3 SF 215,90 8.50 12.70 74.61 3.97 60.33 52.39 4 8,2 PHP 3-5V850-SF
  226,06 A-3 SF 228,60 9.00 12.70 74.61 3.97 60.33 52.39 4 9,0 PHP 3-5V900-SF
  232,41 A-3 SF 234,95 9.25 12.70 74.61 3.97 60.33 52.39 4 9,4 PHP 3-5V925-SF
  245,11 A-3 SF 247,65 9.75 12.70 74.61 3.97 60.33 52.39 4 10,3 PHP 3-5V975-SF
         
  259,08 A-3 SF 261,62 10.30 12.70 74.61 3.97 60.33 52.39 4 11,2 PHP 3-5V1030-SF
  274,32 A-3 SF 276,86 10.90 12.70 74.61 3.97 60.33 52.39 4 12,1 PHP 3-5V1090-SF
  284,48 A-3 SF 287,02 11.30 12.70 74.61 3.97 60.33 52.39 4 12,8 PHP 3-5V1130-SF
  297,18 D-3 SF 299,72 11.80 12.70 74.61 3.97 60.33 52.39 4 13,5 PHP 3-5V1180-SF
  314,96 D-3 E 317,50 12.50 22.23 88.90 10.32 60.33 69.85 1 15,4 PHP 3-5V1250-E
         
  332,74 D-3 E 335,28 13.20 22.23 88.90 10.32 60.33 69.85 1 15,9 PHP 3-5V1320-E
  353,06 D-3 E 355,60 14.00 22.23 88.90 10.32 60.33 69.85 1 16,8 PHP 3-5V1400-E
  378,46 D-3 E 381,00 15.00 22.23 88.90 10.32 60.33 69.85 1 17,2 PHP 3-5V1500-E
  403,86 D-3 E 406,40 16.00 22.23 88.90 10.32 60.33 69.85 1 17,8 PHP 3-5V1600-E
  472,44 D-3 E 474,98 18.70 22.23 88.90 10.32 60.33 69.85 1 21,4 PHP 3-5V1870-E
         
  535,94 D-3 E 538,48 21.20 22.23 88.90 10.32 60.33 69.85 1 25,0 PHP 3-5V2120-E
  596,90 D-3 E 599,44 23.60 22.23 88.90 10.32 60.33 69.85 1 31,8 PHP 3-5V2360-E
  708,66 D-3 E 711,20 28.00 22.23 88.90 10.32 60.33 69.85 1 39,2 PHP 3-5V2800-E
  797,56 C-3 F 800,10 31.50 25.40 101.60 19.84 60.33 95.25 15 52,6 PHP 3-5V3150-F
  949,96 C-3 F 952,50 37.50 25.40 101.60 19.84 60.33 95.25 15 64,0 PHP 3-5V3750-F
         
  1267,46 C-3 F 1270,00 50.00 25.40 101.60 19.84 60.33 95.25 15 95,7 PHP 3-5V5000-F
         
5V 4 109,22 E-1 SD 111,76 4.40 12.70 50.80 48.42 77.79 46.04 17 3,4 PHP 4-5V440-SD
  115,57 E-1 SD 118,11 4.65 12.70 50.80 48.42 77.79 46.04 17 3,6 PHP 4-5V465-SD
  121,92 A-1 SD 124,46 4.90 12.70 50.80 16.67 77.79 46.04 15 3,9 PHP 4-5V490-SD
  129,54 A-1 SD 132,08 5.20 12.70 50.80 16.67 77.79 46.04 15 4,0 PHP 4-5V520-SD
  137,16 A-1 SD 139,70 5.50 12.70 50.80 16.67 77.79 46.04 15 4,2 PHP 4-5V550-SD
         
  147,32 A-1 SD 149,86 5.90 12.70 50.80 16.67 77.79 46.04 15 4,6 PHP 4-5V590-SD
  157,48 A-1 SK 160,02 6.30 12.70 66.68 13.49 77.79 49.21 15 5,4 PHP 4-5V630-SK
  167,64 A-1 SK 170,18 6.70 12.70 66.68 13.49 77.79 49.21 15 6,2 PHP 4-5V670-SK
  177,80 A-1 SF 180,34 7.10 12.70 74.61 5.56 77.79 52.39 20 6,8 PHP 4-5V710-SF
  187,96 A-1 SF 190,50 7.50 12.70 74.61 5.56 77.79 52.39 20 7,7 PHP 4-5V750-SF
         
 

 
 
 
 
1) Mass does not include bushings. 
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5V 4 200,66 B-1 E 203,20 8.00 22.23 88.90 8.73 77.79 69.85 1 8,5 PHP 4-5V800-E
  213,36 B-1 E 215,90 8.50 22.23 88.90 8.73 77.79 69.85 1 9,9 PHP 4-5V850-E
  226,06 B-1 E 228,60 9.00 22.23 88.90 8.73 77.79 69.85 1 11,0 PHP 4-5V900-E
  232,41 B-1 E 234,95 9.25 22.23 88.90 8.73 77.79 69.85 1 11,7 PHP 4-5V925-E
  245,11 B-1 E 247,65 9.75 22.23 88.90 8.73 77.79 69.85 1 12,8 PHP 4-5V975-E
         
  259,08 B-1 E 261,62 10.30 22.23 88.90 8.73 77.79 69.85 1 13,5 PHP 4-5V1030-E
  274,32 B-2 E 276,86 10.90 22.23 88.90 8.73 77.79 69.85 1 13,9 PHP 4-5V1090-E
  284,48 A-3 E 287,02 11.30 22.23 88.90 7.14 77.79 69.85 1 14,5 PHP 4-5V1130-E
  297,18 B-2 E 299,72 11.80 22.23 88.90 8.73 77.79 69.85 1 15,0 PHP 4-5V1180-E
  314,96 A-3 E 317,50 12.50 22.23 88.90 7.14 77.79 69.85 1 16,5 PHP 4-5V1250-E
         
  332,74 A-3 E 335,28 13.20 22.23 88.90 7.14 77.79 69.85 1 17,3 PHP 4-5V1320-E
  353,06 A-3 E 355,60 14.00 22.23 88.90 7.14 77.79 69.85 1 18,2 PHP 4-5V1400-E
  378,46 A-3 E 381,00 15.00 22.23 88.90 7.14 77.79 69.85 1 19,7 PHP 4-5V1500-E
  403,86 A-3 E 406,40 16.00 22.23 88.90 7.14 77.79 69.85 1 20,2 PHP 4-5V1600-E
  472,44 A-3 E 474,98 18.70 22.23 88.90 2.38 77.79 69.85 1 24,3 PHP 4-5V1870-E
         
  535,94 A-3 E 538,48 21.20 22.23 88.90 2.38 77.79 69.85 1 28,4 PHP 4-5V2120-E
  596,90 C-3 F 599,44 23.60 25.40 101.60 11.91 77.79 95.25 6 37,9 PHP 4-5V2360-F
  708,66 C-3 F 711,20 28.00 25.40 101.60 11.91 77.79 95.25 6 57,2 PHP 4-5V2800-F
  797,56 C-3 F 800,10 31.50 25.40 101.60 11.91 77.79 95.25 6 67,1 PHP 4-5V3150-F
  949,96 C-3 F 952,50 37.50 25.40 101.60 11.91 77.79 95.25 6 77,1 PHP 4-5V3750-F
         
  1267,46 C-3 J 1270,00 50.00 38.10 114.30 19.05 77.79 117.48 21 112,5 PHP 4-5V5000-J
         
5V 5 109,22 E-1 SD 111,76 4.40 12.70 50.80 65.88 95.25 46.04 17 4,0 PHP 5-5V440-SD
  115,57 E-1 SD 118,11 4.65 12.70 50.80 65.88 95.25 46.04 17 4,2 PHP 5-5V465-SD
  121,92 A-1 SD 124,46 4.90 12.70 50.80 16.67 95.25 46.04 15 4,6 PHP 5-5V490-SD
  129,54 A-1 SD 132,08 5.20 12.70 50.80 16.67 95.25 46.04 15 4,9 PHP 5-5V520-SD
  137,16 A-1 SD 139,70 5.50 12.70 50.80 16.67 95.25 46.04 15 5,4 PHP 5-5V550-SD
         
  147,32 A-1 SK 149,86 5.90 12.70 66.68 13.49 95.25 49.21 12 6,0 PHP 5-5V590-SK
  157,48 A-1 SK 160,02 6.30 12.70 66.68 13.49 95.25 49.21 12 7,2 PHP 5-5V630-SK
  167,64 A-1 SF 170,18 6.70 12.70 74.61 13.49 95.25 52.39 12 8,4 PHP 5-5V670-SF
  177,80 A-1 SF 180,34 7.10 12.70 74.61 13.49 95.25 52.39 10 9,8 PHP 5-5V710-SF
  187,96 A-1 SF 190,50 7.50 12.70 74.61 13.49 95.25 52.39 10 10,3 PHP 5-5V750-SF
         
  200,66 A-1 E 203,20 8.00 22.23 88.90 15.08 95.25 69.85 10 10,8 PHP 5-5V800-E
  213,36 A-1 E 215,90 8.50 22.23 88.90 15.08 95.25 69.85 10 11,3 PHP 5-5V850-E
  226,06 A-1 E 228,60 9.00 22.23 88.90 15.08 95.25 69.85 10 11,9 PHP 5-5V900-E
  232,41 A-1 E 234,95 9.25 22.23 88.90 15.08 95.25 69.85 10 12,8 PHP 5-5V925-E
  245,11 A-1 E 247,65 9.75 22.23 88.90 15.08 95.25 69.85 10 14,5 PHP 5-5V975-E
         
  259,08 A-2 E 261,62 10.30 22.23 88.90 15.08 95.25 69.85 10 15,0 PHP 5-5V1030-E
  274,32 A-2 E 276,86 10.90 22.23 88.90 15.08 95.25 69.85 10 15,9 PHP 5-5V1090-E
  284,48 A-3 E 287,02 11.30 22.23 88.90 15.08 95.25 69.85 10 16,6 PHP 5-5V1130-E
  297,18 A-3 E 299,72 11.80 22.23 88.90 15.08 95.25 69.85 10 17,2 PHP 5-5V1180-E
  314,96 A-3 E 317,50 12.50 22.23 88.90 15.08 95.25 69.85 10 18,5 PHP 5-5V1250-E
         
  332,74 A-3 E 335,28 13.20 22.23 88.90 15.08 95.25 69.85 10 19,2 PHP 5-5V1320-E
  353,06 A-3 E 355,60 14.00 22.23 88.90 15.08 95.25 69.85 10 20,2 PHP 5-5V1400-E
  378,46 A-3 E 381,00 15.00 22.23 88.90 15.08 95.25 69.85 10 21,9 PHP 5-5V1500-E
  403,86 A-3 E 406,40 16.00 22.23 88.90 15.08 95.25 69.85 10 23,2 PHP 5-5V1600-E
  472,44 D-3 F 474,98 18.70 25.40 101.60 2.38 95.25 95.25 2 31,8 PHP 5-5V1870-F
         
  535,94 D-3 F 538,48 21.20 25.40 101.60 0.79 95.25 95.25 1 40,4 PHP 5-5V2120-F
  596,90 D-3 F 599,44 23.60 25.40 101.60 0.79 95.25 95.25 1 47,6 PHP 5-5V2360-F
  708,66 D-3 F 711,20 28.00 25.40 101.60 0.79 95.25 95.25 1 55,8 PHP 5-5V2800-F
  797,56 C-3 J 800,10 31.50 38.10 114.30 11.11 95.25 117.48 11 68,5 PHP 5-5V3150-J
  949,96 C-3 J 952,50 37.50 38.10 114.30 11.11 95.25 117.48 11 86,2 PHP 5-5V3750-J
         
  1267,46 C-3 J 1270,00 50.00 38.10 114.30 11.11 95.25 117.48 11 126,1 PHP 5-5V5000-J
         
 

 
 
 
 
1) Mass does not include bushings. 
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5V 6 109,22 E-1 SD 111,76 4.40 12.70 50.80 96.04 112.71 46.04 17 4,6 PHP 6-5V440-SD
  115,57 E-1 SD 118,11 4.65 12.70 50.80 96.04 112.71 46.04 17 4,7 PHP 6-5V465-SD
  121,92 A-1 SD 124,46 4.90 12.70 50.80 16.67 112.71 46.04 50 5,1 PHP 6-5V490-SD
  129,54 A-1 SD 132,08 5.20 12.70 50.80 16.67 112.71 46.04 50 5,5 PHP 6-5V520-SD
  137,16 A-1 SD 139,70 5.50 12.70 50.80 16.67 112.71 46.04 50 6,0 PHP 6-5V550-SD
         
  147,32 A-1 SK 149,86 5.90 12.70 66.68 13.49 112.71 49.21 50 6,6 PHP 6-5V590-SK
  157,48 A-1 SK 160,02 6.30 12.70 66.68 13.49 112.71 49.21 50 7,9 PHP 6-5V630-SK
  167,64 A-1 SF 170,18 6.70 12.70 74.61 19.84 112.71 52.39 40 9,1 PHP 6-5V670-SF
  177,80 A-1 SF 180,34 7.10 12.70 74.61 19.84 112.71 52.39 40 9,9 PHP 6-5V710-SF
  187,96 A-1 SF 190,50 7.50 12.70 74.61 19.84 112.71 52.39 40 10,6 PHP 6-5V750-SF
         
  200,66 A-1 E 203,20 8.00 22.23 88.90 21.43 112.71 69.85 21 11,0 PHP 6-5V800-E
  213,36 A-1 E 215,90 8.50 22.23 88.90 21.43 112.71 69.85 21 12,1 PHP 6-5V850-E
  226,06 A-1 E 228,60 9.00 22.23 88.90 21.43 112.71 69.85 21 12,9 PHP 6-5V900-E
  232,41 A-1 E 234,95 9.25 22.23 88.90 21.43 112.71 69.85 21 13,7 PHP 6-5V925-E
  245,11 A-1 E 247,65 9.75 22.23 88.90 21.43 112.71 69.85 21 15,3 PHP 6-5V975-E
         
  259,08 A-2 E 261,62 10.30 22.23 88.90 21.43 112.71 69.85 21 16,6 PHP 6-5V1030-E
  274,32 A-2 E 276,86 10.90 22.23 88.90 21.43 112.71 69.85 21 17,3 PHP 6-5V1090-E
  284,48 A-3 E 287,02 11.30 22.23 88.90 21.43 112.71 69.85 21 18,1 PHP 6-5V1130-E
  297,18 A-2 E 299,72 11.80 22.23 88.90 21.43 112.71 69.85 21 18,7 PHP 6-5V1180-E
  314,96 B-3 F 317,50 12.50 25.40 101.60 18.26 112.71 95.25 1 26,4 PHP 6-5V1250-F
         
  332,74 B-3 F 335,28 13.20 25.40 101.60 18.26 112.71 95.25 1 29,0 PHP 6-5V1320-F
  353,06 B-3 F 355,60 14.00 25.40 101.60 18.26 112.71 95.25 1 29,9 PHP 6-5V1400-F
  378,46 B-3 F 381,00 15.00 25.40 101.60 18.26 112.71 95.25 1 30,8 PHP 6-5V1500-F
  403,86 B-3 F 406,40 16.00 25.40 101.60 18.26 112.71 95.25 1 35,2 PHP 6-5V1600-F
  472,44 D-3 F 474,98 18.70 25.40 101.60 0.79 112.71 95.25 18 38,9 PHP 6-5V1870-F
         
  535,94 D-3 F 538,48 21.20 25.40 101.60 0.79 112.71 95.25 18 43,5 PHP 6-5V2120-F
  596,90 C-3 J 599,44 23.60 38.10 114.30 3.18 112.71 117.48 2 51,3 PHP 6-5V2360-J
  708,66 C-3 J 711,20 28.00 38.10 114.30 3.18 112.71 117.48 2 67,1 PHP 6-5V2800-J
  797,56 C-3 J 800,10 31.50 38.10 114.30 3.18 112.71 117.48 2 83,0 PHP 6-5V3150-J
  949,96 C-3 J 952,50 37.50 38.10 114.30 3.18 112.71 117.48 2 98,9 PHP 6-5V3750-J
         
  1267,46 C-3 M 1270,00 50.00 50.80 139.70 27.78 112.71 171.45 31 140,6 PHP 6-5V5000-M
         
5V 8 177,80 A-1 SF 180,34 7.10 12.70 74.61 32.54 147.64 52.39 63 11,2 PHP 8-5V710-SF
  187,96 A-1 SF 190,50 7.50 12.70 74.61 32.54 147.64 52.39 63 12,8 PHP 8-5V750-SF
  200,66 A-1 E 203,20 8.00 22.23 63.50 34.13 147.64 69.85 44 15,9 PHP 8-5V800-E
  213,36 A-1 E 215,90 8.50 22.23 63.50 34.13 147.64 69.85 44 16,9 PHP 8-5V850-E
  226,06 A-1 E 228,60 9.00 22.23 63.50 34.13 147.64 69.85 44 19,1 PHP 8-5V900-E
         
  232,41 A-1 F 234,95 9.25 25.40 101.60 30.96 147.64 95.25 21 20,0 PHP 8-5V925-F
  245,11 A-1 F 247,65 9.75 25.40 101.60 30.96 147.64 95.25 21 22,0 PHP 8-5V975-F
  259,08 A-1 F 261,62 10.30 25.40 101.60 30.96 147.64 95.25 21 26,5 PHP 8-5V1030-F
  274,32 A-1 F 276,86 10.90 25.40 101.60 30.96 147.64 95.25 21 28,6 PHP 8-5V1090-F
  284,48 A-1 F 287,02 11.30 25.40 101.60 30.96 147.64 95.25 21 30,4 PHP 8-5V1130-F
         
  297,18 A-2 F 299,72 11.80 25.40 101.60 30.96 147.64 95.25 21 32,2 PHP 8-5V1180-F
  314,96 A-3 F 317,50 12.50 25.40 101.60 30.96 147.64 95.25 21 34,5 PHP 8-5V1250-F
  332,74 A-3 F 335,28 13.20 25.40 101.60 30.96 147.64 95.25 21 36,3 PHP 8-5V1320-F
  353,06 A-3 F 355,60 14.00 25.40 101.60 30.96 147.64 95.25 21 36,7 PHP 8-5V1400-F
  378,46 A-3 F 381,00 15.00 25.40 101.60 30.96 147.64 95.25 21 37,7 PHP 8-5V1500-F
         
  403,86 A-3 F 406,40 16.00 25.40 101.60 30.96 147.64 95.25 21 40,8 PHP 8-5V1600-F
  472,44 A-3 J 474,98 18.70 38.10 114.30 3.18 147.64 117.48 27 54,4 PHP 8-5V1870-J
  535,94 A-3 J 538,48 21.20 38.10 114.30 3.18 147.64 117.48 27 69,0 PHP 8-5V2120-J
  596,90 A-3 J 599,44 23.60 38.10 114.30 3.18 147.64 117.48 27 83,9 PHP 8-5V2360-J
  708,66 A-3 J 711,20 28.00 38.10 114.30 3.18 147.64 117.48 27 95,3 PHP 8-5V2800-J
         
  797,56 B-3 M 800,10 31.50 50.80 139.70 8.73 147.64 171.45 33 109,8 PHP 8-5V3150-M
  949,96 B-3 M 952,50 37.50 50.80 139.70 8.73 147.64 171.45 33 129,3 PHP 8-5V3750-M
 

 
 
 
 
1) Mass does not include bushings. 
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Narrow wedge belt pulleys 

5V QD bushed   |   8V QD bushed 
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Type A-1 Type A-2 Type A-3 Type B-3 Type C-3
 

 

 
 

 
Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass1) Designation
Outer 
diameter 

 

PD OD  Bore E F L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
5V 10 200,66 A-1 E 203,20 8.00 22.23 88.90 53.18 182.56 69.85 60 17,1 PHP 10-5V800-E
  213,36 A-1 E 215,90 8.50 22.23 88.90 53.18 182.56 69.85 60 20,2 PHP 10-5V850-E
  226,06 A-1 F 228,60 9.00 25.40 101.60 50.01 182.56 95.25 37 23,3 PHP 10-5V900-F
  232,41 A-1 F 234,95 9.25 25.40 101.60 50.01 182.56 95.25 37 24,0 PHP 10-5V925-F
  245,11 A-1 F 247,65 9.75 25.40 101.60 50.01 182.56 95.25 37 25,4 PHP 10-5V975-F
         
  259,08 A-1 F 261,62 10.30 25.40 101.60 50.01 182.56 95.25 37 29,0 PHP 10-5V1030-F
  274,32 A-1 F 276,86 10.90 25.40 101.60 50.01 182.56 95.25 37 32,7 PHP 10-5V1090-F
  284,48 A-1 F 287,02 11.30 25.40 101.60 50.01 182.56 95.25 37 34,9 PHP 10-5V1130-F
  297,18 A-2 F 299,72 11.80 25.40 101.60 50.01 182.56 95.25 37 36,7 PHP 10-5V1180-F
  314,96 A-2 J 317,50 12.50 38.10 114.30 53.98 182.56 117.48 11 50,8 PHP 10-5V1250-J
         
  332,74 A-2 J 335,28 13.20 38.10 114.30 53.98 182.56 117.48 11 52,6 PHP 10-5V1320-J
  353,06 A-3 J 355,60 14.00 38.10 114.30 53.98 182.56 117.48 11 59,0 PHP 10-5V1400-J
  378,46 A-3 J 381,00 15.00 38.10 114.30 53.98 182.56 117.48 11 62,6 PHP 10-5V1500-J
  403,86 A-3 J 406,40 16.00 38.10 114.30 53.98 182.56 117.48 11 66,2 PHP 10-5V1600-J
  472,44 A-3 J 474,98 18.70 38.10 114.30 3.18 182.56 117.48 62 71,2 PHP 10-5V1870-J
         
  535,94 A-3 J 538,48 21.20 38.10 114.30 3.18 182.56 117.48 62 76,2 PHP 10-5V2120-J
  596,90 A-3 M 599,44 23.60 50.80 139.70 8.73 182.56 171.45 2 96,6 PHP 10-5V2360-M
  708,66 A-3 M 711,20 28.00 50.80 139.70 8.73 182.56 171.45 2 108,9 PHP 10-5V2800-M
  797,56 A-3 M 800,10 31.50 50.80 139.70 8.73 182.56 171.45 2 124,7 PHP 10-5V3150-M
  949,96 A-3 M 952,50 37.50 50.80 139.70 8.73 182.56 171.45 2 142,9 PHP 10-5V3750-M
         
  1267,46 A-3 M 1270,00 50.00 50.80 139.70 8.73 182.56 171.45 2 207,8 PHP 10-5V5000-M
         
8V 4 312,42 D-2 F 317,50 12.50 25.40 101.60 3.97 123.83 95.25 33 34,0 PHP 4-8V1250-F
  330,20 D-2 F 335,28 13.20 25.40 101.60 3.97 123.83 95.25 33 36,7 PHP 4-8V1320-F
  350,52 D-3 F 355,60 14.00 25.40 101.60 3.97 123.83 95.25 33 39,5 PHP 4-8V1400-F
  375,92 D-3 F 381,00 15.00 25.40 101.60 3.97 123.83 95.25 33 41,3 PHP 4-8V1500-F
  401,32 D-3 F 406,40 16.00 25.40 101.60 3.97 123.83 95.25 33 43,5 PHP 4-8V1600-F
         
  426,72 D-3 F 431,80 17.00 25.40 101.60 3.97 123.83 95.25 33 47,2 PHP 4-8V1700-F
  452,12 D-3 F 457,20 18.00 25.40 101.60 3.97 123.83 95.25 33 51,7 PHP 4-8V1800-F
  477,52 D-3 F 482,60 19.00 25.40 101.60 3.97 123.83 95.25 33 54,9 PHP 4-8V1900-F
  502,92 D-3 J 508,00 20.00 38.10 114.30 – 123.83 117.48 6 61,7 PHP 4-8V2000-J
  533,40 D-3 J 538,48 21.20 38.10 114.30 – 123.83 117.48 6 65,8 PHP 4-8V2120-J
         
  563,88 D-3 J 568,96 22.40 38.10 114.30 – 123.83 117.48 6 69,9 PHP 4-8V2240-J
  624,84 C-3 M 629,92 24.80 50.80 139.70 19.84 123.83 171.45 28 79,8 PHP 4-8V2480-M
  756,92 C-3 M 762,00 30.00 50.80 139.70 19.84 123.83 171.45 28 101,6 PHP 4-8V3000-M
  896,62 C-3 M 901,70 35.50 50.80 139.70 19.84 123.83 171.45 28 121,1 PHP 4-8V3550-M
  1010,92 C-3 M 1016,00 40.00 50.80 139.70 19.84 123.83 171.45 28 140,6 PHP 4-8V4000-M
         
  1125,22 C-3 M 1130,30 44.50 50.80 139.70 19.84 123.83 171.45 28 164,7 PHP 4-8V4450-M
  1341,12 C-3 M 1346,20 53.00 50.80 139.70 19.84 123.83 171.45 28 198,2 PHP 4-8V5300-M
         
8V 5 312,42 A-2 F 317,50 12.50 25.40 101.60 24.61 152.40 95.25 33 37,2 PHP 5-8V1250-F
  330,20 A-2 F 335,28 13.20 25.40 101.60 24.61 152.40 95.25 33 40,4 PHP 5-8V1320-F
  350,52 A-3 F 355,60 14.00 25.40 101.60 24.61 152.40 95.25 33 44,9 PHP 5-8V1400-F
  375,92 A-3 F 381,00 15.00 25.40 101.60 24.61 152.40 95.25 33 46,7 PHP 5-8V1500-F
  401,32 A-3 F 406,40 16.00 25.40 101.60 24.61 152.40 95.25 33 50,4 PHP 5-8V1600-F
         
  426,72 A-3 J 431,80 17.00 38.10 114.30 14.29 152.40 117.48 21 54,0 PHP 5-8V1700-J
  452,12 A-3 J 457,20 18.00 38.10 114.30 14.29 152.40 117.48 21 59,4 PHP 5-8V1800-J
  477,52 A-3 J 482,60 19.00 38.10 114.30 14.29 152.40 117.48 21 64,4 PHP 5-8V1900-J
  502,92 A-3 J 508,00 20.00 38.10 114.30 14.29 152.40 117.48 21 68,5 PHP 5-8V2000-J
  533,40 A-3 J 538,48 21.20 38.10 114.30 14.29 152.40 117.48 21 75,8 PHP 5-8V2120-J
         
  563,88 B-3 M 568,96 22.40 50.80 139.70 8.73 152.40 171.45 28 80,7 PHP 5-8V2240-M
  624,84 B-3 M 629,92 24.80 50.80 139.70 8.73 152.40 171.45 28 91,2 PHP 5-8V2480-M
  756,92 B-3 M 762,00 30.00 50.80 139.70 8.73 152.40 171.45 28 110,2 PHP 5-8V3000-M
  896,62 B-3 M 901,70 35.50 50.80 139.70 8.73 152.40 171.45 28 126,1 PHP 5-8V3550-M
  1010,92 B-3 M 1016,00 40.00 50.80 139.70 8.73 152.40 171.45 28 154,2 PHP 5-8V4000-M
 

 
 
 
 
1) Mass does not include bushings. 
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Narrow wedge belt pulleys 

8V QD bushed 
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Section Number of 

grooves 
Pitch 
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Pulley 
type 

Bushing 
number 

Dimensions Mass1) Designation
Outer 
diameter 

  

PD OD  Bore E F L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
8V 5 1125,22 C-3 N 1130,30 44.50 61.91 138.11 28.58 152.40 206.38 25 189,6 PHP 5-8V4450-N
  1341,12 C-3 N 1346,20 53.00 61.91 138.11 28.58 152.40 206.38 25 225,0 PHP 5-8V5300-N
         
8V 6 312,42 A-2 F 317,50 12.50 25.40 101.60 24.61 180.98 95.25 61 40,8 PHP 6-8V1250-F
  330,20 A-2 F 335,28 13.20 25.40 101.60 24.61 180.98 95.25 61 44,5 PHP 6-8V1320-F
  350,52 A-3 F 355,60 14.00 25.40 101.60 24.61 180.98 95.25 61 50,8 PHP 6-8V1400-F
  375,92 A-2 J 381,00 15.00 38.10 114.30 28.58 180.98 117.48 35 55,8 PHP 6-8V1500-J
  401,32 A-3 J 406,40 16.00 38.10 114.30 28.58 180.98 117.48 35 58,5 PHP 6-8V1600-J
         
  426,72 A-3 J 431,80 17.00 38.10 114.30 28.58 180.98 117.48 35 61,7 PHP 6-8V1700-J
  452,12 A-3 J 457,20 18.00 38.10 114.30 28.58 180.98 117.48 35 64,9 PHP 6-8V1800-J
  477,52 A-3 J 482,60 19.00 38.10 114.30 28.58 180.98 117.48 35 71,2 PHP 6-8V1900-J
  502,92 B-3 M 508,00 20.00 50.80 139.70 34.13 180.98 171.45 25 81,2 PHP 6-8V2000-M
  533,40 B-3 M 538,48 21.20 50.80 139.70 34.13 180.98 171.45 25 87,5 PHP 6-8V2120-M
         
  563,88 B-3 M 568,96 22.40 50.80 139.70 34.13 180.98 171.45 25 93,0 PHP 6-8V2240-M
  624,84 A-3 M 629,92 24.80 50.80 139.70 8.73 180.98 171.45 1 106,6 PHP 6-8V2480-M
  756,92 A-3 M 762,00 30.00 50.80 139.70 8.73 180.98 171.45 1 129,3 PHP 6-8V3000-M
  896,62 C-3 N 901,70 35.50 61.91 138.11 23.81 180.98 206.38 2 154,2 PHP 6-8V3550-N
  1010,92 C-3 N 1016,00 40.00 61.91 138.11 23.81 180.98 206.38 2 178,7 PHP 6-8V4000-N
         
  1125,22 C-3 N 1130,30 44.50 61.91 138.11 23.81 180.98 206.38 2 221,8 PHP 6-8V4450-N
  1341,12 C-3 N 1346,20 53.00 61.91 138.11 23.81 180.98 206.38 2 264,9 PHP 6-8V5300-N
         
8V 8 312,42 A-1 J 317,50 12.50 38.10 114.30 53.98 238.13 117.48 67 59,4 PHP 8-8V1250-J
  330,20 A-1 J 335,28 13.20 38.10 114.30 53.98 238.13 117.48 67 72,6 PHP 8-8V1320-J
  350,52 A-2 J 355,60 14.00 38.10 114.30 53.98 238.13 117.48 67 79,4 PHP 8-8V1400-J
  375,92 A-2 J 381,00 15.00 38.10 114.30 53.98 238.13 117.48 67 84,4 PHP 8-8V1500-J
  401,32 A-2 J 406,40 16.00 38.10 114.30 53.98 238.13 117.48 67 95,3 PHP 8-8V1600-J
         
  426,72 A-2 M 431,80 17.00 50.80 139.70 59.53 238.13 171.45 7 100,2 PHP 8-8V1700-M
  452,12 A-2 M 457,20 18.00 50.80 139.70 59.53 238.13 171.45 7 106,6 PHP 8-8V1800-M
  477,52 A-3 M 482,60 19.00 50.80 139.70 59.53 238.13 171.45 7 113,4 PHP 8-8V1900-M
  502,92 A-3 M 508,00 20.00 50.80 139.70 59.53 238.13 171.45 7 120,2 PHP 8-8V2000-M
  533,40 A-3 M 538,48 21.20 50.80 139.70 59.53 238.13 171.45 7 127,0 PHP 8-8V2120-M
         
  563,88 A-3 M 568,96 22.40 50.80 139.70 59.53 238.13 171.45 7 133,8 PHP 8-8V2240-M
  624,84 A-2 N 629,92 24.80 61.91 138.11 4.76 238.13 206.38 17 145,2 PHP 8-8V2480-N
  756,92 A-3 N 762,00 30.00 61.91 138.11 4.76 238.13 206.38 17 170,1 PHP 8-8V3000-N
  896,62 A-3 N 901,70 35.50 61.91 138.11 4.76 238.13 206.38 17 200,5 PHP 8-8V3550-N
  1010,92 A-3 N 1016,00 40.00 61.91 138.11 4.76 238.13 206.38 17 240,4 PHP 8-8V4000-N
         
  1125,22 B-3 P 1130,30 44.50 74.61 177.80 6.35 238.13 238.13 6 276,7 PHP 8-8V4450-P
  1341,12 B-3 P 1346,20 53.00 74.61 177.80 6.35 238.13 238.13 6 360,6 PHP 8-8V5300-P
         
8V 10 312,42 A-1 J 317,50 12.50 38.10 114.30 53.98 295.28 117.48 131 70,3 PHP 10-8V1250-J
  330,20 A-1 J 335,28 13.20 38.10 114.30 53.98 295.28 117.48 131 86,2 PHP 10-8V1320-J
  350,52 A-1 J 355,60 14.00 38.10 114.30 53.98 295.28 117.48 131 95,3 PHP 10-8V1400-J
  375,92 A-1 M 381,00 15.00 50.80 139.70 59.53 295.28 171.45 64 120,7 PHP 10-8V1500-M
  401,32 A-2 M 406,40 16.00 50.80 139.70 59.53 295.28 171.45 64 116,1 PHP 10-8V1600-M
         
  426,72 A-1 M 431,80 17.00 50.80 139.70 59.53 295.28 171.45 64 127,5 PHP 10-8V1700-M
  452,12 A-2 M 457,20 18.00 50.80 139.70 59.53 295.28 171.45 64 131,5 PHP 10-8V1800-M
  477,52 A-2 M 482,60 19.00 50.80 139.70 59.53 295.28 171.45 64 136,5 PHP 10-8V1900-M
  502,92 A-2 M 508,00 20.00 50.80 139.70 59.53 295.28 171.45 64 147,4 PHP 10-8V2000-M
  533,40 A-2 M 538,48 21.20 50.80 139.70 59.53 295.28 171.45 64 154,2 PHP 10-8V2120-M
         
  563,88 A-2 N 568,96 22.40 61.91 138.11 4.76 295.28 206.38 84 165,6 PHP 10-8V2240-N
  624,84 A-2 N 629,92 24.80 61.91 138.11 4.76 295.28 206.38 84 176,9 PHP 10-8V2480-N
  756,92 A-3 N 762,00 30.00 61.91 138.11 4.76 295.28 206.38 84 197,3 PHP 10-8V3000-N
  896,62 A-2 P 901,70 35.50 74.61 177.80 6.35 295.28 238.13 51 230,0 PHP 10-8V3550-P
  1010,92 A-3 P 1016,00 40.00 74.61 177.80 6.35 295.28 238.13 51 279,0 PHP 10-8V4000-P
         
  1125,22 A-2 P 1130,30 44.50 74.61 177.80 6.35 295.28 238.13 51 322,1 PHP 10-8V4450-P
 

 
 
 
 
1) Mass does not include bushings. 

https://rodavigo.net/es/c/transmision/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



300  
 

 

Narrow wedge belt pulleys 

8V QD bushed 
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Type A-1 Type A-2 Type A-3
 

 

 
 

 
Section Number of 

grooves 
Pitch 
diameter 

Pulley 
type 

Bushing 
number 

Dimensions Mass1) Designation
Outer 
diameter 

 

PD OD  Bore E F L M 
 Min. Max.

 

– – mm – – mm in.       kg – 
 

 

         
8V 10 1341,12 A-3 P 1346,20 53.00 74.61 177.80 6.35 295.28 238.13 51 428,6 PHP 10-8V5300-P
         
8V 12 312,42 A-1 M 317,50 12.50 50.80 139.70 59.53 339.73 171.45 121 88,5 PHP 12-8V1250-M
  330,20 A-1 M 335,28 13.20 50.80 139.70 59.53 339.73 171.45 121 104,3 PHP 12-8V1320-M
  350,52 A-1 M 355,60 14.00 50.80 139.70 59.53 339.73 171.45 121 113,4 PHP 12-8V1400-M
  375,92 A-1 M 381,00 15.00 50.80 139.70 59.53 339.73 171.45 121 121,6 PHP 12-8V1500-M
  401,32 A-1 M 406,40 16.00 50.80 139.70 59.53 339.73 171.45 121 134,3 PHP 12-8V1600-M
         
  426,72 A-1 M 431,80 17.00 50.80 139.70 59.53 339.73 171.45 121 154,7 PHP 12-8V1700-M
  452,12 A-1 M 457,20 18.00 50.80 139.70 59.53 339.73 171.45 121 156,5 PHP 12-8V1800-M
  477,52 A-1 N 482,60 19.00 61.91 138.11 4.76 339.73 206.38 141 159,7 PHP 12-8V1900-N
  502,92 A-1 N 508,00 20.00 61.91 138.11 4.76 339.73 206.38 141 174,6 PHP 12-8V2000-N
  533,40 A-1 N 538,48 21.20 61.91 138.11 4.76 339.73 206.38 141 181,4 PHP 12-8V2120-N
         
  563,88 A-1 N 568,96 22.40 61.91 138.11 4.76 339.73 206.38 141 197,3 PHP 12-8V2240-N
  624,84 A-1 N 629,92 24.80 61.91 138.11 4.76 339.73 206.38 141 208,7 PHP 12-8V2480-N
  756,92 A-2 P 762,00 30.00 74.61 177.80 6.35 339.73 238.13 108 224,5 PHP 12-8V3000-P
  896,62 A-2 P 901,70 35.50 74.61 177.80 6.35 339.73 238.13 108 259,5 PHP 12-8V3550-P
  1010,92 A-2 P 1016,00 40.00 74.61 177.80 6.35 339.73 238.13 108 317,5 PHP 12-8V4000-P
         
  1125,22 A-2 P 1130,30 44.50 74.61 177.80 6.35 339.73 238.13 108 374,2 PHP 12-8V4450-P
  1341,12 A-2 P 1346,20 53.00 74.61 177.80 6.35 339.73 238.13 108 489,9 PHP 12-8V5300-P
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
         
 

 
 
 
 
1) Mass does not include bushings. 
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