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Servicio de Att. a

Adapters, plugs and washers

Description Features and benefits

Adapter fittings are used where no standard fittings are available or e Fastand virtually leakage-free connection
may require too much space. In fact, adapter fittings are not an ideal
solution due to the risk of an additional leakage point in the system.
Therefore, the adapter fitting sealing, material, design and operation
pressure must be considered during the selection process. SKF offers
adapters for various applications with suitable operating pressures,
fittings, seals and designs.

¢ Designs for almost every application

¢ Space-saving small design

Adapter fittings, plugs and washers are available in various designs
to serve different application requirements for system pressure:

e 45 bar designs

e 350 bar designs

e L (very light, max. 100 bar)
e | (light, max. 500 bar)

e S (heavy, max. 800 har)
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Applications

Food and beverage industry
Renewable energy industry
Construction machinery
Material handling

On-road vehicles

Machine tools

Etc.
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Servicio de Att. a

Adapter fittings o
|

Reducing connectors with cylindrical thread
for operating pressures up to 45 bar !
(sealed by flat washer acc. to DIN 7603) L
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Order number Designation Dy D, Ly L, % Material Weight
mm mm mm mm mm g b
843-130-021 ADAPTER ST M 3Ax M 5| CF M3 M5 22 10 3% Steel, galvanized surface 4 0.01
843-130-022 ADAPTER ST M 4Ax M 5| CF M4 M5 22 10 39 Steel, galvanized surface 5 0.01
843-130-023 ADAPTER ST M 5Ax M 5| CF M5 M5 22 10 31 Steel, galvanized surface 11 0.02
1) Female thread
Reducing connectors with tapered thread
for operating pressures up to 45 bar 5w
L1
L2
= 1
G1
Order number Designation 61 G, Ly L, % Material Weight
mm in mm mm mm g b
406-044-S1 ADAPTER ST M10x1AKx R1/4I CF M10x1tap. R4 225 8 17 Steel, galvanized surface 20 0.04
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Adapter fittings

Servicio de Att. al Clien

Reducing connectors with cylindrical thread
for operating pressures up to 45 bar
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(sealed by flat washer acc. to DIN 7603)
Ly
_’ A
Lo
L |
\
|—— D1—>
Order number Designation Dy D, Ly L % Material Weight
in mm mm mm g b
Steel, galvanized surface
401-013-161 ADAPTER ST G1/4Ax G1/2 CF GY/4A G1/2 40 12 27 Steel, galvanized 114 025
401-011-132 ADAPTER ST G1/2Ax G1 CF G1/2A G1 49 14 4 Steel, galvanized 222 049
401-013-171 ADAPTER ST G1/4Ax G1/2 CF G3/4A G1/2 41 16 32 Steel, galvanized 140 031
P-78.01 ADAPTER ST M12x1Ax G1/4 CF M12x1 G4 27 85 19 Steel, galvanized 31 0.07
401-016-371 ADAPTER ST M16x1,5Ax G1/4 CF M16x1.5 G1/4 30 12 19 Steel, galvanized 39 0.09
243-001.10 ADAPTER ST M16x1,5Ax G1/2 CF M16x1.5 G1/2 31 9 27 Steel, galvanized 60 0.13
267-001.36 ADAPTER ST M18x1,5Ax G3/8 CF M18x1.5 G3/s 32 10 22 Steel, galvanized 50 0.11
243-001.20 ADAPTER ST M18x1,5Ax G1/2 CF M18x1.5 G1/2 32 10 27 Steel, galvanized 59 0.13
44-1755-2029 ADAPTER ST M20x1,5Ax G1/4 CF M20x1.5 G4 28 12 24 Steel, galvanized 59 0.13
Brass
267-001.47 ADAPTER MS G3/8Ax G3/4 G3/sA G4 31 10 22 Brass 60 0.13
267-001.60 ADAPTER MS G3/8Ax G1/2 G3/sA G1/2 34 10 27 Brass 78 0.17
401-019-132 ADAPTER MS G1/2Ax G1/8 G12A G1/s 24 12 27 Brass 22 0.05
DZ333 ADAPTER MS G1/2Ax G1/4 G12A G1/4 24 12 27 Brass 64 0.14
401-013-131 ADAPTER MS G1/2Ax G1/2 G1/2A G1/2 405 12 27 Brass 107  0.24
DZ334 ADAPTER MS G1/2Ax G3/8 G1/2A G3/s 31 12 27 Brass 83 0.18
267-001.03 ADAPTER MS G1/2Ax G3/4 G12A G3/4 40 12 36 Brass 166 037
406-024 ADAPTER MS M10x1Ax G1/8 M10x1 G1/s 20 8 14 Brass 15 0.03
401-016-312 ADAPTER MS M10x1Ax G1/4 M10x1 G1/4 2655 75 17 Brass 25 0.06
401-019-352 ADAPTER MS M14x1,5Ax G1/8 M14x1.5 G1/s 20 9 17 Brass 24 0.05
>
|
Adapter for pressure gauges .
fi ti to45b T
Or operatuing pressures up to ar o i |
(sealed by flat washer acc. to DIN 7603) | L
\
\
|
Order number  Designation Series Tube Dy L L £ Material Operating Weight
@D pressure max.
mm in mm mm mm bar psi g b
248-610.01 ADAPTER MS D 6AxG 1/4 L GV 46 22 17 Brass 45 650 30 0.07
LINCOLN
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Adapter fittings

pressures up to 45 bar
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Adapter for pressure gauges
with cylindrical thread for operating

Servicio de Att. a
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Order number Designation D Ly L, 5 Material Weight
mm mm mm mm g b
301-134 CONNECTING PIECE ST - M10x1ZN M10x1 23 75 17  Steel, galvanized 20 0.044
301-034 CONNECTING PIECE ST - M14x1,5ZN M14x1,5 22 9 17 Steel, galvanized 20 0.044
for operating pressures up to 350 bar A _E
L1
L2
wml 1
G1
Order number Designation G4 G, Ly L % Material Weight
mm mm mm g b
304-19230-1 ADAPTER R1/8 AxM10x1,0 | CF RY/s M10x1 18 6 13 Steel, galvanized 20 004
304-19787-1 ADAPTER M 8X1,0 IXM 6X1,0KACF M 6x1K M 8x1 20 6 10 Steel, galvanized 6 0.01
304-19437-1 ADAPTER M 8x1,0KAxM 8x1,01 CF M 8x1K M 8x1 16 5 10 Steel, galvanized 5 0.01
304-19548-1  ADAPTER M 8x1,25KAxM 8x1,01 CF M 8x1,25K M 8x1 20 8 12 Steel, galvanized 10 002
304-19167-1 ADAPTER M 8x1,0AxR1/8 | CF M 8x1 RY/s 17 5 13 Steel, galvanized 10 002
304-19509-1  ADAPTER M10x1,0KAxM10x1,0 | CF M10x1K M10x1 18 65 13 Steel, galvanized 9 0.02
304-16337-1 ADAPTER M10x1 IxM12x1KA CF M12x1K M10x1 18 8 17 Steel, galvanized 15  0.03
LINCOLN
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Adapter fittings

Elbow reducing connectors 45°
with tapered thread for operating

pressures up to 350 bar

www.rodavigo.net

Servicio de Att. al Clie|

Adapters, plugs and washers

Order number Designation D4 D, Ly L Material Weight
mm mm g b
432-70673-1 ELBOW FITT.ST 45DEGREE R1/8A xG1/8 CF R1/s Glis 6 20 Steel, galvanized 10 0.02
406-155K ELBOW FITT.ST 45DEGREE R1/8AxM10x1I CF R1/s M10x1 7,5 20,5  Steel, galvanized 13 0.03
406-165K ELBOW FITT.ST 45DEGREE R1/8AxG1/8 CF R1/s GYs 75 20,5  Steel, galvanized 13 0.03
432-24050-1 ELBOW FITT.ST 45DEGREE M8x1AKxM8x1ICF  M8xltap. M8x1 5 20 Steel, galvanized 1 0.02
432-71483-1 ELBOW FITT.ST 45DEGREE M8x1AKxM10x1I CF M8x1tap. M10x1 5 20 Steel, galvanized 1 0.02
406-145K ELBOW FITT.ST 45DEGREE M8x1AKxM10x1ICF  M8x1tap. M10x1 7,5 21 Steel, galvanized 11 0.02
406-045K  ELBOW FITT.ST 45DEGREE M10x1AKxM10x1I CF M10x1tap. M10x1 7,5 21 Steel, galvanized 12 0.03
432-24051-1 ELBOW FITT.ST 45DEGREE M10x1AKxM8x1I CF M10x1tap. M8x1 5 20 Steel, galvanized 12 0.03
Elbow reducing connectors 90°
pressures up to 350 bar LT
O, |
D, - — — T+
?7 [ } * L
! = . i
—1 D —~—
Order number Designation Dy D, L L Material Weight
mm mm g b
432-70674-1 ELBOW FITT.ST 90DEGREE G1/8xR1/8A CF RY/s G1/s 9 225  Steel, galvanized 16 0.04
406-091K  ELBOW FITT.ST 90DEGREE R1/8AxG1/8 CF R1/s GYs 11 24 Steel, galvanized 20 0.04
406-093K  ELBOW FITT.ST 90DEGREE R1/8AxM10x1I CF R1/s M10x1 11 24 Steel, galvanized 16 0.04
406-094K  ELBOW FITT.ST 90DE.M8x1,25AKxM8x1,25I CF M8x1.25tap. M8x1.25 11 24 Steel, galvanized 11 0.02
406-089K  ELBOW FITT.ST 90DEGREE M8x1AKxM10x1I CF  M8x1 tap. M10x1 11 24 Steel, galvanized 15 0.03
406-090K  ELBOW FITT.ST 9ODEGREE M10x1AKxM10x1I CF M10x1tap. M10x1 11 24 Steel, galvanized 16 0.04
406-092K ELBOW FITT.ST 90DEGREE M10x1AKxM10x1I CF M10x1tap. M10x1 17 30 Steel, galvanized 20 0.04
432-24043-1 ELBOW FITT.ST 90DEGREE M8x1AKxM8x1I CF  M8x1 tap. M8x1 5 20 Steel, galvanized 12 0.03
432-24052-1 ELBOW FITT.ST 90DEGREE M10x1AKxM8x1I CF M10x1 tap. ~ M8x1 5 20 Steel, galvanized 14 0.03
LINCOLN
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Adapter fittings

Reducing connectors Rl
with cylindrical thread for operating
pressures up to 400 bar

Servicio de Att. al Cliente
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|_24>

Ly

Order number  Designation Tube @D, L, L £ Material Operating Weight

@D pressure max.

in in mm mm mm bar psi g b
Steel galvanized
222-12578-5  BUSHING ST RI G 1/8AxG 1/4 CF G1/8A G4 31 8 19 Steelgalvanized 400 5800 42 0.09
222-12521-5  BUSHING ST RI G 1/4AxG 1/8 CF G /A G1/8 28 12 19 Steelgalvanized 400 5800 38 0.08
222-12521-6  BUSHING ST RI G 1/4AxG 3/8 CF G /A G3/s 36 12 24 Steelgalvanized 400 5800 69 0.15
222-12521-4  BUSHING ST RI G 1/4AxG 1/2 CF G Y/4A G1/2 40 12 30 Steelgalvanized 400 5800 116 0.26
222-13678-2  BUSHING ST RI G 3/8AxG 1/8 CF G 3/8A G1/8 225 12 22 Steelgalvanized 400 5800 39 0.09
222-12578-4  BUSHING ST RI G 3/8AxG 1/4 CF G 3/8A G4 36 12 22 Steelgalvanized 400 5800 68 0.15
222-12578-8  BUSHING ST RI G 3/8AxG 1/2 CF G 3/8A G1/2 41 12 30 Steelgalvanized 400 5800 125 0.28
222-12578-3  BUSHING ST RI G 3/8AxG 3/4 CF G 3/8A G3/4 44 12 36 Steelgalvanized 315 4570 183 0.40
222-12521-2  BUSHING ST RI G 1/2AxG 1/4 CF G1/2A GYa 24 14 27 Steelgalvanized 315 4570 56 012
96-3102-0058 BUSHING ST RI G 1/2AxG 1/8 CF G1/2A G1/8 24 14 27 Steelgalvanized 400 5800 66 0.15
222-12599-2  BUSHING ST RI G 1/2AxG 3/8 CF G1/2A G3/s 36 14 27 Steelgalvanized 315 4570 94 021
222-12047-2  BUSHING ST RI G 1/2AxG 3/4 CF G1/2A G3/4 46 14 36 Steelgalvanized 315 4570 182 0.40
222-12599-3  BUSHING ST RI G 1/2AxG 1 CF G1/2A G1 49 14 41 Steelgalvanized 315 4570 221 0.49
222-12578-2  BUSHING ST RI G 1/2AxG 1-1/4 CF G1/2A G114 53 14 55 Steelgalvanized 160 2320 482 1.06
222-13678-1  BUSHING ST RI G 3/4AxG 1/4 CF G 3/4A G4 26 16 32 Steelgalvanized 315 4570 103 0.23
222-12578-9  BUSHING ST RI G 3/4AxG 3/8 CF G 3/4A G3/s 26 16 32 Steelgalvanized 315 4570 87 019
222-12047-8  BUSHING ST RI G 3/4AxG1/2 CF G 3/4A G1/2 41 16 32 Steelgalvanized 315 4570 143 0.32
222-12047-4  BUSHING ST RI G 3/4AxG 1 CF G 3/4A G1 51 16 41 Steelgalvanized 315 4570 235 0.52
96-3129-0058 BUSHING ST RIG 3/4AxG1-1/4 CF G 3/4A G114+ 55 16 55 Steelgalvanized 160 2320 481 1.06
222-12599-9  BUSHING ST RI G 1AxG 1/2 CF G1A G1/2 29 18 41 Steelgalvanized 315 4570 157 0.35
222-13678-4  BUSHING ST RI G 1AxG 3/8 CF G1A G3/s 29 18 41 Steelgalvanized 315 4570 179 0.39
96-3106-0058 BUSHING ST RI G 1AxG 1/4 CF G1A GYa 29 18 41 Steelgalvanized 315 4570 195 0.43
222-12599-5  BUSHING ST RI G 1AxG 3/4 CF G1A G3/4 47 18 41  Steelgalvanized 315 4570 278 0.61
222-13670-1  BUSHING ST RI G 1AxG 1-1/4 CF G1A G11/+ 57 18 55 Steelgalvanized 160 2320 530 1.17
96-3133-0058 BUSHING ST RI G 1AxG 1-1/2 CF G1A G112 59 18 60 Steelgalvanized 160 2320 585 1.29
222-13678-8  BUSHING ST RI G 1-1/4AxG 1/2 CF G13sA G2 32 20 50 Steelgalvanized 160 2320 308 0.68
222-12521-8  BUSHING ST RI G 1-1/4AxG 3/4 CF G11/A  G3/4 32 20 50 Steelgalvanized 160 2320 267 0.59
222-12599-6  BUSHING ST RI G 1-1/4AxG 1 CF G11:A G121 32 20 50 Steelgalvanized 160 2320 458 1.01
96-3112-0058 BUSHING ST RIG1-1/2AxG 3/4CF  G112A  G3/s 36 22 55 Steelgalvanized 160 2320 402 0.89
222-13678-3  BUSHING ST RIG1-1/2AxG 1 CF G112A  G1 36 22 55 Steelgalvanized 160 2320 337 0.7
96-3136-0058 BUSHING ST RIG1-1/2AxG1-1/4CF G11/2A G114+ 58 22 55 Steelgalvanized 160 2320 542 1.20
96-3137-0058 BUSHING ST RI G 2AxG1-1/2 CF G 2A G112 62 24 70 Steelgalvanized 160 2320 990 2.18
Stainless steel
222-13618-1  BUSHING VA RI G 1/8AxG 1/4 G 1/8A G4 31 8 19  Stainless steel 400 5800 42 009
222-10365-3  BUSHING VA RI G 1/4AxG1/8 G /A GY/s 28 12 19  Stainless steel 400 5800 38 008
222-13618-5  BUSHINGVA RI G 1/4AxG 1/2 G Y/4A G1/2 40 12 30 Stainless steel 400 5800 116 0.26
222-14180-7  BUSHINGVA RI G 3/8AxG 1/4 G 3/8A G4 36 12 22 Stainless steel 400 5800 68 015
222-13618-2  BUSHING VA RI G 3/8AxG1/2 G 3/8A G1/2 41 12 30 Stainless steel 400 5800 125 0.28
222-14180-3  BUSHINGVA RI G 1/2AxG 1/4 G1/2A G4 24 14 27  Stainless steel 315 4570 56 012
222-14180-6  BUSHINGVA RI G 1/2AxG 3/8 G1/2A G3/s 36 14 27  Stainless steel 315 4570 94 0.21
222-14180-9  BUSHING VA RI G 3/4AxG 3/8 G 3/4A G3/s 26 16 32 Stainless steel 315 4570 87 019
222-13618-3  BUSHING VA RI G 3/4AxG 1/2 G 3/4A G1/2 41 16 32 Stainless steel 315 4570 143 0.32
222-14180-5  BUSHINGVA RI G 1AxG 3/4 G1A G3/4 47 18 41 Stainless steel 315 4570 278 0.61
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626-25702-1
Adapter fittings “
. o . =28 —~
Banjo fittings, rotatable e
[ [T c-—=—=—
I) 14(I /: ARy s
91308 223-12567-1 — T,::f ?
[ ] 22 53
e
ey i 15
L \‘ L Il
— | Ry |~
| i
B @ . 20
| T
Speed Operation pressure
Order number ~ Designation Tube @ @Dy @D, max. — max. Material Weight
mm in in min-1  bar psi g b
091308 Straight swivel /8 NPT~ — /sNPT  1/eNPT 1 50 725 Steel galvanized 20 0.04
223-12567-1 Swivel 90° 1/8 NPT - 1/s NPT 1/8 NPT 1 50 725 Steel galvanized 40 0.08
626-25702-1  Swivel R1/4XR1/4 MS - Ri/smale RY/4female 1 200 2900 Brass 102 0.22
626-2... 626-25720-2 626-26696-2
e Gy —— Bf——
’—— 30 —— *
‘ ¢ ! 125
| ‘ - ‘ *
- Ek* - Gl/z,
$ 445 60
345
‘ I © ©)
|
n ] Buna
1 |
S N ! L
1 S N B
|~ A
Speed Operation pressure
Ordernumber  Designation Tubed D, @D, max.  max. Material Weight
mm in in min-1  bar psi g lb
626-25716-2  Swivel 90° G1/4AxG1/4AF - GY4male GY4male 80 100 1450  Steelgalvanized 105  0.23
626-25540-2  Swivel 90° G1/4AxG1/8AF - GY/4male Gl/smale 80 100 1450  Steelgalvanized 105  0.23
626-26700-2 Swivel 90° G1/8AxD 4 F 4 - GY/smale 80 100 1450 Steel galvanized 95 0.21
626-25438-2 Swivel 90° G1/8AxD 6 F 6 - G1/smale 80 100 1450 Steel galvanized 100 0.22
626-26701-2 Swivel 90° G1/4AxD 4 F 4 - G4 male 80 100 1450  Steelgalvanized 105  0.23
626-25717-2 Swivel 90° G1/4AxD 6 F 6 - GY4male 80 100 1450  Steelgalvanized 102  0.22
626-26696-2 Swivel straight G1/8AXD 4 CF 4 - GY/8 80 100 1450 Steel galvanized 105 0.23
LINCOLN
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Adapter fittings

Banjo fittings, rotatable

Servicio de

Order number Designation Tube @D Thread;  Thread, Speed Oil pressure Airpressure Material Weight
max.  max. max.
mm in mm minl  bar psi  bar psi g b

Brass

DLY930-2 ROTATINGJOINTMS 8 G1/4A 8 G1/4A M14x1,5 1400 20 290 8 116  Brass 246 0.54

DLY931 ROTATINGJOINTMS8R1/8K 8 R1/8 M14x1,5 1400 20 290 8 116  Brass 244 0.54

Aluminum

DLY932 ROTATING JOINT AL 8 R1/4K 6 RY/4 M10x1 1400 5 V2 - Aluminum 65  0.14

LINCOLN
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Plugs

Vent plugs with profile
seal acc. to IS0 9974-2

Servicio de Att.

Order number Designation Dy L 5 Material Weight
mm mm g b
466-431-006 VENTILATING SCREW,HEX. ST M10x1 M10x1 7 10 Steel, galvanized 10 0.02
466-431-005 VENTILATING SCREW,6-SOCK ST M10x1 M10x1 7 5 Steel, galvanized 10 0.02
466-431-009 VENTILATING SCREW,6-SOCK ST G 1/8A G1/8A 7 5 Steel, galvanized 11 0.02
L1
flat washer acc. to DIN 7603 i
Order number Designation Dy D, L L & Material Operating Weight
pressure max.
mm mm mm mm bar  psi g b
833-020-022 VENTILATING SCREWSTM 8x1  M8x1 12 135 75 11  Steel, galvanized 45 650 7 0.015
833-330-016 VENTILATING SCREW ST M10x1  M10x1 14 17 8 11 Steel, galvanized 45 650 11 0.024
44-1855-6021 VENTILATING SCREW ST M12x1  M12x1 17 135 75 17  Steel, galvanized 45 650 12 0.026
833-330-021 VENTILATING SCREWSTG 1/8A G1/sA 14 17 8 11 Steel, galvanized 45 650 10 0.022
833-340-034 VENTILATING SCREW ST G 1/4A  G1/4A 18 17 8 11 Steel, galvanized 45 650 22 0.049
LINCOLN
S 79 akF
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Plugs
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Screw plugs VST

Servicio de Att. al Clie|

Order number Designation Tube Dy L £ Material Operating Weight
@D pressure max.
mm mm mm bar  psi g b
Steel galvanized
466-419-001 PLUG,CLOS.6-SOCKVSTIG 1/8A-EDCF G 1/sA 14 8 5 Steel, galvanized 400 5800 8 0.02
223-13702-1 PLUG 6-SOCK ST VSTI G 1/4A-ED CF G 1/sA 19 12 6 Steel, galvanized 400 5800 20 0.04
223-13702-7 PLUG 6-SOCK ST VSTI G 1/2A-ED CF G1/2A 27 14 10  Steel, galvanized 400 5800 51 011
223-13702-6 PLUG 6-SOCK ST VSTI G 3/4A -ED CF G 3/4A 32 16 12  Steel, galvanized 400 5800 79 017
223-10530-4 PLUG 6-SOCK ST VSTI G1A -ED CF G1A 399 16 17  Steel,galvanized 400 5800 130 0.29
466-429-001 PLUG,CLOS.6-SOCK VSTIM 8x1-ED CF M8x1 mm 12 8 4 Steel, galvanized 400 5800 7 0.02
466-431-001 PLUG,CLOS.6-SOCK VSTIM10x1-ED CF - M10x1mm 14 8 5 Steel, galvanized 400 5800 8 0.02
466-439-001 PLUG,CLOS.6-SOCK VSTIM18x1,5-ED CF M18x1,5mm 239 14 8 Steel, galvanized 400 5800 32  0.07
Stainless steel
223-13702-5 PLUG 6-SOCK VA VSTI G1/4A -ED G 1/sA 19 12 6 Stainless steel 400 5800 20 0.04
223-13702-9 PLUG 6-SOCK VA VSTI G1/2A -ED G1/2A 27 14 10  Stainless steel 400 5800 51 011
Screw plugs sealed by N
2
flat washer acc. to DIN 7603 S
| 3 ‘
L La
| L
D1
Order number Designation Dy D, L4 L Ly # Materil Weight
mm mm mm mm mm g b
DIN910-R1-8-5.8 PLUG,CLOSURE-HEX. 5.8 G 1/8AZN G1/sA 14 17 8 3 11  Steel,galvanized 11 0.02
DIN910-R1-4x8-5.8 PLUG,CLOSURE-HEX. 5.8 G 1/4AZN GY/4A 18 17 8 3 14  Steel,galvanized 19 0.04
DIN910-R3-8-5.8 PLUG,CLOSURE-HEX. 5.8 G 3/8AZN G3/sA 22 21 12 3 17  Steel,galvanized 38 0.08
DIN910-R1-2-5.8 PLUG,CLOSURE-HEX. 5.8 G 1/2AZN G1/2A 26 26 14 4 19  Steel,galvanized 68 0.15
DIN910-R3-4-5.8 PLUG,CLOSURE-HEX. 5.8 G 3/4AZN G3/4A 32 30 16 4 24 Steel, galvanized 125 0.28
DIN910-R1-5.8 PLUG,CLOSURE-HEX. 5.8G1 AZN G1A 39 32 16 5 27  Steel,galvanized 199 0.44
402-011 PLUG,CLOSURE-HEX. ST M 6x0,75A SW10 M6x0.75 - 9 5 - 10  Steel,galvanized 4 0.01
404-011 PLUG,CLOSURE-HEX. ST M 8x1,0A SW11 M8x1 - 95 55 - 11  Steel,galvanized 5 0.01
406-011 PLUG,CLOSURE-HEX. ST M10x1,0A SW12 M10x1 - 12 7 - 12  Steel,galvanized 8 0.02
408-211 PLUG,CLOSURE-HEX. ST M12x1,0A SW17 M12x1 - 12 7 - 17  Steel,galvanized 14 0.03
408-011 PLUG,CLOSURE-HEX. ST M14x1,5A SW17 M14x15 - 12 7 17  Steel, galvanized 17 0.04
410-011 PLUG,CLOSURE-HEX. ST M16x1,5A SW19 M16x15 - 14 8 - 19  Steel,galvanized 25 0.06
412-011 PLUG,CLOSURE-HEX. ST M18x1,5A SW22 M18x15 - 15 10 - 22 Steel,galvanized 33 0.07
DIN908-M10x1-5.8 PLUG,CLOS6-SOCK 5.8 M10x1,5ZN M10x1 14 11 8 3 51)  Steel, galvanized 7 0.02
DIN908-M12x1.5-5.8  PLUG,CLOS6-SOCK 5.8 M12x1,0ZN M12x15 17 15 12 3 61  Steel,galvanized 12 0.03
DIN908-M14x1.5-5.8  PLUG,CLOS6-SOCK 5.8 M14x1,5ZN M14x15 19 15 12 3 61)  Steel, galvanized 16  0.04
DIN908-G1-8A-5.8 PLUG,CLOS6-S0CK 5.8 G 1/8AZN G1/8A 14 11 8 3 51 Steel, galvanized 5 0.01
DIN908-G3-8A-5.8 PLUG,CLOS6-S0CK 5.8 G 3/8AZN G3/sA 22 15 12 3 81)  Steel,galvanized 10 0.02
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Servicio de

Washers
— — D, O,
H
Order number Designation Dy Dy H For thread Material Weight
(100 pcs)
mm mm mm  mm in g b

Aluminum
504-019-AL SEALING RINGAL 10,2x13,9x1,1 10,2 139 14 M10 G/ Aluminum 100 0.22
Copper
DIN7603-A6x10-CU SEALINGRINGCU  6,2x 9,9x1,0 6,2 99 1 M6 - Copper 100 0.22
DIN7603-A8x11.5-CU  SEALINGRINGCU 8,2x11,4x1,0 8.2 11,4 1 M8 - Copper 100 0.22
504-019 SEALINGRING CU  10,2x13,9x1,1 10,2 139 141 M10 G/ Copper 100 0.22
508-215-CU SEALINGRING CU  12,2x15,9x 1,4 12,2 159 1.4 M12 - Copper 100 0.22
508-320-CU SEALINGRING CU  12,2x15,9x 2,0 12,2 159 2 M12 - Copper 100 0.22
DIN7603-A12x18-CU SEALINGRING CU  12,2x14,9x1,0 12,2 149 1 M12 - Copper 100 0.22
508-108 SEALINGRING CU 13,3x17,9x1,5 13,3 179 15 - GY/4  Copper 100 0.22
DIN7603-A14x18-CU SEALINGRING CU  14,2x17,9x1,5 14,2 179 15 Ml4 - Copper 200 0.44
DIN7603-A16x20-CU SEALINGRING CU  16,2x19,9x1,5 16,2 19,9 15 M16 - Copper 200 0.44
DIN7603-A17x21-CU SEALINGRING CU 17,2x 20,9x1,5 17,2 209 15 - G3/s  Copper 200 0.44
DIN7603-A18x22-CU SEALINGRING CU  18,2x 21,9x1,5 18,2 219 15 M18 - Copper 200 0.44
DIN7603-A20x24-CU SEALINGRING CU  20,2x 23,9x1,5 20,2 239 15 M20 - Copper 200 0.44
DIN7603-A21x26-CU SEALINGRING CU  21,2x 25,9x1,5 21,2 259 15 - G1/2  Copper 200 0.44
DIN7603-A22x27-CU SEALINGRING CU  22,2x 26,9x 1,5 22,2 269 15 M22 - Copper 300 0.66
DIN7603-A27x32-CU SEALINGRING CU  27,3x31,9x 2,0 27,3 319 2 M27 - Copper 400 0.88
DIN7603-A30x36-CU SEALINGRING CU  30,3x 35,9x 2,0 30,3 359 2 M30 - Copper 500 1.10
DIN7603-A33x39-CU SEALINGRING CU  33,3x38,9x 2,0 333 389 2 M33 - Copper 500 1.10
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Adapters, plugs and washers






