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Description

SKF quick connectors are the faster alternative when it comes to 

connecting pipes  Push-in type connectors are available for fast 

establishment of secure connections  Simply plug the end of the line 

into the pre-installed connector – all done! No wrench is required  

Connections can be made more easily and quickly, especially in diffi-

cult-to-access areas  Push-in type fittings can be used to connect 

the entire system of lines from the pump to the metering devices, 

pressure switches, etc  – all the way to the lubrication points   

The fittings feature internal claws to hold the tubing tight, even at  

350 bar (5076 psi)   They are equally suitable for plastic and steel 

tubing  Two versions of quick connectors are offered by SKF:

• Single-seal quick connectors (350 bar, 5076 psi) suitable for  
grease lubrication systems 

• Triple-seal quick connectors (300 bar, 4350 psi) suitable for  
oil and grease lubrication systems

Features and benefits

• Fast and virtually leakage-free connection

• No wrench tightening required

• Time savings due to easy and quick system assembly

• Connections in systems (without system pressure) can be  

easily opened and reclosed again

• Protection against penetrating dirt 
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Applications

• Food and beverage industry

• Renewable energy industry

• Construction machinery 

• Asphalt mixing plants 

• Agricultural machines 

• Material handling 

• On-road vehicles

• Etc 
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Quick connectors

Single-seal quick connectors (350 bar)
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Description

SKF single-seal quick connectors have one O-ring  They are suitable 

for grease lubrication systems with system pressures up to 350 bar  

Features and benefits

• Suitable for grease

• Smaller

• Protection caps needed under harsh conditions

• Max  operating pressure 350 bar

• For tube ∅6 mm

• Marking of the collet: with groove

• Surface: nickel-plated C5M (sea water proof) 

• Pipe sealing, expansion ring for collet chuck

• Plastic pipes can be used without claw groove

• Thread sealing via spring ring

Inner seal

Tube

Claw

Thread

Body

Thread seal
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Single-seal quick connectors

Straight screw-in connectors

∅B

∅D

L2

L1

G

  2

  1

∅D G

L2

L1

  2

  1

∅B

Straight screw-in connectors 
with FKM threaded seal 

Order number Designation Tube 
∅D

G ∅B L1 L2 1 2 Seal Material Operating  
pressure max 

Weight  
(100 pcs)

  mm in mm mm mm mm mm   bar psi g lb

226-14139-1 PUSH-IN FITT GEZM 6-1/4 6 G 1/4B 18,5 12 25,5 17 4 NBR Brass, nickel-plated 350 5 080 2 000 4.41

Order number
Designation

Tube 
∅D

G ∅B L1 L2 1 2 Seal Material Operating  
pressure 
max 

Weight  
(100 pcs)

  mm in mm mm mm mm mm   bar psi g lb

226-14111-1 PUSH-IN FITT GEKM S 6-1/8 6 R 1/8 13,2 7 5 22 12 4 NBR Brass, nickel-plated 350 5 080 1 000 2.21
226-10205-5 PUSH-IN FITT GEZM S 6-1/4 6 G 1/4B 15,2 7 21,5 14 4 NBR Brass, nickel-plated 350 5 080 1 400 3.09
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Single-seal quick connectors

Adapters with tapered thread
∅D

∅B
G

L2

L1

∅B
∅D

G

L1

L2

L3

  1

  2

Banjo fittings with tapered thread

Order number Designation Tube 
∅D

G ∅B L1 L2 Seal Material Operating  
pressure 
max 

Weight  
(100 pcs)

  mm  mm mm mm mm   bar psi g lb

226-14111-4 PUSH-IN FITT  GEKM 6-M6×1 6 M6×1 tap 13,2 24 6 12 NBR Brass, nickel-plated 350 5 080 900 1.98
226-14111-2 PUSH-IN FITt  GEKM 6-M8×1 6 M8×1 tap 13,2 23 6 12 NBR Brass, nickel-plated 350 5 080 1 000 2.21
226-14111-3 PUSH-IN FITT  GEKM 6-M10×1 6 M10×1 tap 13,2 21,5 6 12 NBR Brass, nickel-plated 350 5 080 1 000 2.21
226-10622-8 PUSH-IN FITT  GEKM 6-1/8 6 R 1/8 13,2 22 7,5 12 NBR Brass, nickel-plated 350 5 080 1 000 2.21

Order number Designation Tube 
∅D G

∅B L1 L2 L3 1 2 Seal Material Operating  
pressure  
max 

Weight  
(100 pcs)

  mm  mm mm mm mm mm mm   bar psi g lb

226-14157-3 PUSH-IN FITT  WEDKM 6-M 6×1 6 M6×1 tap 12,7 6 20,5 20 10 9 NBR Brass, nickel-plated 350 5 080 1 600 3,53
226-14157-1 PUSH-IN FITT  WEDKM 6-M 8×1 6 M8×1 tap 12,7 6 20,5 20 10 9 NBR Brass, nickel-plated 350 5 080 1 600 3,53
226-14157-2 PUSH-IN FITT  WEDKM 6-M10×1 6 M10×1 tap 12,7 6 20,5 20 12 9 NBR Brass, nickel-plated 350 5 080 2 000 4,41
226-13756-9 PUSH-IN FITT  WEDKM 6-1/8 6 R 1/8 12,7 7,5 21 20 12 9 NBR Brass, nickel-plated 350 5 080 1 900 4,19
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Single-seal quick connectors

Elbows with tapered thread
∅B

∅D

G

L1

L2

L3

∅B
∅D

G

L1

L2

L3

  1

  2

Banjo fittings with O-ring threaded seal

Order number Designation Tube 
∅D

G ∅B L1 L2 L3 Seal Material Operating  
pressure 
max 

Weight  
(100 pcs)

  mm  mm mm mm mm mm   bar psi g lb

226-14123-4 PUSH-IN FITT  WEKM  6-M 6×1 6 M6×1 tap 12,7 6 15 20 9 NBR Brass, nickel-plated 350 5 080 1 400 3.09
226-14123-2 PUSH-IN FITT  WEKM  6-M 8×1 6 M8×1 tap 12,7 6,5 14 20 9 NBR Brass, nickel-plated 350 5 080 1 300 2.87
226-14123-3 PUSH-IN FITT  WEKM  6-M10×1 6 M10×1 tap 12,7 6 14 20 9 NBR Brass, nickel-plated 350 5 080 1 500 3.31
226-14123-5 PUSH-IN FITT  WEKM   6-1/8 6 R 1/8 12,7 7,5 15,5 20 9 NBR Brass, nickel-plated 350 5 080 1 400 3.09
226-13753-9 1) PUSH-IN FITT  WEKM S 6-1/8 6 R 1/8 12,7 7,5 15,5 20 9 NBR Brass, nickel-plated 350 5 080 1 400 3.09

1) with threaded seal

Order number Designation Tube 
∅D

G ∅B L1 L2 L3 1 2 Seal Material Operating  
pressure max 

Weight  
(100 pcs)

  mm  mm mm mm mm mm mm   bar psi g lb

226-11313-8 PUSH-IN FITT  WEDZM 6-1/4B 6 G 1/4B 12,7 7 23 20 15 9 NBR Brass, nickel-plated 350 5 080 2 500 5.51
226-11313-9 PUSH-IN FITT  WEDZM 6-1/8B 6 G 1/8B 12,7 6 21 20 12 9 NBR Brass, nickel-plated 350 5 080 2 300 5.07
226-11315-1 PUSH-IN FITT  WEDZM 6-M 6 6 M6×1 12,7 7 21 20 10 9 NBR Brass, nickel-plated 350 5 080 2 300 5.07
226-11315-2 PUSH-IN FITT  WEDZM 6-M 8×1 6 M8×1 12,7 7 22 20 10 9 NBR Brass, nickel-plated 350 5 080 2 400 5.29
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Single-seal quick connectors

Banjo fittings with FKM threaded seal

∅B
∅D

G

L1

L2

L3

  1

  2

∅B
∅D

G

L1

L2

L3

Banjo fittings with hexagon socket 
and O-ring threaded seal

Order number Designation
Tube 
∅D G ∅B L1 L2 L3 Seal Material

Operating  
pressure 
max 

Weight  
(100 pcs)

  mm  mm mm mm mm mm   bar psi g lb

226-10223-2 PUSH-IN FITT  WEDZM 6-1/8 6 G 1/8B 12,7 6 25,7 24,1 5 NBR Brass, nickel-plated 350 5 080 2 700 5.95
226-10223-4 PUSH-IN FITT  WEDZM 6-M 8×1 6 M 8×1 12,7 6 26 24 5 NBR Brass, nickel-plated 350 5 080 2 500 5.51
226-10223-6 PUSH-IN FITT  WEDZM 6-M10×1 6 M10×1 12,7 6 25,7 24,1 5 NBR Brass, nickel-plated 350 5 080 2 600 5.73

Order number Designation Tube 
∅D

G ∅B L1 L2 L3 1 2 Seal Material Operating  
pressure 
max 

Weight  
(100 pcs)

  mm in mm mm mm mm mm mm   bar psi g lb

226-14157-4 PUSH-IN FITT  WEDKM S 6-1/4 6 R 1/4 12,7 11 24,5 20,1 14 9 NBR Brass, nickel-plated 350 5 080 2 000 4.41
226-14157-5 PUSH-IN FITT  WEDKM S 6-1/8 6 R 1/8 12,7 7,5 21 20 12 9 NBR Brass, nickel-plated 350 5 080 1 900 4.19
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Order number Designation
Tube 
∅D G D1 L1 L2 L3 Seal Material

Operating  
pressure 
max 

Weight  

  mm   mm mm mm mm   bar psi g lb

226-14097-5 PUSH-IN FITT  TSM  S 6-1/4 6 G 1/4 G 1/4 9 23,5 51,5 14 NBR Brass, nickel-plated 350 5 080 50 0.11

Single-seal quick connectors

Screw-in T-connectors
L3

∅D

G

L1

D1

L2

L3

∅B

L2

L1

∅D

2

1

G

Order number Designation Tube 
∅D

G ∅B L1 L2 L3 1 2 Seal Material Operating  
pressure 
max 

Weight  

  mm  mm mm mm mm mm mm   bar psi g lb

226-10159-1 PUSH-IN FITT  TEDZM S 6-1/8 6 G 1/8B 12,7 5,5 20,3 40,2 9 9 NBR Brass, nickel-plated 350 5 080 27 0.06
226-10159-9 PUSH-IN FITT  TEDZM S 6-1/4 6 G 1/4B 12,7 7 22 40 14 9 NBR Brass, nickel-plated 350 5 080 35 0.08
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Single-seal quick connectors

T-connectors
L3

∅D

L1

L2

∅B

Order number Designation Tube 
∅D

∅B L1 L2 L3 Seal Material Operating  
pressure max 

Weight  

  mm mm mm mm mm mm   bar psi g lb

226-14097-4 PUSH-IN FITT  TSM  6 6 12,7 20 26 40 6 NBR Brass, nickel-plated 350 5 080 20 0.04

∅B
G

L1

L2

L3

∅D

Order number Designation Tube 
∅D

G ∅B L1 L2 L3 Seal Material Operating  
pressure 
max 

Weight  

  mm  mm mm mm mm mm   bar psi g lb

226-10214-4 PUSH-IN FITT  SVM   6-G 1/8   6 G 1/8 12,5 9 17 31,6 17 NBR Brass, nickel-plated 350 5 080 26 0.06
226-10214-7 PUSH-IN FITT  SVM   6-M 8×1 6 M 8×1 12,5 9 17 31,5 17 NBR Brass, nickel-plated 350 5 080 27 0.06

Straight bulkhead connectors
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Order number Designation Tube 
∅D

∅B L Seal Material Operating  
pressure 
max 

Weight  

  mm mm mm   bar psi g lb

226-13773-4 CONNECTOR GSM  6 6 12 34 NBR Brass, nickel-plated 350 5 080 18 0.04

Single-seal quick connectors

Tube-to-tube connector

∅B ∅D ∅D

L
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Triple-seal quick connectors

Description

SKF triple-seal quick connectors have three O-rings  They are suita-

ble for oil lubrication systems with system pressures up to 300 bar  

For a good union, steel pipes or fittings used as hose end fittings 

must be prepared with a claw groove  Plastic pipes can be connected 

directly without an additional claw groove 

For metal pipes, a claw groove  
is required at the end of the pipe 

Features and benefits

• Suitable for oil and fluid grease

• Better sealing by three O-rings (leakage-free)

• Max  operating pressure 300 bar

• For tube ∅4, 6 and 8 mm

• Marking of the collet: plain

• Surface: collet nickel-plated C4 

• Insertion depth for plastic and steel tubing

 – ∅4 mm: 19 mm

 – ∅6 mm: 22 mm

 – ∅8 mm: 24 mm

• Reduction of bending forces 

• Sealing for the pipe, expansion ring for collet chuck

• Sealing thread O-ring
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∅A

C
21°

B

Claw grooves

Tube∅

Tube ∅ A +0,3 B ±0,2 C

4 3,1 5 0,3 … 0,7
6 4,9 6,2 0,4 … 0,9
8 6,9 6,2 0,5 … 0,9

Tool for the production of pipe ends (cutting and groove-forming) 
available in the chapter on tools 

Thread seal

Tube

Claw

Thread

Body

Inner seal 3

Inner seal 2

Inner seal 1

Claw groove
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Order number Designation Tube 
∅D

G ∅B ∅C L1 L2 1 2 Seal Mate-
rial

Operating  
pressure  
max 

Weight  
(100 pcs)

  mm  mm mm mm mm mm mm   bar psi g lb

451-004-260-VS PUSH-IN FITT GEZ 4-M6 NBR 4 M6 8,8 11,5 4,5 25 10 2,5 NBR Brass 300 4 350 1 000 2.21
404-073-VS PUSH-IN FITT GEZ  4-M6x0,75 NBR 4 M6×0,75 8,8 11,5 4,5 25,3 10 2,5 NBR Brass 300 4 350 1 000 2.21
404-063-VS PUSH-IN FITT GEZ  4-M8 NBR 4 M8 8,8 11,5 6 23,8 10 2,5 NBR Brass 300 4 350 900 1.98
404-003-VS PUSH-IN FITT GEZ  4-M8x1 NBR 4 M8×1 8,8 11,5 6 23,8 10 2,5 NBR Brass 300 4 350 900 1.98
404-003-S8-VS PUSH-IN FITT GEZ  4-M8x1 FPM 4 M8×1 8,8 11,5 6 23,8 10 2,5 FPM Brass 300 4 350 1 000 2.21
404-006-VS PUSH-IN FITT GEZ  4-M10x1 NBR 4 M10×1 8,8 13,5 6 23,8 12 2,5 NBR Brass 300 4 350 1 400 3.09
404-006-S8-VS PUSH-IN FITT GEZ  4-M10x1 FPM 4 M10×1 8,8 13,5 6 23,8 12 2,5 FPM Brass 300 4 350 1 400 3.09
404-040-VS PUSH-IN FITT GEZ  4-G1/8 NBR 4 G 1/8 8,8 13,5 6 23,8 12 2,5 NBR Brass 300 4 350 1 400 3.09
406-158-VS PUSH-IN FITT  GEZ  6-M8x1 NBR 6 M8×1 11,7 13,2 6 30,5 12 3 NBR Brass 300 4 350 1 500 3.31
406-004-VS PUSH-IN FITT  GEZ  6-M10x1 NBR 6 M10×1 11,7 13,5 6 27 12 4 NBR Brass 300 4 350 1 500 3.31
406-004-S8-VS PUSH-IN FITT  GEZ  6-M10x1 FPM 6 M10×1 11,7 13,5 6 27 12 4 FPM Brass 300 4 350 1 400 3.09
456-004-VS PUSH-IN FITT  GEZ  6-G1/8 NBR 6 G 1/8 11,7 13,5 6 27 12 4 NBR Brass 300 4 350 1 400 3.09
456-004-S8-VS PUSH-IN FITT  GEZ  6-G1/8 FPM 6 G 1/8 11,7 13,5 6 27 12 4 FPM Brass 300 4 350 1 400 3.09
406-054-VS PUSH-IN FITT  GEZ  6-G1/4 NBR 6 G 1/4 11,7 16,4 7 28 12 4 NBR Brass 300 4 350 1 900 4.19
406-162-VS PUSH-IN FITT  GEZ  6-M12x1 NBR 6 M12×1 11,7 15,4 7 28 14 4 NBR Brass 300 4 350 2 200 4.85
406-162-S8-VS PUSH-IN FITT  GEZ  6-M12x1 FPM 6 M12×1 11,7 15,4 7 28 14 4 FPM Brass 300 4 350 2 400 5.29
408-004-VS PUSH-IN FITT  GEZ  8-M10x1 NBR 8 M10×1 13,9 15,2 6 32,3 14 5 NBR Brass 300 4 350 2 000 4.41
408-004-S8-VS PUSH-IN FITT  GEZ  8-M10x1 FPM 8 M10×1 13,9 15,2 6 32,3 14 5 FPM Brass 300 4 350 2 000 4.41
408-162-VS PUSH-IN FITT  GEZ  8-M12x1 NBR 8 M12×1 13,9 15,2 7 32,8 14 6 NBR Brass 300 4 350 2 300 5.07
408-162-S8-VS PUSH-IN FITT  GEZ  8-M12x1 FPM 8 M12×1 13,9 15,2 7 32,8 14 6 FPM Brass 300 4 350 2 000 4.41
408-054-VS PUSH-IN FITT  GEZ  8-G1/4 NBR 8 G 1/4 13,9 16,4 7 30,8 15 6 NBR Brass 300 4 350 3 000 6.62

Triple-seal quick connectors

Straight screw-in connectors  
with cylindrical thread

L2

L1

∅C

∅B

∅D G

  2

  1

Order number Designation Tube 
∅D

G ∅B ∅C L1 L2 1 2 Seal Mate-
rial

Operating  
pressure 
max 

Weight  
(100 pcs)

  mm  mm mm mm mm mm mm   bar psi g lb

451-004-462-VS PUSH-IN FITT  GEK  4-M6K NBR 4 M6 tap 8,8 11,5 5,5 25,8 10 2,5 NBR Brass 300 4 350 900 1.98
451-004-471-VS PUSH-IN FITT  GEK  4-M6x0,75K NBR 4 M6×0 75 tap 8,8 11,5 5,5 25,8 10 2,5 NBR Brass 300 4 350 900 1.98
451-004-498-VS PUSH-IN FITT  GEK  4-M8x1K NBR 4 M8×1 tap 8,8 11,5 5,5 23,3 10 2,5 NBR Brass 300 4 350 900 1.98
451-004-518-VS PUSH-IN FITT  GEK  4-M10x1K NBR 4 M10×1 tap 8,8 11,5 5,5 22,8 10 2,5 NBR Brass 300 4 350 1 100 2.43
404-673K-V1-VS PUSH-IN FITT  GEK  4-1/4-28 SAE LT NBR 4 1/4-28 SAE LT 8,8 11,5 5,1 26,3 10 2,5 NBR Brass 300 4 350 1 000 2.21
404-040K-V1-VS PUSH-IN FITT  GEK  4-1/8 NPTF NBR 4 1/8 NPTF 8,8 11,5 8 24,8 10 2,5 NBR Brass 300 4 350 1 200 2.65
451-006-468-VS PUSH-IN FITT  GEK  6-M6K NBR 6 M6 tap 11,7 13,5 5,5 30 12 2,5 NBR Brass 300 4 350 1 400 3.09
451-006-498-VS PUSH-IN FITT  GEK  6-M8x1K NBR 6 M8×1 tap 11,7 13,5 5,5 29,5 12 4 NBR Brass 300 4 350 1 400 3.09
451-006-518-VS PUSH-IN FITT  GEK  6-M10x1K NBR 6 M10×1 tap 11,7 13,5 5,5 27 12 4 NBR Brass 300 4 350 1 500 3.31
406-423W-VS PUSH-IN FITT  GEK  6-R1/8K NBR 6 R 1/8 11,7 13,5 6,5 28,5 12 4 NBR Brass 300 4 350 1 500 3.31
406-423N-VS PUSH-IN FITT  GEK  6-1/8 NPT NBR 6 1/8 NPT 11,7 13,5 7,5 28,5 12 4 NBR Brass 300 4 350 1 600 3.53

Straight screw-in connectors  
with tapered thread

∅C

∅B
∅D

L2

L1

G

  2  1
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L2

L1

L3

G

∅D

∅B

  

Order number Designation Tube 
∅D

G ∅B L1 L2 L3 Seal Material Operating  
pressure 
max 

Weight  
(100 pcs)

  mm  mm mm mm mm mm   bar psi g lb

504-161-VS BANJO FITTING SWVZ-4-M6 NBR 4 M6 8,8 5 19,5 22,3 9 NBR Brass 300 4350 1300 2.87
504-401-S1-VS BANJO FITTING SWVZ-4-M5 NBR 4 M5 8,8 5 18 21,8 8 NBR Brass 300 4 350 1 100 2.43
504-411-VS BANJO FITTING SWVZ-4-M8 NBR 4 M8 8,8 7 20 23,8 12 NBR Brass 300 4 350 1 700 3.75
504-401-VS BANJO FITTING SWVZ-4-M8x1 NBR 4 M8×1 8,8 7 20 23,8 12 NBR Brass 300 4 350 1 800 3.97
504-103-VS BANJO FITTING SWVZ-4-M10x1 NBR 4 M10×1 8,8 7 22,5 24,8 14 NBR Brass 300 4 350 2 400 5.29
445-519-041-VS BANJO FITTING SWVZ-4-G1/8A NBR 4 G 1/8A 8,8 7 22,5 24,8 14 NBR Brass 300 4 350 2 400 5.29

Banjo fittings with banjo bolt  
and cylindrical thread

L

D1∅D

Order number Designation Tube 
∅D

D1 L Material Operating  
pressure max 

Weight  
(100 pcs)

  mm mm mm  bar psi g lb

454-504-041-VS CONNECTOR GS 4 NBR 4 10 38,5 Brass 300 4 350 1 500 3.31
406-426-VS CONNECTOR GS 6 NBR 6 12 44,5 Brass 300 4 350 2 000 4.41

Triple-seal quick connectors

Tube-to-tube connectors
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Order number Designation Tube 
∅D

G D1 L1 L2 L3 Seal Mate-
rial

Operating  
pressure 
max 

Weight  
(100 pcs)

  mm  mm mm mm mm mm   bar psi g lb

453-004-471-VS PUSH-IN FITT  WEK  4-M6K NBR 4 M6 tap 10 6 14 21,8 9 NBR Brass 300 4 350 1 100 2.43
453-004-471-S8-VS PUSH-IN FITT  WEK  4-M6K FPM 4 M6 tap 10 6 14 21,8 9 FPM Brass 300 4 350 1 200 2.65
504-201-VS PUSH-IN FITT  WEK  4-M8x1K NBR 4 M8×1 tap 10 6 13,5 21,8 9 NBR Brass 300 4 350 1 100 2.43
504-201-S8-VS PUSH-IN FITT  WEK  4-M8x1K FPM 4 M8×1 tap 10 6 13,5 21,8 9 FPM Brass 300 4 350 1 200 2.65
504-202-VS PUSH-IN FITT  WEK  4-M10x1K NBR 4 M10×1 tap 10 6 13,5 21,8 9 NBR Brass 300 4 350 1 100 2.43
504-202-S8-VS PUSH-IN FITT  WEK  4-M10x1K FPM 4 M10×1 tap 10 6 13,5 21,8 9 FPM Brass 300 4 350 1 300 2.87
514-018-VS PUSH-IN FITT  WEK  4-R1/8K NBR 4 R 1/8 10 7,5 15 21,8 9 NBR Brass 300 4 350 1 200 2.65
514-018-S8-VS PUSH-IN FITT  WEK  4-R1/8K FPM 4 R 1/8 10 7,5 15 21,8 9 FPM Brass 300 4 350 1 300 2.87
504-200K-V1-VS PUSH-IN FITT  WEK  4-1/4-28SAE LT NBR 4 1/4-28SAE LT 10 5,1 15,5 21,8 9 NBR Brass 300 4 350 1 200 2.65
514-018K-V1-VS PUSH-IN FITT  WEK  4-1/8NPT NBR 4 1/8 NPT 10 7 15 21,8 9 NBR Brass 300 4 350 1 300 2.87
453-006-468-VS PUSH-IN FITT  WEK  6-M6K NBR 6 M6 tap 12,5 6 15 26 10 NBR Brass 300 4 350 2 000 4.41
453-006-468-S8-VS PUSH-IN FITT  WEK  6-M6K FPM 6 M6 tap 12,5 6 15 26 10 FPM Brass 300 4 350 1 800 3.97
506-508-VS PUSH-IN FITT  WEK  6-M8x1K NBR 6 M8×1 tap 12,5 6,5 14 26 10 NBR Brass 300 4 350 1 600 3.53
506-508-S8-VS PUSH-IN FITT  WEK  6-M8x1K FPM 6 M8×1 tap 12,5 6,5 14 26 10 FPM Brass 300 4 350 1 800 3.97
506-510-VS PUSH-IN FITT  WEK  6-M10x1K NBR 6 M10×1 tap 12,5 6 14 26 10 NBR Brass 300 4 350 1 600 3.53
506-510-S8-VS PUSH-IN FITT  WEK  6-M10x1K FPM 6 M10×1 tap 12,5 6 14 26 10 FPM Brass 300 4 350 1 700 3.75
506-512-VS PUSH-IN FITT  WEK  6-M12x1K NBR 6 M12×1 tap 12,5 7 15 26 10 NBR Brass 300 4 350 1 800 3.97
506-511-VS PUSH-IN FITT  WEK  6-R1/8K NBR 6 R 1/8 12,5 8,5 16,5 26 10 NBR Brass 300 4 350 1 700 3.75
506-511-S8-VS PUSH-IN FITT  WEK  6-R1/8K FPM 6 R 1/8 12,5 8,5 16,5 26 10 FPM Brass 300 4 350 1 800 3.97
506-511K-V1-VS PUSH-IN FITT  WEK  6-1/8NPT NBR 6 1/8 NPT 12,5 8,5 16,5 26 10 NBR Brass 300 4 350 1 900 4.19
455-565-068-VS PUSH-IN FITT  WEK  6-R1/4K NBR 6 R 1/4 12,5 11,5 19,5 26 10 NBR Brass 300 4 350 1 900 4.19

Triple-seal quick connectors

Elbows with tapered thread L3
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Order number Designation Tube 
∅D

G ∅B L1 L2 L3 1 2 Seal Mate-
rial

Operating  
pressure 
max 

Weight  
(100 pcs)

  mm  mm mm mm mm mm mm   bar psi g lb

504-100-VS PUSH-IN FITT  WEDZ  4-M6x1 NBR 4 M6×1 10 4,5 17,5 21,8 9 9 NBR Brass 300 4 350 1 200 2.65
504-101-VS PUSH-IN FITT  WEDZ  4-M8x1 NBR 4 M8×1 10 6 20,5 21,8 10 9 NBR Brass 300 4 350 1 500 3.31
504-101-S8-VS PUSH-IN FITT  WEDZ  4-M8x1 FPM 4 M8×1 10 6 20,5 21,8 10 9 FPM Brass 300 4 350 1 500 3.31
504-102-VS PUSH-IN FITT  WEDZ  4-M10x1 NBR 4 M10×1 10 6 20,5 21,8 12 9 NBR Brass 300 4 350 2 000 4.41
504-102-S8-VS PUSH-IN FITT  WEDZ  4-M10x1 FPM 4 M10×1 10 6 20,5 21,8 12 9 FPM Brass 300 4 350 2 000 4.41
504-108-VS PUSH-IN FITT  WEDZ  4-G1/8A NBR 4 G 1/8A 10 6 20,5 21,8 12 9 NBR Brass 300 4 350 1 800 3.97
504-108-S8-VS PUSH-IN FITT  WEDZ  4-G1/8A FPM 4 G 1/8A 10 6 20,5 21,8 12 9 FPM Brass 300 4 350 1 900 4.19
506-139-VS PUSH-IN FITT  WEDZ  6-M8x1 NBR 6 M8×1 12,5 6 21 26 10 10 NBR Brass 300 4 350 1 900 4.19
506-139-S8-VS PUSH-IN FITT  WEDZ  6-M8x1 FPM 6 M8×1 12,5 6 21 26 10 10 FPM Brass 300 4 350 2 000 4.41
506-140-VS PUSH-IN FITT  WEDZ  6-M10x1 NBR 6 M10×1 12,5 6 21 26 12 10 NBR Brass 300 4 350 2 200 4.85
506-140-S8-VS PUSH-IN FITT  WEDZ  6-M10x1 FPM 6 M10×1 12,5 6 21 26 12 10 FPM Brass 300 4 350 2 200 4.85
506-108-VS PUSH-IN FITT  WEDZ  6-G1/8A NBR 6 G 1/8A 12,5 6 21 26 12 10 NBR Brass 300 4 350 2 200 4.85
506-108-S8-VS PUSH-IN FITT  WEDZ  6-G1/8A FPM 6 G 1/8A 12,5 6 21 26 12 10 FPM Brass 300 4 350 2 300 5.07
506-142-VS PUSH-IN FITT  WEDZ  6-M12x1 NBR 6 M12×1 12,5 7 23 26 14 10 NBR Brass 300 4 350 2 700 5.95
506-142-S8-VS PUSH-IN FITT  WEDZ  6-M12x1 FPM 6 M12×1 12,5 7 23 26 14 10 FPM Brass 300 4 350 2 700 5.95
506-143-VS PUSH-IN FITT  WEDZ  6-G1/4A NBR 6 G 1/4A 12,5 7 23 26 15 10 NBR Brass 300 4 350 2 900 6.39
508-142-VS PUSH-IN FITT  WEDZ  8-M12x1 NBR 8 M12×1 14,5 7 23 28,8 14 12 NBR Brass 300 4 350 3 200 7.06
508-142-S8-VS PUSH-IN FITT  WEDZ  8-M12x1 FPM 8 M12×1 14,5 7 23 28,8 14 12 FPM Brass 300 4 350 3 200 7.06

Triple-seal quick connectors

Banjo fittings with cylindrical thread L3
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Triple-seal quick connectors

Banjo fittings with tapered thread
L3

G

∅D

∅B

L2

L1

  2

  1

Order number Designation Tube 
∅D

G ∅B L1 L2 L3 1 2 Seal Mate-
rial

Operating  
pressure 
max 

Weight  
(100 pcs)

  mm  mm mm mm mm mm mm   bar psi g lb

455-546-048-VS PUSH-IN FITT  WEDK  4-M6K NBR 4 M6 tap 10 6 20 21,8 10 9 NBR Brass 300 4 350 1 400 3.09
455-546-048-S8-VS PUSH-IN FITT  WEDK  4-M6K FPM 4 M6 tap 10 6 20 21,8 10 9 FPM Brass 300 4 350 1 500 3.31
455-529-048-VS PUSH-IN FITT  WEDK  4-M8x1K NBR 4 M8×1 tap 10 6 20 21,8 10 9 NBR Brass 300 4 350 1 600 3.53
455-529-048-S8-VS PUSH-IN FITT  WEDK  4-M8x1K FPM 4 M8×1 tap 10 6 20 21,8 10 9 FPM Brass 300 4 350 1 600 3.53
455-531-048-VS PUSH-IN FITT  WEDK  4-M10x1K NBR 4 M10×1 tap 10 6 20 21,8 12 9 NBR Brass 300 4 350 1 800 3.97
455-531-048-S8-VS PUSH-IN FITT  WEDK  4-M10x1K FPM 4 M10×1 tap 10 6 20 21,8 12 9 FPM Brass 300 4 350 1 800 3.97
455-569-048-VS PUSH-IN FITT  WEDK  4-R1/8K NBR 4 R 1/8 10 7,5 20,5 21,8 12 9 NBR Brass 300 4 350 2 000 4.41
455-529-068-VS PUSH-IN FITT  WEDK  6-M8x1K NBR 6 M8×1 tap 12,5 6 20,5 26 10 10 NBR Brass 300 4 350 2 000 4.41
455-529-068-S8-VS PUSH-IN FITT  WEDK  6-M8x1K FPM 6 M8×1 tap 12,5 6 20,5 26 10 10 FPM Brass 300 4 350 2 000 4.41
455-531-068-VS PUSH-IN FITT  WEDK  6-M10x1K NBR 6 M10×1 tap 12,5 6 20,5 26 12 10 NBR Brass 300 4 350 2 300 5.07
455-531-068-S8-VS PUSH-IN FITT  WEDK  6-M10x1K FPM 6 M10×1 tap 12,5 6 20,5 26 12 10 FPM Brass 300 4 350 2 300 5.07
455-546-068-VS PUSH-IN FITT  WEDK  6-M6x1K NBR 6 M6×1 tap 12,5 6 20,5 26 10 10 NBR Brass 300 4 350 2 000 4.41
455-565-068-VS PUSH-IN FITT  WEDK  6-R1/4K FPM 6 R 1/4 12,5 11 24,5 26 14 10 NBR Brass 300 4 350 2 900 6.39

Locking pin

Order number Designation Tube 
∅

D1 L1 L2 Material Operating  
pressure max 

Weight  
(100 pcs)

  mm mm mm mm  bar psi g lb

450-204-002 CLOSURE PLUG D4 MS FOR PUSH-IN FITT 4 6 31 21 Brass 300 4 350 300 0.66
450-206-002 CLOSURE PLUG D6 MS FOR PUSH-IN FITT 6 8 37 25 Brass 300 4 350 800 1.76

L1

L2

D1 D
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