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Filters

Description

These easy-to-service lubricant filters consist of a housing and an 

integrated screen  Grease filters have pressure ratings up to 400 bar 

(5800 psi) and allow flow rates up to 24 dm3/hour (6 3 US gal/hour), 

oil and fluid grease filters allow 2 l/min 

Galvanized and chromate-treated lubricant filter units are available 

with hydraulic lubrication fittings for lubrication pump reservoir fill-

ing  They are also suitable for upstream installation in lubrication 

systems with divider valves and for outlet connection with outside 

diameters of 6 mm 

Features and benefits

• Prevents system or component failures and extends system life to 

significant reduction of solids 

• Economical, reliable and maintenance-friendly operation 

• Compact and modular design mountable directly into pipes 

• Wide range of volumetric flow levels and grades of filtration 

• Optimized service handling by replacing of filter elements only

• Dirt monitoring of filter elements as an option

• Oil, fluid grease and grease filters 

Applications

• General mechanic and plant engineering 

• Ship building and offshore industry 

• Pulp and paper industry 

• Heavy industry 
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Filters

Screen filters for oil and fluid grease

Order number Designation Lubricant Filter rating Connection thread Material Operating  
pressure max 

Weight 

   µm   bar psi kg lb

213-870 FILTER FLUID GREASE NLGI CLASS 000, 00 63 G 1/4 Aluminum 60 870 0,31 0.68
213-870F FILTER FLUID GREASE NLGI CLASS 000, 00 160 G 1/4 Aluminum 60 870 0,31 0.68
213-880 FILTER OIL 25 G 1/4 Aluminum 60 870 0,31 0.68
213-930F FILTER FLUID GREASE NLGI CLASS 000, 00 160 G 1/4 Aluminum 60 870 1,27 2.80
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Filter elements for oil and fluid grease filters

Order number Designation Lubricant Filter rating Operating  
pressure max 

   µm bar psi

213-870 U1 FILTER ELEMENT FOR 213-870 Fluid grease NLGI class 000, 00 63 60 870
213-870 U2 FILTER ELEMENT FOR 213-870F Fluid grease NLGI class 000, 00 160 60 870
213-880 U1 FILTER ELEMENT FOR 213-880 Oil 25 60 870
213-870 U2 FILTER ELEMENT FOR 213-930F Fluid grease NLGI class 000, 00 160 60 870
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Filters

Screen filters for grease

Order number Designation Tube ∅D Thread Material Operating  
pressure max 

Weight 

  mm   bar psi g lb

628-36062-3 Type SF 1-G 1/4 + 90° Nipple – G 1/4 Steel, galvanized 350 5 080 540 1.19
628-26452-2 Type SF 1-G 1/4 – G 1/4 Steel, galvanized 350 5 080 440 0.97
428-21544-1 Coarse strainer (replacement part) – – Steel, galvanized 350 5 080 2 0.005
528-36045-6 Filter unit with nipple and tube connection 6 – Steel, galvanized 350 5 080 1 400 3.09
528-31341-3 Filter unit G 1/4 female – G 1/4 Steel, galvanized 350 5 080 1 280 2.82
628-25531-2 Filter unit G 3/8 female – G 3/8 Steel, galvanized 350 5 080 2 470 5.45

30

15

48

60

G1/4

(2x)∅7

∅6.6

3910.5

45

60

80

47

R3/8~R3/8~

95

628-36062-3 628-25531-2

528-36045-6

148

https://rodavigo.net/es/c/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



F
il
te

rs

Order number Designation Item 
number

Material Operating  
pressure max 

Weight 

    bar psi g lb

428-21543-2 Hollow screw 1 Steel, galvanized 350 5 080 284 0.63
428-21544-1 Coarse strainer, fineness of filtration 410 µm 2 Brass 350 5 080 2 0.005
428-21546-2 Spacing ring 3 Spring steel 350 5 080 2 0.005
428-21545-1 Fine strainer, fineness of filtration 270 µm 4 Brass 350 5 080 2 0.005
303-17546-1 Threaded ring 5 Steel 350 5 080 12 0.03
220-12238-3 Usit sealing ring 6 NBR 350 5 080 7 0.02

Grease filter accessories

Filter elements for grease filter units
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