
Dimensions .....................................................................................................................................  160
Tolerances .......................................................................................................................................  160
Materials .........................................................................................................................................  161
Permissible operating temperature range ....................................................................................  161
Special designs ...............................................................................................................................  162

Product tables ........................................................................................................  164
5.1 Maintenance-free thrust spherical plain bearings, steel/PTFE FRP ....................................  164

Thrust spherical plain 
bearings

159

5

https://rodavigo.net/es/c/rodamientos/f/skf

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



Thrust spherical plain bearings

Thrust spherical plain bearings have a convex 
spherical surface on the shaft washer and a  
corresponding concave spherical surface in the 
housing washer († fig. 1). They are intended to 
accommodate primarily axial loads but can also 
accommodate combined (radial and axial) loads. 
The radial load component of a combined load 
should not exceed 50% of the axial load compo-
nent. When radial loads are larger, it is advisable 
to combine thrust bearings with radial bearings 
in the GE dimension series († fig. 2). Thrust 
spherical plain bearings are separable, e.g. shaft 
and housing washers can be mounted 
separately. 

SKF manufactures thrust spherical plain 
bearings with the maintenance-free steel/
PTFE FRP (fibre reinforced polymer containing 
PTFE) sliding contact surface combination as 
standard. Other sliding surface combinations 
are available on request († Special designs, 
page 162).

Dimensions

The principal dimensions of SKF thrust  
spherical plain bearings are in accordance  
with ISO 12240-3:1998.

Tolerances

The dimensional tolerances for SKF thrust 
spherical plain bearings are listed in table 1 and 
are in accordance with ISO 12240-3:1998.

The symbols used in the tolerance table are 
explained in the following:

d nominal bore diameter (shaft washer)
Ddmp deviation of the mean bore diameter from 

the nominal
D nominal outside diameter (housing 

washer)
DDmp deviation of the mean outside diameter 

from the nominal
DBs deviation of the single shaft washer height 

from the nominal
DCs deviation of the single housing washer 

height from the nominal
DTs deviation of the single thrust bearing 

height from the nominal

Fig. 1

Standard thrust spherical plain bearing,  
steel/PTFE FRP

Fig. 2

Combination of a radial and a thrust spherical plain 
bearing
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Materials

Shaft and housing washers for SKF thrust 
spherical plain bearings are made of bearing 
steel that has been through-hardened and 
ground. The sliding surface of the shaft washer 
is hard chromium plated and coated with a lithium 
base grease. The sliding layer of fibre reinforced 
polymer, containing PTFE, is injection moulded 
onto the housing washer.

Permissible operating temperature 
range

Thrust spherical plain bearings with a steel/
PTFE FRP sliding contact surface combination 
can be used for operating temperatures ranging 
from –40 to +75 °C. For brief periods, tempera-
tures up to 110 °C can be tolerated. However, 
keep in mind that the load carrying capacity of 
the bearing is reduced at temperatures that 
exceed 50 °C. For additional information, 
contact the SKF application engineering service. 

Table 1

Dimensional tolerances for thrust spherical plain bearings

Nominal diameter Shaft washer   Housing washer   Bearing height 
d, D  Ddmp  DBs  DDmp  DCs  DTs

1)

over incl. high low high low high low high low high low

mm  µm  µm  µm  µm  µm

– 18 0 –8 0 –240 – – – – +250 –400
18 30 0 –10 0 –240 – – – – +250 –400
30 50 0 –12 0 –240 0 –11 0 –240 +250 –400

50 80 0 –15 0 –300 0 –13 0 –300 +250 –500
80 120 0 –20 0 –400 0 –15 0 –400 +250 –600
120 150 – – – – 0 –18 0 –500 – –

150 180 – – – – 0 –25 0 –500 – –
180 230 – – – – 0 –30 0 –600 – – 

1) The tolerance of the bearing height is dependent on d.
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Fig. 4

Maintenance-free thrust spherical plain bearing,  
steel/PTFE fabric

Fig. 3

Thrust spherical plain bearing, steel/steel, requiring 
maintenance

Special designs

Special operating conditions may require thrust 
spherical plain bearings with a steel/steel or 
steel/PTFE fabric sliding contact combination, 
which are available on request.

Steel/steel bearings († fig. 3) are typically 
used in applications where operating tempera-
tures or load frequencies are high, or where 
heavy loads or shock loads occur. Steel/steel 
bearings must be provided with an adequate 
supply of lubricant. Depending on the operating 
conditions, the sliding surface of the outer ring 
may be equipped with various multi-groove 
patterns.

Bearings with a maintenance-free  
steel/PTFE fabric sliding contact surface 
(† fig. 4) should be used when lubricant-free 
operation is specified. These bearings can 
accommodate heavy loads, preferably in  
a constant direction.
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GX .. F

s

a

d1

r1

r1

dk

T
C

D1

D

B

d

17 47 16 5 36,5 58,5 0,14 GX 17 F

20 55 20 5 46,5 73,5 0,25 GX 20 F

25 62 22,5 5 69,5 112 0,42 GX 25 F

30 75 26 5 95 153 0,61 GX 30 F

35 90 28 6 134 216 0,98 GX 35 F

40 105 32 6 173 275 1,50 GX 40 F

45 120 36,5 6 224 355 2,25 GX 45 F

50 130 42,5 6 275 440 3,15 GX 50 F

60 150 45 6 375 600 4,65 GX 60 F

70 160 50 5 475 750 5,40 GX 70 F

80 180 50 5 570 915 6,95 GX 80 F

100 210 59 5 735 1 180 11,0 GX 100 F

120 230 64 4 880 1 430 14,0 GX 120 F

Principal dimensions  Angle Basic load ratings Mass Designation
   of tilt dynamic static  
  
d D T a C C0
         

mm   degrees kN  kg –

Maintenance-free thrust spherical plain bearings, steel/PTFE FRP 
d 17 – 120 mm
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da

ra

ra

Da

Dimensions       Abutment and fillet dimensions

d dk d1 D1 B C r1 s da Da ra
      min  min max max 

mm        mm

17 52 43,5 27 11,8 11,2 0,6 11 34 37 0,6

20 60 50 31 14,5 13,8 1 12,5 40 44 1

25 68 58,5 34,5 16,5 16,7 1 14 45 47 1

30 82 70 42 19 19 1 17,5 56 59 1

35 98 84 50,5 22 20,7 1 22 66 71 1

40 114 97 59 27 21,5 1 24,5 78 84 1

45 128 110 67 31 25,5 1 27,5 89 97 1

50 139 120 70 33 30,5 1 30 98 105 1

60 160 140 84 37 34 1 35 109 120 1

70 176 153 94,5 42 36,5 1 35 121 125 1

80 197 172 107,5 43,5 38 1 42,5 135 145 1

100 222 198 127 51 46 1 45 155 170 1

120 250 220 145 53,5 50 1 52,5 170 190 1
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