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Y-bearing plummer block units
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Designs 4 Fig. 1)

SKFY-bearing plummer (pillow) block units are
available as standard in a wide variety of
designs. The standard assortment includes
plummer block units with housings made of:

e composite material (= fig. 1) referred to as
Y-TECH plummer block units

e grey cast iron (= fig. 2)

e pressed sheet steel (= fig. 3)

They are located on the shaft via the inner ring
of the insert bearing with either:

e grub (set) screws
¢ an eccentric locking collar \_ J
e an adapter sleeve

a Fig. 2 )

TheY-bearing can be sealed with either:

¢ the standard integral seal

¢ the standard integral seal and an additional
flinger

¢ the highly efficient multiple seal

Additional information about Y-bearings can be
found in the section Y-bearings, starting on
page 79.

Y-bearing plummer block units available from
stock are listed in the product tables. Other units
can be composed by ordering the parts separately.
The table on pages 114 and 115 shows the wide
variety of combinations of Y-bearings and
Y-bearing housings. N\ J

Fig. 3
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Y-TECH plummer block units

Y-TECH plummer block units have housings made
of composite material. They were developed for
bearing arrangements that must operate reliably
in difficult environments for extended periods
without maintenance.

Y-TECH plummer block units in the SYK series
are fitted with Y-bearings in the YAR 2-2F or
YAR 2-2RF series and are attached to the shaft
with grub screws (= fig. 4). These units are
part of the standard SKF product range.

For additional information about Y-TECH
plummer block units for the food industry,
refer to page 274.

Y-bearing plummer block
units with a cast housing

Y-bearing plummer block units with a grey cast
iron housing can be relubricated through a
grease fitting in the housing. This makes them
especially suitable for bearing arrangements
that operate under any of the following
conditions:

high levels of contamination
high speeds

high temperatures
relatively heavy loads

Four different housing designs are available:

¢ SY(J) series with two oblong holes for the
attachment bolts in the base of the housing
(= fig. 5)

e SYH series, which is similar to the SY series,
but with a lower centre height

® SYM series, which is similar to the SY series,
but accommodates a larger bearing for a given
shaft size, resulting in a greater load carrying
capacity

e SYF(J) series with a shortened base that con-
tains two threaded holes in the support base
(= fig. 6)
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(Y-bearing unit

=8

Y-bearing housings

L

L

L

L

L

Q

Y-bearings SYK 5(00) SY 5(00) SYJ 5(00) SYH 5(00) SYM 5(00) SYF 5(00)
YAR 2-2F
SYK..TF SY..TF SYJ..TF SYH..TF SYM..TF SYF..TF
20-40 mm 12-65 mm 20-100 mm 20-50 mm
@ﬁ E% 1/2-2 15/16 in. 3/46=21/2in. 1/2-2 716 in. 17/16=3 in. 3/4~13/4inY
YAR 2-2RF
SYK..TR SY..TR
20-40 mm 20-60 mm 20-65 mm? - - 20-50 mm?
ﬂ 3/4-21/2in. Y 3/4-21/2inY) 3/4-13/4in.Y
YAR 2-2RF/HV
20-40 mm? 20-50 mm 20-50 mm - - 20-50 mm
ﬂ 3/4~11/2inY 3/4=1 15/16 in. 3/4~115/16 in. 3/4=1 15/16 in.
zAlRﬂZ-ZRF/
E495
m 20-40 mm? 20-50 mm 20-50 mm - - 20-50 mm
YAT 2
ﬁ 20-40 mm? 17-50 mm?) 20-50 mm? - - 20-50 mm?
YEL 2-2F
SY..WF SYH .. WF
20-40 mm? 20-60 mm 20-60 mm? - 20-50 mm?
17/16-1 15/16 in. 3/4=27/16 in.
YEL 2-2RF/
VL065
mi 20-40 mm? 20-40 mm? 20-40 mm? - - 20-40 mm?
YET 2
SY..FM SYH..FM SYF..FM
20-40 mm? 15-60 mm 20-60 mm? - 20-50 mm
3/4-11/2in 3/4-11/2in3) 1-2in. 3/4-11/2in.
YSA 2-2FK on
adapter sleeve SYJ..KF
20-35 mm? 20-60 mm? 20-60 mm - - 20-45 mm?
@ 3/4=11/4inY 3/4~23/ginY 3/4-2 3/gin. 3/4~13/4inY
17262(00)
w 20-40 mm? 17-60 mm? 20-60 mm? - - 20-50 mm?
_
1) Parts must be ordered separately.
114 =1,
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(" Y-bearing unit Y-bearing housings )
Y-bearings SYFJ 5(00) P40-P 85
YAR 2-2F

SYFJ..TF
20-50 mm 12-45 mm?)
gi EE 3/4-13/41n.Y) 1/2-13/4in.%)
YAR 2-2RF

20-50 mm? 12-45 mm?
ﬂ 3/4,-13/4inY 3/4~13/4inY

YAR 2-2RF/HV

20-50 mm 20-40 mm?
ﬂ 3/4~115/16 in. 3/4~11/2inY

zAEg-ZRF/
E495
ﬂ 20-50 mm 20-40 mm?
YAT 2
20-50 mm? 17-45 mm?)
ﬁ 5/g-13/4in.Y)
YEL 2-2F
20-50 mm? 12-45 mm?
1/2-13/4in.?)
YEL 2-2RF/
VL065
20-40 mm? 20-40 mm?
YET 2
SYFJ..FM
20-50 mm 15-45 mm?
3/4-11/2in0) 1/2-13/4in?)
YSA 2-2FK on
adapter sleeve

12-45 mm? 20-40 mm?

@ 3/4-13/41nY) 3/4-11/2inY

17262(00)

20-50 mm? 17-45 mm?

_B ,

1) Parts must be ordered separately.
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Y-bearing plummer block units

Y-bearing plummer block
units with a pressed steel
housing

Y-bearing plummer block units (= fig. 7) with
a pressed steel housing are designed for simple
applications with limited loads and speeds. The
two-part housing, which has no provision for
relubrication, is ordered separately from the
insert bearing. The individual items that make
up aY-bearing unit are:

e the two-part housing
¢ theY-bearing
e the rubber seating ring, if needed

The advantage of ordering individual compon-
ents is that a large number of combinations are
possible.

Rubber seating rings made of acrylonitrile-
butadiene rubber in the RIS 2 series (- fig. 8)
are available for these Y-bearing plummer
blocks and are meant to reduce running noise
and dampen vibration. The rubber seating rings
also enable the bearings to be displaced slightly
in their housings, for example, to accommodate
shaft elongation.

Y-bearing units with a rubber seating ring are
also listed in the product tables. Detailed infor-
mation about rubber seating rings can be found
in the section Design of Y-bearing arrangements
on pages 45 and 46.

Data - general

Dimensions

The boundary dimensions of mostY-bearing
plummer block housings are in accordance with
the following standards:

¢ Housings in the SY 5(00) M series are in
accordance with IS0 3228:1993.

e Housings in the SY 5(00) U series are in
accordance with IS0 3228:1993, except the
centre height Hq, which deviates for several
housing sizes.

¢ Housings in the SYH series are in accordance
with IS0 3228:1993, except the centre height
H4, which is lower than the standard.

116
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e Fig. 7 )

a Fig. 8 )

N\ J

¢ Housings in the SYJ series are in accordance
with JIS B 1559-1995.

e Housings in the P series are in accordance
with IS0 3228:1993, except the centre height
H4, which deviates slightly.

Y-bearing plummer block housings in the SYF,
SYFJ and SYM series have not been standardized
either nationally or internationally, but are com-
mon in the marketplace.
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Tolerances

The tolerance for the shaft centre height Hq
(—> fig. 9)is

e +0,25 mm for plummer block units with
a bearing bore diameter < 40 mm, except for
units in the SYK series, where the tolerance is
+/-0,31 mm

e +0,30 mm for the larger plummer block units.

ForY-bearing plummer block units with com-
posite or cast housings, the outside diameter of
the bearing is matched to the diameter of the
housing bore so that the outer ring is prevented
from turning in its seat, but still able to compen-
sate for misalignment.

Additional information about tolerances for
the inner ring bore are listed in the section
Y-bearings on page 89.

Radial internal clearance

TheY-bearing used in aY-bearing plummer
block unit has the same radial internal clearance
as a similarly sized individual Y-bearing.

Additional information about the radial inter-
nal clearance can be found in the section
Y-bearings on page 90.

Materials

Composite housings

Y-housings in the SYK series are made of injection

moulded glass fibre reinforced polyamide 6.

A steel coil embedded in the housing adds

greater stability to the form of the housing,

even if operating temperatures are elevated.
The housing bolt holes are reinforced with

zinc-plated sheet steel inserts. The standard

housing colour is black.

Cast housings

Housings in the SY(J), SYH, SYM and SYF(J) series
are manufactured from grey cast iron

EN-GJL HB195 in accordance with

EN 1561:1997.

Pressed steel housings

Pressed steel housings in the P series are made
from cold-rolled sheet steel and are zinc-coated
for corrosion protection.

akF
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Fig. 9

Load carrying ability of the housings

Housings made of composite material or grey
cast iron are able to withstand the same dynamic
and static loads as the Y-bearings they incorp-
orate. These Y-bearing units can also be used in
applications where shock loads or variable axial
loads occur.

If SKF Y-bearing units are to be used in an
application where health, safety, or the environ-
ment is at risk, contact the SKF application engi-
neering service during the design phase.

Pressed steel housings have a lower load
carrying capacity than their insert bearings.
Permissible radial loads are specified in the
product tables. The axial load should not exceed
207% of the permissible radial load.

If the bearing arrangement will be subjected
to shock loads or variable axial loads, Y-bearing
units with a cast or Y-TECH housing should
always be used.
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Y-bearing plummer block units

End covers

To protect the shaft ends and avoid contact to
rotating shaft ends, end covers are available for
composite and cast Y-bearing plummer block
units (= fig. 10).

In the product tables, end covers in the ECY 2
series are shown together with the appropriate
bearing unit. The designation of the end cover
is listed together with the distance that the end
cover protrudes from the housing.

For additional information about end covers,
refer to the section Design of Y-bearing
arrangements on page 47.

Attaching to a support surface

Plummer block units have two bolt holes in

the housing base through which they can be
attached to their support surface with threaded
fasteners. The bolt holes vary for different hous-
ings. Housings made of:

e composite material have oblong bolt holes,
reinforced with zinc-coated sheet steel or
stainless steel inserts

e grey cast iron — SY(J), SYH and SYM series -
have cast oblong bolt holes

e grey cast iron — SYF and SYFJ series —
have threaded holes in the support base

e pressed steel have round bolt holes

If the loads acting on a housing are between
55°and 120° (= fig. 11), Y-TECH bearing units
and SY(J), SYH and SYM plummer block units
should be doweled to the support surface or
stops should be provided in the direction of the
load.

Recommendations for the position and size
of the dowel pin holes for SY, SYJ and SYH series
housings are provided in table 1.

Grease fills

With the exception of SKF Y-bearing units for
the food industry, all standard SKF Y-bearing
plummer block units are filled with a high-
quality, long-lasting grease containing a lithium-
calcium thickener that has a consistency of 2 on
the NLGI scale.

For additional information about lubricants
and lubrication, refer to the section Lubrication
and maintenance, starting on page 48.
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Fig. 10

Fig. 11

Mounting

The procedure for mounting a Y-bearing plummer
block unit depends on:

¢ the design of the housing
¢ the method used to attach the unit to the shaft

These methods are described in detail in the

section Mounting instructions, starting on
page 52.
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Position and size of dowel pin holes for Y-bearing plummer block housings made of grey cast iron

Servicio de Att.

Table 1

Housing Dimensions for housings in the
size SYJ series SY, SYH series
Je J; N, Jo J; N,
- mm
503 - - - 118 11,5 2
504 118 12,5 2 118 11,5 2
505 130 14 2 120 13 2
506 155 15 2 140 14 2
507 153 16 4 146 15,5 4
508 170 17,5 4 161 17 4
509 174 18 4 173 17 4
510 190 21 5 187 19 5
511 201 21 5 201 21 5
512 223 23,5 5 222 21 5
513 241 23 5 238 22,5 5
514 246 26 6 240 22,5 6
515 255 27 6 - - -
516 270 28 6 285 29 6
518 303 32 8 - - -
520 352 33,5 8 - - -
alCF 119
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Y-TECH plummer block units with grub screws, metric shafts
d 20-40 mm

Servicio de

A\ N:L
(XX XY ?
ity % ]
— N f——
H
Ha f
2000e o000e H2
f
A
J |
L
TF TR
Dimensions Basic load Fatigue Limiting Designation
ratings load speed Bearing unit
dynamic static  limit with shaft
d A A B H Hy H, J L N Nt G s C Co P, tolerance
hé
mm kN kN r/min -

20 32 21 31 64 333 16 96 126 17,5 12 10 18,3 12,7
32 21 31 64 333 16 96 126 17,5 12 10 183 12,7

25 32 22 341 705 36,5 16 105 134 17,5 12 10 19,8 14 ,8 0,335 7000  SYK25TF

6,55 0,28 8500 SYK20TF

6,55

7
32 22 341 705 36,5 16 105 134 17,5 12 10 198 14 7,8 0,335 4300 SYK25TR

1

1

1

0,28 5000 SYK20TR

30 40 25 381 82 42,9 19 121 159 215 145 12 22,2 19,5 0,475 6300  SYK30TF
40 25 38,1 82 42,9 19 121 159 215 145 12 22,2 19,5 0,475 3800 SYK30TR

2

2
35 45 27 42)9 93 47,6 19 126 164 21,5 145 12 25,4 25,5 3 0,655 5300 SYK35TF
45 27 42,9 93 47,6 19 126 164 21,5 145 12 25,4 25,5 153 0,655 3200 SYK35TR

40 48 30 49,2 99 49,2 19 136 176 21,5 145 12 30,2 30,7 19 0,8 4800  SYK4OTF
48 30 49,2 99 49,2 19 136 176 21,5 145 12 30,2 30,7 19 0,8 2800 SYK4OTR
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Designations Mass Appropriate end cover
Bearing unit Separate components Bearing Designation Dimension
Housing Bearing unit

As
- kg - mm
SYK20 TF SYK 504 YAR 204-2F 0,24 ECY 204 18,5
SYK20 TR SYK 504 YAR 204-2RF 0,24 ECY 204 18,5
SYK 25 TF SYK 505 YAR 205-2F 0,29 ECY 205 18
SYK 25 TR SYK 505 YAR 205-2RF 0,29 ECY 205 18
SYK30TF SYK 506 YAR 206-2F 0,49 ECY 206 20
SYK30 TR SYK 506 YAR 206-2RF 0,49 ECY 206 20
SYK35TF SYK 507 YAR 207-2F 0,66 ECY 207 22
SYK35TR SYK 507 YAR 207-2RF 0,66 ECY 207 22
SYK 40 TF SYK 508 YAR 208-2F 0,86 ECY 208 23,5
SYK40 TR SYK 508 YAR 208-2RF 0,86 ECY 208 23,5
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Y-bearing plummer block units with a cast housing and grub screws, metric shafts
d 12-60mm
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Nq
f
|
L
TF TR
Dimensions Basic load Fatigue Limiting Designation
ratings load speed Bearing unit
dynamic static limit  with shaft
d A A B H Hy  Hy J L N Nt G s C Co P, tolerance
hé
mm kN kN r/min -

12 32 18 27,4 57 30,2 14 97 127 205 11,510 159 9,56 4,75 0,2 9500 SY12TF
15 32 18 27,4 57 30,2 14 97 127 205 11,510 159 9,56 4,75 0,2 9500 SY15TF
17 32 18 27,4 57 30,2 14 97 127 205 11,510 159 9,56 4,75 0,2 9500 SY17 TF

20 32 21 31 65 33,3 14 97 127 205 11,510 183 12,7 6,55 0,28 8500 SY20 TF
34 23 31 65 33,3 14 97 127 20,7 13 10 183 12,7 6,55 0,28 8500 SYJ20 TF
32 21 31 65 33,3 14 97 127 205 11,510 183 12,7 6,55 0,28 5000 SY20 TR

25 36 22 341 705 36,5 16 102 130 19,5 11,510 19,8 14 ,8 0,335 7000 SY25TF
38 24 341 705 36,5 16 1025 140 21,5 13 10 19,8 14 ,8 0,335 7000 SYJ25 TF
36 22 341 705 36,5 16 102 130 19,5 11,510 198 14 ,8 0,335 4300 SY25TR

1,2 0,475 6300 SY30TF
42 27 381 825 42,9 16 118 165 24 17 14 22,2 195 1,2 0,475 6300 SYJ30TF
1,2
53

40 25 381 825 42,9 17 1175 152 235 14 12 22,2 195 0,475 3800 SY30TR

35 45 27 42,9 93 47,6 19 126 160 21 14 12 254 255 0,655 5300 SY35TF
46 28 429 93 47,6 17 129 167 24 17 14 254 255 15,3 0,655 5300 SYJ35TF
45 27 429 93 47,6 19 126 160 21 14 12 254 255 15,3 0,655 3200 SY35TR

7
7
7
30 40 25 381 825 42,9 17 117,56 152 235 14 12 22,2 195 1
1
1
1

40 48 30 49,2 99 49,2 19 1355 175 245 14 12 30,2 30,7 19 0,8 4 800 SY4O0 TF
49 31 49,2 99 49,2 18 136,5 184 255 17 14 30,2 30,7 19 0,8 4 800 SYJ4OTF
48 30 49,2 99 49,2 19 1355 175 245 14 12 302 30,7 19 0,8 2800 SY40 TR
45 48 32 49,2 1075 54 21 1435 187 22,5 14 12 30,2 33,2 21,6 0,915 4300 SY45TF
52 36 49,2 107,5 54 20 1435 190 23,5 17 14 30,2 33,2 21,6 0,915 4300 SYJ 45 TF
48 32 49,2 1075 54 21 143,55 187 22,5 14 12 30,2 33,2 21,6 0,915 2400 SY45TR
50 54 34 51,6 1145 57,2 22 157 203 26 18 16 32,6 351 23,2 0,98 4000 SYS50 TF
58 38 51,6 1145 57,2 22 1575 206 26,5 20 16 32,6 351 23,2 098 4000 SYJ50 TF
54 34 51,6 1145 57,2 22 157 203 26 18 16 32,6 351 23,2 098 2200 SY50TR
55 60 40 55,6 126 63,5 24 1715 219 275 18 16 33,4 43,6 29 1,25 3600 SYS55TF
60 40 55,6 126 63,5 24 1715 219 27,5 20 16 33,4 43,6 29 1,25 3600 SYJ55TF
60 40 55,6 126 63,5 24 1715 219 275 18 16 33,4 43,6 29 1,25 1900 SY55TR
60 60 42 651 138 69,8 26,5 1905 240 295 18 16 39,7 52,7 36 1,53 3400 SY60 TF
65 47 651 138 69,8 26,5 1885 241 295 20 16 39,7 52,7 36 1,53 3400 SYJ60 TF
60 42 651 138 69,8 26,5 1905 240 29,5 18 16 39,7 52,7 36 1,53 1800 SY60 TR
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Designations Mass Appropriate end cover
Bearing unit Separate components Bearing  Designation = Dimension
Housing Bearing unit

As
_ kg — mm
SY12TF SY503 M YAR 203/12-2F 0,52 - -
SY15TF SY503 M YAR 203/15-2F 0,51 - -
SY17 TF SY503 M YAR 203-2F 0,50 - -
SY20TF SY504 M YAR 204-2F 0,57 ECY 204 18,5
SYJ20TF  SYJ504 YAR 204-2F 0,55 - -
SY20 TR SY504 M YAR 204-2RF 0,57 ECY 204 18,5
SY25TF SY505 M YAR 205-2F 0,72 ECY 205 18
SYJ25TF  SYJ505 YAR 205-2F 0,73 - -
SY25TR SY505 M YAR 205-2RF 0,72 ECY 205 18
SY30TF SY506 M YAR 206-2F 1,10 ECY 206 20
SYJ30TF  SYJ506 YAR 206-2F 1,05 - -
SY30TR SY506 M YAR 206-2RF 1,10 ECY 206 20
SY35TF SY507 M YAR 207-2F 1,45 ECY 207 22
SYJ35TF  SYJ507 YAR 207-2F 1,50 - -
SY35TR SY507 M YAR 207-2RF 1,45 ECY 207 22
SY4O0TF SY508 M YAR 208-2F 1,80 ECY 208 23,5
SYJ4OTF  SYJ508 YAR 208-2F 1,85 - -
SY40 TR SY508 M YAR 208-2RF 1,80 ECY 208 23,5
SY45TF SY509 M YAR 209-2F 2,20 ECY 209 23
SYJ4S5TF  SYJ509 YAR 209-2F 2,40 - -
SY45TR SY509 M YAR 209-2RF 2,20 ECY 209 23
SYS0TF SY510M YAR 210-2F 2,70 ECY 210 29,5
SYJ50TF  SYJ510 YAR 210-2F 2,95 - -
SY50 TR SY510M YAR 210-2RF 2,70 ECY 210 29,5
SY55TF SY511 M YAR 211-2F 3,60 ECY 211 34
SYJS5TF  SYJ511 YAR 211-2F 3,70 - -
SY55 TR SY511 M YAR 211-2RF 3,60 ECY 211 34
SY60TF SY512M YAR 212-2F 4,45 ECY 212 35,5
SYJ6OTF  SYJ512 YAR 212-2F 4,85 - -
SY60 TR SY512M YAR 212-2RF 4,45 ECY 212 35,5

akF
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Y-bearing plummer block units with a cast housing and grub screws, metric shafts

d 65-100 mm

Servicio de

|
L
TF
Dimensions Basic load Fatigue Limiting Designation
ratings load speed Bearing unit
dynamic static limit  with shaft
d A A B H H4 H, J L N Ny G s C Co P, tolerance
hé
mm kN kN r/min -
65 65 44 683 151 76,2 29 203 257 35 22 20 42,9 57,2 40 1,7 3000 SY 65 TF
70 49 683 151 76,2 27 203 265 35 25 20 42,9 57,2 40 1,7 3000 SYJ 65 TF
70 72 46 69,9 156 79,4 27 210 266 30 25 20 39,7 62,4 45 1,86 2800 SYJ70TF
75 74 54 73,1 166 82,5 28 217 275 30 25 20 46,1 66,3 49 2,04 2600 SYJ75TF
80 78 50 77,9 176 88,9 30 232 292 35 25 20 47,7 72,8 53 2,16 2400 SYJ8OTF
90 88 54 89 201 101,6 33 262 327 35 27 22 54 95,6 72 2,7 2000 SYJ90 TF
100 95 57 98,4 226 115 38 308 380 48 26 24 63,4 124 93 3,35 1900 SYJ100 TF
124 aliGF
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Designations Mass Appropriate end cover
Bearing unit  Separate components Bearing Designation Dimension

Housing Bearing unit

As

- kg - mm
SY 65 TF SY513 M YAR 213-2F 5,70 ECY 213 35,5
SYJ 65 TF SYJ 513 YAR 213-2F 6,15 - -
SYJ70TF SYJ 514 YAR 214-2F 6,20 - -
SYJ75TF SYJ 515 YAR 215-2F 7,30 - -
SYJ 80 TF SYJ 516 YAR 216-2F 9,70 - -
SYJ90 TF SYJ 518 YAR 218-2F 14,0 - -
SYJ100TF SYJ520 YAR 220-2F 19,0 - -
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Y-bearing plummer block units with a cast housing and grub screws, inch shafts
d 1/2-13/16in

|
L
TF TR
Dimensions Designation
Bearing unit

d A Aq B H Hq H, J L N Ny G s
in/mm -
1/2 126 071 108 221 119 055 382 500 081 045 3/3 0.63 SY1/2TF
12,7 32 18 27,4 56 30,2 14 97 127 20,5 11,5 10 15,9

126 0.71 1.08 2.09 106 0.43 382 500 081 045 3/s 0.63 SYH1/2 TF

32 18 27,4 53 27 10,8 97 127 20,5 11,5 10 15,9
3/4 126 0.83 122 256 131 055 382 500 081 045 38 0.72 SY3/4TF
19,05 32 21 31 65 33,3 14 97 127 20,5 11,5 10 183

134 091 122 256 131 055 382 500 081 051 33 0.72 SYJ 3/4TF

34 23 31 65 33,3 14 97 127 20,7 13 10 183
5/8 126 071 1.08 221 119 055 382 500 081 045 3/3 0.63 SY5/8 TF
15,875 32 18 274 56 30,2 14 97 127 20,5 11,5 10 15,9
13/16 1.42 0.87 134 276 1.44 063 402 512 077 045 3/8 0.78 SY13/16 TF
20,637 36 22 341 70 36,5 16 102 130 195 11,5 10 198
/8 1.42 087 134 276 1.44 063 402 512 077 045 3/8 0.78 SY7/8 TF
22,225 36 22 341 70 36,5 16 102 130 195 11,5 10 198
15/16 1.42 087 134 276 1.44 063 402 512 077 045 3/8 0.78 SY 15/16 TF
23,813 36 22 341 70 36,5 16 102 130 195 11,5 10 198
1 1.42 0.87 134 278 1.44 063 402 512 077 045 3/s8 0.78 SY1.TF
25,4 36 22 341 70,5 36,5 16 102 130 195 11,5 10 198

1.42 0.87 134 276 1.44 0.63 402 512 077 045 3/8 0.78 SY1. TF/AH

36 22 34,1 70 36,5 16 102 130 195 11,5 10 198

150 094 134 278 1.44 063 402 551 085 051 12 0.78 SYJ1.TF

38 24 341 70,5 36,5 16 102 140 21,5 13 12 198

1.42 0.87 134 278 1.44 0.63 402 512 077 045 3/8 0.78 SY1.TR

36 22 341 70,5 36,5 16 102 130 195 11,5 10 198
11/16 157 098 150 323 169 065 463 598 093 055 12 087 SY1.1/16 TF
26,988 40 25 381 82 42,9 16,5 1175 152 23,5 14 12 222
11/s 157 098 150 3.23 194 065 463 598 093 055 12 0.87 SY1.1/8 TF
28,575 40 25 381 82 49,2 16,5 1175 152 23,5 14 12 222
13/16 157 098 150 3.23 169 065 463 598 093 055 12 0.87 SY1.3/16 TF
30,163 40 25 381 82 42,9 16,5 1175 152 23,5 14 12 222

157 098 150 323 1.69 0.65 463 598 093 055 12 0.87 SY 1.3/16 TF/AH

40 25 381 82 429 165 1175 152 235 14 12 22,2
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Designations Basic load Fatigue  Limiting Mass
Bearing unit Separate components ratings load speed Bearing
Housing Bearing dynamic  static limit with shaft  unit
C Co Py tolerance
hé
- (bf/kN (bf/kN r/min lb/kg
SY1/2TF SY 503U YAR 203-008-2F 2150 1070 50 9500 1.21
9,56 4,75 02 0,55
SYH1/2 TF SYH 503 U YAR 203-008-2F 2150 1070 50 9500 1.21
9,56 4,75 02 0,55
SY3/4TF SY504 M YAR 204-012-2F 2860 1470 60 8500 1.23
12,7 6,55 0,28 0,56
SYJ 3/4TF SYJ 504 YAR 204-012-2F 2860 1470 60 8500 1.19
12,7 6,55 0,28 0,54
SY5/8 TF SY 503U YAR 203-010-2F 2150 1070 50 9500 1.12
9,56 4,75 02 0,51
SY13/16 TF SY 505U YAR 205-013-2F 3150 1760 80 7000 1.85
14 7,8 0,335 0,84
SY7/8 TF SY 505U YAR 205-014-2F 3150 1760 80 7000 1.78
14 7,8 0,335 0,81
SY 15/16 TF SY 505U YAR 205-015-2F 3150 1760 80 7000 1.71
14 7,8 0,335 0,78
SY1.TF SY505M YAR 205-100-2F 3150 1760 80 7000 1.57
14 7,8 0,335 0,71
SY 1. TF/AH SY 505 U/AH  YAR 205-100-2F/AH 3150 1760 80 7000 1.59
14 7,8 0,335 0,72
SYJ1.TF SYJ 505 YAR 205-100-2F 3150 1760 80 7000 1.61
14 7,8 0,335 0,73
SY1.TR SY505M YAR 205-100-2RF 3150 1760 80 4300 1.59
14 7,8 0,335 0,72
SY1.1/16 TF SY 506 U YAR 206-101-2F 4390 2520 110 6300 2.65
19,5 11,2 0,475 1,20
SY1.1/8 TF SY 506 U YAR 206-102-2F 4390 2520 110 6300 2.60
19,5 11,2 0,475 1,20
SY1.3/16 TF SY 506 U YAR 206-103-2F 4390 2520 110 6300 2.60
19,5 11,2 0,475 1,20
SY1.3/16 TF/AH  SY506 U/AH  YAR 206-103-2F/AH 4390 2520 110 6300 2.60
19,5 11,2 0,475 1,20
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Y-bearing plummer block units with a cast housing and grub screws, inch shafts

Servicio de

d11/4-15/8in
7‘J — ]
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N
TF TR
Dimensions Designation
Bearing unit
d A A B H Hq H, J L N N, G s
in/mm -
11/, 1.77 1.06 1.69 3.66 187 0.75 496 630 0.83 055 12 1.00 SY1.1/4 TF
31,75 45 27 42,9 93 47,6 19 126 160 21 14 12 25,4
1.81 110 1.69 3.66 1.87 067 508 6,57 094 067 58 1.00 SYJ1.1/4 TF
46 28 42,9 93 47,6 17 129 167 24 17 14 25,4
1.77 1.06 1.69 3.66 1.87 0.75 4.96 630 083 055 12 1.00 SY1.1/4 TR
45 27 42,9 93 47,6 19 126 160 21 14 12 254
15/16 1.77 1.06 1.69 3.66 1.87 0.75 4.96 630 083 055 12 1.00 SY1.5/16 TF
33,337 45 27 42,9 93 47,6 19 126 160 21 14 12 254
13/s 1.77 1.06 1.69 3.66 1.87 0.75 4.96 630 083 055 12 1.00 SY1.3/8 TF
34,925 45 27 42,9 93 47,6 19 126 160 21 14 12 25,4
17/16 1.77 1.06 1.69 3.66 1.87 0.75 4.96 630 083 055 12 1.00 SY1.7/16 TF
36,513 45 27 42,9 93 47,6 19 126 160 21 14 12 25,4
1.87 112 194 425 212 081 566 737 096 055 12 1.19 SYM1.7/16 TF
47,6 28,6 492 108 54 20,6 143,7 187,5 24,5 14 12 30,2
11/2 1.89 118 194 390 194 075 533 689 096 055 12 119 SY1.1/2 TF
38,1 48 30 49,2 99 49,2 19 1355 175 24,5 14 12 30,2
1.89 118 194 390 194 075 533 689 096 055 12 119 SY1.1/2 TF/AH
48 30 492 99 49,2 19 1355 175 24,5 14 12 30,2
193 122 194 390 194 071 537 724 1.00 0.67 9% 1.19 SYJ1.1/2 TF
49 31 492 99 49,2 18 136,5 184 25,5 17 14 30,2
1.87 126 194 425 212 081 566 737 089 055 12 119 SYM1.1/2 TF
47,6 32 492 108 54 20,6 143,7 187,5 22,7 14 12 30,2
1.89 118 194 390 194 075 533 6.89 096 055 12 119 SY1.1/2TR
48 30 492 99 49,2 19 1355 175 24,5 14 12 30,2
19/16 1.89 118 194 390 194 075 533 6.89 096 055 12 119 SY1.9/16 TF
39,688 48 30 492 99 49,2 19 1355 175 24,5 14 12 30,2
15/s 190 126 194 422 212 081 566 736 089 055 12 119 SY1.5/8 TF
41,275 483 32 492 107 54 20,6 143,7 187 22,7 14 12 30,2
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Designations Basic load Fatigue  Limiting Mass
Bearing unit Separate components ratings load speed Bearing
Housing Bearing dynamic  static limit with shaft  unit
C Co Py tolerance
hé
- (bf/kN (bf/kN r/min lb/kg
SY1.1/4TF SY507 M YAR 207-104-2F 5740 3440 150 5300 3.35
25,5 15,3 0,655 1,50
SYJ1.1/4 TF SYJ 507 YAR 207-104-2F 5740 3440 150 5300 3.45
25,5 15,3 0,655 1,55
SY1.1/4 TR SY507 M YAR 207-104-2RF 5740 3440 150 3200 3.35
25,5 15,3 0,655 1,50
SY1.5/16 TF SY 507 U YAR 207-105-2F 5740 3440 150 5300 3.65
25,5 15,3 0,655 1,65
SY1.3/8 TF SY 507U YAR 207-106-2F 5740 3440 150 5300 3.35
25,5 15,3 0,655 1,50
SY1.7/16 TF SY 507U YAR 207-107-2F 5740 3440 150 5300 3.50
25,5 15,3 0,655 1,60
SYM 1.7/16 TF SYM 508 U YAR 208-107-2F 6910 4280 180 4 800 5.35
30,7 19 0,8 2,40
SY1.1/2TF SY508 M YAR 208-108-2F 6910 4280 180 4 800 4,10
30,7 19 0,8 1,85
SY1.1/2 TF/AH SY508 U/AH  YAR 208-108-2F/AH 6910 4280 180 4800 3.95
30,7 19 0,8 1,80
SYJ1.1/2 TF SYJ 508 YAR 208-108-2F 6910 4280 180 4800 4.20
30,7 19 0,8 1,90
SYM1.1/2 TF SYM 509 U YAR 209-108-2F 7470 4860 210 4300 2.50
33,2 21,6 0,915 2,55
SY1.1/2TR SY508 M YAR 208-108-2RF 6910 4280 180 2800 410
0,7 19 0,8 1,85
SY1.9/16 TF SY 508 U YAR 208-109-2F 6910 4280 180 4300 4.25
30,7 19 0,8 1,95
SY1.5/8 TF SY 509U YAR 209-110-2F 7470 4860 210 4300 5.45
33,2 21,6 0,915 2,45
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Y-bearing plummer block units with a cast housing and grub screws, inch shafts
d 111/16 -2 1/4in

7J JE—
Aq *
] N1
il |
M@
==
d | H
l [®
=i
N
L
TF
Dimensions Designation
Bearing unit
d A A B H Hq H, J L N N, G s
in/mm -
111/3¢ 190 126 194 422 212 081 566 736 0.89 055 12 119 SY1.11/16 TF
42,862 48,3 32 49,2 107 54 20,6 143,7 187 22,7 14 12 30,2
190 126 194 422 212 081 566 736 089 055 12 119 SY1.11/16 TF/AH
48,3 32 49,2 107 54 20,6 143,7 187 22,7 14 12 302
212 138 203 450 225 087 6.19 799 1.02 071 5/ 1.28 SYM1.11/16 TF
54 35 h1,6 1145 57,2 22,2 1572 203 26 18 16 32,6
13/4 189 126 194 423 213 083 5.65 736 089 055 12 119 SY1.3/4TF
44,45 48 32 492 1075 54 21 143,5 187 22,5 14 12 302
205 142 194 423 213 079 565 748 093 067 %1 119 SYJ1.3/4TF
52 36 49,2 107,5 54 20 143,5 190 23,5 17 14 30,2
213 134 203 449 225 087 6418 799 1.02 071 5/ 1.28 SYM1.3/4 TF
54 34 51,6 114 572 22 157 203 26 18 16 32,6
115/3¢ 213 134 2.03 449 225 087 648 799 1.02 071 58 1.28 SY1.15/16 TF
49,212 54 34 51,6 114 572 22 157 203 26 18 16 32,6
213 134 203 4.49 225 087 6.18 799 1.02 071 5/ 1.28 SY 1.15/16 TF/AH
54 34 h1,6 114 572 22 157 203 26 18 16 32,6
213 134 203 446 219 084 618 799 1.02 071 5/ 1.28 SYH 1.15/16 TF
54 34 51,6 1135 556 21,4 157 203 26 18 16 32,6
238 157 219 5.00 250 094 675 862 108 071 5/ 131 SYM 1.15/16 TF
60,4 40 556 127 63,5 238 1715 219 275 18 16 33,4
2 236 157 219 496 250 094 675 862 108 0.71 5/ 131 SY2.TF
50,8 60 40 556 126 63,5 24 171,5 219 27,5 18 16 33,4
236 157 219 496 250 094 675 862 108 079 5/3 131 SYJ2.TF
60 40 h56 126 63,5 24 171,5 219 27,5 20 16 33,4
238 157 219 5.00 250 094 675 862 108 0.71 5/ 131 SY 2. TF/AH
60,4 40 556 127 63,5 238 1715 219 27,5 18 16 33,4
23/16 238 157 219 5.00 250 094 675 862 108 071 5/ 131 SY 2.3/16 TF
55,563 60,4 40 556 127 63,5 238 1715 219 27,5 18 16 33,4
238 1,57 219 500 250 0094 6.75 862 1.08 071 5 131 SY 2.3/16 TF/AH
60,4 40 556 127 63,5 238 1715 219 275 18 16 33,4
236 165 256 550 275 1.02 750 945 116 071 5/s 156 SYM 2.3/16 TF
60 42 651 1395 69,9 26 190,5 240 29,5 18 16 39,7
21/, 236 165 256 550 275 1.02 750 945 116 071 5/s 156 SY2.1/4 TF
57,15 60 42 651 1395 69,9 26 190,5 240 29,5 18 16 39,7
236 165 256 b5.44 269 100 750 945 116 0.71 5/s 1.56 SYH 2.1/4 TF

60 42 651 138 683 254 1905 240 295 18 16 397
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Designations Basic load Fatigue  Limiting Mass
Bearing unit Separate components ratings load speed Bearing
Housing Bearing dynamic  static limit with shaft  unit
C Co Py tolerance
hé
- (bf/kN (bf/kN r/min lb/kg
SY1.11/16 TF SY 509U YAR 209-111-2F 7470 4860 210 4300 5.30
33,2 21,6 0,915 2,40
SY1.11/16 TF/AH SY509 U/AH  YAR 209-111-2F/AH 7470 4860 210 4300 5.30
33,2 21,6 0,915 2,40
SYM1.11/26 TF SYM510U YAR 210-111-2F 7900 5220 220 4000 6.60
35,1 23,2 0,98 3,00
SY1.3/4TF SY509M YAR 209-112-2F 7470 4860 210 4300 4.85
33,2 21,6 0,915 2,20
SYJ1.3/4 TF SYJ 509 YAR 209-112-2F 7470 4860 210 4300 5.30
33,2 21,6 0,915 2,40
SYM1.3/4 TF SY510U YAR 210-112-2F 7900 5220 220 4000 6.75
35,1 23,2 0,98 3,05
SY1.15/16 TF SY510U YAR 210-115-2F 7900 5220 220 4000 6.30
35,1 23,2 0,98 2,85
SY1.15/16 TF/AH SY510U/AH  YAR 210-115-2F/AH 7900 5220 220 4000 6.30
35,1 23,2 0,98 2,85
SYH 1.15/16 TF SYH 510U YAR 210-115-2F 7900 5220 220 4000 6.45
35,1 23,2 0,98 2,90
SYM1.15/46 TF SY511U YAR 211-115-2F 9810 6530 280 3600 8.80
43,6 29 1,25 4,00
SY2.TF SY511M YAR 211-200-2F 9810 6530 280 3600 8.25
43,6 29 1,25 3,75
SYJ2.TF SyJ 511 YAR 211-200-2F 9810 6530 280 3600 8.50
43,6 29 1,25 3,85
SY 2. TF/AH SY511 U/AH  YAR 211-200-2F/AH 9810 6530 280 3600 8.80
43,6 29 1,25 4,00
SY2.3/16 TF SY511U YAR 211-203-2F 9810 6530 280 3600 7.95
43,6 29 1,25 3,60
SY2.3/16 TF/AH  SY511U/AH  YAR 211-203-2F/AH 9810 6530 280 3600 8.40
43,6 29 1,25 3,80
SYM 2.3/16 TF Sy512U YAR 212-203-2F 11860 8100 340 3400 12.0
52,7 36 1,53 5,45
SY2.1/4TF Sy512U YAR 212-204-2F 11860 8100 340 3400 12.0
52,7 36 1,53 5,45
SYH 2.1/4 TF SYH 512 U YAR 212-204-2F 11860 8100 340 3400 10.4
52,7 36 1,53 4,70
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Y-bearing plummer block units with a cast housing and grub screws, inch shafts
d 27/16-3in

Servicio de
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Dimensions Designation
Bearing unit
d A Aq B H Hq H, J L N Ny G s
in/mm -
27/16 236 165 256 550 275 102 750 945 116 071 5/8 1.56 SY2.7/16 TF
61,913 60 42 65,1 1395 699 26 190,5 240 29,5 18 16 39,7
236 165 256 544 269 100 750 945 116 071 5/8 1.56 SYH 2.7/16 TF
60 42 65,1 138 683 254 190,5 240 29,5 18 16 39,7
256 173 275 604 3.00 150 800 10.24 116 0.87 3/ 1.56 SYM 2.7/16 TF
65 44 69,9 1535 76,2 381 203,2 260 295 22 20 39,7
212 256 173 269 594 3.00 114 799 1042 138 0.87 3/s 1.69 SY2.1/2TF
63,5 65 44 68,3 151 76,2 29 203 257 35 22 20 42,9
276 193 269 594 3.00 106 799 1043 1.38 098 3/s 1.69 SYJ2.1/2TF
70 49 68,3 151 76,2 27 203 265 35 25 20 42,9
256 173 275 604 3.00 154 800 1024 116 0.87 3/ 1.56 SYM 2.1/2 TF
65 44 69,9 1535 76,2 391 2032 260 295 22 20 39,7
211/3¢ 256 1.73 2.69 587 3.00 114 799 1012 138 087 3/s 1.69 SY2.11/16 TF
68,263 65 44 68,3 149 76,2 29 203 257 35 22 20 42,9
3.00 189 288 697 350 186 9.00 12 138 0.88 3/ 1.81 SYM 2.11/16 TF
76,2 48 73,1 177 88,9 47,2 2286 305 35 22,2 20 46,1
23/4 282 189 288 654 325 129 850 1098 138 0.88 3/ 1.81 SY2.3/4TF
69,85 71,6 48 73,1 166 82,6 328 2159 279 35 22,2 20 46,1
215/1¢ 282 1.89 3.07 654 325 129 850 1098 138 088 3/ 1.81 SY 2.15/16 TF

74,613 71,6 48 77,9 166 826 328 2159 279 35 22,2 20 46,1
3.07 205 3.07 697 350 187 9.00 12 138 088 3/ 1.88 SYM 2.15/16 TF
78 b2 77,9 177 88,9 47,6 2286 305 35 22,2 20 47,7

3 3.07 205 3.07 697 350 187 9.00 12 138 088 3/ 1.88 SYM3.TF
76,2 78 b2 77,9 177 88,9 47,6 2286 305 35 22,2 20 47,7
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Designations Basic load Fatigue  Limiting Mass
Bearing unit Separate components ratings load speed Bearing
Housing Bearing dynamic  static limit with shaft  unit
C Co Py tolerance
hé
- (bf/kN (bf/kN r/min lb/kg
SY2.7/16 TF Sy512U YAR 212-207-2F 11860 8100 340 3400 10.0
52,7 36 1,53 4,55
SYH 2.7/16 TF SYH 512U YAR 212-207-2F 11860 8100 340 3400 10.3
52,7 36 1,53 4,65
SYM 2.7/16 TF SY514U YAR 214-207-2F 14040 9900 420 2800 16.0
62,4 44 1,86 7,25
SY2.1/2TF SY513M YAR 213-208-2F 12870 9000 380 3000 12.8
57,2 40 1,7 5,80
SYJ2.1/2TF SyJ 513 YAR 213-208-2F 12870 9000 380 3000 13.8
57,2 40 1,7 6,25
SYM 2.1/2 TF SY514U YAR 214-208-2F 14040 9900 420 2800 15.4
62,4 44 1,86 7,00
SY 2.11/16 TF SY513U YAR 213-211-2F 12870 9000 380 3000 12.5
57,2 40 1,7 5,70
SYM2.11/26 TF SYM515U YAR 215-211-2F 14920 11030 460 2600 23.8
66,3 49 2,04 10,8
SY 2.3/4TF SY515U YAR 215-212-2F 14920 11030 460 2600 17.7
66,3 49 2,04 8,00
SY 2.15/16 TF SY515U YAR 215-215-2F 16380 11930 460 2 400 16.6
72,8 53 2,04 7,55
SYM2.15/46 TF  SY516U YAR 216-215-2F 16380 11930 490 2 400 22.8
72,8 53 2,16 10,3
SYM 3. TF Sy516 U YAR 216-300-2F 16380 11930 490 2 400 22.4
72,8 53 2,16 10,2
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Y-bearing plummer block units with a cast housing and an eccentric locking collar,
metric shafts
d 15-60mm

Servicio de

N1
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L
FM WF

Dimensions Basic load Fatigue Limiting Designation

ratings load speed Bearing

dynamic static  limit with shaft unit
d A A B H Hi H J L N Ny G s C Co Py tolerance

hé

mm kN kN r/min -

15 32 18 28,6 57 30,2 14 97 127 20,5 11,5 10 221 956 4,75 0,2 9500 SY15FM
17 32 18 28,6 57 30,2 14 97 127 20,5 11,5 10 221 956 4,75 0,2 9500 SY17 FM

20 3221 31 65 333 14 97 127 20,5 11,5 10 23,5 12,7 655 0,28 8500 SY20 FM
32 21 43,7 65 333 14 97 127 20,5 11,5 10 26,6 12,7 6,55 0,28 8500 SY 20 WF

25 36 22 31 705 365 16 102 130 19,5 11,5 10 23,5 14 7,8 0335 7000 SY25FM
36 22 44,4 705 36,5 16 102 130 19,5 11,5 10 26,9 14 ,8 0,335 7000 SY 25 WF

7
30 40 25 35,7 825 42,9 17 1175 152 23,5 14 12 26,7 195 1 0,475 6300 SY30FM
40 25 48,4 825 42,9 17 1175 152 235 14 12 301 195 1 0,475 6300 SY 30 WF

1

2

2
35 4527 389 93 47,6 19 126 160 21 14 12 29,4 255 3 0,655 5300 SY35FM
45 27 51,1 93 47,6 19 126 160 21 14 12 323 255 153 5300 SY 35 WF

o
o~
Ul
(Sa]

40 48 30 43,7 99 492 19 1355 175 245 14 12 32,7 30,7 19 0,8 4800 SY4O0FM
48 30 56,3 99 49,2 19 1355 175 24,5 14 12 349 30,7 19 0,8 4 800 SY 40 WF
45 48 32 43,7 107,5 54 21 1435 187 225 14 12 32,7 332 21,6 0915 4300 SY45FM
48 32 56,3 107,5 54 21 143,5 187 225 14 12 349 332 21,6 0915 4300 SY 45 WF
50 54 34 43,7 1145 57,2 22 157 203 26 18 16 32,7 351 23,2 0,98 4000 SY50FM
54 34 62,7 1145 57,2 22 157 203 26 18 16 381 351 232 098 4000 SY 50 WF
55 60 40 48,4 126 63,5 24 1715 219 27,5 18 16 36,4 43,6 29 1,25 3600 SY55FM
60 40 71,4 126 63,5 24 1715 219 27,5 18 16 43,6 43,6 29 1,25 3600 SY 55 WF
60 60 42 53,1 138 69,9 26,5 1905 240 295 18 16 39,6 52,7 36 1,53 3400 SY 60 FM
60 42 77,8 138 69,9 26,5 190,5 240 29,5 18 16 46,8 52,7 36 1,53 3400 SY 60 WF
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Designations Mass Appropriate end cover
Bearing unit  Separate components Bearing Designation Dimension
Housing Bearing unit

As
- kg - mm
SY15FM SY503M YET 203/15 0,53 - -
SY17FM SY503 M YET 203 0,52 - -
SY20FM SY504 M YET 204 0,59 ECY 204 18,5
SY 20 WF SY 504 M YEL 204-2F 0,62 ECY 204 18,5
SY25FM SY505M YET 205 0,73 ECY 205 18
SY 25 WF SY505M YEL 205-2F 0,78 ECY 205 18
SY30FM SY506 M YET 206 1,10 ECY 206 20
SY 30 WF SY506 M YEL 206-2F 1,20 ECY 206 20
SY35FM SY507M YET 207 1,55 ECY 207 22
SY 35 WF SY507 M YEL 207-2F 1,60 ECY 207 22
SY 40 FM SY508 M YET 208 1,85 ECY 208 23,5
SY 40 WF SY508 M YEL 208-2F 1,95 ECY 208 23,5
SY 45 FM SY509M YET 209 2,25 ECY 209 23
SY 45 WF SY509M YEL 209-2F 2,35 ECY 209 23
SY 50 FM SY510M YET 210 2,75 ECY 210 29,5
SY 50 WF SY510M YEL 210-2F 2,90 ECY 210 29,5
SY55FM SY511M YET 211 3,65 ECY 211 34
SY 55 WF SY511M YEL 211-2F 3,90 ECY 211 34
SY 60 FM SY512 M YET 212 4,45 ECY 212 35,5
SY 60 WF SY512M YEL 212-2F 4,75 ECY 212 35,5
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Y-bearing plummer block units with a cast housing and an eccentric locking collar,
inch shafts
d 1/2-15/16in

T H
Hq
L
FM WF
Dimensions Designation
Bearing
unit
d A Al Bl H H1 H2 J L N N1 G Sq
in/mm -
1/2 126 071 113 221 119 055 382 500 081 045 3/3 087 SY1/2 FM
12,7 32 18 28,6 56 30,2 14 97 127 20,5 11,5 10 221
3/ 126 083 122 252 131 055 382 500 081 045 3/3 094 SY3/4FM
19,05 32 21 31 64 33,3 14 97 127 20,5 11,5 10 24
126 0.83 1.72 246 125 049 382 500 081 045 38 1.05 SYH 3/4 WF
32 21 43,7 625 31,8 125 97 127 20,5 11,5 10 26,6
15/16 1.42 087 122 276 144 063 402 512 077 045 3/8 093 SY 15/16 FM
23,813 36 22 31 70 36,5 16 102 130 195 11,5 10 23,5
1 1.42 087 122 263 131 051 402 512 077 045 3/8 093 SYH1.FM
25,4 36 22 31 67 33,4 12,9 102 130 195 11,5 10 23,5
1.42 087 1,75 263 131 051 402 512 077 O. 45 3z 1.06 SYH 1. WF
36 22 44,4 67 33,4 129 102 130 195 11,5 10 26,9
11/s 157 098 141 323 169 065 463 598 093 055 12 1.05 SY1.1/8 FM
28,575 40 25 35,7 82 42,9 16,5 1175 152 23,5 14 12 26,7
157 098 191 314 156 058 463 598 093 055 12 119 SYH 1.1/8 WF
40 25 48,4 80 39,7 14,8 1175 152 23,5 14 12 301
1316 157 098 141 323 169 065 463 598 093 055 12 1.05 SY1.3/16 FM
30,163 40 25 357 82 42,9 16,5 1175 152 23,5 14 12 26,7
157 098 141 314 156 058 463 598 093 055 12 1.05 SYH 1.3/16 FM
40 25 35,7 80 39,7 14,8 1175 152 23,5 14 12 26,7
157 098 191 314 156 058 463 598 093 055 12 119 SYH 1.3/16 WF
40 25 48,4 80 39,7 14,8 1175 152 23,5 14 12 301
11/, 177 106 153 3.66 187 0.75 496 630 0.83 055 12 116 SY1.1/4 FM
31,75 45 27 389 93 47,6 19 126 160 21 14 12 294
1.77 1.06 153 3.60 181 069 496 630 083 055 12 116 SYH 1.1/4 FM
45 27 38,9 91,5 46,1 175 126 160 21 14 12 294
177 106 201 360 181 069 496 630 083 055 12 127 SYH 1.1/4 WF
45 27 51,1 91,5 46,1 17,5 126 160 21 14 12 323
15/ 1.77 1.06 153 3.66 187 075 496 630 083 055 12 116 SY1.5/16 FM

33,338 45 27 389 93 47,6 19 126 160 21 14 12 294
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Designations Basic load Fatigue Limiting Mass
Bearing unit Separate components ratings load speed Bearing
Housing Bearing dynamic  static limit with shaft  unit
C Co P, tolerance
hé
- (bf/kN (bf/kN r/min lb/kg
SY1/2 FM SY503 U YET 203-008 2150 1070 50 9500 1.32
9,56 4,75 0,2 0,60
SY3/4 FM SY 504 U YET 204-012 2860 1470 60 8500 1.37
12,7 6,55 0,28 0,62
SYH 3/4 WF SYH504U  YEL204-012-2F 2 860 1470 60 8500 1.45
12,7 6,55 0,28 0,66
SY15/16 FM SY 505U YET 205-015 3150 1760 80 7000 1.65
14 7.8 0,335 0,75
SYH1.FM SYH505U  YET 205-100 3150 1760 80 7000 1.63
14 7.8 0,335 0,74
SYH 1. WF SYH505U  YEL 205-100-2F 3150 1760 80 7000 1.73
14 7.8 0,335 0,79
SY1.1/8 FM SY 506 U YET 206-102 4390 2520 110 6300 2.45
19,5 11,2 0,475 1,10
SYH 1.1/8 WF SYH506 U  YEL206-102-2F 4390 2520 110 6300 3.20
19,5 11,2 0,475 1,45
SY1.3/16 FM SY 506 U YET 206-103 4390 2520 110 6300 2.45
19,5 11,2 0,475 1,10
SYH1.3/16 FM  SYH506 U  YET 206-103 4390 2520 110 6300 2.55
19,5 11,2 0,475 1,15
SYH1.3/16 WF  SYH506U  YEL 206-103-2F 4390 2520 110 6300 2.65
19,5 11,2 0,475 1,20
SY1.1/4 FM SY 507 U YET 207-104 5740 3440 150 5300 3.75
25,5 15,3 0,655 1,70
SYH1.1/4 FM SYH507U  YET 207-104 5740 3440 150 5300 3.55
25,5 15,3 0,655 1,60
SYH 1.1/4 WF SYH507U  YEL207-104-2F 5740 3440 150 5300 410
25,5 15,3 0,655 1,85
SY1.5/16 FM SY 507U YET 207-105 5740 3440 150 5300 3.65
25,5 15,3 0,655 1,65

akF

137




Y-bearing plummer block units with a cast housing and an eccentric locking collar,
inch shafts
d13/s-2in

Servicio de Att.

Ny
|
FM WF L
Dimensions Designation
Bearing
unit
d A A B, H Hq H, J L N N; G S1
in/mm -
13/s 177 1.06 153 366 187 075 496 630 083 055 12 116 SY1.3/8 FM
34,925 45 27 389 93 47,6 19 126 160 21 14 12 294
1.77 106 201 3.60 181 069 496 630 083 055 12 1.27 SYH 1.3/8 WF
45 27 51,1 91,5 46,1 17,5 126 160 21 14 12 323
176 177 106 153 3.66 187 075 496 630 083 055 12 116 SY1.7/16 FM
36,513 45 27 389 93 47,6 19 126 160 21 14 12 294
177 106 201 366 187 075 4.96 630 083 055 12 1.27 SY1.7/16 WF
45 27 51,1 93 47,6 19 126 160 21 14 12 323
177 1.06 153 3,60 181 069 496 630 083 055 12 116 SYH 1.7/16 FM
45 27 38,9 91,5 46,1 175 126 160 21 14 12 294
1.77 106 201 3.60 181 069 496 630 083 055 12 1.27 SYH 1.7/16 WF
45 27 51,1 91,5 46,1 17,5 126 160 21 14 12 323
11/2 1.89 148 172 390 194 075 533 689 096 055 12 131 SY1.1/2FM
38,1 48 30 43,7 99 49,2 19 1355 175 24,5 14 12 332
189 118 222 390 194 0.75 5.33 689 096 055 12 137 SYH 1.1/2 WF
48 30 56,3 99 49,2 19 1355 175 24,5 14 12 34,9
111/ 190 126 1.72 422 212 081 5.66 736 0.89 055 12 1.29 SY1.11/16 FM
42,863 483 32 43,7 107 54 20,6  143,7 187 22,7 14 12 32,7
190 126 222 416 206 079 566 736 089 055 12 137 SYH 1.11/16 WF
48,3 32 56,3 1055 52,4 20 143,7 187 22,7 14 12 34,9
13/4 190 126 172 422 212 081 566 736 089 055 12 1.29 SY1.3/4 FM
44,45 48,3 32 43,7 107 54 20,6  143,7 187 22,7 14 12 32,7
190 126 222 416 206 079 566 736 089 055 12 137 SYH 1.3/4 WF
48,3 32 56,3 1055 52,4 20 143,7 187 22,7 14 12 34,9
115/ 213 134 172 449 225 087 648 7.99 102 071 5/ 1.29 SY 1.15/16 FM
49,213 54 34 43,7 114 572 22 157 203 26 18 16 32,7
213 134 247 449 225 087 618 799 102 071 5/8 150 SY 1.15/16 WF
54 34 62,7 114 572 22 157 203 26 18 16 381
213 134 247 446 219 084 648 799 102 071 5/ 1.50 SYH 1.15/16 WF
54 34 62,7 113,5 556 21,4 157 203 26 18 16 381
2 238 157 191 500 250 094 6.75 863 108 0.71 5/ 1.41 SY2.FM
50,8 60,4 40 48,4 127 63,5 238 1715 219 275 18 16 35,9
238 157 191 498 244 092 6.75 863 1.08 071 5/3 1.41 SYH 2. FM
60,4 40 48,4 126,5 61,9 23,3 1715 219 275 18 16 35,9
238 157 281 498 244 092 675 863 108 071 58 1.72 SYH 2. WF
60,4 40 71,4  126,5 61,9 23,3 171,5 219 27,5 18 16 43,6
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Designations Basic load Fatigue Limiting Mass
Bearing unit Separate components ratings load speed Bearing
Housing Bearing dynamic  static limit with shaft  unit
C Co Py tolerance
hé
- (bf/kN (bf/kN r/min lb/kg
SY1.3/8 FM SY 507U YET 207-106 5740 3440 150 5300 3.65
25,5 15,3 0,655 1,65
SYH 1.3/8 WF SYH507U  YEL207-106-2F 5740 3440 150 5300 3.95
25,5 15,3 0,655 1,80
SY1.7/16 FM SY 507 U YET 207-107 5740 3440 150 5300 3.60
25,5 15,3 0,655 1,63
SY 1.7/16 WF SY 507U YEL 207-107-2F 5740 3440 150 5300 3.75
25,5 15,3 0,655 1,70
SYH1.7/16 FM SYH507U  YET 207-107 5740 3440 150 5300 3.40
25,5 15,3 0,655 1,55
SYH 1.7/16 WF SYH507U  YEL207-107-2F 5740 3440 150 5300 3.65
25,5 15,3 0,655 1,65
SY1.1/2FM SY 508 U YET 208-108 6910 4280 180 4 800 3.95
30,7 19 0,8 1,80
SYH 1.1/2 WF SYH508U  YEL 208-108-2F 6910 4280 180 4800 4.50
30,7 19 0,8 2,05
SY1.11/16 FM SY 509 U YET 209-111 7470 4860 210 4300 5.05
33,2 21,6 0,915 2,30
SYH1.11/26 WF  SYH509U  YEL 209-111-2F 7 470 4860 210 4300 5.85
33,2 21,6 0,915 2,65
SY1.3/4FM SY 509 U YET 209-112 7 470 4 860 210 4300 4,95
33,2 21,6 0,915 2,25
SYH 1.3/4 WF SYH509U  YEL209-112-2F 7 470 4 860 210 4300 5.30
33,2 21,6 0,915 2,40
SY1.15/16 FM Sys510U YET 210-115 7900 5220 220 4000 6.05
35,1 23,2 0,98 2,75
SY 1.15/16 WF SY510U YEL 210-115-2F 7900 5220 220 4000 6.50
35,1 23,2 0,98 2,95
SYH1.15/46 WF  SYH510U  YEL 210-115-2F 7900 5220 220 4000 6.50
35,1 23,2 0,98 2,95
SY2.FM SY511U YET 211-200 9810 6530 280 3600 8.40
43,6 29 1,25 3,80
SYH 2. FM SYH511U  YET211-200 9810 6530 280 3600 8.80
43,6 29 1,25 4,00
SYH 2. WF SYH511U  YEL?211-200-2F 9810 6530 280 3600 9.25
43,6 29 1,25 4,20
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Y-bearing plummer block units with a cast housing and an eccentric locking collar,
inch shafts
d 23/16-27/16in

Servicio de

Ny
FM WF L
Dimensions Designation
Bearing
unit
d A Al Bl H H1 H2 J L N Nl G Sq
in/mm -
2316 238 157 191 500 250 094 675 863 108 071 5/3 1.41 SY 2.3/16 FM
55,563 60,4 40 48,4 127 63,5 238 1715 219 275 18 16 35,9
238 157 281 498 244 092 675 863 108 071 58 1.72 SYH 2.3/16 WF
60,4 40 71,4 126,5 61,9 23,3 171,65 219 27,5 18 16 43,6
27116 236 1.65 306 550 275 102 750 945 115 071 5/s 1.84 SYH 2.7/16 WF

61,913 60 42 77,8 1395 699 26 190,5 240 291 18 16 46,7
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Servici

Designations Basic load Fatigue Limiting Mass
Bearing unit Separate components ratings load speed Bearing
Housing Bearing dynamic  static limit with shaft  unit
C Co Py tolerance
hé
- |bf/kN (bf/kN r/min lb/kg
SY 2.3/16 FM SY511U YET 211-203 9810 6530 280 3600 8.05
43,6 29 1,25 3,65
SYH 2.3/16 WF SYH511U  YEL211-203-2F 9810 6530 280 3600 8.70
43,6 29 1,25 3,95
SYH 2.7/16 WF SYH512U  YEL212-207-2F 11860 8100 340 3400 10.8
52,7 36 1,53 4,90
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Y-bearing plummer block units with a cast housing and an adapter sleeve, metric shafts
d 20-60 mm

Servicio de

s
: H
¢ B1
.
L
Dimensions Basic load Fatigue Designations?
ratings load Bearing Adapter
dynamic static limit unit sleeve
d A Al Bl H H1 H2 J L N N1 G Sq C CO Pu
mm kN kN -

20 38 24 35 705 365 16 102 140 215 13 12 20 14 7,8 0,335 SYJ25KF H 2305
25 42 27 38 825 429 16 118 165 24 17 14 22 195 11,2 0,475 SYJ30KF H 2306
30 46 28 43 93 47,6 17 129 167 24 17 14 243 255 15,3 0,655 SYJ35KF H2307
35 49 31 46 99 492 18  136,5 184 255 17 14 27 30,7 19 0,8 SYJ4OKF H2308
40 52 36 50 107,5 54 20 1435 190 23,5 17 14 285 33,2 21,6 0,915 SYJ45KF H2309
45 58 38 55 1145 572 22 1575 206 265 20 16 305 351 23,2 098  SYJ50KF H2310
50 60 40 59 126 63,5 24 1715 219 275 20 16 325 43,6 29 1,25 SYJ55KF H2311
55 65 47 62 138 69,8 26,5 1885 241 295 20 16 343 527 36 1,53 SYJ60 KF H2312
60 70 49 65 151 76,2 27 203 265 35 25 20 358 57,2 40 1,7 SYJ65KF H2313

1) Bearing unit and adapter sleeve to be ordered separately
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Servicio

Designations Limiting Mass
Bearing unit Separate components speed Bearing unit
without of the bearing unit + sleeve

adapter sleeve  Housing Bearing

- r/min kg

SYJ 25 KF SYJ 505 YSA 205-2FK 7000 0,63
SYJ 30 KF SYJ 506 YSA 206-2FK 6300 0,90
SYJ 35 KF SYJ 507 YSA 207-2FK 5300 1,25
SYJ 40 KF SYJ 508 YSA 208-2FK 4 800 1,80
SYJ 45 KF SYJ 509 YSA 209-2FK 4300 2,10
SYJ 50 KF SYJ 510 YSA 210-2FK 4000 2,75
SYJ 55 KF SyJ 511 YSA211-2FK 3600 3,85
SYJ 60 KF SYJ 512 YSA 212-2FK 3400 5,00
SYJ 65 KF SYJ 513 YSA 213-2FK 3000 6,35
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Y-bearing plummer block units with a cast housing and an adapter sleeve, inch shafts
d 3/4-21/sin

Servicio de

sl =1

L
Dimensions Designations?)
Bearing Adapter
unit sleeve
d A A1 B1 H H1 H2 J L N Nl G Sq

in/fmm -

3/, 150 0.94 1.38 2.7 0.63 402 551 085 051 12 0.79 SYJ 25 KF HE 2305
1905 38 24 35 705 36,5 16 102 140 21,5 13 12 20

5/26  1.65 1.06 150 325 1.69 0.63 4.65 650 094 0.67 916 0.87 SYJ 30 KF HA 2306
23,813 42 27 38 825 429 16 118 165 24 17 14 22

1 1.65 1.06 1.50 3.25 1.69 0.63 4.65 6.50 0.94 0.67 916 0.87 SYJ 30 KF HE 2306
25,4 42 27 38 825 429 16 118 165 24 17 14 22

13/16 181 11 169 3.66 1.87 0.67 508 657 094 0.67 916 0.96 SYJ 35 KF HA 2307
30,163 46 28 43 93 47,6 17 129 167 24 17 14 243

1%/, 193 122 181 390 194 0.71 537 7.24 1.00 0.67 916 1.06 SYJ 40 KF HE 2308
31,75 49 31 46 99 49,2 18 136,5 184 255 17 14 27

17/2¢ 205 1.42 197 423 213 079 565 7.48 093 0.67 916 1.12 SYJ 45 KF HA 2309
36,613 52 36 50 1075 54 20 1435 190 235 17 14 285

112 205 1.42 197 423 213 079 565 7.48 093 0.67 916 1.12 SYJ45KF  HE 2309
38,1 52 36 50 1075 54 20 143,56 190 235 17 14 285

15/s 228 15 217 451 225 087 620 811 1.04 0.79 5/8 1.20 SYJ50KF  HS 2310
41,275 58 38 55 1145 572 22 1575 206 265 20 16 30,5

111/3¢ 228 15 217 451 225 087 620 811 1.04 0.79 5/8 1.20 SYJ50KF  HA2310
42,863 58 38 55 1145 572 22 157,565 206 265 20 16 30,5

13/s 228 15 217 451 225 087 620 811 1.04 0.79 5/8 1.20 SYJ50KF  HE 2310
44,45 58 38 55 1145 572 22 1575 206 265 20 16 30,5

115/2¢ 236 1.57 232 496 250 094 675 8.62 1.08 0.79 58 1.28 SYJ55KF  HA2311
49,213 60 40 59 126 635 24 171,65 219 275 20 16 325

2 236 157 232 496 250 094 675 8.62 1.08 0.79 58 1.28 SYJ55KF  HE2311B
508 60 40 59 126 635 24 1715 219 275 20 16 325

218 256 185 244 543 275 104 7.42 9.49 116 079 5/8 1.35 SYJ60KF  HS 2312
53,975 65 47 62 138 698 26,5 1885 241 295 20 16 34,3

[e¢]
=
~
~

1) Bearing unit and adapter sleeve to be ordered separately
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Designations Basic load Fatigue Limiting  Mass
Bearing unit Separate components ratings load speed Bearing unit
without of the bearing unit dynamic  static limit + sleeve
adapter sleeve  Housing Bearing C Co Py
- (bf/kN (bf/kN r/min lb/kg
SYJ 25 KF SYJ 505 YSA 205-2FK 3150 1760 80 7000 1.40
14 7,8 0,335 0,63
SYJ 30 KF SYJ 506 YSA 206-2FK 4390 2520 110 6300 2.00
19,5 11,2 0,475 0,90
SYJ 30 KF SYJ 506 YSA 206-2FK 4390 2520 110 6300 2.00
19,5 11,2 0,475 0,90
SYJ 35 KF SYJ 507 YSA 207-2FK 5740 3440 150 5300 2.75
25,5 15,3 0,655 1,25
SYJ 40 KF SYJ 508 YSA 208-2FK 6910 4280 180 4 800 3.95
30,7 19 0,8 1,80
SYJ 45 KF SYJ 509 YSA 209-2FK 7 470 4 860 210 4300 4,70
33,2 21,6 0,915 2,15
SYJ 45 KF SYJ 509 YSA 209-2FK 7 470 4 860 210 4300 4,65
33,2 21,6 0,915 2,10
SYJ 50 KF SYJ 510 YSA 210-2FK 7 900 5220 220 4000 6.05
35,1 23,2 0,98 2,75
SYJ 50 KF SYJ 510 YSA 210-2FK 7 900 5220 220 4000 6.05
35,1 23,2 0,98 2,75
SYJ 50 KF SYJ 510 YSA 210-2FK 7 900 5220 220 4000 6.05
35,1 23,2 0,98 2,75
SYJ 55 KF SYJ 511 YSA 211-2FK 9810 6530 280 3600 8.50
43,6 29 1,25 3,85
SYJ 55 KF SyJ 511 YSA 211-2FK 9810 6530 280 3600 8.50
43,6 29 1,25 3,85
SYJ 60 KF SYJ 512 YSA 212-2FK 11860 8100 340 3400 11.0
52,7 36 1,53 5,00
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Y-bearing plummer block units with a cast housing and an adapter sleeve, inch shafts
d 23/16-23/sin

Servicio de

Ny
f
11 H
H1
J
L
Dimensions Designations?)
Bearing Adapter
unit sleeve
d A A1 81 H Hl H2 J L N N1 G Sq
in/mm -

2316 276 193 256 594 3.00 1.06 7.99 1043 138 0.98 3/ 1.41 SYJ 65 KF HA 2313
55,563 70 49 65 151 76,2 27 203 265 35 25 20 358

234 276 193 256 594 3.00 1.06 7.99 1043 138 098 3/i 1.41 SYJ 65 KF HE 2313
5715 70 49 65 151 76,2 27 203 265 35 25 20 358

238 276 193 256 594 3.00 1.06 7.99 1043 138 0.98 3/ 1.41 SYJ 65 KF HS 2313
60,325 70 49 65 151 76,2 27 203 265 35 25 20 358

1) Bearing unit and adapter sleeve to be ordered separately
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Designations Basic load Fatigue Limiting  Mass
Bearing unit Separate components ratings load speed Bearing unit
without of the bearing unit dynamic  static limit + sleeve
adapter sleeve  Housing Bearing C Co Py
- (bf/kN (bf/kN r/min lb/kg
SYJ 65 KF SYJ 513 YSA 213-2FK 12870 9000 380 3000 14.5
57,2 40 1,7 6,55
SYJ 65 KF SYJ 513 YSA 213-2FK 12870 9000 380 3000 14.5
57,2 40 1,7 6,55
SYJ 65 KF SYJ 513 YSA 213-2FK 12870 9000 380 3000 14.0
57,2 40 1,7 6,35
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Y-bearing plummer block units with a shortened cast housing and grub screws,
metric shafts
d 20-50 mm

Servicio de

T
SYF
Dimensions Basic load Fatigue Limiting  Designation
ratings load speed Bearing
dynamic static limit with shaft  unit
d A AL B H Hi  H, J L G G %1 C Co P, tolerance
hé
mm kN kN r/min -
20 32 21 31 65 333 - 50,8 65 M8 14 183 12,7 6,55 0,28 8500 SYF 20 TF
38 24 31 63 30,2 8 52 76 M10 12 183 12,7 6,55 0,28 8500 SYFJ 20 TF
25 36 22 341 705 365 - 50,8 70 M10 15 19,8 14 78 0,335 7000 SYF 25 TF
38 25 34,1 73 36,5 10 56 8 M10 15 19,8 14 78 0,335 7000 SYFJ 25 TF
30 40 25 38,1 83 429 - 762 98 M10 15 222 195 11,2 0,475 6300 SYF 30 TF
48 28,5 38,1 85 42,9 10 66 94 M14 18 22,2 19,5 11,2 0,475 6300 SYFJ30TF
35 45 27 429 93 476 - 826 103 M10 15 254 255 153 0,655 5300 SYF 35 TF
48 30,5 42,9 96 47,6 12 80 110 M14 20 25,4 255 15,3 0,655 5300 SYFJ35TF
40 48 30 49,2 99 492 - 889 116 M12 20 30,2 30,7 19 0,8 4 800 SYF 40 TF
54 31,5 49,2 101 49,2 12 84 116 M14 20 30,2 30,7 19 0,8 4800 SYFJ 40 TF
45 48 32 49,2 1075 54 - 953 120 M12 22 30,2 33,2 21,6 0,915 4300 SYF 45 TF
54 33,5 49,2 109 54,2 12 90 120 M14 25 30,2 33,2 21,6 0,915 4300 SYFJ 45 TF
50 54 34 51,6 1145 57,2 - 101,6 135 M16 255 32,6 351 23,2 0,98 4000 SYF 50 TF
60 355 51,6 117 57,2 14 94 130 M16 25 32,6 351 23,2 0,98 4000 SYFJ 50 TF

148 alkF




Servicio

%NJ
gl
)
T le#
d .
¢ B
t
Ha [ |
bl
A
SYFJ
Designations Mass
Bearing unit  Separate components Bearing
Housing Bearing unit
- kg

SYF 20 TF SYF 504 YAR 204-2F
SYFJ20TF  SYRJ 504 YAR 204-2F

SYF 25 TF SYF 505 YAR 205-2F
SYFJ25TF  SYRJ 505 YAR 205-2F

SYF 30 TF SYF 506 YAR 206-2F
SYFJ30TF  SYRJ506 YAR 206-2F

SYF 35 TF SYF 507 YAR 207-2F
SYFJ35TF  SYRJ507 YAR 207-2F

SYF 40 TF SYF 508 YAR 208-2F
SYFJ4OTF  SYRJ508  YAR208-2F

SYF 45 TF SYF 509 YAR 209-2F
SYFJ45TF  SYRJ509  YAR209-2F

SYF 50 TF SYF 510 YAR 210-2F
SYFJ50TF  SYRJ510  YARZ210-2F

NN RR RpR B B 00 0O
Wy oo Ul B~ oWw ow Ui~
OO0 (O OO OO0 60 NN MW
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Y-bearing plummer block units with a shortened cast housing and an eccentric locking collar,
metric shafts
d 20-50 mm

-

Servicio de

[
%v BR o
T L%A \
d | H
| e

; \ Hq

SN

L
Dimensions Basic load Fatigue Limiting Designation
ratings load speed Bearing
dynamic static limit with shaft  unit
d A A By H Hy J L G Gy s1 C Co Py tolerance
hé

mm kN kN r/min -
20 32 21 31 65 33,3 50,8 65 M8 14 235 12,7 6,55 0,28 8500 SYF 20 FM
25 36 22 31 70,5 365 508 70 M10 15 235 14 7.8 0,335 7000 SYF 25 FM
30 40 25 35,7 83 429 76,2 98 M10 15 26,7 19,5 11,2 0,475 6300 SYF30FM
35 45 27 38,9 93 47,6 82,6 103 M10 15 29,4 25,5 15,3 0,655 5300 SYF 35 FM
40 48 30 43,7 99 49,2 88,9 116 M12 20 32,7 30,7 19 0,8 4800 SYF 40 FM
45 48 32 43,7 107,5 54 953 120 M12 22 327 33,2 21,6 0,915 4300 SYF 45 FM
50 54 34 43,7 114,5 57,2 101,6 135 M16 255 32,7 35,1 23,2 0,98 4000 SYF 50 FM
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Servici

Designations Mass
Bearing unit Separate components Bearing
Housing Bearing unit
- kg
SYF 20 FM SYF 504 YET 204 0,43
SYF 25 FM SYF 505 YET 205 0,52
SYF 30 FM SYF 506 YET 206 0,90
SYF 35 FM SYF 507 YET 207 1,20
SYF 40 FM SYF 508 YET 208 1,50
SYF 45 FM SYF 509 YET 209 1,80
SYF 50 FM SYF 510 YET 210 2,20

alcF 151




Servicio de Att.

Y-bearing plummer block units with a pressed steel housing and grub screws,
metric shafts
d 12-35mm

Ha
A
J
L
P +YAT P +YAR-2F P + YAR-2RF
Dimensions Basic load Fatigue Permissible Designation
ratings load housing Bearing unit
dynamic static  limit load No order

d A A B H H H, J L N G s C Co P, radial designation
mm kN kN kN -
12 26 18 27,4 44 22 3 68 8 96 8 159 9,556 4,75 0,2 1,25 P12TF

32 21 27,4 50 252 3 76 99 96 8 159 9,56 4,75 0,2 1,7 P47 R-12TF
15 26 18 27,4 44 22 3 68 8 96 8 159 9,556 4,75 0,2 1,25 P15TF

32 21 27,4 50 252 3 76 99 96 8 159 9,56 4,75 0,2 1,7 P47 R-15TF
17 26 18 221 44 22 3 68 8 9,6 8 159 9,56 4,75 0,2 1,25 P17 RM

26 18 27,4 44 22 3 68 8 96 8 159 9,56 4,75 0,2 1,25 P17TF

32 21 221 50 252 3 76 99 96 8 159 956 4,75 0,2 1,7 P 47 R-17 RM

32 21 27,4 50 252 3 76 99 96 8 159 956 4,75 0,2 1,7 P47R-17TF
20 32 21 255 50 252 3 76 99 9,6 8 183 12,7 6,55 0,28 1,7 P20RM

32 21 31 50 252 3 76 99 96 8 183 127 6,55 0,28 1,7 P20TF

32 21 31 50 252 3 76 99 96 8 183 127 6,55 0,28 1,7 P20TR

32 24 25,5 56 28,3 3,2 8 108 11,2 10 183 12,7 6,55 0,28 1,8 P52 R-20 RM

32 24 31 56 283 3,2 8 108 11,2 10 183 12,7 6,55 0,28 1,8 P52R-20TF
25 32 24 27,2 56 283 3,2 8 108 11,2 10 19,5 14 7.8 0,335 1,8 P25RM

32 24 341 56 283 3,2 8 108 11,2 10 19,8 14 7,8 0,335 1,8 P25TF

32 24 341 56 283 3,2 8 108 11,2 10 19,8 14 7,8 0,335 1,8 P25TR

38 25 27,2 66 32,9 4 95 119 11,2 10 195 14 7.8 0,335 2,6 P 62 R-25RM

38 25 34,1 66 32,9 4 95 119 11,2 10 19,8 14 7,8 0,335 2,6 P62R-25TF
30 38 25 30,2 66 329 4 95 119 11,2 10 21 19,5 11,2 0,475 2,6 P30RM

38 25 381 66 32,9 4 95 119 11,2 10 22,2 195 11,2 0,475 2,6 P30TF

38 25 381 66 32,9 4 95 119 11,2 10 22,2 195 11,2 0,475 2,6 P30TR

41 27 30,2 78 392 5 106 130 11,2 10 21 19,5 11,2 0,475 33 P72R-30RM

41 27 381 78 39,2 5 106 130 11,2 10 22,2 195 11,2 0,475 3.3 P72R-30TF
35 41 27 33 78 392 5 106 130 11,2 10 23,3 25,5 153 0,655 3,3 P35RM

41 27 42,9 78 39,2 5 106 130 11,2 10 25,4 25,5 153 0,655 33 P35TF

41 27 42,9 78 39,2 5 106 130 11,2 10 25,4 255 153 0,655 3,3 P35TR

43 29 33 86 43,5 5 120 148 14 12 233 255 153 0,655 3,8 P 80 R-35RM

43 29 42,9 86 43,5 5 120 148 14 12 25,4 255 15,3 0,655 3,8 P80R-35TF
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P + RIS + YAT P + RIS + YAR-2F
Designation Order designations Mass
Bearing unit Housing Bearing Rubber Bearing
No order seatingring  unit
designation
- — kg
P12TF P 40 YAR 203/12-2F - 0,18
P47 R-12TF P47 YAR 203/12-2F RIS 203 0,22
P15TF P40 YAR 203/15-2F - 0,17
P47 R-15TF P47 YAR 203/15-2F RIS 203 0,21
P17 RM P40 YAT 203 - 0,15
P17TF P 40 YAR 203-2F - 0,16
P47R-17RM P47 YAT 203 RIS 203 0,19
P47 R-17TF P47 YAR 203-2F RIS 203 0,20
P20RM P47 YAT 204 - 0,19
P20TF P47 YAR 204-2F - 0,22
P20TR P 47 YAR 204-2RF - 0,22
P52R-20RM P52 YAT 204 RIS 204 0,23
P52R-20TF P52 YAR 204-2F RIS 204 0,26
P 25RM P52 YAT 205 - 0,24
P25TF P52 YAR 205-2F - 0,27
P25TR P52 YAR 205-2RF - 0,27
P62R-25RM P62 YAT 205 RIS 205 0,35
P62R-25TF P62 YAR 205-2F RIS 205 0,38
P30 RM P 62 YAT 206 - 0,42
P30TF P62 YAR 206-2F - 0,47
P30TR P62 YAR 206-2RF - 0,47
P72R-30RM P72 YAT 206 RIS 206 0,53
P72R-30TF P72 YAR 206-2F RIS 206 0,58
P 35RM P72 YAT 207 - 0,57
P35TF P72 YAR 207-2F - 0,67
P35TR P72 YAR 207-2RF - 0,67
P80R-35RM P80 YAT 207 RIS 207 0,64
P80R-35TF P 80 YAR 207-2F RIS 207 0,74
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Y-bearing plummer block units with a pressed steel housing and grub screws,
metric shafts
d 40-45mm

Servicio de

—]

[ H2
A
J
L
P +YAT P +YAR-2F P + YAR-2RF
Dimensions Basic load Fatigue Permissible Designation
ratings load housing Bearing unit
dynamic static limit load No order
d A A B H Hy Hy, J L N G s C Co Py radial designation
mm kN kN kN -
40 43 29 36 86 43,5 5 120 148 14 12 2573 30,7 19 0,8 3,8 P 40 RM
43 29 49,2 86 43,5 5 120 148 14 12 30,2 30,7 19 0,8 3,8 P40OTF
43 29 49,2 86 43,5 5 120 148 14 12 30,2 30,7 19 0,8 3,8 P40TR
45 31 36 92 46,4 6 128 156 14 12 253 30,7 19 0,8 4,2 P 85 R-40 RM
45 31 49,2 92 46,4 6 128 156 14 12 30,2 30,7 19 0,8 4,2 P85R-40TF
45 45 31 37 92 46,4 6 128 156 14 12 25,8 33,2 21,6 0,915 4,2 P 45RM
45 31 49,2 92 46,4 6 128 156 14 12 30,2 33,2 21,6 0,915 4,2 P 45TF
45 31 49,2 92 46,4 6 128 156 14 12 30,2 33,2 21,6 0,915 4,2 P45TR
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P +RIS + YAT P +RIS +YAR-2F
Designation Order designations Mass
Bearing unit Housing Bearing Rubber Bearing
No order seating ring unit
designation
- — kg
P 40 RM P 80 YAT 208 - 0,80
P4OTF P 80 YAR 208-2F - 0,92
P40TR P 80 YAR 208-2RF - 0,92
P85R-40RM P85 YAT 208 RIS 208 0,93
P85R-40TF P 85 YAR 208-2F RIS 208 1,05
P 45RM P 85 YAT 209 - 0,88
P 45TF P 85 YAR 209-2F - 1,00
P45TR P 85 YAR 209-2RF - 1,00
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Y-bearing plummer block units with a pressed steel housing and grub screws, inch shafts
d 3/4-13/4in

Servicio de

H
J
L
P +YAR-2F P +YAR-2RF
Dimensions Designation
Bearing unit
No order

d A A B H Hq H, J L N G Sq designation
in/mm -
3/4 126 083 122 197 099 012 299 390 038 516 0.72 P3/4TF
19,05 32 21 31 50 252 3 76 99 9,6 8 18,3

126 083 122 197 099 012 299 390 038 516 0.72 P3/4TR

32 21 31 50 252 3 76 99 9,6 8 18,3

126 094 122 220 141 013 339 425 044 33 072 P52R-3/4TF

32 24 31 56 283 32 86 108 11,2 10 183
1 126 094 134 220 2141 013 3.39 425 044 3/3 078 P1.TF
25,4 32 24 34,1 56 283 32 86 108 11,2 10 198

126 094 134 220 141 0413 3.39 425 044 3/s 078 P1.TR

32 24 34,1 56 28,3 32 86 108 11,2 10 198

150 098 134 260 130 016 3.74 4.69 044 3/s 078 P62R-1.TF

38 25 34,1 66 32,9 4 95 119 11,2 10 198
11/, 1.61 1.06 1.69 3.07 154 020 417 542 044 3/s  1.00 P1.1/4TF
31,75 41 27 42,9 78 392 5 106 130 11,2 10 254

1.61 1.06 1.69 307 154 020 447 542 044 3/3 1.00 P1.1/4TR

41 27 42,9 78 392 5 106 130 11,2 10 254

1.69 114 169 339 171 020 472 583 055 12 1.00 P80R-1.1/4TF

43 29 42,9 86 435 5 120 148 14 12 254
11/2 1.69 114 194 339 171 020 472 583 055 12 119 P1.1/2TF
38,1 43 29 49,2 86 43,5 5 120 148 14 12 302

1.69 114 194 339 171 020 472 583 055 12 119 P1.1/2TR

43 29 49,2 86 435 5 120 148 14 12 302

177 122 194 362 183 024 504 644 055 12 119 P85R-1.1/2TF

45 31 49,2 92 46,4 6 128 156 14 12 30,2
13/4 177 122 194 362 183 024 504 644 055 12 119 P1.3/4TF
44,45 45 31 49,2 92 46,4 6 128 156 14 12 302

1.77 122 194 3.62 1.83 024 504 614 055 12 119 P1.3/4TR

45 31 492 92 46,4 6 128 156 14 12 302
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P + RIS + YAR-2F

Servicio de

Designation Order designations Basic load Fatigue Permissible Mass
Bearing unit Housing Bearing Rubber ratings load housing Bearing
No order seatingring dynamic static limit load unit
designation C Co P, radial
- - (bf/kN (bf/kN (bf/kN (b/kg
P3/4TF P47 YAR 204-012-2F - 2860 1470 60 380 0.51
12,7 6,55 0,28 1,7 0,23
P3/4TR P47 YAR 204-012-2RF - 2860 1470 60 380 0.51
12,7 6,55 0,28 1,7 0,23
P52R-3/4TF P52 YAR 204-012-2F RIS 204 2860 1470 60 410 0.60
12,7 6,55 0,28 1,8 0,27
P1.TF P52 YAR 205-100-2F - 3150 1760 80 410 0.60
14 7.8 0,335 1,8 0,27
P1.TR P52 YAR 205-100-2RF - 3150 1760 80 410 0.60
14 7,8 0,335 1,8 0,27
P62R-1.TF P62 YAR 205-100-2F RIS 205 3150 1760 80 590 0.84
14 7.8 0,335 2,6 0,38
P1.1/4TF P72 YAR 207-104-2F - 5740 3440 150 740 1.61
25,5 15,3 0,655 3,3 0,73
P1.1/4TR P72 YAR 207-104-2RF - 5740 3440 150 740 1.61
25,5 15,3 0,655 3,3 0,73
P80R-1.1/4TF P80 YAR 207-104-2F RIS 207 5740 3440 150 860 1.92
25,5 15,3 0,655 3,8 0,87
P1.1/2TF P 80 YAR 208-108-2F - 6910 4280 180 860 2.14
30,7 19 0,8 3,8 0,97
P1.1/2TR P 80 YAR 208-108-2RF - 6910 4280 180 860 2.14
30,7 19 0,8 3,8 0,97
P85R-1.1/2TF P85 YAR 208-108-2F RIS 208 6910 4280 180 950 2.45
30,7 19 0,8 4,2 1,10
P1.3/4TF P 85 YAR 209-112-2F - 7470 4860 210 950 2.25
33,2 21,6 0,915 4,2 1,00
P1.3/4TR P 85 YAR 209-112-2RF - 7470 4860 210 950 2.25
33,2 21,6 0,915 4,2 1,00
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Servicio de

Y-bearing plummer block units with a pressed steel housing and an eccentric locking collar,

metric shafts
d 15-45mm

Ha
A |
P+YET P +YEL-2F
Dimensions Basic load Fatigue Permissible Designation
ratings load housing Bearing unit
dynamic static  limit load No order

d A A By H H;y H, J L N G s C Co Py radial designation
mm kN kN kN -
15 26 18 28,6 44 22 3 68 8 96 8 221 9,56 4,75 0,2 1,25 P15FM

32 21 286 50 252 3 76 99 96 8 221 9,56 4,75 0,2 1,7 P 47 R-15 FM
17 26 18 28,6 44 22 3 68 8 96 8 221 9,56 4,75 0,2 1,25 P17 FM

32 21 286 50 252 3 76 99 96 8 221 9,56 4,75 0,2 1,7 P47 R-17 FM
20 32 21 31 50 252 3 76 99 96 8 235 12,7 6,55 0,28 1,7 P20FM

32 21 43,7 50 252 3 76 99 9,6 8 266 12,7 6,55 0,28 1,7 P 20 WF

32 24 31 56 283 3,2 8 108 11,2 10 235 12,7 6,55 0,28 1,8 P52 R-20 FM

32 24 43,7 56 283 3,2 8 108 11,2 10 26,6 12,7 6,55 0,28 1,8 P52 R-20WF
25 32 24 31 56 283 3,2 8 108 11,2 10 23,5 14 7,8 0335 1,8 P25FM

32 24 444 56 283 3,2 8 108 11,2 10 26,9 14 7,8 0335 1,8 P 25WF

38 25 31 66 329 4 95 119 11,2 10 23,5 14 7,8 0335 2,6 P62 R-25FM

38 25 44,4 66 329 4 95 119 11,2 10 26,9 14 7,8 0,335 2,6 P 62 R-25WF
30 38 25 357 66 32,9 4 95 119 11,2 10 26,7 19,5 11,2 0,475 2,6 P30FM

38 25 48,4 66 329 4 95 119 11,2 10 301 19,5 11,2 0,475 2,6 P30 WF

41 27 357 78 392 5 106 130 11,2 10 26,7 19,5 11,2 0,475 3,3 P72R-30 FM

41 27 48,4 78 392 5 106 130 11,2 10 30,1 19,5 11,2 0,475 3,3 P72 R-30WF
35 41 27 389 78 392 5 106 130 11,2 10 29,4 25,5 15,3 0,655 3,3 P35FM

41 27 511 78 392 5 106 130 11,2 10 32,3 25,5 15,3 0,655 3,3 P 35WF

43 29 389 86 43,5 5 120 148 14 12 29,4 25,5 15,3 0,655 3,8 P 80R-35FM

43 29 511 86 43,5 5 120 148 14 12 323 25,5 15,3 0,655 3,8 P 80 R-35WF
40 43 29 43,7 86 43,5 5 120 148 14 12 32,7 30,7 19 0,8 3,8 P40 FM

43 29 56,3 86 43,5 5 120 148 14 12 34,9 30,7 19 0,8 3,8 P 40 WF

45 31 43,7 92 46,4 6 128 156 14 12 32,7 30,7 19 0,8 4,2 P 85R-40FM

45 31 563 92 46,4 6 128 156 14 12 349 30,7 19 0,8 4,2 P 85 R-40WF
45 45 31 43,7 92 46,4 6 128 156 14 12 32,7 33,2 21,6 0,915 4.2 P 45FM

45 31 563 92 46,4 6 128 156 14 12 349 33,2 21,6 0,915 4,2 P 45 WF
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P+RIS +YET P + RIS + YEL-2F
Designation Order designations
Bearing unit Bearing Rubber
No order seating ring
designation
- — kg
P15FM P 40 YET 203/15 - 0,18
P47 R-15FM P47 YET 203/15 RIS 203 0,23
P17 FM P 40 YET 203 - 0,18
P47R-17FM P47 YET 203 RIS 203 0,22
P20FM P47 YET 204 - 0,24
P20 WF P47 YEL 204-2F - 0,27
P52R-20FM P52 YET 204 RIS 204 0,28
P52 R-20WF P52 YEL 204-2F RIS 204 0,31
P25FM P52 YET 205 - 0,28
P 25WF P52 YEL 205-2F - 0,33
P62R-25FM P62 YET 205 RIS 205 0,39
P 62 R-25WF P62 YEL 205-2F RIS 205 0,44
P30FM P62 YET 206 - 0,45
P30WF P62 YEL 206-2F - 0,41
P72R-30FM P72 YET 206 RIS 206 A 0,60
P72R-30WF P72 YEL 206-2F RIS 206 A 0,66
P35FM P72 YET 207 - 0,75
P 35WF P72 YEL 207-2F - 0,83
P80 R-35FM P 80 YET 207 RIS 207 A 0,82
P 80 R-35WF P 80 YEL 207-2F RIS 207 A 0,90
P 40 FM P 80 YET 208 - 0,99
P 40 WF P 80 YEL 208-2F - 1,05
P 85R-40FM P 85 YET 208 RIS 208 A 1,10
P 85R 40 WF P 85 YEL 208-2F RIS 208 A 1,20
P 45FM P 85 YET 209 - 1,05
P 45 WF P 85 YEL 209-2F - 1,15
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Servicio de

Y-bearing plummer block units with a pressed steel housing and an eccentric locking collar,

inch shafts
d3/s-11/2in

R
? m i@y \\
e Sl
e Gl
A |‘£1 —
A
L
P+YET
Dimensions Designation
Bearing unit
No order
d A A B, H Hq H, J L N G Sq designation
in/mm -
3/4 126 083 122 197 099 012 299 390 038 516 0.93 P3/4 FM
19,05 32 21 31 50 252 3 76 99 9,6 8 23,5
126 094 122 220 111 0413 339 425 044 3/s8 093 P52 R-3/4 FM
32 24 31 56 28,3 32 86 108 11,2 10 23,5
1 126 094 122 220 111 013 339 425 044 3/s 093 P1.FM
25,4 32 24 31 56 28,3 32 86 108 11,2 10 23,5
150 098 122 260 130 016 3.74 4.69 044 3/s 093 P62R-1.FM
38 25 31 66 32,9 4 95 119 11,2 10 23,5
11/2 1.69 114 172 339 171 020 472 583 055 12 1.29 P1.1/2FM
38,1 43 29 43,7 86 43,5 5 120 148 14 12 32,7
177 122 172 362 183 024 5.04 614 055 12 1.29 P85R-1.1/2FM
45 31 43,7 92 46,4 6 128 156 14 12 32,7
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P +RIS+YET
Designation Order designations Basic load Fatigue Permissible Mass
Bearing unit Housing Bearing Rubber ratings load housing Bearing
No order seating ring dynamic static limit load unit
designation C Co P, radial
- - (bf/kN (bf/kN (bf/kN lb/kg
P3/4FM P47 YET 204-012 - 2860 1470 60 380 0.57
12,7 6,55 0,28 1,7 0,26
P52 R-3/4FM P52 YET 204-012 RIS 204 2860 1470 60 410 0.66
12,7 6,55 0,28 1,8 0,30
P1.FM P52 YET 205-100 - 3150 1760 80 410 0.62
14 7,8 0,335 1,8 0,28
P62R-1.FM P62 YET 205-100 RIS 205 3150 1760 80 590 0.86
14 7.8 0,335 2,6 0,39
P1.1/2FM P80 YET 208-108 - 6910 4280 180 860 2.25
30,7 19 0,8 3,8 1,00
P85R-1.1/2 FM P 85 YET 208-108 RIS 208 A 6910 4280 180 950 2.55
30,7 19 0,8 4,2 1,15

alkF
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