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Available types
Square flanges  114 mm or 133 mm.
Round flanges  178 mm, 222 mm or 275 mm.

All flanges centrally tapped ½" or 1" BSP. 

Limiting conditions
The maximum working pressure and temperature is dependent on 
the chamber to which the flange is fitted, up to a maximum pressure 
of 32 bar g at 239°C.

Material
Carbon steel BS 4360 Gr. 43A.
Painted finish.

Dimensions (approximate) in millimetres
Round flanges

  Outside Mounting hole     Mounting hole    Mounting holes
  diameter  PCD  diameter No.
  178 146 15 8
  222 191 19 6
  275 235 22 8

Square flange

Round flange

Probe Flanges
for External Level Control Chambers

Square flanges
  Overall Mounting hole     Mounting hole    Mounting holes
dimensions centres diameter No.
  114   86 15 4
  133 100 15 4

Description
These flanges are designed to allow the fitting of Spirax Sarco level control / alarm probes to existing float-type boiler side chambers.

How to order example:
1 off Spirax Sarco 114 mm square probe flange tapped ½" BSP.
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WV1
Water Valve - Pilot Operated

¾" to 2" WV1 valve 

Description
The WV1 is a pilot operated diaphragm valve for use with water at up to 80 °C. The valve has a brass body and corrosion resistant 
internals. The solenoid is encapsulated, and is supplied with a removable cable socket to IP65 suitable for 3 core cable maximum 
7 mm diameter and terminal maximum 1.5 mm². 
½" valves have the solenoid mounted centrally over the valve. The solenoid is mounted towards the outlet connection on larger sizes.

Principal features: 

- For use with water up to 80 °C.

- Full bore, except for 1¼" which has a reduced bore of 25 mm, normally closed operation.

- Wide, non-critical voltage ranges.

- Ideal for boiler feedtank supply.

Sizes and pipe connections
½", ¾", 1", 1¼", 1½" and 2" screwed BSP

Pressure / temperature limits
Maximum design pressure 16 bar g

Maximum design temperature 80 °C

Minimum design temperature 10 °C

Maximum operating temperature 80 °C

Maximum ambient temperature 55 °C

Minimum operating temperature 10 °C

Maximum differential pressure 16 bar

Minimum differential pressure 0.2 bar

Designed for a maximum cold hydraulic test pressure of 24 bar g

Electrical data
Version Voltage range Frequency range

Power 110 V  99 V to 121 V 50 to 60 Hz

Supply 230 V 207 V to 253 V 50 to 60 Hz

Power consumption
24 VA (inrush)

14 VA/8 W (hold)

Protection rating IP65 *

*With cable plug correctly fitted and secured

Materials
Part Material

Body Brass

Seals Nitrile rubber 

Coil housing Polyamide

Cable socket Polyamide

½" WV1
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Probe Flanges 
for Protection Tubes

Double probe type:
DN100
BS 4504 PN16 or PN40 (PN40 also suits BS 10 Table F and H.)
Probe tappings available:
½" + ½" BSP
½" + 1" BSP
Tapping centres are offset 25 mm from the centre of the flange.

Probe connection ½" + ½" BSP
Flange standard BS 4504 BS 10
Flange type PN16 PN40 Table F Table H
Flange size Part No. Part No. Part No. Part No.
DN100 (4") 4026693 4026695 4026695 4026695

 
Probe connection ½" + 1" BSP
Flange standard BS 4504 BS 10
Flange type PN16 PN40 Table F  Table H
Flange size Part No. Part No. Part No. Part No.
DN100 (4") 4026694 4026696 4026696 4026696

Material
Flanges to BS 4504:
Carbon steel BS 1501 Pt 1-161 Gr. 360 or
Carbon steel BS 1501 Pt 1-151 Gr. 430A or
Carbon steel ASTM A515 Gr. 55

Flanges to BS 10 Table F and H:
Carbon steel BS 1501-151 Gr. 360 or
Carbon steel BS 1503-161 Gr. A.
or equivalent.

How to order example:
1 off Spirax Sarco DN100 probe flange to the following standard: 
BS 4504 PN16 with 1 x ½" BSP probe connection. Part No. 4026769.

Flange for single probe Flange for double probes

Description
Probe flanges enable Spirax Sarco level /alarm probes to be fitted 
to protection tubes mounted in the boiler shell.
Flanges are tapped and spot-faced to take either one or two probes.

Limiting conditions
For maximum working pressures and temperatures please refer to 
the relevant flange standard.

Available types
Single probe type:
DN15 to DN100
BS 4504 PN40 or PN16 and BS 10 Table F and H.
Probe tappings available:
½" BSP (All flanges)
1"  BSP (DN25 to DN100)

Probe connection ½" BSP
Flange standard BS 4504 BS 10
 Flange type PN16 PN40 Table F Table H
 Flange size Part No. Part No. Part No. Part No.
DN15  (½") 4026760 4026760 4026760 4026791
DN20  (¾") 4026761 4026761 4026761 4026791
DN25  (1") 4026762 4026762 4026792 4026792
DN32  (1¼") 4026763 4026763 4026793 4026793
DN40  (1½") 4026764 4026764 4026794 4026794
DN50  (2") 4026765 4026765 4026765 4026765
DN80  (3") 4026767 4026767 4026797 4026797
DN100  (4") 4026769 4026768 4026768 4026768

Probe connection 1" BSP
Flange standard BS 4504 BS 10
 Flange type PN16 PN40 Table F Table H
 Flange size Part No. Part No. Part No. Part No.
DN15 (½") - - - -
DN20 (¾") - - - -
DN25 (1") 4026862 4026862 4026892 4026892
DN32 (1¼") 4026863 4026863 4026893 4026893
DN40 (1½") 4026864 4026864 4026894 4026894
DN50 (2") 4026865 4026865 4026865 4026865
DN80 (3") 4026867 4026867 4026897 4026897
DN100 (4") 4026869 4026868 4026868 4026868
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