MAINTENANCE FREE CHAINS

Sintered Steel Bushin _
SL ANSI Standard Roller Chains
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SINGLE STRANDS - * -

Dimensions - mm Average [Maximum| Average
Crs1;in biteh Roller Pin Plate Trgns. Ultimate |Allowable Ch_ain
No. Width | Dia. | Dia. Length Height| Thick. | Pitch | Stength | Load | Weight wo
P w | R D | LR | Lc | L2 | L2 | H T | TP kN kN kg/m 2<
SY40-SL 12.70 7.7\ 7.92| 3.96| 16.5| 17.9 8.3 9.6| 12.0 15| — 12.7 2.94 0.63 ;O
SY50-SL 15.875 9.4]10.16| 5.08| 20.4| 22.0| 10.2| 11.8| 151 20| — 19.6 4.90 1.03 EE
SY60-SL 19.05| 1255|1191 595| 255| 26.9| 12.8| 141, 182 24| — 28.4 6.86 1.46 =
SY80-SL 25.40 | 15.8| 15.88| 7.93| 32.8| 355| 16.4| 186| 24.1 32| — 51.0 11.8 2.60
SY100-SL 31.75| 19.0| 19.05| 9.53| 39.4| 43.0, 19.7| 23.3] 30.2 40| — 82.4 17.7 3.79
SY120-SL 38.10 | 25.4| 22.23| 11.10| 49.5| 53.4| 24.8| 28.6| 36.2 48| — 118.0 255 5.58
SY140-SL 44.45 | 25.4| 25.40| 12.70| 54.0| 58.3| 27.0| 31.3| 422 56| — 162.0 34.3 7.59
SY160-SL 50.80 | 31.8| 28.58| 14.28| 64.3| 68.7| 32.2| 36.5| 48.3 6.4 — 211.0 44.1 9.82
MULTIPLE STRANDS
Dimensions - mm Average |Maximum| Average
Cfl;(in Pitch Roller Pin Plate Trgns. Ultimate |Allowable Chgin
No. Width | Dia. | Dia. Length Height| Thick. | Pitch | Strength | Load | Weight
P W R D LR Lc L1 L2 H T TP kN kN kg/m
SY40-SL-2 12.70 7.7| 7.92| 3.96| 30.8| 32.2| 154 16.8| 120 15| 144 254 5.0 13
SY50-SL-2 | 15.875 9.4| 10.16| 5.08| 38.4| 40.0| 19.2| 20.8| 151 20| 18.1 39.2 8.3 2.1
SY60-SL-2 19.05| 12.5| 11.91| 5.95| 48.2| 49.7| 24.0| 25.7| 18.2 24| 22.8 56.8 116 3.0
SYB80-SL-2 25.40 | 15.8| 1588 7.93| 61.6| 645| 30.8| 33.7| 241 3.2| 293 102.0 20.0 5.2
SY100-SL-2| 31.75| 19.0| 19.05| 9.53| 75.1| 78.8| 37.6| 41.2| 30.2 40| 35.8 164.8 30.0 7.9
SY120-SL-2| 38.10| 25.4| 22.23| 11.10| 94.9| 98.8| 475| 51.3| 36.2 48| 454 236.0 43.3 11.5
SY140-SL-2 | 44.45| 25.4| 25.40| 12.70| 102.9| 107.2| 51.5| 55.7| 422 5.6| 48.9 324.0 58.3 14.7
SY160-SL-2| 50.80 | 31.8| 28.58| 14.28| 122.8| 127.2| 61.4| 65.6| 48.3 6.4| 585 422.0 75.0 19.5




MAINTENANCE FREE CHAINS

Sintered Steel Bushing
SL Double Pitch Roller Chains
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44 CONVEYOR SERIES (ROLLERLESS-BUSHED TYPE)
Dimensions - mm Average Maximum| Average
Ci:in Sl Roller Pin Plate Ultimate |Allowable| Chain
No. "“" Iwidth | pia. | Dia. Length Height| Thick. | Strength | Load | Weight
P W R D LR Lc L1 L2 H T kN kN kg/m
C2040-SL 2540 | 795 7.92| 3.96| 16.5| 179 8.3 9.6 12.0 15 12.7 2.94 0.48
C2050-SL 31.75| 9.53| 10.16| 5.08| 20.4| 220 10.2| 11.8| 150 2.0 19.6 4.90 0.82
C2060-SL 38.10| 12.70| 11.91| 5.95| 255| 26.9| 128| 141 18.1 2.4 28.4 6.86 1.20
C2080-SL 50.80 | 15.88] 15.88| 7.93| 32.8| 350 16.4| 186| 24.1 3.2 51.0 11.8 1.99
CONVEYOR SERIES (CARRIER ROLLER TYPE)
Dimensions - mm Average Maximum| Average
Cf\lin Pich Roller Pin Plate Ultimate |Allowable| Chain
No, " Iwidth | pia. | Dia. Length Height| Thick. | Stength | Load | Weight
P W R D LR Lc L1 L2 H T kN kN kg/m
C2042-SL 2540 | 7.95| 15.88| 3.96| 16.5| 17.9 8.3 9.6 12.0 15 12.7 2.94 0.82
C2052-SL 31.75| 9.53| 19.05| 5.08, 204, 220| 10.2| 118 15.0 2.0 19.6 4.90 1.26
C2062-SL 38.10 | 12.70| 22.23| 595 255| 26.9| 128| 141| 181 2.4 28.4 6.86 1.78
C2082-SL 50.80 | 15.88| 28.58| 7.93| 32.8| 350 16.4| 186| 24.1 3.2 51.0 11.8 3.03
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MAINTENANCE FREE CHAINS

Sintered Steel Bushin% _
HB-type Hollow Pin Chains
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HP-SS DOUBLE PITCH

Dimensions - mm Average |Maximum| Average
sy _ Roller Pin Plate Ultimate |Allowable| Chain
CS?“ PIEh FWidth | Dia. |Ouside| mside Length Height| Thick, | Strength | Load | Weight
P W R D d LR Lc L1 L2 H T kN kN kg/m
HB40-SL 12.70| 7.95| 7.92| 5.63] 4.03| 16.7] 17.6] 84| 92| 120| 15| 127] 177 0.6
HBSOSL | 15.875| 9.53| 10.16| 7.09| 5.13| 20.1| 21.5| 10.1| 11.2| 15.0| 2.0| 19.6| 3.14 1.0
HB60-SL 19.05|12.70| 11.91| 8.29| 6.04| 26.0| 27.2| 13.0| 14.2| 181| 24| 284 422 15
HB8O-SL 25.40 | 15.88| 15.88| 11.34| 8.08| 32.4| 34.3| 16.2| 18.1| 241| 32| 510/  7.65 25
HB2040SL | 25.40 | 7.95| 7.92] 563| 4.03] 16.7| 17.6] 84| 92| 12.0] 15| 127] 177 0.5
HB2050SL | 31.75| 9.53| 10.16| 7.09| 5.13| 20.1| 21.5| 10.1| 11.2| 15.0| 2.0| 19.6| 3.14 0.8
HB2060SL | 38.10 | 12.70| 11.91| 8.29| 6.04| 26.0| 27.2| 13.0| 14.2| 181| 24| 284| 422 1.1
HB2080SL | 50.80 | 15.88| 15.88| 11.34| 8.08| 32.4| 34.3| 16.2| 181| 241| 32| 510  7.65 2.0

Sintered Steel Bushing

W
oz
<
ZI
we
'_
L
Z.
<
TR

HR-type Hollow Pin Chains

© @@ o O

N A VI
HR-TYPE HOLLOW PIN CHAINS

Dimensions - mm Average |Maximum| Average

SY_ . Roller Pin Plate Ultimate |Allowable| Chain
chaim | PIEN Tviatn | Dia. |ouside] inside Length Height| Thick. | Stength | Load | Weight
P W R D d LR Lc L1 L2 H T kN kN kg/m

HR2042-SL 2540 | 7.95| 15.88| 5.63| 4.03| 16.7| 17.6 8.4 9.2| 12.0 1.5 12.7 1.77 0.8
HR2052-SL 31.75| 9.53| 19.05| 7.09| 5.13| 20.1| 215, 10.1| 11.2| 150 2.0 19.6 3.14 1.3
HR2062-SL 38.10 | 12.70| 22.23| 8.29| 6.04| 26.0| 27.2| 13.0| 14.2| 18.1 2.4 28.4 4,22 1.8
HR2082-SL 50.80 | 15.88 | 28.58| 11.34| 8.08| 32.4| 34.3| 16.2| 18.1| 24.1 3.2 51.0 7.65 3.2
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MAINTENANCE FREE CHAINS

Sintered Steel Bushing
SLR ANSI Standard Roller Chains (T.S)
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SINGLE STRANDS

W oy
é% SY I?imensions - mm Ave_:rage Maximum Avera_ge
50 chain Pitch Roller Pin Plate Trfms. Ultimate |Allowable Ch_aun
Ew No. Width | Dia. | Dia. Length Height| Thickness |Pitch |Stength| Load | Weight
§§ P W R D LR Lc L1 L2 H T1 T2 TP kN kN kg/m
SY40-SLR 12.70| 7.95| 7.92| 396| 17.5| 19.0 88| 102, 117 1.5 20| — 19.1 3.63 0.7
SY50-SLR 15.875| 9.53| 10.16| 5.08| 21.3| 23.3| 10.7| 126| 14.6 2.0 24| — 31.9 6.28 1.1
SY60-SLR 19.05| 12.70| 11.91| 5095| 27.4| 29.8| 13.7| 16.1| 175 2.4 32| — 43.1 8.63 1.7
SY80-SLR 25.40| 15.88| 15.88| 7.93| 34.1| 374| 17.1| 203| 234 3.2 40 — 78.5 14.7 2.7
SY100-SLR 31.75| 19.05| 19.05| 9.53| 41.0| 448| 205| 243| 29.3 4.0 48| — 118 22.6 4.3
SY120-SLR 38.10| 2540 22.23| 11.10| 51.1| 552| 256| 29.6| 351 4.8 56| — 167 30.4 6.0
MLTIPLE STRANDS
Dimensions - mm Average |[Maximum| Average
CtS1Zin Pitch Roller Pin Plate Trans. | Ultimate |Allowable Ch_ain
No. Width | Dia. | Dia. Length Height| Thickness |Pitch |Stength | Load | Weight
P w R D LR Lc L1 L2 H T1 T2 TP kN kN kg/m
SY40-SLR-2 12.70| 7.95| 7.92| 396| 33.1| 346| 16.6 18| 11.7 1.5 20| 156 38.2 6.17 1.3
SY50-SLR-2 [15.875| 9.53| 10.16| 5.08| 405| 422| 203| 219| 146 2.0 241 192 63.8 10.7 2.0
SY60-SLR-2 19.05| 12.70| 11.91| 5095| 523| 539| 26.2| 27.7| 175 2.4 3.2 249 86.2 14.7 3.3
SY80-SLR-2 25.40| 15.88| 15.88| 7.93| 65.2| 685| 326| 359, 234 3.2 40| 311 157 25.0 5.1
SY100-SLR-2 | 31.75| 19.05| 19.05| 9.53| 786| 824| 39.3| 431| 293 4.0 48| 37.6 236 38.4 8.2
SY120-SLR-2 | 38.10| 25.40| 22.23| 11.10| 99.1| 103.2| 49.6| 53.6| 351 4.8 56| 48.0 334 51.7 11.7




MAINTENANCE FREE CHAINS

Sintered Steel Bushing
SLR ANSI Standard Roller Chains (C.S)
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SINGLE STRANDS

wl o

Dimensions - mm Average Maximum| Average %5

Cf];(in Pitch Roller Pin Plate Trans. | Ultimate |Allowable Ch_ain 55

No. Width | Dia. | Dia. Length Height| Thick. | Pitch | Strength | Load | Weight =

P /lw | R | D ||t te | H [T |1 | KN KN | kg/m <
SY40-SLR 1270 | 7.95| 7.92| 3.96| 16.5| 18.1 8.3 9.8| 117 15| — 15.7 3.62 0.6
SY50-SLR 15.875| 9.53| 10.16| 5.08| 20.5| 22.3| 10.3| 12.0| 146 20| — 25.5 6.27 1.0
SY60-SLR 19.05|12.70| 11.91| 595, 25.9| 28.3| 13.7| 14.6| 175 24| — 37.3 8.63 15
SY80-SLR 25.40 | 15.88| 15.88| 7.93| 33.0| 359| 16.5| 19.4| 234 32| — 63.7 14.7 2.5
SY100-SLR 31.75|19.05| 19.05| 9.53| 39.8| 43.1| 19.9| 232 293 40| — 100 22.5 3.9
SY120-SLR 38.10 | 25.40| 22.23| 11.10| 49.8| 53.2| 24.9| 283| 351 48| — 157 30.4 5.8

MULTIPLE STRANDS
Dimensions - mm Average [Maximum| Average
Crs1;in biteh Roller Pin Plate Trgns. Ultimate |Allowable Ch_ain
No. width | Dia. | Dia. Length Height| Thick.| Pitch |Strength | Load | Weight
P W R D LR Le L1 L2 H T TP kN kN kg/m

SY40-SLR-2 12.70| 7.95| 7.92| 396, 311| 327, 156| 17.1| 117 15| 14.4 31.4 6.3 11
SY50-SLR-2 | 15.875| 9.53| 10.16| 5.08| 39.1| 40.7| 19.6| 21.1| 146 20| 181 51.0 10.6 1.9
SY60-SLR-2 19.05|12.70| 11.91| 5.95| 493| 50.9| 24.7| 26.2| 175 24| 228 74.6 15.1 2.8
SY80-SLR-2 | 25.40 | 15.88| 15.88| 7.93| 62.2| 655| 31.1| 34.4| 234 32| 293 127 25.7 4.9
§Y100-SLR-2 | 31.75|19.05| 19.05| 9.53| 75.4| 79.1| 37.7| 41.4| 293 40| 358 200 39.3 7.6
§Y120-SLR-2 | 38.10 | 25.40| 22.23| 11.10| 95.4| 99.6| 47.7| 51.9| 351 48| 454 314 53.2 111
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MAINTENANCE FREE CHAINS

Sintered Steel Bushing
SLR Double Pitch Roller Chains

= —_ . — == T

LID I - - —
T BT T TeEy
: = — = —_—— %’f

Em e o6 a0

e

N = — e ]
= ==cr e masEsames]
== == = = - B :T*E

CONVEYOR SERIES (STANDARD ROLLER TYPE)

Dimensions - mm Average |Maximum| Average

Cizin i Roller Pin Plate Ultimate |Allowable|  Chain
No. Width | Dia. | Dia. Length Height | Thick. | Stength | Load | Weight

P W R D LR Lc L1 L2 H T kN kN kg/m
C2040-SLR 2540| 7.95| 7.92| 396| 16.5| 185 83| 10.2] 115 1.5 15.7 2.65 0.5
C2050-SLR | 31.75| 9.53| 10.16| 5.08| 20.5| 22.5| 10.3| 12.2| 151| 2.0 25.5 4.31 0.8
C2060H-SLR | 38.10| 12.70| 11.91| 5.95| 29.1| 315| 146| 16.9| 17.2 3.2 37.3 6.28 1.4
C2080H-SLR | 50.80 | 15.88| 15.88| 7.93| 358| 39.0, 179| 211| 2238 4.0 63.7 10.7 2.4
C2100H-SLR | 63.50 | 19.05| 19.05| 9.53| 42.7| 46.6| 21.4| 252| 28.8| 48 100 17.1 3.5

CONVEYOR SERIES (CARRIER ROLLER TYPE)

= Dimensions - m'm Average |Maximum| Average

Chain Pitch Roller Pin Plate ;Jtlrtlmate Allowable Ch_aln
No. Width | Dia. | Dia. Length Height| Thick. | Stength | Load | Weight

P W R D LR Lc L1 L2 H T kN kN kg/m
C2042-SLR 2540| 7.95| 15.88| 3.96| 16.5| 18.5 8.3| 10.2 115 15 15.7 2.65 0.82
C2052-SLR 31.75| 9.53| 19.05| 5.08| 20.5| 225| 103| 122| 151 2.0 25.5 431 1.26
C2062H-SLR | 38.10| 12.70| 22.23| 595| 29.1| 31.5| 14.6| 16.9 17.2 3.2 37.3 6.28 2.08
C2082H-SLR | 50.80 | 15.88| 28.58| 7.93| 358| 39.0, 179| 211| 2238 4.0 63.7 10.7 3.36
C2102H-SLR | 63.50 | 19.05| 39.67| 9.53| 42.7| 46.6| 21.4| 25.2 28.8 4.8 100 17.1 5.64




Sintered Steel Bushing
SLR BS Standard Roller Chains
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SINGLE STRANDS
Dimensions - mm Average |Maximum| Average
Ci;(in biteh Roller Pin Plate Tr?ns' Ultimate |Allowable| C h_ain
o Width| Dia. | Dia, Length Heightl  Thickness  |Pitch| Stength | Load | Weight
P w R D LR Lc L1 L2 H T1 T2 T3 TP kN kN kg/m 3 9
08B-SLR 12,70 7.75| 851| 445 167| 180 8.4 96| 118 15 15| — — 16.8 2.9 0.6 <Z( <
10B-SLR  |15.875| 9.65| 10.16| 5.08| 19.0) 20.7 95| 11.2| 145| 165| 165| — —_ 24.6 4.4 0.9 5 S
12B-SLR 19.05| 11.68| 12.07| 572| 220| 236| 11.0| 126| 174 1.8 18| — — 32.4 6.3 1.1 EE
16B-SLR 25.40| 17.02| 15:87| 8.26| 351| 38.2| 17.6| 206| 210 31 39| — — 74.6 12.2 2.6 <§(E
20B-SLR 31.75| 19.56 | 19.05| 10.16| 40.2| 44.0| 201, 239| 293 35 47| — — 128.3 19.1 3.8
24B-SLR 38.10| 25.40| 2540| 1463 | 53.4| 581| 26.7| 314| 351 47 59| — — 195.6 25.5 7.3
28B-SLR 44.45| 31.00| 27.94| 1588 | 651| 705| 326 379| 370 6.3 74| — — 215.7 34.8 9.3
32B-SLR 50.80| 31.00| 29.21| 1588 | 64.2| 69.6| 321 375| 422 6.3 69| — —_ 274.6 44.1 9.9
MULTIPLE STRANDS
Dimensions - mm Average |Maximum| Average
Cf\Zin Pitch Roller Pin Plate Trgns. Ultimate |Allowable| C h_ain
NoO. Width| Dia. | Dia. Length Height Thickness Pitch | Strength | Load Weight
P W R D LR Lc L1 L2 H T1 T2 T3 | TP kN kN kg/m
08B-SLR-2 | 12.70| 7.75| 851| 4.45| 306| 319| 153| 16.6| 118 15 15| 1.25] 13.92 33.6 5.0 1.3
10B-SLR-2 |15.875| 9.65| 10.16| 508| 356| 37.3| 17.8| 195| 145| 165 165| 1.65| 16.59 49.2 7.5 1.8
12B-SLR-2 | 19.05| 11.68| 12.07| 572| 416| 431| 208| 223| 174 1.8 1.8 1.8| 19.46 64.8 10.8 2.9
16B-SLR-2 | 2540 17.02| 1587| 826| 672| 70.1| 336| 365| 210 31 39 31| 3188 149.2 20.7 5.1
20B-SLR-2 | 31.75| 19.56| 19.05| 10.16| 76.8| 806 | 38.4| 422, 293 35 4.7 35| 3645 256.6 32.4 7.3
24B-SLR-2 | 38.10| 25.40| 25.40| 14.63| 101.8| 106.5| 50.9| 556| 351 47 5.9 47| 48.36 391.2 43.3 145
28B-SLR-2 | 44.45| 31.00| 27.94| 15.88| 124.7| 130.0| 62.4| 676 37.0 6.3 74 47| 59.56 431.4 59.1 18.5
32B-SLR-2 | 50.80| 31.00| 29.21| 15.88| 123.6| 129.2| 618| 674 | 422 6.3 6.9 4.7| 5855 549.2 74.7 19.8 51




MAINTENANCE FREE CHAINS

Maintenance Free Roller Chains

The chain is designed to hold high quality lubricant between the pin and bushing with seals. Ex-
panded applications are now possible from low to high speed, light to heavy load, and where lu-
brication is not possible. This chain can drive for many hours without lubrication.

(Chain size) #80 - #240 and 16B - 48B

(Sprocket) Standard size

(O ther applicable chains) Attachment chains

(O perating temperature) — 10 to+70 (Special order up to max. 150 )
(Range of speed) From slow speed 25m/min to high speed 50m/min

(Selection and Caution)

1) Standard Sprocket is used. Note, however, the overall width of chain is slightly wider.
Take this into consideration for designing.

2) W hen connecting the chain, make sure that all four (4) seals are installed.

3) Lubricate connecting link with ample lubrication before assembly.

4) When a lubrication leak is found (even at one location), replace that link immediately.

5) The maximum chain elongation limitis 1.5% of the chain length.

6) For use of chain in ambient temperature over 80 , special lubrication for higher
temperature is available upon request.

7) The covering plate of connecting link is a press-fit type with extra interferences.

8) An offset link is not available.
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Dimensions - mm

Average | Maximum | Average

Cle‘ Pitch Roller Pin Plate Ultimate | Allowable Chain
N;m Width | Dia. Length Height | Thick Strength Load Weight

P W R LR Lc L1 L2 H T kN kN kg/m

MF 16A 25.40 15.9| 15.88 34.8 375 174 20.1 23.4 3.2 78.5 18.4 2.6
MF 16B 25.40 17.1| 15.88 35.8 38.5 17.9 20.6 23.4 3.2 78.5 18.4 2.7
MF 20AB 31.75 19.6 | 19.05 41.6 45.2 20.8 24.4 29.3 4.0 118 28.3 3.9
MF 24A 38.10 25.4| 22.23 51.8 55.7 259 | 2938 351 4.8 164 38.0 5.8
MF 24B 38.10 25.4| 25.40 51.8 55.7 259 2938 351 4.8 167 38.0 7.3
MF 28A 44.45 25.4| 25.40 56.2 605 28.1| 324| 409 5.6 216 50.3 7.5
MF 28B 44.45 31.0| 27.94 61.8 66.1| 30.9| 352| 409 5.6 216 50.3 9.3
MF 32AB 50.80 31.6| 28.58 66.6 71.0| 33.3| 37.7| 467 6.4 275 66.3 9.8
MF 40AB 63.50 38.1| 39.37 82.0 90.5| 41.0| 495 59.6 8.0 451 82.3 16.9
MF 48AB 76.20 475| 47.63| 100.0| 107.7 50.0| 57.7 70.3 9.5 677 112.8 23.6
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