
SOPORTE RODAMIENTO ESTANCO

FORK WITH SEALED BEARING
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Soporte: Acero estampado de 4 a 5 mm. 

Estanco: Evita la entrada de suciedad, agua  

y humedad en los rodamientos. 

Giratorio: Sin perno central doble hilera de bolas. 

Protector: Bolas en rodamiento superior. 

Rodamiento: Doble hilera de bolas estanco y con engrasador. 

Freno integral: Acción simultánea sobre aro y soporte. 

Acabado: Cincado brillante.

Cargas: Desde 500 hasta 800 Kgrs. 

Medidas placa: 135 x 110 mm. 

Fabricadas: Según normas europeas EN 12532 / EN 12533

SOP.ESTANCO
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125 52 4 115 50 229 135 x 110 105 x 80 13 x 11 112 162 500

160 62 4 135 53 229 135 x 110 105 x 80 13 x 11 133 162 600

200 62 5 145 55 229 135 x 110 105 x 80 13 x 11 155 162 700

250 77 5 172 67 229 135 x 110 105 x 80 13 x 11 192 259 800

Fork: Pressed steel 4 to 5 mm. thick. 

Watertight: Prevents dirt, water and humidity from  

entering the bearings. 

Rotating: Without central bolt. 

Protection: Balls in upper bearing. 

Bearing: Double row of balls sealed, with oiler. 

Total brake:  Simultaneous action over the wheel and the fork.

Finished: Shining Zinc Plated. 

Loads: from 500 to 800 Kgrs. 

Plate size: 135 x 110 mm. 

Manufactured:  In according standards European 

EN 12532 / EN 12533

https://rodavigo.net/es/c/almacenaje-y-movimiento/f/tecnitem
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