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 Similar in construction to ISO counterparts.

 Designed to ABMA standards.

 Inch bearing sizes identified by “I” in the part number.

https://rodavigo.net/es/c/rodamientos/f/timken

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



Bearing Number and Style(1) Bearing Dimensions
Fillet 

Radius 
(Max.)

r(2)

Backing 
Diameter

Load Rating
Geo-
metry 
Factor

Cg

Thermal  
Speed 
Ratings Weight

RU 
RIU

RN 
RIN

RJ 
RIJ

RF 
RIF

RT 
RIT

Bore
d

O.D.
D

Width
B

Shaft
ds

Housing
Ds

Static
Co

Dynamic
C1

(3)

Oil Grease
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105RU32 105RN32 105RJ32 105RF32 105RT32 640 471 0.115 2800 2500
4.1339 7.4803 2.5625 0.08 4.75 6.88 144000 106000 18.3

170RU51 170RN51 170RJ51 170RF51 170RT51 0.108 1600 1300
6.6929 10.4331 1.6535 0.10 7.26 9.69 117000 87800 18.8

170RU91 170RN91 170RJ91 170RF91 170RT91 1170 0.131 1500 1400
6.6929 10.4331 3.0000 0.10 7.38 9.75 264000 165000 35.5

170RU93 170RN93 170RJ93 170RF93 170RT93 0.156 1200 1100
6.6929 14.1732 5.5000 0.12 8.06 12.81 580000 410000 162.4

180RU51 180RN51 180RJ51 180RF51 180RT51 560 419 0.114 1500 1300
7.0866 11.0236 1.7323 0.10 7.72 10.34 126000 94200 22.7

180RU91 180RN91 180RJ91 180RF91 180RT91 1440 0.142 1400 1200
7.0866 11.0236 3.2500 0.10 7.75 10.31 323000 187000 42.9

190RU91 190RN91 190RJ91 190RF91 190RT91 1600 0.147 1300 1100
7.4803 11.8110 3.3750 0.10 8.25 11.06 360000 219000 52.5

190RU92 190RN92 190RJ92 190RF92 190RT92 1450 0.156 1200 1000
7.4803 13.3858 4.5000 0.12 8.56 12.28 497000 326000 104.2

200RU91 200RN91 200RJ91 200RF91 200RT91 1740 1060 0.151 1200 1000
7.8740 12.5984 3.5000 0.12 8.62 11.61 391000 239000 60.9

200RU92 200RN92 200RJ92 200RF92 200RT92 0.166 1000 940
7.8740 14.1732 4.7500 0.12 9.06 13.00 581000 366000 125.2

210RU92 210RN92 210RJ92 210RF92 210RT92 1740 0.167 1000 920
8.2677 14.9606 5.0000 0.12 9.44 13.78 593000 391000 145.8

220RU51 220RN51 220RJ51 220RF51 220RT51 0.133 1100 960
8.6614 13.7796 2.0079 0.10 9.59 12.84 187000 138000 43.2

220RU91 220RN91 220RJ91 220RF91 220RT91 0.162 1000 930
8.6614 13.7795 3.8750 0.10 9.42 12.78 470000 289000 82.9

220RU92 220RN92 220RJ92 220RF92 220RT92 0.180 880 810
8.6614 15.7480 5.2500 0.12 9.94 14.50 727000 452000 172.9

240RU91 240RN91 240RJ91 240RF91 240RT91 1580 0.178 880 790
9.4488 15.3543 4.2500 0.12 10.44 14.38 600000 355000 117.7

250RU91 250RN91 250RJ91 250RF91 250RT91 1680 0.180 850 770
9.8425 16.1417 4.3750 0.12 10.94 15.06 611000 377000 134.3

(1)The radial internal clearance (RIC) for the bearing assembly must be included when ordering the complete assembly.    
(2)Maximum shaft or housing fillet radius that bearing corners will clear.      
(3)Based on 1 x 106 revolutions L10 life, for the ISO life calculation method.   
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