
Spherical bearings with maintenance mm 

Standard series S S 
General mechanics 

Materials 

Notes 

Use 
- Usual, standard, general mechanics 

Slip contact 
-

Maintenance 
-

Cage: 
-
-

Bush: 
-

Spacers: 
-
-

By request: 
-
-
- Original lubricant - Molykote BR2 (see page 17) 

B 

d B C d k di D a" Basic static Weight 
Type H7 

0 
- 0,05 ±0.2 h6 loading Co 

(daN) (g) 

SS 2 2 4.8 3.6 6.00 3.60 9 16 660 3 
SS 3 3 6 4.5 7.93 5.18 12 15 1,090 4 
SS 4 4 7 5.25 9.52 6.46 14 14 1,530 6 
SS 5 5 8 6 11.11 7.71 16 13 2,040 9 
SS 6 6 9 6.75 12.70 8.96 18 13 2,620 12 
SS 8 8 12 9 15.88 10.40 22 14 4,370 24 
SS 10 10 14 10.5 19.05 12.92 26 14 6,120 38 
SS 12 12 16 12 22.23 15.43 30 13 8,160 57 
SS 14 14 19 13.5 25.40 16.86 34 16 10,490 83 
SS 16 16 21 15 28.58 19.39 38 15 13,120 110 
SS 18 18 23 16.5 31.75 21.89 42 15 16,030 150 
SS 20 20 25 18 34.92 24.38 46 15 19,230 200 
SS 22 22 28 20 38.10 25.84 50 15 23,320 250 
SS 25 25 31 22 42.85 29.60 56 15 28,850 360 
SS 30 30 37 25 50.80 34.80 66 17 38,860 570 
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unibal 

Stainless Steel Series SS..45 

Materials 

Notes 

Use 
- Difficult environments, washroom fittings, laboratories, etc.... 
- Exposure to weather, oxidising and corrosive environments (water, 

humidity, etc.) 

Slip contact 
-

Maintenance 
-

Cage: 
-

Bush : 
-

Spacers: 
-

By request: 
-
-
-
-

d B C d k di D a 0 Basic static Weight 
Type H7 

0 
- 0,05 ±0.2 h6 loading Co 

(daN) (g) 

SS 2 .45 2 4.8 3.6 6.00 3.60 9 16 370 3 
SS 3 .45 3 6 4.5 7.93 5.18 12 15 610 4 
SS 4 .45 4 7 5.25 9.52 6.46 14 14 850 6 
SS 5 .45 5 8 6 11.11 7.71 16 13 1,130 9 
SS 6 .45 6 9 6.75 12.70 8.96 18 13 1,460 12 
SS 8 .45 8 12 9 15.88 10.40 22 14 2,430 24 
SS 10 .45 10 14 10.5 19.05 12.92 26 14 3,400 38 
SS 12 .45 12 16 12 22.23 15.43 30 13 4,530 57 
SS 14 .45 14 19 13.5 25.40 16.86 34 16 5,830 83 
SS 16 .45 16 21 15 28.58 19.39 38 15 7,290 110 
SS 18 .45 18 23 16.5 31.75 21.89 42 15 8,910 150 
SS 20 .45 20 25 18 34.92 24.38 46 15 10,690 200 
SS 22 .45 22 28 20 38.10 25.84 50 15 12,950 250 
SS 25 .45 25 31 22 42.85 29.60 56 15 16,030 360 
SS 30 .45 30 37 25 50.80 34.80 66 17 21,590 570 
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Standard series SSA 

Dm bal 

Materials 

Notes 

Use 
- High stress applications, impacts, vibrations 

Slip contact 
-

Maintenance 
-

Cage: 

Bush: 

Size 2 to 16: steel C35Pb (1.0502), zinc chromated blue 
Size 18 to 50: steel Ck35 (1.1181), zinc chromated blue 

Bearing steel 100Cr6 (1.3505), hardened, chrome (size 4 to 20) 
If you also want a chromed bush on the sizes larger than 18, add the 
suffix .10. Example: SSA 22.10. This gives your part an admissible slip 
velocity higher than the SSA 22 standard version. 

By request: 
- Produced with reduced play 
- Original lubricant - Molykote BR2 (see page 17) 

B 

d B C d k di D a 0 Basic static Weight 
Type H7 

0 
- 0,05 ±0.2 h6 loading Co 

(daN) (g) 

SSA 2 2 4.8 3.6 6.00 3.60 9 16 660 3 
SSA 3 3 6 4.5 7.93 5.18 12 15 1,090 4 
SSA 4 4 7 5.25 9.52 6.46 14 14 1,530 6 
SSA 5 5 8 6 11.11 7.71 16 13 2,040 9 
SSA 6 6 9 6.75 12.70 8.96 18 13 2,620 12 
SSA 8 8 12 9 15.88 10.40 22 14 4,370 24 
SSA 10 10 14 10.5 19.05 12.92 26 14 6,120 38 
SSA 12 12 16 12 22.23 15.43 30 13 8,160 57 
SSA 14 14 19 13.5 25.40 16.86 34 16 10,490 83 
SSA 16 16 21 15 28.58 19.39 38 15 13,120 110 
SSA 18 18 23 16.5 31.75 21.89 42 15 14,700 150 
SSA 20 20 25 18 34.92 24.38 46 15 17,630 200 
SSA 22 22 28 20 38.10 25.84 50 15 21,370 250 
SSA 25 25 31 22 42.85 29.60 56 15 26,450 360 
SSA 30 30 37 25 50.80 34.80 66 17 35,600 570 
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Dm bal 

Stainless Steel Series 
SSA..45 

Materials 

Notes 

Use 
- High stress applications, impacts, vibrations 

Slip contact 
-

Maintenance 
-

Cage: 

- Stainless steel X1 OCrNiSI8-9 (1.4305) or X5CrNi18-10 (1.4301) 

Bush: 

- Stainless steel X46Cr13 (1.4034), hardened 

By request: 
-
-
-
-

0dk 

l 

0dk 

l 
•o S 

T 

C 

d B C d k di D a 0 Basic static Weight 

Type H7 
0 

- 0,05 ±0.2 h6 loading Co 
(daN) (g) 

SSA 3 .45 3 6 4.5 7.93 5.18 12 15 610 4 
SSA 4.45 4 7 5.25 9.52 6.46 14 14 850 6 
SSA 5 .45 5 8 6 11.11 7.71 16 13 1,130 9 
SSA 6 .45 6 9 6.75 12.70 8.96 18 13 1,460 12 
SSA 8 .45 8 12 9 15.88 10.40 22 14 2,430 24 
SSA 10 .45 10 14 10.5 19.05 12.92 26 14 3,400 38 
SSA 12 .45 12 16 12 22.23 15.43 30 13 4,530 57 
SSA 14 .45 14 19 13.5 25.40 16.86 34 16 5,830 83 
SSA 16 .45 16 21 15 28.58 19.39 38 15 7,290 110 
SSA 18 .45 18 23 16.5 31.75 21.89 42 15 8,910 150 
SSA 20 .45 20 25 18 34.92 24.38 46 15 10,690 200 
SSA 22 .45 22 28 20 38.10 25.84 50 15 12,950 250 
SSA 25 .45~ 25 31 22 42.85 29.60 56 15 16,030 360 
SSA 30 .45~ 30 37 25 50.80 34.80 66 17 21,590 570 
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Competition Series SSA..50 

ünibal 

Use 
- High stress applications, impacts, vibrations 
- Combined stresses, high static and dynamic loadings 

Slip contact 
-

Maintenance 
-

Special features 
-
-

Materials 

Cage: 
-

Bush: 
-

Notes 

By request: 
-
-
-

B 

Q 

0dk 
1 /TIT / 

0dk 

1 ii 

• voo-v> 

1 

c 

d B C d k di D a 0 Basic static Weight 

Type H7 
0 

- 0,05 
±0.2 loading Co 

(daN) (g) 

SSA 3 .50 3 6 4.5 7.93 5.18 12 15 2,100 4 
SSA 5 .50 5 8 6 11.11 7.71 16 13 3,920 9 
SSA 6 .50 6 9 6.75 12.70 8.96 18 13 5,040 12 
SSA 8 .50 8 12 9 15.88 10.40 22 14 8,410 24 
SSA 10 .50 10 14 10.5 19.05 12.92 26 14 11,770 38 
SSA 12 .50 12 16 12 22.23 15.43 30 13 15,690 57 
SSA 14 .50 14 19 13.5 25.40 16.86 34 16 20,170 83 
SSA 16 .50 16 21 15 28.58 19.39 38 15 25,220 110 
SSA 18 .50 18 23 16.5 31.75 21.89 42 15 30,810 150 
SSA 20 .50 20 25 18 34.92 24.38 46 15 36,970 200 
SSA 22 .50 22 28 20 38.10 25.84 50 15 44,820 250 
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ünibal 

Standard series S S E 
General mechanics 
Self-lubricated 

Use 

Materials 

Notes 

- High stress, maintenance-free applications 

- Use usual, general mechanics 

Slip contact 
- Uniflon® Type E / chrome steel bearing 

Maintenance 
-

Cage: 
-
-

Bush: 
-

By request: 
-
-

d B C d k di D a 0 Basic static Weight 

Type H7 
0 

- 0,05 ±0.2 h6 loading Co 
(daN) (g) 

SSE 3 3 6 4.5 7.93 5.18 12 15 1,090 4 
SSE 4 4 7 5.25 9.52 6.46 14 14 1,530 6 
SSE 5 5 8 6 11.11 7.71 16 13 2,040 9 
SSE 6 6 9 6.75 12.70 8.96 18 13 2,620 12 
SSE 8 8 12 9 15.88 10.40 22 14 4,370 24 
SSE 10 10 14 10.5 19.05 12.92 26 14 6,120 38 
SSE 12 12 16 12 22.23 15.43 30 13 8,160 57 
SSE 14 14 19 13.5 25.40 16.86 34 16 10,490 83 
SSE 16 16 21 15 28.58 19.39 38 15 13,120 110 
SSE 18 18 23 16.5 31.75 21.89 42 15 14,700 150 
SSE 20 20 25 18 34.92 24.38 46 15 17,630 200 
SSE 22 22 28 20 38.10 25.84 50 15 21,370 250 
SSE 25 25 31 22 42.85 29.60 56 15 26,450 360 
SSE 30 30 37 25 50.80 34.80 66 17 35,600 570 
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mm 

Stainless Steel Series 
SSE..45 

Materials 

Use 
- Difficult environments, washroom fittings, laboratories, etc... 
- Exposure to weather, oxidising and corrosive environments (water, 

humidity, etc.) 

Slip contact 
-

Maintenance 
-

Cage: 
- Stainless steel X1 OCrNiSI 8-9 (1.4305) 
- Uniflon® E 

Bush : 
-

d B C d k di D a" Basic static Weight 

Type H7 
0 

- 0,05 ±0.2 h6 loading Co 
(daN) (g) 

SSE 3 .45 3 6 4.5 7.93 5.18 12 15 610 4 
SSE 4.45" 4 7 5.25 9.52 6.46 14 14 850 6 
C Ç C C

 

A
C 

5 8 6 11.11 7.71 16 13 1,130 9 
SSE 6 .45 6 9 6.75 12.70 8.96 18 13 1,460 12 
SSE 8 .45 8 12 9 15.88 10.40 22 14 2,430 24 
SSE 10 .45 10 14 10.5 19.05 12.92 26 14 3,400 38 
SSE 12 .45 12 16 12 22.23 15.43 30 13 4,530 57 
SSE 14 .45 14 19 13.5 25.40 16.86 34 16 5,830 83 
SSE 16 .45 16 21 15 28.58 19.39 38 15 7,290 110 
SSE 18 .45 18 23 16.5 31.75 21.89 42 15 8,910 150 
SSE 20 .45 20 25 18 34.92 24.38 46 15 10,690 200 
SSE 22 .45 22 28 20 38.10 25.84 50 15 12,950 250 
SSE 25 .45 25 31 22 42.85 29.60 56 15 16,030 360 
SSE 30 .45 30 37 25 50.80 34.80 66 17 21,590 570 
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I © 

Competition Series SSE..50 

Materials 

Notes 

Use 
- High stress applications, impacts, vibrations 
- Combined stresses, high static and dynamic loadings 

Slip contact 
-

Maintenance 
-

Special features 
-
-

Cage: 
-
-

Bush : 
-

By request: 
-
-

d B C d k di D a 0 Basic static Weight 

Type H7 
0 

- 0,05 
±0.2 h6 loading Co 

(daN) (g) 

SSE 5 .50 5 8 6 11.11 7.71 16 13 3,920 9 
SSE 6 .50 6 9 6.75 12.70 8.96 18 13 5,040 12 
SSE 8 .50 8 12 9 15.88 10.40 22 14 8,410 24 
SSE 10 .50 10 14 10.5 19.05 12.92 26 14 11,770 38 
SSE 12 .50 12 16 12 22.23 15.43 30 13 15,690 57 
SSE 14 .50 14 19 13.5 25.40 16.86 34 16 20,170 83 
SSE 16 .50 16 21 15 28.58 19.39 38 15 25,220 110 
SSE 18 .50 18 23 16.5 31.75 21.89 42 15 30,810 150 
SSE 20 .50 20 25 18 34.92 24.38 46 15 36,970 200 
SSE 22 .50 22 28 20 38.10 25.84 50 15 44,820 250 
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