
Spool compact valves 
pilot and solenoid actuated 

G 1/8 - G 1/4 

Va lves s e r i e s " M E K " , in t r ie 5 /2 a n d 5 /3 p n e u m a t i c f u n c t i o n s , 
have b e e n rea l i zed w i t h c o m p a c t ove ra l l d i m e n s i o n s ye t 
a s s u r i n g h igh f l o w . T h e k i nd of c o n s t r u c t i o n is b a s e d on a 
b a l a n c e d s p o o l w i t h d y n a m i c sea l t h a n k s t o a n t i g l u e i n g m ix 
seá i s p o s i t i o n e d o n t h e s a m e s p o o l . In t h e s o l e n o i d c o n t r o l 
v e r s i ó n , s i ze G 1/8 s u p p o r t s 15 m m l o w a b s o r p t i o n d i r e c t a c t i n g 
s o l e n o i d v a l v e t y p e U M C S V , w h i l e s i ze G 1/4 s u p p o r t s b o t h 
15 t h a n 22 m m d i r e c t a c t i n g s o l e n o i d v a l v e t y p e C / U S C S V P 
w i t h s l e e v e 0 9 m m . T h i s s e r i e s of v a l v e s is p r e a r r a n g e d f o r 
m a n i f o l d m o u n t i n g w i t h f i x e d s t a t i o n s a n d w i t h c o n v e y e d in let 
and e x h a u s t s , by m e a n s of f r o n t a l s c r e w s . T h e b a s e s a re f i t f o r 
m o u n t i n g o n t o ra i l s a c c o r d i n g t o D IN 4 6 2 7 7 / 3 . 

T E C H N I C A L DATA 

Operating pressure Monostable: 2 8 bar 
Bistable: 1,5^8 bar 

Working temperatura 0v+60°C(-10°Cwith dryair) 
Fluid Filtered, unlubricated or continuous lubricated compressed air 
Port size G1/8-G1/4 
Pneumatic piloting 
port size 

M5 

Nominal diameter G1/8 = 5mm;G1/4 = 6,5mm 
Piloting solenoid valve UMCSV for G1/8 and G1/4 -see chapter Direct acting solenoid valves on page 2.3; 

C/USCSVP for G1/4 - see chapter Direct acting solenoid valves on pape 2.11 
Coil USB for G1/4-see chapter Coilson page 2.14 
Electric connectors MEK192/N for G1/8 and G1/4 with UMCSV; 

USR102/N9 for G1/4 with C/USCSVP 
See chapter Connectors on page 2.15 

M A T E R I A L S 

Bottoms Anodized aluminium alloy 
Body Anodized aluminium alloy 
Springs Stainless steel 
Seáis NBR rubber 
Spool Anodized aluminium alloy 
Pistón Anodized aluminium alloy 

S P A R E P A R T S 

Contact the commercial office 

F L O W C H A R T - M E K G 1/8 

F L O W C H A R T - M E K G 1/4 - 5 / 2 
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Operating pressure (bar) 
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G 1/8 - 5 PORT 

senes MEK 
Function 

Controls Response time at 6 bar (ms) Flow rate 
at6bar 

AP = 1 bar(NI/min) 
Weightfg) TYPE 

Pilot Return Energized De-energized 

Flow rate 
at6bar 

AP = 1 bar(NI/min) 
Weightfg) TYPE 

Pneumatic Mechanical 
spring 5 10 530 110 MEKCA8 KR/ZQ 

Pneumatic Mechanical 
spring 7 5 530 110 MEKCA8 KR/TQ 

Pneumatic Pneumatic 3 3 530 120 MEKCA8 KR/KR 

Pneumatic Mechanical 
spring 4 8 450 135 MEKCA8 SR/SR 

Pneumatic Mechanical 
spring 4 8 450 135 MEKCA8 AR/AR 

Pneumatic Mechanical 
spring 4 8 450 135 MEKCA8 PR/PR 

5/2 
monos table 

5/2 
bistable 

5/3 
closed centre 

5/3 
open centre 

5/3 
pressure centre 

M E K C A 8 K R / Z Q M E K C A 8 K R / T Q 

3 ü 1 • V 

12 

2 H0LES 03,5 

M5 17 N°2HOLES03,2 
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M E K C A 8 K R / K R M E K C A 8 S R / S R - M E K C A 8 A R / A R - M E K C A 8 P R / P R 
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Symbol Function 

Controls 

Pilot Return 

Solenoid Pneumomechan ¡cal 
spring 

Solenoid Pneumatic 
spring 

Solenoid 
pilot assisted 

Mechanical 
spring 

Solenoid Solenoid 

Solenoid 
pilot assisted 

Solenoid 
pilot assisted 

Solenoid Mechanical 
spring 

Solenoid 
pilot assisted 

Mechanical 
spring 

Solenoid Mechanical 
spring 

Solenoid 
pilot assisted 

Mechanical 
spring 

Solenoid Mechanical 
spring 

Solenoid 
pilot assisted 

Mechanical 
spring 

Response time at 6 bar (ms) 

Energized De-energized 

Flow rate 
at6bar 

AP = 1 bar(NI/min) 

Weight 
ía) TYPE* 

MEKCA8 KUC/ZQ 

5/2 
monostable 530 150 MEKCA8 KUC/TQ 

MEKCA8 KUR/ZQ 

MEKCA8 KUC/KUC 

5/2 
bistable 

MEKCA8 KUR/KUR 

MEKCA8 SUC/SUC 

5/3 
closed centre 

MEKCA8 SUR/SUR 

MEKCA8 AUC/AUC 

5/3 
open centre 

MEKCA8 AUR/AUR 

MEKCA8 PUC/PUC 

5/3 
pressure centre 

MEKCA8 PUR/PUR 

* SPECIFY THE VOLTAGE IN THE ORDER - E.G.: MEKCA8 KUC/ZQ 02400 
(TYPES OF THE SOLENOID VALVES INCLUDE THE PILOTING SOLENOID VALVES "UMCSV" - SEE ON PAGE 2.3) 

02400 = 24VDC 11050-60 = 110 VAC 
02450-60 = 24 VAC 22050-60 = 220 VAC 

M E K C A 8 K U C / Z Q M E K C A 8 K U C / T Q 
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G 1/8 - 5 PORT 

senes 
M E K C A 8 K U C / K U C 

MEK 
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B L A N K I N G PLATE - K I T / P C / M E K 8 

m u 
54 
35 

BLANKING PLATE IS SUPPLIED COMPLETE 
WITH SCREWS AND SEALS 

PLATE WITH PUSH-IN FITTING FOR PIPE 0 6 mm - KIT/IR/MEK8 

WEIGHT 15 g WEIGHT 45 g 
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G 1/4 - 5 PORT 

senes MEK 
PILOT ACTUATED VALVES G 1 / 4 

Function 

Controls Response time at 6 bar (ms) 

Pilot Return Energized De-energized 

Pneumatic Pneumomechanical 
spring 

7 3 

Pneumatic Pneumatic 5 5 

Pneumatic Mechanical 
spring 

5 15 

Pneumatic Mechanical 
spring 

5 15 

Pneumatic Mechanical 
spring 

5 15 

Flow rate 
at6bar 

AP = 1 bar(NI/min) 

Weight 
ía) TYPE 

5/2 
monostable 900 190 MEKCA4 KR/ZQ 

5/2 
bistable 

900 215 MEKCA4 KR/KR 

5/3 
closed centre 

5/3 
open centre 

5/3 
pressure centre 

M E K C A 4 K R / Z Q 

M E K C A 4 S R / S R - M E K C A 4 A R / A R - M E K C A 4 P R / P R 
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Symbol Function 

Controls 

Pilot Pilot 

Solenoid Pneumomechanical 
spring 

Solenoid 
pilot assisted 

Pneumomechanical 
spring pilot assisted 

Solenoid Solenoid 

Solenoid 
pilot assisted 

Solenoid 
pilot assisted 

Solenoid Mechanical 
spring 

Solenoid 
pilot assisted 

Mechanical 
spring 

Solenoid Mechanical 
spring 

Solenoid 
pilot assisted 

Mechanical 
spring 

Solenoid Mechanical 
spring 

Solenoid 
pilot assisted 

Mechanical 
spring 

Response time at 6 bar (ms) 

Energized De-energized 

Flow rate 
at6bar 

AP = 1 bar(NI/min) 

Weight 
ía) TYPE* 

MEKCA4 KUC/ZQ 

5/2 
monos table 

MEKCA4 KUR/ZQ 

MEKCA4 KUC/KUC 

5/2 
bistable 10 10 

MEKCA4 KUR/KUR 

MEKCA4 SUC/SUC 

5/3 
closed centre 

MEKCA4 SUR/SUR 

MEKCA4 AUC/AUC 

5/3 
open centre 12 30 600 315 

MEKCA4 AUR/AUR 

MEKCA4 PUC/PUC 

5/3 
pressure centre 

10 

MEKCA4 PUR/PUR 

* SPECIFY THE VOLTAGE IN THE ORDER - E.G.: MEKCA4 KUC/ZQ 02450-60 
TYPES OF THE SOLENOID VALVES INCLUDE THE PILOTING SOLENOID VALVES 

M E K C A 4 K U C / Z Q 

UMCSV" - SEE ON PAGE 2.3) 

M E K C A 4 K U R / Z Q 

02400 = 24VDC 11050-60 = 110 VAC 
02450-60 = 24 VAC 22050-60 = 220 VAC 
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S O L E N O I D A C T U A T E D V A L V E S W I T H S L E E V E 0 9 m m G 1/4 

Symbol Function 

Controls 

Pilot Retum 

Solenoid Pneumomechanical 
spring 

Solenoid 
pilot assisted 

Pneumomechanical 
spring pilot assisted 

Solenoid Solenoid 

Solenoid 
pilot assisted 

Solenoid 
pilot assisted 

Solenoid Mechanical 
spring 

Solenoid 
pilot assisted 

Mechanical 
spring 

Solenoid Mechanical 
spring 

Solenoid 
pilot assisted 

Mechanical 
spring 

Solenoid Mechanical 
spring 

Solenoid 
pilot assisted 

Mechanical 
spring 

Response time at 6 bar (ms) 

Energized De-energized 

Flow rate 
at6bar 

AP = 1 bar(NI/min) 

Weight 
ía) TYPE* 

5/2 
monostable 

MEKCA4 
KUCG/ZQ 

MEKCA4 
KURG/ZQ 

5/2 
bistable 

MEKCA4 
KUCG/KUCG 

MEKCA4 
KURG/KURG 

5/3 
closed centre 

MEKCA4 
SUCG/SUCG 

MEKCA4 
SURG/SURG 

5/3 
open centre 

30 600 280 

MEKCA4 
AUCG/AUCG 

MEKCA4 
AURG/AURG 

5/3 
pressure centre 

15 

MEKCA4 
PUCG/PUCG 

MEKCA4 
PURG/PURG 

' THE TYPES OF THE SOLENOID VALVES DO NOT INCLUDE COILS 

M E K C A 4 K U C G / Z Q M E K C A 4 K U R G / Z Q 
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