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+34 986 288118

Servicio de Att. al Cliente

Series UZ

Filler VZEG 1B =G WA e i ariiiiiin
Pressure reducer UZRR G 1/8 -G 1/4

Filter reducer UZRRM /F G 1/8-G 1/ ...........

Lubricator UZL G 1/8-G 1/4 ...

Soft - start valve UZAP G 1/4 ...

Shut - off valve UZVL. G 1/4.

Accessories for senes UZ ...

Filter reducer + lubncator G 1/8 -G 1/4....

Filter + reducer + lubncator G 1/8 - G 1/4.

Example of assembly UZ ............

Series EZ

Fiter EAF G3B -G 1/2-G 1....

Prassure reducer EZRR G 3/8 - G12—G1 .

fi
Filter reducer EZRR/FG3B-G12-G1.....

Lubncator EZL G3B -G 1/2-G 1 ceevea
Soft - start valve EZAPG3/B -G 1/2-G 1.

s page 4,18
e page 418
-page 4.20

Shut - off valve EZVLG3/8-G 1/2 -G

Accessories for series EZ.

422
4.22

Filter reducer + lubricator G 3

.-page 4.23

Filter + reducer + lubncator G 3/8

.page 424

Example of assembly EZ ...

Series MA

Air treatment aCCesSONes: PresSUre QAUGES .. ..cooiriirirsnrssssassssseressmserea
b= el

4.25

...page 4.28

Series PR

Air treatment accessones: digital/analog pressura switch senes PRDA ...

Air treatment accessories: diaphragm pressure switch series PRC-PRA....

Air treatment accessones: contacts exchange pressure swilch series PRCA

Air treatment

Poligono Indutrial O Rebulldn s/n. 36416 - Mos - Esparia - rodavigo@rodavigo.com


http://www.rodavigo.net
mailto:rodavigo@rodavigo.corn
mailto:rodavigo@rodavigo.com

: EOOAD, 6.1

RODAMIENTOS

www.rodavigo.net

+34 986 288118

Servicio de Att. al Cliente

Waircom air treatment:

overview

Before using the air as fiuid for

the majorily of the componenis
mentioned in the previcus chapters,
this must be property treaied;

Tor ihis reason Waircom oiiers these
two series of -l (filters, regulators
and lubnicators) with a range of sizes

that goes from G 18" tc G 1".

42

Besidas thess leading articies,

the f-r-| can be assembled with
soit start and shut-off valves.

Even the f-r-! units have their own
accessories (pressure gatges and

switches) that fulfil Waircom offer.

Air treatment

Poligono Indutrial O Rebulldn s/n. 36416 - Mos - Esparia - rodavigo@rodavigo.com
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Filters series "UZF" are produced with connections G 1/8 and G 1/4;
they are available with various degrees of filtration and with manual
or semi-automatic condensate drainage system. The techno-polymer
bowls can carry a metallic protection or being entirely metallic (without
visualization of level).

Ti6 bar

[Working temperaturs 0= +50 °C (10 °C with dry ar}

Fud Compressed ar

Port size G1B8-G14

[Vioid fraction 20 pm standard, 5 um and 40 pm on request
(Condenasts dranzge system | Manual or semi-automatic

Max concanssie ty | 9 cm3 ido not exceed the level gauge)
Tvpe of mounling Modudar, in-line and wall-mounting

[Wal damping soews Maxs0

TYPE | FA |WoGHT
40 UzZEs [GiB | oo
. 040 _ 27 UZFd | G4
- 30 Ll sa4
43 | 51

Aluminium alloy
Bowl Transparent techno-polymar with metallc protection or entirely
metallic bowl fwithout visualization of leveli on request,
Fitenng el t Sintered polyethylens
Seals NER rubber
Acetal resin

4

(3]

#2.—

Pressure drop (bar)

25 bar 4 bar 6.3 bar 8 bar
T F /
PSR I F
0 I 4 JUL ] /

1 Fill
/
/ FARRF.
I 17 A
11 I
‘Al F 1 F
LA |
JI 1 A
! ! I' J’
VT F
V74 "4 T
LA
LAV 7 I
AL I
T !
100 200 500 200 500 656 J0C 200 Geh (004 |1od

Flow rate at & bar fllimin}

Condensate drainage

8

/5 5pm

/40 40 B

PM  Mstslic protaction

Metallic protection

UZ/PM

Metallic bowd with manual drain UZ/TMAR
Metallic bowd with ssmi-automatic drain UZTM/RISS
Techno-polymer bowl with manual drain UZF/SG3
Techno-polymer bowl with semi-automatic crain UZF/SG/3/58
Hiter cariridge 5 pm UZF/SGN
Fliter cartridge 20 pm UZF/SG2
Fitter cartridge 40 um UZF/SG/A

Air treatment: filter UZF
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Reducers series "UZRR" are produced in two different models: type
UZRRH, fit for in-line cr panel mounting and UZRRM, fit for panel
mounting or modular assembly (with filter bricator).

Both the two models are available with different scales of regulation
and with connections G 1/8 and G 1/4.

Wmhhﬁnm 16 bar

ing temperature 0= +50 °C (10 °C with dry air}

Fuid Fitered, lubricated and unlubricated comp f air
Port size GiB-GiA

Pressure gauge port size G118

| Adusting range fbar) 02=-2-04-4-08:9-15=12

Type of mounting Moduar, in-ine, wall and pansl mounting

[l dlamping screws M50

[Body Aluminium alloy
TvpE ] WEGT Bl Transparant techno-polymer with metallio protection or entirely
UZRENE | G metalic bowd (without visualization of leval) on reguest
040  _ R Ritenng slement Srtered porous brorze
M30x1.5 0= [Seals NEF nubiber
I |Baffie Acetal resin
i Wik
é': 1
L] § 1
i T = ik
IN Q o 2 e (1™ oz ! ]
= [} 1@ s i T
= & | 1 3_ T 1 T
& 43 i, 73 i
La | Loz 5] o i
i -
= = i
£ 4l ] ==
g =
UZRRHB [ G 18 | .0 i Bt e
== | = UZRRH4 | G 1/4 ik
3ty L G S I ]
| U 59 100 150 200 250 300 350 400 450 500
ol
- Flow rate at 8 bar Nimin
| S
o |
. E
i i 3
IN =
L (@) s i~
= 1 ~ 1
L =
bt

Series

Mounting type
Size
Adjusting range

0.2+ 2bar . /5
/T og-oba Mn2

04+ 4bar
15+ 12bar

PS.: Redussrs can ba supplied without the relisving sl on raquest; the ssries becomes UZR..

UZRR/SG/6
UZR/SG/5

[Felievng kit agustment
|Nor-refieving kit adjustment

Air treatment: pressure reducer UZRR



http://www.rodavigo.net
mailto:rodavigo@rodavigo.corn
mailto:rodavigo@rodavigo.com

Filter reducer series "UZRRM /F", produced with connections G 1/8
and G 1/4, combine the characteristics of the filters and of the pressure
reducers series "UZ", thus optimising the overall dimensions.

|Maxinwm o 16 bar
[Working tempsrature 0 = +50 °C (10 °C with dry airj
Flad Comp d ar
Port size G1B8-G14
Fre gatigs por 528 518
Void fraction 20 pm standard, 5 pm and 40 pm on request
(Condensate drainage system | Manual or semi-automatic
Max. condensate capacity S cmi' ido not exceed the level gaugs)
[Adjusting range {bar} 02:2-04=4-08:9-15+12
ype of mounting Moduar, indine, wall and panel mounting
|Wal damping screws M50
Body Aburninium alloy
Bawl Transparent tecnnc-polymer with metallic protection or entrely
mataliic bowd {without visualization of level) on request
Fitaring &l it Sintered polysthyiens
Seals MNER rbbar
fore = 220 Bafils Acetal resin
_M30x1 5 L EEUER Cosna pio Erass, NER rfiter
" T i
5 fiEs] 1
— l____ T g
= = 2 @
= ”_"_'_4._-:! ) !
.30 %
8
m : -
e j{mn EE
i i i
g, | &s
88 £ =0
CONDENSATE DRAINAGE SYSTEM: MANUAL SEMFAUTOMATIC g £ —
s I I T I
0 5C 10 150 200 750 300 350 400 50 506

See series “UZP {on page 4.3) and “UZRR" (on page 4.4)

Flow rate at 8 bar (NKmin)

i O (] ] [ [

Series
Size
Adjusting range

Degree of filtration
Bowl
Condensate drainage system

/3 o02:2ba 5

0.4 +4bar
/7 og=gba A2 15:12ba
F5 sum F20 zoum
F40 so0pm
Trasparant PM  Metasic protection

/B8S  Semi-automatic

PS.: Fiters racucers can ke supplisd without the ralisving 33l on request, the series becomes UZRM..

Air treatment: filter reducer UZRRM /F
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Lubricators series "UZL" are produced with connections G 1/8 and
G 1/4; the techno-polymer bowls can carry a metallic ection or
being entirely metallic (without visualization of level). For a correct
lubrication it is advisable to set the drip rate in order to have a drop of
oil (WAIRSOL class 1S022) every 300 - 500 NI/min.

[Fevimum pressure | T6bar

[Working temy 0 ++80 °C (=10 °C with dry ainp

Puid Fhtared compressed air

Porl size GiB-Gi4

Bowl capacity 20 em3 (do not exceed the level gaugsl
Type of mounting Madular, in-ine and wall-mounting
[Wal ing saews M50

Aluminium alloy

) Z |
Ll a3 M5 |
lH - i 1 i
e o & J
= 3 ELON
= s
E —

95.5

Transparent techino-pofymer with metalc protection or entirely
metallic bowl (without visualization of level) on request

NER rubber

Acetal resin

02

i)

Prassure drop (bar)

Z5°bor 4 bor 63 bar B bor

]

i
Fi
/

/
Fi

J

i

F i V.
i i

4

e

My iy

- ‘.‘f‘\.‘:\‘g

A
=

7.

100 290 360 400 50D 500 700 £00 00 100

Flow rate at 8 bar fHlming

Transparsnt

PM  Metalic protaction

Metallic protection
Metallic bowl
Techno-polymer bowl
Clear flow indicator

UZ/PM
UZLTM

Air treatment: lubricator UZL
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with the F-R-L of series “UZ"™, yet assures the same functionality of
the soft-start valve above mentioned, and with the peculiarity of being
any kind of external pilot.

“automatic”, not needing

SOFT-START VALVE: soft-start valves series "UZAP" are produced with
connection G 1/4 in the pneumatic and solencid actuated versions. The
working of the soft-start valve consists in feeding gradually air into the
circuit with adjustable flow. When the pressure in the circuit reaches
the 50 + 60% of the upstream set pressure, the valve switches to full
capagcity, supplying the circuit with the maximum flow rate.

AUTOMATIC SOFT-START VALVE: this valve, produced with connection
G 1/4inthe 2/2 pneumatic

version, even if cannot be modular assembled

Maximum pressure

10 bar
ing temperature 0+ +50 °C (=10 "C with dry air}
Fitered, uniubricated or continucus Lbncatad compressed ar
Fort size G 14
Floting port size Gis
Flow rate at 6 bar AP=1bar | 500 NUmin { 750 Niimin for type UZAP/AL)
Max. flow rate of the 300 NUmin
ing screw ot
of mounting Moduar”, in-ine and wall-mounting ;
damping screws G0 Body Anodized aluminium alloy
Fioing soenaid valie CAISCOVE - 5= chacter Direcl acing s0EN00 vahes on page 211 [Sornas Stailess stedl
1Cail USE - ses chapter Cols on page 2.14 Pistons Anodized aluminium alloy
|Bsctric connector LISR 102/M2 - ses chapter Connectors on page 2,15 Fea}s NER rubber

el [ ][]

4 Gia

5
Series i
. - - - - S——
Pilot syst :
Size &Sl 8
AL
o - s 2f>
s
JEHD I
|
i
| . - WEIGHT 170 g

fri o T
A i U . =
= = = = E
IN g
I | 2 o
=lreqfe @t
il a =
=T = . T T
2HAES42. | | 3 _|s18 35 ]
153 2
5 L |
WEIGHT 365 g

s = L.

oL |ZHOLES

©
8

L% wEGHT400g

Air treatment: soft-start valve UZAP
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Shut - off valves series "UZVL" are

produced with connection G 1/4
and they are fit to be locked in the exhaust position by means of a
standard padlock.

h‘ AL UAIA —

[Working temperature 0= +50 °C (10 °C with dry air}

Fuad Fiterad, unbbricated o contnucus Libricated compresssd air
Port size G 14

Flow rate al 6 bar AP=1 Gar__| 1300 NUmin

Tvpe of mounting Maodular and in-ine

B2
= ]
e : o
L ZHOES 51 T |
N 3 s [&an |
= -t QO '=
;-_!l 13 ..'Alj
7 |
36 40
WEIGHT 150 g

Ancdized aluminium alloy
MNER nbber
Anodized aluminium alloy

WEIGHT 20 g

2htEsE2| |

l__Eﬁ_
©
o)

WEIGHT 20 ¢

Aszembly soraws FRaL UZ/svGh
Aszembly soraws Fel UzZ/svG2
Assembly screws FR+L+AP - ReL+AP UZAP/SNG

!Cta'nﬁng sorews F-FR-P-L-AP UZ/SNGR

Air treatment: shut - off valve UZVL and accessories



http://www.rodavigo.net
mailto:rodavigo@rodavigo.com

W 16 bar

ing temperature 0= +50 °C (10 °C with dry air}
Fuid Comp j ar

Port size GiB-Gik

P gaLge port se GiB

Flow rate at §bar AP=1bar | 260 NUmin

|¥¥al damping screws M0

oo

WEIGHT 415 g

Series
Size

Adjusting range

Degres of filtration
Lubrication

Bowl

Condensate drainage syst

/5 04+ 4dbar
A2 15212k

F20 20um

/PM  Matalic protaction

/3S  Somi-automatic

PS.: Fiters raducers + lubricators can be supplisd without the refieving sedl

on request; the series becomes UZRM...

Air treatment: filter reducer + lubricator series UZ
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W 16 bar
ing temperature 0= +50 °C (10 °C with dry air}

Fuid Con j air

Fort 526 GIB-G1

Pr gauge port size GiB

Flow rate at 6 bar AP=1bar | 220 NUmin

|¥¥al damping screws M0

120

1466 MAX.

Series
Size
Adjusting range

Degree of filtration

Lubrication
Bowl

/5

.MO 40 pm
T RRS osamy

RR7 08 9bar RR1215:12bar

/PM  Matalic protaction

Condensate drainage system

/3S  Semi-automatic

PS.: Rlters + raducers + lubricators can be supplied without the relieving seal on
requast: the adjusting range becomes "R [rather than "RR")

Air treatment: filter + reducer + lubricator series UZ
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Air treatment: example of assembly series UZ
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ﬁlan;senes EF'ampmdl.nedwﬂconnechonsGSIB,GifzandG 1
ﬂwymmﬂab&emthvamusdagmaso filtration and with manual,

or automatic condensate drainage

system (exoept

semi-automatic

the size G 3/8). The techno-polymer bowls have a metallic protection
as standard for the sizes G 1/2 and G 1, and made of glass stiffened
polyamide on request for the size G 3/8.

16 bar
0+ +30 °C (=10 °C with dry air}
Comp dar

G38-G12-Gi

G38-G 12 20 pmstandard, 5 pin or 40 pm on request
G 1: 40 um standard

(Condensate drainage system | G 3/8: Manual or semi-automatic
G 1/2 -G 1: Manusal, ssmi-automatic or automatic Body Aluminium aloy
Max. condansate capacity G38=23cm Sowt G 38 Trarsparart techno-polymer (protection mads of glass
G12=58cm stifansd polyamida on mgusst]
G1=105cm G 142 - G 1! Transparent techne-patymer with metalic
{do not exceed the level gaugs) protestion g8 standard
[Type of mounting Modutar, in-ing and wall-mounting Fltsring slemant G 3/8 -G 1/2; Sintsrad polysthylkns
Wal clamping scraws G 3B Maso G 1: Sintersd porus bronzs
G112 M0 Sacls NER rubber
G1: Mex2o Bafile Aicstal rasin

Presaure drop {fa)

Pressure drop (bar)

B

FARViEF,
A

ArAv.94
rd

P

AN

]

L

{5 1 i
| Eed TB60 | 1800, 1
e 01 500 108

Flow rate at 8 bat NUimin)

paiend 30l
27

¥5ter 4 bor 4.3 bor

it § :
) -
2 4 i
E -
o | Bm | iEe | G0 | a0
o sep &89 4695 B30
Flow rate at B bar NLmn}

Air treatment: filter EZF
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Series
Size

Degree of filtration
Bowl

Condensate drainage syst

* Available only for sizes 3 and 2
** Metallc s standard for sizes 2 and 1, made of glass stifened polyamide on request for size 3
= Available only for sizes 2-and 1

SIZE
3 Y. 1
Bowl protection EZ3/PM - EZ1/PM
echno-polymer bowl with ge system EZT/EE/SNT | EZTEZPNEMT | EZT/F175M
bowl vath semi frainage system” EZI/F355 | EZT/F2/OMISS EZTF1/5S
Techno-polymer bowl with Frainag ¥ - EZT/F2/OMISA EITF1/SA
Filter cartridge 5 pm EZ3/5 EZ2/5 -
[Fifter ige 20 pm EZ3/20 EZ2720 EZ1/20
Fifter carindge 40 pm EZ3/40 EZ27/40 EZ1/40
* The bowls size 2 are supplied with metallic protection as standard
i b8
S5M S5
CONDENSATE DRAINAGE SYSTEM: MANUAL - SEMIAUTOMATIC - AUTOMATIC
SIZ DA DB DC FA HA HB HC HD HE HF LA LB LC | WEIGHT
/.
3 45 G1/8 - G338 142 21 52 [ 146 - 55 50 40 390
2 5.5 043 @85 Gi2 158 26 55 85 170 188 85 65 49 415
1 66 G1/8 065 G1 218 31 76 ) 200 213 85 82 50 1815

Air treatment: filter EZF
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Pressure reducers series "EZRR" are produced with connections

G 3/8,G 1/2 and G 1; they are available with different scales of regulation

and can be supplied without the relieving seal on request.

|Maxinwm o 16 bar
[Working temperature 0 = +50 °C (10 °C with dry air}
Fud Fitered, lubricated and unlubncated compressed air
Port size G3B-G12-61
Pressure gauge por size 518
| Adjusting range (bar) 02<2-04=4-08=8
[ lype of mouning Modular, in-ine, wall and panel mounting
[¥al damping saews G338 Max60
G1/2: M3x70
G1:  Mox90

Body Aluminium alloy
Closing plug Brass, NEH rubber
Spring Stamless sted
Kok Acetal resin
Adjusting screw Brass

Draphragm Brass, metion

it =3 ; o . .
E — - 3 ! E
2| 1 I |
8 1 S a I |
— — - -
i - — : | £ ]
= — - I :
& = - - B D | |
=1 ¥ = | |
3 13 | 2 I 38 B |
¥ tis T I T i
S, T SE 3 L o e |
s I 1] . 17 .
£ 5 I g . i :
- 11 | @ |
i B — 5 - i
3 i £ |
& Es 2! 1 a ] I I i i i
[] 3 ] %3 1 P | 150 0] B0 W0 | 2808 | 3230 | 4060
158 450 =0 o R & a0 200 00 PE0D 3AOD
Flow rate at 8 bar (Nlmin) Flow rate at 8 bar (NUmin)

Pressure deop (har)

Fi

2'3@\"." 3004
S0 =D ot 50
Blow rate at 8 ber (NUmin)

il

Air treatment

: pressure reducer EZRR
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/3 o02=zbar
/7T os=s8bar

/5

04 +4bar

F5.: Recuicers can ba supplied without the relieving seal on requast; the serlss bacomes “EZR.."

| 'SPAREPARTS
Size
£ s Relieving Kit adjustment size 3 EZRRa/SG/6
Adjiesung rangs Relisving kit adjustment size 2 EZRR2/SG/E
Relieving kit adjustment size 1 EZRR1/5G/8
SIZE DA FA FB FC HA HB HC HD HE HF LA LB LC WEIGHT
(g |
3 45 G338 Maox1s | G1/8 99 21 48 [ 4 53 55 50 40 450
2 5.5 Gi2 |[MAx15 | Gi/8 127 26 55 85 7 10,5 g5 65 49 465
1 6.6 G1 - G1/8 194.5 31 76 g - 14 85 82 {20] 2385

Air treatment: pressure reducer EZRR
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Filters reducers series "EZRR/F", produced with connections G 3/8,
G 1/2 and G 1, combine the characteristics of the filters and of the
pressure reducers series "EZ", thus optimizing the overall dimensions.

16 bar
0 = +50 °C (-10 °C with dry air}
Comp dar

G3/8-G172 20um standard, 5pm and 40 um on request
G 1: 40 pm fard

G 3B Manual or ssmi-automatic

G 1/2 - G 1: Manusal. ssmi-automatic or automatic
G38=23cmd

G1/2=58 mc:mﬁ3
G1=105
g Body Aluminium alloy
eyt s ) g?;g_o‘,‘%fﬁrﬁ% ge} Bowl GS!'E:TranspmtecIMo-polynwr:pMe‘:tonmadeof
Sl mountng Wiodidar e, wal and pandl mouring gepclfensd pdpnilechugmaty. .
A S35 a0 G 1/2 - G 1: Transparent techno-polymer with metallic
G MaExTo protection as gtandard
1 MEx Ritenng slement G 3/8-G 1/2 Sntered palyethylens
— G 1: Sintered porus bronze
Seals NBR rubber
Baffls Acetal resin
Closing phug Brass, NBR rubber
l—gﬂ' Stamnlass steel
Knob Acetal resin
Brass
Brass, faction

51 : t
= .:"""--.. :
5
= ':5_...: L1
g ==

ar—— 19 i O
i | | {
g g i : -
- 3 T
5 1 = |
i ‘ |
£ - 5 - | !
— T T =
sk 1 1] 5 4
I |
4 3 i i
2 B EE 5 ~ |
& 3 E =
£ g =&
g < ot ‘ i
¥ |
B : i
t i i [=® 1 1 | i |
@ %00 W00 | 400 | a0 | %Em o [ LT T R T
&5 10 AC0  3EF 3600 800 1M 00 B0 4500
Flos: rate at 8 bar (Nimink Flow rate at 8 bar (Nliminj

Air treatment: filter reducer EZRR /F
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/3 o02:zber /5 04sdbar
7
Series
Size
Adjusting range
Degree of filtation
Bowl
Condensate drainage system
JSA Automatic™
* Pusilable cnly for sizes 3and 2
" Metallic as standard for sizes 2 and 1, mads of glass stiffened polvamide on request for sze 3
35 seriss "EZF™ (on paos 4.13) and "EZRR™ (o0 paga 4 15) = Myailable only for sizes 2 and 1
PS.: Flters reducers can be supplisd without the refieving seal on reguest: the series
becormes “EZR..."
SIZE DA DB DC FA FB FC HA HB HC HD
3 45 Gi/8 - G3/8 |M3xis| G1/8 193 21 52 6
2 55 04,3 065 | G2 |MA0xis | Gi/8 231 25 55 85
1 6,6 Gi/8 | 065 Gl - G178 337 31 76 E]
SIZE HE HF HG HH HI LA LB LC |WEIGHT
(g)
3 4 5] o9 197 - 55 50 40 550
2 7 10,6 127 242 240 65 85 42 810
1 - 14 1945 341 332 a5 82 50 2790

Air treatment: filter reducer EZRR /F
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G1/2and G 1; the t

Lubricators series "EZL" are produced with connections G 3/8,
bowls have a metallic protection

9chno—po[ymer t
as standard for the sizes G 1/2 and G 1, and made of glass stiffened
polyamide on request for the size G 3/8.
For a correct lubrication it is advisable to set the drip rate in order to
have a dm}p (WAIRSOL class 1S022) every 300 - 500 NI/min. (oil mist

Maximum p 16 bar . %
ing temperature 0 =+80 °C (10 °C wath dry ain ‘<r/'_
Phid Flktersed compressed air
Por sze GoB- Gl12-G1
Bowi capacity GaB=2ow
G12=76cm’
G1 =t60em VATER
(do not excead the level gaugs) = — —
[Type of mountng Moduar, in-ine and wal-mounting Body Aluminium alloy
[Wal damping screws G3/8 WxE0 Bowl G 3/8: Transparent techno-polymer (protection made of glass
G 12 Msx70 stiffened polyamide on reguest)
G1:  Medo G 1/2 - G 1: Transparert techno-polymer with metallic
Minimum striking fiow rate | G 3/8 = 25 Niimin protection as standard
G 1/2=25 Nimin Sedls NER rubber
G1 =50Nimin |Cenduits Acetal resin

Flot rate a1 8 bar {NUmi)

1 2Ser . Fibe
1 ] T TEFT ]
b ] T A T T
“HH FeaNy ANEE
053 ] T T —
=3 3 / 7 | =
= | F . &
i i F 7 1]
i / .4 Il
i ANA ¢ 1|
b | i /8 Al 1
a3} LA L
3 i AT /4
s i —F
_.:.: -
R
B !_l,'w:.-_

L3bar 4 bor B3 bar B Sor

Prassure drop thar)
8 R

o !
I |
| T {f
I 1
¥ i /
1L T L
If ! 1
I / 3
|
F il
ri ;
S, Fi
2/
’1"
AL N
FAVAP.~d
A
i
T { 1
| wee | 2000 | oo | 4000 | 5060
s 15000 500 3800 480

Flow rate at 8 bar (Niimirg

3 ¥4
= hY .4 Pl ¥
e W T2
3 R EE e
S
g 450 | 2300 £200 0
fi i} Bl £300 6300

Air treatment: lubricator EZL
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JCA Open slectric contact when oll is present with 2 wires cable 0.5 m length

jes | contact when cil is with 2 wires cable 0.5 m
Series /CC Closed dlectric | is present with cabl length
Size * Mstallic as standard for sizes 2 and 1, mads of glass stiffened polyamids on request for size 3
Bowil P2 Level gauge, in both the open and dosed eleciric contact, is fed with a voltage
range from 6 to 50 W
Level gauge

Lubricator bowl size 3 EZTA3
Lubricator bowl size 2° EZT/L2/PM
Lubricator bowl size 1 EZTAA
Lubricator bowl for level gauge size 3 EZTAL3/SLC
Lubsicator bowl for level gaugs size 2° EZTA2/PW/SLC
" Lubricator bow! for level gaugs size 1 EZTAV/SLC
Protection made of glass stiffsned nylon size 3 EZ3/PM
=> Metallic protection size 1 EZ1/PM
Lubricator clear cover size 3 EZL3/C
Lubwicator clear cover size 2 EZL2/C
Lubricator clear cover s2e 1 EZL1/C
Level gauge with open electric contact size 3 EZT/L3/SLA
Level gauge with open electric contact size 2° EZTAL2/PM/SLA
Lavel gaugs with opsn slectric contact size 1 EZT/AL1/SLA
* Bowle size 2 are supplied with the metallic protection as standard
SIZE DA FA HA HB HC HD HE LA LB LC WE@HT
3 45 G338 1575 21 52 G 121 55 50 40 370
2 55 G112 1867 26 55 8.5 1497 65 65 44 400
1 6,6 G1i 2435 31 76 = 20 85 a8z 60 1780

Air treatment: lubricator EZL
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Soft - start valves series

G 1/2 and G 1 in the pneumatic and solenoid actuated

"EZAP" are

with oonnac‘tinns G 3/8,

versions.

The working of the soft-start valves consists in feeding gradually air

into the circuit with adjustable flow. When the pressure in the circuit

reaches the 50 + 60% of

the upstream set pressure, the valve switches

to full capacity, supplying the circuit with the maximum flow rate.

Maxdimum pressire

10 bar
ing temperature 0= +50°C E10°C with dry air)
Fuid Fierad, unbibricated or continuous Libricated compressed air
Port size G38-G12-G1
Fowrate at Sbar AP=1bar | G 3/8 = 1000 Nl'min
G 1/2 = 1850 Niimin
G1 = 4000 Nimin
Max. flow rate of the G 38 = 400 N/min
ladusting screw of the G 1/2 = 500 Nmin
|filing time G1 =500 Niimin
of mounting Modular, inding and wall-maounting
clamping sorews G338 Mixt0
G1/2: M
Gl Mexdd ini
Pioting solencid valve C/USTEVR - 2ee chapter Dlract acing sclenoid valves an page 271 Springs Stairless steel
Cail LSE - ses chapter Cols on page 2.14 Hstons Alurninium alloy
Bactric « US 102/N8 - ses chapler Gonnectors on page 2. 15 [Sadls NER rubber

el 1] ]

Pilot system
Size

Air treatment: soft-start valve EZAP



http://www.rodavigo.net
http://r-lineardwal-r.iojr.thq
mailto:rodavigo@rodavigo.corn
mailto:rodavigo@rodavigo.com

ADJUSTING SCREW O
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SIZE DA DB FA FB FC FD FE HA HB HC

3 45 51 G3/g G/ - Ms G1i/3 88 288 56,5

2 5.5 65 Gi2 | 638 M6 ME G 1/8 825 35 71
SIZE HD HE LA LB LC LD LE LF  |WEIGHT

(g)
3 28,8 - 70 50 51,5 35 20 12 505
E 275 15 a5 55 2 a5 235 7 LS
A?_l JLISTING SCREW OF
THE PROGRESSVE Fn_N:)
i i

g - g
o —+ =z i
frr'd s ==
3|, 25N | 2
ji_ < @ o= g

=i o =

i 1 i o i

= 2HOLES "é‘_..._l..._

[ SIZE DA DB FA FE FC FD HA HE HC HD
3 45 5.1 G3B | Gi/B = ME 1225 28,8 56,5 28,8
2 59 6.5 G2 | Gas 55 W6 137 35 71 275

SIZE HE HF A LB Ic D LE F LG |WEIGHT |
(]
3 = 1155 70 50 15 35 20 12 765 540
z 15 126 F:ic) o5 [543 a5 735 7 a7 T020

= AOJUSTING SCREW OF il
o THE PROGHESSIVE AL ura\ i G138 =

3: o3| LN 5 | i 1553 S
1 b P ; =
h 9 = | 824318 1 @5 =
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Air treatment: soft-start valve EZAP
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Shut-offvalves series "EZVL" are produced with connections G3/8,
G 1/2 and G 1 and they are fit to be locked in the exhaust
position by means of a standard padlock.

15 bar
0= +50 °C {10 °C with dry air} :_[;5
Fitered. lubricated and unlubricated compressed air B9
G38-612-G1 :-I-'_/'"E
Flow rale al 6 bar AP=1 bar | G 28 = 2400 Nimin e |
G 1/2 = 3150 Nimin
G 1/2 = 4250 Nimin
[Tvpe of mounting Meoduar and in-line
"T-_"_m
= Anodized aluminium alloy %g—ﬂ HOLES B
i = i . &
NER nbber " . .-f%@g‘_T
Shder Encdized aluminium aloy S . {g - _;gl
! 1
ik e
s 3 T
A T
L. &8 La
TYPE | DA DB FA HA HB HC HD HE HF LA LB LC LD | WEIGHT
g |
EzvLa | 55 42 Gag 50 25 . 35 15 21 50 39 35 25 260
EQVL2 | &5 a2 Gi2 50 28 5 32 15 20 85 43 48 25 370
EALA | 6.1 42 Gi &0 30 = 34 15 22 80 &0 50 25 700

WEIGHT 110 g

WEIGHT 105 g

[ Assembly screws FRel EZ3/SVG EZ2/5VG EZI/SVG
[Assembly screws FR+L EZaova EZavia
Fasembly sorees oL Eaavar | SNV EhyEvan

WEIGHT 160 g

Asssmbly sorews FR AP - ReloAF | EZAPENG EZAP2/SVG | EZAP1SVG
screws FR+AP - R+AP EZAPZ/SVGA | EZAP2BVG/ | EZAP1/BVGA

|Assembly screws VL+F+R EZVLASVG EVI28VG |  EIVLIAVG

| Assembly screws VL+FR - VL+R EIVL3AVE | EAVL2/ABVGA | ERVL/BVGA

|Clamping screws F-FR-A-L-AP EZ/SVGP3 EZBVG/P2 EZ/SVG/P1

WEIGHT 420 g

Air treatment: shut-off valve EZVL and accessories
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[Maximumn pressure 16 bar

[Working temperature 0 = +50 “C (10 “C with dry ail
Fluid Compressed ar

Port size G38-G12-G1
Pressure gauge portsize | G 1/8

Flow rats at 8 bar AP = 1 bar

G 3/8 =680 NU/min
G 1/2 = 1200 Nimin
G 1/2 = 2300 NiVmin

Wl clamping screws

G 3/8; Maxg0
G120 M5x7o
G1: Mex301

SIZE | HA HB LA LB |WEIGHT
fa) |
3 193 52 107 50 940
2 281 55 130 65 1085
1 337 76 187 82 4695

e [ ]I

Series
Size

Adjusting range
Degree of filtration

Lubrication

Bowl

Condensate drainage sy

: ad) LCA oilmist, N.O. slsctric contact
LCC 0 mist, N.C. elactric contact

/SMMamal .
/SA Automatic™*

/SS Sami-automatic

* Available only for sizes 3and 2

** Metallic as standard for sizes 2 and 1, made of glass siffened polyamide on request for size 3
* Available only for sizes 2 and 1
P.5.: Rters raducers + lubricators can be supplied without the relisving sesl on
requast; the seriss becomes “EZR...”

Air treatment: filter reducer + lubricator
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W 16 bar

ing temperature 0= +50 °C (10 °C with dry air}

Fud Comp dar

Port size G3B-G12-G1

Pressure gauge port size GiB

Flow rate at 6 bar AP = 1 bar | G 3/8 = 680 N/min
G 1/2 = 1200 Nimin
G 1 =2300 Nimin

[Wal damping screws Gas: Maxso
G1/2: M5x70
G1:  Mex@o

'WEIGHT |
(g}
3 193 52 158 50 1260
2 pxj] 55 85 &5 1345
i 337 7 243 B2 5080

Senes
Size

Degree of filtration

Adjusting range
Lubrication

Bowl

Condensate drainage sy

/40 a0pm

.. z - RR5 o04:4bar
BRR7 0z 8bar

rrist(ad) LCA il mist, N0 dlactric contact
LCC 01 mist, N.C. dlactric contact

/SA Automatic™

* Available only for sizes 3 and 2

** Metallic as standerd for sizes 2 and 1, made of glass siiffened palyamide on reguest for size 3
“* Aysilable orly for sizes 2 and 1
P.S.: Filtars + recducers + lubricaters can be supplisd without the relisving sedl on
raquest; the adiusting range becomes “R" rather than “RR")

Air treatment: filter + reducer + lubricator
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Air treatment: example of assembly series EZ
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are avalailable in the versions: axial (MA},
and with bracket (MP), in the bore 40 -

Pressure gauges allow sensing the pressure in the pneumatic circuits.
Thayalesulabiah beappheddnacﬂyonhepmssumregulamror
for panel mounting
radial (MR), wrthﬂange(M
-63-100.

prassue O+1bar-O+4dbar-0-6bar-0+12bar o
temperature 0 = +70 *C {-20 "G with dry ain Case Tvpe MA - Black ABS
Puid Fitarad, unlubricatsd or continuous Iubricated comprasssd arr Type MR - Black ABS
[Acouracy . 1.6 (DIN 16005 EN 837-1) Tvpe MF - Black painted stesl
Dial J40-50-63- 100 Tupe MP - Galvanized steel
Port size G18-G14 Gauge crystal Kostil
Frang Tooe MA - Direct aaal mounting Port Brass
TipeMR - Direct radial mounting [Soing Copper
Twpe MF - Pand mounting with flange Movement Brass
Tipe MP - Panel mounting with brackst Dial Wnite AES

TYPE TWEIGHT] [WEIGHT]
G |A| C |Ch|E|O:1bar| Ozdbar | 0:6bar | 0= 12bar | (g G |A| C |Ch| E|O:1bar | Ozdbar | 0:6bar | 0+ 12bar | (o)
GiB|40 ]| 24 |12 |40] MA4A MA 44 MA4® | MA4A2 48 G1B[40 | 24 |12 | 37| MRaA IR 474 MR4%B | MR4A2 42
GiB|52| 28 |14 |52 MASA MASH MA 5B MASA2 75 Gi18|51| 28 |14 | 48] MR5A MR 54 MR 58 MR 5/12 &5
Gi4|63 [285(14 [54] MABH MABS MABE | MABMZ o G1/4 |63 | 205 |14 | 4] MREA IR &4 MR&E | MR&M2 ]
Gas|100]| 36 |17 |65 - - . MA10M2 | 230 Gag|100| 36 |17 |78 - - - MR 1042 | 230

G A B C Ch D E 3 H
G18 | 405 | 255 4 1 61 £l 40.5 386
G18 | 45 20 4 14 745 60 525 3.6
G14 | 465 20 55 14 847 75 637 38
Gas | & 20 5 7 132 18 | 1005 8

TYPE WEIGHT]

G D | O:1bar | O:d4bar | 0:6bar | 0:12Bar | (g}
Gi18 | 8l MF 474 MF 44 MF 48 MF4/12 B2
Gi1B | 745] MF5A MF 54 MF 5% MF5/12 120
G144 | 847 | MFEA MF 64 MF 68 MFE&/12 150
G38 | 132 = = = MF 10712 250

G A B c Ch D E F
Gis| 43 21 5 12 43 28 28
Gis | 46 23 ] 14 | 555 | 35 49
Gia | 48 23 5 14 | 638 | 43 59

TYPE WEIGHT]

G D [ O:ibar | Ozdbar [ 0:6bar | 0:12bar | (g}
G18| 43 WP 44 WP 454 MP4E | MP4/A2 82
G18| 555 MP 51 MP 54 MP 58 WP 5/12 120
G14| 838 MP &1 MP &4 IMP &/8 MP 812 150

Air treatment accessories: pressure gauges series MA
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This series of switches has been expressly designed for the pressure
detection of 2 wide range of fluids with elevate accuracy and resolution. This
series has both digital and/or analog outputs and an integrated display with a
frontal interface including three buttons to programme different functions {all
descrbedm&edocmmnhhmﬂmtgoeewiﬁheﬂam)mg%ich

- setting the unit of measurement of the pressurs;

- managing the outputs No.1 and No.2, dependlng on the set pressures.
This pressure switch, thanks to the very compact dimensions and to the 3 12
digit led display. is 2 very versatile item and suitable for the majority of the
applications with not corrosive and incombustible gases, and with air. It is
supplied completed with front protection cover and panel mounting system

[orking temperature 0=+50°C

(Operating/setting pressure | -1 = 10 bar (0 + 10 bar recommended)
Power supgly voltage 12 =24V DG, I'WIB[PPHO%orbss
Huad @, not ¢ and ncombustible gases
|Max. load cument 80 mA
| Average cument plion | 55 mA
Profection class P50
Response fime <25ms
[Display accuracy <+ 2%FES + 1 dgit with ambient of25:3°C |
Anaog output 1:5V<225% LR
Linearity analog output + 1%F5. Parts in contact with measured fluid | Carbon stesl
Display reschution 3 12 digit 7 segments LED {sampling frequency: 5 Hz) | ead wire S-conductors od-proof cable
|Switch output PNP. {HPN on requesty Bectic connections Brown: DG +
Uinit of measurement kPa, MPa, Bar Psi Blue: DG -
Hysteresis Manually adjustable between the 1 to 10% Black: OUT 1
of the rated pressure, or automatically aranged White: OUT 2
approdimately fo the 3% FS. Crange: Analog output

31 38.5

G 1/8

16.7

i l[r
WEIGHT 135 g

o

K
bl

|

MAIN GIRCUIT |

the made or st value

Air treatment accessories: pressure switches series PR
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48V AC -DC |Body Brass
Max._switched current 054 Dia FPH (Viton@)
Max. flud temperature 80 =120°C Fixed contact Sdver
|Adjusting range 1 =10 bar |Moving contact Phicsphorous bronze with silver corfact
Eaﬁcmumm 80 bar
[Tolerance al 20°C 05
Max. number of insertions 200 per minute

WEIGHT 70 g WEIGHT 15 ¢ WEIGHT 15 g
Symbol N.C. Size K] 53 TYPE
a8 10 51 PRCA
o[ [ M IO o
Symbol N.O. Size 5] [ TYPE |
Gis 0 51 PRES
m Ga 2 = A

Air treatment accessories: pressure switches series PR
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Max. switched current 5A

hax. fiud temperature 100°C

Protection dass P65

|Adjusting range 0,5 10 bar

[Static overp 150 bar

Tolerance at 200C 02

Differential 15 - 30% of setfing valus
Rax. number of nsert 200 per mnute
Connector fincluded) ULR4P

Body Passivated stesl
Hecinic box Ancdized aluminium alloy
Diaphragm FPM (Viton®)

Air treatment accessories: pressure switches series PR

s T
WEIGHT 180 g
Symbol N.C./ N.O. Size L1 L2 L3 TYPE*
m Gia 10 56 74 PRCAS
! - Gia 12 53 76 PRCA4
*These switches can rotate of 360°
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