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Servicio de Att. al Cliente

Hand/Foot-Operated Grease Pumps

Grease Bucket Pump EXS Series LI

Ready-to-assemble economical series. The small package can reduce shipping cost.
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Specifications
Capacity Discharge [Discharge Volume]  Stroke Weight .
Model No.|  Model (L) |Pressure (N?Pa) per Stroke (g) |Length (mm) (kgg) Standard Accessories
800601 SK-G Grease Nozzlg:+++++-+xwex 1
= 880624 SK-77EXS S L B g s Py 250 o5 38-43 | 96 | 595046 SK-2M Grease Hose 2M--- - 1
Grease Bucket Pump L[
Follower plate is equipped with SK-55 and SK-77 as standard.
Compact SK-8 is suitable for filed lubrication work.
Installation Dimensions
When refilling the dard Whenfitting inds of g
grease container. pail (except SK-8and HPG-50).
j""-"

880307 SK-55 880308 SK-77 -
HPG-50
Specifications proaI
Capacity|  Discharge Stroke Weight .
Model No.| Model (L) |Pressure (MPa)| Length (mm)| (kg) Standard Accessories
800601 SK-G Grease Nozzlg:««---+++=+ee+
880307 | SK-55| 20 25.0 50.0 8.7 | 695046 SK-2M Grease Hose 2M: -
801426 Follower Plate:«««+-svrrimrerieeees
800601 SK-G Grease Nozzlg:«:+-«:+eueeeee 1 L
695046 SK-2M Grease Hose 2M: - ] "
880308 | SK-77| 20 5.0 50.0 115 801426 Follower Plate---«-------- | 851003 S-20 Replacement Hoses
851003 S_20 DO"y ................................. 1 Optional Accessories
Model No.| Model Description Fits Model
= 800601 SK-G Grease Nozzle:::- Vo]
880194 | SK-8| 10 25.0 6 | 505046 SK-2M Grease Hose 2M.-- 1 851003 |  S-20 Dolly SK-55, SK-77
695046 | SK-2M | Grease Hose 2M Max 18MPa |SK-55, SK-77, SK-77EXS, SK-8
ol 695271 Grease Hose 1.5M: 1 695100 | SK-3M | Grease Hose 3M Max 18MPa |SK-55, SK-77, SK-77EXS, SK-8
880276 HPG-50, 10 25.0 9 1 3 3 2
804911 CNP-2 Steel Extension-:-- o= 695102 | SK-5M | Grease Hose 5M Max 18MPa | SK-55, SK-77, SK-77EXS, SK-8

Foot Operated Grease Pump Grease Lock Coupler
Hands-free, waste free and mess free greasing! Easy coupling - Leak proof greasing - Easy release!

\ 686830 GLC-70 s S

Pressure et Specifications NEARAT Easy connect and disconnect

[Model No.| Model | Operaling | Connecion | Dimensions(m) | Weight to/from grease fitting,

| 686830 |GLC-70| 69MPa | Rot/8" | L89.6x016 | 100g. by operating the lever.

All the pressure in the hose
is released into the bucket

686833 FB-8

by hooking up the foot pedal. Micro®hose type
Speciﬁcations Model No.| Model Specifications /
Model No.| Model |Capacity |Dischargesstroke| Discharge press Hose Dimensions(mm) Weight 805177 | SPK-500S |500mm(Micro® hose connection R1/87) W
686833 | FB-8 8L 2.7mL 69MPa | 1/4"x2M |L450xW239xH452 | 8.6kg 805178 |SPK-10008S | 1000mm(Micro®hose connection R1/8"),  §pK-500S/10005/1500S
805252 |SPK-15008 | 1500mm(Micro®hose connection R1/8")|
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