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PUMP.NIPPLE-A-G1/4-G1/8 PUMP.NIPPLE-A-G3/4-G1/8

PUMP.NIPPLE-B-G1/4-G1/8 PUMP.NIPPLE-B-G3/4-G1/8

PUMP.NIPPLE-A-G1/4-G1/2 PUMP.NIPPLE-A-G3/4-G1/4

PUMP.NIPPLE-B-G1/4-G1/2 PUMP.NIPPLE-B-G3/4-G1/4

PUMP.NIPPLE-A-G1/4-G3/4 PUMP.NIPPLE-A-G3/4-G3/8

PUMP.NIPPLE-B-G1/4-G3/4 PUMP.NIPPLE-B-G3/4-G3/8

PUMP.NIPPLE-A-G1/4-M14 PUMP.NIPPLE-A-M18X1,5-G1/4

PUMP.NIPPLE-B-G1/4-M14 PUMP.NIPPLE-A-M18X1,5-G3/8

PUMP.NIPPLE-A-G1/4-M18X1,5 PUMP.NIPPLE-A-M18X1,5-G3/8

PUMP.NIPPLE-A-G3/8-G1/4

PUMP.NIPPLE-B-G3/8-G1/4

Piezas de conexión, accesorios

Reductores y adaptadores

Ejecución A

® Ejecución B

Figura 3
Reductores y adaptadores

Reductores y adaptadores
disponibles

Adaptadores
disponibles

Para los equipos de montaje y desmontaje hidráulico están
disponibles diversas piezas de conexión y accesorios.

Las roscas de los reductores y adaptadores coinciden con las de los
tubos y tubos flexibles de alta presión,figura 3 ytablas.
Los reductores y adaptadores de ejecución A (con anillo obturador)
son adecuados para presiones hasta 800 bar,figura 3.
La ejecución B (con filo obturador) es adecuada para presiones
hasta 2 500 bar,figura 3.
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PUMP.ADAPTER-A-G3/4

PUMP.ADAPTER-B-G3/4
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