Guia lineal HIWIN.

HGW-CC
HGW-HC

Maximo momento Peso
Dimensiones, Medidas de patin (mm) " : estatico
de montaje Medidas de rail (mm)
(mm)
HGW15CC| 24|43 16 | 47 [ 38 | 4.5] 30 [39.4] 61.4 [53| M5 | 6 |8.916.95(45]55] 15 [15]7.5]53]4.5]60 |20 | M4x16 | 11380 | 25310 | 170 | 150 [ 150 | 0.17 [1.45
HeW20CC 505 77.5 17750 | 37840 | 380 | 270 | 270 | 0.51
HGW20HC 30(4.6(21.5( 63535 | 5 | 40 12| M6 | 8 |10195| 6 | 7 |20 [17.5/9.5(85] 6 | 60 | 20 | M5x16 221
652 90.3 21180 | 48840 | 480 | 470 | 470 | 0.52
HoW25¢CC 58 | 83 26480 [ 56190 | 640 | 510 [ 510 | 0.78
HGW25HC 36(5.5]23.5| 70 | 57 | 6.5 | 45 121M8| 8 141106923219 ]7]60]20| M6x20 391
78.6 1103.6 32750 | 76000 | 870 | 880 [ 880 | 0.80
HeW30cC 70 | 974 38740 | 83060 | 1060 | 850 | 850 | 1.42
HOW30HC 4216131191729 |52 12 [M10| 8516 | 10 [ 6.5]10.8] 28 [ 26 |14 [12] 9 | 80 | 20 | M8x25 447
93 11204 47270 [110130( 1400 | 1470 | 1470 | 1.44
HGW35CC 80 |112.4 49520 {102870] 1730 | 1200 | 1200 | 2.03
HGW35HC 48(7.5] 33 11001 82| 9 | 62 12 IM10{101] 18 | 13 | 9 |12.6] 34 [ 29 |14 12] 9 | 80| 20 | M8x25 6.3
105.8] 138.2 60210 [136310] 2290 | 2080 | 2080 | 2.06
HGWA5CC 97 | 138 77570 [155930] 3010 | 2350 | 2350 | 3.54
HGWA5HC 60(9.5]37.5]1201100| 10 | 80 12.9\M12 11511 22 | 15 | 8.5 [20.5 45 | 38 [ 20 | 17 | 14 105 |22.5| M12x35 10.41
128.8(169.8 94540 (207120 4000 | 4070 [ 4070 | 3.69
HoW55CC 117.7(165.7 114440(227810] 5660 | 4060 | 4060 | 5.38
HGW55HC 70(13143.511401116| 12 | 95 12.9\M14117.5126.5( 17 | 12 [ 19| 53 | 44 {23120 [ 16 {120 30 | M14x45 15.08
155.8(203.8 139350[301260( 7490 | 7010 | 7010 | 5.96
HGWB5CC 144.2(198.2 163630(324710{10020] 6440 | 6440 | 9.17
HOWE5HC 90| 15 [53.5[170 (142 14 {110 12.9|M16( 25 [37.5[ 23 | 15[ 15| 63 |53 [ 26|22 [ 18 [150 35 [M16x50 2118
203.6{257.6 208360]457150{14150111120(11120] 12.89

245



