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BEARINGS

Yoke Rollers
Cylindrical and Crowned 0.D.

Series Y, Y--L

with
Glide-A-Seal®

without
seal

Nominal
Size

PART NUMBER ROLLER
d

INSIDE DIAMETER B
Overall
Width
+.005
- .010

H
Oil

Hole
Without
Seals

With
Seals

Sealed &
Crowned

0.0.

D
+.000
- .001

B1

+.000
- .005

CR
Crown
Radius Nom. Min. Max.

3/4 Y 24 Y 24 L CY 24 L .750 .500 10 1/4 .2496 .2502 .5625 .093

7/8 Y 28 Y 28 L CY 28 L .875 .500 10 1/4 .2496 .2502 .5625 .093

1 Y 32 Y 32 L CY 32 L 1.000 .625 12 5/16 .3121 .3127 .6875 .093

1 1/8 Y 36 Y 36 L CY 36 L 1.125 .625 12 5/16 .3121 .3127 .6875 .093

1 1/4 Y 40 Y 40 L CY 40 L 1.250 .750 14 3/8 .3746 .3752 .8125 .093

1 3/8 Y 44 Y 44 L CY 44 L 1.375 .750 14 3/8 .3746 .3752 .8125 .093

1 1/2 Y 48 Y 48 L CY 48 L 1.500 .875 20 7/16 .4371 .4377 .9375 .093

1 5/8 Y 52 Y 52 L CY 52 L 1.625 .875 20 7/16 .4371 .4377 .9375 .093

1 3/4 Y 56 Y 56 L CY 56 L 1.750 1.000 20 1/2 .4996 .5002 1.0625 .093

1 7/8 Y 60 Y 60 L CY 60 L 1.875 1.000 20 1/2 .4996 .5002 1.0625 .093

2 Y 64 Y 64 L CY 64 L 2.000 1.250 24 5/8 .6246 .6252 1.3125 .093

2 1/4 Y 72 Y 72 L CY 72 L 2.250 1.250 24 5/8 .6246 .6252 1.3125 .093

2 1/2 Y 80 Y 80 L CY 80 L 2.500 1.500 30 3/4 .7496 .7502 1.5625 .125

2 3/4 Y 88 Y 88 L CY 88 L 2.750 1.500 30 3/4 .7496 .7502 1.5625 .125

3 Y 96 Y 96 L CY 96 L 3.000 1.750 30 1 .9995 1.0001 1.8125 .125

3 1/4 Y 104 Y 104 L CY 104 L 3.250 1.750 30 1 .9995 1.0001 1.8125 .125

3 1/2 Y 112 Y 112 L CY 112 L 3.500 2.000 30 1 1/8 1.1245 1.1251 2.0625 .125

4 Y 128 Y 128 L CY 128 L 4.000 2.250 30 1 1/4 1.2495 1.2501 2.3125 .125

5 Y 160 Y 160 L CY 160 L 5.000 2.750 48 1 3/4 1.7495 1.7501 2.8750 .187

6 Y 192 Y 192 L CY 192 L 6.000 3.250 56 2 1/4 2.2495 2.2501 3.3750 .187

7 Y 224 Y 224 L CY 224 L 7.000 3.750 60 2 3/4 2.7495 2.7501 3.8750 .187

All dimensions are in inches.

Axial clamping of the inner ring is recommended.
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