G’SL

TAPERED ROLLER BEARINGS

single row

Basic Load Limited Speed Bearing Designation
Ratings for Lubrication
d D B C T Ts | Tos | TPas a GH G PSL 1ISO e Y Y

with
min [ min | min dyn. stat. grease| oil ANSI/ABMA 19.2.")
[mm] [kN] [min"] k]
682.625 | 1080 195 142 200 12 |12 15 |21 6970 | 12760 180 260 | PSL 612-336 1318 0.43 | 1.40 | 0.77
749.3 | 9906 | 160.338| 123 |1595 | 6.4| 64| 15 |165 | 5100 | 11305 180 260 |PSL612-312  LM283649-LM283610| 325 033 | 1.8 [0.99
759.925 | 889 88.9 72 889 | 33|33 | 15 [1232| 2010 | 6240 200 280 | PSL612-334  L183448-L183410 2.3 0.31 | 1.97 | 1.08
815 1124 178 130 178 64| 64| 15 (2073 | 6780 | 13350 150 220 | PSL612-311 504 0.41 | 1.48 | 0.81
1095.375| 1276.35 | 133.35 | 114.3 [133.35 | 6.4| 6.4 | 15 |169.6 | 4260 | 14645 100 150 | PSL612-308  NP407078-NP630637| 292 0.28 | 217 | 119
1098.55 | 1276.35 | 133.35 | 114.3 |133.35 | 6.4| 6.4 | 15 |169.6| 4260 | 14645 100 150 | PSL612-307  NP761119-NP630637 | 281 028 | 217 | 119

1) Boundary dimensions comply with the standard ANSI/ABMA 19.2.
Different internal design.
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Bearing Arrangement

2 1«

Ka

Abutment and Fillet Dimensions

d

682.625
749.3
759.925
815
1095.375
1098.55

da
max

762
799
786
872
1130
1130

dy
min

727
780
774
845
1135
1135
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a

951
910
855
1023
1225
1225

D
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a

[mm]
1036
960
875
1094
1240
1240
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1026
957
876

1086

1255

1255
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