Load Runners

IDLER - ROLLERS

®

INTERNATIONAL

Flanged-Stud Style

¢ radial and thrust loads
e easy to install
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HPJ-26 097 382-9907 26 20 35 5 10 23 13 M10x1 13,1 08 10,02 0,11 BB 1060 2790 1000 650 1720 1350 1560 900 8700 2090
HPJ-30 097 383-9907 30 20 40 5 12 25 14 M12x1,5 15,9 038 12,02 0,14 BB 1060 2790 1000 650 1720 1350 1560 900 8700 2090
HPJ-32 097 384-9907 32 22 42 5 12 25 14 M12x1,5 15,9 038 12,02 0,17 BB 2290 6000 2680 1410 3700 1950 2950 1670 14400 2090
HPJ-35 097 385-9907 35 22 46 5 16 325 18 M16x1,5 19,1 038 16,02 0,20 BB 2290 6000 2680 1410 3700 1950 2950 1670 14400 2090
HPJ-40 095 410-9907 40 30 54 88 14 40 26 M14 18 1,6 14,02 0,33 BB 4670 12 200 4900 2890 7560 2650 5000 3320 25470 2090
HPJ-40-1 095 409-9907 40 216 54 18 18 36,5 19 M18x1,5 22 1,6 18,02 0,24 BB 4670 12 200 4900 2890 7560 2650 5000 3320 25470 2090
HPJ-47 095 411-9907 47 21,6 61 18 20 40,5 21 M20x1,5 25,5 1,6 20,02 047 BB 4670 12 200 4900 2890 7560 2650 5000 3320 25470 2090
HPJ-50 095 415-9907 50 40 68 14,0 16 50 35 M16 23 1,6 16,02 0,70 BB 6450 17 000 7200 4030 10 600 3050 6860 5000 45760 4050
HPJ-52 095 413-9907 52 336 66 10,8 20 40,5 21 M20x1,5 255 1,6 20,02 0,83 BB 6450 17 000 7200 4030 10 600 3050 11110 7810 51750 4050
HPJ-62 095 420-9907 62 44 78 14,0 24 58 35 M24 32 1,6 24,02 1,21 BB 8800 23100 10 100 5400 14 200 6850 12 280 8740 64 850 5960
HPJ-62-2 095 418-9907 62 44 78 14,0 24 49,5 25 M24x1,5 32 16 24,02 1,21 BB 8800 23100 10 100 5400 14 200 6850 12 280 8740 64 850 5960
HPJ-72 095 422-9907 72 44 90 14,0 24 49,5 25 M24x1,5 32 1,6 24,02 1,28 TRB 20 330 48 400 33 950 7520 17 840 20330 20 820 15 250 101 860 =
HPJ-76 095 427-9907 76 52 98 14,0 30 69,5 40 M30 445 1,6 30,02 2,11 TRB 26 700 63 600 89 000 10 800 25700 53 400 37 000 25 880 160 520 =
HPJ-80 095 429-9907 80 52 102 14,0 30 69,5 40 M30 44,5 1,6 30,02 241 TRB 26 700 63 600 89 000 10 800 25700 53 400 37000 25 880 160 520 -
HPJ-85 095 430-9907 85 52 107 14,0 30 69,5 40 M30 445 1,6 30,02 2,75 TRB 26 700 63 600 89 000 10 800 25700 53 400 37 000 25 880 160 520 -
HPJ-90 095 431-9907 90 52 112 14,0 30 69,5 40 M30 445 1,6 30,02 2,98 TRB 26 700 63 600 89 000 10 800 25700 53 400 37000 25 880 160 520 -
HPJ-100 095 435-9907 100 52 125 14,0 30 80 50 M30 44,5 1,6 30,02 3,70 TRB 26 700 63 600 89 000 10 800 25700 53 400 37 000 25 880 160 520 -
HPJ-100-1 095 434-9907 100 52 125 14,0 30 69,5 40 M30 445 1,6 30,02 3,52 TRB 26 700 63 600 89 000 10 800 25700 53 400 37 000 25 880 160 520 e
HPJ-125 095 440-9907 125 76 148 18,0 48 105 60 M43 82,5 1,6 48,02 8,86 TRB 62 200 148 100 230 800 24 600 58 500 144 600 105 750 69 000 411 800 =
HPJ-150 095 441-9907 150 76 173 18,3 64 140 82 Me64 82,5 1,6 64,02 13,07 TRB 67 000 159 000 251000 26 500 63 000 147 000 247 430 160 830 720 500 -
HPJ-200 095 443-9907 200 76 223 18,3 64 140 82 M64 82,5 1,6 64,02 20,37 TRB 67 000 159 000 251000 26 500 63 000 147 000 247 430 160 830 720 500 -
Other dimensions available on request. * Lock washer and jam nut available at additional cost.
* For stud hex socket size, see page 45. - For Size see ,N” dimension.
Lock washer and jam nut available at additional cost. Metrlc
For size see “N” dimension. |
For special features and custom design considerations, see page 39. S Izes ( m m)
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