
Loaci Runncri

PLR1 097 318-9907 1,000

PLR1 -1/8 097 319-9907 1,125

PLR1 -1/4 097 320-9907 1,250

PLR1 -3/8 097 321-9907 1,375

PLR 1-1/2 095 086-9907 1,500

PLR-1-3/4 095 112-9907 1,750

PLR-1-3/4-5 095 115-9907 1,750

PLR-2 095 125-9907 2,000

PLR-2-3 095 126-9907 2,000

PLR-2-1/4 095 152-9907 2,250

PLR-2-1/2 095 160-9907 2,500

PLR-2-1/2-10 095 164-9907 2,500

PLR-2-1/2-16 095 165-9907 2,500

PLR-2-3/4 095 190-9907 2,750

PLR-3 095 200-9907 3,000

PLR-3-1/4 095 245-9907 3,250

PLR-3-1/2 095 248-9907 3,500

PLR-4 095 268-9907 4,000

PLR-4-1/2 095 304-9907 4,500

PLR-5 095 323-9907 5,000

PLR-6 095 353-9907 6,000

PLR-7 095 374-9907 7,000

PLR-8 095 386-9907 8,000

PLR-10 095 398-9907 10,000

PLR-10-1 095 399-9907 10,000

Plain-Stud Style

• radial and thrust loads
• easy to install

Part No.
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EDP No.

IDLER - ROLLERS

Roller Dia.

+0,000
-0,001

Roller
Width

0,781

0,781

0,844

0,844

1,187

1,187

1,437

1,687

1,375

1,687

1,687

1,812

1,812

1,687

2,000

2,000

2,000

2,000

2,000

3,000

3,000

3,000

3,000

3,000

5,000

Stud Dia.

+0,000
-0,001

0,437

0,437

0,500

0,500

0,625

0,750

0,500

0,875

0,875

0,875

1,000

1,000

1,000

1,000

1,250

1,250

1,250

1,250

1,250

2,000

2,500

2,500

2,500

2,500

4,250

Stud
Length

1,000

1,000

1,250

1,250

1,500

1,750

0,875

2,000

2,000

2,000

2,250

2,250

2,250

2,250

2,500

2,500

2,750

2,750

2,750

4,500

5,500

5,500

5,500

5,500

9,000

Other dimensions available on request.
* For stud hex socket size, see page 45.

Lock washer and jam nut available at additional cost.
For size see "N" dimension.
For special features and custom design considerations, see page 39.

Thread
Length

0,500

0,500

0,625

0,625

0,750

0,875

0,750

1,125

1,125

1,125

1,500

1,500

1,500

1,500

1,750

1,750

1,750

1,750

1,750

2,500

3,250

3,250

3,250

3,250

4,000

Fine
Thread

7/16-20

7/16-20

1/2-20

1/2-20

5/8-18

3/4-16

1/2-13NC

7/8-14

7/8-14

7/8-14

1-14

1-14

1-14

1-14

1-1/4-12

1-1/4-12

1-1/4-12

1-1/4-12

1-1/4-12

2-12

2-1/2-12

2-1/2-12

2-1/2-12

2-1/2-12

3-1/2-4NC

- 1 0

A B K I nn
Shldr.
Dia.

0,500

0,500

0,625

0,625

0,750

1,000

0,625

1,000

1,000

1,000

1,250

1,250

1,250

1,250

1,750

1,750

1,750

1,750

1,750

3,250

3,250

3,250

3,250

3,250

5,000

Shldr.
Length

0,031

0,031

0,031

0,031

0,062

0,062

0,312

0,062

0,062

0,062

0,062

0,187

0,047

0,062

0,062

0,062

0,062

0,062

0,062

0,062

0,062

0,062

0,062

0,062

0,125

Rec. Mtg.
Hole Size

Mounting Member
Thickness

Approx.
Weight
(Lbs)

+0,001
-0,000 Max. Min.

0,438 0,625 0,500 0,2

0,438 0,625 0,500 0,3

0,501 0,750 0,625 0,3

0,501 0,750 0,625 0,4

0,626 1,000 0,750 0,5

0,751 1,125 0,875 0,8

0,501 0,6

0,876 1,250 0,875 1,3

0,876 1,250 0,875 1,2

0,876 1,250 0,875 1,8

1,001 1,250 0,750 2,3

1,001 1,250 0,750 2,3

1,001 1,250 0,750 2,3

1,001 1,250 0,750 2,8

1,251 1,250 1,000 4,0

1,251 1,250 1,000 4,8

1,251 1,500 1,250 5,5

1,251 1,500 1,250 7,1

1,251 1,500 1,250 9,0

2,001 2,750 2,000 19,0

2,501 3,250 2,000 28,0

2,501 3,250 2,000 36,0

2,501 3,250 2,000 49,0

2,501 3,250 2,000 72,0

4,252 5,750 5,125 130,0

Inch
Sizes

Ball or
Tapered
Roller

Bearings

Bearing Capacity, Radial Load (Lbs)

3000 Hrs. L10Life
0100 RPM

500 Hrs. L10Life
331/3 RPM

.•••• ••••

Radial Static
Limit

*Lock washer and jam nut available at additional cost.
For Size see „N" dimension.

Load at Mtg. Rail

1312 oncentrated Load at B/2

Concentrated Load at B

Retaining Ring Allowable Load

Bearing Capacity, Thrust Load (Lbs)

3000 Hrs. L10Life
0100 RPM

500 Hrs. L10Life
33 1/3 RPM

Limiting Static
Thrust

BB 235 625 225 145 385 300

BB 235 625 225 145 385 300

BB 515 1350 600 315 830 440

BB 515 1350 600 315 830 440

BB 1050 2750 1100 650 1700 595

BB 1050 2750 1100 650 1700 595

BB 1050 2750 1100 650 1700 595

BB 1450 3820 1620 905 2380 685

BB 1450 3820 1620 905 2380 685

BB 1450 3820 1620 905 2380 685

BB 1980 5180 2270 1215 3185 1540

BB 1980 5180 2270 1215 3185 1540

TRB 4570 10 880 7630 1690 4010 4570

TRB 6000 14 300 20 000 2430 5700 12 000

TRB 6000 14 300 20 000 2430 5700 12 000

TRB 6000 14 300 20 000 2430 5700 12 000

TRB 6000 14 300 20 000 2430 5700 12 000

TRB 6000 14 300 20 000 2430 5700 12 000

TRB 13 990 33 290 51 900 5530 13 160 32 500

TRB 15 100 35 800 56 400 5950 14 200 33 100

TRB 15 100 35 800 56 400 5950 14 200 33 100

TRB 15 100 35 800 56 400 5950 14 200 33 100

TRB 15 100 35 800 56 400 5950 14 200 33 100

TRB 34 500 82 200 159 800 16 900 40 100 116 000

Bending=.75 Sy

Concent.
Load at B/2

450

450

870

870

1570

1570

1570

4620

3530

4620

4170

4570

7050

13 600

13 600

13 600

13 600

13 600

34 100

72 700

72 700

72 700

72 700

214 400

I ISITE FEISIAT 1 CO ISIAL

Stud Capacity (Lbs)

Concent
Load at B

200

200

390

390

690

690

690

1610

1630

1610

1900

1900

3610

6800

6800

6800

6800

6800

18 830

36 300

36 300

36 300

36 300

107 200

Shear
=.75x.5xSy

Load at Mtg. Rail

1970

1970

3250

3250

6230

6230

4480

12 500

12 500

12 500

15 700

15 700

29 920

43 700

43 700

43 700

43 700

43 700

107 670

175 000

175 000

175 000

175 000

505 400

Ret Ring
Allow. Load

(Lbs)

470

470

470

470

470

470

470

910

910

910

1340

1340
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