
V-Grooved - 11
Eccentric-Stude Style

• radial and thrust loads
• rail profile sheds solid contaminants
• vertical adjustment

Part No.

VLRE-11/2

VLRE-2

VLRE-21/2

VLRE-31/2

VLRE-31/2-4

VLRE-41/2

Part No.

VLRE-11/2

VLRE-2

VLRE-21/2

VLRE-31/2

VLRE-31/2-4

VLRE-41/2

32

EDP No.

097 336-9907

097 337-9907

095 958-9907

095 970-9907

095 973-9907

095 986-9907

Ball or
Tapered
Roller

Bearings

BB

BB

BB

BB

TRB

TRB

Runncri

Roller
Dia.

1,500

2,000

2,500

3,500

3,500

4,500

3000 Hrs. 110 Life
©100 RPM

235

515

1050

1980

5030

6000

IDLER - ROLLERS

Roller
Width

0,731

0,844

1,312

1,687

1,890

2,000

Point
Dia.

1,125

1,375

1,500

2,250

2,250

3,000

Groove
Location

0,391

0,422

0,687

0,875

0,875

1,000

Part No.VLRE-3 1/2-4

1 /8"

500 Hrs. Lio Life
33 1/3 RPM

625

1350

2750

5180

12 000

14 300

Stud
Dia.

0,437

0,500

0,750

0,875

0,750

1,250

Bearing Capacity, Radial Load (Lbs)

Radial Static
Limit

225

600

1100

2270

7200

20 000

Stud
Length

1,000

1,250

1,750

2,000

2,000

2,500

7/64"

* For stud hex size see page 45.
** Lock washer and jam nut available at additional cost.

For size see „N" dimension.
For special features and custom design considerations, see page 39.

Thread
Length

0,500

0,625

0,895

1,020

1,020

1,270

3000 Hrs. Lio Life
©100 RPM

145

315

650

1215

1490

3430

I

1 , I N 0- I

R
N h L V I \ L
Gewinde

Thread

7/16-20

1/2-20

3/4-16

7/8-14

3/4-16

1 1/4-12

385

830

1700

3185

3540

5790

Shldr.
Dia.

500 Hrs. LiciLife
33 1/3 RPM

0,750

0,812

1,375

1,500

1,500

2,310

Shldr.
Length

0,031

0,031

1/16

1/16

1/16

1/16

Bearing Capacity, Thrust Load (Lbs)

Eccent
Dia.

+0,001
-0,001

0,625

0,687

1,000

1,187

1,187

1,750

Limiting
Static Thrust

300

440

595

1540

3150

12 000

Inch
Sizes

90°

Eccent
Length

+0,000
-0,010

0,500

0,625

0,855

0,980

0,980

1,230

Load at Mtg. Rail

Bending=.75 Sy

Concent. Load at V

I  470

920

1310

3990

4160

16 800

See  page  44  f o r  de ta i l s  o f
de s i g n  r e c o m m e n d a t i o n s
fo r  r o l l e r  on  r a i l .

Eccent.

0,030

0,030

0,030

0,030

0,030

0,060

Stud Capacity (Lbs)

Rec. Mtg.

Hole Size

+0,001
-0,000

0,627

0,689

1,002

1,189

1,189

1,752

Concentrated Load at V

Recommended Roller
Mounting Member

Thickness

Max.

0,625

0,750

1,000

1,125

1,125

1,375

Retaining Ring Allowable Load

Ret Ring
Allow. Load

Shear=.75 x.5 xSy (Lbs)

Load at Mtg. Rail

Min.

0,500

0,625

0,875

1,000

1,000

1,250

Approx.
Weight
(Lbs)

1970 470 0,5

3250 470 0,6

6230 470 1,4

15 700 1340 3,4

15 700 3,6

43 700 7,3

U-Grooved-
Stude Style

• wire guides
• idler pulleys
• easy to install

Part No.

5/16 Hex

EDP No.

_ +0,000 0 875
- U,UU1

I i ! ! 7

Groove
Dia.

Other dimensions available on request.
Lock washer and jam nut available at
additional cost.

Groove
Width

Rec.
Mtg.
Hole
Size

7/8-14
Thread

2,000

1/16

Recommended
Roller Mounting

Member Thickness

Inch
Sizes

Ball Bearing Design

Bearing Capacity,
Radial Load (Lbs)

3000 Hrs. 500 Hrs. Radial 3000 Hrs. 500 Hrs. Limiting Concent
L10 Life L10 Life Static L10 Life L10 Life Static Load at

100 33 1/3 Limit 100 33 1/3 Thrust Center of
RPM RPM RPM RPM Groove

+0,01
-0,00 Max. Min.

ULR-215/16-A 095 789-9907 2,312 0,263 0,876 1,250 0,875 1980 5180 2270 1,215 3185 1540 3990 1340 3,0

ULR-215/16-B 095 790-9907 2,312 0,242 0,876 1,250 0,875 1980 5180 2270 1,215 3185 1540 3990 1340 3,0

ULR-215/16-C 095 791-9907 2,375 0,224 0,876 1,250 0,875 1980 5180 2270 1,215 3185 1540 3990 1340 3,0

ULR-215/16-D 095 792-9907 2,375 0,207 0,876 1,250 0,875 1980 5180 2270 1,215 3185 1540 3990 1340 3,0

ULR-215/16-E 095 793-9907 2,437 0,184 0,876 1,250 0,875 1980 5180 2270 1,215 3185 1540 3990 1340 3,0

ULR-215/16-F 095 794-9907 2,500 0,169 0,876 1,250 0,875 1980 5180 2270 1,215 3185 1540 3990 1340 3,0

ULR-215/16-G 095 795-9907 2,500 0,152 0,876 1,250 0,875 1980 5180 2270 1,215 3185 1540 3990 1340 3,0

ULR-215/16-H 095 796-9907 2,562 0,138 0,876 1,250 0,875 1980 5180 2270 1,215 3185 1540 3990 1340 3,0

ULR-215/16-1 095 797-9907 2,625 0,124 0,876 1,250 0,875 1980 5180 2270 1,215 3185 1540 3990 1340 3,0

ULR-215/16-J 095 798-9907 2,625 0,113 0,876 1,250 0,875 1980 5180 2270 1,215 3185 1540 3990 1340 3,0

I N T E R N A T I O N A L

Bearing Capacity,
Thrust Load (Lbs)

Concentrated Load

at Center Groove

F- 1

/ 1 1 1 1 - 1

i
Jam Nut & Lock Washer

Retaining Ring
Allowable load

Stud
Capacity

(Lbs)

Ret. Ring
Allow.
Load
(Lbs)

Approx.
Weight
(Lbs)

33


