
TECHNICAL INFORMATION

itk...0

HYDRAULIC INVERTER
FOR SUMO AND MINI-SUMO

TECHNICAL CHARACTERISTICS

Max flow rate 400 cc/min

Max working pressure 4350 psi (300 bar)

1-2 outlet connection G3/8" BSP

Temperature of use 23 + 122 °F (- 5 + + 50 °C)

Humidity 90 % rel. humidity

Lubricants Max grease NLGI2 - Min Oil 100 cst

Storage temperature - 4 + 149 °F (-20 + +65 °C)

Weight 4.5 Kg

Pressure adjustment 870 + 4351 psi (60+300 bar) - pre-calibrated 3600 psi (250 bar)

DIMENSIONS (NOT IN SCALE)
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OPTIONAL

SPARE PARTS

Description

Pressure gauges kit (Fittings + pressure gauges)

Ultrasensor

M12 female connector

M12 female connector + cable L 5 mt

Description
Sealing gaskets between inverter and pump
(It takes two for each inverter)
Right pressure gauge

Left Pressure gauge

sales@dropsa.com
www.dropsa.com

ITALIA
Dropsa SpA
t. +39 02-250791
f.+39 02-25079767
U.S.A.
Dropsa Corporation
t. +1 586-566-1540
f. +1 586-566-1541

U.K.
Dropsa (UK) Ltd
t. +44 (0)1784-431177
f. +44 1011784-438598
AUSTRALIA
Dropsa Australia Ltd.
t. +61 (02)-9938-6644
f. +61 1012-9938-6611

Description

HYDRAULIC INVERTER for SUMO and Mini-SUMO
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Part No.

0086450

Part N o.

3133910

1655305

0039999

0039815

Part N o.

3190500

3292172

3292171

GERMANY
Dropsa GmbH
t. +49 (0)211-394-011
f. +49 101211-394-013
BRAZIL
Dropsa Brasil lnd.e Com.Ltda
t. +55 (0)11-563-10007
f. +55 10111-563-19408
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CHINA
Dropsa Lubrication Systems (Shanghai) Co., Ltd
t. +86 (021) 67740275
f. +861021167740205


