
Shaft
Dia. Fw D

C
Y

(max.)
Bearing

Designation

Load Ratings
Speed Rating

Co+0 +0.000
-03 -0.010

Dynamic Static

C Co Grease I Oil

in. mm
in.

mm
in.i n.

mm mm
in .

kN
lbf.

min-1

12.700
0.5000

19.050
0.7500

19.05
0.750 -

JH-812 -
12.32
2770

14.41
3240

12000 19000 0.0221

9/16 14.288
0.5625

19.050
0.750

11.13
0.438

1.02
0.040

J-97 MJ-971 547
1230

6.81
1530

16000 25000 0.0201

14.288
0.5625

19.050
0.7500

12.70
0.500

1.02
0.040

J-98 MJ-981 6.23
1400

8.01
1800

16000 25000 0.0210

14.288
0.5625

19.050
0.7500

15.88
0.625 -

J-910 -
5.83
1310

7.21
1620

16000 25000 0.0205

14.288
0.5625

20.638
0.8125

12.70
0.500

1.02
0.040

JH-98 MJH-981 8.01
1800

8.50
1910

12000 18000 0.0203

5/8 15.875
0.6250

20.638
0.8125

12.70
0.500

1.02
0.040

J-108 MJ-1081 6.72
1510

9.12
2050

13000 21000 0.0227

15.875
0.6250

20.638
0.8125

15.88
0.625

1.02
0.040

J-1010 MJ-10101 8.81
1980

12.94
2910

13000 21000 0.0247

15.875
0.6250

20.638
0.8125

19.05
0.750

1.02
0.040

J-1012 MJ-10121 11.74
2640

18.86
4240

13000 21000 0.0272

15.875
0.6250

22.212
0.8745

15.88
0.625

1.02
0.040

JH-1010 MJH-10101 11.57
2600

14.10
3170

14000 21000 0.0240

15.875
0.6250

22.212
0.8745

25.40
1.000

1.02
0.040

JH-1016 MJH-10161 19.79
4450

28.11
6320

14000 21000 0.0285

11/16 17.463
0.6875

22.212
0.8745

19.05
0.750

1.02
0.040

J-1112 MJ-11121 12.46
2800

20.91
4700

12000 19000 0.0290

17.463
0.6875

23.813
0.9375

15.88
0.625

1.02
0.040

JH-1110 MJH-11101 12.05
2710

15.21
3420

13000 19000 0.0255

17.463
0.6875

23.813
0.9375

19.05
0.750 -

JH-1112 -
16.15
3630

22.20
4990

13000 19000 0.0280

3/4 19.050
0.7500

25.400
1.0000

9.53
0.375 - J-126 -

649
.

1460
.

703
1580

11000 18000 0.0218

19.050
0.7500

25.400
1.0000

12.70
0.500 -

J-128 -
9.92
2230

12.19
2740

11000 18000 0.0250

19.050
0.7500

25.400
1.0000

15.88
0.625

1.02
0.040

J-1210 MJ-12101 12.50
2810

16.32
3670

11000 18000 0.0269

19.050
0.7500

25.400
1.0000

19.05
0.750

1.02
0.040

J-1212 MJ-12121 15.52
3490

21.62
4860

11000 18000 0.0288

19.050
0.7500

26.988
1.0625

19.05
0.750

1.02
0.040

JH-1212 MJH-12121 19.08
4290

23.58
5300

12000 18000 0.0285

13/16 20.638
0.8125

26.988
1.0625

22.23
0.875 -

J-1314 -
1931

.
4340

2931
.

6590
10000 16000 0.0321

20.638
0.8125

28.575
1.1250

19.05
0.750

1.27
0.050

JH-1312 MJH-13121 18.77
4220

24.55
5520

11000 16000 0.0299

7/8 22.225
0.8750

28.575
1.1250

9.53
0.375 - J-146 - .

721
1620

841
.

1890
9700 15000 0.0243

22.225
0.8750

28.575
1.1250

12.70
0.500 -

J-148 -
10.94
2460

14.50
3260

9700 15000 0.0270

22.225
0.8750

28.575
1.1250

19.05
0.750

1.02
0.040

J-1412 MJ-14121 17.88
4020

27.18
6110

9700 15000 0.0325

I kli„ NEEDLE ROLLER BEARINGS

CAGED BEARINGS -
OPEN ENDS, CLOSED ONE END - continued

INCH SERIES

J, JH

MJ-1, MJH-1

Full Complement Bearing

Caged Bearing

Shaft surface to be
58 HRC or equivalent

Drawn cup bearings of
nominal inch dimensions,

with one closed end,
that are not tabulated,

may be made available
upon request.

Mounting dimensions are
based on the inner ring

rotating and the outer ring
being stationary,

relative to the load.
The housing should be of

high strength material.

See Engineering section
for discussion of shaft

and housing design.
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