
Shaft
Dia.

D

C
Y

(max.)
Bearing

Designation

Load Ratings
Speed Rating

Cg+0 +0.000
-03 -0.010

Dynamic Static

C Co Grease I Oil

in. mm
in.

mm
in.i n.

mm mm
in .

kN
lbf.

min-1

22.225 28.575 25.40 1.02 J-1416 MJ-14161 23.66 38.97 9700 15000 0.0356
0.8750 1.1250 1.000 0.040 5320 8760

22.225 30.163 19.05 1.27 JH-1412 MJH-14121 18.33 24.55 9800 15000 0.0309
0.8750 1.1875 0.750 0.050 4120 5520

22.225 30.163 25.40 1.27 JH-1416 MJH-14161 25.40 37.37 9800 15000 0.0343
0.8750 1.1875 1.000 0.050 5710 8400

1 25.400 31.750 19.05
-

J-1612 -
18.15 28.82 8400 13000 0.0350

1.0000 1.2500 0.750 4080 6480

25.400 31.750 25.40 1.02 J-1616 MJ-16161 24.95 43.41 8400 13000 0.0387
1.0000 1.2500 1.000 0.040 5610 9760

25.400 33.338 19.05 1.27 JH-1612 MJH-16121 20.68 29.58 8500 13000 0.0342
1.0000 1.3125 0.750 0.050 4650 6650

25.400 33.338 25.40 1.27 JH-1616 MJH-16161 27.58 42.88 8500 13000 0.0375
1.0000 1.3125 1.000 0.050 6200 9640

1 1/8 28.575 34.925 12.70 1.02 J-188 MJ-1881 11.65 16.95 7400 11000 0.0323
1.1250 1.3750 0.500 0.040 2620 3810

28.575 34.925 19.05 1.02 J-1812 MJ-18121 19.04 31.76 7400 11000 0.0377
1.1250 1.3750 0.750 0.040 4280 7140

28.575 34.925 25.40 1.02 J-1816 MJ-18161 26.16 48.04 7400 11000 0.0418
1.1250 1.3750 1.000 0.040 5880 10800

28.575 38.100 19.05 1.27 JH-1812 MJH-18121 23.35 31.32 7600 12000 0.0356
1.1250 1.5000 0.750 0.050 5250 7040

28.575 38.100 25.40 1.27 JH-1816 MJH-18161 33.14 49.38 7600 12000 0.0398
1.1250 1.5000 1.000 0.050 7450 11100

28.575 38.100 28.58 1.27 JH-1818 MJH-18181 36.30 55.16 7600 12000 0.0410
1.1250 1.5000 1.125 0.050 8160 12400

11/4 31.750 38.100 19.05 1.02 J-2012 MJ-20121 19.84 34.70 6600 10000 0.0404
1.2500 1.5000 0.750 0.040 4460 7800

31.750 38.100 25.40 1.02 J-2016 MJ-20161 28.82 56.49 6600 10000 0.0455
1.2500 1.5000 1.000 0.040 6480 12700

31.750 41.275 19.05
-

JH-2012 -
24.11 33.94 6800 10000 0.0380

1.2500 1.6250 0.750 5420 7630

31.750
1.2500

41.275
1.6250

25.40
1.000 -

JH-2016 -
33.94
7630

52.93
11900

6800 10000 0.0424

31.750 41.275 31.75
-

JH-2020 -
43.37 72.51 6800 10000 0.0459

1.2500 1.6250 1.250 9750 16300

13/8 34.925 41.275 12.70 1.02 J-228 MJ-2281 13.97 22.91 6000 9200 0.0380
1.3750 1.6250 0.500 0.040 3140 5150

34.925 41.275 19.05
-

J-2212 -
22.82 42.97 6000 9200 0.0444

1.3750 1.6250 0.750 5130 9660

34.925 44.450 19.05 1.27 JH-2212 MJH-22121 26.24 38.43 6100 9400 0.0407
1.3750 1.7500 0.750 0.050 5900 8640

34.925 44.450 25.40 1.27 JH-2216 MJH-22161 36.52 58.72 6100 9400 0.0452
1.3750 1.7500 1.000 0.050 8210 13200

1 1/2 38.100 47.625 19.05 1.27 J-2412 MJ-24121 29.89 47.15 5600 8600 0.0445
1.5000 1.8750 0.750 0.050 6720 10600

I kli„ NEEDLE ROLLER BEARINGS

CAGED BEARINGS -
OPEN ENDS, CLOSED ONE END - continued

INCH SERIES

J, JH

MJ-1, MJH-1

Caged Bearing

Full Complement Bearing

Shaft surface to be
58 HRC or equivalent

Drawn cup bearings of
nominal inch dimensions,

with one closed end,
that are not tabulated,

may be made available
upon request.

Mounting dimensions are
based on the inner ring

rotating and the outer ring
being stationary,

relative to the load.
The housing should be of

high strength material.

See Engineering section
for discussion of shaft

and housing design.
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