RACOR DE ALTA PRESION

RACORES DE ANILLO CORTANTE: flujo procedente de la rosca cilíndrica, doble arista

Dimensiones

	Código
	ØD
(mm)
	C
	E
(mm)
	F1
(mm)
	F2
(mm)
	F3
(mm)
	ØG
(mm)
	L1
(mm)
	L2
(mm)
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(kg)

	8381L06 10
	6
	G1/8
	8
	17
	17
	14
	13.9
	43
	28
	0.05

	8381L06 60
	6
	M10x1
	8
	17
	17
	14
	13.9
	43
	28
	0.05

	8381L08 13
	8
	G1/4
	12
	19
	19
	17
	18.9
	45
	30
	0.07

	8381L08 67
	8
	M12x1,5
	12
	17
	19
	17
	16.9
	44
	29
	0.07

	8381L10 13
	10
	G1/4
	12
	22
	24
	19
	18.9
	53
	38.5
	0.09

	8381L10 71
	10
	M14x1,5
	12
	22
	24
	19
	18.9
	53
	38.5
	0.09

	8381L12 17
	12
	G3/8
	12
	27
	30
	22
	21.9
	57
	42.5
	0.18

	8381L12 75
	12
	M16x1,5
	12
	27
	30
	22
	21.9
	57
	42.5
	0.18

	8381L15 21
	15
	G1/2
	14
	27
	30
	27
	26.9
	61
	45.5
	0.22

	8381L15 78
	15
	M18x1,5
	12
	27
	30
	27
	23.9
	61
	45.5
	0.22

	8381L18 21
	18
	G1/2
	14
	36
	36
	32
	26.9
	66
	50
	0.34

	8381L18 82
	18
	M22x1,5
	14
	36
	36
	32
	26.9
	66
	50
	0.34

	8381L22 27
	22
	G3/4
	16
	41
	46
	36
	31.9
	71
	55
	0.5

	8381L22 89
	22
	M26x1,5
	16
	41
	46
	36
	31.9
	71
	55
	0.5

	8381L28 34
	28
	G1
	18
	50
	55
	41
	39.9
	80
	63
	0.78

	8381L28 91
	28
	M33x2
	18
	50
	55
	41
	39.9
	80
	63
	0.78

	8381L35 42
	35
	G1 1/4
	20
	60
	60
	50
	49.9
	91
	69
	1.15

	8381L35 96
	35
	M42x2
	20
	60
	60
	50
	49.9
	91
	69
	1.15

	8381L42 49
	42
	G1 1/2
	22
	80
	90
	60
	54.9
	104
	81
	1.9

	8381L42 98
	42
	M48x2
	22
	80
	90
	60
	54.9
	104
	81
	1.9

	8381S06 13
	6
	G1/4
	12
	19
	19
	17
	18.9
	46
	31.5
	0.09

	8381S06 67
	6
	M12x1,5
	12
	19
	19
	17
	16.9
	46
	31.5
	0.09

	8381S08 13
	8
	G1/4
	12
	19
	22
	19
	18.9
	46
	31.5
	0.12

	8381S08 71
	8
	M14x1,5
	12
	19
	22
	19
	18.9
	46
	31.5
	0.12

	8381S10 17
	10
	G3/8
	12
	24
	27
	22
	21.9
	54
	38
	0.15

	8381S10 75
	10
	M16x1,5
	12
	24
	27
	22
	21.9
	54
	38
	0.15

	8381S12 17
	12
	G3/8
	12
	27
	30
	24
	21.9
	57
	41
	0.18

	8381S12 78
	12
	M18x1,5
	12
	27
	30
	24
	23.9
	57
	41
	0.18

	8381S14 21
	14
	G1/2
	14
	27
	32
	27
	26.9
	62
	44.5
	0.26

	8381S14 80
	14
	M20x1,5
	14
	27
	32
	27
	25.9
	62
	44.5
	0.26

	8381S16 21
	16
	G1/2
	14
	32
	36
	30
	26.9
	66
	48
	0.32

	8381S16 82
	16
	M22x1,5
	14
	32
	36
	30
	26.9
	66
	48
	0.32

	8381S20 27
	20
	G3/4
	16
	41
	46
	36
	31.9
	74
	52
	0.6

	8381S20 86
	20
	M27x2
	16
	41
	46
	36
	31.9
	74
	52
	0.6

	8381S25 34
	25
	G1
	18
	46
	50
	46
	39.9
	79
	54.5
	0.78

	8381S25 91
	25
	M33x2
	18
	46
	50
	46
	39.9
	79
	54.5
	0.78

	8381S30 42
	30
	G1 1/4
	20
	55
	60
	50
	49.9
	91
	64
	1.17

	8381S30 96
	30
	M42x2
	20
	55
	60
	50
	49.9
	91
	64
	1.17

	8381S38 49
	38
	G1 1/2
	22
	65
	70
	60
	54.9
	100
	69.5
	1.63

	8381S38 98
	38
	M48x2
	22
	65
	70
	60
	54.9
	100
	69.5
	1.63


Especificaciones
	Tratamiento de la superficie

	 A3C norma ISO 4042
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	 Temperatura de utilización

°C
(Celsius)

F
(Farenheit)

K
(Kelvin)

de -20 a 100

de -4 a 212

de 253 a 373




	[image: image3.png]




	 Anillo cortante

 acero
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	 Cuerpo

 acero
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	 Tuerca

 Acero

Juntas

NBR




