|_D1
dm

—

2”7 x 17 1/4”

Pinones para cadena de rodillos

B1 29,4 - B2 87,4- B3 146
b1288 Cc6-r3 51 | 2| 9 dp dm | D1 | A KG

101460008 8 152 132,74 85| 30 80 4,2
101460009 9 168 148, 54 100]| 30 80 5,78
101460010 10 184 164, 39 115] 30 80 7,6
101460011 11 200 181, 31 125| 30 80 9, 26
101460012 12 216 196, 29 133| 30 80 10, 91
101460013 13 235 212, 29 145130 80 13, 05
101460014 14 251 228, 29 145130 80 14, 25
101460015 15 267 244, 3 145] 30 80 15, 53
101460016 16 283 260, 4 160| 30 90 19, 87
101460017 17 299 276, 46 160| 30 90 21, 35
101460018 18 315 292, 55 160]| 30 90 22,92
101460019 19 331 308, 66 160| 30 90 24,53
101460020 20 347 324,71 180140 90 28,5
101460021 21 363 340, 82 180140 90 30, 36
101460022 22 379 356, 98 180140 90 32,31
101460023 23 396 373, 08 180| 40 90 34, 36
101460024 24 412 389, 18 180| 40 90 36,5
101460025 25 428 405, 33 180( 40 90 38,74
101460026 26 444 421, 44 180| 40 90 41, 07
101460028 28 476 453, 69 180( 40 90 46, 01
101460030 30 508 486 180( 40 90 51, 34
101460032 32 541 518, 27 200( 40 90 59, 89
101460035 35 589 566, 71 200] 40 90 69, 16
101460038 38 638 615, 16 200( 40 90 79, 28
101460040 40 670 647, 47 200| 40 90 86,5
101460045 45 751 728, 24 218]40 123 118, 87
101460050 50 832 809, 04 218(40 123 140, 96
101460057 57 945 922, 16 218|40 123 175, 86
101460060 60 993 970, 65 218]40 123 192, 24
101460076 76 1252 1229, 27 218|40 123 294






