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ENROLLADORES AUTOMATICOS SERIE 500
Series 500 AutomaTic REELS

CARACTERISTICAS: CARENADO FABRICADO EN ALUMINIO
PRESION DE TRABAJO: 15 BAR coN RecuBRIMIENTO EpPoxy DE CoLoOR AzuL. MANGUERA
A DE SeRvicio DE PVC coN REFUERZO TEXTIL CON TERMINAL
PRENSADO cON MUELLE DE PROTECCION. RECOGIDA AUTOMATICA
DE LA MANGUERA. SOPORTE METALICO DE ANCLAJE PIVOTANTE.
INcLUYE MANGUERA DE AcoMETIDA DE PVC coN REFUERZO
TexTIL DE 60 c™s. DE LoNGITuD SIN RACOR. INCLUYE
DecLaracioN C.E. be ConFORMIDAD PARA MAQUINAS SEGUN
DirecTiva 2006/42/CE. INpicADOS PARA TRABAJAR A LA
INTEMPERIE, LA CARENA PROTEGE LA MANGUERA DE LA Accion
SoLAR. Disefio CompacTo DE REDUCIDAS DIMENSIONES

Working Pressure: 15 BArR

APLICACIONES: INDICADOS PARA LA CONDUCCION DE AIRE
COMPRIMIDO, NITROGENO Y AGUA. SU UTILIZACION AYUDA A
MEJORAR EL ENTORNO Y ERGONOMIA DEL PUESTO DE TRABAJO.
GRAN RESISTENCIA A LA CORROSION.

Aplications: Indicated for conducting compressed

air, nitrogen and water. Its use helps to improve the
environment and workplace ergonomics. High resistance
to corrosion.

Features: Fairing made of aluminum with epoxy coating
blue. Service PVC hose with textile reinforcement
pressing spring capping. Maximum working pressure: 20
bar. Automatic collection hose. Metal bracket pivotally
anchor. Includes PVC inlet hose with textile reinforcement
60 cms. length (without fitting). Includes Declaration C.E.
of Conformity for machines to Directive 2006/42 / EC.
Suitable for working outdoors, the hull protects the hose
from solar action. Compact design with small footprint.
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Automatic reels
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i LONGITUD
ROSCA TUBO TUBERIA
REFERENCIA DE SERVICIO (Exterior | Interior) DE MA(I'\111C);UERA
y Diametro exterior 12 mm.
500117.15-8 Racor rosca macho R 1/4 Diametro interior 8 mm. 15
500118.12-10 Racor rosca macho R 3/8” Diametro exterior 14 mm. 12

Diametro interior 10 mm




