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IMOPAC

Servicio de Att. al

MINIVALVULAS DE ESFERA EN LATON - Mini ball brass valves

MINIVALVULAS
Minit BALL BrAass VALVES

A TEMPERATURA DE TRABAJO: De 0 A 60°C
Working Temperature: Up O to 60°C

a MATERIALES DE CONSTRUCCION

Materials Used

PRESION MAX. DE TRABAJO: 16 BAR
Max. working pressure: 16 Bar

CUERPO, ESFERA, EJE: LaToN NiQuELADO CW
614N UNI 12164

Body: Nickel plated Brass

APLICACIONES: AIRe CompPRrIMIDO, AGUA Y FLUIDOS CoMmPATI-
BLES CON LOS MATERIALES DE CONSTRUCCION

Applications: Compressed air, water and Fluids suitable
with construction materials

GUARNICION ASIENTO ESFERA: PTFE
Ball gaskets: PTFE

TORNILLO: Acero
Screw: Steel

TRATAMIENTO SUPERFICIAL: CroMADO
Surface treatment: Chromium plating

CERTIFICACIONES
Certifications

.g:"_. \‘H ProbucTtos ConFoRME A LA DIRecTiva 2002/95/EC
S Products in compliance with the directive 2002/95/EC

MANETA: ALuminio LACADA
Lever: Aluminium lacquered

JUNTA TORICA: NBR 70
O’ring: NBR 70

ROSCAS
Threads

AL Probuctos ConFoRME A LA DIREcTIVA 2011/65/EC
w Products in compliance with the directive 2011/65/EU

Gas Cilindrica ISO 228 de G1/8” a G3/4
Cylindrical gas 1SO 228

MINIVAL H

MINIVALH M

MINIVALVULA DE ESFERA EN LATON ROSCA HEMBRA
- Brass mini ball valve female

DIAMETRO

LONGITUD

ROSCA Peso
REFERENCIA H NOMINAL TOTAL Weight(q)
(MM) (MM)
MVAL-1H G1/8" 7 39 88
MVAL-2H G1/4" 8 39 94
MVAL-3H G3/8" 8 42 91
MVAL-4H G1/2" 10 47 110
M.VAL-6H G3/4" 12 54 194
MINIVALVULA DE ESFERA EN LATON ROSCA HEMBRA - MACHO
- Brass mini ball valve female - male
DIAMETRO LONGITUD P
REFERENCIA ROSCAM  ROSCAH  NOMINAL TOTAL oSO
eight(g)
(Mm) (M)
MVAL-1H-1IM G1/8" G1/8" 6 39 80
MVAL-2H-2M GL/4" G1/4" 8 39 78
M.VAL-3H-3M G3/8" G3/8" 8 40 74
M.VAL-4H-4M G1/2" G1/2" 10 45 108
M.VAL-6H-6M G3/4" G3/4" 12 51 177

LOS DATOS TECNICOS Y GRAFICOS NO SON VINCULANTES. - Drawing and technical date are not binding.




