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% Mass (Reference) Dimension of Dimension of slide unit Dimension of track rail Appended mounting |Basic dynamic |Basic static Static moment rating(2)
g g assembly mm mm bolt for track rail load rating(?) |load rating(?)
Model number % ) nm
'§ Slide unit| Track rail ¢ Co To Tx Ty
2 (per 100mm) | H Hi N | W2 | Ws | Wa | L1 L2 Ls | MiXdepth | Hs w Ha ds da h E F Bolt size x length
= N N N'm N-m N-m
Cross-recessed head 2.6 2.2
MLFC 10 | ¢ 6.1 205 13.6 cap screw for precision 712 1180 6.1 | 129 | 125
28 65| 15 | 35 | 17 | 13 | 2 - M2.5 X1.5| 1.3 10 | 4 29 | 48 | 1.6 | 10 | 20 equipment 22 35
MLF 10 PAg 7.6 24.5 17.6 M2.5X7 849 1510 7.8 224 188
MLFC 14 |5 | 13 225 | — |13 1240 1700 122 | 30 32
Hexagon socket 10'1 8'4
MLF 14 Y| 20 54 9 2 55 | 25 | 19 | 3 315 | 10 | 22 M3 X3 1.7 14 | 55 | 35 | 6 3.2 15 30 hﬁﬁggglt 1770 2 840 20.3 547 459
MLFG 14 |+ | 29 42 | 19 | 325 2320 4160 298 | 20| 20
MLFC 18 || 26 265 | — | 166 1510 2120 19.4 32'2 33'Z
21 4.5 Hexagon socket 16-9 14'2
MLF 18 pig 42 90 12 3 6 30 39 12 286 | M3 X3 2.5 18 7 3.5 6.5 4.5 15 30 hK/Tg;g“ 2 280 3810 34.9 90'1 75'6
MLFG 18 || 59 23 | 35 | 50.5 | 24 |40.4 2870 5300 a85 | 29 27
MLFC 24 || 46 305 | — |17.7 2800 3340 a7 | ST o2
Hexagon socket 30-6 25'7
MLF 24 pig 74 139 14 3 8 40 28 | 6 44 15 | 31 M3 X35 | 3.2 24 8 4.5 8 4.5 20 40 'ﬁidxb%t 4310 6 200 75.6 1 68- 141'
MLFG 24 |3 | 108 59 | 28 | 463 5620 9060 | 111 | 3| 53

Note(?) : Track rail lengths L are shown in Table 8.2 on page A-9.
(2) : The directions of basic dynamic load rating (C), basic static load rating (Co) and static moment rating (7o, Tx and Tv) are shown in the sketches
below. The upper values in the Tx and Ty column apply to one slide unit, and the lower values apply to two units in close contact. . . .
Remark 1 : The mark ¥ indicates that it is also applicable to interchangeable specification. Example of identification number for assembled set (For details, see "Identification number and specification".)

2 : The appended bolts for mounting track rails are stainless hexagon socket head bolts of JIS B1176 or equivalent, or stainless cross-recessed

head cap screws for precision equipment. M LF 24 C2 R240 T1 P 82 /U

3: Qil hole is provided for MLF10 to MLF24 models.
4 : For specification of oil hole, see page 101. | | | |
Length of track rail Preload amount Accuracy class Special specification
Series Size (240 mm) Clearance : To High : H With under seals : /U
MLFC Standard : No symbol Precision : P
Ty MLF Light preload : T1
C.Co @ MLFG Number of slide unit Interchangeable code
b

(two slide units) Interchangeable specification : S2

To Tx
@ G §> AF §> o 9 Non interchangeable specification : No symbol

@ @ ?‘:I:['ﬁ o ke 2*In case ordering track rail only, model code is changed as shown below.

Track rail of interchangeable MLF = Model code LWLF---B (Ex: LWLF14R240BPS2)

1N=0.102kgf=0.2248Ibs.

A-14 1mm=0.03937inch A-15

ML, MLF



