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Servicio de Att. al Clien
iglidur®

iglidur® X | Product Range X

Flange bearing

d Order key
8 5 | -—-— -3
;)2 XFM-0304-05
f
Length b
r=max. | b2 Outer diameter d2
0.5 mm b1 Inner diameter d1
. . . L . Metric
Dimensions according to ISO 3547-1 and special dimensions
Type (Form F)

* thickness < 1 mm, chamfer = 20°
Chamfer in relation to the d1
d1 [mm]: 21-6 26-12 | 2 12-30 | 2 >30

Material iglidur® X

f [mm]: 0.3 0.5 0.8 1.2
Dimensions [mm]
Part number di d1-Tolerance* d2 d3 b1 b2
di13 h13 -0.14
XFM-020406-03 2.0 +0.006 +0.046 4.0 6.0 3.0 1.0
XFM-0304-05 3.0 +0.006 +0.046 4.5 7.5 5.0 0.75
XFM-0405-04 4.0 +0.010 +0.058 5.5 9.5 4.0 0.75
XFM-0405-06 4.0 +0.010 +0.058 5.5 9.5 6.0 0.75
XFM-040508-06 4.0 +0.010 +0.058 5.5 8.0 6.0 0.75
XFM-0507-05 5.0 +0.010 +0.058 7.0 11.0 5.0 1.0
XFM-0608-08 6.0 +0.010 +0.058 8.0 12.0 8.0 1.0
XFM-0608-10 6.0 +0.010 +0.058 8.0 12.0 10.0 1.0
XFM-0810-05 8.0 +0.013 +0.071 10.0 15.0 5.5 1.0
XFM-0810-075 8.0 +0.013 +0.071 10.0 15.0 7.5 1.0
XFM-0810-08 8.0 +0.013 +0.071 10.0 15.0 8.0 1.0
XFM-0810-09 8.0 +0.013 +0.071 10.0 15.0 9.0 1.0
XFM-081012-04 8.0 +0.013 +0.071 10.0 12.0 4.0 1.0
XFM-081014-31 8.0 +0.013 +0.071 10.0 14.0 31.5 1.0
XFM-1012-05 10.0 +0.013 +0.071 12.0 18.0 5.0 1.0
XFM-1012-06 10.0 +0.013 +0.071 12.0 18.0 6.0 1.0
XFM-1012-08 10.0 +0.013 +0.071 12.0 15.0 8.0 1.0
XFM-1012-09 10.0 +0.013 +0.071 12.0 18.0 9.0 1.0
XFM-1012-15 10.0 +0.013 +0.071 12.0 18.0 15.0 1.0
XFM-1012-18 10.0 +0.013 +0.071 12.0 18.0 18.0 1.0
XFM-1012-22 10.0 +0.013 +0.071 12.0 15.0 22.0 1.0
XFM-1012-25 10.0 +0.013 +0.071 12.0 18.0 25.0 1.0
XFM-1214-055 12.0 +0.016 +0.086 14.0 20.0 55 1.0
XFM-1214-09 12.0 +0.016 +0.086 14.0 20.0 9.0 1.0
XFM-1214-12 12.0 +0.016 +0.086 14.0 20.0 12.0 1.0
XFM-1214-15 12.0 +0.016 +0.086 14.0 20.0 15.0 1.0

* after pressfit. Testing methods P> page 75
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Dimensions [mm]
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Part number di d1-Tolerance* d2 d3 b1 b2
d13 h13 -0.14
XFM-121418-039 12.0 +0.016 +0.086 14.0 18.0 3.9 1.0
XFM-121418-059 12.0 +0.016 +0.086 14.0 18.0 5.9 1.0
XFM-1416-10 14.0 +0.016 +0.086 16.0 22.0 10.0 1.0
XFM-1416-12 14.0 +0.016 +0.086 16.0 22.0 12.0 1.0
XFM-1416-17 14.0 +0.016 +0.086 16.0 22.0 17.0 1.0
XFM-1517-06 15.0 +0.016 +0.086 17.0 23.0 6.0 1.0
XFM-1517-12 15.0 +0.016 +0.086 17.0 23.0 12.0 1.0
XFM-1517-17 15.0 +0.016 +0.086 17.0 23.0 17.0 1.0
XFM-1618-12 16.0 +0.016 +0.086 18.0 24.0 12.0 1.0
XFM-1618-17 16.0 +0.016 +0.086 18.0 24.0 17.0 1.0
XFM-1820-12 18.0 +0.016 +0.086 20.0 26.0 12.0 1.0
XFM-1820-17 18.0 +0.016 +0.086 20.0 26.0 17.0 1.0
XFM-2023-065 20.0 +0.020 +0.104 23.0 30.0 6.5 1.5
XFM-2023-075 20.0 +0.020 +0.104 23.0 30.0 7.5 1.5
XFM-2023-11 20.0 +0.020 +0.104 23.0 30.0 11.0 1.5
XFM-2023-16 20.0 +0.020 +0.104 23.0 30.0 16.5 1.5
XFM-2023-21 20.0 +0.020 +0.104 23.0 30.0 21.0 1.5
XFM-2528-13 25.0 +0.020 +0.104 28.0 35.0 13.5 1.5
XFM-2528-21 25.0 +0.020 +0.104 28.0 35.0 21.0 1.5
XFM-252833-08 25.0 +0.020 +0.104 28.0 33.0 8.0 1.0
XFM-2730-20 27.0 +0.020 +0.104 30.0 38.0 20.0 1.5
XFM-3034-16 30.0 +0.020 +0.104 34.0 42.0 16.0 2.0
XFM-3034-26 30.0 +0.020 +0.104 34.0 42.0 26.0 2.0
XFM-3034-40 30.0 +0.020 +0.104 34.0 42.0 40.0 2.0
XFM-3236-15 32.0 +0.025 +0.125 36.0 45.0 15.0 2.0
XFM-3236-26 32.0 +0.025 +0.125 36.0 45.0 26.0 2.0
XFM-3539-26 35.0 +0.025 +0.125 39.0 47.0 26.0 2.0
XFM-4044-22 40.0 +0.025 +0.125 44.0 52.0 22.0 2.0
XFM-4044-30 40.0 +0.025 +0.125 44.0 52.0 30.0 2.0
XFM-4044-40 40.0 +0.025 +0.125 44.0 52.0 40.0 2.0
XFM-4550-50 45.0 +0.025 +0.125 50.0 58.0 50.0 2.0
XFM-5055-40 50.0 +0.025 +0.125 55.0 63.0 40.0 2.0
XFM-6065-40 60.0 +0.030 +0.150 65.0 73.0 40.0 2.0
XFM-7075-40 70.0 +0.030 +0.150 75.0 83.0 40.0 2.0
XFM-7580-50 75.0 +0.030 +0.150 80.0 88.0 50.0 2.0

* after pressfit. Testing methods P> page 75
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