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SPECIFICATIONS:

SWITCHING VOLTAGE: 1 - 24V AC/DC
SWITCHING CURRENT: 1A max
SWITCH RESISTANCE "ON": <20 (0
SWITCH RESISTANCE "OFF": >5 M ()
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ACTUATION FORCE: 3-5 N P26
MAKE IMPULSE TIME: 125-300 mSEC 4
OPERATING TEMP: -20°C TO +70°C )
STORAGE TEMP: -40°C TO +85°C
g
LED RGB:
LED Operating Voltage : 24V DC max
Each LED current consumption : max 25 mA M22x1
3
CONNECTOIN: CABLE LIYY 6X0.14, LENGTH 300+5mm
I S = G = S
FINISH:
ANODIZE THICKNESS: 17-19 m
T | ary. DESCRIPTION PART NUMBER
1 1 HOUSING, ALUMINIUM 6061 T651 81018725
2 1 ILLUMINATED RING, ERTACETALC or H 07080123
3 1 O-RING, NBR (Acrylianitrile-Butadiene Rubber), 22x1 81500015
4 1 NUT, BRASS (Ni COATED), M22X1 07099113
O | a4 TOLERANCE 0.1
ltemref | Quantity | Title/Name, designation, material, dimension etc Article No./Reference|
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SBR11ABC8241N,24V RGB(+) LED
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