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Standard materials: Acetal D-gray or white, LF-brown and SLF-dark gray, Polypropylene (PP) and
Polyethylene (PE).
Standard pin materials: Polypropylene.
The chain can be supplied with steel pins.
Different types of surface and vacuum holes sizes. Supply unit: 3.048 m = 10 ft

Standard materials: Acetal D-gray or white, LF-brown and SLF-dark gray, Polypropylene (PP).
Note: using the belt system with Tabs, the temperature of the conveyor must be constant.

Standard materials: Acetal D-gray or white, LF-brown and
SLF-dark gray, Polypropylene (PP) and Polyethylene (PE).

*uni-chains recommends this direction of travel. However, travel in both directions is possible.

Standard materials: Polypropylene (PP)
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Slatband chains
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Att service. to the client

Dimensions

Dimensions

Dimensions

Dimensions

Direction of travel *

Di
re
ct
io
n 
of
 tr
av
el

Direction of travel *

Reference Width W Weight Reverse bending
radius

Allowable F

All dimensions are for acetal chains.

Product 047

Product 047



047703222
047704222
047705222
047706222
047708222
047710222
047712222047712222
047714222
047716222

Lifting chainsAt www.rodavigo.netFamily: Transmission chainsProduct: Chain and accessories  

Code ISO
standard

Pitch A Pitch A Max width
on axles

1) Price and supply possibilities, on request.

Approx.
breaking load  

Weight
per m.

Clamp
width

inch

Clamp
thickness

Shaft
diameter.

Links per
approx.
meter

ISO 4347 - LL Series



047703244
047704244
047705244
047706244
047708244
047710244
047712244047712244
047714244
047716244

047703266
047704266
047705266
047706266
047708266
047710266
047712266047712266
047714266
047716266
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Lifting chains
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Code ISO
standard

Pitch A Pitch A Max width
on axles

1) Price and supply possibilities, on request.

Approx.
breaking load

Weight
per m.

Clamp
width

Clamp
thickness

Shaft
diameter

Links per
approx.
meter

Code ISO
standard

Pitch A Pitch A Max width
on axles

1) Price and supply possibilities, on request.

Approx.
breaking load

Weight
per m.

Clamp
width

Inch 

Inch 

Clamp
thickness

Shaft
diameter

Links per
approx.
meter

ISO 4347 - LL Series

ISO 4347 - LL Series



Code ISO
standard

Pitch A Pitch A Max width
on axles

1) Price and supply possibilities, on request.

Approx.
breaking load

Weight
per m.

Clamp
width

Clamp
thickness

Shaft
diameter

Links per
approx.
meter

Code ISO
standard

Pitch A Pitch A Max width
on axles

1) Price and supply possibilities, on request.

Approx.
breaking load

Weight
per m.

Clamp
width

Clamp
thickness

Shaft
diameter

Links per
approx.
meter

Code ISO
standard

ISO 4347 - AL Series

ISO 4347 - AL Series

ISO 4347 - AL Series

Pitch A Pitch A Max width
on axles

1) Price and supply possibilities, on request.

Approx.
breaking load

Weight
per m.

Clamp
width

Inch 

Inch 

Inch 

Thickness
flange

Shaft
diameter

Links per
approx.
meter

047704066
047705066
047706066
047708066
047710066
047712066
047714066047714066
047716066

Lifting chains
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047704022
047705022
047706022
047708022
047710022
047712022
047714022047714022
047716022

047704044
047705044
047706044
047708044
047710044
047712044
047714044047714044
047716044



047704123
047705123
047706123
047708123
047710123
047712123
047714123047714123
047716123

047704134
047705134
047706134
047708134
047710134
047712134
047714134047714134
047716134

047704146
047705146
047706146
047708146
047710146
047712146
047714146047714146
047716146
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Lifting chains
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Code ISO
standard

Pitch A Pitch A Max width
on axles

1) Price and supply possibilities, on request.

Approx.
breaking load

Weight
per m.

Max width
on axles

Approx.
breaking load

Weight
per m.

Max width
on axles

Approx.
breaking load

Weight
per m.

Clamp
width

Clamp
thickness

Shaft
diameter

Links per
approx.
meter

ISO 4347 - LH Series ISO 4347 - LH Series ISO 4347 - LH Series

inch



1) Without roller (bushing chain).
2) For chains No. 450, 331, 332.40 RF Only with rivet bolt.
3) Wheels on request.

2 For No. 455 RF chain only with rivet bolt.

Closure side

Code Chains Pitch Inside
width
b1

Inside link
width
b2

Roller
Ø
d1

Bolt
Ø
d2

Mesh
width
g

Oversize 

k

With on
rivet
l1

Work
surface
f

Minimal
breaking load
FB

Weight Connecting elements
and accessories

Code Chains Pitch Inside
width
b1

Inside link
width
b2

Roller
Ø
d1

Bolt
Ø
d2

Mesh
width
g

Oversize 

k

With on
rivet
l1

Work
surface
f

Minimal
breaking load
FB

Weight Connecting elements
and accessories

ISO ASA stainless roller chainsAt www.rodavigo.netFamily: Transmission Chains Product: Wippermann chain



Code

Simple
chains

Double
chains

Triple
chains

1) Bushing chain. ISO 1395 standard
2) Also available in a detachable version, with a designation ending in 9 (69.89 ...). Dimensions C and L in the table corresponding to the type of demountable.

1) Bushing chain.

ISO
standard

Code Pitch A Pitch A

inch

inch

Min.
inside
width

Roller
diameter

Shaft
diameter

Min.
inside
width

Roller
diameter

Shaft
diameter

Max.
width on
axes

Max.
width on
axes

Min.
side
light

Surface
from
joint

Approx.
breaking
load

Links per
approx.
meter

Weight
per
meter

Min.
side
light

Row
spacing

Surface of
articulation

Approx.
breaking
load

Links per
approx.
meter

Weight
per
meter

ASA Steel Roller Chains
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Att service. to the client
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Code ISO
standard

Pitch A Pitch A

ISO steel roller chains
At www.rodavigo.netFamily: Transmission Chains 

Product: Chain and accessories

Min.
inside
width

Roller
diameter

Shaft
diameter 

Min.
side
light

Row
spacing

Surface of
articulation

Approx.
breaking
load

Links per
approx.
meter

Weight
per
meter

Max.
width
on axes

Simple
chains

Double
chains

Triple
chains

inch



No. 50 Connecting link
with pins

No. 50 Angled link
with pin

No. 50 Double
angled link

No. 50 Connecting link
with elastic closure

Code Description Code Description Code Description

Code Description Code Description Code Description

04725U
04735U
04740U
04750U
04760U
04780U
047100U047100U
047120U
047140U
047160U
047200U

0472035U
0472040U
0472050U
0472060U
0472080U
0472100U
0472120U0472120U
0472140U
0472160U
0472200U

 2035 3/8 DOUBLE
 2040 1/2 DOUBLE
 2050 5/8 DOUBLE
 2060 3/4 DOUBLE
 2080 1́ DOUBLE
 2100 1́ 1/4 DOUBLE
 2120 1́ 1/2 DOUBLE 2120 1́ 1/2 DOUBLE
 2140 1́ 3/4 DOUBLE
 2160 2́ DOUBLE
 2200 2́ 1/2 DOUBLE

 25 1/4 SIMPLE
 35  3/8 SIMPLE
 40 1/2 SIMPLE
 50 5/8 SIMPLE
 60 3/4 SIMPLE
 80 1́ SIMPLE
 100 1́ 1/4 SIMPLE 100 1́ 1/4 SIMPLE
 120 1́ 1/2 SIMPLE
 140 1́ 3/4 SIMPLE
 160 2́ SIMPLE
 200 2́ 1/2 SIMPLE

0473035U
0473040U
0473050U
0473060U
0473080U
0473100U
0473120U0473120U
0473140U
0473160U
0473200U

TRIPLE ASA 3/8 *3035
3040 1/2 TRIPLE
3050 5/8 TRIPLE
3060 3/4 TRIPLE
3080 1́ TRIPLE
3100  ASA  1́ 1/4 TRIPLE
3120 1́ 1/23120 1́ 1/2 TRIPLE
3140 1́ 3/4 TRIPLE
3160 2́ TRIPLE
3200 2́ 1/2 TRIPLE

Roller chains

www.rodavigo.net +34 986 288118
Att service. to the client
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04726U
04728U
04732U
04742U
04743U
04746U
04752U04752U
04762U
04782U
047102U
047122U
047142U
047162U
047202U047202U
047242U

0472028U
0472032U
0472042U
0472052U
0472062U
0472082U
0472102U0472102U
0472122U
0472142U
0472162U
0472202U
0472242U

 2028 05 B-2 DOUBLE
 2032 06 B-2 DOUBLE
 2042 1/2 DOUBLE
 2052 5/8 DOUBLE
 2062 3/4 DOUBLE
 2082 1́ DOUBLE
 2102 1́ 1/4 DOUBLE 2102 1́ 1/4 DOUBLE
 2122 1́ 1/2 DOUBLE
 2142 1́ 3/4 DOUBLE
 2162 2́ DOUBLE
 2202 2́ 1/2 DOUBLE
 2242 3́ DOUBLE

0473032U
0473042U
0473052U
0473062U
0473082U
0473102U
0473122U0473122U
0473142U
0473162U
0473202U
0473242U

 3032 3/8 TRIPLE
 3042 1/2 TRIPLE
 3052 5/8 TRIPLE
 3062 3/4 TRIPLE
 3082 1́ TRIPLE
 3102 1́ 1/4 TRIPLE
 3122 1́ 1/2 3122 1́ 1/2 TRIPLE
 3142 1́ 3/4 TRIPLE
 3162 2́ TRIPLE
 3202 2́ 1/2 TRIPLE
 3242 3́ TRIPLE

 26 04 B-1 SIMPLE
 28 05 B-1 SIMPLE
 32 3/8 SIMPLE
 42 1/2 SIMPLE
 43 1/2 SIMPLE
 46 1/2 SIMPLE
 52 5/8 SIMPLE 52 5/8 SIMPLE
 62 3/4 SIMPLE
 82 1́ SIMPLE
 102 1́ 1/4 SIMPLE
 122 1́ 1/2 SIMPLE
 142 1́ 3/4 SIMPLE
 162 2́ SIMPLE
 202 2́ 1/2 SIMPLE 202 2́ 1/2 SIMPLE
 242 3́ SIMPLE

ISO connecting link

ASA connecting link



For chains from 3/8 "to 5/8" pitch. For chains from 3/4 ”to 1” 1/4 ”pitch.

Code Pitch A Pitch A Min.
interior
width

Min. inside
diameter of the
hollow shaft

Max. width
on axes

Approx.
breaking
load

Weight per
meter

Diameter

   roller        bushing

Code

Code Code

ISO
standard

Pitch A Pitch A Min.
interior
width

Shaft
diameter

Max.width
on axes

Approx.
breaking
load

Links per
approx.
meter

inch

inch

Min.
side
light

Max.
clamp
width

Surface of
articulation

Weight per
meter

Ø of
roller

ISO ASA Roller Chains
At www.rodavigo.netFamily: Transmission ChainsProduct: Chain and accessories



1) With straight meshes.

Stainless Steel “RF” Double Roller Chains

Code Chains Pitch Inside
width
b1

Inside link
width
b2

Roller
Ø
d1

Bolt
Ø
d2

Transverse
pitch

Mesh
width
g

Oversize

k

With on
rivet
L2

Work
surface
f

Minimal
breaking load
FB

Weight Connecting
elements and
accessories

Connecting elements and accessories:

Inner link Outer link
(rivet)

Connecting link
with crossbow

Connecting link
with pin

Angled link
with pins

Double angled
link

Closure side

GL series double and triple chain, on request

ISO ASA stainless roller chains

www.rodavigo.net +34 986 288118
Att service. to the client
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Code Chains Pitch Inside
width
b1

Inside link
width
b2

Roller
Ø
d1

Bolt
Ø
d2

Mesh
width
g

On-
measure
k

With on
rivet
L

Work
surface
f

Minimal
breaking load
FB

Weight

Triple stainless steel "RF" roller chain, on request

Stainless steel or plastic platewheels on request

Connecting elements and accessories:

Stainless Steel "RF" Long Pitch Roller Chains

Closure side

Connecting elements and accessories:

Inner link

Inner link Outer link Connecting link with pins
(for chain nº713, with crossbow)

Angled link

Outer link
(rivet)

Connecting link
with crossbow

Connecting link
with pin

Angled link
with pins

Double angled
link

ISO ASA stainless roller chains
At www.rodavigo.netFamily: Transmission ChainsProduct: Wippermann chain
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At www.rodavigo.netFamily: Transmission chainsProduct: Chain and accessoriesChain guides

Code Pitch 

Guide Guide

Code Pitch 

Code Pitch 

Code Pitch 

Code Pitch Code Pitch 

Roller chain guides



Roller chain guides
At www.rodavigo.netFamily: Transmission chainsProduct: Chain and accessories Chain guides

Code Pitch Guide

Guide

Guide

Code Pitch 

Code Pitch Code Pitch 

Code Pitch 

Code Pitch 



Type SE:  standard quality   - painted with protective plate
Type SE-G:  oil resistant     - galvanized with yellow dot
Type SE-W:  temperature resistant - painted with red dot protective lacquer

s hard

hard

www.rodavigo.net +34 986 288118
Att service. to the client

At www.rodavigo.netFamily: Transmission ChainsProduct: Rosta chain tensioners

Automatic tensioners. Standard mounting: types SE, SE-G and SE-W

Technical data Dimensions

Code Reference Weight
kg

Normal    Hard
Torque
MA in
Nm

F max. in N
for position
normal (J1) hard (J2)

Automatic chain tensioners



hard

hard

At www.rodavigo.netFamily: Transmission ChainsProduct: Rosta chain tensioners Automatic tensioners. Front mounting: types SE-F and SE-I

Automatic tensioners: stainless SE-I type

hard

hard

Technical data Dimensions

Code Reference Weight
kg

Torque
MA in
Nm

Torque
MA in
Nm

Normal    Hard

F max. in N
for position
normal (J1)
hard (J2)

Technical data Dimensions

Code Reference Weight
kg

Normal    Hard

F max. in N
for position
normal (J1)
hard (J2)

Chain tensioners



Ma
x. 
tur
nin
g a
ng
le 
90
º

or

or

or

or
or

or

or

or

or

or

or
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At www.rodavigo.netFamily: Transmission ChainsProduct: Rosta chain tensionersSprocket Set: Type N

Code Reference Chain
DIN 8187

Number of
teeth

Side adjustment Tensor
Type

Weight
in kg

Code Reference Chain
DIN 8187

Side adjustmentTensor
Type

Weight
in kg

Code Reference Max speed Tensor
Type

Weight
in kg

Chain Rider Set: Type P

Roller Type R

Chain tensioners


