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Couplings with hubs

Couplings with hubs. TYPE A

Type A

Code

Code *Nominal
torque

*Max.
torque

Max.
speed

Max.
Diam

Pre
diam.

Torsional
rigidity

Relative
cushioning

Moment
inertia

Weight

Maximum
revolutions

Torque Spider
type

0 Int.
Spider

Axles
Max.

Axles
Min.

Weight MI.
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Elastic Couplings and Spiders
At www.rodavigo.netFamily: Transmission elementsProduct: Albert couplings

At www.rodavigo.netFamily: Transmission elementsProduct: Samiflex Couplings



Couplings with hubs. TYPE CS

Code

Spider. The elastic sheathing

TORQUE

Quality Hardness Colour Work temp.

Standard Clear
blue
Yellow
Orange
Ocher
Red
GreenGreen

TORSIONAL RIGIDITY
AND ANGLE OF TORSION

ANGLE

High Temp.

High
benefit

Elastic sheathing / Torsional rigidity 103 Nm.rad-1

Hardness
Shore.

Code

* Nominal torque/Maximum torque, with standard elastic sheathing, 95 Shore A hardness (Yellow colour)
The nominal and maximum torques are increased by 40% using the high performance elatic sheathing Ref. HD, 97 Shore A hardness (ocher colour). Consult.
All types are manufactured with hubs in the qualities Gg25 (pearlitic cast iron), GGG40 (nodular cast iron) and Gs45 (cast steel).
Types A00 to A4 are also manufactured with C135 (Alcan) aluminum alloy hubs.
Couplings are supplied as standard in quality Gg25 and with 95 Shore A elastic sheathing.

It is made of a special polyurethane blend and has, to an exceptional degree, all the required
characteristics.
- High resistance to breakage, shear, torsion.
- Great damping capacity, stable and constant resistance.
- Excellent behavior to abrasion, humidity, oils, corrosive vapors and numerous
chemical products. 
- Stability of the main characteristics between -40º and 80º C for standard manufacturing sheathings.- Stability of the main characteristics between -40º and 80º C for standard manufacturing sheathings.
Elastic sheathings are manufactured between -40º and 140º C, HT reference.  
. Absence of aging.
- Excellent beheviour and long life of the elastic sheathing, in abrasive, corrosive, wet media
and everything without greasing or any maintenance.
Elastic sheathings are manufactured in three qualities and five hardnesses, according to applications.

If the quality is not specified in advance, the supply is made with a standard 95 Shore A elastic sheathing, yellow colour. High performance sheathings, HD and HDT reference,
ocher and red colour respectively, allow to increase the nominal torque by 40%.
The elastic sheathing allows 3 types of symmetrical housings, FIG 1.
Housing 1, for inserting the lugs of the clamping ring in horizontal mounting.
Housing 2, for inserting the lugs of the clamping ring in vertical mounting.
Housing 3, optional use, allows introducing though the two threaded holes of the clamping ring, two allen studs, in order to avoid the axial displacement of the mentioned ring.

*Nominal
torque

*Max.
torque

Max.
speed

Max.
Diam.

Pre
diam.

Torsional
rigidity

Relative
cushioning

Moment
inertia

Weight

Elastic Couplings and Spiders

022A1CS
022A2CS
022A3CS
022A4CS
022A45CS
022A5CS
022A55CS022A55CS
022A6CS
022A7CS
022A8CS
022A9CS
022A10CS
022A11CS

Type CS



Steel
Nylon

Couplings, B Series

Standard Couplings Material: Light Alloy

Code Dimensions Holes
Finishes 1)

Weight
2)

Moment
inertia 2)

Code Hub
lenght

Finish Weight
2)

Moment
inertia 2)
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Elastic Couplings and Spiders
At www.rodavigo.netFamily: Transmission elementsProduct: Couplings and Spiders

H * Minimum required H* for decoupling in radial direction.
1) Finish according to ISO standard H/, keyway DIN 6885.
2) Weights and moments of inertia for max. d without keyways.

Assembly instructions:
When assembling it is important that the hubs are correctly adjusted on the shafts and that
dimension E is maintained. The E dimension can be controlled by the total length of the assembly (L).
An inaccurate E dimension has a negative influence on the behavior of the coupling.
The admissible displacement values   depend on the speed (r.p.m) and the transmitted power (kW).



The clamping bushing is a mechanical component whose mision is to connect by static friction, two or more
elements that can thus transmit a torque and absorb an axial impulse.
Composition. The clamping bushing is generally made up of two cut rings, one inside the other, which have
conical contact faces, and of a series of fixing screws.
Functioning. Alternately tightening the screws, the conical faces of the cut rings are forced, one inside the
other: the radial formation obtained determines a pressure that perfectly ensures the elements to be
mounted in the required axial and angular position.mounted in the required axial and angular position.
Applications. To most of the mechanisms that need the gathering and fixing of the parts where the projection
one must be inserted into the corresponding cavity of the other.

Fixing bushings

Taper Bushings for Chain Sprockets

Code
No of
tapered
bushing

No of
tapered
bushing

No of
tapered
bushing

No of
tapered
bushing

No of
tapered
bushing

No of
tapered
bushing

No of
tapered
bushing

No of
tapered
bushing

No of
tapered
bushing

No of
tapered
bushing

No of
tapered
bushing

Ø
axis Code

Ø
axis Code

Ø
axisCode

Ø
axis Code Ø

axis

Code Ø
axis Code

Ø
axis Code

Ø
axis Code

Ø
axis Code

Ø
axis Code Ø

axis

Code Ø
axis Code

Ø
axis Code

Ø
axisCode

Ø
axisCode

Ø
axis Code Ø

axis

Taper Bushings for Chain Sprockets
At www.rodavigo.netFamily: Transmission PulleysProduct: Taper Lock Bushings



Precision axial positioning

Self-centering

No Self-centering

Code Dimensions Code Dimensions

Code Dimensions

www.rodavigo.net +34 986 288118
Att service. to the client

Fixing bushings
At www.rodavigo.netFamily: Transmission elementsProduct: Fixing bushingsType BK40 fixing bushings

Type BK80 fixing bushings



To transmit high torques

Clamping bushing, self-centering.
Quick assembly and disassembly

Self-centering

No Self-centering

To transmit medium-weak torques

Code Dimensions

Code Dimensions Code Dimensions

Code Dimensions

Type BK50 fixing bushings

Type BK25 clamping bushingsType BK70 fixing bushings

Fixing bushings
At www.rodavigo.netFamily: Transmission elementsProduct: Fixing bushings



To connect the shaft ends.

Outer Lock Clamping Bushing

Self-centering

To transmit very high torques.
Excellent concentricity.

Rigid couplingClamping bushing, self-centering.
Quick assembly and disassembly

Code Dimensions

Code Dimensions

Code Dimensions

Code Dimensions

www.rodavigo.net +34 986 288118
Att service. to the client

Fixing bushings
Type BK26 clamping bushings Type BK95 clamping bushings

Type BK19 clamping bushings Type BK11 clamping bushings

At www.rodavigo.netFamily: Transmission elementsProduct: Fixing bushings



*Crosspieces without needles in the bearing.

Code

Code Dimensions Model

Code Dimensions Model

Code Dimensions Model

Code Code

Racks 
20º precision angle

We have an extensive stock in our warehouses, so delivery
would be immediate. We also inform you that under a drawing
or sample we can offer you any type of sprocket, gear, pulley,
rack... that may arise.

On demand
- Rack of mod. from 7 to 12
- Rack of mod. from 1 to 12
with tilted teeth from 0 to 30º as max.

Racks 

Crosspieces for homokinetic knotsCrosspieces for agricultural applications

Transmission crosspieces

Racks 
At www.rodavigo.netFamily: Transmission elementsProduct: Racks 

At www.rodavigo.netFamily: Transmission elementsProduct: Cross-piece



For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
ChainChain
Pitch
Inner width
Roller

From Z 51h-4,4mm

Code Dimensions Code Dimensions

At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs
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Chain discs

8x3 mm discs 05B-1



Code Dimensions Code Dimensions

Chain discs

For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
ChainChain
Pitch
Inner width
Roller

From Z 51h-4,4mm

At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs 8x3 mm discs 05B-2



Code Dimensions Code Dimensions
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For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  3/8”x7/32”   9,525x5,72 mm. 06B-1 At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs

Chain discs



Code Dimensions Code Dimensions

For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  3/8”x7/32”   9,525x5,72 mm. 06B-2

Chain discs
At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



Code Dimensions Code Dimensions
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For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  3/8”x7/32”   9,525x5,72 mm. 06B-3

Chain discs
At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



from z 81h-8mm

Code Dimensions Code Dimensions

For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  1/2”x5/16”  12,7x7,75 mm. 08B-1

Chain discs
At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



Code Dimensions Code Dimensions
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For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  1/2”x5/16”   12,7x7,75 mm. 08B-2

Chain discs

from z 81h-8mm

At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



from z 81h-8mm

Code Dimensions Code Dimensions

For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  1/2”x5/16”  12,7x7,75 mm. 08B-3

Chain discs
At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



Code Dimensions Code Dimensions
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For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  5/8”x3/8”   15,875x9,65 mm. 10B-1

Chain discs

from z 111h-10mm

At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



Code Dimensions Code Dimensions

For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  5/8”x3/8”  15,875x9,65 mm. 10B-2

Chain discs
At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



Code Dimensions Code Dimensions
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For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  5/8”x3/8”   15,875x9,65 mm. 10B-3

Chain discs

from z 111h-10mm

At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



Code Dimensions Code Dimensions

For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  3/4”x7/16”  19,05x11,68 mm. 12B-1

Chain discs
At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



Code Dimensions Code Dimensions
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For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  3/4”x7/16”   19,05x11,68 mm. 12B-2

Chain discs
At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



Code Dimensions Code Dimensions

For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  3/4”x7/16”  19,05x11,68 mm. 12B-3

Chain discs
At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs



Code Dimensions Code Dimensions
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For roller chain
according to DIN 8187 ISO / R 606

Disc
Tooth radius
Radius length
Tooth width
Tooth width
Tooth width
TTooth width
Chain
Pitch
Inner width
Roller

Discs  1”x17/02” mm   25,4x17,02 mm. 16B-1

Chain discs
At www.rodavigo.netFamily: Transmission elementsProduct: Chain discs


